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Abstract 

This thesis presents a novel design for a pipe inspection robot. The main 

aim of the design has been to allow the robot to operate in a water pipe 

while it is still in service.  

Water pipes form a very crucial part of the infrastructure of the world we live 

in today. Despite their importance, water leakage is a major problem 

suffered by water companies worldwide, costing them billions of dollars 

every year. There are a wide variety of different techniques used for leak 

detection and localisation, but no one method is capable of accurately 

pinpointing the leak location and severity in all pipe conditions with minimal 

labour. A survey of existing pipe inspection robots showed that there have 

been many designs implemented that are capable of navigating the pipeline 

environment. However, none of these were capable of fully autonomous 

control in a live water pipe. It was concluded that an autonomous pipe 

inspection robot capable of working in active pipelines would be of great 

industrial benefit as it would be able to carry a wide range of sensors directly 

to the source of the leak with minimal, if any, human intervention. 

An inchworm robot prototype was constructed based on a Gough-Stewart 

parallel platform. The robotôs inverse kinematics equations were derived and 

a simulation model of the robot was constructed. These were verified using a 

motion capture suite, confirming that they are valid representations of the 

robot. The simulation was used to determine the robotôs movement 

limitations and minimum bend radius it could navigate. Several CFD 

simulations were carried out in order to estimate the maximum fluid force 

exerted on the robot. It was found that the robotôs design successfully 

minimised the fluid force such that off-the-shelf actuators had the capability 

to overcome it. The prototype was successfully tested in both a straight and 

bent pipe, demonstrating its ability to navigate a dry pipe environment. 

Overall, the robot prototype served as a successful proof of concept for a 

design of pipe inspection robot that would be capable of operating in active 

pipelines. 
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 Chapter 1

Introduction 

1.1 Background 

Pipelines form a crucial part of the way we live today as they are the primary 

means of transporting many of the resources that we depend on, such as 

water, gas and oil. There are millions of miles of pipeline throughout the 

world and they can be found in both domestic and industrial settings. Many 

of these pipelines are situated underground so as not to affect everyday life. 

However, this makes repair and inspection of the pipelines a costly and 

difficult task, especially since many pipelines have not been designed to 

optimise automatic repair and inspection tasks [1]. Also, because pipelines 

rarely have any redundancy, the use of conventional inspection and repair 

methods, which require the flow to be shut off, can often lead to disruption 

[2]. Without a reliable method of determining the exact location of a problem, 

large sections of pipeline need to be excavated and this can be made even 

more difficult if the pipelines are situated in an urban environment, where the 

repair work can negatively impact daily life. Neglecting the repair work of 

such pipelines can lead to leakage of valuable product into the environment, 

which can lead to damage of the surroundings, expensive clean-up work as 

well as a loss of business reputation [1], [3]ς[5]. 

1.1.1 The Scale of the Problem 

One of the most common and crucial uses of pipelines is in the 

transportation of clean water to homes and businesses. In order to 

appreciate the ubiquity and importance of water pipes and the huge 

maintenance challenge faced by water companies, statistics published by 

the five largest water companies in the UK and their government regulator, 

Ofwat, were examined.  

1.1.1.1 Water Mains in the UK 

The annual reports of the five largest water companies in the UK contain 

information on the number of customers they serve and the length of water 

mains that they maintain. This information is summarised in Table  1.1. 
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Table  1.1 A list of the 5 largest water companies in the UK along with 
the number of customers they serve and the length of water mains 
they maintain. 

Company Number of 

customers 

(millions) 

Length of water 

mains (1000ôs km) 

Sources 

Thames Water 9 31 [6] pages 2 and 12 

Severn Trent 7.7 46 [7] 

United Utilities 3.2 43 [8] pages 2 and 22 

Yorkshire Water 5 31 [9] pages 5 and 28 

Anglian Water 4.5 38 [10] pages 2 and 

49 

Totals 29.4 189 

 

Using the ratio of total customers to total water mains shown in the above 

data, an estimate for the total length of water mains in the UK was 

calculated. With the UK population estimated at 64.1m people in 2013 [11], 

the total length of water mains in the UK can be estimated at 412,000km. 

When this figure is compared to the total road length in the UK of 395,000km 

[12], it becomes evident that water mains alone are a significant part of the 

infrastructure, with large amounts of pipeline that need to be maintained in 

operational order. When it is also noted that this estimate only covered water 

mains and did not include the sewerage system or other pipelines such as 

those that deliver gas, the scale of pipelines in our lives becomes even more 

apparent. 

1.1.1.2 Water Leakage 

Loss of water due to leaks and failures is inevitable in such a large and 

extensive pipe network. The scale of the problem becomes clear, however, 

when it is noted that the estimated leakage levels of water companies in 

England and Wales in 2009-10 was 3.3 billion litres of water every day [13]. 

With the average person in the UK consuming 150 litres daily [14], this is 

enough to supply an extra 22 million people with water on a daily basis. 

To put a financial perspective on this, Yorkshire Water reports that in 2014, 

the operating costs of clean water production were £162m [15]. With the 

amount of water lost due to leakage representing 25% of the total water 

delivered by Yorkshire Water [16], this is, almost literally, an estimated 
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£40.5m that is lost down the drain on an annual basis. Financial losses on a 

similar scale can be expected for other water companies. Reducing such 

inefficiencies would have a direct effect on both the profitability of the water 

companies and the water bills of their customers. 

It is clear that there is both a strong financial incentive to minimise leakage 

and also a moral obligation to prevent such huge amounts of clean water 

being wasted when 780m people around the globe are still without access to 

an improved drinking water source [17]. 

1.1.2 Pipe Inspection Robots 

With the scale of the problem so vast, and the inherently difficult nature of 

underground pipeline maintenance, it is inevitable that the flexibility and 

intelligence of robotic solutions would be explored in order to provide 

controlled and targeted inspections and repairs. Indeed, the development of 

pipe robots has been ongoing for many years, with pipe inspection robots 

being developed as early as 1986 [18]. 

Over the years, many attempts have been made to develop robotic systems 

that can be used to inspect the condition of pipelines and potentially carry 

out repairs. However, the complexity of pipe networks, restricted space 

inside pipes and the various elements such as bends, junctions and other 

obstacles put limitations on the size and shape of such robots [19], [20]. 

Although there have been several robots designed for the purpose of pipe 

inspection and repair, most of these focus on operation in empty pipes. The 

problem with such robots is that they do not take into account the effects of 

pressurised fluid on the motion and stability of the robot. Although a few 

robots have been developed for operation inside active gas pipelines, 

operation in active fluid pipelines has garnered very little attention. The 

development of a robot capable of operating in such conditions would  be of 

great industrial benefit as the robot would be able to operate inside the 

pipeline while it is still active and allow the pipeline to continue working 

unaffected. 

1.2 Motivation 

As water leakage is such a significant and costly problem, and with pipe 

networks being so vast, it would be of great benefit if a robotic system could 

be developed that would allow almost continuously unattended inspections 

to be carried out on the whole pipe network, and even some automatic 

repairs. 
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Ultimately, a robot would be developed that could ñliveò inside underground 

water pipes on an almost permanent basis. A swarm of these robots would 

be installed in pipelines throughout the country, automatically patrolling their 

relevant sections and performing continuous inspection of the condition of 

the pipe, feeding that information back to the water company. This would 

give the water company up to date information about the condition of all its 

pipes. Such continuous inspection of the pipelines would allow the robots to 

detect when problems are about to happen and can possibly perform any 

preventative maintenance automatically, thus minimising service disruptions. 

If the repair needs the flow of water to be shut off, it would be possible to 

remotely shut off and reroute the flow of water, then instruct the robot to 

carry out the repair, resuming the flow once the repair is complete, thus 

reducing the need to excavate the pipe. In situations where the repair is too 

severe for the robots to handle, the rich set of information that the robots 

could send back regarding the location and nature of the problem would 

allow the repair team to head directly to the source of the problem armed 

with plenty of information about the situation, potentially minimising the time, 

cost and effort spent on the repair itself. 

Such a robot would not necessarily have to be confined to operation in water 

pipes. The same technology could also be used in municipal gas pipes, oil 

pipelines and pipe networks present in factories and plants. 

1.3 Aims and Objectives 

The development of such a robot would cover a very wide range of different 

fields and skills. Due to time and resource constraints, this thesis will focus 

on the design and validation of the robotôs mechanical structure in a dry 

environment.  

1.3.1 Aims 

The aim of the research project is to design and develop the mechanical 

platform for a robot that can operate inside water pipes while they are still 

active. 

1.3.2 Objectives 

In order to fulfil the above research aim, the following objectives need to be 

met: 

¶ Review the existing literature on the pipe environment and how water 

companies manage it. 
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¶ Investigate the various locomotion methods mobile and climbing 

robots can use, and how existing pipe inspection robots have used 

them. Identify the most suitable locomotion to use in this application. 

¶ Design and construct a robot based on the chosen locomotion 

method. 

¶ Analyse the kinematics of the design and the forces it is exposed to in 

order to assess its feasibility and understand its limitations. 

¶ Verify that the robot prototype conforms to the theoretical 

understanding. 

¶ Test the robotôs locomotion ability in various pipes to validate its 

performance and ability to navigate the pipeline. 

1.4 Contributions of the Thesis 

The contributions of the thesis are summarised below: 

1. Development of a pipe inspection robot with specific emphasis on the 

robotôs ability to operate inside active pipelines with high flow. 

2. The use of a Gough-Stewart parallel structure with non-fixed top and 

bottom platforms to develop an inchworm-based robot for internal 

pipe climbing. 

3. A methodology for estimating the climbing performance of an internal 

pipe climbing robot in a bent pipe, which can be used to determine 

the minimum bend radius. 

1.5 Thesis Organisation 

The thesis is divided into 8 chapters. The outline of each chapter is 

presented below: 

Chapter 1 introduces the background and motivation for the project and 

presents the aims and objectives for the development of a pipe inspection 

robot for operation in active pipelines. The chapter also presents the scope 

and contributions of this research 

Chapter 2 is split into two parts. In the first part, the state of water pipes is 

reviewed in order to understand the robotôs working environment. The 

methods that water companies use in order to detect, manage and repair 

leaks is reviewed in order to understand the tasks that the robot would need 

to carry out. 

In the second part, a review of the various locomotion methods used by 

mobile robots is presented with specific emphasis on their application in pipe 
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inspection robots. The various robots developed are categorised by their 

locomotion method and their advantages and disadvantages discussed. 

Chapter 3 presents the requirements and specification for the robot based 

on the information gathered in the literature review. The methodology used 

to develop the robot is also presented. 

Chapter 4 presents the conceptual design process for the robot. The 

findings of the literature review are used to decide on the most suitable 

locomotion method and a specification for the ideal pipe robot is presented. 

Various design ideas are then presented and assessed in order to determine 

their suitability. Based on this assessment, a single concept is deemed to be 

the most appropriate and is chosen for further development. 

Chapter 5 presents the detailed design implementation of the robot 

prototype. This involves the selection of the linear actuators, the design of 

the robotôs support discs that provide it with grip, and the design of the 

various connecting components that form the rest of the robotôs structure.  

A brief overview of the design of the robotôs control hardware and software is 

also presented in this chapter. 

Chapter 6 covers the theoretical and analytical work performed on the 

robotôs design. The robotôs IK equations are derived and a simulation model 

constructed. This is used to understand the robotôs movement limitations, 

especially regarding the sharpest bend that the robot can navigate. CFD 

simulation is used in order to estimate the fluid force exerted on the robot 

and understand how this force will be transferred to the robotôs actuators. 

Chapter 7 focuses on the experimental work carried out. This covers two 

main parts: the first focuses on validating the IK equations and simulation 

model derived in the previous chapter by using a motion capture suite. The 

second half demonstrates the robotôs ability to navigate straight and bent 

pipes. 

Chapter 8 summarises the work done in the thesis, assess how well the 

aims and objectives have been met and discusses recommendations for 

future work. 
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 Chapter 2

Literature Review 

2.1 Introduction  

In order to design a robotic system that will work in the inspection and repair 

of underground water pipes, it is important to understand the pipes, how they 

are used, what problems they pose to water companies and how they deal 

with them. It is also important to review existing work on the subject, to 

understand how other researches have tackled the problem, and what 

technologies exist that can be used to develop a solution. 

In this chapter, the state of water pipes and how water companies manage 

and repair them is examined. After that, a review of the various locomotion 

methods used by mobile robots is carried out, with specific emphasis on how 

these locomotion methods have been used to develop internal pipe 

inspection robots. As a result of these reviews, the gaps in knowledge are 

identified and conclusions are drawn that are used to direct the robotôs 

development. 

2.2 Water Pipes 

The water pipes themselves are responsible for transporting clean water 

from the treatment plants all the way to the end consumers. Most water 

pipes are located underground, generally between 1-3m below the surface. 

Their sizes vary from 75mm for domestic pipes all the way to greater than 

450mm in diameter for main trunk pipes. According to information from 

Balfour Beatty, the water flowing through them can be pressurised from 2-

8bars, with maximum velocities of approximately 0.8m/s.  

Pipes are typically made from concrete, cast iron, and more recently, 

plastics, such as polyethylene (PE) and polyvinylchloride (PVC). In the UK, 

despite upgrades to plastic piping, many existing water mains are made from 

iron and lead, with some dating back to the Victorian era [21]. Depending on 

the pipe material, the pipe may have an external and internal coating for 

protection. One such coating used for a stainless steel water pipe involves 

bitumen for the inner coating and an outer lining of bitumen/fibre-glass [22].  

The pipe networks themselves primarily consist of straight sections, with 90° 

swept bends and tees and vertical sections [21]ï[24]. Although there was no 

information found on the frequency of such features in a pipe network, it is 



- 8 - 

reasonable to assume that all of these features are commonly found. 

Straight sections will likely occupy the bulk of a pipeline. Whenever a 

pipeline needs to avoid obstacles underground or change direction, swept 

bends would be used. Any branch pipes that need to connect to the main 

trunk pipe would do so via tee-junctions. Although most pipelines are 

expected to be horizontal, changes in ground elevation or certain 

underground obstacles would require the pipes to also slope vertically. 

Figure  2.1 shows several examples of underground pipeline maps. As can 

be seen from the figure, straight sections, swept bends and tees are very 

commonly found. 

 

Figure  2.1 Several maps of various underground water pipeline 
networks [25]. 

By examining the maps, it becomes apparent that straight sections, 
tees and bends are common features in an underground water pipe 
network. 

Despite care being taken to make sure that pipes are manufactured and 

installed correctly and competently, inevitably, leaks will occur. These are 

caused by a wide variety of different reasons, of which are the following [21], 

[22], [26]ï[30]: 
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¶ Corrosion due to the chemical interaction between metal pipes and 

the soil, or due to the presence of sulphate-reducing and acid 

producing bacteria. 

¶ Ground movement, which varies from small and gradual shifts (e.g. 

due to changes in soil temperature and moisture levels and ground 

settling), to large sudden movements (e.g. from earthquakes).  

¶ The use of high supply pressures, which can exceed the limits of 

older piping. 

¶ Erosion from existing leaks. 

¶ Damage from third party construction, maintenance and excavation 

work. 

¶ Inadequate design and construction. 

¶ Ageing infrastructure and poor maintenance. 

It is estimated that worldwide, 32 billion cubic meters of water is lost due to 

leakage in the distribution networks, which is estimated to cost more than 

$14billion per year [29], [31]. The amount of water lost is typically between 

20-30% of the total amount produced, with that proportion rising to 50% in 

some cases [27]. 

Water loss from pipes can be classed into two main types [29]: 

¶ Bursts. These are medium to high flow and generally last for a short 

time because they are quickly reported. 

¶ Leaks. These are low flow incidents and often last for a long time as 

they are hard to detect. Very low flow leaks are even harder to identify 

and are considered to be part of the inevitable background leakage. 

The negative impact of leaks and bursts is wide-ranging, from the 

companies that supply the water and maintain the pipes, to the consumers, 

and even to the environment. Some of the negative impacts that leaks and 

bursts can have are as follows [21], [24], [27], [29]: 

¶ Loss of profit. The clean water that is lost due to leakage and bursts 

has been transported from water sources, purified and processed and 

then pumped to the end consumers. all of which costs the water 

companies money. The loss of that water is an unnecessary financial 

burden that increases the cost of the water that reaches consumers. 

¶ Strain on company resources. Having to send repair teams out to 

repair bursts and leaks costs money that could be invested in other 

parts of the company. Similarly, the water lost due leaks and bursts 

means that for the amount of water consumed by users, much more 
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than that needs to be transported and processed. This puts more 

strain on the companiesô facilities than is actually needed and may 

lead the company to unnecessarily spend money on upgrading the 

capacity of their plants and on finding more water sources. 

¶ Liability for damage. Small scale leaks that are left unrepaired for a 

long period of time can cause significant damage to the surrounding 

area, such as roads and footpaths and can cause them to collapse in 

some cases, making the companies liable for their repair. 

¶ Poor energy usage. The transportation and processing of more water 

than is needed results in excessive energy usage and carbon 

emissions which are harmful to the environment. 

¶ In areas where water sources are scarce, leaks and bursts squander 

a rare and valuable environmental resource. In the US, more than 36 

states are expected to experience water shortages over the coming 

years. Similarly in China, 400-600 medium and large cities experience 

water shortages. 

¶ Poor public image. Consumers view water as a staple commodity, so 

losing it due to a pipe burst or service interruption due to a repair can 

have a negative effect on the public image of the water company. 

Finding and repairing leaks, as well as preventing them from happening in 

the first place is therefore of paramount importance to water companies. 

2.3 Leakage Management 

Water companies can take two basic approaches in dealing with water loss 

due to leakage and bursts [32]: 

¶ Passive approach. The company only reacts to customer complaints 

and leak reports. This is simple and cheap, but only works well if the 

system leak level is low (below 10-15%). Even then, it is still 

recommended that some sort of leak monitoring reporting system is 

put in place, otherwise leak levels can rise to 40%. 

¶ Active approach. In this case, the company actively monitors and 

assesses the network to identify problems before they happen or to 

reduce the time between a problem appearing and the repair. 

Identifying and locating undetected leaks requires a multi-tiered approach 

that first locates the presence of leaks very broadly, with subsequent 

localisation techniques honing in on the exact location of the leak. 
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2.3.1 Broad Leak Assessment 

The first step in assessing the state of the pipe network is to perform a broad 

estimation of the leak levels in the network and the areas that suffer the 

most. This is generally done using the following methods [32]: 

¶ Step-Testing. In this approach, the network is split into discrete areas 

that can have their inlets shut off, known as District Metering Areas 

(DMAs). These typically contain between 500-3000 properties and 

households. In order to assess the leakage levels for each DMA, the 

water company will send a technical team out to install flow meters at 

the inlets and outlets of each one. The flow will then be shut off to 

each DMA and the drop in the networkôs total flow rate is monitored. A 

larger than expected drop indicates a leak in that section. This 

exercise is typically done at night during the period of minimum usage 

so that water taken out of the system by consumers does not affect 

the measurement. Step testing is considered to be very effective at 

localising leaks and finding which areas suffer the worst. It does, 

however, require detailed maps of the pipe network and the location 

of its valves. It requires consumption to be stable during the 

procedure, which means that in areas with abnormal night usage 

(such as 24 hour takeaways and all-night licensed venues) errors are 

introduced into the measurement. It can be very labour intensive if 

non-telemetry enabled meters are used [21], [32], [33]. 

¶ Top down approach. This method involves comparing the total 

amount of water produced and the total amount of water consumed 

(via property meters) to assess the level of leakage. A large 

difference in the amounts produced and consumed indicates severe 

leaks. This method is considered very coarse and does not give a 

very accurate representation of the network, due to the fact that there 

are very few areas were 100% of customer properties are metered 

[21]. Despite this, it is still useful for verifying the results of step-

testing. 

¶ Acoustic Logging. This method involves measuring the distinctive 

sound generated by leaks that is transmitted through the water or 

through the pipe wall. Acoustic loggers are installed by attaching them 

to pipe fittings and are programmed to record and analyse the leak 

noise at night where background noise is likely at its minimum. The 

data recorded by the loggers can then be manually retrieved or 

automatically transmitted to a central server. The data from the 
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loggers can then be compared to identify which loggers are detecting 

leaks and the relative amplitude between loggers can be compared to 

estimate the location of the leak [32], [25]. 

2.3.2 Leak Localisation and Pinpointing 

After assessing the state of the pipe network and its various districts, work 

can progress on to honing in on the individual leaks in order to exactly 

identify their locations. There are a wide variety of different techniques that 

are in use in order to identify the location of individual leaks. These are listed 

below [32], [25]: 

¶ Transient Wave Analysis. There are a wide variety of methods that 

rely on measuring pressure transient waves inside a pipe and 

analysing how these waves reflect off fractures and defects in the 

pipe in order to determine the presence of leaks, such as the Leak 

Reflection Method, Inverse Transient Analysis, the Frequency 

Response Method and more. However, although these methods can 

demonstrate success in a lab environment or in a very simple pipe 

network, they have very limited use in complex pipe networks as the 

various other features in the pipe (such as junctions, welds, valves 

etc.) also affect the transient waves and can make it difficult to 

differentiate between a fracture and feature in the pipe [32].  

¶ Ground Penetrating Radar. This method is used to detect the 

underground voids caused by water that has leaked out of a pipe and 

can be carried on a vehicle that then drives on the road above the 

pipe, mapping its features. The main limitations of this method are its 

limited ground penetration capabilities (up to 2m) and the return of 

false positives from other metal objects in the ground. In cold climates 

where water pipes are buried deep underground to avoid freezing, 

this method cannot be relied upon to give accurate results. It is still 

considered a good method to use when large diameter, non-metallic 

pipes are to be examined. 

¶ Tracer Gas Technique. This method involves injecting a non-soluble, 

non-toxic gas (95% nitrogen + hydrogen/helium) into the pipe and 

then using gas sensors to scan over the suspected area and detect 

the leak. Although this method is effective at detecting multiple leaks 

at the same time, it is very expensive and is considered a specialist 

process [32], [25].  

¶ Direct listening. This involves directly listening to the sound of leaks 

via a human operator to determine the presence and location of 
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leaks. This can range from relatively simple techniques that use a 

listening stick (similar to a stethoscope) that is placed on a pipe fitting 

and then listened to by an operator, to electronic microphones with 

filters and amplifiers. Ground microphones are also available that are 

placed on the surface above a pipe to measure the amplitude of the 

leak sound. An operator moves the microphone along the surface, 

following the pipe, and notes the change in leak noise amplitude, 

which is used to pinpoint the location of the leak. Such methods are 

very labour intensive and rely on the skill and experience of the 

operator [32], [25]. 

¶ Leak noise correlators. These involve two microphones placed a 

certain distance apart on a pipe. The leak noise reaches each 

microphone at a different time depending on the distance to it, and by 

comparing the signal from the two microphones, the location of the 

leak can be determined. Acoustic methods in general are affected by 

the pipe material (with metal pipes giving better results than plastic), 

and the pipe size (with large pipes attenuating the signal more than 

smaller ones). Leak signals that are very quiet are hard to distinguish 

from background noise, and large pipes can shift the frequency of the 

noise lower, making it harder again to distinguish them from 

background noise. 

¶ PIG-mounted techniques. PIGs are devices that are inserted into a an 

active pipe and rely on the flow to propel them along. The same 

instruments and sensors mentioned above can be mounted on to pipe 

PIGs and they can take measurements in-situ, allowing them to get 

very close to the features that are being measured. For example, the 

SmartBall device contains an acoustic logger which measures the 

sound level as the device moves along the pipe, correlating that with 

the distance travelled, allowing the precise location of leaks and other 

features to be determined [34]. However the reliance of PIG devices 

on the flow of water for propulsion means that they have very little 

control over their location and movement. This is discussed further in 

section  2.5.5.1. 

2.3.3 Repair 

Once the leak location has been identified, work can begin on repairing the 

fault. There are two approaches that companies can use to repair a pipe: 

Open-cut and trenchless methods. 
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2.3.3.1 Open-Cut Repair Methods 

With open-cut methods, the ground around the entire length of the pipe is 

excavated to gain access. This excavation is referred to as a ñtrenchò. The 

pipe can then be repaired by either replacing it completely, or by using a 

wrap-around bandage around the outside of the pipe [25], as shown below in 

Figure  2.2. This is considered the standard method for construction and 

repair. Some companies prefer not to replace the entire pipe in order to 

avoid the potential health risks associated with leaving the pipe open. 

 

Figure  2.2 Pipes repaired using the "wrap-around bandage" method 
[25]. 

2.3.3.2 Trenchless Repair Methods 

The other methods that can be used to repair pipes fall under the category of 

trenchless technologies. These methods are able to perform pipe repairs 

while only excavating a few small trenches, or even without any excavation 

at all. This minimises cost by reducing or eliminating excavations and thus 

reducing the clean-up and restoration process after a pipe has been 

repaired. They also help to minimise the disruption caused by the excavation 

of a large trench.  

There are a wide variety of trenchless technologies, a summary of which can 

be found below [35]ï[37]: 

2.3.3.2.1 Pipe Replacement Methods 

These methods involve removing or destroying the existing pipe and at the 

same time inserting a replacement. There are a number of methods of 

accomplishing this: 

Pipe bursting/splitting is a method where a pilot head (typically a conical 

shaped tool) is forcibly pulled through the existing pipe, as shown in 

Figure  2.3. The head breaks up the existing pipe and pushes the fragments 

outwards, while at the same time, the new pipe is pulled through. The soil 

type and depth from the surface are important, as they determine whether 
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significant surface ground movements will be caused by the procedure. 

Similarly, the effect on adjacent pipelines and utilities needs to be taken into 

account. There are a wide variety of different pilot heads depending on the 

type of pipe to be cut. For pipes which are made from brittle materials (e.g. 

clay, cast iron, concrete), pneumatic, hydraulic or static bursting heads can 

be used. These heads use pneumatic of hydraulic power to expand the 

head, whereas the static head simply relies on the force pulling the head 

through. For ductile materials, a pipe splitting head is used instead, where 

the head contains a powered cutter that can cut through the pipe material. 

 

Figure  2.3 Pipe Bursting 

In pipe bursting, a hydraulic ram pulls the pipe bursting head through 
the existing pipe. This forces the pipe to expand, which breaks it up. At 
the same time, the new pipe is pulled into the space that the old pipe 
occupied [38]. 

A similar technique to pipe bursting is pipe reaming/eating. Instead of 

splitting and moving the old pipe outwards, the pilot head actually bores out 

the space occupied by the existing pipe, sending the pipe fragments back to 

the surface to be disposed of. The advantage of this method is that the old 

pipe is completely removed and replaced with the new one. 

 

Another similar technique is pipe ejection. This method involves digging an 

entrance and exit trench and then pushing the existing pipe out using the 

new pipe. As the pipe is pushed out, it is broken up and removed from the 

exit trench. This method can only be used if the existing pipe has enough 

structural strength to withstand the pushing force.  

2.3.3.2.2 Pipe Renovation Methods 

These methods involve repairing the existing pipe without replacing it. Some 

of these methods are summarised below: 
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Bursting 
head 

New pipe 



- 16 - 

Slip-lining is considered one of the simplest trenchless techniques. With this 

method, a new pipe of a smaller diameter is pulled through the existing pipe, 

so that it sits inside it. The gap between the inner and outer pipes is then 

grouted to mechanically link the two pipes and allow them to behave as a 

composite and improve structural strength. 

 

Figure  2.4 Cured-in-Place Pipe (CIPP) Lining. 

(Top) Diagram showing how CIPP is carried out. Here, the liner has 
been inserted into the pipe and hot water is being pumped through it to 
force it along the pipe [39]. (Bottom) A photo of a sewer before 
treatment (left) and after treatment (right) [40]. 

Cured-in-Place Piping (CIPP), shown in Figure  2.4, is considered one of the 

most reliable trenchless pipe repair methods and can be done without any 

excavation at all. A polyester fabric-based liner is first fabricated to the 

requirements of the pipe. The liner is then inserted into the pipe using one of 

two methods. It can simply be pulled through the pipe using a winch and 

then inflated, or it can be turned inside out at the entrance of the pipe, then 

using compressed air or water, it is pushed through the pipe. The liner is 

then cured using UV light or hot water/steam. Once the liner has cured, a 

remotely operated cutter can then be used to re-establish the connection to 

any branch pipes. This method relies on the existing pipe having maintained 
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its circular or oval shape and cannot be used if the pipe has collapsed or 

been crushed.  

Spray lining uses a rotary spray device that moves through the pipe, 

spraying a lining material on to the walls, usually concrete, mortar or an 

epoxy. The pipe interior has to be thoroughly cleaned beforehand using high 

pressure water. The use of concrete or mortar helps protect against 

corrosion and structural damage, but is very thick, reducing the internal 

diameter of the pipe, can block branch connections and takes a long time to 

cure. The main advantage of epoxy-based methods is the relatively fast 

curing time. 

2.4 Summary of Water Pipes and Leakage Management 

From the above review, it is clear that water pipe networks are in constant 

need of maintenance and repair. Large amounts of water are lost every day 

worldwide due to pipe network leaks and bursts, and this translates directly 

into large financial losses. There is therefore a strong financial incentive to 

find innovative and effective ways to prevent leaks from happening and to 

quickly and effectively repair them. 

Although a water company can choose to operate on a reactive basis, only 

taking action when a leak is reported, it is better for the long-term health of 

the pipe network and for the companyôs own reputation to proceed with an 

active approach that constantly evaluates the health of the network and 

instigates repairs before a leak is formed, or before it gets too significant. 

Monitoring for leaks is a multi-tiered process with various methods used to 

identify the location of leaks. These methods vary in their location resolution, 

with some methods identifying leaks at a district level all the way to methods 

that can identify leaks to within a few meters. They all have different 

strengths and weaknesses, which makes no one method suitable for all 

situations. For example, ground microphones can be used to pinpoint the 

exact location of a leak but require a skilled human operator, whereas leak 

noise correlators can be installed on a pipe and left to operate 

autonomously, but cannot be used effectively with all pipe materials and 

sizes. Most of the leak detection methods indirectly detect the leak by 

measuring its side effects rather than measuring it directly, which is likely 

why they suffer from these limitations. Methods which can be moved to the 

leak location either have limited control over their own locations (such as 

SmartBall) or are very labour intensive (such as ground microphones). 
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When it comes to repairing pipes, the standard procedure involves digging a 

trench around the damaged pipe to expose it, then to repair it by either 

replacing the damaged pipe section or installing a wrap-around sleeve. 

However, there are other trenchless methods that require a very small 

trench to be dug, or none at all, thus minimising disruption, repair time and 

cost. These methods can be split into two main types: those that replace the 

pipe by destroying it and installing a new one in its place, and those that 

repair the pipe by installing some sort of new lining material on the inside of 

the pipe. 

Leak monitoring and localisation appears to be a viable application for an 

autonomous robot as the robot simply needs to act as a vehicle for the 

various on-board sensors, allowing them to get closer to any defects than 

existing inspection methods can. This allows their location to be pinpointed 

with high precision and reduces the uncertainty in determining whether or 

not a problem exists and its severity. The ability of the robot to carry multiple 

sensing instruments helps to avoid the limitations of individual sensing 

methods and allows a wide variety of different measurements to be taken at 

the same location, thus reducing any uncertainty. On-board communication 

could allow that information to be sent back to a control centre for either 

automated processing or human verification. The ability of a robot to 

navigate freely inside the pipe would allow human operators to easily 

perform detailed inspections of problematic pipe sections remotely, giving 

them a wealth of information that can be used to accurately assess the 

condition of the pipe and arm repair crews with the necessary information 

they need to quickly and effectively carry out their tasks. Using the flow of 

water in the pipe to generate power would allow the robot to be completely 

autonomous and self-contained and could potentially allow it to remain in the 

pipe for very long periods of time. 

Based on this review, it appears that when it comes to repairing pipes, there 

is a large amount of additional equipment and material that is required. Even 

the most minimally invasive trenchless techniques require heavy hydraulic 

equipment for pipe bursting or large vehicles to carry the lining material for 

CIPP and spray lining. This is probably beyond the means of a small 

autonomous robot operating inside a pipe. It may be possible that the robotôs 

ability to get very close to defects and monitor their propagation early on 

would open up the possibility of small, minor repair work being undertaken 

by the robot itself. It is also possible that the robot could be used in 

conjunction with existing repair methods, by transporting tools and material 
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through the pipe. The feasibility of this could be assessed after such a robot 

is developed and tested inside pipelines. 

2.5 Robot Locomotion 

In order to design a robot that will work in the pipe environment, existing 

mobile and climbing robots were studied in order to see what locomotion 

methods have currently been explored and to draw inspiration from existing 

designs. 

The following is a review of the locomotion methods used by mobile robots 

in general, with particular emphasis on their application in pipe inspection 

robots. The review is split according to the different categories of locomotion 

methods that have been studied so far. 

2.5.1 Wheeled Locomotion 

Wheels are one of the most commonly used locomotion methods when it 

comes to mobile robots. They are mechanically simple, easy to drive and 

control, energy efficient and are easy to miniaturise [41]. The flexibility of 

wheeled locomotion allows them to be used as the foundation for more 

complex, compound locomotion systems that give a robot much more 

mobility than using a standard, ñcar-likeò configuration. For example, 

intelligent design of the mechanical linkages between wheels and the 

chassis is the reason behind the ability of space rovers to navigate rough 

terrain and keep all their wheels in contact with the ground [42], [43]. The 

addition of passive and active wheels to snake-like robots greatly reduces 

the friction coefficient between the robots and the ground, simplifying the 

kinematic model that governs the robotsô motion and allowing them to 

navigate horizontal ground relatively easily [44], [45]. Tracks combine many 

wheels and a track to form a single overall ñwheelò that excels in traversing 

uneven terrain. 

The simplicity and flexibility of wheeled locomotion has been widely used in 

pipe robots. As with other mobile robots, the use of wheels has been 

implemented using a variety of different methods depending on the robotôs 

specific intended application. For this review, robots whose primary method 

of locomotion involves actively driven wheels or tracks are considered to be 

wheeled robots. Robots that use passive wheels as part of another 

locomotion method are categorised under that locomotion method. 
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Figure  2.5 Examples of various wheeled robots.  

a) SOLERO robot [42]; b) ATHLETE Wheel-leg hybrid system [43]; c) 
OmniTread [45]; d) Koryu-II [45]. 

For an internal pipe environment, a robot needs to make contact between its 

driving wheels and the pipeôs internal surface in order to propel itself 

forward. A range of different techniques have been used by pipe robots to 

achieve this, and this can be used to broadly split such robots into three 

categories: those that rely on the weight of the robot to ensure contact 

(gravity wheel press), those that rely on an adhesion method to maintain 

wheel-pipe contact (adhesive wheel press) and those that press their wheels 

against the pipe wall using an actuator or elastic element (active wheel 

press). 

2.5.1.1 Gravity Wheel Press 

These robots are simpler than their active cousins and behave similar to 

regular wheeled vehicles in that they rely on their own weight to maintain 

contact between their wheels and the pipe wall. The majority of these robots 

are simple vehicles that provide a means of taking sensors and other 

instruments into the pipe. Examples of such robots have been discussed in 

[5], [46]ï[52]. 

a b 
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Figure  2.6 Examples of gravity wheel press vehicles. 

a) MAKRO sewer inspection robot [52]; b) KARO sewer inspection 
robot [52]; c) Robot for testing wireless communication inside a pipe 
[49]; d) Gas pipe inspection robot [5]. 

 

Figure  2.7 KANTARO Wheeled Robot [50]. 

One robot in particular stands out. The KANTARO robot presented in [50], 

[53] uses a unique wheel configuration, whereby a set of horizontally 

aligned, contra-rotating wheels drive the robot. These wheels are connected 

to the main chassis via passive springs. This configuration allows the robot 

a b 
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to passively overcome sharp bends and junctions with very little control 

effort. 

The advantage of gravity-wheel-press robots is that they theoretically have 

no upper limit on the size of pipe which they can navigate. However, without 

a method of actively pressing the wheels against the pipe wall, they can only 

navigate horizontal pipe networks with limitations on the maximum incline 

that they can traverse. Such robots would not be able to navigate vertical 

pipe sections and would not be capable of operating in pipes with high rates 

of fluid flow as the robot would be swept away. 

2.5.1.2 Adhesive Wheel 

Adhesive wheel robots rely on a method of actively attracting the wheels to 

the pipe wall. Examples of robots using this method have exclusively relied 

on magnetism. Robots developed using this method are described in [54], 

[55]. 

 

Figure  2.8 Osaka Gas Co. pipe inspection robot [54]. 

The robot designed by researchers at the Osaka Gas Co and the Kansai 

Research Institute (Figure  2.8) uses magnetic wheels to adhere to pipe walls 

and can navigate both horizontal and vertical pipes and bends. One of the 

unique features of the robot is their magnetic dual-wheel system. Of the 

problems faced by the robot in its environment is the presence of multiple 

bumps and protrusions inside the pipe, such as joins and welds. Using the 

dual magnetic wheel concept, a magnetic wheel is surrounded by a larger 

outer tyre. During normal operation, the dual magnetic wheel behaves like a 

regular wheel, propelling the robot forward on flat surfaces. When the wheel 

meets a sharp obstacle the outer tyre stalls, which would normally halt the 

robot. However, the inner wheel continues to rotate and can climb up the 

inside of the outer tyre, bringing it over the obstacle as shown in Figure  2.9. 
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Figure  2.9 Dual magnetic wheel concept [54]. 

Using a dual wheel system, with a magnetic wheel inside an outer tyre, 
the wheel is able to overcome obstacles that would normally cause the 
wheel to stall. 

Using this method, the robot is able to passively overcome certain obstacles, 

simplifying the mechanical design and the control system [54]. The efficacy 

of this system to adhere to the surface of the pipe, especially while upside 

down, is not discussed in the paper. Position 2 shown in Figure  2.9 could be 

a critical point because the magnetic force is spread between two contact 

points [1], potentially compromising the robotôs gripping force. 

 

Figure  2.10 Magnebike inspection robot and its intended environment 
[55]. 

Further research into modified magnetic wheels was performed by [1] in the 

development of the Magnebike pipe inspection robot shown in Figure  2.10. 

The focus of their study was on how the magnetic force can be modulated 

on the wheel. When navigating a complex environment, there are several 

situations in which there are multiple points of contact between the wheel 

and the surface. It is necessary for the robot to remove the magnetic 

attraction force at some of those contact points in order to successfully 

navigate the obstacle, as shown in Figure  2.11. In order for the robot to 

continue moving downwards in this figure, the force Fmag_1a needs to be 

removed. 
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Figure  2.11 Forces acting on the Magnebike robot [1]. 

In order to continue moving downwards, the robot needs to remove the 
force Fmag_1a. 

 

 

Figure  2.12 Local magnetic force modulation techniques [1]. 

a) Electromagnets are installed around the wheelôs circumference, 
allowing the location of the magnetic force to be fully controlled; b) a 
linear lifter is used to push the wheel away from the surface at a 
particular point, thus reducing the magnetic attract force Fmag1; c) a 
rotary lifter serves the same function as the linear lifter, but can rotate 
to lift the wheel at any point. 

Several methods of solving this problem were investigated. The dual 

magnetic wheel unit proposed by [54] was considered but there was no 
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information regarding the reliability of this method to keep the robot in 

contact with the surface when it is upside down. The use of global force 

modulation was considered, where the permanent magnetic wheel is 

replaced by a coil, allowing the attraction force to the surface to be changed. 

This, however, is not suitable as the force is reduced along the whole wheel 

and not just at the contact point, increasing the risk of the robot losing its grip 

of the surface. In order to avoid these problems, local force modulation is 

required. Several ways of achieving this were studied and are shown in 

Figure  2.12. 

In concept (a), several coils of wire are distributed along the wheel. Each coil 

can be energized separately, allowing the attraction force around the 

circumference to be controlled. However, this method involves complex 

wiring and is less efficient than permanent magnets. Concept (b) uses a 

linear actuator to push the wheel away from the surface. This method only 

works if the contact point on the wheel is always the same. Concept (c) is 

similar to (b), except that the actuator rotates coaxially with the wheel, 

allowing the contact point to be anywhere along the circumference of the 

wheel. A magnetic wheel unit was designed using permanent magnets and 

rotary lifters, shown in Figure  2.13. 

 

Figure  2.13 Magnetic wheel showing the method of force modulation 
using rotary lifters on either side of the wheel [1]. 

The rotary actuators on either side allow the magnetic force to be modulated 

anywhere along the circumference of the wheel. The actuators also serve as 

lateral stabilisers for the robot. The actuators are designed so that when the 

wheel is lifted off the surface to its maximum extent, there is still some 

magnetic force remaining. This is to prevent the wheel from losing the 

magnetic attraction force and to increase its reliability. The use of the 

actuators as stabilisers allows the robot to be reduced to two magnetic 

driving wheels, simplifying the design of the robot and allowing the robot to 
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be smaller in size. The robot is capable of successfully navigating complex 

obstacles using only two wheels, with 5 active DOFs and 1 free joint [56]. 

The design of both these robots means that they are not restricted by pipe 

diameter. However, their use of magnets inevitably limits their operational 

environment to those which are constructed primarily of ferrous materials. 

Also, since magnetic attraction force weakens with increasing distance, the 

ability for such robots to remain in contact with the pipe wall if it is covered in 

a thick coating or dirt is limited.  

2.5.1.3 Active Wheel Press 

Active wheel press robots operate by pressing their wheels against the pipe 

surface through elastic elements, such as a spring, using an actuator, or a 

combination of both. A common design for accomplishing this involves a 

robot with a central body and three wheel assemblies spaced 120° apart.  

A typical example is the MRINSPECT series of robots. MRINSPECT 

consists of a set of three pairs of wheels circumferentially mounted around a 

central body. The wheel pairs are mounted on a link-spring structure which 

ensures that the wheels press against the surface of the pipe. Each wheel 

pair has its own driving unit and clutch, which helps to simplify the robotôs 

control system by only allowing the critical wheels to be driven. This also 

increases the energy efficiency of the robot. The robot navigates through the 

pipe using differential steering and is able to navigate straight sections, 

bends and junctions [19], [57]ï[59]. Similar approaches were used in the 

development of the inspection robots in [41], [60]ï[65]. The robots presented 

in [66], [67] also use the same approach, but use tracks instead of wheels to 

increase the robotôs traction and improve its obstacle overcoming ability. 

MOGRER is another wheeled robot that expands to fill the pipe. Like 

MRINSPECT, the robotôs wheels are mounted on articulated links to ensure 

that they remain in constant contact with the pipe wall. However, rather than 

using standard wheels and differential steering, MOGRER uses a steerable 

wheel and a skid wheel for each of its wheel pairs. This allows the robot to 

navigate the various features in the pipe and to move spirally inside it in 

order to orient itself correctly when navigating a bend or junction [68], [69]. 
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Figure  2.14 Active-wheel-press robots. 

a) MRINSPECT V [19]; b) Tracked Parallelogram Crawler Robot [67]; 
c) Modular Microrobotic System [62]. 

A slightly different approach was used by [70]ï[72] in their robot, shown in 

Figure  2.15. Rather than having wheels aligned along the axis of the pipe, 

the wheels in their robot are offset at a fixed 60° angle and are all driven 

from one DC motor in order to improve energy efficiency. The robot can 

move forwards and backwards along the pipe through a helical motion and 

can overcome steps. A modification of that approach, shown in [73], uses a 

single belt rather than multiple wheels, in order to improve the robotôs ability 

to overcome obstacles. 

 

Figure  2.15 Helical motion-based robots. 

a) 3D model and prototype of a helical drive robot [72]; b) Helical Belt 
Drive Robot [73]. 

A recent development of this principle uses multiple modules connected 

together via conical springs, as shown in Figure  2.16 [74]. As the individual 

modules twist, the conical springs can expand and contract, providing the 

robot with inchworm-like motion. The segmented nature of the design means 

that a long robot is still able to navigate bends in the pipe. However as the 

angle between the modules is not controllable, the robot cannot navigate 

junctions and can only navigate single branch pipes. 
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Figure  2.16 Segmented helical-drive pipe robot [74]. 

The Explorer robot and the robot presented in [75] are segmented active 

wheel press robots that are used for the inspection of gas pipelines. These 

robots are made up of several segments, with each segment having its own 

payload and sensors and with some having driving wheels. This allows the 

configuration of the robot to be changed and for the robot to be easily 

adapted in the field for different tasks. The joints between the segments are 

also motorised, allowing them to navigate bends and junctions. Unlike other 

pipe robots, both of these robots were designed to operate in pressurised, 

active gas pipes. The segments are designed to protect the internal 

workings from the high pressure inside the pipe and the shape of the robots 

designed to provide minimum resistance to the flow of gas [76], [77]. The 

main difference between the two robots is that Explorer is entirely electrically 

driven, whereas the robot presented in [75] uses compressed air to extend 

its drive arms and push the wheels against the pipe wall. The Explorer robot 

has been demonstrated successfully in field trials in gas pipelines. 

 

Figure  2.17 Active-wheel-press robots for operation in active gas 
pipelines. 

a) The Explorer Gas Pipeline Inspection Robot [77]; b) Modular gas 
pipeline inspection robot [75]. 

In correspondence with the designers of Explorer, they reported that the  

wheeled drive used in the robot was not effective at navigating vertical 
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sections and tended to jam due to the pressure exerted by the supporting 

arms when they push against the pipe wall. This is because the force 

pushing the wheels against the pipe wall increases the effective load on the 

wheels, thus making them harder to drive.  

 

Figure  2.18 Hybrid gravity/active-wheel press robot. 

Front (a) and side views (b) of the robot. The robot is capable of 
navigating pipes of varying diameters in both the horizontal (c, d) and 
vertical configuration (f, g), as well as travelling on flat terrain in non-
circular pipes (e). The robot can retract (h) and extend (i) its tracks to 
help it conform to varying pipe sizes and climb vertical pipes [78]. 

A unique hybrid design was presented in [78], which is able to combine the 

benefits of gravity wheel-press and active wheel-press in one design. The 

unique feature of this design is that the tracked units of the robot are able to 

tilt by 90° as well as extend away from the main robot body. This allows the 

robot to move from a gravity wheel-press configuration that can move 

quickly in a wide variety of horizontal pipes, to an active wheel-press one 

that can climb vertical pipes of varying diameters.   
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2.5.2 Inchworm Locomotion 

Like wheeled robots, inchworm-type robots are relatively simple to control 

and allow the robot to navigate the various features inside the pipe. The 

design of such robots can generally be categorised into two categories 

based on their method of expanding to fill the pipe: some robots employ a 

passive method, while others employ an active method. 

2.5.2.1 Passive Inchworm 

With passive inchworm robots, the mechanical design of the robot is such 

that when the robot is moved in one direction, its ñarmsò allow this movement 

to take place, but when the robot moves in the opposite direction, the arms 

prevent the movement, similar in principle to a ratchet mechanism. The 

simple nature of this movement means that such robots are easy to control 

and usually have very few parts. However, this simplicity means that they 

are unable to navigate junctions. 

 

Figure  2.19 Locomotion method of a passive inchworm robot. 

The robot moves by repeatedly extending and retracting its cylinder. 
The arrangement of the brushes allows for movement in one direction, 
but not the other, similar to a ratchet. The converts the oscillating 
movement of the cylinder into a linear movement in one direction  [79]. 

Examples of such passive robots have been developed by [79]ï[81]. Each of 

these robots uses some sort of vibration source as the main driving force 

coupled with a passive mechanical system pressing against the pipe wall, 

such as a brush or a set of angled bristles. However, these robots are limited 

to motion in one direction only, except for the one developed by [80] as they 

have two sets of feet facing in opposite directions. None of these robots can 

navigate junctions. 
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2.5.2.2 Active Inchworm 

Active inchworm robots are the more commonly found type. With these, the 

robot has active control over its gripping mechanism and can attach to and 

detach from the pipe wall at will. This makes the robots more complex than 

their passive counterparts, but affords them more flexibility in their motion.  

 

Figure  2.20 The TREPA parallel platform-based climbing robot. 

a) TREPA prototype climbing up a tree trunk [92]; Some proposed 
theoretical configurations for external (b) and internal (c, d) pipe 
climbing [85]. 

Examples of such robots can be found in [82]ï[91]. These robots all use 

some sort of linear motion for propulsion coupled with full control over the 

extension and retraction of their limbs, which allows them to easily move 

forwards and backwards along the pipe. Although all these robots work on 

essentially the same principle, their implementations are very different. 

The TREPA series of robots presented in [85], [86] have used the principles 

of parallel robotics to construct a robot that is capable of climbing beams and 

tree trunks. The parallel actuators are responsible for moving the robot along 

the structure and allow it to change direction, while a separate set of 

actuators are used to clamp the robot to the pipe. Although not tested inside 

pipes, the authors have explored the concept of using the robot on the 
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outside and inside of pipes. A similar robot using a different parallel platform 

configuration was presented in [91]. It appears to perform similarly to the 

TREPA robots and has been tested in external pipe situations. 

 

Figure  2.21 Peristaltic Inchworm-based Robots. 

a) Pneumatic-based peristaltic inchworm robot [87]; b) ECF-based 
peristaltic inchworm robot [90]. For both of these robots, the bellows 
are inflated and deflated in sequence in order to propel the robot 
forward. 

The robots presented in [87], [88], [90] use peristaltic inchworm motion. All of 

these robots use a set of inflatable bellows as their primary locomotion 

actuator. Inflation results in an increase in the bellowsô width and a 

simultaneous decrease in its overall length. Therefore, the act of inflation 

allows the bellows to both grip the pipe interior and to move the robot in the 

longitudinal direction. In [87], [88] the bellows are composed of air muscles, 

with a conventional air supply being used to inflate and deflate the bellows. 

The robot presented in [90] is different in that rather than using air, the robot 

uses an electro-conjugate fluid (ECF), which is a smart fluid where a voltage 

applied across it can induce a flow. The robot uses this principle to move the 

fluid into and out of the bellows, thus controlling their shape. All of these 

robots consist of a series of bellows connected together via rigid sections. 
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The nature of these robots means that they are passively steerable, 

meaning that the robots will naturally follow any bends in the pipe without 

any active control. However, without a means of actively controlling the 

angles between segments, the robots are unable to navigate junctions. They 

also completely fill the pipe interior during operation and so would 

completely block the flow of fluid. 

The robots presented in [82], [89], although different in their 

implementations, follow the same basic principle whereby a single linear 

actuator moves the robot forward and a separate linear actuation 

mechanism allows the robot to grip and release the pipe. The robot in [82] is 

powered by compressed air and uses one pneumatic cylinder to move the 

robot through the pipe, and two sets of four bar linkages powered by 

pneumatic cylinders to act as the robotôs grippers. A universal joint is used to 

connect the main body cylinder and the gripper assemblies, giving the robot 

passive steering capability. In the robot presented in [89], the main 

pneumatic cylinder is replaced with a flexible worm drive, that moves the 

robot along the pipe. The robot uses a set of magnetic wheels to attach to 

the pipe wall. A set of brakes can be applied to the wheels of the front and 

rear halves of the robot to lock that half in place. As with some of the other 

inchworm robots, although these robots are able to passively steer, the lack 

of active control of the angle between the two parts prevents them from 

navigating junctions. 

 

Figure  2.22 Pneumatic-based (a) and magnetic-based (b) inchworm 
robots [82], [89]. 

a 
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A unique inchworm-based robot is presented in [83]. This robot is 

constructed as a wire-frame cube, where each edge of the cube is 

constructed from a shape-memory alloy (SMA) actuator. This allows the 

length of each edge to be individually controlled via an electric current. The 

corners of the cube are covered in a frictional material to aid in gripping. Like 

other inchworm robots, the robot is able to use its front and back faces to 

grip the pipe wall, while its longitudinal edges are used to propel it forward. 

As the robot does not have a distinctive ñfrontò and ñbackò, it does not share 

the same limitations that most other robots have regarding how it can 

change direction. This feature is exploited in the robotôs ability to navigate 

bends and junctions. Once the bend or junction has been entered, rather 

than rotating the robot, it simply moves sideways into the new pipe section, 

as shown below in Figure  2.23. However, although this works for junctions 

and sharp bends, it would not be possible in swept bends. 

 

Figure  2.23 SMA based robot, showing how it navigates bends [83]. 

A more recent robot presented in [93] uses an octahedron as the basis of its 

frame. The robot is designed for operation in confined spaces, and has been 

tested in a pipe network, with the robot capable of navigating straight 

sections and T-junctions. Like with the SMA cube robot presented earlier, 

this robot is symmetrical and does not have a defined front and rear, 

allowing it to move in any direction without needing to turn itself. However, 

the authors report that the robotôs structure is a highly redundant, over-

actuated system, which increases the control complexity and means that 

some motor commands will overstress the structure and potentially cause 

damage. 
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Figure  2.24 Two prototypes of the octahedron-based pipe robot [93]. 

2.5.3 Snake Locomotion 

The ability of snakes to navigate highly variable, unstructured terrain and to 

pass through small spaces has garnered them a lot of research interest with 

the aim of harnessing those abilities in order to develop robots that can 

navigate difficult and constrained environments. There are a wide variety of 

different configurations that have been used to realise snake-like locomotion. 

These can be broadly split into two categories: robots that utilise purely 

undulation for their locomotion, and robots that utilise wheels or tracks to 

assist their locomotion. A review of the various different locomotion methods 

used by snake robots can be found in [45]. 

Snake-like locomotion has been used to develop robots that are capable of 

climbing pipes, both internally and externally, as can be seen in [20], [94]ï

[101]. These robots consist of several similar modules connected together 

using actuated joints. This gives the robots many degrees of freedom and a 

large degree of redundancy. Movement is accomplished through two 

methods. Most of these robots ([20], [94]ï[98]) use travelling wave 

locomotion, where a sinusoidal wave is propagated along the length of the 

robot. This causes the robot to make contact with the pipe wall at the peaks 

and troughs of the wave, which moves it forward. The robot presented in 

[99], however, uses a different approach, whereby the robot coils itself into a 

helical spring shape and rolls up the pipe, in what is called the Rolling Helix 

Gait. Although this locomotion method maybe more complex to model and 

implement than the travelling wave method, it allows much more of the 

robotôs surface area to be in contact with the pipe wall, thus giving a much 

better grip.  

With undulation based locomotion, the friction between the robotôs body and 

the pipe wall is critical in determining its performance. Changes to the outer 
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surface of the modules can be used to increase the performance of the robot 

in certain environments. This is achieved either through changing only the 

surfaces of the modules in contact with the terrain (compliance), or by 

encasing the whole robot in a skin. Compliance is used to add additional 

friction to the robot and has been observed to significantly aid in climbing 

vertical surfaces. Because it does not cover the whole robot, it neither limits 

the robotôs movement nor does not hinder heat sinking. However, it does not 

protect the robot from adverse environmental conditions, such as dust or 

moisture. A skin, on the other hand, provides much better protection as it 

encases the entire robot. However, poorly constructed skins can limit the 

motion of the robotôs joints and can lead to overheating problems [95]. 

 

Figure  2.25 Examples of various snake locomotion robots. 

References: a) [99]; b) [98]; c) [95]; d) [100]. 

The robot presented in [94] uses a slightly different approach than the rest 

by placing wheels around each segment. This allows the robot to navigate 

horizontal pipes similar to a simple wheeled vehicle and also navigate 

vertical pipes using travelling wave locomotion.  

a b 

c 

d 
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Figure  2.26 Snake robot using passive wheels [94]. 

The modular nature of snake robots means that different locomotion 

methods can be implemented using different modules, which can then 

combined in the final system. The snake robot presented in [100], [101] has 

multiple locomotion modules that allow the system to use either helical 

wheeled locomotion, inchworm locomotion or travelling wave locomotion. 

The compact nature of snake robots means that they may be able to 

navigate severe constrictions and obstructions in the pipe better than other 

robot types. Their long, segmented structure may also allow them to 

navigate a very wide range of pipe diameters, as the robot is able to coil 

itself into a wide range of diameters. 

One issue with snake robots is their payload carrying capacity. Since each 

segment in the robot is used for motion, any payload would need to be 

added in a separate segment, or integrated into existing segments by 

making one or all of the segments larger in order to accommodate the extra 

hardware. However, the first two solutions lead to inconsistency in the 

robotôs configuration, with one segment not contributing to the motion of the 

robot or being larger than the rest, further increasing the complexity of the 

motion. Making all of the segments larger leads to inefficiency in space. 

Also, the nature of the undulation locomotion used by snake robots means 

that each segment is subjected to large displacements. This could make it 

difficult for sensors to take consistent readings of their environment. This 

issue was discussed to a certain extent in [96] with regards to the 

stabilisation of a camera module placed at the front of the robot. The 

stabilisation algorithms allowed the camera to remain parallel to the 

longitudinal axis of the pipe but could not prevent the camera from moving in 
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the lateral direction as the robot moved. The same control algorithm could 

not be used for sensors placed in the middle of the robot. 

2.5.4 Legged and Crawler Robots 

As with snakes and similar animals, legged animals also exhibit a high 

degree of mobility in nature, with the ability to navigate very complex and 

irregular terrain. Like snake locomotion, legged locomotion has also 

attracted a lot of research interest as researchers attempt to harness the 

stability, load bearing capability and dynamic mobility that legged creatures 

exhibit in nature. A wide variety of legged robots have been developed, from 

full size humanoid and quadruped inspired robots to small insect-like 

crawlers, to forestry tractors [102]ï[104]. 

 

Figure  2.27 Examples of various legged robots. 

a) Honda robot [103]; b) Harvard Ambulatory MicroRobot [102]; c) The 
Walking Forest Machine [103]. 

The use of legged locomotion has not garnered much attention when it 

comes to pipe inspection robots. The crawling robot MORITZ, presented in 

[4], is an eight-legged crawler designed for operation in pipes. The robot is 

composed of two crawler modules with four legs each, which are connected 

together via two actuated bending joints. 

a b 

c 
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Figure  2.28 MORITZ legged robot [4]. 

The robot climbs up pipes by pressing four of the legs against the pipe wall 

to hold the robot in place while the other 4 legs move up the pipe. In order to 

navigate junctions found in pipe systems, the robot would use its two 

bending joints to twist its body, allowing it to turn into junctions, as shown in 

Figure  2.29. 

 

Figure  2.29 MORITZ's gait pattern for navigating junctions [4]. 

The ability of multi-legged insects to navigate unknown terrain quickly and 

reliably, despite having limited intelligence, was explored in the context of a 

legged pipe crawling robot in [3]. Insects are able to accomplish such 

movements by using simple reflexive/reactive behaviours instead of pre-
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planned movements. In this study, a biologically-inspired layered control 

system was designed with the aim of simplifying the normally complex 

control systems of legged robots. The control system is split into four layers 

(from high-level to low level): the overall planning layer, a reactive layer for 

performing the robotôs high level manoeuvres (such as steps, dodging etc), a 

reflexive layer for dealing with ñemergenciesò (such as collisions or kinematic 

limitations), and a low level servo control layer that is responsible for 

ensuring that each leg is pressed against the pipe wall with the desired 

force. 

The bottom three layers of the control system were tested in simulation and 

were shown to perform well in a wide variety of different pipe configurations. 

A basic hardware prototype was also constructed and preliminary testing 

proved that the robot was capable of scaling vertical pipes. 

 

Figure  2.30 Spider-like legged robot [3]. 

2.5.5 Submersible and Swimming Robots 

With water covering approximately 71% of the Earthôs surface, it is not 

surprising that research effort has been exerted towards developing robots 

that can operate underwater. Underwater robots have fulfilled a wide variety  

of different roles from underwater survey and research, to search and rescue 

to inspection and repair. Underwater robots can be broadly categorised into 

two types depending on their locomotion method: those that attempt to 

harness the high mobility and agility found in aquatic animals by mimicking 

their design and movements, and those that use more ñartificialò locomotion 

techniques, such as propellers, jets and fins [105]ï[108]. 

For the purposes of this review, submersible and swimming pipe inspection 

robots are considered to be those that rely on the fluid inside the pipe for 

their propulsion. Such robots can be further split into two categories: those 
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that are passively propelled by the fluid (PIG devices) and those that actively 

use the fluid for propulsion (Actively Propelled Submersible Devices). 

2.5.5.1 PIG Devices 

PIG devices are some of the oldest in-pipe tools that have been used in 

pipelines as early as the 1870s, with the earliest ones composed of rags tied 

together with twine. Modern PIG devices are essentially plugs that are 

transported down the pipeline via the fluid flow, with the design of the PIG 

determining its function. The PIGs are inserted into the pipeline via a 

separate launcher tube, with the fluid flow then carrying the PIG down the 

line until it is ultimately caught by a receiver tube and then extracted. 

PIGs vary widely in their complexity, from devices that are essentially 

moving brushes to help scour and clean a pipe, to sophisticated ñSmart 

PIGsò that are outfitted with a wide array of sensors used for inspecting the 

status of the pipe, with some even including some form of velocity control 

where the PIG needs to scan the pipe at a constant rate [109]ï[111]. 

An example of a smart PIG device used in water pipes is the SmartBall [34]. 

This device contains a wide variety of sensors encased in a waterproof, ball-

shaped device. The SmartBall is inserted into an active pipeline and the flow 

transports the device along the pipe. The device takes continuous 

measurements while travelling, correlating the distance travelled with the 

measurements, allowing the precise location of problems to be identified. 

 

Figure  2.31 SmartBall PIG System [112]. 

Despite the sophistication that might be found in some smart PIGs, these 

devices are generally quite simple and rely solely on the fluid flow to propel 

them along. At most, some form of active braking may be applied in order to 

regulate the speed. Because of their simplicity, PIGs are not able to navigate 

junctions and cannot move against the flow of fluid. 
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2.5.5.2 Actively Propelled Submersible Devices 

Despite the natural association between pipes and water/fluids, there has 

been comparatively little research effort directed at developing pipe robots to 

operate in submersible environments under active control. Such robots 

would need to overcome the challenges involved in designing a complex 

electro-mechanical system to work underwater and in controlling such a 

device in the presence of strong fluid disturbances.  

The two gas-pipeline inspection robots mentioned in section  2.5.1.3 were 

designed to operate in active pipelines, but the lower density and viscosity of 

gas compared to water might mean that such robots would not be able to 

operate in active water pipelines unmodified. 

The robot concept presented in [113] was designed to specifically address 

the issue of an internal pipe inspection robot operating inside an active 

pipeline. The designers identified the limitations and inefficiencies of using 

an active wheel press-based design (discussed previously in the context of 

the Explorer robot in  2.5.1.3) and instead opted for the robot to be primarily 

driven by the flow of the fluid itself, essentially turning it into a PIG-type 

robot. A set of radial stabilising arms would keep the robot centred in the 

pipe. In order to control the speed of the robot, a set of magnetically 

controlled brakes would be used to apply a controllable braking force to the 

pipe wall, allowing the robot to control its speed. In situations where the flow 

is stagnant, the robot can be fitted with a propeller, allowing it to propel itself 

under its own power at a speed of 0.2m/s. However, unless a significantly 

powerful propulsion system is used, the robot would probably not be able to 

move against the flow. The robotôs segments would be connected together 

using a flexible polymer, giving it the ability to passively steer, although the 

lack of active joint control means the robot is unable to navigate junctions. 

The magnetic brake, polymer body and propeller propulsion systems were 

tested individually to validate their performance, but were not integrated 

together into a final robot. 
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Figure  2.32 Submersible pipe inspection robot concept [113]. 

The PICTAN vehicle [114] is an autonomous underwater vehicle (AUV) that 

has also been designed to perform inspection tasks in active water pipes. 

Unlike the vast majority of pipe inspection robots that rely on making 

mechanical contact with the pipe wall to aid in movement and stability, this 

robot is a purely swimming robot that is equipped with thrusters around its 

body to help it control its attitude and position inside the pipe. 

 

Figure  2.33 PICTAN pipe inspection AUV [114]. 

Like the previous robot presented in [113], PICTAN also primarily relies on 

the fluid flow for propulsion, with the thrusters allowing it to control its attitude 

and position. The PICTAN is equipped with an interesting vision system that 

uses a cone laser to project laser light on to the pipe interior ahead of the 

robot, then a camera to capture the resulting image and analyse it. Shining 

the laser on to the pipe wall produces a circular light pattern that is captured 

by the camera. By analysing where the centre of the light pattern is relative 

to the centre of the image, and comparing the images from the front and rear 

cameras, the robotôs attitude and position inside the pipe can be calculated. 

As well as working in still water, the robot has been tested in a pipe with the 

flow rate at 30mm/s. 
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Figure  2.34 The PICTAN robot "vision" system. 

The PICTANs vision system is composed of a camera and a conical 
laser (a). The laser produces a circular pattern on the pipe wall, which 
is recorded by the camera. By using the dimensions and position of the 
circular pattern in the image (b), the robotôs attitude and position can be 
determined [114]. 

2.6 Comparison of Pipe Inspection Robots 

Pipe inspection robots have been developed using a wide variety of different 

locomotion methods and design topologies, with varying degrees of flexibility 

when traversing pipelines. Robots from each locomotion category have been 

designed that are able to navigate all the main features of a pipe (straights, 

bends, T-junctions). 

Legged and snake locomotion methods attempt to harness the sophisticated 

and flexible motion that such animals exhibit in nature. Robots that use such 

methods tend to have many degrees of freedom and are highly redundant. 

This allows them to excel in unstructured and unpredictable environments. 

However, what is apparent from the review on pipe networks is that pipes 

are generally very structured and predictable environments, despite the 

occasional presence of obstructions such as valves and partial blockages. 

The high locomotion ability of legged and snake robots would not be fully 

utilised in such an environment and therefore the added mechanical and 

control complexities are not warranted. Robots using simpler locomotion 

methods have been able to successfully navigate pipe networks and 

therefore, those two locomotion methods were not considered to be the most 

a 

b 
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appropriate solutions to this problem. This is also reflected in the relatively 

small amount of pipe inspection robots developed using these methods. 

When it comes to submersible or swimming robots, two main categories of 

robot were explored in this review. PIG devices are very simple and rely 

solely on the fluid to transport them along the pipe with very little, if any, 

control over their movement. At most, some form of controlled braking may 

be implemented in some smart PIGs, but they are unable to move through 

junctions and cannot move against the flow of fluid. Submersible robots have 

been developed using controllable propulsion methods. One design was in 

essence a smart PIG that relied on the fluid for propulsion but used a 

magnetic braking system to control its speed and was equipped with a 

propeller for use when the fluid flow was stopped. This robot was not able to 

navigate junctions and would likely not have been able to move against the 

flow of fluid using its propeller. Another robot was implemented as an AUV 

using water jets to adjust its position in the pipe. Although the robot was 

tested inside a pipe with water flowing at 30mm/s, it is not expected that the 

robot would be able to control its position with water flowing at much higher 

rates, such as 800mm/s and in turbulent flow, as it does not have any 

mechanical method of bracing itself against the flow. 

The use of wheels as a robotôs primary locomotion method appears to be the 

most commonly used locomotion method for pipe inspection robots. Their 

relative simplicity and effectiveness allows high speed movement to be 

achieved using simple control systems. Robots using this method have also 

been shown to successfully navigate all the main features of a pipe. 

However, the practical experience of the Explorer robot, which has been 

tested in live, pressurised gas pipelines, demonstrates the main problem 

when using wheels for a climbing robot. In order to provide a good grip for 

the wheels, the robot needs to push them out against the pipe wall. 

However, this makes it more difficult for the motors driving the wheels to 

actually drive them forward. This is especially the case when the robot is 

climbing vertically and having to pull its own weight up the pipe, and would 

be an even greater problem if the robot were to operate with liquid flowing 

past and having to move against the flow. It was therefore deduced that 

wheeled locomotion is not the most efficient locomotion for climbing. 

Inchworm locomotion was another relatively popular locomotion method for 

pipe inspection robots, with robots using this method able to navigate the 

main features of a pipe. Like wheeled locomotion, it is a relatively simple 

locomotion method to control, but can be slower than using wheels due to 



- 46 - 

the non-continuous nature of the movement. However, unlike in wheeled 

locomotion, where the force pushing the wheels against the pipe wall acts 

against the wheel driving force, the forces in inchworm locomotion can be 

completely decoupled from each other. This allows the robot to apply a very 

large force to hold its place without affecting the main forward force at all,  

making inchworm locomotion more efficient for climbing robots. This 

efficiency becomes significant in situations where the robot will be subjected 

to a high load, such as a high flow rate, where it will need to apply a large 

gripping force. Inchworm locomotion was therefore deemed to be the most 

appropriate locomotion method to use for a pipe inspection robot that needs 

to navigate pipe networks with high flow rates. 

2.7 Summary 

In this chapter, a review was carried out on the condition of pipelines, the 

reasons why defects occur and the various methods used by water 

companies to both detect leaks and to repair them. A review of the 

locomotion methods used by mobile robots was also presented and 

examples of how each of these methods has been used by in-pipe 

inspection robots were shown. 

By understanding the pipe networks and how water companies detect and 

locate leaks and subsequently repair them, it became apparent that a robotic 

system could be of benefit to the industry, particularly in the field of leak 

detection and localisation. This is due to the robotôs ability to autonomously  

get very close to the source of the leak and carry multiple instruments in 

order to take a wide range of different measurements, greatly reducing the 

uncertainty in determining the location, type and severity of the leak. It was 

not immediately apparent that such a robot would be able to replace existing 

repair methods, although it may be able to assist them. Operational 

experience inside the pipe would be needed in order to determine how the 

robot could be used for doing physical repairs. 

Reviewing the various locomotion methods used by mobile robots and how 

these have been applied to existing pipe inspection robots showed that there 

are a wide variety of different designs that have been used in this field, with 

wheeled- and inchworm-based designs being the most common. However, 

very few of these were designed to operate in active pipelines and thus did 

not factor in the effects of the fluid flow. The few robots that were designed 

to operate in live water pipes would not have been able to fully control their 

direction of motion if the flow were very high. From the review, it was 
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deduced that inchworm locomotion was the most appropriate locomotion 

method for this application due to its relative simplicity, its flexibility in 

navigating the various pipe features, and its efficiency when it comes to 

climbing with very high loads or drag forces. 
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 Chapter 3

Specification and Methodology 

3.1 Introduction 

In this chapter, the requirements and specification of the robot are 

presented, along with the methodology that was followed in developing the 

robot. 

3.2 Requirements 

From the literature review, it became evident that developing a flexible, 

autonomous robotic platform that is capable of navigating the various 

features of the pipe while carrying different measuring instruments would be 

very beneficial in determining the precise location and nature of defects in 

the pipe, as well as assessing its general condition. The ability of this robot 

to operate while the pipe is still active allows for minimal disruption in service 

and can be used as a source of power for the robot, allowing it to operate for 

extended periods of time. 

Based on this, in order to develop the ideal robotic platform, the following set 

of requirements were derived: 

¶ The robot must be able to navigate all the features of the pipeline and 

overcome any obstacles found there. 

¶ It must provide minimum resistance to the flow, firstly in order to 

reduce the forces acting on the robot and allow it to use smaller and 

cheaper actuators, and secondly so as to have minimal effect on the 

operation of the pipeline. 

¶ It must be waterproof, so that the presence of the fluid does not 

adversely affect the operation of the robotôs mechanical and 

electronic systems. 

¶ It must not have any adverse effect on the quality of the water, so that 

it can be used in active clean water pipes. 

¶ It must be able to generate and store its own power as it can be 

expected to operate for extended periods of time in a pipeline. 

¶ It must have the tools and dexterity needed to carry out as many of 

the required inspection and maintenance tasks as possible, thus 

eliminating the need to shut down and excavate pipelines in all but 

the most serious situations. 
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¶ It must be completely autonomous and able to move through a pipe 

network in a systematic and efficient manner, assessing the condition 

of the pipeline, performing maintenance tasks where required and 

reporting information back to a base station. 

¶ It must be reliable in order to avoid any expensive operations to 

rescue the robot from the pipe. If a failure is encountered, the robot 

must fail in a predictable manner that allows it to be extracted as 

easily as possible. 

3.3 Target Specification 

The development of such a robot would cover a wide range of different 

disciplines and skills. For this thesis, it was decided to focus solely on the 

locomotion aspect of the project, specifically, the development of the robotôs 

mechanical design that would then be used as the basis for further 

development. Based on this and the water pipe properties mentioned in  2.2, 

the following specification was derived that the robotôs mechanical design 

should adhere to: 

¶ The Robot must be able to navigate pipe diameters within the range 

of 75-450mm. 

¶ The robot must be able to navigate vertical and horizontal straight 

sections, swept bends and tees. 

¶ The robot must be able to navigate against a maximum flow rate of 

0.8m/s at a pressure of 8bar. 

The following assumptions were made about the pipe network in order to 

simplify the design and to initially focus on the robotôs ability to move inside 

an active pipe: 

¶ There would be no obstructions inside the pipe. 

¶ Only a single diameter and bend radius would be tested in order to 

avoid the issues faced by actuators with very large extensions. 

3.4 Methodology 

In order to achieve the aims of the project, the following methodology was 

used: 

After understanding the nature of the robotôs working environment and 

reviewing the existing literature on pipe robots, the first step involved coming 

up with various conceptual ideas for the robotôs design. Each of these 

concepts was analysed according to various criteria and the most suitable 

concept was chosen. 
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After deciding on a concept, the detailed design was carried out. This 

involved estimating the forces that the robot would be exposed to and using 

that information to select the most appropriate actuators for it. The 

Solidworks 3D CAD package was then used to design the mechanical 

connecting components of the robot and to assemble the complete design in 

a virtual environment. The electronics of the robot were designed based 

around an off-the-shelf motor controller and a custom-designed add-on 

circuit that would overcome the shortcomings of the motor controller. The PC 

control software was then written to allow the motor controllers to be 

configured and controlled. The robotôs various components were then 

manufactured and purchased and the robot prototype was assembled. 

Once the detailed design was finalised, the theoretical analysis stage was 

begun where various aspects of the robot were analysed in order to confirm 

that the initial design estimates were valid. The robotôs inverse kinematics 

were derived algebraically and then a simulation model was constructed in 

the MSC Adams simulation package. This was used as a preliminary way of 

verifying the equationsô validity. The model was then used to determine the 

working envelope of the robot and understand its movement limitations, in 

particular, the robotôs limitations regarding moving in a bent pipe.  The forces 

exerted on the robot due to the fluid were estimated via simulation. Various 

models of the robot inside the pipe were constructed using the ANSYS CFX 

CFD package and the forces exerted on it were calculated for various 

different scenarios in order to find the maximum force. This was then used to 

assess the feasibility of the robot overcoming the fluid force. 

After the theoretical analysis stage was completed, the practical verification 

stage begun. First, the inverse kinematics equations derived previously were 

verified using a motion capture system. This also confirmed that the Adams 

simulation model was valid. The bend radius limitations determined 

previously were then used to construct a pipe bend that would be suitable for 

the robot. The final step in the practical verification involved testing the robot 

inside the constructed pipe bend and in a straight pipe to demonstrate that 

the robot was capable of navigating the basic features in a pipeline. 

3.5 Summary 

In this chapter, the overall project requirements, the target specification for 

this project, and the design methodology were outlined. 

Based on the literature review, a set of overall project requirements were 

drawn up that the ideal robot would need to meet in order to fulfil its tasks. 
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For this project, it was decided to focus on the robotôs mechanical structure. 

From this, a target specification was outlined that this project would need to 

achieve. The design methodology that was used to develop the robot was 

then presented. 
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 Chapter 4

Conceptual Design and Assessment 

4.1 Introduction 

In the previous chapter, a specification was laid out that determined the 

requirements that a pipe inspection robot needed to meet in order to be 

successful in itôs designed role. This chapter presents the conceptual design 

process that was used to convert the requirements outlined earlier into a 

design concept that meets those requirements best. 

Based on the requirements, a set of primary design criteria were thought up 

that the design would need to optimise if it were to be successful. Based on 

these criteria, several design concepts were considered with each concept 

building on the previous one until a final solution was found. 

4.2 Design Criteria 

In the previous chapters, a study of the pipe environment and existing 

solutions resulted in a set of design requirements and specifications for the 

robot. In order to apply those requirements and specifications in the design 

process, a set of specific design criteria were defined and examined in detail 

in order to understand how those criteria should be applied to the final 

design. This was done by examining each of the requirements and then 

breaking them down into the physical properties that the robot must have in 

order to meet those requirements and how best to optimise those properties. 

The requirements that were examined are listed below: 

¶ Ability to overcome the fluid flow: 

o Drag Force 

o Pressure Drop 

¶ Reliability and simplicity. 

¶ Use of inchworm locomotion. 

4.2.1 Overcoming the Fluid Flow 

Since the robot will be designed to operate in active pipelines, it needs to be 

able to minimise the effects of the fluid flow on its operation. The fluid flowing 

past the robot will create a drag force in the direction of the fluid flow, with 

the magnitude of that force being linked with the robotôs design via several 

parameters, which will be discussed. In order to successfully overcome this 
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force, each of these parameters needs to be optimised in order to minimise 

its contribution to the force. 

The fluid force is expected to come from the following main sources: 

¶ The drag force generated by the fluid flowing past the robot 

¶ The force generated by the pressure generated across the robot due 

to the flow restriction it creates in the pipe. 

The parameters affecting each of these sources is explored below. 

4.2.1.1 Drag Force 

As fluid flows past an object, the fluid molecules collide with the object, 

transferring some of their kinetic energy to it. This manifests itself as a drag 

force pushing the object in the general direction of the flow. The equation 

governing drag force is shown below: 

 Ὂ
ρ

ς
”ὺὅὃ (1) 

The variable definitions are defined in Table  4.1. 

Table  4.1 Drag equation variable definitions 

Variable Definition 

Ὂ  The drag force 

” The fluid density 

ὺ The fluid velocity 

ὅ  The drag coefficient 

ὃ The frontal area 

 

Out of the four input variables, the frontal area and drag coefficient can be 

directly controlled through the robotôs design. Although the fluid velocity is 

not directly controllable through the robotôs design, it is possible to minimise 

it as will be explained below. The fluid density is the only variable that the 

design cannot affect at all. 

Figure  4.1 presents a graph showing how the various variables affect the 

drag force. 
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Figure  4.1 The relationship between the drag force and its variables. 

The relationship between the drag force and the velocity is exponential, 
whereas it is linear for both the frontal area and drag coefficient.  

As can be seen from the graph, increasing any of the variables increases the 

drag force. Therefore, the aim of the design should be to minimise all of 

those variables as much as possible. 

4.2.1.1.1 Frontal Area 

The frontal area represents the area of the object that is projected on to a 

plane whose normal is in the direction of the fluid flow. The same object can 

have very different frontal areas depending on how the object is oriented 

relative to the flow. This is demonstrated in Figure  4.2. 

 

Figure  4.2 The frontal area of the same object can vary significantly 
depending on its orientation relative to the fluid flow. 
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Other than junctions (which form a very small proportion of pipe networks), 

pipes will naturally restrict the flow of water to one direction only, which is 

along the pipeôs longitudinal axis. Therefore, when designing the robot, it will 

be important to minimise the frontal area as viewed along the longitudinal 

axis and to try and arrange the mass of the robot so that it does not increase 

the frontal area. Figure  4.3 shows how two objects with different masses and 

volumes can have the same frontal area. This demonstrates that despite one 

object having more mass and volume than the other, it is possible to keep 

the frontal area small through careful arrangement of the objectôs mass. 

 

Figure  4.3 Objects with different shapes and surface areas can have 
the same frontal area depending on their design and the direction 

of flow. 

4.2.1.1.2 Drag Coefficient 

The drag coefficient is a dimensionless number that represents how 

aerodynamic an object is and how easily the fluid will flow past it, and is 

often determined experimentally. As opposed to the frontal area, this value is 

heavily dependent on the shape of the lateral cross section of the object, 

and not simply its projected area. Table  4.1 shows how shapes with the 

same frontal area can have very different drag coefficients. 
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Table  4.2 Comparison of the drag coefficient of several shapes with the 
same frontal area. All the shapes have the same circular frontal 
area. Data taken from [115] p127 and [116]. 

Description Shape Drag Coefficient 

Sphere 

 

0.47 

Hemisphere pointing 

outwards 

 

0.34 

Hemisphere pointing 

inwards 

 

1.33 

Cone 

 

0.34 

 

While designing the robot, it will be necessary to ensure that the 

components are streamlined in order to minimise the drag coefficient. Unlike 

most other objects that need to travel through a fluid, the robot design will 

need to take into account the fact that the flow past it will primarily come 

from two directions, rather than one, which will affect how the robot is 

streamlined.  

Although this design variable is important, it is expected that it will not have 

too much effect on the selection of the design concepts for this thesis. This 

is because, as mentioned previously in  1.3, the robot would not be tested in 

a wet environment at this stage, whereas drag will primarily come into play 

when optimising the detailed design to operate in fluid. 

4.2.1.1.3 Flow Velocity 

The fluid velocity is not something that the robot can control and is 

determined by the operator of the pipeline. However, the velocity of the flow 

inside a cylindrical pipe is not uniform. This is because at the interface 

between the fluid and the pipe wall, boundary layers are formed due to the 

friction between the fluid and the pipe wall. This reduces the fluid velocity at 
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the pipe wall, with the velocity gradually increasing towards the centre of the 

pipe. Figure  4.4 shows how the velocity profile of the fluid changes in 

relation to the distance from the surface. 

 

Figure  4.4 Change in fluid velocity depending on the distance from a 
surface [117]. 

As fluid with an initial velocity ό flows past a surface, the velocity of the 
fluid (indicated by the magnitude of the arrows) closest to the surface 
decreases. The fluid velocity increases as the distance from the surface 
increases. 

This property can be taken advantage of during the robot design by focusing 

the mass of the robot towards the edges of the pipe rather than the middle 

so that the fluid flowing past it is at a lower velocity. Since the drag force is 

directly proportional to the velocity, this will contribute towards lowering the 

overall drag force. 

4.2.1.2 Pressure Drop 

The presence of the robot inside the pipe will reduce the volume that the 

fluid can occupy when flowing past, thus essentially acting as a restriction. 

The increased frictional losses, turbulence and other losses caused by the 

fluid flowing past the robot will decrease the energy in the fluid and thus its 

final pressure, resulting in a pressure drop across the robot, which will act on 

its frontal area and generate a force acting in the direction of the fluid flow. 

Figure  4.5 demonstrates how the robot can be represented by a restriction in 

the pipe. 
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Figure  4.5 Representation of the robot as a restriction in the pipe. 

If ideal conditions are assumed, a comparison of the fluid conditions both 

with and without the robot inserted can be modelled as shown in Figure  4.6. 

 

Figure  4.6 A comparison of the flows and pressures in a pipe with and 
without the robot inserted. 

In the top half of Figure  4.6, a pressure differential, ὖ ὖ, across a straight 

pipe of diameter Ὀ induces a volumetric flow ὗ through the pipe. In the 

bottom half, a restriction is inserted into the pipe with the same inlet pressure 

and flow. 

According to Bernoulliôs principle, an increase in the speed of the fluid is 

accompanied by a reduction in the pressure in order to keep the total energy 

in the fluid constant [118]. For fluid flowing in a pipe with a cross sectional 

area ὃ at a fixed volumetric flow rate, ὗ, and an overall pressure differential 

of ὖ ὖ, a decrease in the cross sectional area of the pipe would result in 
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an increase in the fluid velocity, ὺ. This can be seen in equation (3) below, 

where the velocity and area are inversely proportional to each other. 

 ὗ ὃὺ (2) 

 
ὗ

ὃ
ὺḈὺθ

ρ

ὃ
 (3) 

Therefore, as the speed increases in the narrow section, the pressure 

decreases as per Bernoulliôs principle, resulting in a pressure ὖ, which is 

lower than ὖ. This is called the Venturi effect. After the fluid exits the 

restriction and the area increases, the fluid speed decreases back to its 

original value and likewise the pressure increases to ὖ. As no energy has 

been lost from the fluid, the pressure ὖ will match ὖ. Therefore, treating the 

problem from an ideal standpoint, adding a restriction has no effect on the 

overall pressure drop across it. 

In reality, the increased frictional losses, turbulence and other losses caused 

by the fluid flowing past the shape of the robot will reduce the energy of the 

fluid and cause the pressure ὖ to be lower than ὖ. However, determining 

the magnitude of these losses would require simulation or practical 

experimentation, which, for the purposes of assessing design concepts, was 

deemed to be too complex.  

By considering the problem intuitively, it can be deduced that the tighter the 

restriction (i.e. the smaller the value of Ὀ  relative to Ὀ), the higher the fluid 

losses as it goes through the restriction and therefore the higher the 

pressure drop across it. The pressure ὖ also decreases as Ὀ  decreases 

and therefore, it was decided to use the use the pressure ὖ to represent a 

worst case scenario for the pressure drop across the robot. 

The pressure ὖ can be calculated using the Venturi equation, which is 

shown below, where ὃ and ὃ are the areas of the pipes at diameters Ὀ 

and Ὀ  and ” is the density of the fluid. 

 
ὗ ὃ

ς

”
Ͻ
ὖ ὖ

ὃ
ὃ ρ

 
(4) 

The equation can be rearranged to make the pressure difference the subject 

as follows: 

 ὖ ὖ
”ὗ ὃ ὃ

ςὃ ὃ
 (5) 
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The fluid density, ”, the flow, ὗ, and the pipe cross sectional area, ὃ are a 

property of the pipe environment and cannot be controlled. However, the 

effective restriction area ὃ can be controlled as this represents the reduced 

cross sectional area of the pipe due to the presence of the robot inside it and 

is a direct by-product of the robotôs size and shape. Assuming all other 

parameters are fixed, the relationship between ὃ and the pressure 

difference can be seen in the graph in Figure  4.7. 

 

Figure  4.7 Relationship between the restriction area and the pressure 
difference in a Venturi. 

As can be seen from the graph, increasing the cross sectional area at the 

restriction decreases the pressure differential at the restriction, thus reducing 

the force that would be applied to the robot. Therefore, minimising the 

amount of space the robot takes up inside the pipe will help reduce the 

overall force exerted on it.  

4.2.2 Reliability and Simplicity 

An important property that a pipe inspection robot must have is its ability to 

work reliably inside the pipe environment. Any failures would result in 

manual intervention in order to extract the robot from the pipeline, which 

could be complex and costly. If the robot does fail, it needs to be able to fail 

in a predictable fashion that allows it be recovered as easily as possible. For 

example, in the event of a sudden power failure in the robot, it would be 

better if the robot were able to maintain its position inside the pipe, rather 

than lose its grip and be washed away with the flow. A design that relies on 

the presence of power to maintain its shape would be less reliable than one 

that does not. The mechanical design of the robot will play an important part 

in determining how intrinsically reliable the robot will be in a failure situation. 
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The simplicity of the robot is also an important factor that can be used to 

determine the effectiveness of a particular solution. A robot with a simple 

design and fewer parts is an inherently more reliable and cheaper solution 

than a more complex design composed of many parts. A simple robot with 

few actuators is less likely to develop a fault than a more complex robot.  

4.2.3 Wheeled vs Inchworm Locomotion 

In the literature review, it was mentioned that wheeled locomotion is less 

efficient for climbing and that inchworm locomotion was more appropriate. 

This will be further elaborated in the following section. 

The wheels on a climbing robot serve two purposes: the main purpose is to 

drive the robot through the environment. The second purpose is to hold the 

robot in place so that it does not fall.  

When it comes to holding the robot in place, the wheels are pressed against 

the climbing surface in order to generate a frictional force that counteracts 

the force of gravity and any other forces that might be pulling the robot 

down. Figure  4.8 shows a free body diagram for a wheel being used for 

climbing, where ὖ is the force pushing the wheel against the climbing 

surface, ὔ is the reaction force and ὡ is the weight of the robot pulling 

down. 

 

Figure  4.8 Wheeled climbing free-body diagram. 

The contact between the wheel and the climbing surface produces a 

frictional force, ‘ὔ, which is dependent on the coefficient of friction, ‘, 

between the wheel and the climbing surface, as well as the normal force 

exerted on the wheel, ὔ. The normal force is in turn dependent on the 

pushing force, ὖ. This frictional force acts in the opposite direction to the 

robotôs weight, holding the robot in place. If the weight of the robot 

increases, or another load is exerted on the robot (e.g. water flowing in the 
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opposite direction to the robot), the frictional force needs to be increased. 

The robot can only do this by increasing the force pushing the wheels 

against the climbing surface. 

However, this force is also acting as a load on the wheels, making it more 

difficult to drive them. The rolling resistance of a wheel can be calculated as 

follows: 

 Ὂ ὧὔ (6) 

Where ὧ is the rolling resistance coefficient, and ὔ is the same normal force 

present in Figure  4.8. Therefore, the higher the force pushing the wheels 

against the climbing surface, the higher the normal force and thus the higher 

the rolling resistance. Other frictional forces will also be affected by the 

increased load on the wheels, such as the increased friction inside the axle 

bearings of the wheels. Therefore, the increased load on the wheels means 

that on top of having to overcome the weight of the robot and any other 

loads (such as the fluid drag force), wheeled climbing robots also have to 

overcome the additional loading caused by gripping the climbing surface. 

Inchworm robots do not suffer from this because the mechanisms used to 

grip the climbing surface and those used to propel the robot are often 

mechanically decoupled from each other. One set of actuators is used to fix 

part of the robot to the climbing surface, while another independent set pulls 

the rest of the robot up. The force that the gripping actuators exert does not 

affect the load experienced by the actuators pulling the robot up. This is 

apparent when the active inchworm-based pipe inspection robots described 

in section  2.5.2.2 are examined. This feature of inchworm-based climbing 

robots allows very high gripping forces to be generated without negatively 

affecting the rest of the robot, and makes climbing more energy efficient. For 

this application, where the robot will need to withstand the additional drag 

forces caused by the fluid flow, the ability to generate high gripping forces 

without negatively affecting the rest of the robot is very important. 

4.3 Conceptual Design and Development 

Once the main design criteria were determined, design concepts that met 

those criteria could be thought up. In this section, the development of the 

design concepts from the initial concept to the final idea is presented. 

4.3.1 Single Ring Concept 

The first concept involved a single mechanical ñringò, composed of prismatic 

and revolute joints that would be controlled using linear actuators and servo 
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motors. The motivation behind this was to keep as much of the robotôs 

physical mass towards the edge of the pipe where the flow was slowest, in 

order to reduce the drag force, while trying to keep the robot as simple as 

possible. The concept is shown in Figure  4.9. The design consists of four 

linear actuators arranged in a diamond shape and connected together using 

actuated rotary joints. At the joints, rubber feet would be attached that would 

be used to grip the pipe wall. 

 

Figure  4.9 Single ring robot concept. 

In order to move, the robot would move one of its contact points to a new 

location while the others hold the robot against the pipe. It is for this reason 

that a minimum of four contact points are needed so that at least three are 

holding the robot in place at any one time. An example of how the robot 

would move along in a straight pipe is shown in Figure  4.10. 

There was concern regarding the stability of the robot when moving in this 

fashion. There are many points in the robotôs motion where a contact point 

would be pushed against the pipe wall by one linear actuator while 

simultaneously being pulled away from the pipe wall by another linear 

actuator as it is contracting, which would reduce the robotôs holding force. 

This is due to the fact that the same actuators used to push the ring 

outwards to hold the robot in place are also being used to move parts of the 

ring forward along the pipe, as shown in Figure  4.11. Also, positions 4-7 in 

Figure  4.10 highlight situations where the force pushing the contact point 

against the pipe wall is not directly perpendicular to the tangent of the pipe, 

which could lead to the contact point slipping sideways. 
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Figure  4.10 Motion of the single ring robot as seen from the top. 

In this image, the robot starts off fully expanded into the pipe (1). It then 
contracts one of its corners (2) and moves it forward (3). The corner is 
then re-extended to grip the pipe wall (4). The same process is then 
repeated for the opposite corner (5-6), and then for the top (7) and 
bottom (8) corners. 

 

Figure  4.11 Forces acting on the single robot when retracting a corner. 

With the contact point on the right being pulled in, opposing forces are 
acting on the top and bottom contact points, which could lead to slip. 
The white arrows show the direction of the forces exerted by the linear 
actuators. 
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It would be more efficient and reliable to have the linear actuators acting 

perpendicular to the tangent of the pipe wall and have other actuators acting 

perpendicular to that in order to move the robot, so that the two mechanisms 

are decoupled from each other. That way, the benefits of inchworm 

locomotion during climbing as described in section  4.2.3 would be realised. It 

would not be possible to achieve this using the single ring design and so the 

concept of two rings was investigated. 

4.3.2 Double Ring Concept 

With the double ring concept, two mechanical rings are connected together 

using a series of linear actuators. Unlike the single ring concept, all the 

contact points of one ring are used to hold the robot in place while the 

actuators between the rings move the other ring to a new location. This can 

provide a more stable and reliable locomotion method since the linear 

actuators forming the rings are only ever pushing the contact points against 

the pipe wall and, as the linear actuators between the rings are 

perpendicular to them, their forces do not compromise the holding force. 

Since the stabilising ring will always have all of its contact points in contact 

with the pipe wall, the ring can be reduced to a triangle rather than a 

diamond, in order to keep the number of actuators to a minimum. 

 

Figure  4.12 Double ring concept 

The solid discs in the diagram would be made from three linear 
actuators and would allow the discs to expand and contract. 

One of the main design questions related to the double ring robot is the 

positioning of the actuators between the rings. Ideally, the actuators should 

be placed as far out towards the edge of the ring as possible. This is so that 

they can generate as much torque as possible when rotating the rings, such 

as when navigating corners. However, doing so will prevent the robot from 

navigating corners because the linear actuators will collide with the pipe wall 

as shown in Figure  4.13. Moving the actuators in towards the centre of the 
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robot solves this problem, although there are still limitations regarding the 

sharpness of the corner that the robot is able to navigate. The further that 

the actuators are moved in towards the centre of the robot, the sharper the 

corners that the robot can navigate. With the actuators more towards the 

edge, the robot can only navigate gentle corners and would need to navigate 

sharp corners in several steps. Alternatively, the linear actuators between 

the rings can each be replaced with two linear actuators connected together 

using an actuated joint. This allows the robot to bend its body around the 

corner, without reducing the torque that can be applied to the rings. 

However, since this requires more actuators, both the cost and complexity of 

the robot would increase.  

 

Figure  4.13 Linear actuator configurations used to avoid collision with 
the pipe wall. 

In a), the robotôs actuators are at the outer edge of the ring. When 
navigating a bend, the actuators would collide with the pipe wall. This 
can be avoided by moving the linear actuators inwards (b) or making 
them segmented (c). 

Another design question relates to the joints connecting the linear actuators 

between the rings to the rings themselves. In order to allow the robot to 

manipulate the rings in 3D space, 2 DOF joints are needed between the 

linear actuators and the rings. However, if the joints are left unactuated, the 

robot would be underconstrained and would not be able to maintain its 

shape under the forces exerted on it by the water flowing past and could 

collapse into an unrecoverable state. Some form of actuation needs to be 

applied to the joints, either actively, such as through servomotors, or 

passively by inserting springs into the joints in order to assist them in 

returning to their original positions. Once again, this increases the robotôs 

complexity. 

4.3.3 Cube Inchworm Concept 

An alternative to the double ring design described above was investigated, 

where the robot is in the shape of a cube with a linear actuator used in place 

a b c 
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of the cubeôs edges. This design is very similar to the one demonstrated by 

[83]. The advantages of such a design in their chosen environment is that 

the robot is capable of Cartesian motion and so can navigate bends and 

junctions simply by moving straight into them and then immediately changing 

direction and moving out of them, as shown in Figure  4.14. This can 

significantly simplify the control algorithms of the robot and possibly its 

mechanical design as it does not need to twist or rotate its body in order to 

navigate the different pipe features.  

 

Figure  4.14 Inchworm robot developed by [83] navigating an L-shaped 
junction. 

However, this simplified motion would only be possible in pipe networks 

where the bends have sharp corners. In most pipe networks, this is not the 

case and the corners are formed from swept bends. A robot navigating such 

corners would still need to be able to rotate its body in order to move through 

the bend and thus would require the necessary degrees of freedom to do 

that. However, the Cartesian motion would still be useful when navigating 

junctions. Navigating junctions is expected to be more complex than 

navigating bends since in a bend, the robot is entirely surrounded by the 

pipe wall and so could use it as a guide to assist in navigating the bend. 

However, in a junction this is not the case, which could require different 

motion plans to those used for navigating corners. If the robot is capable of 

Cartesian motion, this would greatly simplify navigation through junctions. 

As with the double ring design, the cube ring robot will also suffer from the 

problem of its linear actuators colliding with the pipe wall during bends. 

Again, this can be solved by moving the actuators in towards the centre of 

the robot, or by adding joints to the cubeôs edges, allowing it to bend. Moving 

the actuators in towards the centre is a simpler method of doing so and can 

be accomplished by adding posts at the corners of the cube as shown in 

Figure  4.15. A 3D CAD model of the cube robot is shown in Figure  4.16. 
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Figure  4.15 Posts added to the corners of the cube allow it to navigate 
corners. 

 

Figure  4.16 3D Model of the cube inchworm. 

In order to allow the different sides of the robot to expand and contract, joints 

need to be added between the linear actuators and the corners. Initially, 2 

DOF joints were used, giving each corner a total of 6 DOF. However, further 

examination of the mechanism revealed that this led to many duplicated 

degrees of freedom. For example, examining the corner shown in 

Figure  4.17 shows that two of the joints share the same vertical axis, albeit 

offset from each other. 
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Figure  4.17 Examination of the joints at the corners reveals duplicate 
degrees of freedom. 

Here, the axes of the two joints indicated by the arrows are in the same 
direction, resulting in redundancy. 

Further optimisation of the joints led to a second design concept where the 

degrees of freedom were reduced to three at each corner. This is shown in 

Figure  4.18. 

 

Figure  4.18 Simplified cube inchworm concept. 

The joints were configured so that the two joints on each edge have the 

same rotation axis. This requires the robot to actuate an integer multiple of 

two adjacent and parallel linear actuators in order to produce motion. 

Although both designs can perform similar motions, the reduction in degrees 

of freedom in the simplified design leads to some differences in the 

orientation of the corners during motion. This can be seen in Figure  4.19. 

During certain motions, the corners are forced to rotate to remain parallel to 

the linear actuators. Since the corners are also the contact points used to 
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hold the robot against the pipe wall, such motion would lead to the robot 

shifting its position in the pipe and may lead to instability. 

 

Figure  4.19 The reduction in DOF forces the corners to rotate during 
certain motions. 

Another issue with this design is the very large number of actuators that 

needed to control it. On top of the 12 linear actuators that would be present 

along each of the edges, the robot requires 3 rotary actuators per corner in 

order to constrain them, resulting in a total of 36 actuators. 

4.3.4 Gough-Stewart Concept 

Due to the problems faced by the previous concepts, further conceptual 

design work was carried out in order to find a suitable design. The final 

design concept that was considered was based on a Gough-Stewart 

platform and was inspired by the work presented in [85], [86]. The design is 

based on a normal Gough-Stewart platform, but rather than the top and 

bottom platforms being fixed, they are composed of a ñringò of linear 

actuators, allowing their size to change. The concept can be seen in 

Figure  4.20. 

The use of a Gough-Stewart platform provides the benefits of the previous 

concepts while solving the problems that they face. As with all of the ring-

based designs, the majority of the robotôs mass is concentrated towards the 

edge of the pipe where the flow is slowest, thus helping to minimise the drag 

force. Its ñskeletalò nature means that it does not take up much space inside 

the pipe and has a low frontal area, further minimising the drag force. As the 

design is also a double-ring design, the actuators that grip the pipe wall act 

perpendicularly to the ones pushing the robot forward, decoupling the two. 

The robotôs ability to navigate pipelines of varying diameters will be primarily 

dependent on the extension ability of the linear actuators. Using linear 

actuators with high extensions will increase the diameter range that the robot 

is capable of navigating. 
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Figure  4.20 Gough-Stewart-based concept. 

Unlike the previous two concepts, the number of actuators required by the 

design to be fully constrained is comparatively low, with only 12 linear 

actuators needed (6 for the Gough-Stewart platform itself, and 3 for each of 

the top and bottom rings). The Gough-Stewart platform itself is able to move 

the top and bottom rings with 6 degrees of freedom, which should give the 

robot enough flexibility to traverse the pipe environment and to manipulate 

tools and instruments. An additional benefit over the other two concepts is 

that there is only one type of actuator needed, which would simplify the 

robotôs control system. 

Due to these advantages, the Gough-Stewart-based concept was chosen for 

the final design. 

4.4 Summary 

In this chapter, the conceptual design process was presented. 

First, the requirements and specifications that were laid out in the previous 

chapter were converted from abstract requirements into practical design 

criteria that could be applied to the conceptual design process. Each of 

these design criteria was examined in order to understand how it affects the 

overall design and how it should be optimised in order to meet the 

requirements. The conceptual design process was then carried out by 

considering various design ideas in light of the requirements and then 

determining what problems each of the concepts faced.  

The conceptual process started with the single ring design, which aimed to 

minimise the drag force by keeping the mass of the robot at the edge of the 
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pipe. However, there were concerns regarding how well the robot would be 

able to grip the pipe wall during movement.  

The concept was then upgraded to use two rings with linear actuators 

connecting between them. This concept decoupled the gripping actuators 

from the actuators propelling the robot forward, improving the robotôs ability 

to grip the pipe wall. The mechanical changes that would need to be made 

to the robot in order to navigate bends were explored. This could be done by 

either using actuated rotary joints to allow the two halves of the robot to 

rotate relative to each other, or the linear actuators between the two rings 

could be moved inwards in order to prevent the robot colliding with the pipe 

wall during bends. The main issue faced with this design was the uncertainty 

regarding how the linear actuators would be connected to the rings and that 

those joints would likely need to be actuated. This would increase the robotôs 

complexity. 

The cube inchworm concept was then explored, inspired by work that was 

seen during the literature review. This design used a set of linear actuators 

arranged in a cube fashion. The ability of the robot to move in a Cartesian 

fashion was expected to simplify the robotôs ability to navigate junctions. An 

initial design concept was modelled and then further simplified to eliminate 

redundant degrees of freedom. The main issue faced by this design was the 

instability of the gripping mechanism, because the robotôs corners could 

change their positions during certain motions. Another issue is the large 

number of actuators that the robot would require in order to be fully 

constrained. 

The final concept was the Gough-Stewart-based design, which was also 

inspired by work found in the literature review. This concept is based on a 

standard Gough-Stewart parallel platform but with the top and bottom 

platforms replaced with linear actuators, allowing their size to be changed. 

This concept solved the problems faced by the other concepts: the use of a 

double-ring design allows the gripping mechanism to remain stable, and the 

unique arrangement of the linear actuators in the Gough-Stewart platform 

allows 6 DOF of movement using a relatively small number of actuators. The 

mechanical design allows the robot to be fully constrained using only linear 

actuators,  simplifying the robotôs control system. It was therefore decided to 

base the robotôs final design on this concept. 
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 Chapter 5

Detailed Design 

5.1 Introduction 

In the previous chapter, the various conceptual designs were presented, 

analysed and assessed. A final concept, based on a Gough-Stewart 

platform, was deemed to be the most suitable. This chapter presents the 

steps taken to implement the detailed design based on that concept. The 

design is split into two main sections: the mechanical design and the 

electronic control design. 

The mechanical design focuses on the design and selection of the various 

mechanical components that form the robotôs structure. This involves the 

selection of the linear actuators based on calculations determining their 

required force and working length, and the design and selection of the 

various joints and connecting components used to form the robotôs structure. 

The electronic design focuses on the design of the electronic circuitry that is 

used to control the linear actuators and take measurements from them. This 

involves the selection of an off-the-shelf motor controller, along with 

identifying its shortcomings and designing additional circuitry that addresses 

them. 

5.2 Robot Overview 

The mechanical structure of the robot is formed around a Gough-Stewart 

platform composed of six linear actuators along with various connecting 

parts. The platformôs top and bottom rings are each formed from three linear 

actuators and connecting parts. On each ring there are three support discs 

placed at the corners. 

In order to control the robot, each motor is connected to an off-the-shelf, 

dedicated motor controller board. A custom-designed auxiliary board 

provides high resolution current measurement and also allows the motor 

controllers to communicate over an RS485 bus. 

5.3 Mechanical Design 

The mechanical design process involved the following steps: 

¶ Actuator selection; 

¶ Structural component design and selection; 
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¶ Support disc design. 

5.3.1 Actuator Selection 

The linear actuators form the primary structural foundation around which the 

rest of the robot is built. Therefore, they were the first component that was 

determined in the design. The choice of linear actuator was primarily limited 

by two design factors: the required size of the robot, and the required force 

that the robot would need. 

5.3.1.1 Actuator Size 

The actuator size was determined by the size of pipe that would be used for 

testing. It was decided to use a 200mm outer diameter/194mm inner 

diameter pipe as it falls within the range of pipe diameters used in the water 

industry, was widely available and was reasonably large, thus avoiding the 

complications of having to manufacture a miniature robot. Therefore, the 

robotôs top and bottom rings would need to be designed so that they can fit 

inside a 194mm pipe. The diagram below shows a representation of the pipe 

diameter and the robot ring. 

 

Figure  5.1 Representation of the robot ring inside the pipe. 

The robotôs ring can be approximated as an equilateral triangle inside 
the pipe. 

If the robotôs ring is considered to be an equilateral triangle touching the 

pipeôs internal surface, the circular pipe cross section would represent the 

circumcircle of the triangle. The relationship between the length of the 

triangle side Ὓ and the diameter of the circumcircle Ὠ is given by the formula: 

 Ὠ
ςὛ

Ѝσ
 (7) 
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ὨЍσ
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ρωτЍσ

ς
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Since the ring sides would be formed of mechanical connecting components 

as well as the actuators, the actuator size would need to be less than the 
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maximum of 168mm. In order to leave enough room for the mechanical 

connecting parts, it was decided to search for actuators whose working 

range fell within approximately half that value, at 80-90mm. 

5.3.1.2 Actuator Force 

The force produced by the linear actuators needs to be high enough to 

ensure that the robot is capable of propelling itself through a pipe, 

maintaining its position inside a pipe and overcoming any forces exerted on 

it from the flow of fluid. It was expected that the static forces exerted on the 

robot would be the primary forces that would need to be overcome, with 

dynamic forces probably being small in comparison. This was because  the 

functional prototype would not be tested in a wet environment, and the use 

of leadscrew-driven linear actuators would mean that the robotôs movement 

speed was expected to be low. Therefore the static forces were the only 

forces considered when selecting the actuators.,  

It was estimated that the situations in which the actuators would be required 

to output the highest force would be one of the following: 

¶ For the ring actuators: the force exerted when pushing out against the 

pipe wall in order to hold the robot in its current position. 

¶ For the Gough-Stewart actuators: the force exerted when pulling or 

pushing the robot along its longitudinal axis against gravity, with one 

of the rings braced against the pipe wall. 

A brief static analysis was performed in each case to estimate the maximum 

force required. 

5.3.1.2.1 Ring Actuators 

The ring actuators are used to force the ring against the pipe wall, 

generating a frictional force that holds the robot in place. The maximum 

force required is when the gravitational force is acting along the robot's 

longitudinal axis and only one ring is supporting the robot. The total force 

would therefore be distributed equally amongst the ringôs three contacts 

points. Figure  5.2 shows a free body diagram of the forces acting on one of 

these contact points. 
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Figure  5.2 Free body diagram showing the forces acting at the contact 
point between the pipe and the robot's ring. 

The holding force, Ὄ, that holds the robot against its own weight, ὡ, is 

generated by the linear actuator force pushing the disc against the pipe wall, 

Ὂ, and the coefficient of friction between the rubber on the support disc and 

the pipe wall, ‘, as governed by the following equations: 

 Ὂ Ὑ (9) 

 
ὡ

σ
Ὄ ‘Ὂ (10) 

In order to estimate the required force, both the weight of the robot and the 

coefficient of friction between the ring and the pipe wall need to be 

estimated. As the robot was not yet designed and constructed, itôs weight 

was estimated to be approximately 1kg, based on the weights of other 

robots whose sizes were similar to the expected robot size. Regarding the 

coefficient of friction, since that is normally determined experimentally, a 

sample coefficient of friction of 0.5 was used (based on a pipe wall of plastic 

against rubber [119]). The actuator force is calculated as follows: 
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Since two actuators push each support disc, the holding force is distributed 

amongst them according to their mechanical arrangement, as shown in 

Figure  5.3. 
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Figure  5.3. Free body diagram showing how the forces from two 
actuators combine to form the total holding force. 

The force required by each actuator is calculated as follows: 

 Ὑ ςὃÃÏÓσπ (13) 

 ὃ
Ὑ
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σȢχψὔ (14) 

The required ring actuator force is therefore 3.78N. 

5.3.1.2.2 Gough-Stewart Actuators 

The Gough-Stewart actuators are used to move the rings through the pipe to 

their next holding position. The maximum force exerted on them will be when 

they are lifting the robot up in a vertical pipe against the force of gravity. The 

actuators would be lifting approximately half the robotôs weight, and so 

based on the previous estimate of 1kg weight, the actuators would need to 

lift a total of 500g, resulting in an approximate weight of 5N. 

Since the Gough-Stewart actuators are almost always at an angle to the 

robot's longitudinal axis, the force needs to be resolved through that angle in 

order to determine the actual force applied to the actuator. The nature of a 

Gough-Stewart platform means that the angle that the linear actuators form 

with the vertical is not fixed, but rather it changes continuously throughout 

the motion of the platform. The actuators would need to exert the most force 

to lift the robot when their angle to the vertical is largest. When moving up a 

straight pipe, it was realised that the actuators form the largest angle when 

one ring is fully extended, the other is fully retracted and the Gough-Stewart 

actuators are fully retracted, as shown in Figure  5.4. For this calculation, the 

angle of the actuators was measured from the conceptual 3D model of the 

robot shown previously in Figure  4.20. This resulted in an angle of 24°. 
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Figure  5.4 Robot arrangement that produces the maximum angle from 
the vertical for the Gough-Stewart actuators (shown here 

exaggerated). 

Based on this information, the force required by the Gough-Stewart 

actuators can be calculated as follows: 
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ὊÃÏÓςτ (15) 
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The force required by the Gough-Stewart actuators is significantly less than 

the force required by the ring actuators to hold the robot in place (3.78N), 

and as such the ring actuator force will be used when choosing a linear 

actuator. 

5.3.1.3 Linear Actuator Selection 

From the above estimates, the important criteria for selecting the linear 

actuators were determined. These are as follows: 

¶ The total working length must encompass the range 80-90mm. 

¶ The actuator force must be at least 3.78N. 

Based on these two criteria, a search was undertaken to identify suitable 

actuators for the prototype. The search focussed primarily on the miniature 

linear actuators from Firgelli Technologies. After searching through their 

product range, it was initially decided to use the L12-50-210-12-P, which 

provided a working length of 94-144mm and 45N of force. However, due to 

lack of availability at the time, the PQ12-63-12-P (36.5-56.5mm and 20N of 

24° 

W/6 

F  
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force) was purchased instead. Although this actuator had a smaller working 

range than the previous one, this could be compensated for by increasing 

the size of the mechanical connecting components that form the ring. 

 

Figure  5.5 Firgelli PQ12 Linear Actuator. 

5.3.2 Structural Components 

With the linear actuators selected, the design and selection of the remaining 

structural components could be undertaken. The remaining components 

were as follows: 

¶ The joints connecting the Gough-Stewart actuators to the top and 

bottom rings. 

¶ The connecting parts between the Gough-Stewart actuators and the 

aforementioned joints. 

¶ The connecting parts between the ring actuators that complete the 

ring structure. 

¶ The support discs mounted on the top and bottom rings. 

Special care was taken when designing the parts to ensure that they are 

simple to manufacture using conventional machining equipment. 

5.3.2.1 Gough-Stewart Joints 

The Gough-Stewart platform requires at least a 2 DOF joint and a 3 DOF 

joint on either end of each actuator, which connect it with the top and bottom 

rings. Suitable joints that would fulfil these requirements are spherical joints 

(3 DOF) and universal joints (2 DOF). Despite the availability of both joints, it 

was found that the spherical joints tended to have a smaller range of working 

angles than the universal joints. It was therefore decided to use only 

universal joints. In order to compensate for the loss of 1 DOF when a 

universal joint is used instead of a spherical one, one of the universal joints 

on each actuator would not be rigidly joined to its corresponding ring, but 

rather would be connected via a revolute joint, which replaces the missing 
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DOF. The addition of the revolute joint is equivalent to adding an extra link 

between each actuator and that joint. Despite this, the total number of 

degrees of freedom remains the same as before, at 6 DOF. This is shown in 

the DOF calculation below: 

 

 

Figure  5.6 Comparison of the original and modified kinematic design. 

a) Original kinematic design using spherical and universal joints; b) 
modified design using only universal joints. 

Table  5.1 DOF calculation using universal joints instead of spherical 
joints. 

Number of links (excluding ground 

link) 

19 

Total DOF 19 x 6 = 114 

Number of 1 DOF joints 12 (6 prismatic, 6 revolute) 

Number of 2 DOF joints 12 (universal joints) 

Total Constraints 12 x 5 + 12 x 4 = 108 

Total DOF 114 ï 108 = 6 DOF 

5.3.2.2 Actuator-Universal Joint Links 

These parts are used to connect both ends of the linear actuators to the 

universal joints. On one end of the part is a rod that slides into the bore of 

the universal joint and is fixed in place via a grub screw. At the other end is a 

drilled hole that allows the mounting point of the linear actuator to be pushed 

a b 
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inside. Another hole drilled across the part allows an M3 screw and nut to 

hold the linear actuator in place. As each mounting point on the linear 

actuator has a different size, two different parts had to be made. Figure  5.7 

shows the parts along with how they are assembled. 

 

Figure  5.7 Mechanical parts used to connect the Gough-Stewart 
actuators to the universal joints. 

a) Small U-joint adapter; b) large U-joint adapter; c) exploded view of 
the Gough-Stewart assembly; d) collapsed view showing the Gough-
Stewart assembly. 

5.3.2.3 Ring Connecting Parts 

The parts that connect the linear actuators together to form the ring serve 

three functions: 

¶ They connect the actuators together in a triangular shape with 

revolute joints at each corner. 

¶ They allow the Gough-Stewart actuators to be connected via their 

universal joints. 

¶ They allow the support discs to be mounted at each corner. 

The designed parts fulfil all of these requirements while being mechanically 

simple. As with the Actuator-Universal joint links, one end of the part 

a b 

c 

d 
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consists of a drilled hole that allows the linear actuator mounting point to be 

pushed in and fixed in place with a nut and bolt. A series of holes drilled into 

various locations at the part allow the universal actuators to be mounted 

underneath the ring via an M3 screw, and allow revolute joints to be formed 

at the corners using another M3 screw as a hinge. Figure  5.8 shows the 

parts along with how they are assembled. 

 

Figure  5.8 Mechanical parts used to form the top and bottom rings. 

a) Small ring joint; b) large ring joint; c) ring side assembly exploded; d) 
ring side assembly collapsed; e) full ring assembly. 

5.3.3 Support Discs 

The purpose of the support discs is to allow the robot to navigate bends in 

the pipe without the Gough-Stewart actuators colliding with the pipe wall. As 

described previously in section  4.3.2, if the robot is designed with the linear 

actuators positioned at the outermost edges, it will not be able to navigate 

bends in the pipe as the actuators will collide with the pipe wall. The simplest 

solution involved moving the linear actuators in towards the centre of the 

robot, and this is the solution implemented in this design. By adding a set of 

support structures to the robotôs exterior, the robotôs overall size is 

increased, which effectively moves the linear actuators in towards the centre 

of the robot. 

a b 

c d 

e 
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When initially designing the support discs, it was decided to use a set of 

rubber-tipped protruding rods arranged around the rings, as shown in 

Figure  5.9. However, this design faced two problems. The first was that a 

suitable, off the shelf part could not be found and manufacturing such a part 

with the facilities available was not deemed to be trivial. The second was 

that it was immediately apparent that this design would inflict significant 

bending moments on the linear actuators as the rings expanded and braced 

themselves against the pipe wall, as demonstrated in Figure  5.9. This is 

because the rods would be perpendicular to the linear actuators and thus 

cannot transmit the forces directly along the actuatorsô longitudinal axes. 

Such bending moments could potentially damage the linear actuators as 

they are not designed to withstand such moments. 

 

Figure  5.9 Robot ring with rubber stops. 

a) Robot ring with rubber stops; b) the use of rubber stops generates a 
large bending moment that could damage the actuators. 

An alternative solution was found, which involved placing a rubber rimmed 

disc at the corners of each ring, as shown in Figure  5.10. The benefits of this 

method are that the discs are simple to manufacture using a lathe; the 

rubber grip around the rings can be accomplished using a conventional O-

ring; allowing the discs to spin would give the robot the ability to ñself-centreò 

inside the pipe; and the reaction forces transmitted from the pipe wall to the 

robot are transmitted directly along the longitudinal axes of the linear 

actuators, which are designed to withstand such forces. Figure  5.11 shows 

how the support discs transfer the forces exerted on them along the 

longitudinal axes of the linear actuators. 

a b 
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Figure  5.10 Robot support discs. 

a) The support discs with and without the rubber O-ring; b) the support 
discs as mounted on the robot. 

 

Figure  5.11 Forces acting on the support discs. 

The reaction forces from the pipe wall (blue) are transmitted along the 
longitudinal axes of the linear actuators (red) by the support discs. 

Because the discs are mounted slightly above the linear actuatorsô 

longitudinal axes, as shown in Figure  5.12, there would still be a bending 

moment inflicted on the actuators as the rings expand against the pipe wall. 

However, unlike with the support rods, it is possible to minimise this height 

without compromising the discsô function of preventing the Gough-Stewart 

actuators from colliding with the pipe wall, thus minimising the bending 

moments exerted on the actuators. 

a 

b 
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Figure  5.12 Height difference between the support disc and the linear 
actuator longitudinal axis. 

5.3.3.1 Support Disc Dimensions 

The dimensions of the discs were determined by specifying the actuator 

extension at which the robot should touch the pipe wall and then comparing 

the dimensions of the ring with the dimensions of the pipe and calculating 

the diameter of support disc required. 

It was decided to design the discs so that the robot rings would touch the 

pipe wall when the linear actuators were at 80% extension. Since the 

actuators have a stroke length of 20mm, this would allow 4mm of the 

actuatorsô travel to be used for compressing the rubber on the discs to 

generate the required holding force, and would leave 16mm of inwards travel 

to be used for manipulating the position of the robot. At 80%/16mm 

extension, the length of each side of the triangle would be 122.5mm, as 

shown in the 3D model in Figure  5.13. 

Figure  5.14 is a geometric drawing showing the dimensions of the robot ring 

at 80% extension inside the pipe wall. The radius, ὶ, of the support discs can 

be calculated as follows: 

 ὶ ὴ ά (17) 

Where ὴ is the radius of the pipe and m is the distance between the triangle 

corner and the centroid, which is 2/3 of the triangleôs median. The distance 

ά can be calculated from the triangle side, ί (determined to be 122.5mm 

earlier), as follows: 
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Figure  5.13 Length of the ring sides at 80% extension. 

 

 

Figure  5.14 Geometric drawing to calculate the dimensions of the 
support discs. 

The radius of the support disc can now be determined by subtracting the 

distance ά from the radius of the pipe, ὴ. The diameter of the pipe section 

available is 194mm, giving a radius of 97mm. The support disc radius is 

therefore: 

 ὶ ὴ ά (20) 

 ὶ ωχ χπȢχ ςφȢσάά (21) 

This gives a disc diameter of 52.6mm.  



- 87 - 

For the actual design, a 50mm diameter disc was turned from nylon, with a 

suitable groove for an O-ring. The O-ring selected was a 6mm thick ring with 

a 50mm outer diameter. When placed on to the disc, the total diameter of 

the disc is approximately 57.6mm (radius 28.8mm). 

Based on the actual diameter of the support disc, the extension at which the 

robotôs rings would touch the pipe wall could be calculated by determining 

the value of the triangle side, ί, using the new disc diameter. To do so, 

equations (18) and (20) need to be rearranged so that ί becomes the 

subject, as follows: 

 ὶ ὴ άḈά ὴ ὶ (22) 
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 Ḉί ωχςψȢψЍσ ρρψȢράά (25) 

From Figure  5.13, the fixed lengths of the triangle side are: 

 συ συ σφȢυ ρπφȢυάά (26) 

Therefore, the actuator extension when the total length is 118.1mm is 

11.6mm or 58% 

The support discs are mounted at each corner of the rings with the same M3 

screw forming the corner revolute joint passing through them to act as an 

axle. 

5.3.4 3D CAD Assembly 

The final design was assembled in Solidworks in order to confirm that all the 

parts will fit together as expected. Figure  5.15 shows various views of the 3D 

model. 
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Figure  5.15 3D CAD model of the robot. 

 

5.4 Electronics 

The robotôs electronic control circuitry needed to be designed to allow the 

mechanical structure to be computer controlled. When planning the 

electronic design, the main challenge identified was how to allow all 12 linear 

actuators to be controlled via a central controller using a manageable wiring 

scheme.  As each linear actuator has 5 wires (2 for power, 3 for the 

feedback potentiometer) this results in a total of 60 wires that would need to 
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be interfaced to a central controller. Such a large number of wires was 

deemed to be impractical. Therefore, rather than all 12 motors being directly 

connected to a central controller, each motor would be connected to its own 

local controller, and the local controllers networked together using a bus 

system. A single power and communications cable can then connect the 

central controller to the bus and allow for the control of all 12 actuators with 

minimal wiring, as shown in Figure  5.16. 

 

Figure  5.16 Direct wiring of the motor (a) vs bussed wiring (b). 

The first step in designing the electronics was to determine the motor 

controller. After searching for a suitable off-the-shelf controller, it was 

decided to use the Pololu Jrk 21v3, shown in Figure  5.17. This is a small, 

USB motor controller with feedback that can be used for closed-loop speed 

or position control. The controller can accept commands via various different 

sources, including over a serial port using a custom protocol. The controller 

is capable of measuring the current consumed by the motor and making that 

information accessible for reading. 

 

Figure  5.17 Pololu Jrk 21v3 USB Motor Controller with Feedback [120]. 

a 

b 
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There were, however, some limitations in the controller that meant that on its 

own, it could not fulfil all the requirements. These are: 

¶ The on-board serial port cannot be directly connected in a bus with 

other controllers. 

¶ The resolution of the current monitoring circuitry is very low at 38mA 

per bit resulting in only 5 bits to represent the full 220mA range of the 

PQ12 linear actuators. 

¶ The linear actuators use a proprietary FPC cable and therefore 

cannot be directly plugged into the terminal block on the Jrk. 

In order to overcome these limitations, an add-on board was developed that 

plugged into the Jrk and provided the following functionality: 

¶ Allows the Jrk controllers to be networked over an RS485 bus, 

increasing communication robustness. 

¶ The units can be daisy-chained together, requiring only a single 

stretch of 4-core cable to run through the entire bus. 

¶ Adds a high resolution current monitor for measuring the current 

consumed by the actuator in both the forward and reverse directions. 

¶ Allows the linear actuators to be easily and directly connected to the 

controller. 

A block diagram of the add-on board is shown below in Figure  5.18. 

 

Figure  5.18 Controller add-on board block diagram. 
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Figure  5.19 Add-on board in various stages of completion. 

An SP485EEN RS485 transceiver chip and some logic gates convert the on-

board TTL serial signals to RS485 and allow the Jrk controllers to be 

connected on a bus. A pair of ZXCT1109 high-side current monitors and a 

sense resistor measure and amplify the current consumed by the motor, 

allowing it to be read by an on-board PIC12F1822 microcontroller. The 

firmware on the microcontroller implements the same serial protocol that the 

Jrk controllers use, and is also connected to the RS485 bus. This allows 

both the Jrk controller and the microcontroller to be easily accessed via the 

same communication protocol. An on-board FPC connector allows the linear 

actuators to be directly connected to the add-on board. Figure  5.20 shows 

the completed electronic control module assembly, showing both the add-on 

board and Jrk controller, along with how the two boards are connected 

together. 

 

Figure  5.20 Completed electronic control module for the linear 
actuators. 

The green terminal blocks on the add-on board are used to connect the 

power and RS485 signals. The same connections are replicated on both 

terminal blocks, allowing the modules to be daisy-chained together as shown 

below. 
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Figure  5.21 Daisy-chaining of the control boards. 

The add-on boards are daisy chained via the two terminal blocks on 
each one. 

After assembling the boards and programming the microcontroller with the 

firmware, the boards needed to be tested in order to verify their operation. 

The following tests were carried out: 

¶ RS485 communication with the Jrk. 

¶ RS485 communication with the microcontroller. 

¶ Current monitor functionality. 

¶ Communication test in a network. 

Testing communication with the Jrk involved sending commands to it over 

the RS485 bus, with only one node attached, and verifying that the 

commands were executed successfully. This could be done by connecting 

one of the linear actuators to the node and then sending the commands to 

extend and retract the actuator and visually verifying that the command was 

being executed. Similarly, both the communication with the microcontroller 

and the current monitor functionality could be tested by stalling the linear 

actuator in both the forward and reverse directions and reading the current 

measured by the microcontroller in both cases and verifying that the result is 

a value whose magnitude is close to the maximum possible value (due to 

the motor drawing its maximum current when stalled) and that the sign of the 

value matches the direction that the actuator is driven towards. 

The same set of basic tests described above were also carried out in a 

network with all 12 devices attached and each device configured to a unique 

address, to ensure that there were no communication issues. 

5.4.1 Mounting 

Due to the size of the motor controllers, care needed to be taken when 

mounting them on the robot to ensure that they did not interfere with the 

robotôs movement. A representative CAD model of the controllers was drawn 

up in Solidworks and this was used to arrange them on the main robot 

assembly so as to minimise the chances of interference. It was decided to 

mount each controller on the outside face of its corresponding actuator in 
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order to maximise the distance between them. Figure  5.22 shows how the 

controllers are arranged on the robot. 

 

Figure  5.22 3D CAD model of the robot with motor controllers mounted. 

(a) Photo of the motor controller; (b) 3D CAD model of the controller; 
(c) 3D CAD model of the robot assembly showing the mounting 
positions of the controllers. 

5.5 PC Software 

In order to control the electronics and robot easily, PC-based software was 

written that would allow the controllers to be configured and controlled via an 

easy-to-use GUI. The software was written in Java and is composed of 

several tabs, where each tab represents a different function, with some of 

the functions outlined below: 

¶ Basic command test tab 

¶ Motor control tab 

¶ Automated movement and data logging tab 

¶ Detailed motor monitoring tab 

Figure  5.23 shows some screenshots of the software. 

a 

b 

c 
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Figure  5.23 Screenshots of the PC control software. 
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5.6 Final Robot Assembly 

With all of the components designed and specified, they could be purchased 

and manufactured and the robot prototype assembled. Figure  5.24, 

Figure  5.25, Figure  5.26 and Figure  5.27 show the robot in various stages of 

assembly, as well as the final prototype. 

 

Figure  5.24 Assembly of the robotôs mechanical structure. 
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Figure  5.25 Mounting of the robot's control modules. 

 

Figure  5.26 Support discs mounted on the robot. 




















































































































































































































