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SUMMARY 

 

Incremental sheet forming (ISF) has seen its increasing applications in the sheet metal 

manufacturing industry in the last decades due to its unique characteristics of process 

flexibility and enhanced material formability. For single point incremental sheet forming 

(SPIF), its improved formability is attributed to the localized material deformation caused 

by a combination of tension, bending, shearing and cyclic loading. For double side 

incremental sheet forming (DSIF), the deployment of a rear tool introduces an additional 

compressive loading onto the material, which further strengthens the localized 

deformation. However, the complicated loading conditions and contact conditions 

prohibit a systematic and direct analysis of the factors affecting material formability in 

ISF, especially in DSIF. Furthermore, traditional testing methods have been proved 

incapable to explain the significant formability enhancement in ISF. 

In this research, to investigate the material deformation characteristics in ISF process, 

SPIF tests using material AA5251-H22 and AA6082-T6 were conducted. To explore 

damage accumulation in ISF, finite element (FE) damage modelling of ISF process using 

shear-modified GTN model with AA5251-H22 was developed. By tracing the evolution 

history of strain and shear-induced damage indicator of target elements in the FE 

simulation results, bending, shearing and localized deformation were confirmed in both 

SPIF and DSIF processes. However, comparing the forming depth of the conic parts 

obtained from the experiment and the FE model, it was found that shear-modified GTN 

model predicted premature fracture in ISF processes for material AA5251-H22, possibly 

because of the complicated loading conditions or the material type investigated.  

Material formability can be influenced by material properties, loading conditions as well 

as loading path. In order to investigate the effect of these three factors on material 

formability enhancement in ISF, two novel testing methods have been proposed in this 

research. To investigate the effect of individual deformation modes on the material 

deformation behaviour, a new testing method called Tension under Cyclic Bending and 

Compression (TCBC) test was developed. In this test, the complicated 3-dimensional 

geometrical constraints in ISF process was simplified into 2-dimensional. Moreover, the 

magnitude of the tension, bending, compression and cyclic loading can be explicitly 

varied by changing corresponding process parameters in the test. Testing rig was 

developed based on the proposed concept. Two materials, AA5251-H22 and AA6082-T6 
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were used in the test. By implementing the Taguchi Design of the Experiment, the 

significance and relative significance of these deformation modes were investigated. 

According to the statistical analysis of the experimental results, compression was the most 

significant factor affecting material formability in the test. Material AA5251-H22 showed 

higher sensitivity to the loading conditions, compared with AA6082-T6. Localized 

deformation and bending effect were also observed by tracing the strain and damage 

evolution of the elements during the test in the FE modelling of the test. Suppression of 

damage and postponement of fracture of the specimens in the TCBC tests were also 

observed, which can also be attributed to the localized material deformation. It was 

confirmed that that the TCBC test was an appropriate representation of the ISF process. 

To further investigate the effect of loading path onto the material deformation behaviour 

in ISF, another testing method called Biaxial Tension under Bending and Compression 

(BTBC) test was proposed. Testing rig was developed accordingly. In the BTBC test, 

instead of uniaxial tension, the cruciform specimen can be stretched in all four directions 

and the strain ratio of the two perpendicular directions can be varied. The effect of 

compression, bending and cyclic loading can also be adjusted. Deformation behaviour of 

the material aluminium alloy AA5251-H22 under two strain conditions, the plane strain 

and the equi-biaxial tension, were tested. Different combinations of the deformation 

modes were investigated in each test. The formability of the material in different tests 

was compared by measuring the distortion of circular grids inscribed onto the surface of 

the specimen. According to the experimental results and FE simulation results, the 

introduction of bending and compression contributed to material localized deformation. 

Material formability could be enhanced by the introduction of bending effect, which could 

be further improved by additional compression and the cyclic loading effect. The degree 

of formability improvement under different loading paths was different. Under plane 

strain condition, material formability can be progressively improved by introducing the 

deformation modes step by step. While under equi-biaxial tension condition, introducing 

compression and cyclic loading into bending did not necessarily lead to formability 

improvement. BTBC test provides more insight into the material deformation 

characterization of ISF process. 

Overall, in this research, the developed two simplified testing methods, the TCBC test 

and the BTBC test overcome the limitation of current commonly adopted material testing 

methods and the ISF test. The testing methods provide a fundamental explanation of the 
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effect of material properties, loading conditions and loading path on the material 

deformation and fracture behavior in ISF.  
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Chapter 1: Introduction 
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1 INTRODUCTION 

Incremental sheet forming (ISF) process provides an alternative manufacturing route to 

conventional sheet metal forming processes. Its advantages of high process flexibility and 

the ability to manufacture complex geometries have attracted research interests from both 

academia and industry. Material formability is significantly improved in ISF compared 

with conventional sheet metal forming processes. In this chapter, the ISF process will first 

be introduced in Section 1.1. With an outline review of the current research on material 

formability, the research gaps of ISF and corresponding challenges will be discussed in 

Section 1.2, based on which research aims and objectives will be proposed in Section 1.3 

and research novelty will be summarized in Section 1.4. Thesis layout will be outlined in 

Section 1.5. 

1.1 Research Background 

1.1.1 Introduction to ISF 

Sheet metal forming technology has been evolving for thousands of years. According to 

DIN 8582 standard [1] , conventional sheet metal forming processes can be classified into 

different categories, including deep drawing, blanking and bending, based on the main 

deformation stress applied on the sheet. Simplified schematics of some conventional sheet 

metal forming processes are shown in Figure 1.1. For all these processes, customised dies 

and tools are required to manufacture specific geometries. As a result, the cost of the 

manufacturing and lead time can be considerably high even before entering the 

production stage. According to a study of die manufacturing in the automotive industry 

conducted by Altan et al. [2] in 2001, for just the interior components, up to 0.5 million 
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US dollars and 6 to 9 months were needed to manufacture dies and to ensure the 

robustness of the dies. For mass production, these costs can be split over large quantities 

of products so that the high investment cost can be justified. However, for the prototype 

or customization applications, normally limited quantity of products with unique features 

are required and a short cycle time is desired, traditional manufacturing processes can be 

both time and resource consuming. 

 

Figure 1.1  Schematics of some conventional sheet metal forming processes 

The need to reduce manufacturing cost and to speed up manufacturing process gives birth 

to the flexible forming processes, in which traditional dies are no longer required. In one 

flexible forming process, the traditional dies are discretised into multiple reconfigurable 

dies of small size [3, 4]. As shown in Figure 1.2, the positions of discrete dies can be 

rearranged to fit the shapes of different geometries before the manufacturing process. In 

this way, the reconfigurable die system can be reused for products with different 

geometries, the manufacturing cost and lead time can be reduced.  

         
(a)     (b) 

Figure 1.2  Schematic of a reconfigurable die system [4]: (a) a simplified cross-section view of the 

system; (b) structure of single small-sized die 

However, rearranging the positions of the multiple tools in the reconfigurable die system 

prior to the manufacturing process requires trial and error or a highly delicate automated 
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system. Nevertheless, the forming accuracy of the manufactured part can still inevitably 

be compromised due to the unevenness of the surface formed by the discrete dies [5]. 

One step further, incremental sheet metal forming (ISF) process breaks away completely 

from using dies. In single point incremental sheet forming (SPIF), only one tool with a 

simple geometry is required. The tool moves along predesigned toolpaths and gradually 

deform the clamped sheet metal into a desired shape. As shown in Figure 1.3 (a), a typical 

SPIF configuration only requires four essential equipment, including a CNC machine, a 

set of clamping tools, a backing plate and a forming tool. The forming tool is controlled 

by the CNC machine. Different shapes of parts can be directly manufactured out of their 

CAD drawings with corresponding toolpaths in the same set-up, making the ISF process 

highly flexible. 

Preparation for an ISF process is minimal. The typical forming tool for ISF is a steel 

cylinder with a hemispherical head. For simple geometries, for example conic parts, the 

coordinates in the toolpath can be calculated mathematically. While for more complicated 

shapes, the toolpath can be generated directly from the CAD designs of the parts with the 

help of  traditional CAM software [6, 7] or specifically developed toolpath generation 

algorithms [8, 9].  

    

Figure 1.3  Examples of ISF process configuration and its applications: (a) ISF using a CNC milling 

machine [10]; (b) aerospace crawling; (c) Honda S800 hood made by Amino [11]; (d) complicated 

geometries [12]; (e) titanium cranial plate [13] 

The ISF technology was first patented by Leszak [14] in 1967 and its further development 

was reviewed by Emmens et al. [15] in 2010 and recently by Li et al. [16] and Behera et 

(a) (c) 

(b) 

(d)

) 

(e) 
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al. [17] in 2017. It has been successfully applied in automotive [11, 12, 18], aerospace 

[19] and medical [13, 20] applications, a few examples of the ISF applications for various 

industries are shown in Figure 1.3.  

1.1.2 Classification of ISF 

According to the number of the tools deployed in the process, ISF can be classified into 

single point incremental forming (SPIF), two point incremental forming (TPIF) and 

double side incremental forming (DSIF), as shown in Figure 1.4. 

 

   

Figure 1.4  Classification of ISF processes 

In SPIF, only one forming tool is used to deform the sheet. It requires the least 

manufacturing equipment while maintaining satisfactory forming accuracy for the 

prototyping purposes. However, the simple configuration of SPIF process compromises 

its wider industrial application due to its relatively low forming accuracy and its 

limitations in manufacturing some complicated geometries [21-23].  

Springback is one of the most challenging issues of ISF that affect forming accuracy in 

SPIF [24]. As shown in Figure 1.5, undesirable strong springback of the part 

manufactured by SPIF could be observed after trimming. There are two basic methods to 

control springback, reducing stress gradient through thickness or introducing additional 

deformation to compensate for springback [25]. Based on these methods, two variations 

of ISF have been developed. The first one is TPIF [26]. In TPIF, only partial die is needed, 
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the male die or the female die, as shown in Figure 1.4. The die is not necessarily made of 

steel, it can be made with wood or other materials that are easy to be manufactured thus 

the cost of materials and lead time can still be reduced. The partial die provides a 

supporting force to the sheet, thus less tensile force is needed to achieve the plastic 

deformation required to deform the sheet. Stress gradient across the thickness is reduced 

thus springback can be reduced. 

 

Figure 1.5  Strong springback of titanium sheet of denture part after trimming [27] 

However, designing and manufacturing the partial die compromise the flexibility of the 

ISF process. Instead of using a traditional die, DSIF introduces a rear tool as a partial die 

on the other side of the sheet metal, as shown in Figure 1.4. The two tools can be 

independently controlled and their relative position can be adjusted. When the rear tool 

is pressed against the top forming tool, additional compressive force is applied. The 

pressure can be applied by pre-set interference fit between the rear tool and the sheet [28, 

29], flexible spring or air compressor [30]. The DSIF process was first proposed by Meier 

et al. [8]. By developing a purposely designed DSIF equipment [28, 30, 31], no backing 

plates are required for specific geometries in DSIF, thus the manufacturing time is further 

reduced. In addition to maintaining all the advantages of SPIF, DSIF improves forming 

accuracy as well as process flexibility when manufacturing highly complicated 

geometries [32], as demonstrated by the parts produced by Wang et al. [28] and Smith et 

al. [31].  

According to the tool movement strategy, DSIF can be divided into traditional DSIF and 

Accumulative DSIF (ADSIF) [33]. In ADSIF, the tools move outwards rather than 

inwards. Geometries with more complicated shapes can be manufactured by ADSIF due 

to the reduction of the tensile force and less geometric constraint from the formed part of 

the product. As a result, the flexibility of the process is further enhanced. 
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1.1.3 Improved material formability in ISF 

In the field of the sheet metal forming, in order to quantify material formability,  

formability of a material is defined by the maximum level the material can be deformed 

before the occurrence of fracture [34-36]. According to this definition, material 

formability can be reflected by the maximum elongation, maximum bending depth or 

maximum drawing angle of a forming part, depending on the interpretation of the specific 

process. 

Forming limit curve (FLC) is widely used to evaluate material formability in conventional 

sheet metal forming processes. It is a curve in the major strain-minor strain space, and it 

is determined by the maximum principal strain components in the planar directions in the 

uniform deformation process. The FLC defines the boundary of stable deformation and 

unstable deformation of the material in a forming process. If the strain point is lower than 

the FLC, the deformation process is stable, otherwise it is not. As shown in Figure 1.6, 

the FLC for material AA1050 in the conventional sheet metal forming process was a V-

shaped curve. By comparison, for SPIF, a FLC with a negative slope in the first quadrant 

was obtained. In addition, the FLC for SPIF was above the FLC of the conventional sheet 

metal forming process, especially under plane stain condition, indicating higher material 

formability for AA1050 in SPIF than that in the conventional forming processes [37]. 

In addition, according to the experimental investigations conducted by various 

researchers [38-40], material formability for various materials, including aluminium 

alloys, steels and copper alloys could be significantly improved in SPIF, compared with 

conventional sheet metal forming processes. For DSIF, the material formability was 

reported to be further enhanced [30, 33]. 

 

Figure 1.6  Comparison between FLCs for conventional forming process and SPIF for material AA1050 

[37] 
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1.1.4 Factors affecting material formability 

Formability of a material is subject to its intrinsic mechanical properties, loading 

conditions and the loading path. 

Material mechanical properties can be reflected by various parameters, including yielding 

stress, work-hardening, maximum tensile stress and hardness. Among these parameters, 

the most commonly evaluated parameter is material work-hardening. In the uniaxial 

tensile test, Considère criterion [41] is widely used to predict the effect of work-hardening 

coefficient on the occurrence of the material deformation instability. For SPIF, the 

individual and interactive effects of these parameters on the formability of various 

materials were investigated by Fratini et al. [39] and it was concluded that work-

hardening coefficient ὲ and the combined effect of ὲ and strength coefficient ὑ were the 

most influential factors. 

In the microscale, material mechanical properties can be affected by its microstructure 

[41], including grain compositions and grain sizes [42]. The material microstructure can 

be affected by the temperature. Increasing temperature would facilitate the annealing 

process which reduces the propagation of dislocations and promotes recrystallization, 

thus affecting the material formability [43]. 

Different loadings, such as tension, compression and shearing may be applied to the 

material in different manufacturing processes or in different phases of the same 

manufacturing process. Loading conditions affect the distribution of stress and strain in 

the part being deformed. Based on the Marciniak-KuczyŒski (M-K) theory [44], the 

influence of through-thickness-shear (TTS) and normal stress on the material formability 

was investigated by Eyckens et al. [45] and Allwood and Shouler [46] respectively. In the 

theory proposed by Emmens [36], fracture would eventually occur at the weak spot of the 

material under tensile loading. As a result, any operation that could suppress the damage 

propagation at the weak spot should improve material formability. In the stamping 

process, by adjusting the clamping force, the tensile condition may be alleviated and the 

formability of the material can also be improved without sacrificing the geometric 

accuracy of the parts [47]. In the continuous bending under tension (CBT) test performed 

by Emmens and von den Boogaard [48], by applying cyclic bending loading onto the 

material, the weakest spot in the test specimen kept changing, leading to a significantly 

increased maximum elongation of 430% for material DC04.  
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In monotonic loading, as reflected in the traditional FLC in Figure 1.6, the material shows 

clearly different deformation behaviour under different strain paths, such as uniaxial 

tension, plane strain and biaxial tension [35]. Generally, a material undergoes higher 

degree of deformation under biaxial tensile condition than it is under plane strain 

condition in the conventional sheet metal forming processes. Using M-K model, the path-

dependence of the FLC of the material was reported by Yoshida et al. [49] by adopting 

two broken linear loading paths. Under cyclic loading, the Bauschinger effect will create 

cyclic softening of the material and improve material formability for some materials [50].  

Serrated loading paths were reported by Eyckens et al. [51] in SPIF process by performing 

FE simulation. By applying the obtained loading paths into the M-K model, higher 

material formability was obtained. Using pre-strained specimens in the two-step tension-

tension test, He et al. [52] also concluded that strain path would affect material 

deformation behaviour. 

1.2 Current Research Gaps and Challenges 

The unique advantages of ISF are accompanied by its distinct material deformation 

behaviour from the conventional sheet metal forming processes. It has already been 

widely acknowledged that the material deformation in SPIF is a localized deformation 

caused by the combination of tension, bending, shearing and cyclic effect. For DSIF, 

additional compression from the rear tool brings more complexity to the material 

deformation behaviour.  

Current research on material deformation and fracture mechanism in ISF mostly focuses 

on ISF process itself, as reviewed by Li et al. [16] and Gatea et al. [53]. However, owing 

to the complexity of the process, including the contact conditions and geometric 

constraints, the deformation modes in ISF are closely interconnected so that their 

influence on the material deformation and fracture behaviour in ISF cannot be 

investigated in a separate and controllable way by conducting ISF tests themselves. The 

influence of the deformation modes on the deformation and fracture mechanism cannot 

be fundamentally explained, especially for DSIF. 

As discussed in Section 1.1, apart from material properties and loading conditions, 

material formability is also affected by the loading path. The strain state of deformed 

material in ISF is between plane strain and equi-biaxial tension condition [40, 54] and the 

deformation accumulates incrementally. Based on the strain distribution characteristics, 

conic shapes and pyramid shapes are widely used in the ISF tests as benchmark 
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geometries. For a conic shape, the material is deformed under plane strain state. For a 

pyramid shape, the corners of the geometry undergo the equi-biaxial tensile deformation 

while the rest of the geometry is still under plane strain condition. However, most of the 

research only focuses on the plane strain condition, while biaxial tension conditions have 

been largely overlooked, making the understanding of ISF process incomplete. 

In conventional sheet metal forming processes, deformation behaviour of a material is 

commonly explained by the material testing and its related formability test results, such 

as the FLC.  However, as shown in Figure 1.6, the material formability in ISF is 

significantly improved, the traditional material formability testing methods are incapable 

to explain the observation of material formability improvement in ISF process. In 

addition, in ISF, the material is under a combination of multiple deformation modes and 

the its deformation generally follows a serrated strain path [10]. While in traditional 

material testing methods, materials are generally tested under monotonic and simple 

loading conditions, making it insufficient to describe material deformation behaviour in 

ISF.  

Based on the above considerations, developing material testing methods considering the 

unique deformation characteristics of ISF will be essential to achieve a fundamental 

understanding of material deformation and fracture mechanism in ISF. However, unlike 

standard material testing methods, in which normally only simple loading conditions are 

applied, multiple deformation modes exist in ISF. How to extract the key deformation 

modes from ISF and to integrate them into a simple testing method are challenging. 

Furthermore, for the standard material testing methods, commercial purposely-built 

testing platforms are widely available to perform the test. For the new testing methods, 

considering the complexity of the loading conditions, no testing platforms exist to carry 

out the proposed research containing multiple loading conditions. Testing platforms 

suiting the research purpose should be developed. 

1.3 Research Aims and Objectives 

An in-depth understanding of material deformation and failure mechanism in ISF process 

will facilitate the analysis and designing procedures for the process, maximizing the 

potential of the ISF process. This PhD project aims to investigate the influence of material 

properties, deformation modes and loading path on the material deformation and fracture 

behaviour in ISF. The research objectives are: 
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¶    To obtain deformation characteristics of the investigated materials in ISF by 

experimental testing and finite element modelling; 

¶    To develop simplified testing methods which represent the loading conditions 

and loading path in ISF and to develop testing platform on which the proposed 

simplified tests can be performed; 

¶    To design and to perform experiment to investigate the individual and 

interactive effects of the deformation modes on the material deformation and 

fracture hehaviour in the simplified test methods using the developed testing 

platform; 

¶    To design and perform experiment to investigate the effect of loading path on 

the material deformation and fracture behaviour using the simplified test 

methods on the developed testing platform; 

¶    To explain the deformation and fracture bahaviour in ISF based on 

experimental and FE modelling results from the simplified test methods. 

1.4 Research Novelty 

The novelty of this PhD. project lies in using simplified material testing method instead 

of the ISF test itself to get an in-depth understanding of material deformation in the ISF 

process. In terms of the details, the following novel contribution to the knowledge has 

been achieved in this research: 

¶    Implemented the shear-modified GTN model in the damage modelling of ISF 

process to identify the complex loading conditions and the deformation 

behaviour during the ISF process;  

¶    Proposed two simplified material testing methods to investigate the effect of 

key factors, including material mechanical properties, loading conditions and 

loading paths on the material deformation behaviour and fracture behaviour in 

ISF; 

¶    Developed two material testing platforms to conduct the proposed simplified 

material test methods, based on which the influence of the investigated factors 

on material deformation behaviour was examined. 
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1.5 Thesis Layout and Structure 

This thesis is structured into 6 chapters.  

In Chapter 1, the research background is introduced and research gaps are identified, 

based on which the research aims and objectives of this PhD project are proposed.  

In Chapter 2, a literature review of the material deformation and fracture mechanism in 

ISF, the material formability testing methods and the damage theories are presented.  

In Chapter 3, the experimental and FE modelling of the ISF process, including SPIF and 

DSIF are conducted to evaluate the deformation characteristics of ISF for material 

AA5251-H22 and AA6082-T6.  

In Chapter 4, the Tension under Cyclic Bending and Compression (TCBC) test is 

presented as a simplified test method for ISF process. The experimental investigation and 

FE damage modelling of the test are conducted and analysed.  

In Chapter 5, to investigate the effect of biaxial tensile loading condition on the 

deformation behaviour in ISF, the Biaxial Bending under Tension and Compression 

(BTBC) test is developed and corresponding experimental and FE modelling are 

conducted.  

In Chapter 6, a conclusion summarizing the research of the project is made, based on 

which the contribution of current research to the knowledge is stated and future works to 

improve the current work are proposed.  

Equation Chapter (Next) Section 1 
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2 LITERATURE REVIEW 

In this chapter, a literature review of the deformation and fracture mechanism of ISF, 

including SPIF and DSIF are presented in Section 2.1. To investigate material 

deformation behaviour and material formability under different loading conditions, 

various testing methods have been developed, as reviewed in Section 2.2. To reveal the 

damage evolution in the tests and manufacturing processes in an explicit way, FE damage 

modelling has been developed in various studies. Commonly used damage theories and 

damage models in the field of metal forming are reviewed in Section 2.3. Specifically, 

the shear-modified GTN model and its application in the FE modelling are introduced in 

Section 2.4. A summary of the literature review is presented in Section 2.5. 

2.1 Deformation and Fracture Mechanism of ISF 

Traditional sheet metal forming processes generally present very straightforward and 

predictable material deformation behaviour and failure mechanism. For example, in deep 

drawing process, the entire sheet under deformation can be divided into three parts based 

on the stress/strain distributions. The flange area is subject to compressive stress in the 

circumferential direction and tensile stress in the radial direction, and the rim opening 

area undergoes bending and tension, the straight wall area is under simple tension in the 

depth direction while the bottom area around the head of the tool is under bending and 

tension. With a clear understanding of the material deformation mechanics, the material 

deformation behaviour and failure mechanism in deep drawing process can be clearly 

explained. It leads to the conclusion that wrinkling will happen in the flange area while 

fracture takes place in the other two areas affected by bending. 
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For SPIF, it is now widely accepted that the deformation mode is a combination of 

tension, bending, shearing and cyclic loading. For DSIF, the superimposed compression 

further improves the material formability. However, for ISF, it can be quite difficult to 

identify the dominant deformation mode affecting the deformation behaviour. Constantly 

changing contact conditions and localized plastic deformation make it hard to identify the 

stress/strain distributions in the sheet material under deformation thus hindering further 

analysis of the effect of the material deformation modes on material deformation 

behaviour. The failure behaviour in ISF, especially the suppression of necking before 

fracture, is still in need of an in-depth investigation.  

2.1.1 Single point incremental sheet forming 

2.1.1.1 Deformation mechanism of SPIF 

Due to the complexity of its deformation mechanism, at the early stage of ISF research, 

the ISF process was deemed analogous to shear spinning because of their similarities in 

process configuration and gradual material deformation during the forming process, 

especially when forming the simple conic parts, as illustrated in Figure 2.1. 

 
(a)                  (b)                  (c) 

Figure 2.1  Schematic comparison of process configurations between SPIF, TPIF and shear spinning [55]: 

(a) SPIF; (b) TPIF; (c) shear spinning 

In fact, the thickness distribution in the formed parts manufactured by SPIF could be 

predicted by the same rule derived from the shear spinning process, the Sine Law [56]. It 

further strengthened the theory that shearing was the dominant deformation mode in 

SPIF. To detect the existence of shearing effect in SPIF process, Lu et al. [57] drilled 

holes in the sheet blank used in the test. Shearing effect was confirmed by different degree 

of distortion of the hole through the thickness direction after deformation. The difference 
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of shear strain components was reflected by different degree of the hole distortion in 

different directions. 

However, it was recognised that a similar thickness distribution could also be achieved 

under other deformation modes, such as a combined deformation of bending and tension 

[58]. In addition, by setting pins in the direction perpendicular to the tool movement 

direction, Allwood et al. [59] discovered that the pins were still perpendicular to the 

surfaces of the sheet after deformation, which was unexpected if shear deformation was 

dominant. The deformation modes in ISF might be more than just shearing. 

 

Figure 2.2  Cross-sections of the deformed parts with inscribed grids in different sheet metal forming 

processes [55]: (a) SPIF; (b) TPIF; (c) pressing  

To obtain a better understanding of the existing deformation modes in ISF, various 

experimental tests have been carried out by the researchers. Jackson and Allwood [55] 

used welded copper sheet C101 with two layers of marked grids in the cross-section in 

SPIF, two point incremental forming (TPIF) and pressing processes. The strain 

components after the deformation could be obtained by measuring the distortion of the 

grids, as shown in Figure 2.2. It was observed that in SPIF and TPIF, the deformation 

mode was a combination of tension, bending and shearing, while in pressing it was only 

bending and tension. In terms of shearing effect in ISF, shear strains were detected both 
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in the direction parallel to the tool movement direction and in the radial direction however 

shearing in the tool movement direction was more obvious. Both shear components were 

also obtained by Allwood et al. [59] by measuring the deviation of the scribed lines on 

the top and bottom surfaces of the deformed sheet. According to their results, the shear 

strain component parallel to the tool movement direction was much more obvious than 

that in the radial direction.  

Filice et al. [37] evaluated the strain evolution in the SPIF process by tracing marked 

circular grids on the surface of the sheet with the help of digital image correlation (DIC) 

measurement. It was found that the circular shape was stretched into an elliptical shape 

with its long axis positioned along the wall of the part in the depth direction, which 

indicated that tension was a main deformation mode. 

Fang et al. [60] studied the effect of bending in a theoretical analysis by considering strain 

gradient in the thickness direction in the simplified SPIF model. To validate the model, 

the morphology of the cracks was examined by using scanning electron microscope 

(SEM), which showed that the cracks evidently initiated from the outer surface of the 

sheet and developed towards the inner surface. It clearly indicated the effect of bending 

on the occurrence of the fracture.  

In addition to the experimental work, FE modelling of the SPIF process was also 

performed in various studies to reach a more comprehensive understanding of the 

deformation modes in SPIF. By performing a FE simulation with material AA7075-O, Li 

et al. [61] obtained the strain components of the elements through the thickness of the 

sheet at a certain depth. As shown in Figure 2.3, for a single element, the strain along the 

wall direction was the largest, which indicated the existence of strong tensile effect. The 

shear effect was demonstrated by the in-plane and tangential shear strain components. 

While the bending effect was confirmed by the variation of the strain components of the 

elements along the thickness direction. 

Combining the analytical calculations and FE simulation, Maqbool and Bambach [62] 

obtained the quantitative energy contribution to the plastic deformation from membrane 

tension, bending and shearing effects in manufacturing a pyramid shape with SPIF. 

Comparing them with the total internal energy, it was confirmed that these three 

deformation modes dominated in the SPIF process. 
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Figure 2.3  Strain components of elements along the thickness direction in FE results of SPIF process [61]  

By simulating SPIF process of manufacturing the conic shape and the funnel shape using 

FE software LS-DYNA with an incorporated damage model developed by Xue [63], 

Malhotra et al. [64] observed higher plastic deformation and higher value of the damage 

indicator on the outer surface of the sheet than the inner surface, which suggested the 

existence of local bending. Through-thickness-shear was also detected in the FE model 

by examining the shear strains of the elements.  

A similar distribution of the damage accumulation was observed in the simulation 

performed by Mirnia and Shamsari [65], in which the Modified Mohr-Coulomb ductile 

fracture criterion was used. Wu et al. [66] implemented the modified GTN (Gurson-

Tvergaard-Needleman) model in the SPIF process modelling, in which the shearing effect 

was taken into consideration by introducing a shear-affected factor, demonstrating the 

existence of strong shear strain through thickness direction. Gatea et al. [67] adopted the 

GTN model with the Nahshon-Hutchinson shear extension to predict the fracture when 

deforming pure titanium. In their simulations, compared with the original GTN model, 

the GTN model with shear mechanism predicted different maximum forming depths for 

both the conic shape and the pyramid shape, which suggested a clear influence of shear 

deformation in the SPIF process. 

Based on the experimental, analytical and FE findings, it has now been widely 

acknowledged that material deformation in SPIF is localized plastic deformation owing 

to the combined effect of tension, bending, shearing and cyclic loading [68], as shown in 

Figure 2.4. However, from a static point of view, it is still debatable which one is the most 

dominant deformation mode among tension, bending and shearing effects, affecting 

material formability in SPIF. According to the digital image correlation (DIC) 
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observation by Eyckens et al. [69], different deformation modes dominated in SPIF when 

different process parameters were used. Bending effect was more dominant when 

manufacturing parts with a greater wall angle while TTS was more dominant for the parts 

with a smaller wall angle. The same conclusion was reported by Maqbool and Bambach 

[62]. By varying process parameters including tool size, sheet thickness and wall angle 

in the FE simulation, the composition of the internal energy and the ratio between 

different energy components in the FE model also varied, suggesting a shift of relative 

importance of the deformation modes. 

 

Figure 2.4  Schematic of deformation mechanism for SPIF 

The individual and combined effect of the deformation modes on material formability has 

already been reported in sheet metal forming processes. The combined effect of bending 

and tension was investigated by the stretch-bending test performed by Demeri [70] using 

AK steel, HSLA-F50, DP-80 and AA2036-T4. El-Domiaty et al. [71] developed a 

mathematical model, in which the effect of material properties as well as the loading 

conditions on the material formability could be investigated. It was shown in their 

developed model that the introduction of bending into pure tension could lead to material 

formability improvement due to the reduced tensile effect caused by the compression 

effect on the concave side of the sheet along the thickness direction. However, it would 

not produce such a dramatic change of material formability as observed in SPIF, 

compared with that predicted by the traditional forming limit curve (FLC).  

The contact stress between the tool and sheet metal will also lower the tensile stress 

needed for yielding thus strengthening localized deformation resulted from bending 

effect. In the monotonic loading case, the existence of localized deformation will 

eventually propagate to fracture since it creates a weak spot in the material. However, in 

SPIF, the cyclic contact between the forming tool and the sheet metal will create a shift 

of the weakest spot, thus suppressing the development of damage in one spot and resulting 
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a significantly improved material formability. This theory has been proved by the 

Taraldsen test, in which OFHC copper obtained a maximum uniform elongation of 600% 

[72] and the mild steel reached 590% [73].  

Eyckens et al. [45] investigated the effect of TTS on the material formability under 

various strain modes including plane strain and equi-biaxial strain conditions by using the 

extended M-K model.  It was found that the existence of TTS could create a slight 

decrease or obvious increase of the forming limit depending on the strain mode. The 

largest increase of the material forming limit occurred when the TTS was in the plane 

perpendicular to the direction of the major in-plane strain.  Using an extended M-K 

analysis and a newly developed paddle test [59], Allwood and Shouler [46] proved that 

repetitive normal loading onto the material and the generated TTS would lead to a 

significant improvement to material formability. 

The research on the individual deformation modes on the material formability 

undoubtedly enhanced the understanding of SPIF. From this perspective, considering the 

difficulties in a direct approach to study the ISF process itself, replicating the deformation 

modes of ISF by developing a simplified material formability test will provide in-depth 

insights into ISF. 

 

Figure 2.5  The CBT test [48]: (a) schematic of the CBT test; (b)part of the designed CBT test rig; (c) a 

comparison between untested specimen, tested specimen from uniaxial tensile test and tested specimen 

from CBT test using material DC04; (d) micro-cracks observed on the surface of the fractured DC04 

specimen tested in the CBT test 

The latest representative test of SPIF proposed is the continuous bending under tension 

(CBT) test. The CBT test was firstly proposed by Benedyk et al. [74] to investigate the 

enhanced formability of materials and then explored by Emmens and Boogaard [48] for 

(a) (b) 

(c) 

(d) 
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SPIF. In the CBT test, as shown in Figure 2.5, the complicated contact conditions in ISF 

were simplified into a two-dimensional model. The tension, bending and cyclic effects 

were superimposed onto each other. They could be independently investigated by simply 

changing the controlling parameters of each deformation. For example, the bending depth 

of the roller could change the degree of bending, while the travelling speed of the rollers 

could vary the frequency of the localized deformation.  

Using CBT tests, localized deformation and reduced levels of tensile force to achieve the 

required plastic deformation were observed. In addition, multiple locations of necking 

were observed on the failed specimens, which supported the Noodle Theory proposed by 

Malhotra et al. [67]. It was also observed that when the tensile speed was high enough, 

the CBT condition was degenerated to be simple tension and the bending effect was less 

noticeable. Hadoush et al. [85] performed complementary finite element simulation of 

the CBT test and tracked the tensile stress distribution across the thickness of the 

specimen. It was found that the fracture of the CBT specimen occurred when the bending 

effect was overcome by the tensile effect and the whole thickness section was under 

tension. A similar test was performed by Barret et al. [86] using material AA6022-T4. 

2.1.1.2 Fracture mechanism of SPIF 

The existence of complex deformation modes also leads to unique fracture behaviour in 

SPIF. Investigation into the material fracture behaviour in the sheet metal forming process 

includes the damage initiation and evolution to fracture in the deformed part during the 

forming process.  

 
(a)      (b) 

Figure 2.6  Fracture morphology of the crack in a fractured conic part made by SPIF using material 

AA1100 [60]: (a) overview of the micro structure of the crack surface; (b) close observation of the 

distribution of dimples in the crack surface 
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According to the fractography analysis of the cracks in the conic parts manufactured by 

SPIF with material AA1100, Fang et al. [60] reported that the fracture of the parts was 

Mode I fracture, namely opening fracture, as shown in Figure 2.7. The same conclusion 

was made by Silva et al. [75] when manufacturing both conic and pyramid shapes using 

the material AA1050-H111. In addition, Fang et al. [60] recorded the development of the 

crack while manufacturing a conic part and observed a zigzag-shaped fracture, as can be 

seen in Figure 2.7 (a)-(d). A similar shape of the cracks was also obtained by Hussain et 

al. [76] and Silva et al. [77].  Silva et al. [77] reported that the fracture was triggered by 

the meridional tensile stress in the plastic deformation zone in the contact area, which 

then propagated to the elastic zone, as illustrated in Figure 2.7 (e). 

 
(e) 

Figure 2.7  Zigzag shaped crack in a fractured conic part in SPIF: (a)-(d) crack initiation and propagation 

in the part in four consecutive steps with material AA1100 observed with high speed camera [60]; (e) 

schematic of the crack propagation process on the basis of the stress state [77] 
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(a)                           (b) 

Figure 2.8  Development of the zigzag pattern crack [78]: (a) orientation of the maximum plastic strain; 

(b) propagation of the zigzag crack 

The zigzag-shaped crack is a typical appearance of the tension-induced fracture under the 

Mode I loading condition and plane strain condition. For the conic shape, the ratio of the 

radius of the forming tool to the curvature of the part is quite small, the material would 

be generally under plane strain condition in SPIF. Under the plane strain loading 

condition, the maximum plastic strain occurs at a 45-degree angle from the crack plane 

because of the existence of the tensile force, however the global constraints from the 

neighbouring material create a zigzag pattern according to ductile crack growth theory, 

as explained by Anderson [78] in Figure 2.8.  

 

Figure 2.9  Thickness variation along the depth of fractured part made by aluminium alloy [6] 

Regarding the material deformation mechanism behind fracture occurrence in SPIF, 

different theories have been proposed by the researchers. As shown in Figure 2.9, in the 

experiments using aluminium alloy by Hussain and Gao [6] and commercially pure 

titanium by Hussain et al. [79], a ñtransition pointò was found where the thickness of the 

sheet started to be obviously reduced than the predicted thickness distribution. It indicated 
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that the fracture of the material in SPIF might be an intrinsic property of the material and 

it followed the fracture forming limit (FFL) or forming limit of the material. Once the 

limit had been met, fracture occurred. 

          
(a)  

 
 (b) 

Figure 2.10  FLCs, FFLs obtained from material property tests and the ISF tests using material AA1050-

H111 by: (a) Silva et al. [75] ; (b) Isik et al. [80] 

Based on the FE analysis and experiments using material AA1050-H111, Silva et al. [75] 

concluded that the failure of the SPIF parts should be predicted by the FFL curves rather 

than the conventional FLCs. As can be seen in Figure 2.10 (a), the FFLs for SPIF are 

quite close to the FFLs derived from conventional fracture tests, especially near the plane 
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strain condition. A similarity of the FFLs between conventional tests and SPIF was also 

reported by Isik et al. [80] by testing the same material AA1050-H111, as shown in Figure 

2.10 (b). According to their findings, the fracture in SPIF purely depended on an inherit 

property of the material, thus a FFL should be used to predict the forming limit of the 

material in SPIF. The same opinion was also supported by Martins et al. [54]. 

Incorporating the FFL curve-related fracture criterion into the FE simulation software LS-

DYNA, Suresh and Regalla [81] predicted the maximum forming depth of the conic and 

pyramid parts using EDD (extra deep drawing) steel. Compared with the experimental 

results, the maximum error of FE simulation result was below 4%, which was acceptable. 

This study supported the conclusion that although the fracture in ISF could be delayed, it 

still could not go beyond the intrinsic material fracture point for the material used. 

Therefore, the fracture forming limit of the material could be a useful solution method for 

the fracture prediction in SPIF. 

 

Figure 2.11  Comparison between the FFLs obtained from conventional material tests and SPIF tests for: 

(a) AA1100; (b) AA5052-O [82] 

However, the limited types of materials tested by the researchers are not sufficient to 

reach the conclusion that the FFL can be a universal prediction of the forming limit in 

SPIF for materials with varied mechanical properties. Ai et al. [82] compared the 

thickness of the sheet near the cracks obtained from different tests using materials 

AA1100 and AA5052-O, including the dome test and SPIF test under commonly used 

process parameters. It was found that for one material, a competition between the 

deformation instability limit and material FFL existed, whoever was reached first, the 

fracture occurred, as shown in Figure 2.11. For material AA1100, the onset of the fracture 

was predicted by the conventional FLC, while for AA5052-O, rupture happened and it 
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was predicted by FFL instead. Generally, materials with different properties would follow 

different fracture criteria in SPIF process. 

One step further, more detailed research was carried out to investigate the development 

of the fracture in the parts made by SPIF and suppression of necking phenomenon before 

fracture was observed. In the experiment conducted by Silva et al. [75] with the material 

AA1050-H111, no prior necking was observed before the final fracture. It indicated that 

once the thickness strain had reached a threshold value, abrupt fracture from uniform 

thickness occurred without any sign of necking.  

In the ductile fracture, it was common that localized necking appeared before the 

occurrence of final fracture for the processes in which tension was the dominant 

deformation mode, as reported by El-Sebaie and Mellor [83]. Silva et al. [84] and Madeira 

et al. [85] observed a necking phenomenon in the parts produced in SPIF by using 

conventional deep drawing steel and AA1050-H111, respectively. Bambach et al. [86] 

detected visually noticeable necking when using the material DC04 with a sheet thickness 

of 1.0 mm in an incremental groove test, as shown in Figure 2.12. The necking of the 

sheet appeared in the contact area near the lowest point of the tool.  

 

Figure 2.12  Fracture and precedent necking in the incremental groove test using DC04 [86] 

 

Figure 2.13  Schematic of the neck losing contact with the tool [87] 

From a static perspective, an interesting theory was proposed by Emmens and van den 

Boogaard [87] to account for the suppression of development of necking in the tool 
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bending process. In their theory, it was assumed that the necking zone in the contact area 

might lose contact with the tool, as shown in Figure 2.13, thus minimizing the effect of 

stress concentration on the development of the necking based on the yield criterion. 

Furthermore, based on this explanation, the forming limit of the material can be enhanced. 

 

Figure 2.14  Micro cracks above the final crack in the part made by an aluminium alloy using SPIF 

process [52] 

 

Figure 2.15  Schematic of the Noodle Theory proposed by Malhotra et al. [64]: (a) original specimen; (b) 

development of necking in conventional forming process; (c) final fracture in conventional forming 

process; (d) initiation of the first necking in SPIF process; (e)-(f) development of multiple necking during 

SPIF process 

Hussain et al. [52] observed numerous micro cracks above the visible crack when 

manufacturing a cone with an aluminium alloy by SPIF, as shown in Figure 2.14. They 

attributed it to the necking-like phenomenon in tensile tests. Multiple visible neckings 

were also observed by Malhotra et al. [64] in the part manufactured by SPIF. In order to 

explain the suppression of the necking phenomenon, a Noodle Theory was proposed by 

Malhotra et al. [64]. According to this theory, although the bending effect contributed to 
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the damage accumulation in the material, the weaknesses created in the previous passes 

shared the total necking so that the final necking was still postponed. An illustration of 

the proposed theory is shown in Figure 2.15. Therefore, instead of obeying the traditional 

necking or fracture limit theory, developing a new damage model may be required as a 

more appropriate method for predicting the fracture in the ISF process. 

Both necking-preceded failure and rupture phenomena were observed by Silva et al. [84] 

in the SPIF experiment by changing the tool size. As shown in Figure 2.16, when the 

incremental tool ratio (the ratio of the part radius to the tool radius) was increased, the 

failure behaviour for material AA1050-H111 changed from abrupt rupture to necking. 

The transition of the failure modes was explained by the stabilizing effect from the 

dynamic tension under bending. When the tool radius was large, the stabilizing effect was 

not strong enough to suppress the necking phenomenon compared to the tools with 

smaller sizes. However, there was only one material being investigated in this study. 

Different materials might present different fracture behaviours even under the same 

experimental conditions. The influence of the material mechanical properties should also 

be taken into consideration. 

 

Figure 2.16  Two different types of failure in SPIF with different incremental tool ratios and tool radii: 

(A) fracture with suppression of necking and (B) fracture with necking [84] 

In the experiment conducted by Ai et al. [82], two types of materials, aluminium alloys 

AA1100 and AA5052-O, were tested using the same sets of process parameters. In 

addition to bending, the influence of material properties on the deformation and fracture 

behaviours was investigated. The conic shape and the pyramid shape with an increasing 
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wall angle were adopted, representing plain strain and equi-biaxial tension conditions. 

Fracture occurred when the depth of the part reached a certain value. 

The thickness distribution along the meridional direction near the cracks in ISF parts were 

compared with that under the bulge test. As shown in Figure 2.17 and Figure 2.18, 

obvious necking was found in the AA1100 sheet under deformation conditions in both 

ISF and bulge tests. However, for the material AA5052, necking appeared before the 

fracture in the bulge test while only abrupt fracture could be observed during the ISF 

process under both plain strain and equi-biaxial tension conditions, indicating that 

necking was suppressed in the AA5052 sheet in SPIF. 

 

Figure 2.17  Cross-sectional view of the fracture region for the material AA1100: (a) conic part in ISF 

test; (b) pyramid part in ISF test; (c) bulge test part under plane-strain condition; (d) bulge test part under 

equi-biaxial tension condition [82] 

In addition, in the incremental groove test [86], it was found that the FFL for SPIF varied 

with different testing geometries, process parameters and strain paths, which contradicted 

the conclusion reported by Silva et al. [84] that the material forming limit in SPIF was 

determined by its intrinsic properties. In the experiment conducted by Ai et al. [82], the 

appearance of necking or rupture in the process was found to be dependent on the type of 

the material tested. However, only parameters commonly used in the SPIF were tested 

during the reported study, even though different fracture behaviours for different 
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materials were captured, the transition from necking to rupture using only one type of the 

material was insufficient.  The fracture behaviour in SPIF should not be an inherent 

property of the material only, it should also be process-related. The fracture mechanism 

in ISF is far more complicated than that in the conventional sheet metal forming processes 

due to the existence of the multiple deformation modes and complicated toolpaths. 

 

Figure 2.18  Cross-sectional view of the fracture region for the material AA5052: (a) conic part in ISF 

test; (b) pyramid part in the ISF test; (c) bulge test part under plane-strain condition; (d) bulge test part 

under equi-biaxial tension condition [82] 

Because tension and bending are two of the main deformation modes in SPIF, for the 

purpose of comparison, Nakazima tests were conducted by Centeno et al. [88] to obtain 

the FLC of the material AISI 304 steel sheet with a thickness of 0.8 mm, as shown in 

Figure 2.19. In the tests, a cylindrical punch was used to push the specimens to certain 

depth until fracture took place therefore the fracture behaviours of the specimen under 

tension and bending condition could be investigated.  

No prior necking was observed before fracture by the eyes or even DIC devices during 

the tests. However, by observing the thickness distribution of the specimen near the 

cracks, necking was confirmed to appear in a considerably short time before the fracture 

happened. As a result, the authors proposed that the failure mode in ISF was postponed 

necking followed by ductile fracture, however the clear evidence of the necking 
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phenomenon depended on the degree of bending deformation, which was controlled by 

the ratio of sheet thickness to the tool radius. When the bending effect was moderate, the 

through-thickness strain/stress gradient would be limited. As a result, the final fracture of 

the sheet depended on the total deformation instability of the sheet across its thickness. 

More specifically, the fracture of the part would be determined by the plastic instability 

of the inner side of the sheet due to its relatively lower tensile stress resulted from the 

compression effect produced by bending, and necking would happen eventually. While 

when the bending effect was severe, the through-thickness strain/stress gradient would be 

increased, a crack would happen even before the whole sheet across the thickness entered 

the zone of deformation instability, the fracture of the part would be determined by the 

plastic instability of the outer side of the sheet. Once a crack initiated on the outer surface, 

it would propagate instantly and fracture happened without the development of necking. 

Furthermore, it was concluded that the bending effect was not the only factor that 

improved the formability of the material, evidenced by the difference between the 

forming limits of the material under ISF and stretch-bending tests. This study provided a 

valuable insight into the fracture behaviours in ISF. 

 

Figure 2.19  Nakazima tests equipment and specimens [88]: (a) the equipment; (b) schematic of the test 

configuration; (c) specimens before and after tests 
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Figure 2.20  M-N diagram with relation to the failure mode in tension under bending [89] 

Morales et al. [89] suggested a similar opinion and proposed a mathematical model to 

further explain this phenomenon. In the proposed model, fracture took place when the 

maximum values of tensile force, ɜ and bending moment, ɛ, were reached. Depending on 

the ratio of the force to the moment, limit lines indicating the onset of different types of 

failures were plotted, as shown in Figure 2.20. Necking-controlled fracture happened 

when the tensile stress on the concave side of the sheet reached a certain value (curve a-

b). When the tensile stress on the concave side of the sheet reached a certain value (curve 

d-c), fracture-initiated failure took place. With the increasing of the ratio, the fracture 

mode transited from fracture-initiated failure to necking-initiated failure(curve d-o-a), 

which was consistent with the experiment conducted by Silva et al. [84]. 

  

Figure 2.21  M-N diagram with relation to the failure mode in tension under bending [90] 

An explanation to the transition from fracture to necking phenomena was given by 

Stoughton and Yoon [90]. In their theory, as shown in Figure 2.21, only when the 

compressive stress resulting from the bending of the tool on the concave side the sheet 

was overcome by the superimposed high tension, and the whole section of the sheet was 
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under tension, necking became possible. A similar theory was proposed by Seong et al. 

[91], concluding that the occurrence of necking of the material under bending preceding 

the fracture depended on the magnitude of the superimposed tensile stress. If the tensile 

stress was large enough, necking happened first. 

2.1.2 Double side incremental sheet forming 

Apart from tension, bending and cyclic deformation, an additional loading, compression 

(squeezing effect) is introduced in the DSIF by the rear tool, as shown in Figure 2.22. The 

superimposed compression leads to a reduction of the gradient of the compressive stress 

in the radial direction as well as the tensile stress in the inclined wall direction in DSIF. 

Reduced tensile stress led to less springback of the deformed part and eventually 

increased forming accuracy. 

 

Figure 2.22  Schematic of different deformation modes in DSIF 

However, compared with SPIF, published studies on the experiments or FE simulations 

of DSIF are very limited probably due to greater difficulties in performing DSIF than 

SPIF. Malhotra et al. [29] compared the forming depth of conic shapes manufactured by 

SPIF and DSIF and reported that the forming limit of the material was further enhanced 

in DSIF.  

In general, the existence of the imposed contact force would increase the formability of 

the materials, as reported by Smith et al. [92]. Smith et al. [31] compared the deformation 

mechanics of SPIF and DSIF by performing FE modelling and found that the existence 

of the compression caused higher hydrostatic pressure and shear strains in the material, 

which might delay the initiation and development of fracture, thus improving formability.  
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(a)      (b) 

Figure 2.23  Comparison of stress triaxiality along the strain evolution between DSIF and SPIF[30]: (a) 

DSIF; (b)SPIF  

By establishing an analytical model, Lu et al. [30] obtained the stress distribution in the 

contact areas of the tool-material interface, including the single-contact area and the dual-

contact area, and observed a phenomenon defined as Drop of Stress Triaxiality (DOST). 

In DOST, stress triaxiality suddenly dropped to a negative value in the dual-contact area. 

A smaller stress triaxiality means less chance of damage development in the material thus 

achieving better material formability, as shown in Figure 2.23. 

In the experiment conducted later by Lu et al. [30], a wide range of the supporting force 

from the rear tool was investigated, ranging from 160 to 640N. As shown in Figure 2.24 

(a), the maximum forming depth of the cone was increased considerably by about 50% at 

first when the supporting force was increased to 480 N; however, it started to decrease 

when a higher compressive force of 560 N was applied. The decrease of the forming depth 

under higher compressive force was explained by the observation that the extremely high 

squeezing effect between the sheet and the contacting tools caused surface damage and 

severe sheet stretching in the master tool movement direction, which could be reflected 

by the mark left on the surface of the part, as shown in Figure 2.24 (b). 

 
(a)         (b) 

Figure 2.24  Influence of supporting force in DSIF using material AA7075-T6 [30]: (a) fracture depths of 

the cones with varied supporting force; (b) surface marks on the part 
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(a)      (b) 

Figure 2.25  Influence of contact force and relative positions between the tools on the material formability 

DSIF [93]: (a) schematic of the tool positions; (b) achieved depths of hyperbolic parts with varied contact 

force and shifting angles using material AlMn 99.81hh 

The effect of the compression includes not only the magnitude but also the relative 

position of the two tools, as illustrated in Figure 2.22. Meier et al. [93] changed the 

supporting force and the relative position of the tools and achieved a maximum increase 

of the drawing angle by 12.5% with an optimized parameters of 300 N and 30 degree 

using alloy AlMn 99.81hh, as shown in Figure 2.25. 

    

Figure 2.26  Forming limits of material AA7075 in DSIF with different relative locations and different 

supporting forces [30] 

Adjusting the relative position of the two tools in DSIF will simultaneously change the 

division of the deformation zones, thus affecting the strain and stress distributions in the 

deforming sheet. Consequently, the forming limit can be influenced. As shown in Figure 
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2.26, Lu et al. [30] found that under the supporting force of 480N, the FLC for DSIF with 

tool shift was higher than that without tool shift.  

In terms of fracture in DSIF, Valoppi et al. [94] manufactured a double curved part with 

electricity-assisted DSIF and conducted fractography analysis of the fracture surface of 

the samples by using scanning electron microscope (SEM). According to their analysis, 

Mode I opening fracture was prone to occur in zone III due to its higher stress triaxiality 

and tapered thickness compared to that in zone II and I. At the same time, the local 

bending and through-thickness-shear effect intensified, leading to the initiation of the 

crack on the outer surface in zone III, as shown in Figure 2.27. The analysis was supported 

by the appearance and direction of dimples observed on the crack surface. 

 
(a)      (b) 

Figure 2.27  Deformation zones in DSIF and its effect on the fracture initiation [94]: (a) distribution of the 

deformation zones in the contact area; (b) schematic of the shear stress components in zone III and the 

location of crack initiation  

Lu et al. [30] observed the location and morphology of the fracture and claimed that they 

could be influenced by both the supporting force and the relative position of the tools. As 

shown in Figure 2.28, tearing cracks were observed when the position of the tools was 

adjusted. Both cracks were initiated in the single-contact zones, however, they propagated 

in different directions. In Figure 2.28 (a), the crack propagated into the dual-contact zone 

while in Figure 2.28 (b), the crack stayed in the single-contact zone, parallel to the tool 

movement direction. The authors concluded that the crack propagation in Figure 2.28 (b) 

was caused by the post-stretching from the forming tool. The relative position of the tools 

and magnitude of the supporting force applied changed the stress and strain distributions 

in the affected zones, leading to a different fracture behaviour in DSIF. 
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(a) 

 
(b) 

Figure 2.28  Part fracture with different relative locations between the master tool and the rear tool [30]: 

(a) with tool shift; (b) without tool shift 

2.2 Material Testing Methods for Sheet Metal 

An accurate interpretation of the material deformation in a forming process requires a 

detailed description of the material properties during deformation process. To obtain the 

material mechanical properties, material testing needs to be carried out. According to the 

number of directions the load is applied in the test, commonly used material tensile testing 

methods can be divided into the uniaxial tensile test and biaxial tensile test. In addition, 

to describe material deformation behaviour under complex loading conditions, for 

example shearing and cyclic loading, other testing methods have also been developed. 

2.2.1 Uniaxial tensile test 

Uniaxial tensile test is undoubtedly the most popularly used material testing method due 

to its simplicity and effectiveness to describe the material behaviour for most sheet metal 

forming processes. Testing platform for uniaxial tensile test has already been 

industrialized and geometries for testing specimen and testing procedures have been 

detailed in ASTM-E8 standard [95]. 

In the uniaxial tensile test, for sheet material, a dog-bone shaped specimen is used, as 

shown in Figure 2.29. Reduction of the width in the central part of the specimen 

guarantees that the plastic deformation will be limited to the targeted gauge zone. During 

the test, the specimen is clamped first on both ends and then pulled steadily by the testing 
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equipment until fracture occurs. The elongation of the specimen and the reactive tensile 

force exerted on the specimen will be recorded from which the flow stress curve can be 

obtained. Based on the flow stress curve, the material deformation behaviour in other 

manufacturing processes with more complicated deformation modes can be evaluated. In 

FE simulation models, the stress-strain data obtained from the uniaxial tensile test is 

usually used to describe the deformation and work-hardening behaviour of the material. 

 

Figure 2.29  Geometry of the specimen in uniaxial tensile test in ASTM-E8 standard [95] 

However, the simple uniaxial tensile test has its limitations. Firstly, the maximum strain 

obtained from the uniaxial tensile test is usually too small compared with actual sheet 

metal forming processes. For example, for pure aluminium sheet, the maximum 

elongation rate can be even below 10%. While in DSIF, its formability can be largely 

enhanced, exceeding the maximum deformation predicted by the uniaxial tensile test. As 

a result, material deformation behaviour after the necking point of the specimen cannot 

be described by the result obtained from uniaxial tensile test. 

To overcome the limitation of using uniaxial tensile test data in the FE modelling of sheet 

metal forming processes, the extrapolation methods have been applied to cover the stress 

and strain regions where the uniaxial tensile test cannot reach. Different extrapolation 

strategies are adopted. For example, in the software Abaqus, linear extrapolation is 

automatically implemented when the strain calculated during the deformation is greater 

than the data provided in the definition of the flow stress curve [96]. To get better 

predictions, various material work-hardening laws have also been developed so the flow 

stress curves of the material can be described directly by using mathematical equations. 

Hollomonôs law and Voceôs law are proved to fit the flow stress curve data quite well for 

the materials when the strain is not too large [97]. However, diversions appear after the 

strain reaches a certain value, which means that the extrapolation strategies are not 

reliable without experimental validation of the flow stress curve.  

In addition, in uniaxial tensile test, the material is tested in only one direction. However, 

in sheet metal forming, material anisotropy is a significant factor that cannot be ignored. 

Material anisotropy will cause distinctive deformation behaviours in different directions. 

One of the most common effects resulting from anisotropy is the earing effect in the deep 
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drawing process [98]. Consequently, in order to describe and simulate the anisotropic 

behaviours of the material, material properties in different directions should be obtained 

fi rst. 

Material anisotropy can be tested by performing uniaxial tensile tests of the specimens 

cut from certain angles to the rolling direction. Normally, specimens cut in parallel, 45 

degrees and perpendicular to the rolling directions are used. However, it still cannot 

reflect the influence of loading path on the material formability. For example, materials 

generally show higher equivalent strain at fracture under biaxial tensile state than that in 

uniaxial tensile state. As a result, material testing method considering more complex 

loadings should be used to obtain a more comprehensive and accurate description of the 

material mechanical properties. 

2.2.2 Biaxial tensile tests 

In order to obtain the material deformation behaviour under biaxial tensile condition, 

biaxial test of materials needs to be performed. Unlike uniaxial tensile tests, for which 

international standards have already been established, majority of biaxial tensile tests was 

conducted on the self-developed testing platforms and samples. Generally, the biaxial 

testing methods can be divided into two categories according to the conformity of the 

loading axes to the plane that the load is applied: out-of-plane biaxial tensile test and in-

plane biaxial tensile test.  

2.2.2.1 Out-of-plane biaxial tensile test 

Out-of-plane biaxial tests include the hydraulic bulge test and the dome test. According 

to ISO 16808 standard [99], in the hydraulic bulge test, as shown in Figure 2.30 (a), the 

clamped circular sheet blank is gradually deformed by the pressurized fluid. The opening 

shape of the upper die can be hemispherical or elliptical to achieve different strain paths 

[100]. The strain path achieved from the hydraulic bulge test can be varied between plane 

strain and equi-biaxial. The strain distribution at the apex area of the blank can be 

captured by the DIC equipment during the deformation process. Using the inverse 

method, corresponding stress distributions can be obtained. 
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                          (a)                                                                                (b) 

Figure 2.30  A schematic of biaxial tensile tests: (a) hydraulic bulge test [101]; (b) dome test [102] 

In the dome test or Nakazima test [103, 104] , instead of using pressurized fluid, a solid 

hemispherical punch is used to apply the load onto the blank, as shown in in Figure 2.30 

(b). To reduce the friction between the punch and the blank, lubricant must be applied. 

To obtain the material deformation behavior under various strain conditions, instead of 

using circular blank, different types of dog-bone shaped specimens are used in the 

Nakazima test, as show in Figure 2.31 (a). To accommodate different loading paths, three 

parameters of the geometry need to be optimized with the help of FE modelling. By 

performing the dome test, the FLC can be obtained, as shown in Figure 2.31 (b). 

(a)                                                                                (b)                  .                                                                          

Figure 2.31 Nakazima test: (a) specimen geometry; (b) schematic of the FLC obtained from the test with 

different strain conditions obtained by using different geometries 

The adoption of the liquid in the bulge test requires that the testing environment to be 

totally sealed to avoid liquid leakage during the test. In comparison, the simplicity of the 

testing equipment for the dome test promotes its application in the industry. However, the 

bulge test still has its disadvantage due to the fact that pure tension is difficult to achieve 

in the dome test even with proper lubrication used in the dome test [102]. The difference 

between the flow curves for different materials using different testing methods was 

reported by Groseclose et al. [101], as shown in Figure 2.32. 
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Figure 2.32  Comparison of flow curves under frictionless dome, bulge and tensile tests using different 

materials [101]: (a) Al5182-O; (b) JAC 270E; (c) TRIP 980; (d) TRIP 1180 

2.2.2.2 In-plane biaxial tensile test 

The shape of hemispherical punch in the out-of-plane testing methods inevitably 

introduces bending and contact effects into the test thus ideal pure tension cannot be 

obtained. This defect can be solved by the in-plane biaxial testing methods. One of the 

most popularly used in-plane testing methods is the Marciniak test [44]. As shown in 

Figure 2.33, in the Marciniak test, a punch is used to apply the load. Depending on the 

strain path to be achieved, the cross-section of the punch can be cylindrical, elliptical or 

rectangular. To avoid friction between the punch and the sheet and to avoid earlier 

fracture in the corner of the punch, a ring-shaped metallic blank is positioned between the 

punch and the test specimen. The Maciniak test shares specimen with similar geometry 

shown in Figure 2.31 (a). 

 

Figure 2.33  A schematic of the Marciniak test [44] 

(a) 
(b) 

(c) (d) 
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In order to realize different strain paths, all the biaxial tensile tests introduced, in-plane 

and out-of-plane tests, require an optimization of the geometry of the tool or the specimen 

or both beforehand for each strain path. The strain condition of the target area in the 

specimen is dependent on the geometric constraint created by the punch/fluid and the 

specimen.  

To simplify the designing process of the specimen, another in-plane biaxial tensile test, 

the planar biaxial tensile test was developed. This testing method is very straightforward, 

a cruciform specimen is directly stretched in two directions perpendicular to each other 

so that the bending effect and contact effect to the tested area can be eliminated from the 

test. The standard for this kind of biaxial tensile test, ISO 16842 standard [105] is 

currently under development.  

For the uniaxial tensile test, international standards have already been well developed, in 

which specimen dimensions and testing procedures are strictly defined for different 

purposes, even for the specified types of materials [106]. As a result, the same rules are 

followed by all the researchers, which makes the published literature credible and easy to 

compare. However, for the in-plane biaxial tensile tests, the cruciform specimen 

dimensions have not been defined in the uncompleted international standard. The 

cruciform specimen has to be designed for the specific materials or to suit specific 

purposes.  

The specimen proposed in the ISO 16842 standard is based on the geometry developed 

by Kuwabara et al. [107] and Hanabusa et al. [108], as shown in Figure 2.34. The four 

arms transfer the stretching to the central target area while the slots in the arms reduce the 

influence of transverse forces from the arms. It has already been confirmed by FE 

simulation results that the existence of the slots leads to a more evenly distributed strain 

field in the target central region. The number, dimensions and the position of the slots 

could be crucial to the stress/strain distribution in the specimen [109]. However, the 

effective strains obtained from test using this shape of specimen were comparatively 

small. Fracture first occurs in the arms rather than in the centre as expected due to the 

width reduction caused by the slots. 
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Figure 2.34  Standard shape proposed in ISO 16842 standard [105] 

Geometries that can generate greater uniform deformation in the in-plane biaxial tensile 

test should be developed. According to Hannon and Tiernan [110], in order to design an 

ideal cruciform specimen for the biaxial tensile test, three criteria should be met: 

¶    The plastic deformation of the specimen should happen in the gauge area, 

which should be in the centre of the specimen; 

¶    The plastic deformation should be as homogeneous as possible in the guage 

area; 

¶    The centre of the specimen should stay in the same place for the convenience 

of measurement and more importantly, for the determination of the principal 

strain and stress axes. 

FE method has been proved effective in optimizing the geometry of the specimens in 

order to satisfy the deformation requirements in the biaxial tensile test [111, 112]. In order 

to guarantee homogeneous deformation in the centre of the specimen, imperfections have 

been created in the central area of the specimen. There are two methods to create 

imperfection in the central area. In the first method, the thickness of the target area can 

be reduced. The sheet can be thinned on one side or on both sides. The shape of the area 

with tapered thickness can be circular or rectangular. While in the second method, on the 

contrary, the thickness of the arms can be reinforced, making them thicker than the central 

area so that imperfection can still remain in the centre.  

Based on the work done in the previous studies, Zidane et al. [113] concluded that four 

geometrical parameters were the most important when deciding the shape of cruciform 

specimen, including the length between the end of the slot and the edge of the central 

square L, the fillet between the arms Ὑ, the thickness of the central test region T and the 
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diameter of the central test region Ὀ, as shown in Figure 2.35. By performing parametric 

study with the help of the FE analysis, the best set of parameters was obtained for material 

AA2017, L=4.5mm, Ὑ=8mm, T=0.75mm, Ὀ=10mm. Using the specimens designed by 

these parameters, equi-biaxial tensile experiments with rolled AA2017 sheet metal were 

conducted and it was proved that the central area of the circle was under equi-biaxial 

tension. 

 

Figure 2.35  Cruciform specimen design optimized by Zidane et al.[113] 

Standard deviation of the stress in the gauge area was proposed by Demmerle and Boehler 

[114] as the criterion to quantify the effect of the specimen parameters on the distribution 

of the stress and strain. Seven shapes of specimens were compared first and the specimen 

with uniformly thinned central region of square shape was proved to be the one most 

close to the criterion, as shown in Figure 2.36.  

 

Figure 2.36  Parameters of the specimen optimized in [114] 

Furthermore, 10 parameters of the specimen geometry were selected in the optimization 

process, including the half-length  of the thinned central section ὥ, half-thickness of the 
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thinned central section ὦ, transition radius of the fillets between the initial thickness and 

the thinned central section ὧ, length of the arms Ὠ, radius of the corner fillet between two 

adjacent arms Ὡ, area of the slots, width of the slots, width of the limbs, length of the grip 

head ὶ and half-thickness of the grip head ί. Using the criterion proposed, the best two 

sets of parameters were obtained. In addition, it was proved that the thickness of the 

thinned section was the most important parameter, while the influence of the slot width 

was negligible [114]. 

 
(a) 

 
(b) 

Figure 2.37  Thin cruciform specimens with thickness reduction in the centre proposed : (a) Green et al. 

[115]; (b) Shao [116] 
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However, for the thin sheet material, excessive thickness reduction of the central region 

or keeping a grip area with larger thickness is not realistic considering the manufacturing 

difficulty and cost. Green et al. [115] proposed a cruciform specimen with tapered 

thickness on both sides of the centre of the specimen, as shown in Figure 2.37 (a). The 

flow stress curves obtained from the experiment and predictions from the FE simulations 

using the yield criteria of planer anisotropy were compared. The experimental results 

showed great uniformity with the yielding locus predicted by the yield criteria, which 

meant that the homogeneous biaxial tension area in the centre of the specimen was large 

enough and the shear effect from the arms nearby was eliminated by the introduction of 

the slots in the arms. A similar specimen design with a circular thickness reduction area 

in the centre was designed by Shao et al. [116], as shown in Figure 2.37 (b). 

The disadvantage of the specimen with thickness reduction on both sides is that the high 

manufacturing cost compared with the one with thickness reduction on just one side. In 

order to constrain the fracture location to the very centre of the specimen, Song [112] 

concluded that two criteria should be met, 

¶    The length of the slots in the arms should not be equal and the tips of the slots 

in the arms should form an angle;  

¶    The thickness of the central area should gradually decrease and the central 

point should be the thinnest. 

 Based on the criteria, FE optimization of the specimen geometry for the material AA5086 

was performed and the optimized geometry is shown in Figure 2.38. 

 

Figure 2.38  Geometry of the thin cruciform specimen optimized by Song [112] 
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In order to apply the biaxial tension, a testing machine needs to be designed specifically. 

Various testing equipment has been developed by the researchers, as reviewed by Hannon 

and Tiernan [110]. According to the structure adopted to apply biaxial loading, the 

developed biaxial tensile testing platforms can be classified into two types. In the first 

type, a mechanical structure, as shown in Figure 2.41 (a), normally consisting of four 

arms with different length in the opposite directions, converts the downward movement 

of the CNC machine into stretching in the planar directions [117-119]. By adjusting the  

  
(a) 

  
(b) 

Figure 2.39  Biaxial tensile platforms with fixed strain ratios developed by: (a) Ferron et al. [117]; (b) 

Merklein et al. [119]  
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length of the arms, the tensile speed in the planar directions can be varied, so that the 

strain ratio of the two stretching directions can be changed. As a result, the strain ratio is 

fixed if the length of the arms is kept the same. 

In the other type of test platforms, the tension onto each arm is directly applied by the 

linear motion generated by hydraulic cylinders [120] or motors [121]. As shown in Figure 

2.40, in the biaxial tensile test platform designed by Makinde et al. [121], the cruciform 

specimen could be stretched in four directions simultaneously by the actuators, one on 

each side. By changing the speed ratio of the actuators, various strain ratios can be 

achieved without changing the structure of the test platform. In order to control the motor 

movement, a control system is required for this type of test platform. 

 

Figure 2.40  In-plane biaxial tensile test platform designed by Makinde et al. [121] 

In the commercial testing platform developed by the company Zwick/Roell [122], as 

shown in Figure 2.41, the tensile forces are supplied by four electro-mechanical linear 

motors which can provide up to a maximum test force of 150 kN. The motorsô travel 

resolution can be as high as 0.1 ɛm. However, the motors are costly and the alignment 

and the synchronization of the movement of the motors are complex.  

Compared with the second type of biaxial tensile machine, the whole link mechanism 

structure used in the first type is much simpler since no controlling system needs to be 

integrated into the system. While the movement of the punch is normally driven by a 

commercial CNC machine, the positioning accuracy of the punch can be guaranteed. 

However, it also requires that high manufacturing accuracy and assembly accuracy of the 

structure. For example, the length of the arms needs to be precise in order to guarantee 



Chapter 2: Literature Review 

 Sheng Ai - February 2020   47 

the speed ratio in the two directions. By comparison, the highly integrated system in the 

second type maintains high structure rigidity and robustness. No more structure needs to 

be replaced to change the loading path. The positioning accuracy mainly depends on the 

structure rigidity, precision and degree of synchronization of the motors. In addition, in 

the second type of structure, more space can be allowed for a further development of the 

machine. For example, a DIC measurement system can be mounted on the frame to 

measure the deformation evolution history during the test on the platform developed by 

Zwick/Roell [122]. 

 

Figure 2.41  Biaxial tensile test platform developed by the company Zwick/Roell  [122] 

2.2.3 Other test methods for sheet metal 

In the uniaxial and biaxial tensile tests, only monotonic tension is applied onto the 

specimen. However, in sheet metal forming processes, material can be deformed under 

various loading conditions. A better description of material properties in the sheet metal 

forming processes requires that the material can be tested under more realistic conditions. 

Commonly existing complex loading conditions include non-tension dominated loading, 

such as shearing, and cyclic loading. 
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Figure 2.42  The shear test setup and specimen geometry for: (a) Miyauchi test; (b) modified ASTM-

B831 test; (c) twin-bridge test [123] 

For material under shear-dominated loading condition, the material deformation behavior 

cannot be predicted by the data obtained from these tensile tests [124]. As a result, pure 

shear test methods were proposed by the researchers. In the test proposed by Miyauchi 

[125], the pure shear specimen was divided into three parts, the ends of both the left and 

right part were fixed so that pulling the central part would generate two shear deformation 

zones, as shown in Figure 2.42 (a). While in the pure shear test with the modified ASTM-

B831 [126] specimen, only one shear zone exists, as shown in Figure 2.42 (b). A third 

variety is the in-plane twin-bridge torsion test [127], as shown in Figure 2.42 (c), in which 

the disk is fixed on the outer edge while the central axis is fixed to tool. The shear could 

be generated by the rotational movement of the tool in the connecting region between the 

central area and outer ring area. All the three types of tests showed good agreement 

(a) (b) 

(c) 
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between the shear strain-stress curves obtained from the experiment, as proved by Yin et 

al. [123]. 

 
(a) 

 
(b) 

Figure 2.43  Cyclic tests: (a) cyclic tension-compression test conducted by Yoshida et al. [128]; (b) cyclic 

test using a cruciform specimen by Cláudio and Freitas [129] 

Furthermore, material can present different deformation behaviour when the loading 

applied is not monotonic. Change of yielding strength of the material when subjected to 

cyclic reversed loading condition, or the Bauschinger effect was first revealed by 

Bauschinger [130]. Material can be softened or hardened under cyclic loading [131]. To 

describe material deformation behaviour under cyclic loading, material cyclic tests have 

been developed. The ASTM E606/E606M-12 standard defines the basic requirement for 

the strain-based cyclic test [132]. To avoid buckling of the specimen in the cyclic tension-

compression test, laminated sheet specimens were used by Yoshida et al. [128], as shown 

in Figure 2.43 (a). A step further, the material response under biaxial loading conditions 
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were investigated by adopting cruciform specimens [129, 133], as shown in Figure 2.43 

(b). 

In addition to these traditional material testing methods, various testing methods have 

been developed to accommodate the unique deformation characteristics of sheet metal 

forming process, such as the continuous bending under tension test [48]. 

In conclusion, the purpose of material testing is to accurately describe or predict material 

deformation behaviour in a sheet metal forming process. Materials are prone to behave in 

different ways when subject to different loading conditions. Consequently, appropriate 

testing method should be selected for different processes. The selection of a suitable 

testing method requires an understanding of not only the material deformation during the 

forming process, but also the purpose of performing test. 

2.3 Prediction of Failure in Sheet Metal Forming Processes 

To predict material formability under simple loading conditions, theoretical models were 

first developed to predict the material formability based on the localized necking theory 

by Hill [134] and Swift [135]. To improve its applicability and accuracy, more 

complicated models, including the M-K model [44] were proposed. Although the 

mathematical models are straightforward, they can be complicated and require a sound 

understanding of the continuum mechanics theories. In addition, simplifications of the 

loading conditions and material properties are commonly adopted in these models to 

facilitate the analysis process, resulting in deviations of predicted results from the 

experimental observations. As a result, for material under linear and proportional loading, 

for example the deep drawing process, the material formability can be assessed by the 

forming limit diagram/curve (FLD/FLC). For complicated loading conditions, other 

methods, for example the stress based forming limit diagram [136] or damage models 

[137, 138], have been developed to predict material deformation failures in metal forming 

processes.  

2.3.1 Forming limit diagram 

The FLD is the most commonly adopted method to predict material failure in sheet metal 

forming processes. It was first proposed by Keeler and Backofen [139] and Goodwin 

[140]. Generally, in FLD, a forming limit curve (FLC) is used to delineate the boundary 

between the safe zone and the potential failure zone in the major strain-minor strain space. 

To draw the FLD for specific material, the material forming limits under various loading 
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paths should be obtained, various tests ranging from the pure shear test to the uniaxial 

tensile test and the equi-biaxial tensile test need to be conducted using the testing methods 

reviewed in Section 2.2. Normally, the FLC follows a trend of V shape, as shown in 

Figure 2.31 (b). 

However, Emmens et al. [141] claimed that FLDs could only be an effective method to 

predict the formability of the materials under the precondition that plane stress was the 

main loading condition and a linear strain path was applied. While in the conventional 

forming processes, the critical areas are usually under simple plane stress conditions but 

more complicated loading conditions may be present in other areas of deforming part. 

Taking deep drawing as an example, the bottom edge of the deforming part is under 

bending and tension so that the fracture generally occurs there. While in ISF, however, 

apart from simple tension, bending and shearing effects also contribute largely to the 

material deformation. In addition, progressive toolpaths in ISF create non-linear loading 

strain paths. Consequently, as explained by Benedyk et al. [74], the FLDs for ISF could 

be easily influenced by the process parameters, such as vertical feed and toolpath 

generation algorithm. It makes the FLD unreliable and unrealistic to predict the onset of 

the fracture accurately for a specific case in ISF. As a result, the FLDs cannot be 

considered as a reliable tool to analyse and predict the processing failure of the materials 

in ISF. Furthermore, the FLD method is purely empirical, it is not accurate enough to 

account for the occurrence of fracture in ISF. More fundamental studies taking into 

account of unique deformation characteristics of ISF and their effects on the prediction 

of the material processing failure should be pursued. 

To overcome the issue of the FLDôs dependence on the strain path and loading history, 

the stress-based FLC was first proposed by Kleemola and Pelkkikangas [142] and Arrieux 

[136], and it was further developed by Stoughton [143] and Stoughton and Yoon [144]. 

Direct measurement of the stress components during the forming process is impractical, 

the establishment of the stress-based FLD is still based on the strain measurement. Using 

the reversed calculation method, the corresponding stress distribution can be obtained. A 

comparison between the stress-based and strain-based FLDs is shown in Figure 2.44. 

Contrary to the obvious deviations between the FLDs obtained for material 2008 T4 Al 

with and without prestrain, the difference between the stress-based FLD was minor, the 

impact of the strain history on the FLD was compromised [144]. 
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(a)           (b) 

Figure 2.44  A comparison between different types of FLDs: (a) the strain-based  FLD; (b) stress based 

FLD [144] 

Haque and Yoon [145] introduced the stress-based FLD to predict the formability of the 

materials in SPIF process. According to their calculations, in the stress-based FLD, the 

influence of the loading history could be ignored and a uniform curve was obtained for 

the process even though different parameters were applied.  

The second limitation of FLD is that it cannot differentiate material rupture from fracture 

with previous strain localization. For some materials, necking would not appear before 

the fracture, FLD could over or under-estimate their forming limits, which promoted the 

development of facture forming limit diagram/curve (FFLD/FFLC) [146]. The only 

difference between the FLD and FFLD is that the strain components for FFLD are 

measured only when the final fracture through the thickness happens while in FLD they 

are measured upon the occurrence of non-uniform deformation of the material. 

2.3.2 Damage theories and damage modelling 

Unlike strain or stress components, material damage or material deterioration during 

plastic deformation is a parameter that can hardly be directly measured. In order to 

characterize the severity of structural discontinuity in the material, Kachanov [147] and 

Rabotnov [148] first introduced a macroscopic damage indicator when studying material 

creep deformation. Their research promoted the birth of continuum damage mechanics 

(CDM) [138]. 
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Figure 2.45  Net area reduction in the CDM concept [149] 

The CDM is built on a macroscale level, so it is also called phenomenological damage 

mechanics. In CDM model, the severity of the damage in the material is represented by 

the reduction of area of the active resisting plane of the material [149], as illustrated in 

Figure 2.45, 
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where Ὀ is the damage variable, Ὓ is the area of active resisting plane and Ὓ is the total 

area of the resisting plane, 3ᶻ is the area of the cavity. When the damage indicator Ὀ 

reached a critical value, the material loses its ability to defend further plastic deformation 

and fracture happens. The change of the area of active resisting plane can be reflected by 

material physical properties such as the density [150] and fatigue limit [151] of the 

material. 

By coupling material degradation into the constitutive models, material deformation 

behaviour at the material point during the deformation process can be described. The most 

popularly used CDM model is the Lemaitre model [152], in which the reduction of the 

area of the element surface could be a reflection of the change of the elastic modulus of 

the material, 
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where Ὁᶻ and Ὁ are the elastic modulus of the damaged and undamaged materials 

respectively. In the constitutive model, the stress is replaced by the effective stress due to 

the resisting surface area reduction. Moreover, the damage indicator evolution during the 

plastic deformation is governed by the stress and strain state. The Lemaitre model has 

been successfully applied in predicting damage evolution in various sheet metal forming 

processes, including the punchless piercing [153], blanking [154] and hot rolling process 

[155]. 

 

Figure 2.46 An illustration of the evolution of the voids in the material during material deformation [78] 

Straightforward as CDM is, it oversimplifies or ignores the effect of material 

microstructure on the damage initiation and development. According to the experimental 

evidence concluded by Garrison Jr. and Moody [156] and Anderson [78], ductile fracture 

is fundamentally a result of the nucleation, growth and coalescence of voids in the 

material, as shown in Figure 2.46. The voids exist in the material even before the plastic 

deformation. With the deformation progressing, the voids grow to larger sizes, new voids 

appear due to nucleation around second phase particles such as inclusions, and larger 

voids coalesce thus micro cracks can be formed. Micro cracks ultimately develop into 

macro cracks, leading to fracture of the material. In order to model the behaviour of the 

voids during deformation and their effect on the material mechanical behaviour, the 

micromechanical damage mechanics (MDM) was developed. 
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The MDM is based on the micro-mechanics/porosity plasticity theory, in which material 

deterioration is caused by the voids in the material. It was pioneered by the work done by 

McClintock [157, 158], in which the growth of a cylindrical or elliptical void in an infinite 

base material was modelled under axial stretching. While Rice and Tracey [159] modelled 

the growth of spherical void under high stress triaxiality. In both models, only void 

growth was considered. The void growth was defined by the normalized void radius. 

When the radius reached a critical value, fracture happened.  

Gurson [160] further improved the theory by taking account of the interactions between 

the voids and softening effect of the material due to the growth of the voids, leading to 

the development of the Gurson model. In the Gurson model, the void volume fraction 

(VVF) was treated as the damage indicator.  

However, it was found that the Gurson model was limited because of its incapability to 

describe the coalescence between the voids and its inaccuracy in predicting void growth. 

To overcome its disadvantages, Tvergaard and Needleman [161] modified the Gurson 

model by introducing new parameters into the original Gurson model. The new model is 

known as the Gurson-Tvergaard-Needleman (GTN) model.  

Nevertheless, the GTN model was still reported to be inaccurate in predicting damage in 

processes where the material was under shear-dominated deformation or under low or 

negative stress triaxiality [162]. To promote the application of the GTN model in these 

areas, further developments to the GTN model were reported by various researchers [163, 

164]. However, Nielson and Tvergaard [165] discovered that the effect of shear extension 

introduced was exaggerated when the material was under plane strain condition and high 

stress triaxiality. To address this, an additional stress dependent coefficient was 

introduced into the modified GTN model [162, 166]. The GTN model and its variants 

have been proven to be in good agreement with the experimental results when applied in 

the modelling of tearing process [167], deep drawing process [168] and small punch test 

[169]. 

In spite of their differences, both the CDM and MDM models provide physical meanings 

of the damage inside the material in the form of cavity or void. Both models are developed 

based on the systematic damage mechanics theories. The incorporation of these models 

into the constitutive models not only enables the description of the evolution of the 

damage, but also modelling material deformation behaviour. They are called coupled 

damage models. Another widely applied damage models are the uncoupled damage 
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models. Different from the coupled damage models, the uncoupled damage models are 

largely phenomenological and the damage criteria are independent of the constitutive 

equations. For example, in the Oyane damage criterion [170], fracture occurs when the 

influence of hydrostatic stress reaches a critical value along the plastic deformation strain 

path, 
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Where #  and #  are material dependent constants. While in the Cockcroft-Latham 

criterion [171], fracture takes place when the integral of principal stress along the strain 

path reaches a critical value. Compared with coupled damage models, the uncoupled ones 

are generally presented in a simpler form and the coefficients are easier to calibrate. Other 

widely applied uncoupled damage models include Johnson-Cook model [172], Xue-

Wierzbicki model [173] and Bai-Wierzbicki model [174]. 

Malcher et al. [175] made an assessment of four popularly adopted isotropic damage 

models, including Gurson-Tvergaard-Needleman (GTN) model, GTN model with shear 

mechanism enhancement [163], Lemaitre model [152] and Bai-Wierzbicki model [174].  

by comparing the simulation results with the damage models with the experiment. In the 

experiment, different geometries were designed to achieve a larger coverage of stress 

triaxiality. According to their research, the GTN model with Xueôs shear modification 

and the Lemaitre model presented better accuracy in predicting the damage location and 

deformation in low stress triaxiality zone than the Bai-Wierzbicki model; while all of 

them achieved acceptable agreement with the experimental results under high and 

moderate triaxiality zone.  

The inability of the damage models in predicting ductile damage evolution at low stress 

triaxialities promotes the development of more advanced damage models taking stress 

triaxiality and Lode angle parameter into consideration [176, 177]. The selection of 

damage model for a specific forming process should take the characteristics of the 

forming process, including loading conditions, material properties into consideration. 

2.3.3 Damage modelling of ISF process 

The equipment configuration and unique feature of progressive localized material 

deformation in ISF make it hard to observe damage accumulation in the critical locations 

during the manufacturing process. Unfortunately, general FE modelling tools offered by 
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the commercial FE modelling software, such as Abaqus, can only provide material 

deformation indicators such as stress/strain distribution. However, these indicators cannot 

predict material damage during the forming process in an explicit way. FE damage 

modelling provides a solution to this problem. A few damage models has already been 

incorporated in the FE modelling software, for examples in Abaqus/Explicit solver, the 

Johnson-Cook model [172] and the FLD model can be used for material property 

definition directly. However, as mentioned in Section 2.3.1, for some materials or some 

processes, a specific damage model may be more appropriate than others. Under this 

circumstance, if this damage model have not been included in the commercial FE 

software, it needs to be incorporated into the FE solver by the second development tool 

provided by the solver. 

As a popular CDM model, the Lemaitre model was used in the FE damage modelling of 

ISF processes. Kumar [178] used Lemaitre model coupled with Johnson-Cook 

constitutive equation to model SPIF process with material AA6061-T6, it was reported 

that the FE model provided a good prediction of the crack location and the fracture depth. 

An enhanced Lemaitre model was adopted by Wang et al. [179] in the modelling of TPIF 

process with material AA7075, it was concluded that the FE damage modelling 

overestimated the fracture depth of the hemispherical geometry by 3.93% compared with 

the experiment. 

Compared with the Lemaitre model, the GTN-related damage models were more widely 

explored in the FE damage modelling of ISF process. Ilyas et al. [180] conducted the FE 

damage modelling of the incremental groove test with the original GTN model for 

material AA2024-O on LS-DYNA. Premature fracture was predicted by the FE model, 

nevertheless, the error between the FLCs obtained from FE prediction and the experiment 

was negligible. It suggested that the GTN model could be used for the modelling of SPIF 

process.  

The GTN models with two different shear extensions were successfully applied by Gatea 

et al. [67, 181] in manufacturing pure titanium sheet with SPIF on the Abaqus/Explicit 

solver, as shown in Figure 2.47. The predicted maximum forming depths of the cones 

matched well with the experimental tests. Using GTN model with Nahshon-Hutchinson 

extension, Smith et al. [182] performed the FE damage modelling of the SPIF process 

with material AA7075 on the LS-DYNA solver. It was found that varying the value of 

the shear coefficient affected the forming depth of the formed part in the model, which 

acknowledged the existence of shearing effect in the SPIF process. Incorporating GTN 
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model into the Hillô 48 constitutive equation [134], Li et al. [183] investigated the 

influence of GTN model coefficients on the fracture behaviour of the conic part with 

DC06 steel in SPIF process. It was found that the fracture depth was significantly affected 

by the nucleation related coefficients. Wu et al. [66] compared the original GTN model, 

GTN model with Xueôs extension and Lemaitre model in the modelling of pyramid shape 

in SPIF process. It was shown that during the SPIF process, a wide range of stress 

triaxiality occurred. Compared with the GTN models, the Lemaitre model overestimated 

the fracture depth of the part formed. 

 

Figure 2.47  Comparison of the crack locations in the FE damage modelling result and the experiment by 

Gatea et al. [67] 

As for DSIF, the research on its FE simulations is limited, no damage modelling of the 

process has been reported in the published literature. 

In conclusion, the GTN models with shear extensions were proved to be more suitable to 

model processes in which low stress triaxiality would occur than other damage models 

considering their currently reported applications. While in ISF, the contact between the 

tool and the sheet and localized material deformation inevitably creates a variety of stress 

triaxiality. Moreover, based on the current investigations on the applicability of various 

damage models in the ISF process, the GTN models with shear extensions have 

demonstrated considerable accuracy in predicting the fracture depth and location of ISF-

made parts. The shear-modified GTN model can be used as a tool to investigate the 

material deformation and fracture behaviours in ISF. 

2.4 Shear-modified GTN Model and Its Application 

In this section, the mathematical expression of the GTN model and its shear-modified 

extension are first introduced, based on which the discretization of the mathematical 

model and its incorporation into the FE solver Abaqus/Explicit is presented. 
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2.4.1 Introduction to the GTN model 

Based on the work of McClintock [157] and Rice and Tracey [159], Gurson [160] 

proposed the micromechanical damage model to describe micro void evolution in plastic 

deformation. The mathematical expression of Gurson model is, 
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In the Gurson model, VVF f is treated as an indicator of the severity of the damage in the 

material. Assuming that the initial VVF in the material is Ὢ, when the material 

deformation is elastic, f stays constant and Ὢ Ὢ. If the deformation continues and the 

material is plastically deformed, VVF increases. Eventually, when Ὢ reaches Ὢ, fracture 

occurs. 

The increase of VVF consists of two parts, growth of the existing voids and nucleation of 

new voids. The increase rate of VVF can be calculated by 

 g nf f f= +  (2-2) 

where Ὢ is the growth rate of the existing voids and Ὢ is the nucleation rate of the new 

voids. Their values depend on the severity of the plastic deformation, 
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where ‐ is equivalent microscopic plastic strain. According to Chu and Needleman 

[184], ! π and " π for strain-controlled material deformation, and ! can be 

calculated by, 
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where ‐  is the mean critical values for void nucleation and  Ὓ  is the appropriate 

standard deviation. 

However, it was found by Tvergaard [161, 185, 186] that the accuracy of Gurson model 

was limited by its incapability to describe void coalescence phenomenon in the material 

when the plastic deformation reached a threshold value. To overcome this disadvantage, 
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Tvergaard and Needleman [161] introduced new coefficients into the original Gurson 

model, 
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where the coefficients ή, ή and ή were introduced by Tvergaard [185] to account for 

the interactions between the voids. In the GTN model, ή ή . If ή ή ή ρ, 

the GTN model degrades to the Gurson model. The damage coefficient Ὢᶻ was introduced 

by Tvergaard and Needleman [161] to describe the rapid closure of the voids when 

rupture happens. The void coalescence takes place once VVF reaches a critical value Ὢ. 

Ὢᶻ is defined as a function of f, 
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where Ὧ is a constant determined by Ὢ and Ὢ, 
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And Ὢᶻ is a constant related to the coefficients ή, ή and ή, 
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2.4.2 Shear-modified GTN model 

The original GTN model was proved to be inaccurate in predicting damage evolution for 

processes in which the material was under relatively low stress triaxiality or under shear 

deformation when the hydraulic tension was low [162, 187]. To improve the GTN model, 

additional shear contribution to the void volume fraction has been introduced into the 

GTN model using shear extensions, among which the extensions proposed by Xue [163] 

and Nahshon and Hutchinson [164] are the most widely adopted by the researchers. In 

both extended GTN models, shear damage mechanism is incorporated into the damage 

model by introducing the void shape distortion factor Ὢ. As a result, the accumulation of 

VVF is contributed by void growth, void nucleation and shear-induced void distortion,  

 g n sf f f f= + + (2-10) 
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The comparison between Nahshon-Hutchinson extension and Xue extension was reported 

by Reis et al. [188]. Compared with Nahshon-Hutchinson extension, Xue extension was 

shown to be inaccurate in predicting fracture location under tensile/shear loading 

condition. Tvergaard and Nielsen [166] compared the original GTN model with the 

modified GTN model with Nahson-Hutchinson extension in a plane strain uni-cell test, it 

was found that the modified GTN model showed reasonable accuracy in both high and 

low stress triaxiality. In this study, Nahshon-Hutchinson extension was used in the FE 

damage modelling of ISF process. The shear-related VVF increase rate in Nahshon-

Hutchinson extension can be calculated by 
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where Ὧ  is a shear related coefficient and ύ„ is defined by 
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where ὐ is the third invariant of the stress, and „  is the equivalent stress,   
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2.4.3 Application of GTN model in FE modelling 

Two solvers are provided by Abaqus to simulate material deformation, Abaqus/Standard 

and Abaqus/Explicit. The differnence of the two solvers lies in integration algorithms 

applied in the solvers. For Abaqus/Standard, implicit integration procedures are followed 

and in each step iterations are performed to guarentee equilibrium and convergence in the 

model. While in Abaqus/Explicit, the central difference integration method is used and 

no iterations are needed for the convergence check. For quasi-static problems where 

smooth nonlinearity exists, the solver Abaqus/Standard is more efficient and accurate. 

While for extreme discontinous problems, in which large quatities of nonlinear equations 

need to be solved, Abaqus/Explicit is computationally less expensive with good accuracy 

[96].  In the ISF processes, high nonlinearity exists due to large displacement, large plastic 

deformation and complex contact conditions. As a result, the FE models in this study 

were all established by using the Abaqus/Explicit solver. 
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The damage model can be incorporated into the commercial FE software Abaqus by the 

user subroutine to define material mechanical behaviour [96]. For the Abaqus/Standard 

solver, UMAT (user-defined mechanical material behavior) subroutine is used. While for 

Abaqus/Explicit, VUMAT (vectorized user-defined mechanical material behavior) 

subroutine needs to be applied. VUMAT subroutine was used in this study consequently. 

In the VUMAT subroutine, the damage model needs to be discretized so that the stress 

components and other state variables can be updated at the end of each analysis step. The 

backward-Euler numerical algorithm was proposed by Simo and Hughes [189] for the 

discretization of constitutive equations and first applied to the GTN model by Aravas 

[190]. Generally, in this algorithm, the updating process of the stress components and 

state variables are split into two steps. In the first step, elastic predictors of the stress 

components are calculated based on the prescribed strain increment determined by the 

solver. Using the predicted stress components, the yielding criterion will be checked. If 

the yielding criterion has been satisfied, the plastic correction will be made in the second 

step. If not, the elastic predictor will be used as the updated stress components and preceed 

to the next time step. Therefore, this algorithm is also called return mapping algorithm. 

The mathematical description of the return mapping algorithm for general plasticity 

model and one step further for the GTN model will be detailed in this section. 

2.4.3.1 Return mapping algorithm for general elasto-plastic model 

In the elastic stage, the stress components can be obtained according to Hookeôs Law, 

 :e eCs e=  (2-14) 

where the elastic modulus ὅ  can be updated by, 
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ijkl ik jl ik jlC Ge e le e= -  (2-15) 

where Ὃȟ‗  are material property-related constants and they are defined by Youngôs 

modulus Ὁ and Poissonôs ratio ‡, 
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The yielding criterion is a function of stress state and state-related variables. The stress 

state can be determined by the hydrostatic stress „ and the equivalent stress „ . As a 

result, the yielding criterion can be expressed as a function of hydrostatic stress, 

equivalent stress and state-related variables, 

 ( ), , 0h eq Has sF =  (2-16) 

where Ὄ , ‌ ρȟςȟȣȟὲ, is a series of state-related variables. And, 
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where „ is the stress tensor. 

After entering the plastic deformation zone, according to the normality rule, the flow 

direction of the material is normal to the yielding surface, 
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where ɤ is a coefficient. The stress tensor „ is a function of „ and „ , according to the 

chain rule, Equation (2-19) can be expressed as, 
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where ὲ is the material flow direction in the yielding space, in the von Mises-related 

yielding laws, ὲ can be defined by, 

 
3

2 eq

n
s

s
=  (2-21) 

Assume, 

 

h

eq

h

eq

d

d

s

s

e
s

e
s

µF
D =- L

µ

µF
D = L

µ

 (2-22) 

Equation. (2-20) can be rewritten as, 
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On the other hand, the stress tensor can be decomposed into, 
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Combining Equations (2-14), (2-15), (2-23) and (2-24), the stress components in the next 

time step can be updated on the basis of the elastic predictor from the last time step, 
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As a result, by solving the values of Ў‐  and Ў‐ , the stress components can be 

updated. Eliminating Äɤ from Equation (2-22), it can be obtained that, 
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At the same time, the state related variables will be updated, 

 ( )= , ,pH H Ha a be sD D  (2-27) 

The yielding law needs to be satisfied at all time, combining Equations (2-16), (2-25) and 

(2-26), the value of Ў‐  and Ў‐  can be solved. The stress components and state 

related variables can be updated subsequently. 

2.4.3.2  Return mapping algorithm for GTN model 

The initial condition at the beginning of time step Ô ЎÔ is given as, 

 , , ,i

t t t t tHs e e+DD  (2-28) 

In the GTN model, there are two core state related variables defined, the void volume 

fraction Ὢ and and the equivalent microscopic plastic strain ‐Ӷ. Based on the elastic 

assumption, the trial stress for the next time step can be calculated, 
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The state variables are related to the plastic deformation, so the trial state related variables 

will remain the same with the last time step, 
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Putting the trial values into the yield function, it can be obtained, 
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If   Ў π, the material is still under elastic deformation, so that the trial stress „ Ў  

and trial state related variables are the final values to be updated. Otherwise, if   Ў

π, the yielding criterion has been met, the trial stress needs to be corrected to meet the 

yielding criterion. As discussed in Section 2.4.3.1, plastic corrector can be obtained by 

solving the set of equations 
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The high non-linearity of these equations makes it impossible to solve the equations 

explicitly. Instead, Newton-Raphson method is used to solve the equations numerically 

by assuming 
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Taylor linearization method is further used to simplify the equations, in the k+1 iteration, 
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So the values of ÄЎʀ  and ÄЎʀ  can be obtained as, 

 

1 1

1

1

1

22 2

h eqh

eq

h eq

k k

k k

k kk k

f f

d f

d ff f

s ss

s

s s

e ee

e

e e

+

+

è øµ µ
é ù
µD µDè øD è ø-é ù

= Öé ù é ùé ùD -µ µé ù ê úê úé ù
µD µDé ù
ê ú

 (2-35) 



Literature Review 

66  Sheng Ai - February 2020 

 

Figure 2.48  Flow chart for the development of GTN VUMAT subroutine 

Then values of the plastic correctors can be updated as, 
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Accordingly intermediate variables can be updated during the iteration, 
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According to the energy conservation during plastic deformation, 
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Equivalent plastic strain increment can be obtained by, 

 
( ) ( )

:

1 1

h eq

p
p

y y

p qd
d

f f

s se es e
e

s s

- D + D
= =
- -

 (2-39) 

As a result, the state-related variables can be updated by, 
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The iteration will continue until the values of Ὢ  and Ὢ  are smaller than the 

tolerance values defined, which means both constraint equations are satisfied at 

acceptable accuracy. A flow chart for the stress update algorithm of the GTN model in 

the VUMAT subroutine is shown in Figure 2.48. 

2.5 Summary 

In this chapter, the material deformation and fracture mechanisms of SPIF and DSIF are 

reviewed. For SPIF, the material is locally deformed by the forming tool, resulted from 

the combination of tension, bending, shearing and cyclic loading effect. For DSIF, the 

introduction of compression further improves material formability, owing to the 

decreased tensile effect and increased shearing effect. Furthermore, the deformation 

modes and material mechanical properties bring variations to the initiation and 

propagation of fracture in the metal sheet in the ISF process, such as the suppression of 

necking in SPIF and drop of formability with higher supporting force applied in DSIF.  

However, current research on the material deformation and fracture mechanisms in ISF 

is more descriptive than explanative. Extensive observations on the deformation and 

fracture behaviours of materials in ISF have been reported without further consolidating 
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explanations. An in-depth understanding on the deformation and facture mechanisms of 

ISF has yet to be developed. 

Material testing methods have been widely used in both academia and industry to describe 

material deformation behaviour and evaluate material formability under different loading 

conditions. The testing methods not only provide a straightforward and fundamental 

understanding towards the material deformation behaviours in the metal forming 

processes, but also a standard to compare different processes. The commonly used 

material testing methods are reviewed in this chapter. 

However, for SPIF and DSIF processes, the material is under much more complicated 

loading conditions than traditional sheet metal forming processes. The traditional testing-

based material formability methods cannot provide accurate description or prediction of 

the material deformation behaviours and formability in ISF process. Nevertheless, a 

proper material testing will provide a viable way to investigate ISF process in a simplified 

and structured manner. For example, the effect of different loading conditions, such as 

bending or compression can be investigated by applying the loading conditions onto the 

material respectively and the effect of strain ratio can be effectively analyzed by using 

biaxial tensile test. A suitable testing method will help to advance the investigations into 

the deformation and fracture behavior in ISF. 

The theories for the prediction of material forming limit in sheet metal are also reviewed 

in this chapter. The complicated contact conditions and localized material deformation 

characteristics in ISF prohibit a direct observation of material deformation behaviour and 

damage development, making the fracture prediction in ISF challenging. Damage models 

provide a promising tool to present the damage evolution in ISF in an explicit way and to 

give an explanation to the unique deformation and fracture mechanism in ISF. The shear-

modified GTN model has demonstrated its applicability in predicting material 

deformation and fracture behaviours in ISF. As a result, it has been selected to model ISF 

processes in the current research. The shear-modified GTN model can be incorporated 

into Abaqus/Explicit solver by the VUMAT subroutine using the return mapping 

algorithm.  

Equation Chapter (Next) Section 1 
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3 EXPERIMENTAL 
INVESTIGATION AND FE 

MODELLING OF ISF 

To obtain the material deformation characteristics in SPIF, SPIF experiment with 

aluminium alloys AA5251-H22 and AA6082-T6 was conducted, which will be described 

in Section 3.1. To obtain the material deformation history in both SPIF and DSIF 

processes, FE damage modelling with the shear-modified GTN model of both processes 

were carried out. The calibration of the coefficients in the shear-modified GTN model 

will be reported in Section 3.2. The development of the FE models for ISF processes will 

be reported in Section 3.3. The experimental and FE modelling results will be presented 

and compared in Section 3.4, followed by discussions of the results in Section 3.5 and a 

summary of the work in this chapter in Section 3.6. 

3.1 Experimental Analysis of Material Formability in ISF 

As presented in Chapter 1, according to the research by Hussain and Gao [6], the 

maximum forming angle can be an indicator to the formability of the material in SPIF. 

As a result, the conic shapes with varied forming angle along the depth direction have 

been widely selected by the researchers to test material formability in SPIF process [60, 

67, 79]. 
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3.1.1 Design of the experiment 

In the SPIF test, the dimensions of the tested conic shape are shown in Figure 3.1 (a). The 

profile of the geometry follows a circular curve, which forms a starting forming angle of 

10 degrees and an ending angle of 90 degrees. The forming angle increases with the 

forming depth. According to the Sine law [56], when the forming angle reaches 90 

degrees, the thickness of the deformed sheet will be zero. As a result, the sheet will lose 

its ability totally to defend further deformation, which will definitely lead to a final 

fracture of the sheet under deformation. Therefore, the maximum forming depth of the 

conic part can be an indicator to the material formability in SPIF process.  

Tool with a hemispherical head was used in the test, and the radius of the tool head was 

5 mm. Based on the CAD design of the geometry, a spiral toolpath was generated by the 

toolpath generation algorithm developed by Lu et al. [9], as shown in Figure 3.1 (b). The 

vertical step per revolution about the central axis of the conic part was set to be 0.3 mm 

to ensure that the surface quality of the part would not be damaged while at the same time 

a reasonable manufacturing time could be achieved [53]. 

 
(a)                                                                                        (b) 

Figure 3.1  Geometry of the test specimen and toolpath: (a) CAD model of the test specimen; (b) 

schematic of the generated toolpath use in the SPIF test 

The SPIF tests were performed on a CNC machine, the experimental set-up is shown in 

Figure 3.2. Square sheets with a dimension of 170×170×1 mm were used in the tests. A 

backing plate with an opening radius of 50 mm was positioned under the sheet to increase 

the stiffness as well as the geometric accuracy of the part to be manufactured. The tool 

was controlled by the CNC machine, and it moved along the pre-designed toolpath at a 

constant linear speed of 1800 mm/min to avoid oscillation of the CNC machine at higher 

speeds. In order to reduce friction between the tool and the sheet, a liquid lubricant was 

applied onto the surface of the sheet. The process was terminated when obvious crack(s) 



Chapter 3: Experimental Investigation and FE Modelling of ISF 

 Sheng Ai - February 2020   71 

was observed in the part. The coordinates of the tool upon fracture of the part was 

recorded to calculate the maximum forming depth of the fractured part. 

 

Figure 3.2  Experimental set-up of SPIF process on a CNC machine 

In order to investigate the influence of the material properties on the material formability 

in SPIF, different materials should be used in the research. According to the experimental 

and theoretical analysis performed by Ai et al. [82] and experimental investigation by 

Fratini et al. [39], material  ductility could be a deciding factor affecting material 

deformation behaviour in ISF. As a result, materials with different degrees of ductility   

should be chosen in this research. Considering the material properties and their 

applications in the academia and industry, two types of materials were tested, the 

aluminium alloys AA5251-H22 and AA6082-T6. In order to test the mechanical 

properties of the materials, uniaxial tensile tests were performed. The specimen used in 

the test was designed based on the ASTM-E8 standard [191], the geometry of the 

specimen is shown in Figure 3.3.  

The test was performed on the Zwick Proline Z020 material mechanical testing frame. 

The test speed was set to be 0.9 mm/min and the displacement-force curves were recorded 

during the test, as shown in Figure 3.3. Compared with AA5251-H22, material AA6082-

T6 underwent much higher deformation before final fracture of the specimen, while at 

the same time, AA6082-T6 also required much higher loading force for the plastic 

deformation of the specimen to continue. The necking phenomenon of the specimen was 

much more obvious for material AA5251-H22 than AA6082-T6, which could be reflected 

by the necking part of the force-displacement curves. Judging from the distinct 

deformation behaviours of the two materials in the uniaxial tensile test, it is reasonable to 

Tool 
Clamp 

Support with 

backing plate 
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use these two materials in the future tests to investigate the influence of material 

properties on material deformation behaviour. 

 

Figure 3.3  Geometry of the specimen for uniaxial tensile test and the obtained force-displacement curves 

for material AA5251-H22 and AA6082-T6 

3.1.2 Experimental procedure 

In the SPIF test, the square sheet was first placed on the backing plate and the edges of 

sheet were firmly clamped. The generated toolpath was imported into the CNC machine. 

After that, the tool was positioned to the centre of the specimen for the calibration of the 

starting point. Then the tool was moved away from the sheet surface and the lubricant 

was applied onto the surface of the sheet with a brush. The moving speed of the tool was 

first set to zero to avoid potential damage resulting from possible wrong operations 

before. After the test preparations were completed, the CNC machine was started. The 

moving speed of the tool was slowly increased to the designed speed if the tool was 

confirmed to follow the designed toolpath and no contact between the tool and the clamps 

happened. The test would be terminated when obvious crack(s) appeared in the part. The 

coordinates shown on the screen of the CNC machine would be recorded to calculate the 

maximum forming depth for every test. Each material would be at least tested twice to 

ensure the repeatability of the test. 
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3.2 Coefficient Calibration in Shear-modified GTN Model 

According to Equations (2-5), (2-6) and (2-11), there are 10 coefficients in total needed 

to be calibrated in the shear-modified GTN model, consisting of nine damage coefficients 

ήȟήȟήȟ‐ȟὛȟὪȟὪȟὪȟὪ  in the original GTN model and one shear-related 

coefficient (Ὧ ) in the shear extension.  

For metallic materials, the values proposed by  Tvergaard [185], ή ρȢυȟή ρ and 

ή ςȢςυ have been widely used in a number of studies. The standard deviation 

coefficients Ὓ and ‐ were found to have little influence on the simulation results, and 

Ὓ πȢρ and ‐ πȢσ were proposed by Chu and Needleman [184] . As a result, for the 

original GTN model, only four coefficients, namely ὪȟὪȟὪ and Ὢ need to be identified 

in this study. For the shear-modified GTN model, five coefficients are required to be 

calibraed in total. According to Nahshon and Hutchinson [164], the value of Ὢ and  Ὢ 

should be decided before the calibration of Ὧ . 

3.2.1 Verification of the developed subroutine 

The VUMAT subroutine for the GTN model was developed using the programming 

language Fortran. The developed program can be seen in Appendix 1. In order to test the 

accuracy of the developed GTN model, a verification procedure was proposed by Aravas 

[190]. In the verification model, only the enlargement of the existing voids and nucleation 

of the new voids were considered while the modification of the VVF was neglected. By 

comparing the evolution history of VVF in the model with that obtained from theoretical 

calculations, whether the developed subroutine was correct or not could be verified. The 

material property definition and values of the coefficients used in the verification model 

are shown in Table 3.1. 

Table 3.1  Material properties and values of the coefficients used in the verification model 

Parameter  ὁ

Ἇ  ἶ Ἱ Ἱ Ἦ Ἦἶ Ἒ ἡἚ 

Value ρ
σππ πȢσ πȢρ ρ ρȢυ πȢπτ πȢτ πȢσ πȢρ 

The material hardening behaviour in the verification model was also defined in the 

verification model, 
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where „ is the yielding stress of the material during the deformation and  „ is the initial 

yielding stress of the material. 

In the verification model, a hydrostatic stretch test of a single element was performed. 

The element was a cube with an edge length of 1 mm in all three directions. Displacement 

loading boundary condition was applied onto the element. Detailed boundary conditions 

on each node of the element is shown in Figure 3.4. Element type C3D8R was assigned 

to the element in the meshing process. 

 

Figure 3.4  Loading condition for the element in the verification model for the GTN model 

The displacement and VVF of the element at the integration point along deformation 

history were extracted from FE simulation results, based on which the relationship 

between volumetric strain and VVF was obtained. A comparison between the theoretical 

calculation reported by Avaras [190] and FE prediction with the developed GTN model 

is shown in Figure 3.5. A good match between them can be observed, which confirmed 

the credibility and accuracy of the developed numerical model in this study. 

 

Figure 3.5  Comparison of evolution of VVF from theoretical calculation and the prediction by the 

developed GTN model 
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3.2.2 Coefficient calibration in the original GTN model 

Generally, three different methods have been adopted to calibrate the coefficients in the 

GTN model: 

¶    Direct calibration . This includes metallographic method [67] and 

tomographic method [192]. Both methods are quite straightforward. In the 

metallographic method, with the help of the scanning electron microscope 

(SEM) and image processing software, the area of the voids in the processed 

section of the specimen can be calibrated. The ratio of the area to the total area 

of the section is treated as the VVF at the current deformation stage. The 

specimens for calibration can be obtained from tensile tests at different stages. 

As a result, the VVF at different stage can be calibrated. While in the 

tomographic method, powerful X-ray equipment is used to obtain the 3D 

image of the tested specimen and the cavity inside can be directly observed. 

The ratio of the volume of the cavities to the total volume of the material in 

the target zone is used to determine the VVF at that defomation stage. 

¶    Inverse method [168, 169, 193]. In its simplest form, multiple simulation 

models with different sets of the coefficient values are run by the FE software, 

and the model producing the most matching results with the uniaxial tensile 

test will be chosen as the optimized values [194].  

¶    Single representative volume element (RVE) method [195]. In this method, 

the initial VVF will be calibrated first and the evolution of VVF will  be 

simulated in a single element thus the value of nucleation related VVF and 

fracture related VVF can be obtained. 

Guiglionda and Poole [196] concluded that lower porosity-related coefficients might be 

obtained from the porosity measurement with the help with SEM, due to the difficulties 

in the metallographic preparations of the specimens. While Zhang et al. [197] and 

Chhibber et al. [198] reported that miscounting the inclusions in the sections as voids in 

the porosity measurement process would lead to an overestimation of the porosity 

coefficients. In addition, for the tomographic method, the equipment required can be very 

costly. For both methods, a large quantity of specimens are needed, which is both time-

consuming and cost-ineffective. The RVE method is not robust enough generally. As a 

result, in this study, the inverse method was adopted.  
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3.2.2.1 Flow rule selection for material AA5251-H22 

Material AA5251-H22 was used in the FE simulations. True plastic strain-stress curve of 

the material from the uniaxial tensile test is shown in Figure 3.6 (a). As reviewed in 

Chapter 2, it has been widely proved that material formability can be significantly 

enhanced in ISF compared with conventional sheet metal forming processes. As a result, 

the data obtained from the uniaxial tensile test is not sufficient to describe material 

deformation behaviour when the strain is larger than the necking limit predicted by the 

uniaxial tensile test.  

In order to obtain the material strain-stress relationship in the extended range of the 

deformation, hardening laws should be introduced.  According to the experiment reported 

by Bhattacharya et al. [199], the feed rate of the forming tool did not necessarily 

contribute to the material formability in SPIF for material AA5052. No rational speed 

was introduced in the ISF test to increase the frictional effect and lubricant was applied 

to reduce the friction, the heat generate by the friction between the tool and the sheet was 

not enough to present significant influence on the material formability [200]. As a result, 

the effects of strain rate and temperature were ignored when selecting the hardening laws 

to describe the flow behaviour of the materials. Three different work-hardening laws, 

including Ludwik law [201], the Swift law [135] and Voce law [202] were fitted against 

the experimental stress-strain data, as shown in Figure 3.6 (a). The optimized parameters 

for the hardening laws are presented in Table 3.2. Corresponding root sum square (RSS) 

of the errors between the predictions and experimental data were calculated.   

By comparison, it was shown that the prediction made by the Voce law not only was the 

closest to the experimental data but also followed the trend of the data so that it was used 

in the FE models to describe the plastic stress-strain curve in this study. The prediction 

of the Voce law in the extended range is shown in Figure 3.6 (b). 

Table 3.2  Hardening laws and corresponding fitted values of the coefficients for AA5251-H22 

Hardening Laws  AA5251-H22 RSS 

Ludwik  ʎ ρτωȢπωςτψȢτψzʀȢ  33.16 

Swift ʎ σρψȢχφz πȢππςχςυʀ
Ȣ

 24.86 

Voce ʎ ρφςȢρρψρχπȢωχz ρ Å Ȣ  16.61 
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         (a)                                                                           (b) 

Figure 3.6  Flow stress curve fitting for AA5251-H22: (a) comparison between different hardening laws 

and the experimental data; (b) extended flow stress curve predicted by the Voce law  

3.2.2.2 Design of the experiment 

As discussed at the beginning of this section, inverse method was adopted in this research 

to calibrate the values of the coefficients in the GTN model for a specific material. The 

objective of the calibration process is to minimize the difference between the results 

obtained from the FE simulation and the experiment. The uniaxial tensile test was used 

in this research to provide the experimental results and it has already been conducted for 

the material mechanical property description, as shown in Figure 3.6. FE simulations 

were conducted based on the response surface method (RSM) and the optimization 

process was performed using the genetic algorithm (GA). In detail, the inverse method 

was developed in three steps in this research: 

(a) Running FE simulations of the uniaxial tensile test with varied values of the 

coefficients according to the central composite design (CCD) simulation runs 

and extract the load-displacement curve from each simulation; 

(b) Comparing the curves obtained from the FE simulations and the experiment 

and establishing a relationship between the response and the coefficients based 

on RSM; 

(c) Running GA optimization algorithm to obtain the optimal set of coefficients, 

with which the difference between the load-displacement curve obtained from 

simulation and that from the uniaxial tensile test can be minimized. 

More detailed description of the implementation of the inverse method is reported as 

follows. 

(a) Design of the FE simulations 
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The combinations of the coefficient values within the ranges can be unlimited and it is 

impossible to apply every combination to the simulation to find out the optimal set of 

these combinations. In order to cover the whole investigated ranges with efficiency, the 

response surface method (RSM) was adopted in this study. In RSM, each set of input 

values will yield an output (response). Then a mathematical relationship between the 

responses and the inputs in the investigated ranges can be obtained. By optimizing the 

mathematical equation, the optimal combination of the input coefficients within the 

ranges can be obtained. 

First of all, the ranges of the investigated coefficients should be narrowed down. In order 

to determine reasonable ranges of the coefficients for material AA5251-H22, the 

coefficient values calibrated for similar materials in previous studies published in 

literature were firstly reviewed, as shown in Table 3.3. Combined with the work by Kami 

et al. [168], the ranges of the GTN coefficient values for material AA5251-H22 were 

selected for optimization, as shown in Table 3.4. 

Table 3.3  Values of GTN coefficients in literature 

Authors  Material  █ █▪ █╬ ██ 

He et al. [203] AA5052-O1 0.002978 0.0249 0.030103 0.04854 

Brunet  et 

al.[204] 

AA5182 0 0.035   

AA5754 0 0.034   

Chen et al. 

[205] 
AA5052 0 0.04 0.02 0.045 

Liu et al. [206] AA5052-O 0.003 0.025 0.027 0.043 

Amaral et al. 

[207] 
AA5182-O 0.001 0.01 0.021 0.04 

Teng et al. 

[208] 
AA5A06 0.0012 0.032 0.034 0.042 

Feng et al. 

[209] 
AA5052-O 0.00112 0.0132 0.0206 0.0299 
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Table 3.4  Ranges of the GTN coefficients investigated 

Coefficient  Minimum limit  Maximum limit  

Ὢ 0.0001 0.005 

Ὢ 0.005 0.05 

Ὢ 0.01 0.05 

Ὢ 0.02 0.06 

Although the ranges of the investigated coefficients have been narrowed down to certain 

limits, the combination of the coefficients can still be unlimited. To obtain the relationship 

between the coefficients and the response in the GTN model by RSM effectively with a 

limited combinations of the coefficients, a four-factors-three-level central composite 

design (CCD) method of the coefficients was adopted, based on the research by Ying et 

al. [169] and Abbasi et al. [210].  

The CCD method is used for the RSM to obtain quadratic response, the combinations of 

the simulation runs by the CCD can be generated using the software Minitab 17 [211] 

with the boundaries of the coefficients defined in Table 3.4. The generated design is 

shown in Table 3.5, in which 30 sets of simulations needed to be run. In each set, different 

values of the coefficients in the GTN model were used and corresponding FE simulation 

results were outputted, based on which the response value could be calculated and 

analysed. 

Table 3.5  Test runs based on CCD 

Run █ █▪ █╬ ██ Response 

1 0.005 0.05 0.01 0.06 217512.8 

2 0.0001 0.05 0.05 0.06 29707.2 

3 0.005 0.005 0.01 0.06 28646.0 

4 0.00255 0.0275 0.03 0.04 268408.4 

5 0.00255 0.0275 0.03 0.04 268408.4 

6 0.005 0.005 0.01 0.02 81608.6 

7 0.0001 0.005 0.05 0.02 260498.3 

8 0.0001 0.005 0.01 0.02 165271.2 
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9 0.00255 0.0275 0.03 0.04 268408.4 

10 0.005 0.05 0.05 0.05 75965.2 

11 0.005 0.05 0.01 0.02 246451.5 

12 0.005 0.05 0.05 0.02 178374.6 

13 0.0001 0.05 0.01 0.06 139611.3 

14 0.0001 0.05 0.05 0.02 114441.4 

15 0.0001 0.005 0.03 0.04 258601.8 

16 0.00255 0.0275 0.03 0.055 268408.4 

17 0.0001 0.005 0.01 0.06 258601.8 

18 0.005 0.005 0.05 0.06 258044.7 

19 0.005 0.005 0.05 0.02 154372.4 

20 0.0001 0.005 0.05 0.06 260498.3 

21 0.005 0.0275 0.03 0.04 61833.9 

22 0.00255 0.005 0.03 0.04 255332.6 

23 0.00255 0.0275 0.03 0.02 219862.1 

24 0.00255 0.0275 0.03 0.06 268408.4 

25 0.00255 0.0275 0.05 0.04 45908.5 

26 0.00255 0.0275 0.03 0.04 268408.4 

27 0.00255 0.0275 0.01 0.04 149209.0 

28 0.00255 0.05 0.03 0.04 124206.3 

29 0.00255 0.0275 0.03 0.04 268408.4 

30 0.0001 0.0275 0.03 0.04 29665.2 

 

(b) Response calculation and response surface generization 

The response can be defined based on the specific process investigated. In this study, the 

response variable was defined as the aggregation of the difference between the loading 
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forces obtained from the experiment and from the FE simulation at selected deformation 

stages, 

 exp

1

n
i i

num

i

R F F
=

= -ä  (3-2) 

where Ὑ is the response, Ὥ is the number of the point selected in the tensile displacement-

load curve, Ὂ  is the force in the experimental tensile test while Ὂ  is the force 

obtained from the FE simulation at the same displacement.  

To describe the relationship between the input and the response, a quadratic or cubic 

model can be used. According to the Engineering statistics handbook [212], in the 

industrial applications, a second-order quadratic model should be sufficient to describe 

the relationship. From the CCD simulation run results, a quadratic polynomial regression 

analysis between the response and the four variables can be obtained in the form of, 
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where Xi  (i=1,2,3,4) are the variables. Based on Equation (3-3), all possible combinations 

in the investigated ranges outlined in Table 3.4 can be analysed. The optimized values of 

coefficients can be obtained when the displacement-force curve obtained from the 

uniaxial tension simulation is as close to that obtained from the uniaxial tensile test as 

possible. That is, from mathematical point of view, when the response variable R reaches 

its minimum value possible in the defined ranges. 

 (c) Optimization of coefficients by GA 

With the relationship between the response and the coefficients obtained using the RSM 

method, the optimization of the values of the four coefficients can be performed using the 

genetic algorithm (GA) provided by GA solver in the Matlab software [213]. Genetic 

algorithm is an optimization method for solving both constrained and unconstrained 

optimization problems. Based on natural selection, random individuals are selected from 

the population pool and evolve to next generation, which are used for the next step of 

optimization. Through the successive evolution, the best set of parameters can be selected 

from the population pool generated. The difference between the genetic algorithm and 

the traditional optimization algorithms lies on the number of the points selected during 

the optimization process. By comparison, only one point is used in the traditional 

optimization algorithms, therefore, higher efficiency can be obtained from the GA.  
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3.2.2.3 FE simulations and optimization of the coefficients 

The dimensions of the specimen used in the FE modelling of the uniaxial tensile test is 

shown in Figure 3.3. Displacement boundary condition was used in the simulation, 

maintaining a constant tensile speed of 0.9 mm/min as that in the experimental uniaxial 

tensile test. In order to reduce the computational cost while maintaining accuracy, the 

first-order, reduced-integration continuum element C3D8R was used in this model.  

 
(a) 

 
(b) 

Figure 3.7  Mesh convergence test for the uniaxial tensile test FE model: (a) comparison between the 

displacement-load curves obtained from different sizes of mesh; (b) final mesh of the specimen 

Mesh dependence of the FE analysis with continuum damage mechanics have been 

reported by various researchers [138, 214] and by Gatea et al. [67] for the GTN model. 

To ensure the simulation accuracy without compromising the computational efficiency, 

a mesh convergence check was first performed. In the convergence check, the first set of 

coefficients in the CCD were used, and the values were set to be 0.005, 0.05, 0.01 and 

0.06 respectively. The mesh size of the arm area was set to be 2mm while the central 

gauge area was set to be varied between 0.25 mm and 1 mm. The load-displacement curve 

was extracted from each test and compared. As shown in Figure 3.7 (a), it is clear that the 

simulation did not converge until the mesh size was close to 0.5mm or below. As a result, 

the mesh size in the arm zone was determined to be 2mm, while in the central testing zone 

it was set as 0.5 mm in the FE model, as shown in Figure 3.7 (b). The shear-related 
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coefficient Ὧ  was set to be zero. The simulations were terminated when fracture 

appeared in the specimen. 

The load-displacement curves were extracted from the FE simulations. According to the 

FE results, the maximum elongations before fracture using different combinations of 

coefficient values varied from 4.40 mm to more than 6.0 mm, while in the experimental 

uniaxial tensile test, as shown in Figure 3.8 (a), the maximum elongation of the specimen 

upon fracture was 4.89 mm. As a result, as suggested by Kami et al. [168], in order to 

obtain a reasonable relationship between the combination of the coefficients and the 

response, only data obtained before the elongations of 5.38 mm was used for the 

regression analysis, the extreme data obtained after the elongations of 5.38 mm was 

ignored. The regression analysis can be done by using the software Minitab 17 by 

providing the calculated response values, as shown in Table 3.5. The mathematical 

regression model between the response and the coefficients can be solved as, 

0
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However, as reported by Gen and Cheng [215], GA was effective in searching for the 

optimal values in the global scale while it was ineffective in determining the local optima. 

As a result, in this study, 100 runs of GA algorithm were performed. Excluding the 

abnormal combinations from the results, the average values of the remaining values were 

treated as the ultimate optimal set of coefficients, 

 0
0.001, 0.011, 0.023, 0.042

n c f
f f f f= = = =  (3-5) 

The comparison between the load-displacement curve obtained from the experiment and 

the simulation with the GTN model using optimized coefficient values is shown in Figure 

3.8 (a). Compared with the experiment, the FE model overestimated the maximum 

elongation of the specimen before fracture. The predicted maximum elongation was 5.10 

mm, which was larger than that obtained from experiment by 4.3%. Overall, at beginning, 

the predicted load-displacement curve matched the experimental one well before the 

displacement reached around 4.2 mm. After that, the difference between the curves 

became obvious. The difference between the curves was probably caused by the 

inaccurate prediction of the response surface method adopted in this research.  The whole  
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(a) 

   
(b) 

Figure 3.8  FE modelling of the uniaxial tensile test with the GTN model using the optimized coefficients: 

(a) comparison between displacement-load curves obtained from the experiment and FE modelling; (b) 

evolution of VVF (SDV2) in the FE model  

optimization process by the genetic algorithm was only based on one regression equation, 

making the optimized values possibly close to the global optimum and the deviation 

between the simulation and experiment occurred.  Nevertheless, the difference between 

the FE simulation and the experiment was below 5%, and the predicted values were in 
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the ranges defined in Table 3.4. Consequently the optimized coefficients would be used 

in this study for the FE modelling of ISF processes. 

The evolution of the damage indicator VVF (SDV2) during the FE uniaxial tensile test is 

shown in Figure 3.8 (b). Firstly, the damage was uniformly distributed along the central 

gauge area when the plastic deformation was uniform. It then concentrated on one area 

with the test progressing and when VVF in certain elements reached Ὢ, these elements 

were deleted and fracture occurred.  

3.2.3  Calibration of shear-related coefficient 

A similar inverse method to identify the original GTN model coefficients was used to 

calibrate the shear-related coefficient in the Nahshon-Hutchinson extension model. In 

order to achieve low stress triaxiality, a pure shear test was conducted. FE simulations of 

the pure shear test using the shear-modified GTN model with varied values of  Ὧ  were 

also performed. Then load-displacement curves obtained from the FE simulations were 

compared with that obtained from the experiment and the one providing the closest result 

to the experiment was selected as the optimal value of the shear-related coefficient.  

3.2.3.1 Pure shear test 

Material AA5251-H22 was used in the test. For pure shear test of thin aluminium alloy, 

a standard specimen has already been proposed by ASTM standard [126], as shown in 

Figure 3.9. By loading the specimen onto a uniaxial tensile test machine, a single shear 

zone can be created at the centre of the specimen. 

However, specimen rotation was observed during the test using this design of specimen, 

which compromised the accuracy of the test, as reported by Yin et al. [123]. A modified 

specimen based on the ASTM standard was proposed by Kang et al. [216] , as shown in 

Figure 3.10, which provided satisfactory low stress triaxiality. Nevertheless, the precision 

requirement on the manufacturing of the thickness reduction in the centre of the specimen 

in a thin sheet can be demanding, which compromised its application. 



Experimental Investigation and FE Modelling of ISF 

86  Sheng Ai - February 2020 

 

Figure 3.9  ASTM-B831-14 standard pure shear specimen for thin aluminium sheet [126] 

 

Figure 3.10  Modified ASTM standard specimen proposed by Kang et al. [216] 

Gao et al. [217] proposed a pure shear specimen for the material AHSS, as shown in 

Figure 3.11 (a). Extra concave cuts were introduced above the central area to reduce the 

rotation of the specimen and tensile effect. By performing test with DIC measurement 

and FE simulation, it was found that the deformation in the specimen was confined to the 

target central area and it was shear-dominated since no obvious thinning was observed in 
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the central zone. However, the size of the specimen was comparatively large, making it 

hard to perform the test with this specimen in the uniaxial tensile test machine with 

smaller clamps. Sun et al. [218] further modified the dimension of the specimen for the 

silicon steel and proposed the a similar geometry, as shown in Figure 3.11 (b). 

 
(a) 

 
(b) 

Figure 3.11  In-plane pure shear specimens: (a) geometry proposed by Gao et al. [217]; (b) modified 

geometry proposed by Sun et al. [218] 

Considering the size of the specimen, the geometry designed by Sun et al. [218] was 

selected to be used for the pure shear test in this study. Since the tensile force for thin 

aluminium sheet would be much smaller than that for the steels, the holes in the clamping 

area were not cut in the current design. However, the geometries of the specimens 

proposed by Gao et al. [217] and Sun et al. [218] were both designed for steels. In order 

to prove its effectiveness on the aluminium alloy AA5251-H22, a tensile test using the 

pure-shear specimen was conducted in this study. As shown in Figure 3.12 (a), the 

specimen was mounted on the Tinius Olsen H25KS material testing platform. In order to 
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observe the strain distribution in the target area of the specimen during the test, a LA 

VISION DIC measuring system was deployed. The digital image correlation (DIC) 

technology is an optical measurement system, in which the movement of the points in the 

area of interest can be tracked by the camera and recorded. One step further, the strain 

distribution in the target area can be computed processing the images obtained [219]. In 

this test, the central region of the shear specimen was supposed to be the area where major 

material deformation should happed and it was treated as the area of interest.  The bottom 

clamp was fixed while the upper clamp was set to move at a constant speed of 1 mm/min. 

The test was terminated as soon as fracture occurred. The load-displacement curve was 

recorded by the testing platform while the testinkg process was recorded by DIC system 

for analysis. 

                                                                                                                   

                                  (a)                                                                        (b) 

Figure 3.12  The pure shear test: (a) the pure shear test; (b) fractured specimen 

The fractured specimen is shown in Figure 3.12 (b). It was obvious that the fracture 

happened without obvious sign of necking. Using the DIC software, the strain distribution 

before the final fracture in the central zone near the location of the crack was obtained 

and a qualitative analysis of the material deformation in the central was performed. As 

shown in Figure 3.13, the planar shear strain in the central area was higher than 0.32 while 

the strain component in the lateral direction was around 0.05 by comparison. The 

deformation of the material in the central zone was clearly shear-dominated. 
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(a)       (b) 

Figure 3.13  Planar strain distribution in the pure shear specimen according to DIC measurement in 

different directions: (a) xy direction; (b) y direction 

In order to obtain the strain state of the material in the central zone during the deformation 

process, an FE simulation of the pure shear test was conducted using the solver 

Abaqus/Standard. Element type C3D8R was used, the central zone was meshed with an 

element size of 0.25 mm while in the arms the element size was 2mm to save the 

computational time. The mesh of the specimen is shown in Figure 3.14.   

 

Figure 3.14  Strain paths of the three elements in FE modelling of the pure shear test 

In the simulation, the clamp on the one end moved at a constant speed of 1mm/min for 

two minutes. The maximum and minimum principal stress components of three elements 
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in the central area along longitudinal direction of the specimen were extracted from the 

FE results and plotted in the minor strain-major strain space. As shown in Figure 3.14, all 

strain paths of the three elements complied well with the ideal strain path in the pure shear 

deformation state. As a result, this specimen can be treated as a pure shear specimen and 

can be used in this study to determine the shear-related coefficient Ὧ . The load-

displacement curve obtained from the pure shear test with this specimen can be used for 

the later study of coefficient calibration. 

3.2.3.2  Calibration of Ὧ  

Nahshon and Hutchinson [164] reported that the value of  Ὧ  should be in the range 

between 0 and 3. Instead of running a complicated design of experiment as performed in 

the last section to determine the coefficient values in the original GTN model, the value 

of Ὧ  was varied between 0 and 3 in this part of study. The simulation was run on the 

Abaqus/Explicit solver using the developed shear-modified GTN model with values of 

the four coefficients identified in the last section. The mesh of the specimen was the same 

as that in the FE modelling of the pure shear test on Abaqus/Standard. The load- 

displacement curves were extracted from the FE simulation results to be compared with 

that measured in the experiment. As shown in Figure 3.15, it was confirmed that the curve 

obtained in the FE model using Ὧ ρ provided the most satisfactory match to the 

experimental result. As a result, the value of Ὧ  was determine to be 1.  

 

Figure 3.15  Comparison between displacement-load curves obtained from the experiment and FE 

simulations with varied values of Ὧ   

Nevertheless, there was a difference between the experimental curve and that from the 

simulations. Generally, at the elastic stage of the test, the specimen in the simulation was 

shown to be more resistant than that in the experiment. On the contrary, after yielding, 
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the loads in the simulations kept stable while in the experiment it was increasing until 

fracture occurred. The difference might result from the clamping of the specimen in the 

experiment. In the experiment, the specimen was not ideally clamped, a slight sliding 

between the specimen and the clamp might lead to a postponed yielding. Another factor 

might affect the loading-displacement curve in the shear test was the rotation of the 

specimen during the test. The geometry of the shear specimen would inevitably cause 

twisting of the specimen during the test, which would possibly lead to an increase of the 

loading force. By comparison, in the FE modelling, the boundary conditions were ideal 

and neither of the drawbacks mentioned would occur during the simulation. As a result, 

the difference between the results obtained from the experiment and the FE simulations 

occurred. 

3.3 FE Modelling of ISF Processes 

To obtain material deformation characteristics of material AA5251-H22 in the ISF 

process, the material deformation history during the process should be obtained, which is 

not feasible in the experiment due to the complexity of the experiment configuration. In 

this section, FE damage modellings of the SPIF and DSIF processes with the shear-

modified GTN model were developed.  

In the FE models, as shown in Figure 3.16 (a) and (b), a blank with a dimension of 

170×170×1 mm was positioned on a backing plate, the tool with a head radius of 5 mm 

was first positioned above the blank. The backing plate and the tool(s) were defined as 

rigid shell while the blank was plastically deformable. Surface-to-surface contact was 

defined between the tool and the blank and Columbus friction law was adopted to describe 

the frictional behaviour between the tool and the sheet. As lubricant was applied in the 

SPIF experiment to reduce frictional effect, the frictional coefficient was set to be 0.1, as 

recommended by Nguyen et al [220] and Benedetti et al. [221] in their FE models of SPIF 

processes with aluminium alloys and the experimental calibration by Durante et al. [222] 

and Lu et al. [57] for material AA7075 and AA1100 respectively. 

The backing plate was fixed during the whole process, as well as the edges of the blank. 

The tool movement was controlled by the displacement boundary conditions. The tool(s) 

moved at a constant linear speed of 1800 mm/min to avoid oscillation of the CNC 

machine. To save the computational time, mass scaling was applied. Mass scaling reduces 

the time increment by artificially increasing the density of the material. In this study, 
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adaptive mass scaling was adopted and it would be applied onto the model automatically 

if the stable step time was less than υ ρπs. 

   

(a) 

   

 (b) 

   
(c) 

Figure 3.16  FE modelling of the ISF process: (a) SPIF; (b) DSIF; (c) top view of the models 

Three-dimensional 8-node linear hexahedral solid element with reduced integration 

C3D8R was used for the meshing of the blank in the FE models for its accuracy and 

efficiency in the modelling of SPIF process [223-226]. In the FE simulation conducted 

by Esmaeilpour et al. [225],  the element size was set to be 0.7 mm in the planar directions 

while in the FE model of TPIF process established by Wang et al. [179], the element size 

was 0.5 mm and a good match between the FE modelling results and the experiment was 
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achieved. According to the mesh convergence check in Section 3.3, the FE result of the 

uniaxial tensile test converged when the element size was 0.5 mm or less when the GTN 

model was incorporated into the Abaqus Explicit solver. Considering the computing cost 

and the convergence of the FE model, the element size in the planar directions was set to 

be 0.5 mm. In the thickness direction, four layers of elements were used in order to 

observe the effect of bending and compression on the material deformation behaviour and 

to avoid hourglass effect caused by the reduced integration elements. As a result, there 

were 360000 elements in the model. Meshing of the specimen is shown in Figure 3.16 

(c). 

 The main difference between SPIF and DSIF FE models was the superimposed 

compression been added in the DSIF FE model. As shown in Figure 3.16 (b), in the DSIF 

model, a rear tool was positioned against the forming tool on the opposite side of the 

blank. In the purposely built DSIF platform developed by Lu et al. [30], an air compressor 

was used to guarantee that the rear tool was kept in contact with the blank while at the 

same time keeping the supporting force constant and controllable. To provide a preload 

on to the sheet through the rear tool in the FE modelling of DSIF while keeping the load 

constant during the whole process, an axial connector modelling mechanism was used. 

As shown in Figure 3.16 (b), the connector was defined by a wire connecting the reference 

point of the rear tool and a fixture point. The axial connector functioned as a spring, 

generating 200 N supporting force to the blank.  

Using the amplitude modelling tool provided by Abaqus, the coordinates of the tool(s) 

movement along the deformation time could be defined based on the toolpath generated 

for the ISF experiment.  In order to provide a constant supporting force, the fixture point 

in the DSIF model also followed the predefined toolpath for the tools. 

The simulations were run on the University of Sheffield high performance computers 

(HPC) system SHARC with 16 cores used. They would be terminated automatically when 

the fracture occurred in the sheet metal. 

3.4 Experimental and FE Modelling Results 

3.4.1 Experimental results 

The fractured parts in the SPIF tests are shown in Figure 3.17. The maximum forming 

depth for material AA5251-H22 was 21.8mm, which corresponded to a maximum 

forming angle of 71.4 degrees according to the CAD drawing of the part. For material 
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AA6082-T6, the maximum forming depth of the conic part was 15.95 mm so that the 

maximum forming angle was 60.1 degrees. Material AA5251-H22 presented better 

formability in the SPIF test. 

The cracks in both parts appeared without a clear sign of necking and propagated along 

the tool movement direction. Similarly, neither of the cracks located at the bottoms of the 

tool-sheet contact areas but above that. However, it was hard to tell whether they located 

in the contact areas or not. 

In addition, compared with the part made by AA5251-H22, the part made by AA6082-

T6 presented much higher degree of springback after unclamping because of its higher 

yield stress during the plastic deformation. The strong springback resulted in an obvious 

distortion of the sheet, as shown in Figure 3.17. 

 

(a)       (b) 

Figure 3.17  Fractured conic parts made by SPIF: (a) AA5251-H22; (b) AA6082-T6 

3.4.2 FE modelling results 

3.4.2.1 The effect of mass scaling 

In order to make sure that the inertia effect caused by mass scaling did not affect the 

simulation results significantly, the ratio of the kinetic energy to the internal energy of 

the blank deformation should stay below 0.05-0.1 for the majority of forming time [194, 

227, 228]. The history of the blank deformation kinetic energy and the internal energy 

was extracted from the FE simulation results, based on which the evolutions of the ratio 

of the kinetic energy to the internal energy were plotted for both SPIF and DSIF 

processes.  

Crack Crack 
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Figure 3.18  History of ratio of blank deformation kinetic energy to internal energy in the ISF FE models 

As shown in Figure 3.18, the energy ratio was higher than 0.1 at the beginning but it 

quickly dropped below 0.1 after 5 seconds. With the processing continuing, the energy 

ratio kept decreasing and stayed close to 0 after 10 seconds. As a result, the energy ratio 

was below 0.1 for the majority of the forming process and it can be confirmed that the FE 

simulation results were not significantly influenced by the mass scaling applied. 

3.4.2.2 FE damage modelling results for SPIF 

In the damage modelling of SPIF process, for material AA5251-H22, the cone fractured 

after a total forming time of 230.1 seconds, which corresponded to the fractured depth of 

11.33 mm according to the toolpath and a maximum forming angle of 50.3 degrees, as 

shown in Figure 3.19 (e).  

The deformation history of the conic shape and evolution of the distribution of VVF in 

SPIF process with time is shown in Figure 3.19. As shown in Figure 3.19 (d), element 

deletion first started when the step time reached 185s. However, different from the FE 

damage modelling of the uniaxial tensile test, in which the concentration of the damage 

and element deletion immediately led to fracture, as shown in Figure 3.8, material 

deformation in SPIF continued and final fractured occurred 45.1s later. More elements 

were deleted before the occurrence of final fracture, as shown in Figure 3.19 (e). 
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Figure 3.19  Evolution of VVF (SDV2) in the conic parts made by SPIF using AA5251-H22 

The history of equivalent plastic strain, VVF, void growth component and shear 

component in VVF for the deleted element 45201 in the crack area were extracted from 

FE results. As shown in Figure 3.20, a stair-like evolution of all these parameters can be 

observed, indicating strong localized material deformation in SPIF. Plastic deformation 

only accumulated when the forming tool moved past or close to the element. In addition, 

VVF and void growth component increased significantly in the last two steps before 

fracture, suggesting the existence of high tensile effect during that period. 

By comparing the value of the shearing-induced damage component with the total VVF 

and the void growth component, it is clear that although the damage contribution resulting 

from the shearing effect was not as much as the void growth component, it was a non-

negligible factor in SPIF. In the second last contact between the element and the tool, the 

value of the shear component was 0.0031, while at the same time the total value of the 

damage indicator was 0.0256 and the void growth component was 0.012. 
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Figure 3.20  Strain and VVF evolution in SPIF modelling of element 45201 

The von Mises stress distributions on the inner and outer surfaces of the sheet before the 

deletion of the elements were also extracted from FE results of SPIF. As shown in Figure 

3.21 (a), on the inner surface, the highest degree of von Mises stress appeared at the 

opening area of the conic part where bending effect was significant and the contact area 

between the tool and the sheet. The high von Mises stress in the contact area was in agree 

with the material plastic deformation localization reflected by the evolution of the 

equivalent plastic strain and VVF in Figure 3.20. 

 
                                    (a)                                                    (b) 

Figure 3.21  von Mises stress distribution in SPIF on: (a) inner surface; (b) outer surface 

In addition, on the outer surface of the sheet, as shown in Figure 3.21 (b), the highest 

degree of von Mises stress still existed at the opening area of the conic part where bending 

effect was significant and the edge of the bottom. However, comparing with the stress 

distribution on the inner surface, the material on the outer surface generally underwent 

higher von Mises stress. The difference of the distribution of von Mises stress could be 

Tool position 
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explained by the bending effect, which caused higher degree of tensile stress on the outer 

surface of the sheet. 

To further demonstrate the effect of bending, the history of VVF for the four elements in 

the crack location across the thickness were extracted from the FE results. As shown in 

Figure 3.22, the element 45201 lied on the outer surface of the sheet, element 315201 lied 

on the inner surface while the other two were in the middle layers. It is clear that at the 

same time, the element on the outer surface underwent the highest level of damage and it 

was first deleted, while elements on the inner surface was the least damaged and it was 

deleted until about 45 seconds after the first element was deleted. The inhomogeneous 

distribution of VVF along the sheet thickness and postponed deletion of the elements on 

the inner layers of the sheet indicted the bending effect in SPIF process. 

 

Figure 3.22  Evolution of VVF in SPIF modelling of elements along the thickness direction 

3.4.2.3 FE damage modelling results for DSIF 

For DSIF, the total time of the FE simulation before the fracture of the part was 214.8 

seconds, corresponding to a forming depth of 10.36 mm. As shown in Figure 3.23 (a), 

similar to SPIF, the final fracture in DSIF FE damage modelling occurred long after the 

start of element deletion.  
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(a) 

 
(b) 

 
(c) 

Figure 3.23  FE damage modelling results for DSIF: (a) fracture location; (b) evolution of equivalent 

plastic strain, VVF and VVF components in element 29847; (c) evolution of VVF in the four elements 

along the thickness direction 

The evolution of equivalent plastic strain, VVF, void growth component and shear 

component in the deleted element 298477 on the surface of the sheet in the crack area 

Crack 
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(shown in Figure 3.23 (a)) were extracted from FE results. As shown in Figure 3.23 (b), 

similar to the SPIF process, strong localized material deformation also existed in DSIF 

process. Shearing played an important role in the material deformation in DSIF. The 

difference of VVF in the elements in the crack area along the thickness direction indicated 

the existence of bending effect, as shown in Figure 3.23 (c). 

The von Mises stress distributions on the inner and outer surfaces of the sheet before the 

deletion of the elements were extracted from the FE results of DSIF process. As shown 

in Figure 3.24, similar with the results obtained from SPIF, the highest von Mises stress 

appeared at the opening area of the part and the contact area between the tool and the 

sheet, indicating the bending effect and the material deformation localization. 

 
                                    (a)                                                    (b) 

Figure 3.24  von Mises stress distribution in DSIF on: (a) inner surface; (b) outer surface 

3.4.2.4 Strain path evolution in ISF processes 

In the FE damage modelling of ISF processes, the fracture of the part was premature 

compared with the experiment, leading to earlier deletion of the elements and weakened 

part structure. As a result, the results predicted by the FE damage models can not be 

accurate for the ISF process especially in the later stage of the process. In order to present 

a better prediction of the material deformation in ISF processes, FE modelling of the 

processes without the damage model was developed. All the parameters were kept the 

same in the FE models as the previous FE damage models, as described in Section 3.4. 

According to the toolpath, for material AA5251-H22, the conic part fractured when the 

processing time reached 360.56 seconds in SPIF. As a result, strain components of the 

element 45201 and element 29847 were extracted from both SPIF and DSIF FE models 

respectively, from which the strain paths were plotted, as shown in Figure 3.25. The non-

linear strain paths reflected the effect of cyclic loading on the material deformation and 

complexity of the deformation modes in ISF.  

Tool position 
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In addition, as shown in Figure 3.25, for both elements, the major strain was much larger 

than the minor strain, ultimately the major strain was close to 0.38 while the minor strain 

was around 0.05. The nearly-plane strain distribution matched the findings in the reported 

literature. According to the calibrations of strain distribution on the surface of the cone 

shapes manufactured by ISF process by Fang et al. [60], Eyckens et al. [69] and Emmens 

et al. [10], the material deformation of the cone shape in ISF process was close to plane 

strain condition. 

 

Figure 3.25  Strain path evolution of the element 

3.5 Discussion 

3.5.1 Deformation characteristics of ISF 

Material deformation behaviour can be influenced by their mechanical properties. As 

demonstrated by the forming limits in the uniaxial tensile test and the SPIF test in Figure 

3.1 and Figure 3.17, materials AA5251-H22 and AA6082-T6 presented different material 

deformation behaviours in both tests. As discussed in Chapter 1, in the uniaxial tensile 

test, the difference of the formability between materials could be explained by their work-

hardening coefficients. While for ISF, the effect of material mechanical properties on the 

material deformation behaviour and formability is more complicated. The material 

mechanical properties not only can affect the material formability but also he fracture 

behaviour, as reported by the research conducted by Fratini et al. [39] and Ai et al. [82]. 

As a result, in order to obtain a comprehensive understanding towards ISF, it is essential 

to take the material properties into account when conducting the investigation into ISF 

processes. 
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However, on the other hand, different from the uniaxial tensile test, in which the 

maximum elongation of the specimen made by AA5251-H22 was smaller than that made 

by AA6082-T6, in SPIF test, the maximum forming depth of the conic shape made by 

AA5251-H22 was much higher than that made by AA6082-T6. The different deformation 

behaviours of the same material under different loading conditions suggested that loading 

conditions played an important part in deciding the material deformation behaviour in the 

deformation process. In the uniaxial tensile test, tension was predominant, while in SPIF, 

the loading condition was more complicated. Multiple deformation modes including 

tension, bending, shearing and cyclic loading existed in SPIF. The effect of the loading 

conditions on the material formability and the current research progress has been 

discussed in Chapter 1 and Chapter 2. Since the uniaxial tensile test has been widely used 

to describe material deformation behaviour in sheet metal forming processes, how the 

loading conditions existing in ISF influence the material deformation behaviour is another 

topic worth looking into in the research on ISF. 

The FE damage modelling with the shear-modified GTN model confirmed that material 

deformation in ISF, including SPIF and DSIF, was localized deformation caused by a 

combination of tension, bending, shearing and cyclic loading effect. The tension effect 

was apparent since the tool moved in the part depth direction and pushed the sheet 

material. It could also be reflected by the sheet thinning and void growth component in 

the FE damage modelling.  

While for the bending effect, in the damage modelling of both SPIF process and DSIF 

process, material deletion started first on the outer surface of the sheet and propagated to 

the inner surface when the deformation processes continued, suggesting the existence of 

bending effect. It agreed with the crack fractography observation made by Fang et al. 

[60], in which the formation of the shear bands and the orientation of the closed ends of 

the dimples on the crack location indicated that the fracture of the part initiated from the 

outer surface and propagated to the inner surface.  

The shearing damage indictor suggested the existence of shearing effect in ISF processes. 

However, compared with other deformation modes, shearing effect was less important. 

In the FE damage model of SPIF, the shearing damage component accounted for only 

8.6% of the whole damage in the targeted element at fracture; while in DSIF, the shearing 

damage component accounted for only 8.5% of the whole damage in the targeted element, 

as demonstrated in Figure 3.20 and Figure 3.23 (b). It agreed well with the research by 

Lu et al. [57] that material formability in SPIF would not significantly affected by 
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shearing effect. However, when comparing the ratio of shearing effect damage indicator 

to the void growth damage indicator in the two FE damage models at fracture, it was 

found that it increased from 30% to 38.9%, shearing effect was more obvious in the DSIF 

process. This was also reported by Lu et al. [30] by measuring the distortion of drilled 

holes in the sheet after SPIF and DSIF processes, in which the more distorted in the DSIF 

process than that in the SPIF process in the tool movement direction, suggesting sharing 

effect was more significant in the DSIF process.  

Shearing effect can be contributed by the friction between the tool(s) and the sheet. 

Obviously, higher friction will result in higher surface traction and consequently more 

shear deformation. In this test, the friction coefficient was set to be 0.1 taking account of 

the reported research. According to the analysis by Lu et al. [57], the through-thickness-

shear caused by friction can be both beneficial and damaging to the material formability 

in ISF, as a result, the effect of friction is compromised. In addition, in the experiment 

conducted by Skjødt et al.  [7, 229] and Kim and Park [230], the reduction of friction by 

tool rotation or lubricant application did not necessarily lead to an obvious improvement 

of material formability in SPIF. The limited effect of friction on the material formability 

was also reported by Silva et al. [231]. In FE damage modelling of SPIF process, as shown 

in Figure 3.20, the contribution of shear deformation to the overall damage accumulation 

was considerably small compared with the tensile effect. Both of the FE simulation results 

and the experimental should not be affected by the selection of the friction coefficient and 

the lubricant to an obvious degree. 

Localized material deformation can be reflected by the progressive accumulation of the 

damage indicator and the equivalent plastic strain of the elements, and the delayed 

fracture of the part in the FE damage models. For SPIF and DSIF, the final fracture of the 

part occurred 45 seconds and 20 second respectively after the first deletion of elements. 

The accumulation of damage in the material only took place when the tool(s) was in 

contact with or close to the targeted areas. 

In conclusion, the unique material deformation behaviour in ISF is related to both the 

material mechanical properties and the loading conditions applied in the processes, a 

comprehensive investigation into ISF must include both factors. 

3.5.2 FE damage modelling of ISF 

Compared with the experimental result, the FE damage modelling with shear-modified 

GTN model predicted premature fracture of the conic part made in SPIF process. For 
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material AA5251-H22, in the experimental test, the maximum forming angle of the cone 

was 71.4 degrees, while in the FE model, the prediction was 50.3 degrees, resulting in a 

substantial difference of 30%. A similar result was reported by Guzman et al. [232] and 

they attributed the underestimation of the maximum forming angle in SPIF to the inability 

of the coalescence modelling in the GTN model. By changing the coalescence modelling 

method for the GTN model thus delaying void coalescence, the predicted maximum 

forming angle of DC01 steel increased from 47 degrees to 51 degrees. Nevertheless, in 

the experiment the maximum forming angle for DC01 steel could reach 67 degrees, the 

difference between the experiment and the FE prediction was still significant.  

By varying the value of nucleation related coefficients ‐ and Ὢ in the GTN model for 

DC06 steel in the FE simulation of SPIF process, Li et al. [183] found that the material 

deformation behaviour could be significantly affected by the nucleation related 

coefficients. The coefficient ‐ would affect the distribution of plastic deformation and 

damage indicator while the coefficient Ὢ could affect the maximum value of the damage 

indicator, thus affecting the deletion of the elements and fracture behavior of the sheet in 

the process. The coalescence model in the GTN model or the nucleation model may not 

be suitable for the ISF process. 

However, in the FE damage modellings of SPIF using pure titanium with different shear 

extensions by Gatea et al. [67, 181], the predictions of the fracture depth of the conic parts 

were both in good agreement with the experiments. By comparing the modelling results 

obtained from the GTN models with shear extensions and those from the original GTN 

model, it was found that the original GTN model overestimated the fracture depths of the 

cones. In this case, the shear-modified GTN model was appropriate for the modelling of 

SPIF process. 

Current research on the FE damage modelling of ISF process with GTN-related damage 

models is still limited. Based on the research by Guzman [233] and Gatea [67], the 

applicability of the GTN-related models in SPIF process may be affected by multiple 

factors, including the material mechanical properties, complex loading conditions in SPIF 

process and the resulting stress and strain distributions. Some materials, for example pure 

titanium, may be suitable for the FE damage modelling in ISF, while others for example 

steel DC04 and aluminium alloys may not. The GTN-related models may also have 

inherent drawbacks in modelling complicated sheet metal forming processes. The contact 

conditions in ISF process provides a challenge for the damage model. More research on 
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the GTN model and its application in SPIF process are required for a clear explanation to 

the difference in the reported literature and in the current research. 

For DSIF, the maximum forming depth at fracture for material AA5251-H22 predicted 

by the damage modelling was 10.36 mm, which was even smaller than that in the SPIF 

FE damage modelling. Although DSIF experiment has not been done in this study, 

according to the experiment reported by other researchers for the similar types of 

materials [31, 234], material formability should have been improved in DSIF compared 

with SPIF. The even lower formability in DSIF in the FE damage modelling can be 

explained by the ineffectiveness of the GTN model under low or even negative stress 

triaxiality in DSIF due to the supporting force from the rear tool, as discussed in Section 

2.3. As a result, the applicability of the FE damage modelling with shear-modified GTN 

model for DSIF process is questionable.  

Nevertheless, the FE damage modelling method provided a more direct way to study the 

material deformation behaviour in ISF processes than the conventional FE modelling 

method. However, the selection of the damage model for a specific process, especially 

for the processes with complex loading conditions is challenging. Considering the 

incapability of the GTN model in simulating DSIF process, other damage models or 

different materials should be tested in the future in order to select a suitable damage model 

for the ISF process. 

3.5.3 Coefficient calibration for the shear-modified GTN model  

The inverse method comprised of response surface method and the genetic algorithm 

provided an efficient way to calibrate GTN model coefficients. However, the accuracy of 

the response surface method is affected by the investigated ranges of the parameters as 

well as the complexity of the problem to be investigated. In the original GTN model 

coefficients calibration process, four coefficients are needed to be identified, leading to a 

possible inaccurate mathematical description of the relationship between the coefficients 

and the response. While the optimization process by the genetic algorithm is stochastic 

by its nature, the predicted values cannot be precise.  

In this study, using the optimal set of coefficients generated from inverse method, the 

maximum elongation of the specimen predicted by the FE model of the uniaxial tensile 

test was larger than that obtained from the experiment. According to the meaning of the 

coefficients in the GTN model, changing the values of the coefficients can bring the 

prediction closer to the experiment. For example, increasing initial void volume fraction 
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Ὢ or nucleation coefficient Ὢ can lead to a decrease of the material formability. However, 

five coefficients exist in the shear-modified GTN model, it is possible that multiple 

coefficients predicted by the inverse method are not accurate, changing the value of one 

coefficient may make the prediction of fracture in the uniaxial tensile test more accurate, 

it will not necessarily lead to a better optimization of the values of the coefficients. 

Instead of optimizing the four coefficients with one regression model, four regression 

models were used by Ying et al. [169] and Abbasi et al. [210] to run the optimization 

process. Compared with the method adopted in this research, in which the accumulation 

of deviation between the load-displacement curves obtained from the simulation and the 

experiment of the uniaxial tensile test were treated as the response, in the work conducted 

by Ying et al. [169] and Abbasi et al. [210], the coordinates of the highest point and the 

fracture point (R1, R2, R3, R4) in the true strain-stress curve were used as the responses, 

as shown in Figure 3.26. As a result, there were four regression models in total, one for 

each coordinate value. The genetic algorithm was adopted for each regression model to 

make the response as close to the experiment as possible. The average values of the 

optimized values obtained from the optimization of the four regression models were 

treated as the ultimate optimized coefficients. The adoption of four responses in the 

method could avoid the randomness of the genetic algorithm to a degree since more 

constraints were applied onto the optimizing process. On the other hand, in this method, 

the two response points representing the initiation of instability and fracture were treated 

as the optimizing objects, as a result, the obtained values may present a better 

performance in predicting the material deformation behaviour after the initiation of the 

deformation instability in the uniaxial tensile test compared with the method used in this 

research. 

 

Figure 3.26  Response values on the experimental true stress-strain curve [169] 
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On the other hand, in the direct calibration method, making samples and performing the 

tests can be time-consuming. In addition, possible errors may be introduced when 

processing the specimens or calculating the void volume fraction using the image 

processing software or mathematical equations. 

A combination of the direct calibration method and the inverse method may provide a 

more accurate calibration of the coefficients in the GTN model with considerable 

efficiency. The inverse method can provide a rough prediction for the coefficientsô values, 

which can be further improved by the direct calibration. For example, in the direct 

calibration method, in the uniaxial tensile test, the initial state and final fracture state can 

be easily obtained without trying multiple specimen, while the identification of critical 

status and the nucleation requires constant monitoring of the deformation process and 

preparation of samples at different stages.  As a result, the void volume fraction of the 

untested specimen and the fractured specimen can be calibrated using the direct 

calibration method. While the void volume fraction related to the critical deformation 

status and the nucleation can be obtained by using the response surface method. The 

reduction of the optimizing factors in the regression model may increase the randomness 

of the optimized value. As a result, a compromise between the efficiency and accuracy 

can be achieved. 

3.6 Summary 

In this chapter, in order to characterize the material deformation behaviour in ISF 

processes, SPIF experiment using materials AA5251-H22 and AA6082-T6 were 

conducted and FE damage modelling of the SPIF and DSIF processes was performed with 

the shear-modified GTN model. Based on experimental and FE results, it was confirmed 

that deformation mechanisms in SPIF and DSIF processes were both localized material 

deformation caused by tension, bending, shearing and cyclic loading. Different material 

presented different deformation behaviours in ISF. However, the shear-modified GTN 

model predicted premature fracture in both SPIF and DSIF processes for material 

AA5251-H22. The reason can be the limitation of the GTN model itself or the effect of 

the material property on deformation and fracture. For a better prediction of the ISF 

process, other damage models, materials, or material models should be evaluated.  

Equation Chapter (Next) Section 1 
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4 TENSION UNDER CYCLIC 

BENDING AND 

COMPRESSION TEST 

In this chapter, a new testing method, named as Tension under Cyclic Bending and 

Compression (TCBC), was developed to investigate the material deformation behaviour 

in ISF. The concept of the TCBC test and the test rig developed for the TCBC test will 

be introduced in Section 4.1. An analytical model for the test was first developed, as   

presented in Section 4.2. The design of the TCBC experiment will be elaborated in 

Section 4.3 and the results obtained will be reported in Section 4.4. FE damage modelling 

of TCBC test was developed for a better analysis of the TCBC test, the FE model and 

results obtained will be reported in Section 4.5. Based on the experimental, analytical and 

FE simulation results, discussions will be made in Section 4.6. The key conclusions 

obtained from the study on the TCBC test will be summarized in Section 4.7. 

4.1 TCBC Test 

As reviewed in the Chapter 1 and Chapter 2 and confirmed in Chapter 3, material 

deformation in ISF is a localized deformation combined with tension, bending, and cyclic 

effect (SPIF) and compression (DSIF).  Obviously, material formability can be influenced 

by the loading conditions. Under simple loading conditions, for example, material under 

low or negative stress triaxiality generally will reach higher material formability. And the 

existence of pure bending will affect the distribution of stress, the concave side of the 
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material will be under tensile stress while the concave side will be under compressive 

stress, the final fracture of the material depends on the severity of the damage created by 

the tensile stress on the convex side. The shearing effect can prevent the necking 

phenomenon, which is generally induced by the tensile effect. As a result, the material 

formability can be improved. Cyclic loading alone, on the other hand, has already been 

proved to be able to influence material deformation behaviour due to the Bauchinger 

effect. The effect of these common loading conditions alone have been thoroughly 

investigated by the researchers using different material property testing method, as 

reviewed in Chapter 2. The obtained data, for example, the FLC curves, are widely used 

to describe material deformation behaviour in different material processing processes. In 

addition, the simplified and standardized testing methods provide a benchmark, based on 

which only the effect of the focused factor can be investigated independently while the 

effects of peripheral factors are minimized. For the ISF process, simplified testing 

methods representing the loading conditions in ISF process provide more insights into the 

deformation mechanism in ISF. Specifically, Eyckens et al. [45] investigated the TTS 

effect by performing the M-K test.  

However, in the real material forming processes, loading conditions are generally more 

complicated and different combinations of different loading conditions lead to the final 

plastic deformation of the material. For example, the shear effect generally comes with 

tension and it will lower the tensile stress needed to reach the yielding point, thus creating 

localized deformation. The combination of the loading conditions and the magnitude of 

each loading condition will both affect the material deformation behaviour in the process. 

The interaction between tension effect and bending effect was investigated by Morales et 

al. [89] using the Nakazima test. Furthermore, Emmens and von den Boogaard [48] 

adopted the continuous bending and tension test (CBT), in which the complicated loading 

conditions in SPIF were simplified into a two-dimensional problem. Each deformation 

mode, including tension, bending and cyclic effect, could be independently investigated 

by varying corresponding magnitude.  

In ISF, the effect and existence of these deformation modes were mainly investigated by 

the ISF tests themselves by varying the process parameters [16, 53]. However, the 

existence of multiple deformation modes and complex contact conditions prohibits a 

systemic evaluation of the influence of individual deformation factors on the material 

deformation behaviour in ISF, especially in DSIF. For example, in ISF test, the conic 

shape has been widely used as the benchmark geometry and the maximum fracture depth 
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of the conic part is used as an indicator of the material formability. The larger the 

maximum fracture depth is, the higher the material formability can be. However, at 

different depths, the ratios of the tool radius to the geometry radius are also different. 

According to Silva et al. [84], material formability could also affected by the ratio, which 

means the effect of the target factor cannot be individually investigated. In addition, 

changing one parameter may affect multiple loading conditions. For example, cyclic 

effect can be affected by changing the linear moving speed of the tools, which in turn 

creates an impact on the tensile effect. Moreover, material formability in ISF has already 

been reported to be affected by the toolpath [9, 235]. Different toolpath strategies have 

been adopted by different researchers to investigate material deformation behaviour in 

ISF process, which makes the test results hard to be compared. In conclusion, the ISF test 

itself is not sufficient in understanding the individual and combined effect of loading 

conditions on the ISF process. 

The simplified testing methods, including the CBT test, provide an alternative 

investigation method into the material deformation in ISF. However, in the CBT test, the 

tool moving speed was set to be constant. The tool moving speed is a reflection of the 

cyclic effect in the ISF process, ignoring its variation may undermine the significance of 

its effect on the material deformation. In addition, the compression is ignored, making it 

impossible to investigate the DSIF process. An improvement of the test method is 

required for a more comprehensive understanding of the ISF process. Regarding to 

investigating the damage evolution in the material, the progressive deformation of ISF 

makes it difficult to directly observe the initiation and evolution of the damage in the 

material. 

4.1.1 Concept of the TCBC test 

In the CBT test platform developed by Emmens and van den Boogaard [48], the specimen 

was stretched in the longitudinal direction while bent at a certain depth against a 

cylindrical roller, which moved cyclically along the specimen length direction, thus the 

material deformation under tension and bending with cyclic effect could be investigated. 

To accommodate the superimposed compression force from the additional tool employed 

in DSIF, in the newly developed TCBC test, another cylindrical roller is positioned 

against the bending roller to provide a compressive force from the other side of the 

specimen. The concept of the TCBC test is illustrated in Figure 4.1.  



Chapter 4: Tension under Cyclic Bending and Compression Test 

 Sheng Ai - February 2020   111 

 

(a) 

 
(b)      (c) 

Figure 4.1  Schematic of the TCBC test: (a) simplified configuration of the TCBC test; (b) the bending 

and compression component moves to one side of the designed travelling path; (c) the bending and 

compression component moves to the other side of the designed travelling path 

The compression roller is supported by cylindrical springs to provide compression force 

as well as to maintain the contact between the compression roller and the specimen. The 

length and stiffness of the springs can be adjusted thus the magnitude of the supporting 

force from the additional tool in DISF can be varied. In order to ensure the bending effect 

applied to the target zone and to maintain the presence of the bending effect, the specimen 

is kept in position by two supporting rollers positioned with a constant distance, as shown 

in Figure 4.1 (a). All four rollers, which forms a bending and compression component, 

move cyclically along the longitudinal direction of the specimen within the predefined 

travelling distance, a schematic of the component travelling to different locations during 
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the test is shown in Figure 4.1 (b) and (c). The cyclic movement will  create localized 

deformation of the target zone on the specimen representing the deformation 

characteristic of cyclic loading in ISF. 

4.1.2 Design of the TCBC Testing Rig 

Based on the concept of the TCBC test, a test rig has been designed and manufactured to 

perform the experiment. The developed rig is shown in Figure 4.2, consisting of two 

specially designed components, a loading device and a motor controlling system. 

 

Figure 4.2  Key components of the TCBC test rig 

Various loadings conditions can be applied onto the specimen by using the loading 

device. The loading device is mounted on a uniaxial tensile test platform so that its 

stiffness and position accuracy can be guaranteed. Both ends of the specimen are clamped 

and the specimen is stretched from one end by the movement of the linear screw 

mechanism driven by a DC motor. 

Bending and compression loadings onto the specimen are applied by the loading device 

in which two cylindrical rollers, bending and compression rollers, positioned against each 

other with a gap. A CAD schematic of the loading device is shown in Figure 4.3. The 

specimen can be inserted through the gap and bent from below by the bending roller and 

compressed from above by the compression roller. The compressive force can be varied 

by adjusting the length of the springs with the compression adjustment cap. The bending 

depth can be adjusted by another screw set beneath the bending roller. By tightening the 

screws on both sides of the device, the bar connecting the two screws will be raised, 

pushing the bending roller against the specimen to certain depth. All the rollers are 
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designed to be free to rotate around its own axis to reduce friction. The loading device 

can move along a slider, which is mounted on the base of the uniaxial tensile test platform. 

The slider is driven by another DC motor. On both ends of the slider, a micro switch is 

placed, once the loading device hits the switch, the rotating direction of the DC motor 

will be reversed, creating a cyclic movement of the loading device. The speed and the 

starting direction of both motors can be controlled by the controller.  

 

Figure 4.3  CAD schematic of the loading device 

In summary, by using the developed TCBC test rig, the stroke speed of the slider, the 

tensile speed, the bending depth and the compression can be independently controlled and 

varied in the experiment. These correspond to the effect of each deformation mode in 

DSIF, including cyclic effect, tension effect, bending effect and compressive effect. A 

load cell is installed on the left-hand side of the uniaxial tensile test platform so that the 

tensile force during the test can be measured and recorded. 

4.2 Theoretical Analysis of the TCBC Test 

Material deformation can be determined by the stress and strain states during the 

manufacturing process. Theoretical analysis of the targeted deformation area can provide 

a detailed and explicit description of the stress and strain distributions of the material 

under deformation, which in turn enables the formability analysis. Due to the cylindrical 

geometry of the rollers, the contact zone between the specimen and the bending roller is 




























































































































































































