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Abstract  

Retrofit  of unreinforced masonry (URM) buildings is continually attracting the 

interest of masonry professionals. This is because there are enormous URM 

building stocks in different parts of the world that have shown vulnerability to 

damage against out-of-plane actions due to having limited flexural strength and 

deformation resistance. As such, there is a global trend of promoting the 

development of different retrofit techniques for URM wall. Thus, this study 

proposed an experimental and numerical investigation into the possibility of 

retr ofitting URM wall using oriented strand board (OSB) timber-panel. The aim is 

to estimate the improvements in the out-of-plane capacity of URM wall retrofitted 

with OSB panel. The study focuses on investigating out-of-plane behaviour 

because out-of-plane failure mode has been identified as the most critical failure 

mode of URM walls. 

The proposed retrofitting approach is by securing an OSB/ type 3 timber-panel 

behind URM wall using threaded anchor rods together with an option of plastic 

plug or injection mortar.  The methodologies adopted to deliver the overall aim 

and objectives of this study, as identified in this thesis were experimental tests 

and numerical analyses.  

Flexural strength in the form of four-point bending tests has been obtained on 

nine small-scale masonry prisms (615 x 215 x 102.5mm) and six larger-scale 

masonry walls (1115 x 1115 x 225mm). The effectiveness of the proposed OSB-

panel retrofit technique has been assessed in term of flexural strength, absorbed 

energy (toughness), out-of-plane load capacity and displacement. The test results 

show that OSB type 3 can considerably increase the load and flexure capacity of 

retrofitted masonry wall s by (1.4 & 1.8), limiting toughness by (1.6 & 2.4) and 

overall toughness by (16 & 10) times that of plain wall subjected to out-of-plane 

loading for retrofit application on single (i .e tensile side only) and double-sides of 

the wall respectively.  It can be concluded that the application of the proposed OSB 

retrofit technique greatly influenced the out-of-plane performance of the 

retrofitted wall and also prevents its quasi-brittle collapse. 

Numerical analysis using commercial finite element software, ABAQUS was also 

performed and validated against the experimental data. The observed damage 
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pattern and load-displacement plots compared with the experimental 

observations are in good agreement (within 5% difference). The calibrated model 

was then extended to parametric analysis to assess the model capability to 

simulate URM walls retrofitted with different OSB panel thickness, different 

connection spacing and different retrofit application position. The parametric 

analysis reveals that the thickness of the OSB timber is directly proportional to 

the out-of-plane load and displacement resistance of the system. It also shows that 

there is no enough composite action between the masonry and the OSB timber 

when the connection spacing is greater than 500mm. The parametric analyses 

revealed that the application of the retrofit on only the compression side does not 

improve the load capacity of the retrofitted walls significantly. Hence it is 

recommended that the application should be applied on the tensile sides of the 

wall or both sides where desirable. 

Interestingly, the cost of applying this proposed OSB technique on a square meter 

of a masonry wall (materials and labour) is estimated to be £47 as against £152 

estimated for typical fibre-based retrofit applications on 1m2 masonry wall using 

the market prices in England. The proposed retrofit technique in comparison with 

the other existing fibre-based retrofit techniques performed well in terms of 

increased capacity and it is cheaper and easy to apply. 

 

Keywords : Experiment, Finite Element (FE) Analysis, Flexural Strength, Masonry, Out-of-Plane, 

OSB Timber-Panel, Retrofitting, URM Wall. 
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CHAPTER ONE - INTRODUCTION 

1.0 Background  

Masonry is a configuration of brick units bonded together with mortar often 

categorised as a homogenous brittle composite material (Lourenco, 1996). Before 

the emergence of more recent building materials such as concrete and steel, 

masonry was the predominant building material. Masonry materials are relatively 

available at low cost and were used according to the common practice, mostly 

derived on empiric rules of proportion based on experience (Ingrid, 2016). These 

make masonry construction to be popular as one of the earliest building 

categories. 

A large number of unreinforced masonry (URM) structures were built all over the 

world in the past, and now they constitute a unique historical value for civilisation, 

besides the evident housing and infrastructural  value. Old URM structures were 

often designed and built using construction techniques with no conformity to any 

ÃÏÎÓÔÒÕÃÔÉÏÎ ÃÏÄÅÓ ÂÕÔ ÒÁÔÈÅÒ ÔÏ ÂÕÉÌÄÉÎÇȭÓ ȬȬÒÕÌÅÓ ÏÆ ÁÒÔȭȭ (Menon and Magenes, 

2008). As a result, old URM structures perform worse than recent structures when 

subjected to excessive loading which may result in catastrophic failure (Ramos 

and Lourenco, 2004; Vasconcelos and Lourenco, 2009; Pena et al., 2010). 

Therefore, retrofit of old URM structures to increase their  structural capacity and 

ductility is highly encouraged to avert substantial damages and loss of lives when 

subjected to excessive loading or in the case of disastrous events.  

The failure of URM walls can be in out-of-plane (bending) or in-plane (shear), but 

the out-of-plane collapse is the predominant mode of failure of URM walls (Costa 

et al., 2011; Lin et al., 2016; Lourenço et al., 2017; Abrams et al., 2017). The out-

of-plane failure is predominant in URM walls because of connection failures 

between perpendicular walls or between walls and diaphragms. Also, URM walls 

are vulnerable when subjected to out-of-plane loading (face-load) due to lack of 

tensile resisting elements in the out-of-plane direction (Hamoush et al., 2001; 

Derakhshan et al., 2009; Lourenço et al., 2017; Abrams et al., 2017). Under severe 

out-of-plane loading, the failure of a masonry wall is likely to be sudden and 
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severe, producing devastating damages, injuries and/or death of occupants and 

passers-by (Derakhshan et al., 2009; Costa et al., 2011; Lin et al., 2016; Lourenço 

et al., 2017; Abrams et al., 2017). Walls collapsing in out-of-plane direction cause 

the most significant amount of damages compared to in-plane failure. Out-of-

plane loading can be due to overpressure from blast effect induced by an 

explosion, overpressure induced by impacts from a snow-avalanche for mountain 

area habitation. It can also be due to the effect of extreme wind, earthquake, and 

generally wall subjected to out-of-plane pressure (Zeiny and Larralde, 2010). 

The response of URM walls to out-of-plane excitation is a complex and ill -

understood research area (Priestley, 1985). However, recently, considerable 

efforts have been made by several researchers to understand the behaviour of 

URM walls subjected to out-of-plane loading both experimentally and 

numerically. This development is because there is a ÕÎÁÎÉÍÉÔÙ ÏÆ ÒÅÓÅÁÒÃÈÅÒÓȭ 

opinion that out-of-plane failure is the most dangerous failure of URM walls 

(UMINHO, 2006). Subsequently, structural retrofit s of URM buildings have been 

developed to increase their load capacity to meet the current load demand and 

prevent this dangerous out-of-plane failure of old URM structures. 

Retrofitting  is continually becoming an important issue across the urban 

infrastructure. Most retrofits are driven by a combination of improving energy 

efficiency as well as enhancing structural capacity to damaged or vulnerable 

structures. In the case of historical URM structure, retrofitting is aimed at making 

the building safer and less prone to major structural damage during an excessive 

loading to preserve their culture and heritage significances (Wang et al., 2018). 

This desire to retain historical buildings that have cultural and heritage value are 

the impetus for research on how to develop sustainable retrofit techniques for 

historical URM structures.  Retrofitting is quite different from the commonly used 

terms, repair and rehabilitation. Retrofit is about making the structure more 

resistant to damages. On the other hand, repairing of structure is a process of 

fixing damaged structure to good working condition while rehabilitation  is the 

process that entails restoring the integrity of structure to its original state.  

Retrofit of historical URM structure has been the subject of multiple earlier 

studies. As such, many retrofit technologies have evolved. For instance, grout and 

epoxy injection, reinforced plaster and shotcretes, steel column and plate as 
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external reinforcement, elastomeric spray, internal concrete skin, post-tensioning 

and confining URM using reinforced concrete tie columns and masonry piers have 

all been reviewed as alternatives retrofit techniques by (ElGawady et al., 2004) 

and (Oliveira et al., 2012). These techniques were investigated to make existing 

masonry stronger and more capable of resisting the effects of out-of-plane loads 

safely. Most of the techniques are traditional retrofitting approaches requiring a 

considerable amount of time for implementation. They are also at a disadvantage 

because they can disrupt the historical and aesthetical form of the existing 

structures and sometimes encroaches the functional spaces. 

Meanwhile, retrofit of historic structures should be such that it neither disrupts 

their custom nor alter their structural behaviour harshly. It should also be 

reversible (Chrysostomou et al., 2015). This claim by Chrysostomou et al. (2015) 

led to the emergent of innovative protection systems like base isolation and 

energy-dissipation devices, such as viscous dampers and shape memory alloys to 

enhance the seismic resilience of cultural heritage against the effects of 

earthquakes and excessive out-of-plane loading. These methods would mitigate 

the rocking response of block-like elements during earthquakes (Chrysostomou 

et al., 2015).  However, the number of technical details and resources required for 

these techniques make them complex methods to be adopted. Also, the heavy non-

structural objects like dampers, which are placed on top or inside the old URM 

buildings in these approaches, present a serious hazard for both human lives and 

cultural heritage in the event of structural failure (Chiozzi et al., 2015). 

The application of composite materials such as epoxy and fibre reinforced 

polymer (FRP) mostly based on carbon, glass, and aramid fibre offers promising 

retrofitting possibilities for masonry buildings (Corradi et al., 2015; Ismail and 

Ingham, 2016). They present several well-known advantages over existing 

conventional techniques. They do not alter the configuration of the building on 

which they were applied. Most studies have highlighted that FRP application 

compared to the conventional techniques, make less ingress into functional space 

to achieve a reasonable increase in structural capacity (Nanni and Tumialan, 

2003; Saadatmanesh, 2014; Corradi, et al., 2015). This is because FRP has quite 

higher strength and stiffness to thickness ratio. FRP composites have then arisen 

to be one of the most promising construction materials for retrofit of historic 
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structures (Alkhrdaji, 2013). Some of the drawbacks of FRP applications are the 

relatively high cost of the material, the technical requirement for the installation, 

and limited knowledge about the ageing properties of the material. 

Moreover, some experimental tests showed that FRP is less so compatible with 

masonry due to the differences between stiffness, strengths, and thermal 

coefficients (Gattesco and Boem, 2017). Also, masonry surfaces showed a weak 

bond to the FRP (Alkhrdaji, 2013; Gattesco and Boem, 2017). The weak bond is 

due to the type of substrate material and irregularity of the masonry surface, 

which may induce debonding, and thus reduce the proclaimed effectiveness of 

FRP in retrofitting URM structures (Gattesco and Boem, 2017). 

A different approach is the retrofit of adobe masonry building using canes (Varum 

et al., 2013) and rammed earth using timber posts (Silva et al., 2013) as external 

reinforcement. The applied timber post prevents the sudden failure of the earthen 

material, which is due to the low tensile strength of the earth material (Silva et al., 

2013). The timber has high tensile strength and displaces gradually in the out-of-

plane direction without brittle failure taking up the additional lateral load. This 

improvement recorded in the tensile strength of rammed earth retrofitted by 

fixing of timber posts behind the wall spurred the interest in aiming to propose 

retrofit of URM wall using timber panel. Therefore, the current study proposes to 

adopt an oriented strand board (OSB) timber panel to retrofit URM walls to 

improve out-of-plane performances. This study considered timber-based 

techniques because timber material is economical and can be easily sourced 

around the globe. 

Indeed, timber-panels are currently being used as wall insulation for energy 

retrofit of old URM buildings (Pelenur, 2013; Giongo et al., 2017), but their 

application for structural retrofitting of URM wall is still not been thoroughly 

ÓÔÕÄÉÅÄȢ 4Ï ÔÈÅ ÒÅÓÅÁÒÃÈÅÒȭÓ ËÎÏ×ÌÅÄÇÅȟ ÁÎ ÅØÐÅÒÉÍÅÎÔÁÌ ÓÔÕÄÙ ÂÙ ɉ3ÕÓÔÅÒÓÉÃ and 

Dujic, 2014) was the first study on the application of timber panels as 

strengthening system for existing buildings against seismic force. The in-plane 

behaviour of URM wall retrofitted with Cross Laminated Timber (CLT) panel was 

studied, the results showed that there is a considerable increase in strength and 

ductility of the retrofitted URM wall. This increase in ductility is because of an 

increase in the displacement capacity and resistance of the retrofitted wall. 
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Sustersic and Dujic (2014) reported a 100% increase in ductility when the CLT 

panel was connected to URM walls with a specially developed steel connection at 

top and bottom of the wall. However, the availability of these special connections 

in the open market is a concern limiting the acceptability of the techniques. 

Moreover, the difficulty in introducing heavy and stiff CLT panel in old URM 

buildings make this solution questionable. Here, in contrast, OSB panel connected 

to the URM walls by threaded dry rod connections and injectable chemical 

adhesive anchor readily available in the European market were investigated. 

In this study, a four-point bending test on 615 x 215 x 102.5mm small-scale 

masonry prism and 1115 x 1115 x 215mm larger-scale masonry wall are 

presented to evaluate the flexural performance (out-of-plane load capacity and 

deflection), toughness (energy absorption capacity) of URM walls retrofitted with 

OSB timber panel. The experimental works involved subjecting both plain and 

timber retrofitted URM walls to out-of-plane loading using quasi-static 

(monotonic) loading scheme. The reasons for selecting the quasi-static loading 

scheme is that the test will be able to replicate the behaviour of URM wall when 

subjected to cycles of loadings through a hydraulic actuator. This quasi-static 

testing method is, of course, a simple test method to approximate the loading that 

a URM wall is subjected to during a seismic event but not to capture the entire 

dynamic nature of the earthquake (Beyer et al., 2014). Quasi-static loading has 

been widely accepted and implemented in previous studies in the absence of 

shaking table facilities (Lourenco, 1998; UMINHO, 2006; Beyer et al., 2014). 

Meanwhile, this research is not exclusively applicable to earthquakes but to 

generate knowledge and understanding of whether timber panels can improve 

the out-of-plane capacity of URM walls against excessive out-of-plane loading in 

general. 

This research entails experimental and numerical investigation on the use of 

oriented stranded board (OSB/type 3) timber -panel in retrofit ting unreinforced 

masonry wall. The significance of this study is to promote the use of oriented 

strand board (OSB) timber panels, which is cheaper, easily available and can be 

considered as a sustainable material in retrofitting URM walls. The introduction 

of this retrofit approach using OSB timber panel will add to the existing masonry 

retrofit techniques and also provide practitioners with the opportunity to choose 
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an appropriate retrofit technique for URM walls from the available pool.  The 

research output will ultimately serve as aids in decision making when planning 

and during any retrofit of historic masonry structures.    

1.1 Research Question and Hypotheses 

To what extent the application of oriented stranded board (OSB/type 3) timber  

panel in retrofitting URM walls can improve the out-of-plane capacity of URM 

walls? 

The research question is based on the following hypotheses: 

× Hypothesis 1:  URM walls that have been previously retrofitted will perfo rm 

better than unretrofitted  URM walls when subjected to similar loading 

scenario. 

× Hypothesis 2:  Retrofit of old URM walls will avert substantial damages and 

loss of lives when subjected to excessive loading or in the case of disastrous 

events.  

× Hypothesis 3:  URM walls failing in out-of-plane direction will be more likely 

devastating than the in-plane failure. 

× Hypothesis 4:  Adding a material such has OSB type 3, with improved tensile 

capacity will likely improve the out-of-plane capacity of URM walls. 

1.2 Aim   

× This research aims to develop and evaluate the performance of a new timber -

based retrofit technique for URM walls. This research aim was achieved 

through the enabling objectives identified in section 1.3.   

1.3 Objectives and Scope of the Study 

× Objective 1:  To review and analyse available experimental results to 

understand the structural behaviour and failure mechanism of masonry walls, 

and to understand the contribution of different retrofit technique in 

countering the out-of-plane failure of masonry walls (Section 2). 
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× Objective 2:  To plan the experimental and numerical investigation 

exhaustively to study the efficiency of the proposed timber-based retrofit 

technique (Section 3). 

× Objective 3:  Experimental investigations (Section 4) 

Á Objective 3.1: To experimentally characterise the mechanical properties 

of masonry brick units and mortar used in building the masonry 

specimens tested in this study (Section 4.1). 

Á Objective 3.2: To perform flexural bond strength test on 615 x 215 x 

102.5mm small-scale plain and retrofitted masonry prism to understand 

the behaviour of masonry prism specimens and the connection between 

masonry and timber panel (Section 4.2). 

Á Objective 3.3 : To perform out-of-plane flexural strength test on 1115 x 

1115x 215mm larger-scale masonry walls (i.e. plain URM wall and URM 

walls retrofitted with timber -based panel) (Section 4.3). 

× Objective 4: To develop finite element models (FEM) to perform numerical 

analysis on out-of-plane behaviour of URM walls (i.e. both plain URM wall and 

URM walls retrofitted with wood-based panel) (Section 5.1 ɀ 5.4). 

× Objective 5: To validate the finite element models against the experimental 

data and carry out a parametric study (Section 5.5). 

 

The scope of this research is limited to a single leaf, double wythes solid wall panel 

without returning walls at the corners. This research is limited to investigating 

only the out-of-plane behaviour of masonry wall. Only quasi-static load will be 

considered in this study. In-plane behaviour and wall subject to a real earthquake 

(dynamic loads) are not treated. 

1.4 Thesis Outlines   

In addition to this introductory chapter, the thesis contains five other chapters as 

follow:  

× Chapter 2:  provides a concise review of literature about masonry structures, 

structural behaviour of URM walls, and failure modes of URM walls. After that, 

a review of existing retrofit techniques for countering the failure of URM wall 

is presented. Also, in this chapter is a review of the experimental tests to study 
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out-of-plane failure of URM wall. At the end of the review, then a brief 

introduction of the proposed timber-based retrofit technique, the objectives, 

scope, and the limitation of th is research are presented.  

× Chapter 3:  presents the overall study program for investigating the proposed 

techniques. The full experimental and numerical program is presented here. 

× Chapter 4:  contains the details of the experimental campaign including 

material characterisation, small-scale test on 665 x 215 x 102.5mm masonry 

prisms, and larger-scale test on 1115 x 1115 x 215mm masonry walls. 

× Chapter 5:  discusses the details of the numerical analysis and validation, 

including material characterisation, small-scale and larger-scale numerical 

model. Parametric study on larger-scale model is also presented here. 

× Chapter 6: presents the important conclusion from this research and 

recommendation for future works. 
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CHAPTER TWO - MASONRY BEHAVIOUR AND STRUCTURAL 

RETROFIT TECHNIQUES  

2.0 Masonry  

Masonry can be described as the configuration of masonry units bonded together 

with mortar. There are various materials of masonry construction such as 

building stones (e.g. granite, marble and limestone), clay tiles, glass block, 

concrete block and brick. The most used of these are bricks and concrete blocks. 

Masonry materials are relatively available at low cost and can be easily built. 

These make masonry to be popular as one of the earliest building categories. 

Masonries have proven history of durability and resistance to weathering. They 

behave fairly well under normal gravity loading. However, in the event of an 

extreme loading like earthquakes and excessive out-of-plane loads, they attain 

partial to total collapse, which results in large-scale loss of lives (Drysdale et al., 

1993). 

According to the British Standard Institution (BSI, 1996), masonry can be 

classified as unreinforced, reinforced, confined, and prestressed depending on the 

level of engineering details involved in the construction. Reinforced masonry is 

masonry construction in which bars or mesh are embedded in mortar or concrete 

so that all the materials act together in resisting action effects. Prestressed 

masonry is the one in which internal compressive stresses have been intentionally 

induced by tensioned reinforcement (BSI, 1996). Confined masonry is provided 

with reinforced concrete or reinforced masonry confining elements in the vertical 

and horizontal direction. Meanwhile, unreinforced masonry is a category of 

masonry construction with no or insufficient reinforcement to be considered as 

reinforced masonry (BSI, 1996). 

However, the most common type in traditional and historical structures are 

unreinforced masonry which is particularly susceptible to damages from out-of-

plane loads (Ingham and Griffith, 2011).  Hence, this study focuses on 

unreinforced masonry walls. 
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2.1 Unreinforced Masonry (URM) Wall  

URM walls are typically arranged masonry units bonded together by mortar 

without sufficient reinforcement or mostly no reinforcement at all. The 

arrangements are such that the units are in a regular pattern called bonds such as 

Stretcher, Flemish, and English bond etc. (Fig. 2.1). Typically, URM walls in 

masonry building are primarily structural walls. Their  primary functions are to 

support their self-weight, dead loads from floors and roof, and live loads due to 

the usage. They can be single-leaf, double-leaves, cavity and grouted cavity walls 

(BSI, 1996). 

Single-leaf wall : This is a solid wall without cavity or continuous vertical joint in 

its plane (Fig 2.2a). This also includes double wythe single leaf wall (Fig. 2.2b). 

Double -leaves wall : This comprises of two parallel wall leaves with the 

longitudinal joint between the leaves filled solidly with mortar (collar joint). The 

leaves are securely tied together with  wall ties (Fig 2.2c) to have a common action 

under loads. 

Cavity wall:  It is also a double leaves wall system where two parallel single-leaf 

are effectively tied together with wall ties. But the space between them is left as a 

continuous cavity or partially filled with non-load bearing thermal insulating 

material (Fig 2.2d). 

Grouted cavity wall:  wall consisting of two parallel leaves with the cavity filled 

with concrete or grout and securely tied together with wall ties or bed joint 

reinforcement. 

Other types of URM walls as related to masonry construction methods and usage 

are shell bedded, veneer, shear, stiffening and face wall (BSI, 1996). 

 
Stretcher bond 

 
English bond 

 
Flemish bond 

Figure 2.1. Type of URM wall bond 
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2.2 Structural Behaviour of URM Wall   

Masonry structure is one of the simplest types of structure regarding its 

construction and skill requirements. Nevertheless, masonry is a complex 

construction material to understand in term of its structural response and 

mechanical properties. The complexity is because correct behaviour assessment 

of masonry structure is difficult (Costa et al., 2011). Its behaviour is often 

influenced by the quality of materials used, workmanship, and the bond pattern 

(Wang et al., 2016). It is quasi-brittle in nature, hefty in self-weight, contains loose 

components, has low tolerance to oscillation and thus undergoes sudden brittle 

failure without much warning to the occupants (Priestley, 1985; Lourenço et al., 

2017). Therefore, in case of sudden failure induced by hazards, occupants of URM 

structures do not have enough time to run for safety. Hence, detail consideration 

for retrofit of old URM walls is highly encouraged to ensure that they can perform 

their highly sought energy absorption and force relieving roles against failures. 

2.3 Failure Modes of URM Wall  

The failure of URM walls can lead to partial or global collapse of the walls in out-

of-plane due to bending or in-plane due to shear (Pabaraharan, 2008; Nazir, 

2015). URM walls have considerable compressive strength under vertical loading, 

but they are relatively weak in tensile strength to resist lateral (out-of-plane) 

loads (Ismail and Khattak, 2019). They are weak against overpressure from blast 

effect induced by explosion or earthquake, snow-avalanche for habitation in a 

 

Figure 2.2. URM wall: (a) Single-leaf (b) Double wythe singleɀleaf (c) Double-leaf (d) Cavity wall 
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mountain area, extreme wind, and mostly lateral (out-of-plane) loading. Previous 

occurrences reported by Jorgustin (2011), Costa et al. (2011) and Pan et al. (2016) 

shown that URM walls have exhibited their extreme vulnerability in the event of 

excessive out-of-plane loading. The failure mode of URM walls is often brittle due 

to their limited ductility (Ismail and Khattak, 2019). URM wall failures can happen 

in quite many of the in-plane and out-of-plane modes. For instance, cracks can 

develop along bed joint in flexure due to out-of-plane forces acting normal to the 

axial plane or diagonal cracks can occur due to in-plane forces acting parallel to 

the axial plane of the wall (Bui et al., 2010; Costa et al., 2011; Lin, et al., 2016).  

Generally, the failure of URM wall is attributed to structural irregularity, poor 

connections between orthogonal walls and between walls, inadequate rigid floor 

diaphragms to attain box behaviour, and inadequate structural integrity ( Magenes 

and Calvi, 1997; Ingrid, 2016). Depending on the response of URM structures, the 

failure mechanism of masonry building can be local (mode I) or global (mode II) 

(Fig. 2.3). The mode I failure mechanisms is generally associated with an out-of-

plane failure of a structural element (local damage) which are caused due to lack 

of adequate anchorage of walls and diaphragm (Florio, 2010). Meanwhile, the 

forces acting in-plane with the wall usually causes the mode II failure and is 

typically marked by inclined cracks associated with shear forces that often result 

ÉÎ ÁÎ ȬȬ8ȭȭ ÐÁÔÔÅÒÎȢ 7ÈÅÎ Á ÆÕÌÌ ȬȬ8ȭȭ ÃÒÁÃË ÏÃÃÕÒÓ ÉÎ ÔÈÅ ÓÔÒÕÃÔÕÒÅȟ ÔÈÅ ÔÒÉÁÎÇÕÌÁÒ 

ÓÅÃÔÉÏÎÓ ÏÆ ÔÈÅ ȬȬ8ȭȭ ÃÁÎ ÂÅÃÏÍÅ ÕÎÓÔÁÂÌÅȟ ÌÅÁÄÉÎÇ ÔÏ ÃÏÌÌÁÐÓÅ ɉ$ÅÃÁÎÉÎÉ ÅÔ ÁÌȢȟ ςππτɊȢ 

 

Figure 2.3. Failure mechanism modes; (a) Mode I: local collapse mechanism (D'Ayala and 

Speranza, 2003), (b) Mode II: global collapse mechanism (Magenes and Calvi, 1997). 
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2.3.1 In -Plane Failure Modes of URM Wall  

Shing et al. (1991), Davidson and Brammer (1996) and Nazir (2015) concurred 

that URM walls exhibit three simple forms of in-plane failure, as shown in figure 

2.4. The wall geometry influences these failure mechanisms i.e. the ratio of wall 

height to its length (H/L) and layout of joints (Brunner and Shing, 1996; Minaie, 

2009). As deduced from Nazir (2015), a shorter wall (H/L<<<1.0) tends to fail as 

ÂÅÄ ÊÏÉÎÔ ÓÌÉÄÉÎÇ ÓÈÅÁÒ ɉ&ÉÇ ςȢτÁɊȢ 7ÈÉÌÅ Á ÓÈÏÒÔ ×ÁÌÌ ɉ(Ⱦ,ЅρȢπɊ ÔÅÎÄÓ ÔÏ ÆÁÉÌÓ ÄÕÅ 

to diagonal cracking induced by the principal tension perpendicular to diagonal 

strut (Fig. 2.4b). For walls with (H/L>1), flexural failure is the most common 

failure exhibited (Fig 2.4c). 

 
Figure 2.4. In-plane failure modes of URM     (Nazir, 2015) 

 

2.3.2 Out-of-Plane Failure Modes of URM Wall  

Either one-way or two-way bending characterises the out-of-plane failure of URM 

walls. The bending is such that the wall will bend either in or out of its original 

plane. These can result in a partial or total collapse of the wall (Fig. 2.5). It  is the 

most devastating failure mode in URM walls (Lin et al., 2016). Lourenço et al. 

(2017) also stated that walls collapsing in the out-of-plane represent a major 

hazard in the failure of URM building. The major cause of out-of-plane failure is 

due to the lack of tensile resisting elements in URM wall when loaded in the out-

of-plane direction. Other causes are connection failures between perpendicular 

walls or between walls and diaphragms, presence of large spaces inside URM 
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buildings, insufficient connections to transverse structural elements. Costa et al. 

(2014) and Lin et al. (2016) enumerated that wall thickness, slenderness ratio, 

wall to diaphragm connections are the key parameters in assessing the out-of-

plane capacity of URM walls. Furthermore, the strength of masonry wall of a given 

type will be influenced by the eccentricity of vertical loading and the slenderness 

ratio when buckling failure of the masonry wall is involved as highlighted in the 

study of Hendry (1998) and Sandoval and Roca (2012). The impact of the 

slenderness ratio of the masonry wall on the load-carrying capacity of the walls is 

such that an increased slenderness ratio reduces the load capacity of the wall 

(Hendry, 1998). The study of Sandoval and Roca (2012) expatiated that walls with 

lower stiffness will respond more drastically to the increase in the slenderness 

ratio of the wall. For the eccentricity of the vertical load, the main failure of the 

masonry will be by crushing when masonry wall is subjected to compression load 

with null eccentricity. However, if the vertical load is applied with a higher 

eccentricity, the failure will be due to instability resulting in buckling (Hendry, 

1998; Sandoval and Roca, 2012).  

 

Figure 2.5. Out-of-plane failure modes of URM (De Santis et al., 2015) 

 

Similarly, BSI (1996) maintained that flexural loading as a result of face-loads on 

walls in the out-of-plane direction is the worst case. This flexural loading can 

cause the bending of the wall to have a plane of failure either parallel or 

perpendicular to the bed joints (Fig. 2.6). The flexural failures of masonry wall 

occur due to either stress exceeding the tensile strength of the unit or that of unit -
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mortar bond strength. Considering failure where the induced stress exceeds the 

unit -mortar bond strength (i.e strong unit - weak joint combination), the failure 

with the plane of failure parallel to the bed joint is the most devastating. This is 

because in masonry with weak mortar, the ability to withstand tensile stressing 

(tensile bond strength) in the bed joint zone is generally very slight (low adhesive 

strength between the mortar and the unit, edge debonding of the mortar due to 

shrinkage, incomplete mortaring of the bed joint).  Meanwhile, for the failure to 

occur perpendicular to the bed joint, the failure will pass through the bed joint  

and meat up with the unit, which is stronger before moving to the head joint (Fig. 

2.6b(ii)) , this requires higher stress than the failure parallel to bed joints.  

According to BSI (1996), the characteristic flexural strength of masonry either 

with the plane of failure parallel or perpendicular to the bed joint may be 

determined by tests following EN 1052-2 provisions as later done in this thesis. 

Also, it may be established from an evaluation of test data based on the flexural 

strengths of masonry obtained from appropriate combinations of units and 

mortar  using coefficients in tables under section 3.6.3 of BSI (1996). 

Interestingly, using the tables mentioned above, the characteristic flexural 

strength of masonry with  the plane of failure parallel to the bed joint ( fxk1) is 

smaller than its contemporary with failure perpendicular to the joint (fxk2). For 

instance, using a combination of clay masonry unit and general-purpose mortar 

of strength greater than 5N/mm2, fxk1 is 0.1N/mm2 while fxk2 is 0.4 N/mm2. Clearly, 

this supported the observation that the failure plane parallel to the bed joint is the 

weakest and the most devasting failure mode in masonry walls with strong unit - 

weak joint combination. 

 

Figure 2.6. URM failure plane: (a) parallel to bed joints, (b) perpendicular to bed joints (BSI, 1996) 

i 

ii  
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Furthermore, D'Ayala and Speranza (2003) identified that the development of 

out-of-plane failure mechanism in URM building depends on the quality and 

strength of the connections with the other elements of the structure, party walls, 

internal load-bearing partitions, floors, and roof structures. D'ayala and Speranza 

(2002) had earlier developed a procedure called FaMIVE (Failure Mechanism 

Identification and Vulnerability Evaluation). FaMIVE identified the different type 

of out-of-plane damages found in buildings with pre-existing seismic damages. As 

such, the various type of out-of-plane failure mechanism and the possible collapse 

causes were reviewed as shown in table 2.1. 
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Table 2.1: Out-of-plane failure mechanism by FaMIVE (D'ayala & Speranza, 2002) 

A- Vertical overturning: insufficient 

connection at the edges of the wall to 

generate restraint by the party wall 

 
 

B1- Overturning with one side party wall: 

sufficient connection of facade wall to one 

party wall to involve it in the overturning  

 

B2- Overturning with two sides party 

walls: sufficient connection to involve, 

beyond the facade wall, both party walls 

into the overturning  

 

 

C- Corner overturning  around a horizontal 

hinge and orthogonal to the corner 

bisector plane. Occurs when the corner of 

the building is free, without any adjacent 

structures 

 
D- Partial overturning, for which only a 

portion of the facade is subjected to 

overturning and the party walls are not 

involved directly in the mechanism    

 

E- Vertical strip overturning: considered 

when due to the window layout, there 

might be a solution of integrity within the 

facade plane leading to partial failures 

 

F- Vertical arch: occurs when due to the 

presence of ties, the vertical strips of the 

facade tend to deflect out-of-plane, being 

restrained at bottom and top 

 

G- Horizontal arch occurs when the facade 

span is rather wide, and internal bearing 

walls exert none or minimal restraining 

action 

 



18 
 

2.4 Structural Retrofit of URM Wall  

This research work is on the structural retrofit of URM walls to counter the out-

of-plane failure mechanisms in URM walls. Therefore, this section presents a 

concise review of the existing retrofit techniques of URM walls classified as shown 

in figure 2.7 below.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 2. 7. Classification of retrofit techniques 
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Structural retrofitting is a process of modifying or increasing the structural 

capacity and ductility of existing buildings. In the case of URM structures, retrofits 

are used to offer some structural upgrade or structural damage control for 

existing URM structures. Over the years, several retrofit techniques have evolved 

to improve the capacities of masonry structures in resisting excessive out-of-

plane loading, including earthquakes. The techniques were broadly divided into 

two categories; (i) member level: retrofit consideration for particular members of 

the building such as walls, floor or roof and (ii) structure level: retrofit 

consideration to improve the integrity and overall response of the whole building 

(Izmir and Erberik, 2015; Binda and Cardani, 2015).  Under each level of 

intervention is subgroup classified as conventional or innovative technique as 

shown in figure 2.7. The subsequent sections 2.4.1 and 2.4.2 reviewed the retrofit 

techniques under both member level and structure level retrofit respectively. 

2.4.1 Member Level Retrofit  

Member level intervention mainly entails giving special consideration to 

retrofitting individual members such as floor and wall of an existing URM building. 

The process involves crack repairing, repointing, rebuilding of weakened 

material, and external supplemental support to a structural member. The main 

benefit of member level retrofit in URM building is to bring the members to a 

condition that the members will be sufficient for the intended structural service 

(Izmir and Erberik, 2015). As such, the retrofit technique being developed in this 

research is a member level retrofit scheme that considers the application of 

timber panel in retrofitting URM wall. Here, the existing member level retrofit 

methods are being reviewed as follows in sections 2.4.1.1 and 2.4.1.2. 

2.4.1.1 Conventional Techniques  

2.4.1.1.1 Joint Treatment  

This method is one of the earliest member level intervention techniques in 

retrofitting URM structures. Joint treatment (Fig 2.8) is most appropriate in 

structures where the quality of the masonry units is still very good, but the mortar 

joint is weak. Wang et al. (2018) indicated that joint treatment is ideal in URM 

walls that have experienced some voids and cracks due to ageing or chemical and 
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physical deterioration. The main advantages of joint treatment are its ease of 

application with minimal cost and suitability for the preservation of historic 

structures where the aesthetic or historical value of the structure is of high 

priority. Joint treatment techniques involve approaches such as repointing, grout 

and epoxy injection, and the technologically advanced micro / fibre reinforced 

mortar system. 

Repointing:  This is the most used traditional technique in treating 

masonry joint. It is a process of replacing or refilling the mortar joints by a new 

bonding material to restore the original integrity of the URM wall (ElGawady et 

al., 2004). Repointing is often ideal in retrofitting multi -leaves masonry walls to 

repair the poor connection between different layers of the wall. It is also a good 

ÍÅÔÈÏÄ ÉÎ ÆÉÌÌÉÎÇ ÔÈÅ ÖÏÉÄÓ ÉÎ ÔÈÅ ÄÒÙ ÒÕÂÂÌÅ ÓÔÏÎÅȭÓ ÉÎÎÅÒ ÃÏÒÅ (Wang et al., 2018).  

Grout and epoxy injection:  This is a widely used technique to repair 

cracked/damaged masonry structures through the injection of new mortar. It is 

very effective in restoring the initial stiffness and strength of masonry (Wang et 

al., 2018). Gigla and Wenzel (1997) stated that the compatibility of the newly 

introduced epoxy/grout injection to the existing materials is crucial because the 

injection of an incompatible grout mix causes considerable damage. Also, 

ElGawady et al. (2004) pointed out that the effectiveness of this technique 

depends on the types of injection material and the techniques of injection used. In 

line with the claims submitted by Gigla and Wenzel (1997) and  ElGawady et al. 

(2004) is an observation from Manzouri et al. (1996) works where the use of a 

high strength epoxy materials together with weaker units in existing masonry 

alter the stress distributions within the structures under loading. Clearly, this 

combination is deemed structurally incompatible as the basic characteristics of 

masonry structures are strong units and weaker joints. To avoid this issue of 

incompatibility, the most widely used retrofit injections for URM structures are 

cement-based grouts (Hamid et al., 1999; Chuang and Zhuge, 2005). 

Micro/Fibre reinforced mort ar system:  This is a high-performance 

strengthening and force protection system designed for extreme load resistance 

and energy absorption. It combines an infusible ultra-high-performance grout 

with a densely layered micro steel or fibre reinforcement system (Alkhrdaji, 

2013). Erdogmus (2015) studied the potential use of fibre reinforced mortar 
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(FRM) in the rehabilitation of existing masonry structures as joint reinforcement. 

The study established that masonry joint reinforced with fibre or micro reinforced 

ÍÏÒÔÁÒ ÏÆÆÅÒÓ Á ÃÏÎÓÉÄÅÒÁÂÌÅ ÉÎÃÒÅÁÓÅ ÉÎ ÍÁÓÏÎÒÙȭÓ ÆÌÅØÕÒÁÌ ÓÔÒÅÎÇÔÈȟ ÔÏÕÇÈÎÅÓÓȟ 

energy absorption, and ductility during excessive loading. 

However, Pierre et al. (1999) had earlier contended that microfibres 

reduce the compressive strength of the mortar due to increases in the air content 

of the mixture compared to the normal plain mortar. Also, Banfill and Forster 

(2000) highlighted that the new materials applied to historic masonry buildings 

could cause deterioration due to the difference in existing mortars and new 

mortars. These are parts of reasons why American Concrete Institute (ACI) does 

not yet recognise the pronounced enhancements that even the most popular and 

well-researched fibre reinforcement can provide for the structural behaviour of 

masonry (ACI, 2014). In the meantime, to ensure a successful retrofit of URM 

structures that will not damage the existing structure using FRM, Erdogmus 

(2015) recommended that the new reinforced mortar must be prepared to be 

compatible with the existing mortar and masonry units. When carried out 

properly, FRM otherwise branded as steel-reinforced grout (SRG) by De Santis et 

al. (2015) provides substantial improvements in the out-of-plane capacity of 

masonry walls and may be an effective option to traditional retrofit methods. The 

prerequisite to using FRM or SRG in the retrofit of historic masonry wall joint is 

ÔÈÅ ÁÓÓÅÓÓÍÅÎÔ ÏÆ ÔÈÅ ÅØÉÓÔÉÎÇ ÍÏÒÔÁÒȭÓ ÔÙÐÅȟ ÓÔÒÅÎÇÔÈȟ ÁÎÄ ÅÎÇÉÎÅÅÒÉÎÇ ÐÒÏÐÅÒÔÉÅÓ 

(Erdogmus, 2015). 

 

Figure 2. 8. Joint treatment of URM walls 

Existing 
mortar joint  

Newly introduced 
mortar joint  
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2.4.1.1.2 Surface Treatment  

This method involves enlarging existing URM walls with the addition of new 

reinforced mortar layer or any other suitable coating materials to one or both 

faces of the wall. The additional thickness achieved by the retrofitted wall leads to 

improved strength and stiffness of the walls (Wang et al., 2018). The surface 

treatment is common and easy to apply, but it is time-consuming and alters the 

historical appearance and aesthetic of the existing structures. Thus, it is not 

suitable for historical heritage (ElGawady et al., 2004; Wang et al., 2018). Surface 

treatment techniques (Fig. 2.9) are classified based on the materials used. As such, 

coating, elastomeric spray, shotcrete overlay, reinforced plaster, ferro cement and 

engineering cementitious composite are the known techniques used in 

retrofitting URM walls surface. 

Coatings for URM walls : This is an application of coatings of thin cement-

plaster on the surface of existing URM wall to improve its structural performance. 

Coating URM walls involves the use of anchors embedded into drilled holes on the 

existing walls (Abrams, 1998) to resist the interface shear stresses between the 

coating and the wall surface. The size and spacing of the anchors to be provided 

depends on the thickness of the proposed coating. Abrams (1998) suggested that 

a 6mm diameter bolt spaced at 450mm horizontally and vertically across the wall 

is appropriate for 25mm thick coating.  

Elastomeric spray: This is a relatively emerging concept of retrofitting 

URM wall over the last two decades. It involves the application of urea or polyuria-

based coating directly to the rear face of an existing URM wall up to about 15mm 

thick. Upon drying, the applied coating results in a tensile membrane which thus 

augments the flexural capacity of the old URM wall. It also reduces the risk of wall 

spalling. Ward (2004) confirmed that the use of an elastomeric spray on the wall 

was successful in reducing wall spalling when the retrofitted system was exposed 

to blast pressures up to 35psi and impulses of 215psi-ms. However, elastomeric 

spray cannot be used on load-bearing walls without the support of another load-

bearing system. This view is also supported by ElGawady et al. (2004). 

Shotcrete overlays and reinforced plaster: This is a low-cost technique 

for retrofit of URM walls. It is carried out by creating composite behaviour 
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between the old URM wall and new mortar via horizontal shear transfer through 

the installation of connector links (steel dowels or nails). An arrangement of 

connector links drilled through the wall thickness and steel wire mesh will be 

covered by rich mix of cement-sand mortar to thicken the existing wall for more 

robustness and redundancy (Ward, 2004). Robustness is the ability of buildings 

to deal with hazards in a way that is proportionate to the original causes while 

redundancy is the ability to transfer loads into alternate areas. Nepal Building 

Research Institute (NBRI) has found enlargement and overlay on old masonry 

walls effective because many masonry buildings retrofitted with this approach 

have performed well during recent earthquakes in Nepal (NBRI, 2016). NBRI 

ascertained that for good results to be achieved, the placement technique should 

ensure intimate contact between the existing masonry wall and the new cement 

mortar applied (NBRI, 2016). 

Ferro cement: This is a surface treatment method where composite 

material such as mortar reinforced with light steel fabric/mesh is applied on the 

wall surface. It is very effective in avoiding expulsion in the out-of-plane direction 

of masonry panels and also reducing the global in-plane damages (Wang et al., 

2018). Concisely, its application is very effective in improving wall height to 

thickness ratio which thus leads to a more rigid wall. The application of Ferro 

cement consists of closely spaced multiple layers of hardware mesh of fine rods 

with reinforcement ratio of 3-8% completely embedded in 10 - 50mm thickness 

of high strength (15-30MPa) cement mortar layer (ElGawady et al., 2004). Ferro 

cement application is majorly through manual labour, and it is thus cheap to adopt 

in the developing countries where the labour cost is relatively inexpensive. 

Engineering cementitious composites (ECC):  ECC is mainly used in 

retrofit of masonry for achieving improved ductility level to avoid brittle failure 

of masonry walls. ECC material composition is very similar to fibre-reinforced 

mortar composition (cement, sand, water, fibre, and a few chemical additives) but 

ECC does not have a large volume of fibre. Mainly, its application is to provide 

tension and flexural resistance that is lacking in the masonry wall. Martins et al., 

(2015) investigated the application of ECC for preventing brittle failure and 

concluded that the ductility of ECC retrofitted URM wall has been enhanced.  
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Figure 2.9: Surface treatment of URM wall: (a) Drawing (b) Application (Ward, 2004) 
 

2.4.1.1.3 External Reinforcement  

Supplemental strong back: This is an installation of external supplemental 

support to masonry structures to provide additional gravity support or seismic 

resistance. The supplemental support may be in the form of corbels installed 

under the location where the structural capacity upgrade is required. Jansen and 

Tilly  (1999) submitted that seismic strengthening of masonry wall is sometimes 

carried out by bolting vertical steel channel girders to the wall externally. Steel 

reinforcements such as wind posts to safeguard URM wall against damages from 

the abnormal horizontal forces can also be used (Dawson, 2015). Recent 

investigation on the application of supplemental steel on URM are rare due to the 

noted challenges of cost and increased dead load on the existing structures (Lantz 

et al., 2016). The method requires regular maintenance via coating. Thus, it is an 

unappealing method in historical buildings because of its appearance (Fig. 2.10). 

Figure 2.10: Externally strengthen wall with supplemental steel (Jansen & Tilly, 1999) 

a)  
b)  

Connector links 
on wall 

Reinforcement 
mesh 

Overlay 
plastered 
surface 
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Steel column and plate:  This is another robust form of retrofit technique 

different from the supplemental steel system. The approach involves securing 

some steel columns behind the wall and connecting them into the building frame 

at the floor and ceiling level at a regular interval (Fig. 2.11). The steel plates are 

used to tie steel columns flanges together, thereby generating an in situ tensile 

membranes capable of resisting considerable seismic loads (Lantz et al., 2016). 

This method is appropriate where load-bearing walls must give support to the 

floor above. In term of the applicability, the method requires minimal preparation 

of the internal surface. Still, the engineering and the installation process is 

demanding, particularly as each connecting weld must be sound, and the 

construction details can be problematic (Ward, 2004). 

a)   b)   

Figure 2.11: Steel column and plate behind the wall: (a)Elevation (Ward, 2004) (b) Plan view 

 

2.4.1.1.4 Internal reinforcement:  

Internal reinforced concrete (RC) skin:  The emergent of seismic design 

codes to design RC structures that can resist greater seismic loads has made it 

possible to retrofit old masonry by incorporating an internal RC skin into the 

building. The overall aim is to improve the robustness of the existing URM 

building. The structural RC will be used to strengthen the building frame to resist 

the huge loads and prevent building collapse. This method is useful where the 

anticipated loads are so large, and the existing URM is so weak that it is practically 

impossible to achieve the required upgrade using any of the convectional retrofit 

techniques. Seible et al. (1997) highlighted that a well-constructed RC structural 

member with adequate shear reinforcement, development length, lap-splicing 

and steel continuity through the joints can proffer a considerable increase in 

seismic capacity of old masonry when integrated. However, ElGawady et al. 
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(2004) stated that before the implementation of this retrofit solution, a full 

structural analysis is required to determine whether it is necessary to underpin 

the foundations to resist the additional dead loads. These extra tasks make the 

approach very demanding and expensive. Berset et al. (2011) supported this by 

submitting that the construction and sequence of the concreting works required 

for internal RC skin sometimes might be difficult and complex. Where the method 

is deemed practicable and best, it important to do the RC skin symmetrically (fig. 

2.12a) to avoid failure due to non-symmetrical bracing (fig. 2.12b). 

a)   b)  

Figure 2.12: Internal RC concrete skin (a) symmetrical (b) non-symmetrical  
 

Durisol block:  A proprietary invention branded as durisol block provides 

a variation of the internal concrete skin. Durisol is a hollow concrete block made 

of mineralised wood shavings as aggregates, instead of sand and stone (Durisol, 

2014). Durisol block has been used as a convenient solution to retrofit URM 

structures to offer some improvement in structural capacity of old URM. However, 

Berset et al. (2011) explained that the durisol walling system has limited ability 

to absorb shear forces from a seismic impact and also have relatively low weight 

preventing it from generating a sufficiently high force to divert the shear forces 

into compressive force. Therefore, structural reinforcement may be required to 

strengthen the durisol walling system to resist the huge dynamic loads. 

2.4.1.2 Innovative Techniques  

Fibre -reinforced polymer (FRP) composite:  FRP is an innovative 

retrofit solution with externally bonded composites. The methods which have 

been developing over the last few decades offer significant strength improvement 

with minimum thickness, no variation to the original structural geometry and no 

mass increase (Willis et al., 2010). These advantages are the major drawbacks of 

the conventional methods of retrofitting which were overcome using FRP. As 

such, the use of FRP for strengthening and retrofit is gaining more popularity 
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among design professionals. FRP composite materials comprise of high strength 

continuous fibres, such as glass, carbon, aramids or steel wires, embedded in a 

polymer matrix (Alkhrdaji, 2013). Several studies on using FRP for increasing 

structural capacity of masonry walls (Fig 2.13) have established that FRP provides 

high-strength, lightweight, and economical structural retrofits solution for URM 

structures (Nanni and Tumialan, 2003; Saadatmanesh, 2014; Corradi et al., 2015). 

While others are looking at FRP increasing popularity, De Santis et al. (2015) have 

submitted that inadequate fire-resistance, unidirectional behaviour, and higher 

cost (material cost of epoxy and FRP sheets, and high cost of skilled labour 

applying the FRP materials) are some of the drawbacks of using FRP for 

strengthening and retrofitting of masonry structures. 

Regardless of the various benefits of using FRP in retrofit and new construction 

submitted by many researchers, the fact that regulatory authorities (such as 

American Concrete Institute (ACI), Soprintendenze in Italy, English Heritage in 

England, Conservation Régionale des Monuments Historiques (CRMH) in France, 

etc.) do not yet recognise the use of FRP composites as a complete retrofit solution 

for historical structures means the technique is not entirely problem-free (ACI, 

2014; Borri et al., 2014; Corradi et al., 2015). An observer reported that FRP wraps 

used in retrofit of a masonry structure failed during an earthquake in Italy, the 

failures were attributed to the sharp edges of the masonry wall which torn the 

FRP apart during the earthquake. Corradi et al. (2015) expounded that some of 

the drawbacks in the use of FRP composite in retrofitting of monuments are 

attributed to the use of organic resins (epoxies) to bind or impregnate the fibres. 

The problems of using organic resins are poor behaviour of epoxy resins at 

temperatures above the glass transition temperature, high cost of epoxies and 

potential hazards to worker. Epoxy resins also prevent waterɀvapour 

permeability and possess very low fire resistance. Therefore, in many places such 

as Italy, England and France, heritage conservation authorities do not permit 

extensive use of epoxy adhesives on historical listed buildings or monuments 

(Corradi et al., 2015). 
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Figure 2.13: FRP strengthening approach on masonry wall (Wang, et al., 2018) 

 

Internal and external post -tensioning:  Post-tensioning is used 

externally in enlarged section and internally in drilled/cored holes (Daly and 

Witamawan, 1997). The basic constituents of the system are the steel tendons, 

cementitious grout, and a sock to hold the grout. In this method, ducts are created 

in the existing masonry wall, steel tendons or strands will then be fed and 

tensioned through the ducts. The tensioned strands to the required stress will 

then anchored to the wall and sealed with grouting (fig 2.14). The steel tendons 

are primarily required to provide long term durability and increase the ductility 

of the old wall against seismic resistance (Jansen and Tilly, 1999). Whereas, the 

grout which could be either cementitious or epoxy-based material is very 

important to protect the tendon in the duct against corrosion (Biggs, 2003). The 

main function of the sock is to encompass the grout and prevent any loose 

brickwork being displaced by the injection pressures.  The sock also allows 

ordered seepage of grout to enable a structural connection within the surrounding 

brickwork (Post Tensioning Institutes, 2006) 

Bailey et al. (2015) assessed the performance of two stone masonry buildings 

retrofitted by post -tensioning during the February 2011 Canterbury earthquakes. 

Their study concluded that the post-tensioning retrofit system significantly 

improved the in-plane and out-of-plane wall strength and the ability to limit 



29 
 

residual wall displacements in the retrofitted building. This implies that the post-

tensioning system is highly effective in seismic retrofitting. 

Shape memory alloys (SMAs) for retrofitting of URM: SMAs sometimes 

referred to as smart metal is described as a distinct type of metal alloys that are 

capable of recovering from apparent permanent strains when they are heated 

above a certain temperature. They can be used to generate motion or force and 

can store the deformation energy (Jani et al., 2014). Shrestha (2011) corroborated 

that SMA are highly super elastic and possess shape recovery property on 

unloading. SMAs are also capable of dissipating energy, limit force transmissions, 

and reducing or eliminating residual deformations. Due to this auspicious 

property which helps to stabilise retrofitted masonry during and after excessive 

action, SMA finds its way into the historical masonry retrofitting space. As 

reported, one of the first documented application of SMAs in retrofitting masonry 

was done on S. Giorgio Church Bell Tower (Fig 2.15) by Indirli et al. (2001). The 

process is similar to the post-tensioning procedures earlier described with the 

introduction of the smart metal of 1mm diameter as the material. After that, there 

several other retrofit projects that have considered using SMAs to retrofit 

historical masonry constructions (Chrysostomou et al., 2008; Paret et al., 2008; 

Martelli, 2008). However, the high cost of SMA material and the intense technical 

details involved in its machining has hampered their wide-spread use in 

retrofitting of historical URM constructions. 

a)     b)   

Figure 2.14: Post-tensioning of URM wall; a) Application  (Jansen & Tilly, 1999) b) Schematic 

Tendon wire 

Grout inside 
socks 

Steel bearing 
plate 



30 
 

a)  b)  

Figure 2.15: St. Giorgio bell tower retrofitted with SMA: (a) general view (b) retrofit location 

(Indirli et al., 2001) 

Reticulatus system: Reticulatus is an innovative retrofit  technique that 

was first introduced at the University of Perugia, Italy as a repair and preventive 

technique for retrofitting rubble stone masonry (Borri et al., 2008). The obvious 

advantage of this technique (Fig 2.16) is that the fair-faced masonry was kept as 

existing after the application. Technically, the method provided a cross-interlock 

especially for rubble masonry and supplied resistance to tensile strength for 

normal lateral forces ( Borri et al., 2008; Fonti et al., 2017). The system comprises 

of two components (continuous mesh cords and transverse bars) which are 

embedded in the mortar joints. The continuous mesh cords which are made of 

rope, high strength steels or a composite such as polyethylene (Castori et al., 

2016) are inserted in the mortar joint by anchoring it to the wall using transverse 

metal bars (such as threaded rods and eyebolts).  

Fonti et al. (2017) explained that the first requirement of this method is that the 

mesh cords must be arranged in a vertical and horizontal direction. These must 

be accurately settled by following the masonry pattern, thus forming an 

approximately square mesh. The desired cross interlock will be obtained by 

anchoring the nodes of the mesh cords to the already settled transverse connector 

in the mortar joint. 

Castori et al. (2016) reported that this technique exhibited an increase in shear 

strength of up to 170% compared to unreinforced reference panels when used on 
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old masonry that have low quality of the pre-existing mortar. However, Csikai, et 

al. (2014) pointed out that the increase in the maximum applied bending force in 

the cracking limit point and the initial stiffness only could be achieved if 

appropriate pretensioning of the reinforcing grid/cords is done. 

 

Figure 2.16: Reticulatus system showing the reinforcement idea and pattern (Fonti et al., 2017) 

 

2.4.2 Structur e Level Retrofit  

2.4.2.1 Conventional Techniques  

2.4.2.1.1 Floor/Roof Diaphragm Action Connectivity  

The connection between walls and floor/roof of a masonry structure is crucial in 

transferring lateral action to the walls of any structure under horizontal load (out-

of-plane). This had led to the emergent of structure level intervention techniques 

that can hold all the building components together such that they behave like a 

box under loading. This is achieved through various means that can tie all 

structural and non-structural elements in a masonry building together so as to 

provide the building with improved structural integrity (da Porto et al., 2018). 

Improved diaphragm action in URM can be achieved by any of figure 2.17 (a) 

adding wooden plank in orthogonal direction on top of an existing floor of 

masonry with a proper connection to the wall of the floor (b) applying metallic 

bracing belts or bars (c) fixing metallic ties at the extrados of floor to improve the 

stiffness of existing building  (Valluzzi et al., 2008). 
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a)orthogonal plank b) metallic bracing ties c) metallic ties 

Figure 2.17. Floor/Roof diaphragm strengthening intervention 

 

2.4.2.1.2 Reinforced Concrete Tie and Masonry Confinement  

This is the process of providing confinement for existing masonry walls using a 

reinforced concrete column or by building masonry pier which can be reinforced 

or plain masonry. The confinements are usually placed at wall corners and 

intersection (Fig. 2.18). This method is widely recognised in masonry 

construction in Europe (BSI, 2004). It is also one of the most used masonry 

construction systems for both new masonry buildings and in retrofitting of 

existing masonry building in Asia and Latin America.  

The vertical RC or masonry tie columns which confine the walls at all corners and 

wall intersections is the main feature of the confinement technology. This retrofit 

approach has deep-rooted success in the earlier study of Zezhen et al. (1984) 

where the results show that the tie column connected with a tie beam have 

significant positive effect on walls behaviour. Also, Karantoni and Fardis (1992) 

and Chuxian et al. (1997) agreed that confinement prevents disintegration, 

improves ductility and energy dissipation of URM buildings. However, for the 

confinement to be effective, tie columns should connect well with tie beam along 

the walls at floors levels (ElGawady et al., 2004). More so, Brzev (2014) reported 

that URM building confined with RC columns remained undamaged in the 8.0 

magnitudes earthquake in 2007 in Pisco while many other masonry buildings 

around experienced severe damage and collapse (fig. 2.19). 
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Figure 2.18: RC column confinement in masonry wall  (ElGawady, et al., 2004) 

 

 

Figure 2.19: Performance of RC confined masonry in 2007 Pisco earthquake (Brzev, 2014) 

 

2.4.2.2 Innovative Technologies  

2.4.2.2.1 Base isolations  

Base isolation is an innovative structural level intervention strategy mainly used 

to modify the response of structure for seismic risk mitigation. Like every other 

retrofit technology, the motive of base isolation technique is to reduce the 

potential for heavy structural damage or collapse and not to earthquake proof. 

The main concept of the technology is to isolate the superstructure from the 

substructure using isolation device such as elastomeric bearing (Matsagar and 

Jangid, 2008). This isolation system will alter the behaviour of the building during 

an earthquake as shown in figure 2.20.  

The advantage of base isolation compared to conventional methods discussed 

earlier is by reducing the seismic forces transmitted into the structure. Base 
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isolation continues gaining more popularity in the retrofit of cultural heritage in 

seismically active regions. As such, the Eurocode 8 now contains two chapters 

devoted to the seismic isolation of buildings and bridges.  Ferraioli and Mandara 

(2016) claimed that the inclusion of these two chapters in Eurocode 8 had 

produced a significant effect in promoting the general application of seismic 

isolation to even ordinary residential and commercial buildings. 

Several historic buildings including the Oakland city hall, San Francisco city hall 

and Salt Lake City hall have been retrofitted by insertion of base isolators at 

foundation level (Melkumyan et al., 2011). Base isolation protects the contents, 

secondary structural features, and the main structure. The safety of occupants and 

passers-by is also enhanced using base isolation (Ferraioli & Mandara, 2016). 

Base isolation reduces the inter-storey drift in superstructures when compared to 

the fixed-base structures (Ferraioli et al., 2010). 

 
Figure 2.20: Base isolator in the building  (Nelson, 2014) 

2.4.2.2.2 Energy- dissipation devices  

Seismic energy dissipation devices, otherwise known as dampers, are generally 

devices that deaden and depress the earthquake energy in building (Fig. 2.21). Its 

primary  ÐÕÒÐÏÓÅ ÉÓ ÔÏ ÒÅÄÕÃÅ ÁÎÄ ÄÉÓÓÉÐÁÔÅ ÔÈÅ ÅÁÒÔÈÑÕÁËÅȭÓ ÅÎÅÒÇÙ ÁÓ ÉÔ ÅÎÔÅÒÓ 

the building, thereby leading to a significant reduction in building deformation 

and damages during an earthquake.  Many studies have been carried out to 

investigate the effectiveness of the energy dissipation device in seismic 

retrofitting. For instance, Branco & Guerreiro (2011) studied the efficacy of 

viscous dampers on a building that was built in 1911 in Lisbon. They concluded 

that viscous dampers have a noticeable beneficial effect through the reduction of 

the displacements of each floor. Recently, Asteris et al. (2014) and Chrysostomou 
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et al. (2015) have established that the use of dampers leads to a greater reduction 

of seismic vulnerability of URM buildings compared with traditional retrofitting 

techniques. 

 

Figure 2.21: Seismic energy dissipation in building   (Staaleson, 2014) 

 

2.4.2.2.3 Cam system 

CAM system are innovative three-dimensional tying system developed to tie 

masonry together to achieve a good compaction of masonry parts. Dolce et al. 

(2001) have the patent for CAM system called (Masonry active\ tying). The system 

uses stainless steel ribbons to tie masonry with loops passing through transverse 

holes (Fig. 2.22). The loops are closed with a special tool which can apply a 

calibrated prestress to the ribbon.  Dolce et al. (2001) applied this technique on 

seismic upgrading of a building, damaged bÙ ÔÈÅ 5ÍÂÒÉÁ ȭωχ ÅÁÒÔÈÑÕÁËÅȢ 4ÈÅ 

application results in improved connections between different structural 

elements of the building. Dolce et al. (2001) then substantiated the effectiveness 

of this CAM system by conducting a series of test on masonry panels. They report 

a 50% increase in strength of the panel and 60 times increment in dissipation 

energy when the panel is retrofitted with the CAM system. 
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Figure 2.22: CAM arrangement in URM wall (Dolce et al., 2001) 
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2.5 Evaluation  of Different Retrofit Techniques  

Table 2.2 summarises the details of the reviewed retrofit techniques. The efficiency, applicability, merit, and the challenges of each of the 

identified retrofit technique were summarised as shown in table 2.2 below.  

Table 2.2: Summary of retrofit techniques 

Techniques  Efficiency  Applicability  Merit s Challenges 

 

Joint 

Treatment 

Repointing Restore initial stiffness 

Increase the lateral strength 

Improve out-of-plane stability 

Improve flexural strength 

Suitable where the 

qualities of the 

masonry units are 

still very good, but 

the mortar joint is 

poor. 

Ease of application 

Minimal cost 

No additional load 

No aesthetic or 

historical impact 

No major increment 

in initial  stiffness 

New joints create a 

zone of varying 

stiffness and strength 

Grout and epoxy 

injection 

Micro/Fibre 

reinforced mortar  

 

 

 

Surface 

Treatment 

URM coating Improve lateral resistance 

Improve energy dissipation 

Improve out-of-plane stability 

Improve lateral strength 

Reduce the risk of wall 

spalling 

Increase robustness and 

redundancy 

Suitable to upgrade 

both in-plane and 

out-of-plane 

capacity of masonry 

in developing 

countries where 

labour cost is 

relatively cheap. 

Not suitable for 

historical heritage. 

Low technology 

Minimal cost 

where labour cost 

is cheap 

Major increment 

in initial strength 

and resistant   

 
 

Time-consuming 

Aesthetic or 

historical impact 

Reduces functional 

space 

Disruption of 

occupancy usage  

Elastomeric spray 

Shotcrete overlays 

Reinforced plaster 

Ferro cement 

Engineering 

cementitious 

composites (ECC) 
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Techniques  Efficiency  Applicability  Merit s Challenges 

 

 

 

External 

Reinforcement 

 

Supplemental 

strong back 

Improve lateral resistance 

Improve tensile strength 

Improve rigidity  

Improve ductility  

Ideal where walls 

are expected to 

resist a high 

horizontal load. 

Suitable for 

medium-rise 

building. 

Ease of alteration 

Minimal internal 

preparation 

Provide additional 

support to floors 

Additional load 

Space reduction 

Aesthetic and 

architectural impact 

Regular maintenance 

Installation is 

demanding 

Requires good 

connection design 

 

 

Steel column and 

plate 

 

 

 

Internal 

Reinforcement 

 

 

Reinforced 

concrete skin 

 

Increase robustness and 

redundancy 

Improve energy dissipation 

Improve ductility  

Increase strength 

 

 

Suitable for low and 

medium-rise 

building in a high 

seismic zone where 

the anticipated loads 

are so large, and the 

existing URM is so 

weak. 

 

Available design 

guides in design 

codes, e.g. EC8 

RC elements can 

be designed for 

specific seismic 

loads 

 

Not easy to integrate 

Additional heavy load 

Occupancy usage 

disruption  

Requires full 

structural analysis 

before application  

 

 

Durisol block 
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Techniques  Efficiency  Applicability  Merit s Challenges 

 

 

Fibre-reinforced polymer (FRP) 

Composite 

Enhances ductility 

Improves energy dissipation 

Improves flexural strength 

Increases lateral resistance 

Enhances shear capacity 

Suitable for main 

resisting elements 

such as columns, 

walls, arches and 

vaults but not good 

at sharp edges 

No variation to the 

original geometry 

No additional load 

Ease of application 

Resistance to 

corrosion 

No loss of space 

Inadequate fire-

resistance, 

Unidirectional 

behaviour 

High cost of materials 

Limited efficiency as 

a result of de-

bonding 

 

 

Internal and external post-

tensioning 

Improve lateral resistance 

Increase strength 

Increase stiffness 

Improve ductility  

ACI 530-02 

currently limit post -

tensioning in 

retrofitting to low 

rise masonry wall in 

moderate seismic 

zone 

No additional load 

No loss of 

functional space 

High speed of 

construction 

Requires skilful 

professionals 

Corrosion may break 

tendon untimely 

Anchorage failure 

and energy losses 

due to creep and 

friction  

 

Shape memory alloys (SMAs) for 

retrofitting of URM 

Restores deformation 

Improve energy dissipation 

Reduces deformation 

 

Suitable for low and 

medium-rise 

masonry wall in 

moderate seismic 

zone 

Stabilises 

retrofitted 

masonry during 

and after 

excessive action 

High cost of SMA 

material 

Requires intense 

technical details 
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Techniques  Efficiency  Applicability  Merit s Challenges 

 

 

Reticulatus system 

 

Improves tensile strength 

Increases shear strength 

Improves integrity  

Increases initial stiffness 

Suitable for 

historical heritage 

because the fair-

faced masonry was 

kept as existing after 

application 

Can be used for 

both repair and 

prevention 

Increased the 

connection 

between panels 

Slow due to tedious 

installation 

Inappropriate strap 

pointing 

 

 

Floor/Roof Diaphragm Action 

connectivity 

 

Improves structural integrity  

Provides lateral support 

Resists out-of-plane forces 

Improves pull-back force 

 

Suitable for 

upgrading the global 

strength of multi -

storey building in 

high seismic Zone 

Transfer all 

horizontal load to 

lateral resisting 

elements 

Tie all structural 

and non-structural 

elements together 

Complexity in design 

and implementation 

 

 

Reinforced Concrete Tie and 

Masonry Confinement 

 

Improve rigidity  

Improve energy absorption 

Prevent disintegration 

Improve lateral resistance 

Improve ductility  

Suitable for low and 

medium-rise 

building in a high 

seismic risk zone 

Prevent total 

collapse of 

building 

Low level of 

construction skills 

Available design 

guides in codes 

Disturb the existing 

occupancy during the 

retrofit  

Not easy to integrate 
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Techniques  Efficiency  Applicability  Merit s Challenges 

 

 

Base isolation 

 

Reduces inter storey drift 

Reduces seismic forces 

demand on the 

superstructure 

Increases energy dissipation 

Increases vertical stiffness 

Reduces displacement and 

rocking 

Suitable to modify 

the response of 

complex structures 

and building that 

must remain 

functional after an 

earthquake 

(hospital) in high 

seismic zone 

Safety is enhanced 

Improves 

performance 

against ground 

excitation 

Isolators require 

no maintenance 

during service life 

Instability of 

elastomeric bearing 

under increased load 

Complex and costly 

Cannot be used in 

building on loose soil 

Less effective for 

light and flexible 

structures 

 

 

Energy- dissipation device 

 

Improves lateral resistance 

Restores stiffness 

Increases energy dissipation 

and dampen the motion of 

building 

Suitable for high rise 

building, complex 

structures in high 

seismic zone 

Energy dissipation 

is concentrated at 

a designed 

location 

Can be replaced 

easily after an 

earthquake 

Complex and costly 

Sensitive to ductility 

ratio  

Requires proper 

design and selection 

of damper 

 

 

Cam system 

 

Improves transverse link 

Increases strength 

Increases ductility 

Improves connection 

Ideal for upgrading 

the global integrity 

of the medium-rise 

building in 

moderate seismic 

Zone 

Guaranteed 

continuity in CAM 

CAM technology is 

little intrusive and 

reversible 

Limited efficiency in 

irregular masonry 

Time-consuming 
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2.6 Previous Experimental Studies on Out-of-Plane Behaviour of 

URM Walls   

The review of previous experimental tests on out-of-plane behaviour of URM walls 

was carried out to understand the out of plane behaviour and performance of some 

existing retrofit techniques. Table 2.3 presents the details of previous 

experimental works reporting for each of them, the geometry, boundary 

conditions of the URM walls tested, the loads applied, and the testing procedure. 

While some of the selected works like that of Maheri et al. (2008), Derakhshan et 

al. (2009), Costa et al. (2014) and Maccarini et al. (2018) only focused on 

characterising the out-of-plane behaviour of plain URM walls, majority of the 

reviewed works investigated the out-of-plane structural performance of URM 

walls retrofitt ed with different techniques and materials such as expansive epoxy 

known as Bisfoam-3 by Zeiny and Larralde (2010), Carbon Fibre Reinforced 

Polymer (CFRP) by Bui et al. (2010), Tyfo-S fibre fabric wrap by Reinhorn and 

Madan (1995), Polymer Textile Reinforced Mortar (TRM) by Ismail and Ingham, 

(2016), Engineered Cementitious Composite (ECC) shotcrete by Lin et al. (2016) 

and Glass Fibre Reinforced Polymer (GFRP) by Gattesco and Boem (2017). More 

so, Costa et al. (2011) investigated the effectiveness of strengthening the 

connection between the URM walls of existing masonry building using a 

mechanical system. More relevantly to this study, Sustersic and Dujic (2014) 

performed quasi-static cyclic testing on URM wall to investigate the application of 

Cross Laminated Timber (CLT) panels as a strengthening system for existing URM 

wall against seismic force. 

As deduced from the review of the selected experimental works, the most common 

geometry of the URM walls tested is a free-standing wall panel without any party 

walls at the edges of the wall to generate restraint.  All reviewed experiments 

excluding that of Bui et al. (2010) have been carried out on wall panels without 

returning walls at the corners. Although Bui et al. (2010) geometric configuration 

is ideal for reproducing the in-situ condition of a portion of a typical load-bearing 

wall including corners, evidence from the previous works has shown that test on 

panels without corners is a good indication in assessing the out-of-plane capacity 



43 
 

of URM wall. Hence, the walls tested in this study were without returning walls at 

the corner.  

Moreover, the general boundary conditions assumed in the reviewed testing 

works were restraints at the top and bottom of the wall. Because of this restrained 

boundary condition, the observed failure mechanisms when walls were loaded in 

out-of-plane either as a uniform or point load is generally characterised by vertical 

arching which has been termed as failure mechanism type F in FaMIVE (Table 2 

.1). This type of out-of-plane failure mechanism occurred in all the tests reviewed 

because of the restraint at the top and bottom of the wall, which allowed the 

vertical strips of the wall panel to deflect in the out-of-plane.  

The observed failure of walls from the tests is considered as first-mode of failure 

and the least desirable in historical buildings causing dramatic consequences 

(Solarino et al., 2019). As such, this study aims to propose a retrofit technique that 

will improve the performance of URM wall against this type of out-of-plane failure. 

It is thus imperative to assess the out-of-plane performance of plain and retrofitted 

URM wall to evaluate the improvement due to the application of the proposed 

retrofit technique. To do this, test setup which is similar to that of Maheri et al., 

(2008) and Gattesco and Boem (2017) which is according to provisions of ASTM 

E-72 was adopted in this research (see chapter 3 for detail of the full experimental 

works). 
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Table 2.3: Summary of Previous Out-of-plane Testing of URM wall 

Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  

 

 

 

1.8 x 1.8 x 0.2 

 

 

Out-of-plane test was performed on double wythe single 

leaf URM wall placed on 3inches pipe positioned on the 

web of I-section on floor. The walls were loaded out-of-

plane in two equidistant locations from the end support 

through the pipe interfaces using a single hydraulic 

actuator. A spreader beam was placed in between the 

pipes and actuator to simulate three-point loading. 

Applied load and corresponding displacements at the 

load points and mid-height were evaluated. 

  

The wall was 

constructed on 

a structural 

steel plate. 

 

Specimen wall 

bonded to a steel 

plate with mortar 

was rested on a 

3ins pipe to 

induce pin 

support. 

The top and the 

two vertical 

edges of the wall 

were free. 

 

Free i.e no pre-

compression 

load applied. 

Three-points 

loading through 

hydraulic 

actuator was 

applied in the 

middle. 

Reference 

 

 

(Reinhorn & 

Madan, 1995) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.2 x 1.2 x 0.11 

 

The test setup consists of a loading frame, against which 

a horizontally placed hydraulic jack exerts the out-of-

plane load on the specimens. The value of the applied 

load was determined through a ring load cell at the wall 

centre. Five mechanical dial gauges were used to record 

the deflections of each specimen. The locations of these 

gauges are such that there are three in each diagonal, as 

shown below. 

 

Strong steel 

beam base on 

the laboratory 

floor. 

The wall was 

bounded by 

structural steel 

member in all the 

four edges 

(interior Panel). 

The wall carried 

no extra vertical 

loads apart 

from the self-

weight of the 

wall and 

confining steel 

member. 

Point load was 

applied at the 

wall centre 

through the 

actuator. 

Reference 

 

 

(Maheri et al., 

2008) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.2 x 3.5 x 0.22 

Masonry wall specimens subjected to out-of-plane 

uniform loading were tested. Specimens were tested with 

simply supported boundary conditions, with and without 

pre-compression load to indicate walls with and without 

top floor load. The simply supported condition was 

achieved by restraining the horizontal movement of the 

walls at top and bottom using steel angles. Displacement 

and load capacity of walls were recorded. 

 

The existing 

strong floor of 

the laboratory 

was used as the 

wall base. 

The bottom of the 

wall was mortar 

bonded to the 

floor. Both sides 

of the wall were 

restrained using 

steel angle at top 

and bottom.  

The two vertical 

edges were free. 

 

 

Wall with no 

vertical load 

and another 

with up to 6KN 

vertical load 

were tested. 

Uniform load was 

applied on the 

out-of-plane by 

using an airbag. 

Reference 

 

 

 

(Derakhshan et 

al., 2009) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

3 x 3 x 0.25 

 

Test wall specimens were subjected to out of plane 

loading using a cyclic displacement control test through 

the actuator. Also, the axial load from a concrete header 

beam placed on top, the weight of the two steel beams in 

the middle, and the self-weight of the wall were applied. 

During testing, applied load and wall displacement were 

continually monitored and recorded. 

 

RC strip footing 

connected to a 

strong floor 

with three long 

bolts at 

equidistant on 

both side of the 

wall. 

The bottom of the 

wall is fixed with 

mortar to RC 

footing while the 

top is restrained 

with the vertical 

load. 

The two edges 

were free. 

Concrete beam 

to impose axial 

load due to a 

light roof. 

Cyclic 

displacement 

with 10secs as 

the period of one 

cycle applied on 

out-of-plane 

using an actuator. 

Reference 

 

 

(Zeiny & 

Larralde, 

2010) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

2.9 x 2.0x 0.2 

 

 

URM walls having two corners were constructed and 

tested. The main wall was subjected to a quasi-static 

loading of uniform pressure applied to the outside face, 

using inflatable cushions backed with the existing 

reaction frame. A calibrated pressure transducer was 

used to control and measure the applied water pressure. 

The out-of-plane displacement of the structure was 

measured using nine linear variable differential 

transducers (LVDT). 

 

RC slab on the 

existing floor of 

the laboratory. 

The top is free 

while the bottom 

was mortar 

bonded to the RC 

slab.  

The vertical 

edges were 

restrained with 

inner walls. 

The top of the 

wall is free (no 

vertical load). 

Out-of-plane 

uniform pressure 

applied using six 

inflatable 

cushions backed 

on supporting 

frame. 

Reference 

 

 

(Bui et al., 

2010) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

2.17 x 5 x 0.25 

 

 

In-situ tests on existing traditional 2-storey masonry 

building abandoned after the 1998 Azores earthquake to 

study its out-of-plane behaviour. The test involved 

placing a load actuator in the given building 

perpendicularly to the wall panels to be tested to impose 

monotonic or cyclic out-of-plane loads under controlled 

displacement conditions. The test was monitored using 

draw-wire displacement transducers. 

 

The building 

foundation 

which has been 

partially buried 

due to the 

natural soil 

level above the 

foundation is 

the base. 

Wall fixed to the 

base at the 

bottom and freed 

at the top.  The 

corner walls at 

the two edges 

restrained the 

panel. 

The walls do not 

carry any 

vertical load 

since there is no 

roof on the wall 

anymore. 

The concentrated 

load was placed 

perpendicular to 

the panel to 

simulate the out-

of-plane loading.  

Reference 

 

 

(Costa et al., 

2011) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

1.3 x 2.5 x 0.65 

 

The test involved the application of uniformly distributed 

surface load on SACCO stone masonry wall using a system 

of nylon airbags which reacts against a backing frame 

connected to the reaction wall. The level of pressure 

inside the airbags and the top displacement of the 

specimen continuously acquired through a data 

acquisition system to evaluate the out-of-plane 

performance of the wall. 

 

RC footing was 

provided on a 

strong floor.  

The bottom of the 

wall is fixed to RC 

footing while the 

top is restrained 

with a pre-

compression 

load. 

The two edges 

were free. 

The wall carried 

precompression 

force of (0, 52, 

and 140kN) to 

represent 

different 

loading on the 

wall. 

Uniform load was 

applied on the 

wall surface by 

controlling the 

pressure inside 

the airbag. 

Reference 

 

 

 

(Costa et al., 

2014) 



51 
 

Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.3 x 2.5 x 0.65 

 

 

The second phase of Costa et al. (2014) work is the 

application of a horizontal line load through a 

displacement controlled hydraulic actuator. The actuator 

reaction was provided by a stiff steel structure, anchored 

to the test slab. Top displacement and load were also 

recorded. The results were compared to the previous 

setup, where a uniform load was applied. The two set up 

shows similar envelope curves and strength. 

 

RC footing was 

provided on a 

strong floor.  

The bottom of the 

wall is fixed to RC 

footing while the 

top is restrained 

with a pre-

compression 

load. 

The two edges 

were free. 

The wall carried 

precompression 

force of (0, 52, 

and 140kN) to 

represent 

different 

loading on the 

wall. 

Horizontal line 

load at the top of 

the wall using 

actuator was 

applied. 

Reference 

 

 

(Costa et al., 

2014) 



52 
 

Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.2 x 4.1 x 0.23 

 

The test was set up to be able to predict the out-of-plane 

behaviour of as-built unreinforced clay brick masonry 

walls expected in URM buildings with floor diaphragms 

typically flexible and provide little restraint against 

potential wall rotation. Airbags were inserted at the back 

of the wall to provide a UDL horizontal pressure 

simulating out-of-plane loads. LVDT was connected to 

the wall at mid-height to measure wall displacement. 

 

The existing 

strong floor of 

the laboratory 

was used as the 

wall base. 

Two sets of steel 

angles fixed 

horizontally to 

restrain the wall 

top and bottom at 

both sides. 

The two vertical 

edges were free. 

 

No axial 

overburden 

load applied to 

any of the walls. 

 

Uniform 

distributed load 

with airbags was 

applied. 

Reference 

 

 

(Lin et al., 

2016) 
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Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.2 x 3.7 x 0.22 

 

 

These test walls were subjected to out-of-plane uniform 

pressure using pressure airbags backed by strong 

reaction frame. The set up was similar to that of Lin et al. 

(2016), where walls were loaded until the wall collapsed.  

To evaluate the out-of-plane capacity of the wall, the 

lateral displacement and applied lateral force were 

measured using LVDT and load cell connected to the data 

acquisition unit. 

 

Strong 

laboratory 

concrete floor 

The bottom of the 

wall was mortar 

bonded to RC 

floor and 

restrained at top 

and bottom using 

steel angle at 

both sides.  

The two vertical 

edges were free 

No vertical load 

applied.  

 

Uniform load was 

applied on the 

out-of-plane by 

controlling the 

air pressure in 

the bag. 

Reference 

 

 

(Ismail & 

Ingham, 2016) 



54 
 

Geometry  

(l x h x t) m  

 

Test Description  

Connection  Loading  

Base Wall  Vertical  Horizontal  
 

 

 

1.0 x 3.0 x 0.25 

 

 

The setup is a four-point bending test where loads are 

applied at the thirds of the wall height by two hydraulic 

jacks. Two horizontal beams, connected by vertical 

struts, were placed in contact with the top and bottom 

ends of the wall face on opposite sides of loads to restrain 

the wall. Applied load and displacements at the top, 

bottom and mid of the wall were monitored through an 

electronic data acquisition unit. 

 

The specimen 

was built on 

steel plate 

The steel plate at 

the bottom of the 

wall was placed 

on a circular pipe 

to induce pin 

support to allow 

for wall  rotation. 

No vertical 

loading 

considered 

Horizontal point 

loads applied in 

the first and 

second third of 

the wall height 

using hydraulic 

actuators. 

Reference 

 

 

(Gattesco & 

Boem, 2017)) 
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2.7 Numerical Modelling of Masonry Structures  

Computational numerical analyses can predict the behaviour of structures to the 

applied load. Numerical analyses are based on different theories such as finite 

element model (FEM), discrete/distinct element methods (DEM) or particle flow 

code (PFC), among others (Lourenco, 1996; Asteris et al., 2015; Zhang, et al., 

2016). FEM-based models are the most widely used due to the availability of 

many analysis software that operates based on this theory. Therefore, the 

numerical modelling strategy employed in this study will be based on FEM. 

Many researchers who have previously worked on FE modelling of masonry 

structures, (Anthoine, 1992; CUR, 1994; Lourenco, 1996; Maccarini et al., 2018; 

Portioli , 2020) agreed that numerical modelling and analysis of masonry 

structures posed some of the greatest challenges to structural engineers. The 

main difficulty has been attributed to the presence of mortar joints which act as 

planes of weakness, discontinuity, and non-linearity. Besides, the existence of 

uncertainties in the material and geometrical properties is also another concern 

when modelling masonry structures (Lourenco, 1996; Asteris et al., 2015; 

Dogariu, 2015). Despite these challenges, three modelling techniques (Fig. 2.23) 

have evolved. 

 [1]  Detailed micro -modelling:  It is a material level model where masonry 

structure is considered as a three-phase material like ideal masonry wall (Fig 

2.23a). The masonry units and mortar in the joints are represented by continuum 

elements while the unitɀmortar interface is represented by discontinuum 

elements as shown in figure 2.23b (Lourenco, 1996). This technique produces 

the most accurate results, but its analysis is computationally intensive due to the 

detailed level of refinement (Zucchini and Lourenço, 2004). 

[2]  Simplified micro -modelling : In this strategy, bricks are represented as 

fictitious expanded bricks by continuum elements. The bricks size is that of 

original bricks dimensions plus the real joint thickness. The mortar joint is also 

modelled as an interface with zero thickness (Fig. 2.23c). The approach leads to 

the reduction of the computational effort and yields a model that applies to a 

wider range of structures.  
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[3]  Macro-modelling:  This is structural level modelling techniques. 

Masonry is modelled as one phase material by smearing out masonry units, 

mortar and unitɀmortar interface in a homogeneous continuum (Fig. 2.23d). 

This method has been previously adopted by Pande et al. (1989), Lourenco 

(1998), Zuchinni and Lourenco (2004), Pena et al. (2010) and Dogariu (2015). 

This procedure is preferred for analysis of large-scale masonry structures, but 

not suitable for detailed stress analysis of a small masonry panel, due to the 

difficulty of capturing all its expected failure modes. 

 
Figure 2.23. Masonry modelling techniques (a) real masonry sample (b) detailed micro-

modelling (c) simplified micro model and (d) macro modelling 

 

Meanwhile, as part of effort to make numerical analysis of masonry structures 

easy for engineers and researchers, Asteris et al.  (2015) suggested a guideline 

in choosing a modelling strategy, this is summarized in figure 2.24 below. 
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Figure 2.24. Guidelines for choosing the level of FE modelling 

 

The choice of the method to adopt depends on the level of material information 

available, the level of accuracy and simplicity desired (Lourenco, 1996; Asteris 

et al. 2015). Macro modelling is more practice-oriented due to the reduced time 

and memory requirements as well as a user-friendly mesh generation (Lourenco, 

1996). This type of modelling is valuable when a compromise between accuracy 

and efficiency is needed. On the other hand, the detailed micro-modelling 

technique produces the most accurate results, but it is computationally intensive 

due to the precise level of refinement required (Portioli and Cascini, 2016).  

In this study, the detailed micro-modelling technique will be adopted to perform 

the numerical simulation. This is selected because the masonry specimen is small 

and a thorough description of the material is possible. This approach enables the 

combined action of unit, mortar and interface to be studied under a magnifying 

glass.  

2.8 Summary of Review Carried Out  

This section briefly summarises the knowledge and understanding gained from 

the review carried out, which formed bases for proposing this research work. 

The first section of the review focused on the structural behaviour of masonry 

walls. Here, the in-plane and out-of-plane failure modes of masonry wall were 
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discussed with emphasis on the out-of-plane failure mode of URM walls. This is 

because the review carried out revealed that the out-of-plane failure mode is the 

most devastating in URM walls and presents severe hazards for both human lives 

and cultural heritage in the event of structural failure. 

Then, a concise review of the existing retrofit techniques used for URM walls is 

presented. The existing retrofit techniques were classified into both structure 

level and member level retrofit. The member level retrofit is the first ideal for 

investigating the effectiveness of a proposed retrofit technique. As such, this 

study will be on member level retrofit, in particular, retrofit of URM walls. The 

existing member level retrofit techniques are mostly in the form of joint 

treatment (repointing and grout injection), surface treatment (coating and 

reinforced plaster), internal and external reinforcement, FRP wrapping, and 

many other innovative techniques such as post-tensioning, CAM, and reticulatus 

system.  

Subsequently, the review of some experimental tests on how to assess the out-

of-plane performance of masonry walls was presented. From the review, it was 

observed that out-of-plane testing on URM wall panel without edge restraints or 

party walls is the most common viable means of assessing out-of-plane 

behaviour of masonry walls. The tests were carried out with either UDL or four-

point load applied on the wall in an out-of-plane direction. The walls were tested 

with simply supported boundary conditions, and they are mostly according to 

the provision of ASTM E-72. The observed out-of-plane failure mechanisms from 

these reviewed test set-ups were characterised by vertical arching which has 

been termed as failure mechanism type F in FaMIVE. This type of out-of-plane 

failure mechanism occurred because the vertical strips of the tested wall panels 

deflected in out of plane due to the restraint at top and bottom of the wall. 

Vertical arching failure mechanism in URM wall will allow to establish the out-

of-plane capacity of the plain wall and further allow assessing the improvement 

in the out-of-plane capacity of the wall due to the application of any retrofit 

technique. 

The review revealed that the conventional retrofit techniques are very easy to 

apply with minimal cost, their major drawback is the inadequate increment in 
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the initial stiffness and higher additional dead load added to the existing 

structures. Meanwhile, the innovative techniques overcome these challenges but 

then present major challenges in the form of high cost of materials, complexity 

in design and implementation in existing structures. Therefore, this study aims 

to propose the possibility of using timber panels to retrofit old URM walls for 

better out-of-plane performance. The proposed OSB timber material is 

economical, can be easily sourced around the globe and can be considered as a 

sustainable material. The introduction of this retrofit approach using OSB timber 

panel will add to the existing masonry retrofit techniques and provide 

practitioners with the opportunity to choose an appropriate retrofit technique 

for URM structures from the available pool. 

Timber is one of the oldest structural materials used in many parts of the world. 

Timber is highly known for its relatively higher strength to weight ratio 

compared to concrete and mortar coatings currently being used for retrofitting 

URM walls. It also has high shear strength across the grains, good aesthetic 

compared to FRP wrapping and steels bracing system. Despite these obvious 

advantages and strength of timber, the literature review shows that the 

potentials of timber have not been fully utilised in the structural retrofit of an old 

masonry building. Even though Langenbach (2007) and Pan et al. (2016) have 

acknowledged the seismic performance of timber-framed structure during 

earthquakes, there is little evidence of using timber panel to retrofit old 

unreinforced masonry building. The motivation for proposing this technique is 

that if timber -framed structure can perform well during earthquakes as 

identified in the literature, then timber panel might also be used to augment the 

out-of-plane performance of URM walls.  

Indeed, timber-panels are currently being used for energy retrofits such as 

insulation, vapour control and airtightness in an old building (Pelenur, 2013; 

Giongo et al., 2017). But their application in structural retrofitting of URM wall is 

still not been thoroughly studied. An experimental study by Sustersic & Dujic 

(2014) was the only available study on the application of timber panels as 

strengthening system for existing buildings against seismic force. The in-plane 

behaviour of URM retrofitted with Cross Laminated Timber (CLT) panel was 

studied, and the results showed that there is a considerable increase in the 
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strength and ductility of the retrofitted wall . In (Sustersic & Dujic, 2014), a 100% 

increase in ductility when the CLT panel is connected to URM walls with a 

specially developed steel connection at top and bottom of the wall was observed. 

However, the availability of these unique connections in the open market is a 

concern limiting the acceptability of the techniques.  

While developing this works, more recent researches (Riccadonna et at., 2019; 

Borri et al., 2020; Guerrini et al., 2020) involving the use of timber panel to 

retrofit masonry walls have emerged. Riccadonna et al. (2019) presented an 

experimental investigation to evaluate the application of Laminated Veneer 

Lumber (LVL) and CLT timber panel connected to masonry wall with screw 

anchor fasteners. Their study concludes that the proposed timber retrofit 

approach increases both the capacity and the stiffness of the retrofitted walls.  

Also, Borri et. al (2020) proposed the combined use of CLT panel and steel cords 

to reinforce rubble stone masonry walls to increase the shear response of 

cracked stone masonry wall panels while also improving the energy 

performance of the building. The study of Borri et. al (2020) found that the 

proposed CLT and steel cords retrofit techniques enhanced the lateral capacity 

of retrofitted masonry wall panels by about 150%. Moreover, Guerrini et al. 

(2020) proposed masonry pier in-plane retrofit system consisting of an OSB 

panel connected to vertical timber strong-backs on masonry pier using anker 

nails to increase the in-plane shear strength and stiffness of the masonry 

specimen. The significant results obtained from the Guerrini et (2020) is that an 

improved seismic performance (increase in ultimate displacement by 167% and 

its lateral strength by 35%) of the retrofitted wall was achieved. 

The earlier and recent studies (Sustersic and  Dujic, 2014; Riccadonna et at., 

2019; Borri et al., 2020) proposed the application of heavy CLT and laminated 

veneer lumber panels of around 60mm to 80mm which might be challenging to 

introduce in old URM buildings. In contrast, this study aims to propose the 

application of an 18mm oriented strand board (OSB) type 3 panel to retrofit URM 

walls. OSB is regarded as a promising wood-based structural panel due to its 

superior strength, stiffness, workability, and competitive pricing (Chen and He, 

2017). This research investigated the performance of OSB type 3 panels 

connected to URM wall by threaded dry rod connections and injectable chemical 
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adhesive anchor readily available in the European market. However, it is 

imperative to point out that the novelty in this proposed retrofit technique is 

different from the known timber -framed masonry building (Fig. 2.23). In timber-

framed masonry building, the masonry wall is confined with  the timber frame to 

enhance the stability and integrity of masonry walls for the in-plane and out-of-

plane loads. But this proposed technique considers securing timber panel behind 

the masonry wall (Fig 2.24). In this study, 18mm thick OSB type 3 was connected 

to URM wall using Ø8mm/L50mm threaded anchor rods together with an option 

of plastic plug or injection mortar to investigate how the out-of-plane behaviour 

of the retrofitted URM wall changes under out-of-plane loading. The study has 

proposed to investigate only the out-of-plane performance of the proposed 

techniques because URM walls are more vulnerable when loaded in the out-of-

plane direction and generate profuse damages upon failure.  

The advantages of this proposed retrofit technique include ease of application 

with low level of construction skills required, minimal cost compared to fibre-

based application, no heavy additional load on the existing building due to 

lightweight of OSB. The retrofit will  create a system with the same zone of 

stiffness and strength as against many of the surface and joint treatment that 

creates different zones. It is also a reversible retrofit system and will prevent the 

total collapse of the building. It proffers major increment in initial  stiffness, 

strength and resistant of the retrofitted wall system.  

However, the limitation of the proposed system is that it reduces functional 

space in the building. It also has an aesthetic or historical impact, particularly  on 

the external surface if used on both sides of the wall and thus not desirable in the 

retrofit of historical heritage. 
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Figure 2.23: Timber confinement of URM 

 

 

Figure 2.24: Proposed Timber panel retrofit  
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CHAPTER THREE- METHODOLOGY 

3.0 Introduction  

Here, the details of the methodology used in this study following the aim and 

objectives already identified in chapter 1 were presented through sequences of 

experimental (section 3.1) and numerical studies (section 3.2). The integrated 

approach adopted in this study to evaluate the effectiveness of the proposed 

timber -based retrofit technique has been articulated into three key stages: (1) 

experimental characterisation of masonry components to determine the 

mechanical properties of masonry brick units, mortar and masonry assemblage. 

This will ensure that the right material to represent the intended category of 

masonry walls were selected for this study. (2) out-of-plane flexural bond 

strength tests in the form of four-point bending testing on small scale (665 x 215 

x 102.5mm) masonry prisms. This second stage helps to assess the prospect of 

the proposed retrofit technique and further aids the larger-scale experimental 

study and; (3) out-of-plane testing of 1115 x 1115 x 215mm masonry walls. The 

third stage is on larger-scale samples to study in details the out-of-plane 

performance of the proposed retrofit technique. 

 

3.1 Experimental Program  

I. Stage 1: Material Characterisation   

Experimental programs were planned on brick units, mortar, and masonry 

assemblage as shown in stage 1 of table 3.1. The purpose is to characterise the 

mechanical behaviour of the masonry and its constituents. 

Before designing any retrofit scheme, an understanding of the behaviour of the 

structure is essential. In the case of masonry wall, the mechanical properties of 

the constituents (i.e. masonry unit and mortar) affects its structural response 

under loading. Therefore, it is a general prerequisite to know the mechanical 

properties of the masonry unit and mortar constituents of the masonry wall 

before carrying out any retrofit work on the wall.  

Thus, this section presents an experimental characterisation of the brick 

masonry components (i.e. solid fired clay brick and cement-lime mortar) that 

were used to construct masonry walls for investigating the efficiency of the 
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proposed timber-panel retrofit techniques. The solid fired clay masonry units 

and type N (general purpose) mortar were selected because the combination of 

the two is similar to what is expected in old masonry units (strong unit-weak 

mortar joint).  The material characterisation tests also help in obtaining the 

strength material properties for masonry unit, mortar, and the unit-mortar 

interface that were used to produce detailed numerical analyses to complements 

the experimental tests carried out in this study. 

For the material characterisation tests, an experimental program has been 

developed based on the components (brick unit and mortar) and assemblage 

(brick masonry) as shown in table 3.1. Firstly, experimental studies have been 

carried out to define the consistency and compressive strength of mortar and the 

dry density, water absorption, compressive strength, modulus of elasticity, and 

Poisson ratio of the brick units, all according to the relevant British standard 

(BS), as identified in table 3.1. 

In particular, the water absorption property of the brick units is vital for the bond 

between the units and mortar (BSI, 2011a). If the water absorption of the brick 

units is too high, the bricks will absorb more water from the mortar, and the 

mortar will dry up quickly. This can cause dry shrinkage in mortar and reduction 

in strength and durability of the masonry wall specimens (Arash, 2012).  Also, if 

the water absorption of the brick units is too low, the unit will float on the mortar 

bed joint, causing excessive bleeding in the mortar joints. This can cause major 

irregularities in the geometry of the masonry wall and reduction in the strength 

of the joint.  

Therefore, it is important to know the water absorption of the brick units before 

using them. This will enable to design a right mortar mix with an optimum water 

content that is ideal for bonding the bricks. Having identified that the selected 

brick units have a low water absorption rate, hydrated lime was added to the 

mortar to have mortars with  high water retention. This will create an improved 

bond as there is more contact between unit and mortar and also creates the best 

conditions for early hydration of cement lime mortars. Eventually, this will 

reduce dry shrinkage and cracking of the hardened mortar joints. 



- 65 - 

 

In addition, an unconventional test was used to determine the compressive 

strength of the assemblage (215 x 215 x 215mm masonry cubic specimen). The 

purpose of this test is to understand how bricks and mortar work together 

particular ly, how the water absorption and addition of lime will affect the 

mechanical properties of the masonry. This test is also important because the 

results of the compression tests were later used to calibrate the properties of the 

brick units and mortar, nonlinear behaviour of the unit and joint in the developed 

FE models in numerical studies in section 5.  

II. Stage 2: Small -Scale Test (Flexural bond strength of masonry prism)  

Since an experimental program with full-scale testing is expensive, small-scale 

testing such as the one presented in stage 2 is ideal for insight when proposing a 

new retrofit technique for masonry walls. In this stage, flexural bond strength 

test according to the provisions of (ASTM, E518-15) and (ASTM, E72 -15) was 

conducted on nine 615 x 215 x 102.5mm masonry prisms (MP). Three of which 

were tested as plain MP while the remaining six specimens were retrofitted with 

an 18mm thick Oriented Strand Board (OSB) timber panel using two different 

types of connections; C1 (adhesive anchor: a threaded dry rod with an injectable 

chemical adhesive) and C2 (mechanical connection: a threaded dry rod with a 

plastic anchor). The purpose of this test is to provide a simplified means of 

gathering data on the flexural strength of plain and timber retrofitted MP. 

Precisely, the experiment evaluates the out-of-plane performance of OSB panel 

in retrofitting URM prisms by comparing the toughness, flexural strength, out-

of-plane load capacity, and displacement of both plain and OSB-retrofitted 

masonry prisms. This small-scale test helps to understand the behaviour of 

masonry and the connection between masonry and timber panel. It also helps to 

identify the best-performed connection types for the proposed application.  

III. Stage 3: Larger-Scale Test (Flexural strength of masonry wall)  

The knowledge gained from the small-scale test (stage 2) was then used to 

perform an out-of-plane flexural strength test on six larger-scale single leaf, 

double wythe solid (1115 x 1115 x 215mm) masonry walls. The purpose of this 

test is to achieve the research aim, which is to evaluate how the timber panel has 

aided the out-of-plane behaviour of the masonry wall. Table 3.1 presents the full 

experimental campaign for the study. For the larger-scale test, two similar 

specimens were tested as plain, one-sided retrofitted and double-sided 
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retrofitted walls. The plain wall was tested with both constant and variable pre-

compression load to represent high in-plane compression usually present in 

URM walls. The retrofitted walls were constructed using OSB type 3 and adhesive 

anchor connection type (C1) that offer the most improvement in the flexural 

bond strength of masonry prisms identified from the small-scale test. The test 

program has ensured that loading has been applied on wall retrofitted with OSB 

timber on only tension face and on both tension and compression face of the 

masonry wall. This is because the type of application this study is proposing is 

the application of the OSB panel on the internal surface of exterior URM walls so 

that external historic appearance of the building is preserved. The other 

configuration where there will be OSB on both sides were for application on both 

surfaces of internal partition walls. So, specimens with OSB on the compression 

face only was not tested because the application of the technique on the only 

external surface is not envisaged. 
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Table 3.1 Full Experimental Program 

Stage 1: Material characterisation    

Category Properties Relevant code 

 

 

 

Brick 

Unit 

 

 

Dimension, 

Dry density 

 

BS EN 772-13:2000 

Water 

absorption 

                                     

BSEN 772-21:2011 

Load on (a) bed face (b) 

head 

Compressive 

strength, 

 

 

BS EN 772-1:2011 Modulus of 

elasticity, 

0ÏÉÓÓÏÎȭÓ ÒÁÔÉÏ 

 

 

Mortar  

 

Consistency of fresh mortar 

Dropping value BS 4551:2005 

Flow value BS EN 1015-3:1999 

 

 

 

Compressive 

strength 

 

BS EN 1015-11:1999 

 

 

 

Masonry 

Cube 

 

 

 

 

Compressive 

strength 

 

unconventional test 

with insight from 

BS EN 1052-1:1999 
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Stage 2: Small-Scale Test (Flexural bond strength of masonry prism)  

 

 

 

 

Plain MP 

             

 

 

 

 

3 plain MP 

specimens to be 

tested 

 

 

 

 

Retrofitted 

MP 

 

 

   

 

3 MP specimens 

retrofitted with 

C1: adhesive 

anchor 

3 MP specimens 

retrofitted with 

C2: mechanical 

connection 

Stage 3: Larger -Scale Test (Flexural strength of masonry wall)  

 

 

 

 

Plain wall 

 

 

 

 

 

 

2 plain wall 

specimens 

tested 
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One-sided 

retrofitted 

wall  

 

 

 

 

2 one-sided 

retrofitted 

walls tested 

 

 

 

Two-sided 

retrofitted 

wall  

 

 

 

 

2 double-sided 

retrofitted 

walls tested 

 

 

 

 

Note: all dimensions are in mm 

3.2 Materials  

Four components which are brick unit, mortar, timber panel and connections 

were used for the experimental works in this study. The properties of these 

materials are briefly presented here. The full details of the properties of the 

materials including the tests used to determine them were presented under 

materials characterisation section in chapter four (section 4.1).  

I. Brick Unit: Engineering class B solid fired clay bricks with UK standard size 

215 x 102.5 x 65mm were used to construct all test specimens. Before the 

construction of the test specimens, samples of the brick unit were randomly 

selected and tested to determine the conformity of the physical properties 
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ÏÆ ÔÈÅ ÂÒÉÃË ÔÏ ÔÈÅ ÍÁÎÕÆÁÃÔÕÒÅÒȭÓ ÓÐÅÃÉÆÉÃÁÔÉÏÎȢ 4ÈÅ ÃÈÁÒÁÃÔÅÒÉÓÁÔÉÏÎ ÔÅÓÔÓ 

were also to determine the suitability of the brick unit samples for the 

proposed experimental campaign.  

II.  Mortar: Type N (general purpose) mortar mix with a ratio of 1:1:6 (Type II 

Cement: aerial lime: sand) by volume was used to construct the specimens 

with 10mm thick nominal mortar joint. The fresh mortar sample was tested 

for consistency and hardened mortar cubes were also tested for strength.  

The combination of the mortar specification and the selected brick unit 

represents a strong unit-weak mortar joint which is similar to what is 

expected in old masonry units.  

III.  Timber Panel: An 18mm thick oriented strand board (OSB) type 3, which 

is a load-bearing engineered wood-based panel for use in humid conditions, 

was selected for this study. The OSB is manufactured from strands of wood 

which are bonded together with a synthetic resin. 

IV. Connections: Two types of connection systems from Fischer ® group were 

selected for this study. The selected connections were made of A4 (1.4401 

or 316) stainless steel. The connections are classified as connection type 1 

and type 2. Type 1 is an adhesive anchor connection system which is a 

combination of FIS V 360 S injection mortar and FIS A4 anchor rod. While 

type 2 is a mechanical connection system which is a combination of Fischer 

frame fixing SXS plastic plug made of high-quality nylon and FUS A4 anchor 

rod.  

3.3 Numerical Analysis Program  

The numerical analysis was planned to complement the experimental works. The 

purpose of this is to expand the experimental study to evaluate the efficiency of 

the proposed timber-based retrofit for URM walls.  Abaqus/CAE, or "Complete 

Abaqus Environment" (Simulia, 2014) was used for both modelling and analysis 

performed in the numerical studies. Figure 3.1 below schematically represents 

the full numerical analysis performed in three stages to follow suit with the 

experimental works identified in section 3.1.  
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The first section in figure 3.1 is material characterisation which is the numerical 

simulation of the compression test on the masonry cubic specimen presented in 

section 4.1. The purpose of this is to obtain accurate mechanical properties of the 

unit, mortar and the interfacial properties of the unit-mortar joint that is 

necessary to produce detailed micro-modelling of masonry structures. To 

 

 

Figure 3.1. Full numerical analysis program 
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achieve this, a complete description of each component was done based on the 

experimental results of compression tests on brick units, mortar, and the 

masonry cubic assemblage in section 3.1. Basically, this was done in three steps 

as can be seen from figure 3.1 with leading arrows connecting the steps. The 

linear properties of the unit and joint were directly obtained from the 

experiments and the non-linear post-peak behaviour of the compressed brick 

and mortar were characterised using the concrete damaged plasticity model in 

ABAQUS. After that, the brick-mortar interface was calibrated and then the 

model for the masonry cubic specimen was finally developed and calibrated 

against the experimental results to obtain strength material properties for the 

unit, mortar and interface that will be used to analyse the out-of-plane response 

of masonry panels retrofitted with the proposed technique.  

Secondly, the numerical simulation of the flexural bond strength test on small-

scale masonry prism described in section 4.2 is presented as masonry prism 

model validation (Fig. 3.1). The purpose of this section is to develop a FE model 

that will capture the damage and failure pattern of the masonry prism (MP) 

tested in the laboratory. This stage was done in two steps; (i) validation of the 

plain MP using the already calibrated properties of the brick units and new 

properties that lumped the properties of mortar and the interface together, (ii) 

validation of the retrofitted MP, here the properties of the retrofit materials 

which are the OSB panel and the connections were calibrated and the 

components were added to the already validated plain MP model to generate the 

retr ofitted model.  The model was created with all the components in the four-

point loading test properly modelled to obtain the best accurate results from the 

finite element analysis. The full description of the model, material properties and 

the interaction of the components considered in the model are described in 

section 5.2. 

More so, the numerical simulation of the out-of-plane loading test on the larger-

scale masonry wall presented in section 4.3 was then carried out in the third step 

of figure 3.1. The process follows the preceding stage with the plain wall model 

first validated and then the retrofitted wall was modelled with the addition of 

OSB panel and connections. At each stage of the simulation, the developed 

models were validated using the experimental data.  
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Finally, parametric studies to assess the model capability to simulate URM walls 

retrofitted with different OSB panel thickness, application side, and connection 

layout were carried out. 

3.4 Summary  

The main approaches to this study are numerical and experimental study. The 

focus is to obtain an accurate assessment of the proposed retrofit technique 

through a thorough investigation. This chapter has briefly presented the 

research approach, which involves the full tests carried out and the scheme for 

the numerical works that were done to complement the experimental works. The 

full description of the experimental works including the materials, specimen 

construction, test matrix, test setup, instrumentation and the experimental 

results for each stage of the test program identified in table 3.1 is presented 

completely in the following chapter four. 

Similarly, the numerical works including the description of finite element 

models, input material parameters, analysis methods, mesh sensitivity analysis 

and the obtained results from the validated model and parametric study were 

presented in chapter five.  
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CHAPTER FOUR ɀ RETROFIT OF URM WALL WITH TIMBER 

PANEL: EXPERIMENTAL STUDY 

4.0 Introduction  

This chapter presents the full experimental work carried out to evaluate the 

efficiency of the proposed timber-based retrofit of URM walls. The experimental 

work as previously identified in table 3.1 was divided into three main sections, 

which are material characterisation, small-scale test on masonry prisms, and 

larger-scale test on masonry walls.  

Here, the details of the experimental tests comprising the materials, ÓÐÅÃÉÍÅÎÓȭ 

construction, test setups, methodology, and the obtained test results are 

presented under each section. 

4.1 Material Characterisation  

4.1.1 Characterisation of Brick Units  

Engineering class B solid fired clay bricks (UK standard size 215 x 102.5 x 65mm) 

manufactured by Weinberger were used for constructing the masonry 

specimens for this study. The properties of the brick units depend mainly on the 

constituent soils and manufacturing process, which varies from place to place. 

So, the source of the bricks was kept the same throughout the experimental 

campaign to ensure that the bricks were of the same quality. However, 

experimental tests were conducted on the bricks to determine the conformity of 

ÔÈÅ ÂÒÉÃËÓ ÔÏ ÔÈÅ ÍÁÎÕÆÁÃÔÕÒÅÒȭÓ ÓÐÅÃÉÆÉÃÁÔÉÏÎÓ ÁÎÄ ÔÈÅÉÒ ÑÕÁÌÉÔÙ ÂÅÆÏÒÅ ÕÓÉÎÇ 

them. The obtained properties of the brick units from the test carried out were 

the dimension, dry density, water absorption, compressive strength, modulus of 

ÅÌÁÓÔÉÃÉÔÙȟ ÁÎÄ 0ÏÉÓÓÏÎȭÓ ÒÁÔÉÏ ÏÆ ÔÈÅ ÂÒÉÃË ÕÎÉÔÓȢ 

4.1.1 .1 Dimension of Brick Units  

Six brick units were selected randomly, and meter rule was used to measure the 

length, breadth, and height of the bricks (Fig. 4.1a) as recorded in table 4.1. Due 

to the manufacturing variations, all brick units were not of the same dimension, 

but the variation in the size is not more than 2mm in any of the selected bricks. 
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This will not affect the properties of the brick unit because the variations fall 

within the allowable dimensional tolerance specified in BSI (2011a). 

4.1.1.2 Dry Density of Brick Units  

In addition to the dimension of the brick units obtained earlier, the six chosen 

bricks were weighed using an electronic weighing balance (Fig. 4.1b) to get their 

gross mass. After that, the samples were then dried in a ventilated oven (Fig. 

4.1c) at 100oC temperature for 48hrs to ensure that the difference in mass is less 

than 0.2% of the gross mass, an indication that the constant mass of the samples 

has been reached (BSI, 2000). The dry density (‎  was calculated based on the 

dry weight and volume of bricks as recorded in table 4.1. 

 

a)    b)  

c)  

Figure 4.1. Brick unit samples; (a) Measuring (b) Weighing (c) Drying inside an oven 
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Table 4.1: Dimension and dry density of brick units 

Label 
Dimension (ὰ ὼ ὦ ὼ Ὤ) 

m 

Volume 

 ὠ (m3) 

Dry weight 

ὓ  (kg) 

Dry density 

ὓ Ⱦὠ  

Av. ‎  

(kg/m 3) 

BR1 0.214 x 0.103 x 0.065 

0.0014 

3.146 2196 

2195 

(cov = 0.3%) 

BR2 0.215 x 0.102 x 0.064 3.134 2188 

BR3 0.213 x 0.103 x 0.065 3.153 2200 

BR4 0.215 x 0.102 x 0.065 3.150 2199 

BR5 0.215 x 0.102 x 0.065 3.152 2200 

BR6 0.214 x 0.103 x 0.065 3.131 2189 

 

4.1.1.3 Water Absorption of Brick Units  

The water absorption property of the brick units is vital  for the bond between 

the units and mortar (BSI, 2011a). If the water absorption of the brick units is 

too high, the bricks will absorb more water from the mortar, and the mortar will 

dry up quickly. This can cause dry shrinkage in mortar and reduction in strength 

and durability of the masonry wall specimens.  Also, if the water absorption of 

the brick units is too low, the unit will float on the mortar bed joint, causing 

excessive bleeding in the mortar joints. This can cause major irregularities in the 

geometry of the masonry wall and reductions in the strength of the joint (Arash, 

2012).  

Therefore, it is important to know the water absorption capacity of the brick 

units before using them. This will enable to design a right  mortar mix with an 

optimum water content that is ideal for bonding the bricks. For these reasons, 

the water absorption of the selected brick units was determined according to 

provisions of (BSI, 2011b). After the constant mass of brick samples has been 

achieved in section 4.1.1.2, the selected six bricks were then immersed in a cold-

water tank where water freely circulated on all the sides of the samples (Fig. 4.2).  

After 24hrs, the bricks were removed from the water tank, and surface water 

was wiped off with a damp cloth from the bricks. Then, the saturated bricks were 

weighed within 2mins after removal from water. The increase in the mass of the 

bricks gives the bricks water absorption as recorded in table 4.2. 
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Figure 4.2. Brick samples immersed in water 

    Table 4.2: Water absorption of bricks 

Label 
Dry weight 

ὓ  (kg) 

Wet weight 

ὓ  (kg) 

Water absorption ὡ  

 
 ρππϷ 

Av. ὡ  (%) 

BR1 3.146 3.266 3.8 

3.9  

(cov = 5%) 

BR2 3.134 3.255 3.9 

BR3 3.153 3.269 3.7 

BR4 3.150 3.281 4.2 

BR5 3.152 3.274 3.9 

BR6 3.131 3.262 4.2 

 

4.1.1.4 Compressive Strength of Brick Units  

The compressive strength (Ὢ) of the brick units affects the behaviour of the 

masonry wall under loading, and it is an essential property for designing any 

retrofit for masonry walls. Therefore, the compressive strength of the selected 

six bricks was determined according to (BSI, 2011a). Each brick unit was 

conditioned back to a constant mass (BSI, 2011a). The samples were dried in a 

ventilated oven at 100oC temperature for 48hrs to ensure that the difference in 

mass is less than 0.2% of the gross mass, an indication that the constant mass of 

the samples has been reached.  After that, the brick was laid and centred on the 

platen of a 5000kN capacity compression-testing machine with 2mm thick 

plywood placed on top and bottom face of the brick. In order to estimate the 

strength of the brick in two orientations, three bricks each were loaded on the 

header (BR1-BR3) and bed face (BR4-BR6) as shown in figure 4.3(a) and (b) 

respectively. After that, a uniformly distributed load was applied gradually in 
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equal increments of 4kN/sec up to the failure (splitting) of the brick units. The 

loading and the results were monitored using a data logger connected to the 

compression-testing machine and Ὢ for each tested brick was calculated from 

the failure load and loaded area of the brick unit, as shown in table 4.3. 

a)  b)    

Figure 4.3. Compression test; a) load applied on header b) load applied on the bed face 

 Table 4.3: Compressive strength of bricks 

Label 
Max. Load 

ὖ  (N) 

Area 

ὃ (mm2) 

Compressive strength Ὢ  

 
  (N/mm 2) 

Av. Ὢ 

(N/mm 2) 

BR1 739800 

6663 

111.04 
106 

(cov = 5%) 
BR2 664199 99.69 

BR3 715000 107.32 

BR4 1898971 

22038 

86.17 
87.9 

(cov = 1.8%) 
BR5 1948115 88.40 

BR6 1965100 89.17 

4.1.1.5 Modulus of %ÌÁÓÔÉÃÉÔÙ ÁÎÄ 0ÏÉÓÓÏÎȭÓ 2ÁÔÉÏ ÏÆ "ÒÉÃË 5ÎÉÔÓ 

The modulus of elasticity (Ὁ) and the Poisson ratio (А) are important properties 

of the brick unit that measure its stiffness. They are essential for characterising 

masonry wall and unavoidable for performing numerical analysis on masonry 

structures. So, this study determined both properties (Ὁ Ǫ А) alongside with the 

compressive strength of the brick units. Ὁ and А were only determined for 

bricks loaded in bed face (BR4- BR6) because the masonry bond pattern 

considered in this study were all constructed with brick laid in bed face.  

Ὁ was determined using the stress-strain relationship obtained from the axial 

compression test. Before placing the bricks under the compression-testing 



- 79 - 

 

machine, FLA-5-11 strain gauges were fixed in the longitudinal and along lateral 

direction on each brick unit as shown in figure 4.4 to record the strain values in 

the bricks under axial compression. The stress and corresponding strain for each 

unit were then calculated as shown in table 4.4. Ὁ was calculated by considering 

values between 30% and 60% of the maximum stress („ ) according to 

(Vasconcelos & Lourenço, 2009) and (Oliveira, et al., 2012). 

4ÈÅ 0ÏÉÓÓÏÎȭÓ ÒÁÔÉÏ ×ÁÓ ÃÁÌÃÕÌÁÔÅÄ ÂÙ ÐÌÏÔÔÉÎÇ ÔÈÅ ÌÁÔÅÒÁÌ ÓÔÒÁÉÎÓ ÁÇÁÉÎÓÔ 

longitudinal strains for each brick (Fig. 4.5). Best line of fit for each brick unit 

was then plotted to determine the relationship between the lateral and 

longitudinal strain. Referring to figure 4.5, the strains plot for BR5 is too scatter 

and the line of fit does not seem best. Hence the result was discarded and А was 

calculated using results for BR4 and BR6.  

               a)      b) 

Figure 4.4. Strain gauges on the brick; a) As fixed (b) Drawing scheme 

 
Figure 4.5. Lateral vs longitudinal strain for brick [/]  
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 Table 4.4: Modulus of elasticity and Poisson ratio of bricks 

Label 
„  

(N/mm 2) 

„ Ϸ 

(N/mm 2) 

‐ Ϸ  

(10-6) 

Ὁ
„ Ϸ

‐ Ϸ
 Av. Ὁ 

(N/mm 2) 
А  

Av. 

А  

BR4 86.17 51.70 1517.93 34060.75 

32500 

0.379 

0.26 BR5 88.40 53.04 1711.31 30993.79 - 

BR6 89.17 53.50 1642.92 32565.37 0.134 

4.1.1.6 Mechanical  Properties of Brick  Units  

Figure 4.6 presents the graphical representation of the average value of the 

mechanical properties of the brick units obtained from the experimental tests 

carried out on the selected brick units. In complementary, table 4.5 compares the 

obtained brick properties from the experiments to the values declared by the 

manufacturer except for Eb and µb that were compared with the values reported 

in Vasconcelos & Lourenço (2009), Oliveira et al. (2012) and Italian Code for 

Constructions (DM 14.1.2008). The purpose of this comparison is to establish if 

the bricks qualities conform to the manufacturer specifications and also to 

determine if they are good enough to be used for this study.  

For comparing the compressive strength Ὢ
ὦ

, modulus of elasticity Ὁ , and 

0ÏÉÓÓÏÎȭÓ ÒÁÔÉÏ А
ὦ

, the average of the values obtained for BR4, BR5, and BR6 

were considered because the bricks were loaded in bed face as already explained 

in section 4.1.1.5.  

Generally, the obtained properties of the bricks indicate that the selected bricks 

are of good qualities and conform to the declared specifications from the 

manufacturer. Therefore, the brick units are acceptable for the proposed 

experiment. Hence, all the bricks used in this study were sourced from the same 

manufacturer (Wienerberger Ltd). 
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a) Density of brick units 

 

b) Water absorption of brick units 

 
c) Compressive strength of brick units 

 

d) Modulus of elasticity of brick units 

 

e) 0ÏÉÓÓÏÎȭÓ ÒÁÔÉÏ of brick units 

Figure 4.6. Summary of mechanical properties of brick units 
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Table 4.5: Mechanical properties of brick units 

Property 
Values  

Requirement Experiment Manufacturer 

‎  

(kg/m 3) 
2200 2310 

shall not be less than 2079kg/m3 i.e 

90% of specified density (BSI, 2000) 

ὡ  (%) 3.9 Ѕ χ 
shall not be more than manufacturer 

limit (BSI, 2011b) 

Ὢ 

(N/mm 2) 
87.9 75 

shall be not less than the declared 

compressive strength (BSI, 2011a)  

Ὁ 

(N/mm 2) 
32500 Ѕ στπππ 

between 3500 and 34000 for 

different types of clay unit (DM 

14.1.2008) 

‘ [\ ] 0.26 0.15-0.40 range for clay unit (Lourenco, 1996) 

 

4.1.2 Characterisation of Mortar  

Mortar can be described as a mixture of binder materials (cement and/or lime) 

and inert material (e.g. sand) with the addition of water to form a smooth paste. 

The quality of the mortars used in bonding brick units together is essential in 

masonry construction. In this study, type N (general purpose) mortar mix with a 

ratio of 1:1:6 (cement: lime: sand) was prepared. This ratio was converted to 

weight as the materials were batched in weight. The amount of water to be added 

to the mix proportion was not mentioned in masonry standard codes. Hence the 

optimum water content, which gives a working consistency was found by trial 

and error using the dropping ball test in section 4.1.2.1 described in (BSI, 2005). 

After the mortar mix ratio and water/binder ratio has been determined through 

trial mixes, these ratios were then used to prepare all mortar used in the 

experimental works. For consistency, the dropping ball test and flow table test 

were conducted on all the batches of the fresh mortar used throughout the 

experimental campaign. Also, samples of mortar cube were prepared from all 

batches of mortar, and the compressive strength of the hardened mortar cubes 

was determined. 
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4.1.2.1 Consistency of Fresh Mortar (Dropping ball test)  

To ensure the consistency of mortar used in the preparation of masonry sample 

specimens throughout the experimental campaign, dropping ball test was 

carried out for all the mortar used in the specimens. The test was carried out 

according to the provisions of (BSI, 2005) using dropping ball apparatus 

consisting of the stand, acrylic ball, ring mould (Ø 100 x 25mm), rubber suction 

hand pump, and a dial Indicator as shown in figure 4.7.  The test procedures are: 

Ẇ The ring mould was filled with fresh mortar to level with the top of the mould 

Ẇ The acrylic ball on the suction rubber was then allowed to fall freely through 

a height of 250mm to strike the surface of the mortar in the mould 

Ẇ The tip on the dial indicator was then wound down to allow the tip to touch 

the acrylic ball 

Ẇ After that, the penetration of the ball was measured from the dial indicator to 

the nearest 0.1mm and recorded as shown in table 4.6 

Ẇ As required, the consistency of the fresh mortar was adjusted to a 

penetration of 10 ± 0.5mm. 

The target dropping value of 10 ± 0.5mm must be achieved before accepting the 

mix ratio. In trial mixes, the 10 ± 0.5mm dropping value was achieved after the 

third trials as detailed in table 4.7. The water binder ratio that gives the dropping 

value of 10 ± 0.5mm was then adopted as the water ratio for the mix throughout 

the experimental campaign. This test was carried out on all the mortar used 

throughout the experimental campaign, and the records are presented in 

appendix 4.1. 

 
Figure 4.7. Test setup for dropping ball test 
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Table 4.6: Dropping test value of fresh mortar 

Trial 
No 

Cement 
(kg) 

Lime 
(kg) 

Sand 
(kg) 

W/binder 
ratio  

Dropping test value 
(mm) 

1 1.00 0.67 6.20 0.60 7.20 

2 1.00 0.67 6.20 0.90 9.30 

3 1.00 0.67 6.20 0.96 10.20 

 

4.1.2.2 Consistency of Fresh Mortar  (Flow table test)  

Flow table test is the most recommended test on fresh mortar for bonding 

masonry unit, and it was carried out on the mix ratio that gives the targeted 

dropping value for all masonry samples preparation. The flow table test was 

carried out according to (BSI, 1999b) by using a mould, flow table disc, tamper 

rod, and metre rule. The test procedures were as explained below: 

Ẇ The flow table disc and the mould were first deeply cleaned and wetted  

Ẇ The mould was then placed in the centre of the flow table disc and filled with 

fresh mortar in two equal layers. Each layer was tamped 10times with a 

tamping rod to ensure uniform filling of the mould 

Ẇ The excess mortar was skimmed off the mould with a palette knife and any 

water around the bottom edge of the mould was removed 

Ẇ After approximately 15s, the mould was slowly raised vertically, and the 

mortar on the disc was spread out by jolting the flow table 15times at a 

constant frequency of approximately one cycle per second 

Ẇ After that, the flow of the mortar was measured in two directions at right 

angles to each other using rule (Fig 4.8), and the mean was found in table 4.7. 

Table 4.7: Flow test value of adopted mix 

Trial 
No 

Cement 
(kg) 

Lime 
(kg) 

Sand 
(kg) 

W/binder 
ratio  

Flow test Value (mm) 

Dir 1 Dir 2 Mean 

3 1.00 0.67 6.20 0.96 167.5 167.0 167.25 
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a)       b)     

Figure 4.8: a) Test setup for flow table test, b) Mortar flow measurement 

4.1.2.3 Compressive strength test of hardened mortar  

The compressive strength of hardened mortar was determined according to (BSI, 

1999c) under the universal compression-testing machine. At least three samples 

of 100 x 100 x 100mm (M1-3) or 50 x 50 x 50mm(M4-6) cubes were prepared 

from each batch of mortar and cured under the same condition with the masonry 

specimens. Usually, the cubes were removed from the mould after 24hours and 

covered with polythene sheet for 14days and then left open for the next 14days 

in the laboratory. This is to keep the curing condition of the mortar the same with 

the masonry specimens as will be discussed later in the subsequent section. After 

28days, the hardened mortar cubes were tested under compression testing 

machine to determine the compressive strength of the mortar (Ὢ) as shown in 

figure 4.9. The mortar cube specimens were carefully aligned under the machine 

with the centre of the ball-seated platen so that a uniform seating is obtained. 

Thereafter, a uniformly distributed load was applied gradually in equal 

increments of 1kN/sec continuously up to the failure of the mortar cube. Ὢ was 

then calculated from the failure load and loaded area of the mortar cube, as 

shown in table 4.8. 

 

Figure 4.9: Compressive strength test of hardened mortar 
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Table 4.8: Compressive strength of mortar 

Label 
Max. Load 

ὖ  (N) 

Area 

 ὃ (mm2) 

Compressive strength 

Ὢ  
 
  (N/mm 2) 

Av. Ὢ 

(N/mm 2) 

M1 72300 

10000 

7.23 
7.11 

(cov = 1.5%) 

M2 70700 7.07 

M3 70300 7.03 

M4 17600 

2500 

7.04 
7.06 

(cov = 0.3%) 
M5 17700 7.08 

M6 17670 7.07 

 

4.1.2.1 Mechanical  Properties of Mortar  

From the tests conducted on both the fresh and the hardened mortar, the mix 

ratio of 1:1:6 with water binder ratio of 0.96 gives the dropping value of 10.2mm, 

and the corresponding mean flow value is 167.25mm. This mean value is the flow 

value for the mortar sample, and since the individual flow values from the two 

directions do not deviate from their mean value by up to 10%, the result is 

satisfactory as deduced from (BSI, 1999b). Also, the consistency of mortar is 

good as this agrees with the ideal flow value (150-175mm) for mortar joints, as 

derived from (Haach, et al., 2007) as shown in figure 4.10. The hardened mortars 

have an average compressive strength of 7.1N/mm2 (Fig. 4.11). 

To maintain the consistency of all specimens constructed throughout the 

experimental campaign, dropping ball test, flow test, and compressive strength 

of hardened mortar samples were carried out on all the mortar used in this 

experimental study and the records of the result are presented in appendix 4.1. 

 

Figure 4.10: Consistency of fresh mortar 
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Figure 4.11. Compressive strength of mortar 

 

4.1.3 Characterisation of Masonry Cubic Specimen  

In order to understand how the selected brick units and the adopted mortar mix 

ratio work together, the compressive strength of masonry cubic (MC) specimen 

was obtained experimentally in section 4.1.3.1 through an unconventional test 

developed according to previous tests carried out by (Arash, 2012) with insight 

from (BSI, 1999a). The rationale behind this unconventional test was based on 

testing the compressive strength of cubic specimens. As such, masonry cubic 

specimen was prepared by bonding the brick units with mortar. In 

complementary, the compressive strength of the masonry cubic specimen was 

also determined by empirical calculation in section 4.1.3.2 using equations given 

in  (BSI, 1999a). 

4.1.3.1 Compressive Strength of MC Specimens: Experimental  

Six masonry cubic specimens (MC) of 215 x 215 x 215mm were prepared using 

masonry brick units from the same stock as the ones tested earlier and a 10mm 

thick mortar joint with the mix ratio described above. The MC specimens were 

constructed using English bond consisting of alternate rows of headers and 

stretchers (Fig. 4.12a) which is the oldest form of brick bond popular in the UK 

until the late 17th century (Anon, 2009). The MCs were prepared in the 

laboratory, and horizontal level surface is ensured by using a bubble level during 

construction. After the construction, each sample was wrapped with polythene 

sheet for 14days (Fig. 4.12b) to prevent quick loss of moisture to avoid dry 
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shrinkage in the joint. Thereafter, the samples were opened and cured for further 

14days in the laboratory to allow the samples to achieve their standard strength.  

After the curing of the samples has been completed in 28days, the specimens 

were then ready to be tested under the compression-testing machine.  However, 

before testing the specimens, four linear variable displacement transducers 

(LVDT) were attached to the samples as shown in figure 4.13 to measure the 

deformation of the MC during testing. After that, the specimens were carefully 

aligned with the centre of the ball-seated platen, under the compression-testing 

machine with 2mm thick plywood placed on top and bottom of the MC under the 

compression-testing machine. A uniformly distributed load was applied 

gradually in equal increments of 4kN/sec continuously up to the failure of the 

specimens. The compressive strength of MC was then estimated from the failure 

load and loaded area of MC, as presented in table 4.9. 

  a)  b)    

Figure 4.12. Masonry cubic specimens; (a) bonding (b) curing 
 

 

Figure 4.13. Masonry cubic specimens with LVDTs attached 
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Table 4.9: Compressive strength of masonry cubic specimen 

Label 
Max. Load 

ὖ  (N) 

Area 

 ὃ (mm2) 

Compressive strength Ὢ  

 
  (N/mm 2) 

Av. Ὢ  

(N/mm 2) 

MC1 2302699 

46225 

 

49.82 

46.4 

(cov = 4.8%) 

 

MC2 2078800 44.97 

MC3 2120699 45.88 

MC4 2055399 44.47 

MC5 2075300 44.90 

MC6 2245100 48.57 

4.1.3.2 Characteristic Compressive Strength of MC Specimen 

The characteristic compressive strength of the masonry specimen Ὢ   was 

calculated according to section 10.2 of BS EN 1052-1:1998 as larger of (a) or (b)  

(a) The smaller of  Ὢ
Ȣ
  or Ὢȟ Ƞ     

Ὢ Ὢ Ȣ  Ȣ                          (4.1) 

Where:  

Ὢ : is the normalised compressive strength of masonry specimen 

Ὢ : is the measured compressive strength of masonry specimen 

Ὢ  : is the specified compressive strengths of the masonry unit (75N/ÍÍ ) 

Ὢ : is the mean compressive strengths of the masonry unit (87.9N/ÍÍ ) 

Ὢ  : is the specified compressive strengths of the mortar (7N/ÍÍ ) 

Ὢ : is the mean compressive strengths of the mortar (7.1N/ÍÍ ) 

First, the mean compressive strength of the MC was converted to the normalised 

masonry strength relevant to the specified unit and mortar strengths using 

equation 4.1 (BSI, 1998). This is necessary because the compressive strength of 

the masonry units and the mortar at the time of testing deviate from their 

specified values.  

Therefore,        Ὢ τφȢτ
Ȣ
Ȣ  

Ȣ
Ȣ  = 41.7N/ÍÍ  

Hence,        Ὢ  
Ὢ
ρȢς = 34.8 N/ÍÍ  
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(b) 5% fractile values gives;   Ὢ στȢπχ.ȾÍÍ  

The result from option (a) is higher than (b), so the characteristic compressive 

strength (Ὢ  of the MC specimen is taken as  στȢψ.ȾÍÍ . 

Besides, the characteristic compressive strength of the MC specimen can be 

calculated using the properties of the constituents (i.e. brick units and mortar) 

according to equation 4.2 provided in (BSI 1996) 

Ὢ ὑ Ὢȟ  Ὢ      (4.2) 

Ὢ : is the characteristic compressive strength of masonry specimen 

Ὢȟ  : is the normalised mean compressive strength of the masonry unit, in the 

direction of applied action.  

Ὢ: is the compressive strength of the mortar (7.1N/mm2) 

‌ ὥὲὨ ‍: are constants for general-purpose mortar, which are 0.7 and 0.3 

respectively 

K: is a constant, function of the type of units and mortar.  

In order to apply equation 4.2, the mean compressive strength of the unit 

obtained from the test is first converted to normalised mean compressive 

strength (Ὢȟ . Because the samples were oven-dry, the average strength 

obtained from the test is multiplied by a factor of 0.8. This is to obtain the 

strength of the unit relevant to air-dry conditioning (BSI 2011). After that, the 

equivalent mean strength was then multiplied by shape factor (0.685) obtained 

from table A.1 of BS EN 771-1:2011. 

Therefore,  Ὢ πȢψ ὼ ψχȢω ὼ πȢφψυτψȢρχὔȾÍÍ  

Meanwhile, K is taken from table 3.3 of BSI 1996 as 0.55 for group 1 clay masonry 

unit and general-purpose mortar. 

Ὢ πȢυυτψȢρχȢ χȢρȢ = 17.95 N/mm2 

The calculated characteristic compressive strength of MC (Ὢ) from the property 

of the constituents equals 17.95N/mm2. This characteristic value of 

17.95N/mm2 is 52% of the characteristic compressive strength value gotten 

experimentally.  The characteristic compressive strengths obtained from tests 
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on MC specimens were higher than the strengths calculated using the constituent 

strength (equation 4.2), suggesting that equation 4.2 is too conservative. This is 

supported by the claim that the unit strength method yields more conservative 

strengths when compared to the prism test method, especially at the higher 

range of masonry unit strengths (NCMA TEK 18-1B). Also, this is similar to what 

has been observed in previous studies by (Phipps, et al., 2001) and (Arash, 2012). 

(Phipps, et al., 2001)  went further by increasing the value of K to 0.78 to match 

their experimental observation. Their work later proposed a change in the 

coefficient (K) found in BSI, 1996. However, more detailed experimental data 

will be required to make such a significant contribution to the evolution of code.  

4.1.4 Failure Mode of Masonry Units and Masonry Cubic Specimens  

Figure 4.14 below presents the failure images of both the brick units and the MC 

specimens after testing. Monitoring the failure pattern of both the units and MC 

by eyes during the test was very difficult because the test rig was enclosed to 

avoid injuries. However, adequate cameras were provided to capture the entire 

testing.  

The observation shows that the failure modes of both the units and MC are 

brittle. A view through the casement and video recorded during the tests 

indicated that the failure of the brick units (Fig. 4a) started with a vertical crack 

along the height of the bricks causing high tensile stress in the bricks which make 

them fail i.e. be broken in the end.  

For the MC specimens, the failure was characterized by vertical splitting cracks 

appeared first in the central unit and extended to the other units as the stress 

increased. This observation is similar to what was reported by Vasconcelos & 

Lourenço (2009) and Mohamad and Chen (2016). This failure pattern is due to 

the presence of the vertical joints and the lateral expansion of the mortar 

inducing high tensile strength in the bricks. The splitting of MC on the side faces 

caused the attached LVDTs on the MC sides to fall off, which make recording the 

continuous deformation of MC difficult because the compression machine does 

not have an inbuilt LVDT. 
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BR1 BR2 BR3 

BR4 BR5 BR6 
Figure 4.14a: Failure modes of brick units  

 

MC1 MC2 MC3 

MC4 MC5 MC6 

Figure 4.14b.  Failure of masonry cubic specimens  
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4.2 Small-Scale Test: Flexural Bond Strength of Masonry Prism  

In this section, flexural strength of masonry prisms (MP) has been obtained from 

four-point bending test conducted on MPs according to the provisions of (ASTM, 

E518-15) and (ASTM, E72 -15). This test helps to gather data on the flexural 

strength of plain unreinforced MP and MP retrofitted with timber panel using 

two selected connection types identified earlier in chapter 3. The test was carried 

out before the larger-scale experimental works described later in section 4.3. The 

small-scale test helped to understand the behaviour of masonry and the 

connection between masonry prism and timber panel proposed for retrofitting 

masonry wall. The test provided an insight on the effectiveness of the proposed 

timber panel retrofit on flexural behaviour of masonry prisms, and it also 

enabled the design and implementation of the larger-scale test to be 

straightforward.  

4.2.1 Test Specimen Characteristics  

The section describes in detail, the materials and the construction process for 

building the tested MP specimens. The section is subdivided into material 

sections and specimen construction sections. 

4.2.1.1 Materials  

In addition to Engineering class B solid fired clay bricks with UK standard size 

215 x 102.5 x 65mm and Type N (general purpose) mortar mix with a ratio of 

1:1:6 (Type II Cement: aerial lime: sand) that have already been fully 

characterised in section 4.1, two other materials which are oriented strand board 

(OSB) and connections were used for preparation of specimens. Manufacturer 

data sheets were used to obtain the mechanical properties of OSB and the 

adopted connections. The properties of the materials are summarised below: 

Ẇ Oriented Strand Board  (OSB) 

18mm thick OSB type 3 (Fig. 4.15a), which is a load-bearing engineered wood-

based panel for use in humid conditions, was selected for this study. The OSB is 

manufactured from strands of wood, which are bonded together with a synthetic 

resin. The strÁÎÄÓ ÁÒÅ ÐÒÅÓÓÅÄ ÔÏÇÅÔÈÅÒ ÉÎ ÌÁÙÅÒÓȢ &ÒÏÍ ÔÈÅ ÍÁÎÕÆÁÃÔÕÒÅÒȭÓ 

specification, the board has an average density of 650kg/m3, internal bond 



- 94 - 

 

strength of 0.3N/mm2, and modulus of elasticity of 3500N/mm2 and 

1400N/mm 2 for both bending in major and minor axis respectively. The OSB type 

3 that was used in this study can achieve a Euro class D fire rating under the new 

Euro class system for the reaction to fire of materials. OSB panel can resist a small 

flame attack without substantial flame spread for an extended period (Anon, 

2018). Also, they are capable of undergoing thermal attack by a single burning 

item with sufficiently delayed and limited heat release. 

Ẇ Connections 

Two types of connections were used in this study. The OSB panel was securely 

connected behind the masonry prism using two types of anchor systems selected 

from available products by Fischer® group. Fischer anchor systems have a long 

reputation in providing connections and fixings to masonry. Consequently, two 

different anchor systems were selected from Fischer® products by considering 

masonry as the base material, manual cleaning procedures of holes drilled, 

economy, the recommended design tensile resistance (Nrd), and the 

configuration of the anchors. The criteria for selecting these connection types are 

guided by the requirements of European Technical Approval (ETAG, 029) which 

ensure that the selected anchorages are fit for use in solid masonry subjected to 

either static or quasi-static loading, which was tested in this study. The strength 

of both the masonry unit and mortar were considered in the selection of the 

anchor diameter. The spacing of the anchors is provided to meet the minimum 

allowable spacing and edge clearance as specified in the ETAG 029.   The selected 

connections were made of A4 (1.4401 or 316) stainless steel classified as follows; 

I. Connection Type 1 (C1): This is an adhesive anchor connection system 

herein referred to as C1. It is a combination of FIS V 360 S injection mortar 

and FIS A4 anchor rod. FIS V 360 S is a high-performance injection mortar 

which is approved for fixings in both perforated and solid bricks. The 

selected FIS A4 anchor (Fig 4.15b) has 8mm diameter with 1.29kN 

permissible tensile load. 

II. Connection Type 2 (C2): This is a mechanical connection system classified 

as C2 in this study. C2 is a combination of Fischer frame fixing SXS plastic 

plug made of high-quality nylon and FUS A4 anchor rod. The diameter of the 

anchor rod is 8mm with a permissible tensile load of 1.39kN (Fig. 4.15c). 
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a)        B           b)  

 

c)  

Figure 4.15. Material (a) OSB timber, (b) Adhesive anchor, (c) Mechanical anchor 

4.2.1.2 Test Specimen Construction  

The MP test specimens were constructed as 9 courses stacked bonded prisms, 

215 x 102.5 x 665mm with mortar joints of 10 ± 1.5mm thickness, as shown in 

figure 4.16. The size of MPs constructed allowed the specimens to meet the 

minimum height of 460mm required according to clause 6.1 of ASTM E518-15 

without cutting brick units in height. The test specimens were constructed using 

English bond consisting of alternate rows of headers and stretchers. 

The construction of the MP started by laying the first course of the brick unit on 

a 10mm thick flat metal plate with the use of mortar. Subsequently, all the 

remaining 8 courses were laid on top of one another with a full-face mortar bed 

on all other units without furrowing  (i.e with no groove or hole in the mortar 

bed). During the construction of all test specimens, the mason used a plumb line 

and level to align the vertical face of each specimen. In all cases, the test 

specimens remained in construction position for 21days after construction to 

avoid disturbing the setting of the specimens.  

The standard curing procedures were adopted for all specimens by wrapping 

them with a polythene sheet for 14days. After that, they were stored in the 

laboratory air for further 14days as in the case of masonry cubic specimens 

described in section 4.1.3. Samples of mortar cubes were taken from the mortar 

mix prepared for each specimen and cured under the same condition with the 

test prism to monitor the quality control. 

Before the construction of the specimens that were retrofitted with OSB timber 

panel, the brick units in the predetermined connection locations (Fig. 4.17) were 

pre-drilled. The purpose of predrilling these bricks before bonding is to avoid 
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disturbing the joint of the specimens after the construction, which might have 

caused the failure of the joint before testing.  

The selected OSB type 3 timber panel was fixed to the masonry prism to apply 

the proposed timber-based retrofit technique (Fig. 4.17). The retrofit was 

applied after the specimens have cured for 21days to allow for curing of the 

connection for further 7days before testing. All the test specimens and the 

mortar cubes prepared during their construction were tested at 28 days. 

a)  b)  

Figure 4.16. Plain masonry prism specimen a) Drawing (all dimension in mm) b) As-built specimen 

 

a)  b)  

Figure 4.17. Retrofitted masonry prism specimen a) Drawing (all dimension in mm) b) As-built   
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4.2.2 Test Program/Matrix   

Nine single leaf masonry prisms (MPs) were tested in the laboratory under four-

point bending test using a quasi-static monotonic loading scheme. The small-

scale experimental campaign presented in table 4.10 involved testing: (a) three 

samples of plain MP to serve as references to measure the effectiveness of the 

proposed retrofit techniques, (b) three samples of retrofitted MP, each 

retrofitted with 18mm thick OSB type 3 timber panel using adhesive anchor 

connection (C1), and (c) three samples of MP retrofitted with 18mm thick OSB 

type 3 using mechanical connection (C2). 

Table 4.10: Test program specimen identification 

Specimen Label Description Connection Type Quantity 

MP00-1  

Plain specimen 

- 1 

MP00-2 1 

MP00-3 1 

MPOSBC1-2  

Retrofitted specimen 

 

C1 

1 

  MPOSBC1-2* 1 

MPOSBC1-3 1 

MPOSBC2-1  

Retrofitted specimen 

 

C2 

1 

MPOSBC2-2 1 

MPOSBC2-3 1 

MP00 stands for Plain Masonry Prism 

MPOSB stands for Masonry Prism retrofitted with OSB panel 

C1 stands for connection type 1, i.e. adhesive anchor connection 

C2 stands for connection type 2, i.e. mechanical connection 

MPOSBC1-2* was constructed to replace the damaged MPOSBC1-1 

4.2.3 Test setup and Procedures  

The MP specimens constructed on the 10mm thick steel plate were tested in the 

test rig, as shown in figures 4.18 and 4.19. All the nine specimens were tested 

with simply supported boundary condition with no vertical pre-compression 

load. The specimen on steel plate was rested on 25mm diameter cylindrical 
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roller clearly identified in figure 4.19b with the axis of the roller parallel to the 

face of the specimen to allow it to freely rotate around its base while deflecting 

out-of-plane and prevent restrained end condition. At the back of the specimen, 

25 x 5mm thick metal plate was fixed across the middle of the top and bottom 

brick unit each. This 5mm thick plate provided a smooth contact for the Ø25mm 

supporting rollers fixed on an existing steel reaction frame in the laboratory (Fig. 

4.19c). On the front side of the specimen, two others 25 x 5mm thick metal plates 

were fixed at 1/4th and 3/4 th of the height of the specimen each to provide a 

contact for which the loading roller rest as identified in figure 4.19c.  

The loading of the specimens is such of a four-point testing arrangement where 

the loads were applied on the specimen using a Hi-force hydraulic jack (4.20a) 

and distributed through a spreader beam. The spreader beam spanned between 

two Ø25mm cylindrical rollers placed across 1/4th of the height from top and 

bottom support of the specimen. The direction of the load application is 

perpendicular to the specimen surface. The applied load on the prism were 

monitored using a 200kN capacity ring load cell (Fig. 4.20b). Simultaneously, 4 

linear variable displacement transducers (LVDTs) were used to record the 

deflections of the specimen along the centre, mid-top and bottom. The locations 

of these LVDTs are shown in figure 4.20c. All the LVDTs were fixed on an 

independent steel tripod stand, which was not connected to the rig (Fig. 4.20d).  

The force and the displacements were real-time monitored by connecting the 

load cell and LVDTs to an electronic acquisition unit interfaced with a computer. 

The test was load controlled, and the loading scheme is such that an initial load 

of 200N increments at every two minutes up to the occurrence of first cracks was 

applied. This loading rate represents 1/10th of the expected maximum load. The 

load increment was chosen so that a sufficient number of readings will be 

obtained to determine definitely the load-deformation curve (ASTM E72-15).  

After the first crack appeared, the loading was increased continually at a rate of 

2N/sec up to the cracking/failure of MP specimens.  
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Figure 4.18. Small-scale test setup (drawing) 

 

a)  

 

b)    c)  

Figure 4.19. Test setup: (a) As built, (b) Roller under MP, (c) Roller contact at the front and back of MP 

 

a)       b)   
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c)   d)    

 Figure 4.20. Instrumentation: (a) Hydraulic jack; (b) Load cell; (c) LVDTs position; (d) LVDTs on frame 

4.2.4 Test Results 

The test specimens were tested to failure with the load and corresponding out-

of-plane displacements monitored. The experimental results were then 

expressed in term of load-displacement curve, which represents the relationship 

between the applied out-of-plane loads and the net out-of-plane displacement in 

the mid-height of the test specimens. 

4.2.4.1 Out-of-plane Displacement  

In order to estimate the net displacement in the specimen mid-height, the 

average value of horizontal displacement at the top and bottom of the specimen 

was removed from the mean value of the displacement measured at the 

specimen mid-height using equation 4.2. 

Ὠ
 

 
  

  (4.2) 

7ÈÅÒÅȠ ÓÕÂÓÃÒÉÐÔ ρȟ ςȟ σ Ǫ τ ÒÅÆÅÒÓ ÔÏ ,6$4ȭÓ ÐÏÓÉÔÉÏÎ ÁÓ ÓÈÏ×Î ÉÎ ÆÉÇÕÒÅ τȢςπÃȢ 

The average displacement at the top and bottom of the specimen deducted from 

the average displacement at the mid-height of the specimen accounted for the 

unexpected little displacement at the top and bottom of the MP prisms. A typical 

load-displacement curve for specimen MP00-1 showing load vs displacement 

measured by all the four LVDTs is shown in figure 4.21. LVDT.1 plot is overlaid 

by LVDT.2 because the displacement recorded by the two LVDTs are the same. It 

can be observed from the curve that the specimen did not exhibit any significant 

displacement (0.29mm) before the peak load. Then suddenly, after the crack 
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occurred, the brick separated from the joint, and the displacement jumped from 

1mm to 9mm. 

     

Figure 4.21. Typical load-displacement curve 

Figure 4.21 above presented here the displacement measurements for all the 

four LVDTs for only specimen MP00-1. The curve showing the load vs 

displacement measured by the four LVDTs for all other specimens is presented 

in appendix 4.2. In the subsequent sections, only the load vs net out-of-plane 

displacement for each specimen was shown.  

4.2.4.2 Flexural Strength  

The flexural strength of the masonry prism was determined using equation 4.3  

Ὢ
 

   (4.3) 

 

 

Where; 

Ὢ   : Flexural strength of masonry prism 

ὖ   : The maximum load applied to the specimen  

ὰ   : Distance between back supports (outer bearing) 

ὰ   : Distance between the loadings supports (inner bearing) 

ὦ    : Width of specimen  

ὸ    : Thickness of specimen  

 

Figure 4.22a: Dimension on the prism 
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However, equation 4.3 is only valid if the neutral axis of the section is in the 

centre and used for the plain masonry prisms only. In other to obtain the flexural 

strength for the retrofitted MP with the OSB added, the equation of bending (Eqn 

4.4) is employed.  

 
    (4.4) 

ὓ
 z

 
  

Ὅ
 z

  

ώ
 
  

Where; 

ὓȡ Maximum moment applied on the section 

„ȡ Flexural strength of section (i.e Ὢ  

): Moment of inertia of the section  

Ù: Depth to the neutral axis of the section 

Equation 4.4 is first employed for the plain MP and the difference between the 

flexural strength calculated and the experimental result is only 6%. Therefore 

equation 4.4 is then extended to calculate the flexural resistance of the 

retrofitted MP (Table 4.10). In order to use equation 4.4 for the retrofitted MP, 

the section is converted to an equivalent section because of the composition of 

the retrofitted MP with two parts having different stiffness.  An equivalent 

thickness of the OSB with respect to the masonry is obtained by multiplying OSB 

thickness (tosb) by a factor (n) which is the ratio of 9ÏÕÎÇȭÓ ÍÏÄÕÌÕÓ ÏÆ ÔÈÅ OSB 

to the masonry (Fig. 4.22b). After that, the neutral axis of the retrofitted section 

is calculated from the new thickness of the equivalent section. The new 

properties of the equivalent section were then used in the equation of bending 

to determine the flexural strength of the retrofitted specimens. 

 ὲ
 

 

Retrofitted section Equivalent section 

Figure 4.22b: Equivalent section for the retr ofitted prism 
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4.2.5 Observed Failure Pattern  

4.2.5.1 Failure Pattern of Plain MPs  

The failure mode of the plain MP specimen is quasi-brittle with plain MP showing 

little deformation  (0.29mm) before the separation of the brick unit from the 

mortar  (Fig. 4.24). This type of behaviour shows that during the first part of the 

tests, the plain MP specimens did not exhibit any damage as also observed in 

similar works by Gattesco and Boem (2017) and Lin et. al (2016). After this crack 

had appeared in the unit/mortar interface, the deformation measured in LVDT 1 

& 2 jumped up significantly. This jump indicates a brittle failure of the plain MP 

specimens (Fig. 4.23). The failures were sudden and always started with the 

formation of a crack opening in one of the bed joints at the tensile face of the 

specimen (i.e. the side opposing the loading face). Subsequently, the crack that 

occurred in the single bed joint propagated throughout the specimen thickness 

so that the unit-mortar interface was completely separated in all cases. 

The failure occurred within the loading span (i.e. the inner bearing) for all tested 

specimens except for MP00-2 (Fig. 4.23b). Thus, the result of MP00-2 was 

discarded because one of the acceptability criteria of the test is that the failure 

must occur within the inner bearing (ASTM E518 -15; ASTM E72 -15;  BSI, 1999). 

The load-displacement curve for MP00-1 and MP00-3 is shown in figure 4.24, 

having discarded the result for MP00-2. The inference from the figures 4.24 

shows that the specimens remain undamaged for up to 80% and 85% of the 

average failure load (2857N) for MP00-1 and MP00-3 respectively. However, as 

the loading increment continues, the specimen peak load and corresponding net 

out of plane displacement of the damaged specimen at the mid-height were then 

recorded as (2871N, 8.34mm) and (2843N, 9.62mm) for MP00-1 and MP00-3 

respectively. A new specimen to replace MP00-2 was not constructed because 

the results of MP00-1 and MP00-3 compared fairly well. 
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a)   b)   c)  

Figure 4.23. Failure pattern of (a) MP00-1; (b) MP00-2; (c) MP00-3 

 
Figure 4.24. Load displacement curve for plain specimens 

4.2.5.2 Failure Pattern of Timber Retrofitted MPs  

Similar to the plain MP, the retrofitted specimen (MPOSB) showed little 

deformation (0.5mm) before the appearance of the first crack, which is also in 

the bed joint within the inner bearing. This first crack appeared at an average 

load of 3640N and 3590N for MP retrofitted with adhesive anchor connection 

(C1) and mechanical connection (C2) respectively. As the loading continued, 

other cracks appeared in the bed joints parallel to the first crack still within the 

inner bearing (Fig. 4.25 & 4.26). As the applied load increased, the first crack to 

appear failed completely at an average load of 5330N for C1 and 5280N for C2.  
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Meanwhile, since the first crack appeared in the specimens, the effect of the 

application of the timber panel at the back of the MPs caused the formation of 

other cracks in the specimens. Unlike plain MPs, the retrofitted specimens 

remained unseparated after the first crack. In order to ensure that the maximum 

load capacity of the retrofitted specimen is obtained, the loading continued until 

the timber panel at the back failed (broken). At this failure point, the 

corresponding load vs net out-of-plane displacement for all specimens including 

the plain MPs were plotted for comparison in figure 4.27. On the load-

displacement curve shown in figure 4.27, the points at which each crack 

developed were identified with numerals corresponding to the ones labelled on 

the specimens' image in figure 4.25 and 4.26 testing. The labels are boxed with 

the same ink colour as shown on the graph in figure 4.27. The average maximum 

load and corresponding displacement at failure are (21068N, 18.74mm) and 

(14407N, 15.24mm) for MPOSBC1 and MPOSBC2 respectively. Notably in figure 

4.27 is the strange behaviour of MPOSBC2-3 at around 4000N applied load. This 

behaviour is because of the manual application of load in which the increment in 

the applied load at this point is high which cause the sudden jump in the 

displacement. However, to avoid this kind of variation, an automatic loading 

program was written for the larger-scale test described in section 4.3. 

a)  b)  c)  

Figure 4.25. Failure pattern of (a) MPOSBC1-2 (b) MPOSBC1-2* (c) MPOSBC1-3 
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a)  b)  c)  

Figure 4.26. Failure pattern of (a) MPOSBC2-1 (b) MPOSBC2-2 (c) MPOSBC2-3 

 
Figure 4.27. Load displacement curve for plain and retrofitted specimens 
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the toughness gained by the specimens when undergoing an acceptable 

displacement without adverse effect. Because the masonry specimens deflected 

excessively during testing to get to the failure of the OSB (i.e. overall) which is in 

ÃÏÎÔÒÁÄÉÃÔÉÏÎ ÔÏ "3) ρωωφ ÒÅÃÏÍÍÅÎÄÁÔÉÏÎ ȬȬMasonry walls subjected to lateral 

ÌÏÁÄÓ ÓÈÁÌÌ ÎÏÔ ÄÅÆÌÅÃÔ ÁÄÖÅÒÓÅÌÙ ÕÎÄÅÒ ÓÕÃÈ ÌÏÁÄÓȭȭ. Therefore, this excessive 

deflection is not acceptable in the real situation because this can cause visual 

distress to the users of the building and can lead to damage of building parts. 

Thus, the limiting toughness actually estimates the improvement due to the 

retrofit application in the acceptable range. 

Table 4.11: Summary of flexural strength test results 

Specimen 

Label 

Max. load 

at failure 

(N) 

Displace

ment at 

failure 

(mm) 

Flexural strength 

(N/mm 2) 
Toughness (Nmm) 

Exp. 
(Bending 

theory)  
Limiting  Overall 

MP00-1 2871 8.34 0.54 0.57 7600 22700 

MP00-3 2843 9.62 0.53 0.57 7600 23200 

Average 2857  8.98 0.54 0.57 7600  25800  

MPOSBC1-2 20889 19.07 - 4.01 12200 258000 

MPOSBC1-2* 21890 17.91 - 4.20 14000 254000 

MPOSBC1-3 20424 19.24 - 3.92 11600 260000 

Average 21068  18.74 - 4.04 12600  257333  

MPOSBC2-1 13950 14.07 - 2.67 8600 164000 

MPOSBC2-2 14760 15.12 - 2.83 8000 158000 

MPOSBC2-3 14510 16.54 - 2.78 8200 166000 

Average 14407  15.24 - 2.76 8267  162667  

 

In table 4.11, the average value of each property for each group of the specimen 

(i.e. MP00, MPOSBC1 and MPOSBC2) was evaluated and compared in figure 4.28.  

The comparison shows that the maximum load that can be attained in MP when 

retrofitted with OSB panel is 7.4times and 5times that of plain MP for connection 

type C1 and C2 respectively (Fig. 4.28a). The retrofitted MPs were able to take 

more loads by displacing more without sudden failure (Fig. 4.28b). The increased 

out-of-plane displacement is 2.1times and 1.7times that of plain MP for sample 
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retrofitted with C1 and C2 respectively. Similarly, the increment in the flexural 

strength (Fig. 4.28c) is also significant when MP is retrofitted with OSB panel. C1 

offered the most increment in the load capacity and flexural strength. 
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e)  
Figure 4.28. Performance in term of (a) Load Capacity (b) Displacement (c) Flexural strength        

(d) Overall Toughness (e) Limiting Toughness 

Further analysis of the data presented in figure 4.28 reveals that the toughness 

gained due to the retrofit application when taken up to the failure of the OSB is 
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for connection type 1 and 2 respectively (Fig. 4.28d). However, having 

established the need for consideration of performance at the limiting 

displacement, the analysis shows that the application improved the toughness 

by 1.7times that of the plain wall for C1 and little increment of 1.1times plain 

wall for C2. Even though the increment in the load capacity of the retrofitted 
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single-sided retrofitted masonry walls and double-sided retrofitted masonry 

walls. The flexural and displacement capacities were evaluated in both plain and 

retrofitted specimens, and the results were analysed.  

As previously mentioned, that the small-scale test enabled the setup and 

execution of the larger-scale test, the description of the experimental works and 

results of the larger-scale test follows the same pattern of subheadings as in the 

small-scale test described in section 4.2. 

4.3.1 Test Specimen Characteristics  

4.3.1.1 Materials  

The materials used for the experimental works here are the engineering class B 

solid fired clay bricks with UK standard size 215 x 102.5 x 65mm, type N (general 

purpose) mortar mix with a ratio of 1:1:6 (Type II Cement: aerial lime: sand), 

18mm thick OSB type 3 and adhesive anchor: threaded dry rod with injectable 

chemical adhesive (C1). These materials are exactly the same as the one used for 

the small-scale test. The only exception here is that only the adhesive anchor 

connection type (C1) was used. C1 has been identified as the best-performed 

connection from the small-scale test described earlier. 

4.3.1.2 Test specimen construction  

Single leaf, double wythes URM wall specimens of 1115 x 1115 x 215mm (length 

x height x width) were constructed. The geometry of the walls is such that each 

of the two wythes of the walls has 15 courses with each course having 5 units of 

brick bonded together by 10mm thick mortar joint. The walls were built in 

English bond consisting of alternate rows of headers and stretchers, which is the 

oldest form of brick bond popular in the UK since the late 17th century. The 

bonding pattern is such that the joints between the stretchers are centred on the 

headers in the course above as can be seen from the plan sketches of first and 

second courses of the bonding pattern in figure 4.29 and image in figure 4.30.   

Before the construction of the retrofitted wall specimens, brick units in 

particular locations were pre-drilled and bonded in the pattern to have a 

connection layout, as shown in figure 4.31. The connection layout ensured that 

the spacing of the connection has 50mm as minimum edge clearance and 250mm 

as the minimum spacing between two connections. 
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All test specimens were constructed on 1315 x 150 x 350mm (length x height x 

width) reinforce d concrete (RC) footing with 1mm thick polymer (nylon) placed 

on top of the RC footing to prevent the bottom of the wall from bonding to the RC 

to avoid toe crushing failure during testing. The wall specimens (Fig. 4.32) were 

constructed and tested in place, no movement of the wall to prevent any 

significant disturbance of the wall. All masonry wall specimens were cured by 

wrapping them with a polythene sheet for 14days and then cured for further 

14days in the laboratory in the open air. For the retrofitted masonry wall, the 

OSB timber panel was fixed to the masonry walls after 21days to allow for curing 

of the injection mortar in the connection point.  

a)  

Figure 4.29. Wall specimen bonding pattern (plan drawing)  

b)         
     Figure 4.30. Wall specimen bonding pattern (image during construction) 
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Figure 4.31. Typical connection layout for retrofitted wall specimens (all dimensions in mm) 

 

   

Plain wall 1-sided retrofitted wall  2-sided retrofitted wall  

Figure 4.32. Masonry wall specimens (As-built ) 

4.3.2 Test Program/Matrix  

Out-of-plane load control tests have been performed on six masonry wall 

specimens, as indicated in Table 4.12. Two walls identified as PW1115-1 and 

PW1115-2 were tested as plain specimens. PW1115-1 was tested with a vertical 

pre-compression load that varied as the applied out-plane load increased while 

PW1115-2 was tested with a constant vertical pre-compression load. For the 

retrofitted specimens, two samples were tested as single-sided retrofitted 

samples while the last two walls were tested as double-sided retrofitted wall 
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sample. An 18mm thick OSB type 3 and adhesive anchor system (C1) were used 

to retrofit the URM wall specimens. The test program has ensured that loading 

has been applied on wall retrofitted with OSB timber on only tension face and 

both tension and compression face of the masonry wall. This is because the 

proposed technique is to apply the OSB panel on the internal surface of exterior 

URM walls so that external historic appearance of the building is preserved. The 

other retrofit configuration is the application of the OSB panel on the outer 

surface of exterior URM walls with the combination of plaster, brick-polymer 

based imitating finishing or clay tiles. The configuration where we have the OSB 

on both sides were for application on both surfaces of walls when heritage 

preservation is less stringent, and the solution is feasible. 

Table 4.12: Test program for larger-scale test 

Specimen 

Label 

Description Connection 

Type 

Quantity Pre-compression 

loading 

PW1115-1 Plain 

specimen 

- 1 Variable 

PW1115-2  1 Constant 

1SRW1115-1 single-sided 

retrofitted  

 

C1 

1  

Constant 1SRW1115-2 1 

2SRW1115-1 double-sided 

retrofitted  

 

C1 

1  

Constant 2SRW1115-2 1 

PW stands for Plain Masonry Wall 

1SRW stands for Masonry wall retrofitted with OSB panel on one side 

2SRW stands for Masonry wall retrofitted with OSB panel on two sides 

C1 stands for Connection type 1 (Adhesive Anchor Connection) 

  

4.3.3 Test setup and Procedures  

The general test setup (Fig. 4.33 &4 .34a) was designed to replicate a four-point 

loading test arrangement, which is suitable for assessing the flexural behaviour 

of masonry wall as described in ASTM E72-15. Each wall specimen was tested by 

applying an out-of-plane load in the middle section of the wall to induce an 

approximately constant flexural stress in the central area of the wall.  The load 

was applied to each tested specimen using a hydraulic ram and was distributed 

through a steel spreader arrangement in the central area of the wall (Fig. 4.34b). 
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The spreader arrangement spanned between the fourth course from the top and 

bottom of the wall specimen. All specimens were tested with simply supported 

boundary condition and a vertical pre-compression load on top of the walls. 

The simply supported boundary condition of the test specimen was achieved by 

supporting the back of the wall specimen across the middle of the top and bottom 

course with supporting steel frames. The support frames were connected to an 

existing stanchion as a reaction frame at the top and bottom of the wall (Fig. 

4.34c).  Ø25mm roller was placed between the back face of the wall and the 

supporting steel plate on the reaction frames to provide for smooth distribution 

of load action across the length of the wall and avoid point contact.  On the front 

side of the specimen, two number of 50 x 5mm thick metal plates were fixed at 

1/4th and 3/4th of the height of the specimen each to provide a contact for the 

roller on the steel load spreader arrangement. 

Meanwhile, all the test arrangements were carried out while the specimen 

constructed on the RC footing still rested on the four 60mm square pipes placed 

at each corner of the RC footing. These square pipes ensured that the wall was 

stable during preparation and also allowed the placement of 50mm diameter 

roller under the specimen before the start of the load application.  Once the 

setups were completed, the 50mm diameter roller was slide under the specimen, 

and the four 60mm square pipes were removed. This allowed the wall specimen 

to rest on the 50mm diameter cylindrical roller (Fig 4.34d), with the axis of the 

ÒÏÌÌÅÒ ÐÁÒÁÌÌÅÌ ÔÏ ÔÈÅ ÓÐÅÃÉÍÅÎȭÓ ÆÁÃÅ ÔÏ ÁÌÌÏ× ÉÔ ÔÏ ÆÒÅÅÌÙ ÒÏÔÁÔÅ ÁÒÏÕÎÄ ÉÔÓ ÂÁÓÅ 

whi le deflecting out-of-plane and prevent restrained end condition. 
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Figure 4.33. Larger-scale test arrangement (drawing scheme) 

 
 

 
Figure 4.34a. Larger-scale test arrangement (Side view showing the general arrangement) 
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b) front view showing loading area 

 
c) Back view showing upper and lower support 

 

 
d) Roller under wall specimen 

Figure 4.34. Larger-scale test arrangement (As-built)  

4.3.3.1 Loading Procedure  

The loading is such of a four-point testing arrangement where the load was 

applied on the specimen using a hydraulic ram and distributed through a 

spreader beam arrangement. The spreader beam spanned between two Ø25mm 

cylindrical rollers rested on 5mm metal plate placed at 1/4th of the height from 

top and bottom support of the test wall specimen. The direction of the load 

application was perpendicular to the wall specimen surface. The test was load 

controlled, and the loading scheme was such that an initial load was applied 

continuously at a rate of 1kN/min for up to 5kN and then maintained the load for 

5mins period. The purpose of maintaining the applied load was to allow the wall 

assembly to come to substantial rest before taking the next set of reading as 

recommended in (ASTM E72-15). Also, this helped to observe any time-
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dependent deformation and load redistribution. The load steps were repeated 

continuously for 10kN, 15kN, 20kN, 25kN, and 30kN load and maintained for 

5mins period at each load step (Fig. 4.35). After that, the load was increased 

continuously to the failure of the test specimen. In order to obtain the maximum 

capacity of the retrofitted walls, the applied load was increased continually after 

the first crack until additional cracks were formed in the retrofitted specimens 

and ultimately the timber at the back of the masonry walls were broken. 

For the constant pre-compression load, a 305 x 305 x 240 UC section amounting 

to 3kN load was placed on top of the wall. In the case of variable vertical load 

(PW1115-2), a hydraulic jack was placed on top of the UC beam with an initial 

load of 10kN (self-weight of UC inclusive). The vertical load in PW1115-2 further 

increases as the applied out of plane load increases. The pre-compression load 

applied simulated a vertical load on the wall, which might be due to a light roof 

or even an upper portion of the wall.  

 
Figure 4.35. Applied out-of-plane load history. 

4.3.3.2 Instrumentation  

The values of the applied load on the wall were monitored using a 200kN 

capacity ring load cell. Simultaneously, 8 linear variable displacement 

transducers (LVDTs) were used to record the deflections of the test specimen 

along the wall centre, top and bottom. The locations of these gauges were as 

shown in figure 4.36. All the eight LVDTs used during the test were fixed on an 

independent steel tripod stand, which was not connected to the test rig. The force 
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and the displacements were real-time monitored by connecting the measuring 

equipment (load cell and LVDTs) to an electronic acquisition unit interfaced with 

a computer.  

 
Figure 4.36. Position of LVDTs on wall specimen 

4.3.4 Test Results  

The experimental results were expressed in terms of load vs displacement curve 

representing the total applied out-of-plane load against the net out-of-plane 

displacement for both plain and retrofitted specimens. The maximum out-of-

plane loads and the corresponding net out-of-plane displacement of the plain 

walls were obtained to establish the baseline for estimating the effectiveness of 

the proposed retrofit technique.  

4.3.4.1 Out-of-plane Displacement  

The net out of plane displacement in the mid-height of the wall was estimated by 

deducting the mean displacement recorded at the top and bottom of the 

specimens from the average mid-height displacement. This deduction accounted 

for the unexpected displacement at the top and bottom of the wall. The net out-

of-plane displacement was obtained using either of the two options below 

because the two options give the same results. 
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ǒ Option 1:  Right and Left side 

In this option, the wall was divided into two sides, the displacement on each side 

of the wall was estimated and averaged to give the net out-of-plane displacement 

of the wall as shown from equation 4.4-4.6 

Considering figure 4.36,  

Ὠ Ⱦ      
 

 
  

    (4.4) 

Ὠ Ⱦ   
 

 
  

   (4.5) 

Ὠ             
Ⱦ  Ⱦ     (4.6) 

ǒ Option 2:  Top, Mid and Bottom  

Here, the wall was considered as a single part with three regions as the top, mid 

and bottom. In other to estimate the net displacement in the specimen mid-

height, the average value of horizontal displacement at the top and bottom of the 

specimen was removed from the mean value of the displacement measured at 

the specimen mid-height using equation 4.7 to 4.10  

Ὠ Ⱦ        
  

       (4.7) 

Ὠ Ⱦ   
  

      (4.8) 

Ὠ Ⱦ            (4.9) 

Ὠ             Ὠ Ⱦ
Ⱦ  Ⱦ  

  (4.10) 

Where; Ὠ refers to displacement at a particular position of LVDT in figure 4.36. 

4.3.4.2 Behaviour of Plain Masonry Wall  

Figure 4.37 below presents the load-displacement curve for the two tested plain 

masonry wall specimens (PW1115-1 and PW1115-2). The damaged pattern 

after the test is shown in figure 4.38 and 4.39. The observed failure pattern in the 

plain walls is characterised by the sudden formation and rapid opening of the 

crack in the unit/mortar joint interface throughout the whole wall specimen 

thickness. The failure of the plain masonry wall is quasi-brittle and always 

started with the formation of a crack opening in one bed joint at the tensile face 
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of the specimen (i.e. the side opposing the loading face). Subsequently, the crack 

occurred in the bed joint was propagated through the perpend joint to the next 

bed joint. The crack occurred throughout the whole thickness of the wall so that 

the unit-mortar interface was completely separated (Fig 4.39). In the case of 

PW1115-1, where the pre-compression load applied varied according to the 

applied out of plane loading, the failure occurred across 3-bed joints as shown in 

figure 4.38. 

The load-displacement curve in figure 4.37 shows that the two plain specimens 

have a quasi-linear behaviour up to about 15000N load, which corresponds to 

the onset of crack formation in PW1115-2. After that, the load continuously 

increased with a little increase in the out-of-plane displacement before the 

specimen failed. At the failure point, the displacement suddenly increased. This 

increment is due to the brittle nature of the failure pattern. The maximum load 

attained by PW1115-2 is 38330N and the corresponding net out-of-plane 

displacement at this point is 5.25mm. 

From figure 4.38, specimen PW1115-1 appeared very stiff because the applied 

pre-compression loads keep increasing as the load increases, preventing 

significant out of plane displacements. However, at about 25000N load capacity, 

there is an onset of crack 1 in the specimen which later failed at maximum load 

of 39720N with a corresponding net out-of-plane displacement of 3.4mm. Then, 

because of the increasing pre-compression load, there is a redistribution of the 

stresses in the wall, which then allowed PW1115-1 to carry more out-of-plane 

load until another crack (crack 2) formed at 65000N applied out-of-plane load.  

Clearly, the applied load on PW1115-1 has passed the normal load capacity of 

the wall, which is 38330N for PW1115-2. So, the loading was stopped after the 

failure of crack 2. This is to avoid the total collapse of the wall and damage to the 

instruments. It was evident that the higher pre-compression load increased the 

out-of-plane capacity of the wall. However, the increasing pre-compression load 

as the out-of-plane load increases is not realistic. Therefore, the load at the first 

crack of PW1115-1 (39720N) and the maximum load of PW1115-2 (38330N) 

were chosen as the maximum load capacity of the plain specimen. The average 

of these two value (39025N) was chosen as a baseline to evaluate the 



- 121 - 

 

effectiveness of the proposed timber-retrofit technique in both single-sided and 

double-sided retrofitted walls. 

 

Figure 4.37. Load vs Displacement curve for plain specimens 

 

       
a) PW1115-1 at the end of the test 

 
b)  crack number 1 on the 8th bed joint  

 

 
c) crack number 2 on the 4th bed joint  

Figure 4.38. Failure pattern of PW1115-1 
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