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Abstract 

The fourth industrial revolution has greatly influenced and redefined the manufacturing industry. 

Modern manufacturing is driven towards high value-added, technological-based manufacturing. 

Business-wise, it is to maximise or maintain competitiveness in an emerging digital era. This 

technological transformation has been triggered by tremendous growth and innovative breakthroughs 

in the digital world. It has led to the increasing integration of information and communication 

technologies (ICT) with industrial operational technologies (OT). To support the positioning of the 

manufacturing industry to effectively play its role in the fourth industrial revolution, this research makes 

its contribution by exploring and applying the digital twin (DT) concept in the digitisation of 

manufacturing processes. This is intended to digitise and control manufacturing processes to achieve 

real-time cyber-physical interaction and integration, involving both product and process digital twins. 

This is geared towards achieving dynamic production systems as part of the expectations of the fourth 

industrial revolution.  

The methodology adopted in this study involved a systematic literature review, system identification, 

modelling and simulations. This enabled the definition of entities, functions, quantities, performance 

metrics and propositions analysed through experimentation. A case study on a Festo CP smart factory 

was presented as evidence of the feasibility and effectiveness of the propositions made in this research.  

The contributions made by this research included: 

¶ A proposed digital twin framework that supports the integration of the product and process 

digital twins for applications in manufacturing 

¶ Proposed techniques to support real-time synchronised interaction between the asset-twin. 

These include a dependency rule that logically defines a bidirectional relationship between the 

product DT and its processes DTs; and a real-time synchronisation mechanism that supports a 

synchronised real-time interactive environment 



 

xix 

 

¶ A proposed cyber-physical control structure for a Cyber-physical production system (CPPS) 

DT and an implementation strategy of the Cyber-physical control structure. This framework 

integrates the digital twin virtual control structure with the physical assetôs control system over 

a real-time bidirectional communication link 

¶ A proposed CPPS DT decision support system (CPPS_DTDSS) that positions the integrated 

product-process DT to access/share resources across the Hierarchy levels of the RAMI4.0 

automation architecture. This is an automation reference architecture for Industry 4.0 that 

includes the product and connected world in its Hierarchy levels. This extends the concept of 

integration across the Hierarchy levels of the RAMI4.0 architecture 

The real-time collaborative interaction between the asset-twin extends the numerous digital capabilities 

of the DT to the operational phase of the CPPS. This positions the DT as a decision-support mechanism 

for the CPPS. The CPPS supports its DT simulations, analyses and visualisation with operational data 

and control. The DT, with a Cyber-physical control structure, can execute real-time control, production 

management and product customisation.  

 

 

 

 

 

 

 



 

1 

 

CHAPTER I : INTRODUCTION  

This chapter introduces the research on the digitalisation of manufacturing processes. It 

highlights the motivation behind this research, discusses the research questions, and presents 

the research aims and objectives geared towards answering the research questions. Lastly, it 

presents the outline of the thesis report. 

1.1 Background 

Modern manufacturing today, has been driven by high-value-ended technologies to high-value 

low cost-based, manufacturing. Business-wise, it is designed to maximise or maintain 

competitiveness at a minimum cost. With the increasing advancement in technology and 

business competition from low labour cost countries, this research is geared toward an increase 

in equipment utilization, critical production cost reduction and the development of innovative 

products (Kritzinger et al., 2018, Talkhestani et al., 2018). This would include the development 

and adoption of advanced innovations to enhance existing manufacturing processes, tools, 

techniques, products and the design and development of new manufacturing tools (Aivaliotis, 

Georgoulias, & Alexopoulos, 2019). Socially, this advancement enables the manufacturing 

industry to meet the dynamic ever-growing expectations of the new socio-economic behaviour 

of the society introduced by the digital era; for instance, the internet.  

1.2 Motivation  

A new era of manufacturing called smart/digitised manufacturing has arisen due to the 

integration of innovations like the interconnections of intelligent components, the internet of 

things (IoT), sensor data fusion and cloud computing technologies within factory floors (Rosen 

et al., 2015; Zhang, Ma et al., 2019). These developments have also given birth to the concept 
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of the digital twin (DT). Many industrial researchers present this concept as the pillar for the 

next generation of digitised manufacturing (Shangguan, Chen and Ding, 2019). This provides 

the linkage needed to bridge the gap between the physical and virtual space in real-time, 

interconnect silos of data within a business chain and reinvent the paradigm of demand and 

supply (Tao & Zhang, 2017; Qi, Tao et al., 2018; Kabaldin et al., 2019).  

Today, viewed beyond engineering, the DT concept is considered an instrument for integrating 

business strategies along the business supply chain (Microsoft, 2017). With this, costly and 

time-expensive physical models can be replaced with more efficient and effective predictive 

and diagnostic virtual tools supported with real-time comprehensive data to investigate and 

manage consequences of both product and process development, operations and servicing 

decisions on product/process behaviour (Klitou, 2017). 

The digitalisation of manufacturing paves way for the application of more sophisticated virtual 

models and IT technologies thereby allowing the connection of various phases of a 

product/process lifecycle. The integration of these phases creates room for product/process 

improvement and optimal resource utility. Being able to mirror the real world through real-

time data construct creates a new level of industrial research, production flexibility, enhanced 

product customisation and increases customer satisfaction owing to energy and resource 

efficiency, shortened time-to-market and enhanced flexibility. 

1.3 Discussion of the problem 

Our current world is defined by the first three industrial revolutions, namely: mechanisation, 

mass production and computerisation. The industrial sector can be said to be in the early stage 

of its fourth revolution (Liu, Meyendorf and Mrad, 2018). This new era, triggered by the 

convergence of the digital and the physical worlds creates a cyber-physical environment; an 
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innovational leap that has and is still transforming the manufacturing sector resulting in digital 

factories (DF) and smart production and products (Biesinger et al., 2019). The drive towards 

achieving the Industry 4.0 vision for digital factories is faced with challenges like the 

disconnection of related manufacturing sites, independent models, isolated data and non-self-

controlled applications (Catapult, 2019). There is a need to unveil the invaluable potential of 

the integration of these resources.  

From a broad perspective, this research tries to answer the following question: ñHow can the 

integration of both product and process digital twins facilitate the drive towards harnessing 

the benefits of digitisation in manufacturing processes?ò Current research has treated the 

product and process digital twins as separate entities. This research is interested in harnessing 

the digital benefits of the interdependencies between the product and its production processes 

using the digital twin concept. In an endeavour to answer the aforementioned question, the 

thesis addresses the following questions: 

1. How can a product and process digital twin be integrated to harness the dependencies 

between the product and its manufacturing processes?   

2. What infrastructures are needed to support real-time synchronised interaction between 

the integrated product-process digital twin and its physical asset? 

3. How can bidirectional control be achieved between the physical system and the digital 

twin to enable cyber-physical interaction? 

4. How can the digital twin concept support decision-making across the RAMI4.0 

automation Hierarchy levels?   
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1.4 Purpose: Research aim and objectives 

In response to the aforementioned research questions, this research aims to digitise and control 

manufacturing processes by using the digital twin concept to achieve real-time cyber-physical 

interaction and integration, involving both product and process digital twins. This is aimed 

toward achieving dynamic production systems as part of the expectations of the fourth 

industrial revolution.  

The research objectives include: 

1. Design a digital twin architecture for smart factories that supports the integration of both 

the product and the process digital twins  

2. Develop techniques to integrate the product digital twin, process digital twin and the 

physical asset to support real-time synchronised interactive simulation 

3. Establish a cyber-physical control structure using closed-control loops at multiple 

granularities that support real-time synchronized bidirectional control between the asset-

twin: collaborative control 

4. Develop a framework that positions the digital twin concept as a decision-support system 

across the RAMI4.0 automation Hierarchy level 

5. Validate the integrated product-process digital twins as a decision-support system for a 

cyber-physical production system (CPPS) using a range of dynamic scenarios 

 

1.5 Contributions 

This thesis has explored the concept of the digital twin in the digitisation of manufacturing 

processes to achieve dynamic production systems as part of the expectations of the fourth 
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industrial revolution. Such a production environment would support real-time cyber-physical 

interaction and integration between both the product and process digital twins and the physical 

asset. The novelties and main contributions made by this research include: 

(a) A proposed digital twin framework that supports the integration of the product and process 

digital twins for applications in manufacturing 

(b) Proposed two techniques to support real-time synchronised interaction between the asset-

twin. These included a dependency rule that logically defines a bidirectional relationship 

between the product DT and its processes DTs; and a real-time synchronisation mechanism 

that supports a synchronised real-time interactive environment 

(c) A proposed cyber-physical control structure for a Cyber-physical production system (CPPS) 

DT and an implementation strategy of the Cyber-physical control structure. This 

framework integrates the digital twin virtual control structure with the physical assetôs 

control system over a real-time bidirectional communication link 

(d) A proposed CPPS DT decision support system (CPPS_DTDSS) that positions the 

integrated product-process DT to access/share resources across the Hierarchy levels of the 

RAMI4.0 automation architecture which is the automation reference architecture for 

Industry 4.0. This extends the concept of integration across the Hierarchy levels of the 

RAMI4.0 architecture The RAMI4.0 (Figure 3.8) is the automation reference architecture 

for Industry 4.0. 

1.6 Methodology 

The methodology designed for this research divides the research into theoretical and practical 

works. This methodological approach attempts to support all theoretical propositions with 

experimental results.  Strategically, to measure, monitor and maintain the research progression, 
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the research objectives were broken down into significant milestones which were further 

clustered into phases that allowed for a sequential build-up to the research aims and objectives 

within the academic timeframe. The included case study provides applicative evidence and 

guidelines on the research contributions. 

1.7 Outline of the thesis 

The research narrative establishes the journey taken to adopt the DT concept as a digitisation 

tool in manufacturing. First, the benefits of the concept are identified, followed by a 

methodology designed to achieve cyber-physical integration and harness its benefits within the 

manufacturing environment. This outline is structured broadly on applicative methodologies 

using existing concepts, techniques and industrial tools. Building on this foundation, the case 

study identifies results and propositions for improvement. The remaining chapters are 

structured as shown below. 

Chapter 2 attempted to answer the question ñHow does the digital twin concept support the 

realisation of an integrated, flexible and collaborative manufacturing environment as one of 

the goals projected by the fourth industrial revolution?ò. This established the basis for the 

research through literature review. It addressed how the digital twin concept supports 

integration, flexibility and collaboration within the manufacturing environment. Research 

trends and gaps were identified, the research objectives and methodology were redefined based 

on these findings.  

Chapter 3 presented in detail the methodological approach adopted for this research. Here the 

research plan and methods used are defined along with set milestones. The case study was also 

introduced in this chapter. 
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Chapter 4 presented a  digital twin architecture in detail in response to the question ñHow can 

a product and process digital twin be integrated to harness the dependencies between the 

product and its manufacturing processes?ò. This included the method of achieving the 

product-process digital twin integration. Such integration would provide more control over 

production resources and product quality during production. A case study with key steps on 

how to implement the proposed framework was presented for validation.  

Chapter 5 answered the question ñWhat infrastructures are needed to support real-time 

synchronised interaction between the integrated product-process digital twin and its physical 

asset?ò. This chapter presented the techniques to implement the proposed DT architecture in 

Chapter 4. This involved the development of the DT model and mechanism for an interactive 

collaborative simulation. The OPC_UA protocol was implemented as a technique to establish 

a unified data communication channel between all related system elements. A case study was 

presented for validation. 

Chapter 6 presented answers to the questions: ñHow can bidirectional control be achieved 

between the physical system and the digital twin to enable a two-way interactionò and ñHow 

can this control infrastructure support production flexibility, product customisation as a 

decision support mechanism?ò. It presented the proposed cyber-physical control structure 

using closed-control loops at multiple granularities to support real-time synchronized 

bidirectional control between an integrated product-process DT and the physical asset. 

Implemented control techniques and strategies, and the results of such implementations were 

discussed. A case study was presented for validation and the results presented here showed 

how the dynamic product DT uses a closed-loop data-driven control to trigger corresponding 

system configurations for production and support production management. This presents an 

interesting concept of real-time interactive simulation.  
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Chapter 7 looked at the concept of the DT as a decision-support system and addressed the 

question ñHow can the digital twin concept support decision-making across the RAMI4.0 

automation Hierarchy levels?ò. In light of this, Industry 4.0 concepts and techniques were 

applied in the proposed CPPS DT decision support architecture (CPPS_DTDSS). The case 

study presented here for validation used the Node-RED application as a Message-oriented 

middleware (MOM) that supports IoT communication and management. It was used to 

establish communication between the DT, MES/ERP system, customer API and cloud service 

platform hosting the external database. Also, it was used to create the customer interface to pull 

customer information for use in the DT platform and provide information to customers.  

Chapter 8 is a summary of the research work with some recommendations which propose future 

research and highlighted some identified limitations. The chapter ends with a conclusion. A 

recommendation that attempts to address ñHow companies can determine the kind of digital 

twin they needò  (Appendix E), other related research work and supporting information can be 

found in the Appendix section.  
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CHAPTER II: BACKGROUND AND LITERATURE REVIEW  

The digital twin (DT) concept has a key role in the future of the smart manufacturing industry. 

This review aims to investigate the development of the digital twin concept, its maturity and its 

vital role in the fourth industrial revolution. Having identified its potential functionalities for 

the digitalisation of the manufacturing industry, the digital twin concept, its origin and 

perspectives from both the academic and industrial sectors are presented. The identified 

research gaps, trends and technical limitations hampering the implementation of digital twins 

are also discussed. In particular, this review attempts to address the research question of how 

the digital twin concept can support the realisation of an integrated, flexible and collaborative 

manufacturing environment which is one of the goals projected by the fourth industrial 

revolution.  

2.1 Introduction   

2.1.1 Background 

In recent years, the tremendous growth and innovative breakthroughs in the digital world and 

the increasing integration of information and communication technologies (ICT) with 

industrial operational technologies (OT) have greatly influenced and redefined the 

manufacturing industry. This has enabled better energy and resource utilisation, shortened 

time-to-market for products and enhanced manufacturing flexibility (Rosen et al., 2015; Zhang, 

Zhou et al., 2019). Innovations like the interconnections of intelligent components within 

factory floors, Internet of Things (IoT), sensor data fusion and cloud computing (CC) 

technologies has given birth to a new era of manufacturing most often called smart 

manufacturing/digitised manufacturing (Tao & Zhang, 2017; Yun, Park, & Kim, 2017). 
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Several national strategies have been developed to harness the potential of these emerging 

technologies/innovations within the manufacturing industries. Examples include Industry 4.0 

(I4.0) by Germany, Made in China 2025, Strategy 5.0 by Japan, Advanced manufacturing 

partnerships and Industrial internet strategies in the United States of America (USA) (Zhang, 

Zhou et al., 2019).  

In manufacturing, the convergence of the virtual space with the physical operational space, to 

enable the interconnection of virtual elements with their operational physical counterparts 

(cyber-physical integration) has been a significant challenge in achieving the objectives of 

smart production (Tao & Zhang, 2017; Cheng et al., 2018). The concept of the digital twin 

(DT) has been discussed for over a decade as an approach to tackle this problem and in recent 

has gained much more attention worldwide (Cheng et al., 2018; Zhou et al., 2019). It provides 

the linkage needed to bridge the gap between the physical and virtual space in real-time, 

interconnect silos of data within a business chain and reinvent the paradigm of demand and 

supply (Rosen et al., 2015; Schuh & Blum, 2016; Yun, Park & Kim, 2017). 

2.1.2 Problem domain 

(a) Discussion of the problem 

Industry 4.0 drives the manufacturing industry into a new era of autonomous and intelligent 

information exchange, machine control and interoperable production systems. One of the key 

goals of Industry 4.0 is the connectivity and integration of elements within the production 

environment (DIN & DKE, 2018). This will allow companies to build a data footprint through 

sensors and monitoring of machines/equipment. However, there are challenges associated with 

the existing structure of manufacturing systems: centralised control structures and 

heterogeneity of data due to the variability of manufacturing vendor products (Tao et al., 2019). 
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The digital twin concept is presented as a prospective solution to this challenge. This brings us 

to the research question: ñHow does the digital twin concept support the realisation of an 

integrated, flexible and collaborative manufacturing environment as one of the goals projected 

by the fourth industrial revolution?ò. By enabling the integration of both physical and virtual 

spaces, a DT of a manufacturing system can provide the integrated platform necessary to 

harness the potential of generated data. This would see more data-based corrective actions 

taken in real-time to optimise production lines and increase productivity.  

(b) Past work on review 

Negri et al. (2017) reviewed the roles of the digital twin in the cyber-physical system (CPS)-

based production systems. This paper also presented the history of the concept, the definitions 

of the digital twin in scientific literature, its role within Industry 4.0 and some 

recommendations for future research. Kritzinger et al. (2018) presented a systematic literature 

review that focused on the use of digital twins in manufacturing. In the context of production 

science,  they gave a holistic overview highlighting the manufacturing areas in which digital 

twin has been applied, the concepts, enabling technologies and level of integration in recorded 

use cases. Having criticised the synonymous use of the terms digital model (DM), digital 

shadow (DS) and digital twin (DT), they presented these three terms as subcategories of the 

digital twin based on the level of physical-virtual data integration. Enders and Hoßbach (2019) 

presented a systematic review providing a comprehensive cross-industry overview of the 

digital twin applications. Zhang, Ma, et al. (2019) published a systematic review that focused 

on the current state-of-the-art of digital twinning within the context of product-service systems.  

It was observed that little work had been done in the context of the product-service systems 

area. Only two studies out of the 59 papers focused on product-service systems. In an attempt 
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to build an understanding of the development and applications of the digital twin in industry, 

Tao et al. (2019) presented a review on the digital twin in industry. The focus was on the key 

component of digital twins, current developments, major digital twin applications,  current 

challenges and lastly, recommendations on possible directions for future work. Aivaliotis, 

Georgoulias and Alexopoulos (2019) reviewed the use of the digital twin in the field of 

maintenance and health prediction. They investigated already existing implementations and 

proposed ways to improve them. Lu et al. (2020) reviewed digital twin-driven smart 

manufacturing. In the context of Industry 4.0, the development of digital twin technologies, 

impact, reference model, application scenarios and research issues of digital twin towards smart 

manufacturing were discussed. Jones et al. (2020) presented a systematic literature review with 

a thematic analysis of 92 digital twin publications from the last 10 years. In characterising the 

digital twin concept, 13 characteristics were presented namely physical entity/twin; virtual 

entity/twin; physical environment; virtual environment; state; realisation; metrology; twinning; 

twinning rate; physical-to-virtual connection/twinning; virtual-to-physical 

connection/twinning; physical processes; and virtual processes.  

From the reviews mentioned above, it was observed that there has been an increasing interest 

in the digital twin concept. However, a variation in the definition, description, classification 

and application of the concept was observed. Despite the disparity in the perception of the 

digital twin concept by various interest groups, the last four years have witnessed many use 

cases in manufacturing (Figure 2.2) (Tao, Zhang & Nee, 2019). This work created a holistic 

picture of the research progress made so far within this field and identified the following focus 

areas for future research: 

1. Common grounds for varying ideologies to add clarity to their applicability 
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2. Tracking the evolution of the concept up to the current understanding and 

applications within the manufacturing sector  

3. Integrating both product and process digital twins to utilize their dependencies in a 

cyber-physical production system (CPPS) 

4. Forging a research roadmap towards achieving the full dividends of the concept 

within the manufacturing industry 

2.1.3 The focus of the literature review 

Past reviews have pointed out challenges and research foci within this field suggesting that 

there is a need to track the developments made in tackling these challenges and find possible 

applications of these solutions within the manufacturing field. This research made its 

contribution by carrying out a thorough literature review to investigate the potentiality of the 

digital twin concept as an integrated platform to promote flexibility and integration in 

manufacturing. A flexibility that allows systems to easily adapt to changes in product type, 

quality, quantity and the integration of the automation information system to support data-

driven control methods. In this regard, a holistic picture of the research progress made so far 

within this field is fundamental. This should include tracking the evolution and application of 

the digital twin concept from inception to date, and identification of research gaps, trends and 

technological triggers. Finally, identified limitations in the application of the DT concept are 

should be met with proposed solutions.  

In this regard, the rest of the chapter is structured as follows: Section 2.2 presents the 

methodology for the literature review. Section 2.3 presents the discussion on the digital twin 

concept and its application. Digital twin frameworks for smart manufacturing were presented 

in Section 2.4 and real-time collaborative and interactive simulation in digital twinning was 
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discussed in Section 2.5. Section 2.6 presents the discussion on cyber-physical control in digital 

twins and Section 2.7 presents a discussion on the digital twin as a decision-support system 

across the RAMI4.0 automation Hierarchy levels. Section 2.8 presents identified technical 

limitations and proposed solutions and Section 2.9 presents the disposition of this research. 

The chapter concludes with a summary of the systematic literature review.  

2.2 Methodology for literature review 

This chapter presents the methodology used in the systematic literature review and the main 

quantitative findings. Figure 2.1 shows the methodology used to gather the digital twin-related 

literature. This method involved a literature search of the Scopus and ScienceDirect databases 

and quantitative and qualitative analyses of the selected papers. The keywords ñdigital twinò 

and ñmanufacturingò with the keyword Boolean ñANDò were used for the search. The 

identification and collation of the critical studies were done using the steps explained in Figure 

2.1:  A total of 168 publications were considered for meta-analysis and unpublished data were 

not considered. 

A meta-analysis was done to increase the power and precision of this research outcome and 

more importantly using statistical measures, a survey of the landscape enabled the proposition 

of a map out for future research directions (Stapic et al., 2012). This research may be biased 

since the choice of which journal article should be included or not was subjective to the 

researchersô judgement. The definition of quality is dependent on the researcher and as such 

the quality of the articles used in the study may vary with the person. Figure 2.2a presents the 

number of publications considered in the highlighted years.  
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Figure 2.1: Flow chart of the selection process.             Adapted from (Moher et al., 2009) 

Figure 2.2(a) demonstrates the growing research interest in the area of the digital twin, 

especially from the year 2017. Figure 2.2(b & c) shows an increased application of the concept 

at systems and system-of-systems (SoS) levels. These findings reveal a growing acceptance of 

the concept as an essential driving force/element for the fourth manufacturing generation. 
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(a) (b) 

 
(c) 

Figure 2.2: (a) Depicts trend of digital twin research interest  (b) Digital twin types  (c) Research 

focus between 1994 to 2019                  

                 

2.3 Digital twin  (DT) concept 

This section presents the key findings on the DT concept from the literature review conducted. 

This includes the evolution, perspectives and current understanding of the digital twin concept. 

It also presents the role of the DT in CPPS and briefly discussed technologies used to achieve 

cyber-physical integration. 
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2.3.1 The concept of the digital twin 

The digital twin (Figure 2.3) is a virtual replica of its physical asset built mainly of structural 

and behavioural models mainly for basic control, monitoring and evaluation of its performance 

(Cai et al., 2017; Martinez et al., 2018). 

 

Figure 2.3: General digital twin architecture 

(a) Characteristics of the digital twin 

A digital twin, as shown in Figures 2.3 & 4.4, has the following characteristics which 

differentiate it from simulation models (Modoni, Sacco & Terkaj, 2016; Cheng et al., 2018; 

Martinez et al., 2018): 

1. Real-time reflection: highly synchronised with the physical space, the virtual space 

is a real-time reflection of the physical space with a multi-level of fidelity.  

2. Interaction and convergence: This characteristic is further divided as follows:  

a) Interaction and convergence in physical space: It is a complete integration of 

system phases, elements, services and interaction. Data generated in various 

phases of physical space is connected and accessible.  
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b) Interaction and convergence between historical data and real-time data: Having 

both multi-physics models and data-driven approaches, a comprehensive digital 

twin contains both domain knowledge and timely operational information of the 

system.  

c) Interaction and convergence between the physical and virtual spaces: The digital 

twin is an integrated platform providing a smooth bidirectional connection 

between the two spaces.  

3. Self-evolution: The digital twin can update its data in real-time automatically, 

mirroring its physical asset. Parallel connectivity allows comparison between the two 

spaces enabling continuous improvement of the virtual models. 

(b) Technological triggers for the development of the DT concept 

The past decades have seen much advancement in computer technology. This has resulted in 

the development and fusion of more sophisticated virtual models of physical products/systems 

(Weber et al., 2017). These models are not only used for design verification and validation in 

systems engineering but increasingly are been used as a model-based definition of the required 

product/system characteristics. Furthermore, the developments in )#4, microchips and sensor 

technologies like the RFID technology paves way for smart products and now smart factories 

(Schleich et al., 2017, Stark, Fresemann and Lindow, 2019). These have expanded data 

generation beyond geometrical measurements and scanning with easy, quick and reliable 

capabilities to track and communicate operational information. They can feed the virtual 

models with real-time data relating to their operational statuses such as their environmental 

conditions, system performance and load (Schroeder et al., 2016).  
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One will not fail to acknowledge the influence of new sciences like data mining, pattern 

recognition, deep learning, reverse engineering and modern data analysis techniques in 

unveiling more potentials in this generated data sets and other dependencies between product, 

process, operational characteristics and business strategic decisions (Weber et al., 2017; Leng 

et al., 2019). This has projected operational data as the linkage between the virtual world and 

the physical world. The aforementioned capabilities in system engineering have increased the 

possibilities of data gathering and exchange between both the virtual and physical worlds. 

Moreover, this forms the basis for the current understanding of the ñdigital twin visionò (Liu, 

Zhang et al., 2018; Liu, Meyendorf & Mrad, 2018).  

2.3.2 The evolution of the digital twin concept 

Since the public presentation of the digital twin concept, authors have argued on the vision of 

the digital twin resulting in different definitions and applications (Table 2.1). In recent years, 

more authors are inclined to the notion that the vision refers to a comprehensive virtual 

representation with connectivity to the physical and functional description of the 

product/system all through the lifecycle phases (Yun, Park & Kim, 2017; Cheng et al., 2018; 

Kritzinger et al., 2018). Table 2.1 presents some identified definitions of the digital twin. It 

reflects a gradual transformation of the concept and its applicability. 

Table 2.1: Identified definitions of the digital twin in literature 

No Ref Year Definition of digital twin  

1 (Shafto et al., 

2012) 

2010-

2015 

ñA Digital twin is an integrated multi-physics, multiscale, probabilistic 

simulation of an as-built vehicle or system that uses the best available 

physical models, sensor updates, fleet history, etc., to mirror the life of its 

corresponding flying twin.ò 

2 (Schroeder et 

al., 2016) 

2016 ñThe Digital twin being a virtual representation of the real product. It has 

productôs information since the beginning of the life until the disposal of the 

product.ò 

3 (Grieves & 

Vickers, 2016) 

2016 óóA set of virtual information constructs that fully describes a potential or 

actual physical manufactured product from the micro atomic level to the 

macro geometrical level.ôô 
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4 (Brenner & 

Hummel, 

2017) 

2017 ñA digital copy of a real factory, machine, worker, etc., that is created and 

can be independently expanded, automatically updated as well as being 

globally available in real-time.ò 

5 (Stark, Kind, 

& Neumeyer, 

2017) 

2017 óóA Digital twin is the digital representation of a unique asset (product, 

machine, service, product service system or another intangible asset), that 

compromises its properties, condition and behaviour using models, 

information and data.ôô 

6 (Weber et al., 

2017) 

2017 ñA digital representation of all the states and functions of a physical asset.ò 

7 (Blum & 

Schuh, 2017) 

2017 ñA virtual representation of a product on the shop-floor.ò 

8 (Bohlin et al., 

2017) 

2017 ñA comprehensive physical and functional description of a component, 

product or system, which includes more or less all information which could 

be useful in the current and subsequent lifecycle phases.ò 

9 (Negri et al., 

2017) 

2017 ñThe virtual and computerized counterpart of a physical system that can be 

used to simulate it for various purposes, exploiting a real-time 

synchronisation of the sensed data coming from the field.ò 

10 (Tao et al., 

2018) 

2018 ñA real mapping of all components in the product life cycle using physical 

data, virtual data and interaction data between them.ò 

11 (Scaglioni & 

Ferretti, 2018) 

2018 ñA near-real-time digital image of a physical object or process that helps 

optimize business performance.ò 

12 (Talkhestani, 

et al., 2018) 

2018 ñA current, digital model of a product or production system that contains a 

comprehensive physical and functional description of a component or 

system throughout the lifecycle.ò 

13 (Haag & 

Anderl, 2018) 

2018 ñA comprehensive digital representation of an individual product. It 

includes the properties, condition and behaviour of the real-life object 

through models and data.ò 

14 (Liu, 

Meyendorf, & 

Mrad, 2018) 

2018 ñAn integrated multi-physics, multiscale, probabilistic simulation of an as-

built system enabled by digital threads, that uses the best available models, 

sensor information, and input data to mirror and predict 

activities/performance over the life of its corresponding physical twin.ò 

15 (Zhuang, Liu, 

& Xiong, 

2018) 

2018 ñA virtual, dynamic model in the virtual world that is fully consistent with 

its corresponding physical entity in the real world and can simulate its 

physical counterpartôs characteristics, behaviour, life, and performance in a 

timely fashion.ò 

16 (Sierla et al., 

2018) 

2018 ñDigital twin: a near-real-time digital image of a physical object or process 

that helps optimize business performance.ò 

17 (Kunath & 

Winkler, 

2018) 

2018 ñ The Digital twin of a physical object as the sum of all logically related 

data, i.e. engineering data and operational data, represented by a semantic 

data model.ò 

18 (Tharma, 

Winter, & 

Eigner, 2018) 

2018 ñDigital twin of a real distributed product is a virtual reflection, which can 

describe the exhaustive physical and functional properties of the product 

along the whole life cycle and can deliver and receive product information.ò 

19 (Eisentrager et 

al., 2018) 

2018 ñA digital twin is a digital model of a real object containing lifecycle 

records and dynamic status data, which are synchronized in real-time. The 

model will be used to gain knowledge that can be transferred to the real 

object.ò 

20 (Negri et al., 

2019) 

2019 ñAn integrated simulation of a complex product/system that, through 

physical models and sensor updates, ontol twin.ò 

21 (Biesinger et 

al., 2019) 

2019 ñA digital twin is defined as a realistic model on a current state of the 

process and behaviour of real objects with its structure and elements that are 

connected to it.ò 

22 (Kabaldin et 

al., 2019) 

2019 ñ A set of mathematical models characterizing in real-time the different 

states of the equipment, the technological processes, and the business 

processes in production conditions.ò 
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The definitions of the digital twin given by NASA and Grieves reflect a broader view of its 

existing applications (Shafto et al., 2012; Grieves & Vickers, 2016). This research sees the 

digital twin for manufacturing as a set of integrated virtual information construct of a potential 

or actual physical system detailed with all necessary minuscule and macro-level multi-physics, 

multi-scale geometric and simulative probabilistic specifics, suitable for its creation. Virtual 

models of suitable granularity with defined functionalities are developed and integrated into a 

networked system (Cheng et al., 2018). The physical system interlinked with this integrated 

virtual entity updates it with operational data, thus becoming an exact digital representation of 

its physical asset (Haag & Anderl, 2018). The development of the digital twin for a new 

physical asset should begin at the design/engineering stage and evolve through the assetsô 

lifecycle (Rosen et al., 2015; Martinez et al., 2018; Qi et al., 2018). For already existing 

systems, the digital twin can become an additional component modelled to reflect the existing 

functionalities of the system (Enders & Hoßbach 2019). 

2.3.3 Perspectives on the digital twin 

The digital twin concept in an earlier time was applied to product design (Zhang, Xu et al., 

2019). In recent times it is perceived to encompass the entire business value chain resulting in 

digital twins of products, production processes, system performance and services (Leng et al., 

2019). Despite non-unification in definition and description (Table 2.1), there is a similarity in 

the key components of the digital twin: real-time interaction and the replication of physical 

asset functionalities in the virtual space.  

For this research, the digital twin concept can be applied within the manufacturing industry 

primarily at three levels, namely: product, unit/systems and system of a system (SoS)/shop-

floor levels. These virtually represent the integration of process, raw material, tools/equipment, 



 

22 

 

finished products and services, including all static and dynamic compositions of the production 

system (Qi et al., 2018; Qi, Tao et al., 2018). Virtual models used for a digital twin can include 

the following physical models (geometric, performance, simulation), relational rules and 

behaviour models that reflect the state, characteristics, behaviours and performance of its 

physical entities (Cheng et al., 2018). They can be used for simulations during virtual 

commissioning, monitoring, diagnostics, prediction and control of the state and behaviour of 

its twin to support decision-making in the development and operation phases of the product, as 

well as reflect information continuity throughout the product lifecycle (Schleich et al., 2017; 

Haag & Anderl, 2018). Figure 2.2 shows increased usage of the concept within the 

manufacturing sector. 

Digital twin of a product: The digital twin of a product is simply its digital construct mapping 

the individual product in the virtual space. Its level of functionality and comprehensiveness is 

dependent on the physical twin and intended use (Tao et al., 2018; Haag & Anderl, 2018). 

 Digital twin at a unit/system level: A digital twin at a unit level of the CPS systems is at its 

smallest possible granularity. Such small units include components and equipment (e.g. 

computer numerical control (CNC) machines, robots), materials (transport facilities like 

automated guided vehicles (AGV) and other value-added raw materials), and smart 

environments (Kritzinger et al., 2018). The digital twin at a system level is an integrated data-

oriented virtual replica of all necessary process elements. This includes all unit-level digital 

twins of manufacturing equipment, material flow, operating systems, human resources, and 

other value stream elements (Blum & Schuh, 2017; Qi, Tao et al., (2018).  At the system level 

of a shopfloor, models considered include production capability models for production 

capability and characterisation, process models to link process-related parameters to product 
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design attributes and mirror the interaction between a product and the model of its 

corresponding production process model (Cheng et al., 2018).  

Digital twin at an SoS level: The digital twin smart service platforms can be used to achieve 

collaboration between system-level CPSs and digital twins.  This could be a collaboration 

within a factory site where production lines can interact or different factory sites. Such an 

integrated platform enables the integration of the various lifecycle processes of a product, data 

and resources. This is an enabling environment for cross-systems and cross-platform 

interconnection and interoperability and optimisation of servitisation (Qi, Tao et al., 2018).  

 

Figure 2.4(a) shows more use of the digital twin to support the unit/systems level.  Figure 2.4(b) 

demonstrates the publication trend in the last ten years. A large number of publications in 2018 

highlight the use of the DT concept in a physical assetôs lifecycle, enabling an enriched digital 

twin database built right from the design stage to be available all through its lifecycle (Jones et 

al., 2020). Publications in 2019 show an increased discussion of the digital twin in the 

operational phase with a focus on simulation and optimisation using real-time operational data. 

 
 

(a) (b) 

Figure 2.4: (a) Percentage of publications based on digital twin type     (b) Trend of the digital 

twin applicability in process/product lifecycle phases 
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There is a congruence amongst authors that digital innovations like sensor data fusion, IoT, 

edge and cloud computing technologies, deep learning and machine learning in Artificial 

intelligence, big data analytics, faster algorithms, increased computational power and the 

availability of more operational data are triggers for the modification of the expectations of the 

concept (Lu & Xu, 2018; Scaglioni & Ferretti, 2018; Zhang, Zhou et al., 2019).  

Analysis of the articles identified six key functionalities inherent in the digital twin applications 

namely, prognostic and diagnostic analyses, simulation (online and offline), control, 

monitoring/supervision and optimisation (Figure 2.5) (Martinez et al., 2018; Zhuang, Liu, & 

Xiong, 2018; Zhang, Zhou et al. 2019; Zhang, Xu et al., 2019). As seen in Figure 2.5, in recent 

years, there has been more acceptance of the potentiality of the digital twin concept to provide 

all six functionalities. Figure 2.5 demonstrates a steady rise in both simulation and optimisation 

as a result of the availability of more factual data (operational data) for simulation and a better 

understanding of the physical asset through mirrored/factual virtual representation/analysis.  

 

Figure 2.5: Digital twin functionalities 
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2.3.4 Current industrial understanding and applications  

The disparity in the understanding of the digital twin vision in the industry is seen in its 

application, as shown in Table 2.2. It is being used along with various phases of the product 

lifecycle, interconnect business partners and customers. Microsoft Corporation views the 

digital twin concept as a business transformation strategy (Microsoft, 2017). 

Table 2.2: Table of companiesô views and application purpose 

 

Ref Companies View Purpose 

(Schleich et al., 

2017) 

Parametric 

Technology 

Corporation (PTC) 

Real-time connectivity 

between the virtual and 

physical world 

Provide efficient after-sales services 

using digital twin data. 

(Cheng et al., 

2018) 

General Electric 

(GE) 

Modelling of the 

current state of its 

physical twin 

To improve the efficiency of 

performance and health forecast of 

products throughout their lifecycle 

(Microsoft, 

2017). 
Microsoft Corp. 

A business 

transformation strategy 
Integrate the business supply chain 

(Schleich et al., 

2017) 
Dassault Systèmes  Improve product design performance 

(Schleich et al., 

2017) 
TESLA Inc.  

To achieve synchronous data flow 

between vehicles, factories and other 

companies. 

(Cheng et al., 

2018) 
NASA 

Interconnection of both 

physical assets and an 

equivalent virtual 

replica of the physical 

system 

Used for fault prediction and validation 

of related systems 

(Cheng et al., 

2018) 

U.S. Department of 

Defence 

An integrated 

simulation  virtual 

replica of the physical 

asset 

Used for health maintenance of aerospace 

crafts 

(Schleich et al., 

2017) 
Siemens 

Virtual models of a 

physical production 

system 

Establish a connection between virtual 

and physical space to capture the digital 

process of products from the design stage 

to manufacturing  to improve efficiency 

and quality 

(Shubenkova et 

al., 2018) 

Predix Asset 

Performance 

Management 

(Predix APM) 

 

Service based platform for industrial-

grade analytics for operation 

optimization and performance 

management 

(Shubenkova et 

al., 2018) 
DXC Technology  

A software platform used for hybrid car 

manufacturing 



 

26 

 

2.3.5 The Role of the digital twin in CPPS 

Integrating production systems with ICT technologies and employing artificial intelligence in 

manufacturing systems transforms traditional production systems into what is now known as 

cyber-physical production systems (Negri et al., 2019). The CPPS paradigm with more ICT 

enhancements, scalable modular structures and distributed control introduces autonomous 

integrated, adaptable production systems that shortens engineering time in production 

processes and the cost of mass customisation. (Qi et al., 2018). 

(a) Decision-support system 

The idea of a supportive decision-making system becomes realisable with the digital twin 

concept. Built on real-time operational data, the CPPS is capable of making its own decisions 

about its future or supporting external decision-making systems (Zhang, Zhou et al., 2019). 

Being able to mirror the physical environment within the digital model allows for better 

evaluation of both internal and external changes. Notably, with this comes the possibility of 

analysing the interactive dynamism between these internal and external factors resulting in a 

timely response to such changes. This is of great influence on product and process management 

and optimisation (Stark, Fresemann & Lindow, 2019).  

Data models mostly used in engineering and simulation tools are not compatible resulting in 

data silos within production systems (Schuh & Blum, 2016). Secondly, there is the issue of 

insufficient details to meet all parameter needs. Thirdly, the proprietary format limits the 

amalgamation of relevant engineering data and models for each object. The digital twin concept 

provides the needed integrated platform enriched with a semantic description enabling relevant 

data of the same format available throughout its lifecycle (Schroeder et al., 2016; Schleich et 

al., 2017). This concept will replace existing time-consuming processes like reverse 
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engineering where reflecting changes in the virtual model and existing data would involve a 

series of manual operations like the creation of new geometric models, conversion of data 

formats to suit manufacturing and simulation tools, setting up of new parameters and properties 

of the simulation model (Weyer et al., 2016; Vachalek et al., 2017). 

(b) Data acquisition, data flow and communication management 

Recent transformation in economic development and adjustment in industrial structure has led 

to continuous integration of information, communication industry and manufacturing 

(Vachalek et al., 2017). This has greatly improved the level of industrial production with timely 

data collection, dynamism in planning and operations, and automatic monitoring and 

supervision of system status (Zhang, Zhang et al., 2017).  However, scientific literature has 

identified the lack of interaction and interoperability between disconnected related industrial 

sites, independent digital models, non-self-controlled applications and isolated data silos 

created within the physical workspace and virtual information space (Zhang, Zhang, & Yan, 

2018).  

The digital twin can be used to tackle this interconnectivity challenge (Cheng et al., 2018). 

Data flow is very important to actualising a realistic digital twin. Data could include 

machine/equipment data stream, health status, work instructions, production status, component 

location, and sensor data stream (Jones et al., 2020). Uhlemann et al., (2017) pointed out the 

importance of digital data acquisition in implementing the digital twin concept in a CPPS. 

Carrying out real-time evaluation and analysis for highly complex production systems would 

require nothing short of a real-time generated database (Tao, Sui et al., 2018). In this regard, 

more research should be carried out on automated data acquisition and selection.  
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Fully automated digital multi-modal data acquisition, evaluation and quantification of 

underlying process data still falls short of the expectations of Industry 4.0. The reasons for this 

are not farfetched from the fact that the majority of the planning operations, transmission and 

storage of information are manually managed and the prevailing difficulty in benchmarking 

results due to a lack of sound theoretical evaluation criteria (Uhlemann et al., 2017). This has 

resulted in low-efficiency values and real-time performance (Zhang, Zhang et al., 2017). Even 

though these manually achieved planning results are analysed with the aid of simulation, 

complexities still flout manual controllability posing a challenge to the evaluation and 

quantification of these planning procedures (Uhlemann et al., 2017). 

(c) Analytics 

In non-production industries, data analytics (Figure 2.6) has been a significant tool used for 

evaluating past incidences and the prediction of the future state. For example, Yarra Trams 

from Melbourne (Australia) achieved a 99% increase in service quality based on the obtained 

data and foresight gained when they analysed data acquired from 9100 trams and other data 

sources (Schuh & Blum, 2016). This gave them insight and knowledge about disturbances, 

performance and passenger volume in their network. Data collection and usage are also 

essential within the manufacturing environment. More implementation of data analytics 

methods in manufacturing would see to increased efficiency of value-added processes because 

it presents a higher potential for improving system efficiency (Schuh & Blum, 2016; Vachalek, 

et al., 2017). Operational data extracted from manufacturing processes have facilitated the 

enhancement of manufacturing efficiency leading to a more lean and competitive establishment 

(Tao, Sui et al., 2018). 
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Figure 2.6: Analytics in an interactive digital twin   Source (Catapult, 2019) 

(d) Simulation Perspective 

Traditionally, simulation is done at the design phase using estimated or historical data as input.  

The reliability of functionalities provided by the virtual system is highly dependent on how 

much the physical system can be emulated. This constraint can be attributed to system 

complexity and uncertainties. With the digital twin concept, this known constraint to building 

realistic digital models of its specific physical twin can be handled using real operational and 

sensory data to update the digital twin (Zhang, Liu et al., 2017). This integration will improve 

the digital model accuracy and capabilities by leveraging simulation at the operation execution 

stage. This creates new real-time operational potentials like autonomous decision inference, 

predictive simulation, automated control, self-optimisation, supervision, and monitoring 

because the digital twin based on such data would always provide real-time status of its 

physical twin in various applications (Kritzinger et al., 2018; Zhang, Ma, et al., 2019; Lu et al., 

2020). This also comes with off-line review, diagnostic and prescriptive analysis. For example, 

machine part wear or system failure can be predicted using pattern recognition systems and 

third-degree regression models based on data received from simulation detections  (Zhang, Zuo 

& Tao, 2018). 
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2.3.6 Cyber-physical integration using other concepts similar to the digital twin 

In the last decade, other digital solutions for an integrated manufacturing environment have 

been reported in the literature, for example, the Cyber-physical system (CPS), Digital mock-

up unit (DMU), Symbiotic simulation and the Product avatar. They all attempt to connect the 

physical space with the virtual world. The CPS  with sensing, computation, control and 

communication capabilities attempts to achieve physical asset integration (Ward et al., 2021). 

The DMU, a system engineering 3D modelling process developed based on CAX 

(CAD/CAE/CAM) technology uses computer simulations as a replica of the actual mock-up 

(Zhang & Li, 2013; Rios et al., 2015). They can imitate the geometrical, physical and 

behavioural characteristics of the actual product mock-up thus providing real responses to 

exterior prompting as would the actual mock-up. Like the DT, real-time interactions with the 

product enable immersion in sensory perception (Rios et al., 2016; Tao, Zhang et al., 2019). 

The symbiotic simulation system, birthed under discrete event simulation (DES) draws 

inspiration from symbiosis in biology. It emphasises a mutually beneficial close relationship 

between a physical system and its simulation system (Mitchell & Yilmaz, 2008). Like the DT, 

the simulation system has access to real-time sensor operational data from the physical system. 

With this, highly accurate simulations of the physical system are carried out and in turn, the 

physical system benefits from the decisions made based on the outcome of the simulations of 

several scenarios representing different operational decisions (Mitchell & Yilmaz, 2008). The 

product avatar concept with no explicitly significant difference from the DT concept focuses 

on user-oriented product formation. Like the DT, it also considers sensor data and the physical 

product is digitally represented using several models (Rios et al., 2015). In addition to 

integration, the digital twin offers the advantages of inclusiveness of communication, 

interaction and collaboration between the virtual and physical space (Tao, Zhang et al., 2019). 
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It serves as a representation of both the digital and physical properties of the current and future 

state of the product, equipment or process (Schroeder et al., 2016).  

2.3.7 Cyber-physical integration using the digital twin concept 

Cheng et al. (2018) present the aims of a smart factory for the fourth manufacturing generation 

and analysed them in four contexts namely (i) physical integration and data collection, (ii) 

digital/virtual models and simulations, (iii) data and information technology systems 

integration and lastly, (iv) databased production operations and management methods. Viewing 

the capabilities of the digital twin from these perspectives constructs a more vivid picture of 

how it supports integration, flexibility and collaboration within the smart manufacturing 

environment.  

Physical asset integration and data collection: The creation of ubiquitous interconnections 

between physically separated elements/subsystems of a production system based on a 

collaborative and context-awareness initiative will support data collection, interaction and 

interoperation within an integrated environment. Such an integrated operational environment 

is obtainable using the CPPS concept. 

Digital/virtual models and simulation: The creation of multi-dimensional models by the 

integration of faithful-mirrored virtual models of both the product/processes systematically 

constructed using all necessary data (both engineering and operational data) within a closed-

loop bidirectional network with the physical assets will contain geometric and physical 

properties models of elements, response models of behaviours and logical models of 

relationships. This will enable reliable and synchronous real-time systems/models co-

simulation, correction, modification and control.  
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Data and information system integration: The virtual models provide the mechanism 

(relational rule model) for a methodical integration and unambiguous fusion of cyberspace (all 

elements/flows/businesses-covered) data with data perceived from the physical world. This 

mechanism will support the dynamic generation and iterative co-evolution of models and big 

manufacturing data.  

Data-based production operations and management methods: Physical-cyber consistency and 

synchronisation present an avenue for more effective utilisation of generated data for value 

creation through collaboration. Operational optimisation in factories can be improved through 

the integration of data-driven services and interdependencies of applications allowing on-

demand matching and utilisation of services. 

2.4 Digital  twin frameworks for smart manufacturing  

This section first reviews the proposed digital twin frameworks from the literature and then 

projects the authorôs perspective on DT frameworks for smart manufacturing. 

2.4.1 Related work on digital twin frameworks in manufacturing  

Grievesô standard architecture for a DT model consists of a physical asset, virtual replica and 

connection which is sufficient to establish a cyber-physical interaction (Shafto et al., 2012; 

Grieves & Vickers, 2016). This architecture in some use-case has been extended up to a 6-

dimensional framework by the inclusion of DT data and services (Tao et al., 2018; Zhang, 

Zhou et al., 2019: Zhang, Xu et al., 2019). These enable the fusion and evolution of both 

physical and virtually generated data and the addition of analytical functionalities to the digital 

twin.  
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Tao et al. (2018) presented a digital twin-driven product design (DTPD) framework. This 

serves as a guide on the creation of a product digital twin and the utilisation of its generated 

knowledge in the product design process. Zhang, Zhou et al. (2019) proposed a data and 

knowledge-driven digital twin framework for a manufacturing cell (DMTC). It supports an 

autonomous manufacturing cell using data for the perception of manufacturing problems and 

knowledge for solving identified problems and has five-dimensional space namely the 

physical, digital, data, knowledge and social space. This framework is expected to support self-

thinking, self-decision-making, self-execution and self-improving. Cheng et al. (2018) also 

present the aims of a smart factory for the fourth manufacturing generation. In this case, the 

digital twin concept is used to achieve physical connection and data collection, virtual models 

and simulations, data and information technology systems integration and lastly, databased 

production operations and management methods. These expectations are also embraced by 

other authors like Ellgass et al. (2018), Qi, Tao et al. (2018) and Zhang, Zhou et al. (2019).  

Stark et al. (2019) applied information factories in the development and operation of a digital 

factory twin. They proposed an 8-dimensional digital twin model. Four of these dimensions 

namely integration breath, connection mode, update frequency and product lifecycle 

characterise its environment and the other four dimensions: CPS intelligence, simulation 

capabilities, digital twin model richness and human interaction describe its behaviour 

(capability richness expressed in levels). Lu et al. (2020) presented a digital twin reference 

model with three components namely an information model, a communication mechanism and 

a data processing module. The information model has two subtypes: a model for a product 

digital twin and another for a production digital twin.  
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2.4.2 Integrated digital twin frameworks in manufacturing  

The fourth industrial revolution is data-driven with more smart products and systems within 

the business domain. This necessitates more cyber involvement in industrial operations and 

business activities as a whole, thus promoting the integration of its resources (Choi et al., 2017). 

The existence of CPPS supports the integration of physical assets. This integrated entity creates 

a digital bridge between smart resources and smart products in making (Coronado et al., 2018).  

Modelling the CPPS should also have a digital representation of the dynamic interaction 

between the product and its production processes. This logical interaction can enhance the 

management of the production processes, and support production flexibility, product 

customisation and quality of the product. An integrated product-process digital twin platform 

is needed to explore this product-process dynamic interaction to unveil potential benefits. A 

CPPS integrated product-process digital twin with logically connected data/control/resources 

is a suitable digital platform where the interaction of the product and process models is used to 

enhance the control/management of the physical asset performance and product quality.  

2.5 Real-time collaborative simulation in digital twin  

One of the expectations of the DT concept in manufacturing is the real-time closed-loop 

connectivity between the asset-twin (Tao, Zhang & Nee, 2019; Jones et al., 2020). This 

involves a real-time synchronisation between the asset-twin such that the bidirectional 

interaction supports operational/virtual data analytics for diagnostic, control and optimisation 

(Onaji et al., 2022). A bidirectional interaction within the cyber-physical space positions the 

DT as (i) a substantial monitoring and supervisory platform, (ii) an extension of the control 

structure enabling virtual data-driven control of the physical asset (iii) a suitable structure for 

implementing real-time simulation during production (iv) and an effective decision-support 
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system using experimental results made available for design/production management and high-

level business decisions (Catapult 2019, Tao, Zhang et al., 2019; Onaji et al., 2022).  

Data integration in digital twinning has been greatly emphasized (Jones et al., 2020). This 

allows operational data to be used to update the DT which in turn creates a virtual 

representation of the production operation alongside performing analytical experiments. 

Models are mostly operated offline creating some gap between the data generation, analyses 

and feedback to the physical system (Blum & Schuh, 2017; Enders & Hoßbach, 2019, Jones et 

al., 2020). Generated data can be used to support the production process more effectively if 

simulation experiments are done in real time and results are used to improve/optimise the 

management of the production processes and product quality. 

2.6 Cyber-physical control in digital twin ning 

The DT concept is a cyber-physical integrating and asset-twin collaborative platform in 

manufacturing (Tao et al., 2019; Jones et al., 2020). Research literature presents 

implementations of the DT concepts with successes in data integration and updating of the 

virtual space with operational data (Liu, Meyendorf, & Mrad, 2018). However, the digital twin 

either as a product, machine or production DT has been used to support production (Lu, Liu et 

al., 2020). The real-time bidirectional interaction between the asset-twin should also support a 

DT data-driven control of the physical asset. As a platform for experimental simulations, 

analytics and information extraction, virtual results are used to improve industrial operations 

within the physical space (Shubenkova et al., 2018). The utility of these virtual results in real-

time control/management of the asset is constrained by issues in the interconnectivity and 

heterogeneity of the virtual and physical space and the lack of virtual control strategies (Negri, 

Fumagalli & Macchi, 2017, Onaji et al., 2022). 
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An integrated product-process DT in a closed-loop with its CPPS provides new capabilities for 

the digital twin to harness the possible benefits from the dynamic interaction between the 

product and its production processes. A DT decision-support platform with control capabilities 

can use its virtual resources to manage the production resources, services, system performance 

and the production of the product in both offline and/or online/real-time modes (Qi, Tao et al., 

2018). For an integrated DT, a cyber-physical control structure is needed to harness this 

modelled dynamic interaction which stands out as a real-time benefit to the physical asset. Such 

a control infrastructure would support the virtual control of the asset from the DT, 

reconfiguration of the processes based on product specifications and vice versa. This structure 

should provide the needed mechanism to support/enable real-time implementation of decisions 

made based on the DT analytical results/collaborations between the asset-twin and operators. 

2.7 The Digital twin as a decision-support mechanism across the RAMI4.0 Hierarchy 

levels 

The DT of a CPPS has been discussed as a cyber-physical platform that achieves remarkable 

data and control integration, real-time interactive simulation and experimental analytics for 

data-driven control and product customisation. It is built to integrate the three lower levels 

(Sensors and Signal, PLC/DCS/CNC and SCADA) of the ISA 95 industrial automation 

pyramid (Figure 6.1), or the first five levels (product, field devices, control devices, station and 

work units) of the RAMI4.0 automation architecture for Industry 4.0 (Figure 3.8). Its digital 

twin data is a construct of the operational activities of the physical asset and the digital 

processes of the digital twin across these levels.  

From a business/managerial perspective, it would be strategically beneficial to extend the 

functionalities of the DT of a CPPS across the levels of the MES, ERP and connected world of 
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the RAMI4.0 Hierarchy levels.  These levels can furnish the digital twin with production 

management data and higher-level analytical resources. This extends and positions the digital 

twin as a decision-support system across the Hierarchy automation level to facilitate informed 

business strategic decisions. The generated information and capability of the DT can be made 

available to the MES level to support production, quality, inventory, maintenance or scheduling 

purposes. At the ERP level and in the connected world, the customer and supply chain data can 

be made available for DT analyses. Also, DT-generated information can be made available for 

business decisions made for and by the customers and the supply chain. For instance, the 

customer can be updated on the status of its order relative to the calculated current efficiency 

of the production system. In line with this, a framework that connects the DT of a CPPS to the 

levels of the MES, ERP and Connected world is needed. In this research, the connected world 

is limited to the customer and supply chain. 

2.8 Technical limitations and solutions  

The research identified some technical limitations hampering the implementation of the current 

vision of the digital twin in achieving closed-loop synchronisation between the digital and 

physical space/cyber-physical fusion (Qi et al., 2018; Tao et al., 2019). These technical 

limitations and proposed solutions are described in detail below: 

1. Lack of quantifiable metrics of uncertainty in digital twin models, and unresolved 

uncertainties in the prediction of complex systems (Schuh & Blum, 2016; Jones et al., 

2020): Uncertainties are unique to systems due to the variability in the conditions that 

creates them. No two products from the same production line are identical in 

performance. The use of data-driven models is presented here as a solution to this 

challenge. The availability of microchips, digital tags and sensor technologies like the 
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RFID technology has expanded data generation beyond geometrical measurements 

(Zhou et al., 2019). This has made scanning easier and quicker with reliable tracking 

capabilities to communicate operational information (Brenner & Hummel, 2017). 

Integrated product-process models can then be fed with real-time data relating to their 

operational statuses such as environmental conditions, system performance and product 

quality (Zhang, Ma, et al., 2019).  Such real-time instance data can help in identifying 

the pattern of change in the behaviour/characteristics of the system/product. The use of 

machine learning algorithms can be used to engineer unique patterns/metrics that can be 

used to maintain the health of the system.  

2. Virtual confidence: This poses a challenge due to the multi-complexity of manufacturing 

systems resulting in engineering estimation and presumptions. Data from the factory 

floor is compared with data from the virtual model to investigate the behaviour of a 

machine in operation against expected behaviour. The use of real-time data instances in 

the virtual platform increases virtual confidence (Grieves & Vickers 2016).  

Engineering models are known to be a very effective representation of well-known 

processes. Data-driven models are stochastic and tend to represent the variability of a 

system.  This would be an effective means of representing the product-process interaction 

and the progressive development of the product. The management of virtual models and 

connectivity to the physical twin would be improved if they are built to the lowest 

possible level of granularity with unique identification, functionalities and control. The 

combination of both model approaches would increase the functionality of the integrated 

digital twin.  

More research should be done to establish the benefits of using various virtual model 

approaches either separately or combined in the digital twin. It is interesting to know 

what levels of engineering and data models combination can be achieved. Trade-off 
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analysis in use cases would highlight the advantages/limitations this combination 

presents. 

3. Variance in the framework of the digital tools used to achieve virtual confidence, i.e. 

linking models with data from the factory floor (machine or sensor data): One major 

challenge with the digital tool used to achieve virtual confidence lies in the variance of 

the functional/data semantics/communication frameworks (Tao, Zhang & Nee, 2019). 

Interaction/access to heterogeneous digital platforms/data sources is limited because they 

are dependent on the integration endpoints and the capabilities of the database they are 

built to work on. This has limited the integration of tools from different vendors needed 

in implementing cyber-physical integration that supports real-time communication for 

smart production (Blum & Schuh, 2017; Zhang, Tao & Zhang, 2017; Cheng et al., 2018).  

A potential solution is for middleware vendors to encourage software collaborations by 

adopting widely accepted communication protocols. An example includes the 

collaboration between MTConnect and OPC_UA communities to provide an 

MTConnect-OPC_UA specification that improves the interoperability and consistency 

between both standards. This capacity is transferable to all manufacturing technologies, 

equipment, devices or software implementing these standards. The integrated process-

product digital twin as an aggregate model requires more collaboration between 

machines/equipment and virtual entities. Communication constraints associated with 

using heterogeneous digital platforms in building the models can be handled by either 

using the same digital platform or using platforms with unified data/communication 

semantics that supports real-time communication like the OPC_UA/MTConnect. 

Another potential solution is the standardisation of information model semantics. The 

systematic approach toward the development of semantics for information models would 
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encourage a continuous effort towards the conformance and usage of the same standards 

(Xu et al., 2019). This would allow modelling platforms to effectively represent both the 

product and process composition. For example, the ISO 10303 standard provides a 

neutral data structure enabling CAD systems to exchange product data. ISO 14649 and 

ISO 10303-238 standards use modern associative language enabling a direct connection 

between CAD design data for machining and downstream fabrication processes (Lu, Xu, 

& Wang, 2020).  

Software vendors in collaboration with researchers should expand the capabilities of their 

products. Newer versions of existing digital twinning software with collaborative 

capabilities that supports the combined representation of process flow and product 

behaviour are needed. The idea of a closed-loop integrated digital twin that recreates the 

product-process interaction using enhanced 3D visualisation and data would be an added 

advantage for more investigative results in diagnostic analysis.  

4. Lack of an explicitly defined ontology: A closed-loop supply chain network would need 

an explicitly defined ontology. Providing an overt formal specification of the network 

conceptualisation and standards enables seamless business integration between trading 

partners (Lu et al., 2020). Ontologies have an essential role to play to ensure adequate 

flow of information, reuse of data between project phases, easy information accessibility, 

integration of process and product models with ERP systems, data communication 

through the network and reading data stored in electronic tags and databases (Cai et al., 

2017; Negri et al., 2019). Blum and Schuh (2017) discussed several ontologies for IT 

systems that use RFID technology to achieve the smart linkage between the virtual and 

physical world. 

5. Challenges in the inclusion of human functionality in the virtual space: Cyber-physical 

integration in manufacturing also involves the inclusion of human functionality resulting 
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in more human-machine interactions. The old control methods involve more human 

control which limits the autonomy of the system and restricts human-machine 

collaborations. Another challenge here involves the difficulty in transferring human 

operations into machine procedures to be handled by the machine to increase precision 

and performance.  

Digital twinning promotes human-machine collaborations where precision is managed 

by the machine and certain decisions are handled by the operator. More effective and fast 

communication links are needed to ensure such interactions are seamless and aligned to 

the system operation. Also, designed algorithms should adopt object-oriented structures 

in ways that allow human inputs as part of their operational blocks. State-of-the-art 

technologies for human-machine interfaces include augmented and virtual reality, natural 

voice processing and gesture control. The concept of immersion stands to be an effective 

approach for virtual human-machine interaction.  

Voice interaction is the most effective and quickest means of expression for human 

beings (Nagabushanam, George, & Radha, 2020). Nagabushanam et al. (2020), highlight 

advancements in Natural language processing (NLP) using neural networked-based 

methods. This has been applied in deep learning (DL) and long short-term memory 

(LSTM) algorithms with a certain level of accuracy and efficiency. In recent times, 

advancement in remote sensing technologies has contributed to better gesture 

recognition. Technologies like ambient light, cameras and image processing, sound and 

wearable devices, Radiofrequency (RF) and mmWave radar are been used to capture 

operator activities. With faster communication, sensing and processing capabilities, the 

development of gesture training and control is a promising development for the digital 

twin system. 
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6. Lack of professional skills sets: The fourth industrial revolution comes with a wave of 

new technologies demanding new skill sets to manage them. To create more ways for the 

actualisation of the digital twin concept, the manufacturing industry continuously needs 

to liaise with academia to make fast advancements toward these emerging technologies, 

contextual and social resources (Ward et al., 2021). The industry provides the funding, 

expertise, application knowledge and related field data. Academia provides the 

technological know-how like advanced methodologies from mathematics, control and 

computer engineering and takes responsibility for grooming the new generation 

workforce equipped with interdisciplinary skills. These will result in a progressive 

transformation of their industrial/research environment, and work method. A 

collaboration between these two sectors creates a versatile learning environment with a 

bidirectional channel for knowledge sharing and transfer resulting in the combination of 

theoretical knowledge with industrial practices. 

7. Challenges in managing big data, defining semantic data models, data management 

systems and scalable databases for data storage on a single platform, the integration of 

existing simulation packages and semantic interoperability of data from heterogeneous 

sources: Data models mostly used in engineering and simulation tools are not 

compatible, resulting in data silos within production systems (Macchi et al, 2018). There 

is the issue of insufficient details to meet all parameter needs. Also, the proprietary format 

limits the amalgamation of relevant engineering data and models for each object. The 

heterogeneity of gathered data from both physical and virtual spheres poses to be a 

challenge. The proposed DT framework supports an extensible framework for data 

acquisition (data gathering, storage, organisation and distribution) and analyses for all 

parts of the system. Lu and Xu, (2018) presented semantic web technology, an evolution 

of the World Wide Web (WWW) technology as a distributed and scalable standardised 
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interface for the surrounding systems. This creates a graph of connected facts by linking 

up documents to pieces of information. The actualisation of uniform data interfaces and 

out-of-step data computing technologies is also a potential solution to these challenges.  

2.9 Disposition of the thesis/Research gap 

The clarification of the DT concept has been a major focus in literature. There is increasing 

evidence in the literature on the use of the digital twin in manufacturing (Jones et al., 2020). 

Despite this and recorded applications, there still exists variance in the definition, description, 

classification and application of the concept (Onaji et al. 2022). Within the manufacturing 

industry, there exist, digital twins of the product, process, systems, production and 

performances. These variations in types each tap into unique benefits based on application 

(Cheng et al., 2018, Onaji et al., 2022).  

CPPS supports the integration of physical assets and creates a digital bridge between smart 

resources and smart products in making (Coronado et al., 2018). An integrated digital platform 

for the CPPS would integrate existing DT potentials and also unveil more benefits within the 

cyber-physical sphere. The combination of the product and process DTs on a single platform 

would enhance the utilisation of their dependencies to promote flexibility and product 

customisation. Processes are configured about the products to be manufactured. The quality of 

the finished product is also influenced by the effective management of the processes/resources 

used. An automated configuration of production setups based on the virtual product 

specifications could be a benefit of an integrated DT twin on a CPPS. Production 

process/machine configurations can be mapped to defined virtual product specifications such 

that these specifications trigger the desired setup strategies when demanded.  



 

44 

 

There have been several DT framework propositions in manufacturing. However, none of the 

proposed DT frameworks in the literature addresses the integration of the product and process 

DTs (Subsection 2.4.1). None have considered the modelling of the interaction between the 

product and its production processes (Grieves & Vickers, 2016, Tao et al., 2018; Zhang, Zhou 

et al., 2019: Zhang, Xu et al., 2019). As a result, they do not present the integration of the 

product and process digital twins from this perspective. The novelty obtainable here is an 

architecture for a CPPS integrated product-process DT with logically connected 

data/control/resources as a suitable digital platform where the interaction of the product and 

process models is used to enhance the control/management of the physical asset performance 

and product quality. The question arises ñHow can a product and process digital twin be 

integrated to harness the dependencies between the product and its manufacturing process?ò   

An integrated product-process DT architectural framework is needed to inform and instruct the 

manufacturing industry/research community on its application. This would also include the 

techniques/concepts for implementation and applicative methodical evidence to support the 

industry and direct digitisation research in manufacturing. Lu et al. (2020)ôs model talked about 

the product and the process information models. There is a need to extend these ideas to the 

integrated product-process DT concept. This would involve mapping all logically related 

product-process data and operational mechanisms. This creates a digital platform to harness 

the interdependence between the product and its production processes. This dynamic 

interdependence/interaction has not been harnessed in DTs to improve production management 

in real-time. This is an identified gap in digital twin research. The novelty here would be a 

proposition of techniques needed to model and implement this product-process interaction in 

digital twinning. 
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The dynamic interaction between the product and its production processes can be modelled as 

a logical interaction to establish a collaboration mechanism between the product DT, process 

DT and physical assets. This dynamic interaction between the asset-twin in real-time can be 

used to define the DT behaviour. This mechanism during production would create new DT 

collaborative functionalities that would improve the performance of the DT as a decision-

support system. The question arises ñWhat infrastructures are needed to support real-time 

synchronised interaction between the integrated product DT, process DT and  physical assets?ò  

To extend the benefits of the DT concept to the operational phase of manufacturing, real-time 

synchronised interactive simulation is needed. This is a simulation scenario where the online 

DT simulation can be driven by triggers/data from the physical asset and in return, the DT can 

support/manage/control the physical asset based on experimental/analytical data. The logical 

modelling and implementation of the product DT-process DT connection and the asset-twin 

connection are necessary to support a real-time data-driven synchronised simulation, 

production flexibility and product customisation are advocated.  

The DT vision intends to improve and implement smart manufacturing with not just 

simulations but real-time control (Cheng et al., 2018; Onaji et al., 2022). This calls for the 

interdependence of the asset-twin. There still lacks a structured approach for the 

implementation of control and reliability requirements in digital twins for manufacturing 

processes. The integration at the control level is a digital twin expectation that needs attention. 

The lack of applicative strategies and demonstrative case studies on the virtual control aspect 

of the digital twin is an identified gap and contributing to this area is a novelty for this research. 

There exist real-time data extraction but there is a lack of real-time analyses for optimisation 

or the improvement of production performance. The literature review lacks data on 

implemented control integration and virtual control of the physical system. The question arises 
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ñHow can bidirectional control be achieved between the physical system and the digital twin 

to enable a two-way interaction?ò 

One major challenge of the current industrial infrastructure is the disconnection between the 

various Hierarchy levels of the automation pyramid. This is because they are built with 

components (hardware/software) predefined to suit specific purposes and most often are from 

different vendors. As a result, one tends to find issues with communication due to variations in 

data semantics and system architectures. There is a need for an infrastructure that connects 

these Hierarchy levels of the automation pyramid. This includes mechanisms/methodologies 

to access and distribute information/resources across the Hierarchy levels. It should determine 

the accessibility and control level of all associated parties and infrastructure to evolve and 

preserve data. The DT as a proponent of integration and collaboration can be used to eliminate 

the information silos. This interconnectivity across the system makes information readily 

accessible to all interest groups. The question arises ñHow can the digital twin concept support 

decision-making across the RAMI4.0 automation Hierarchy level?ò.  

The idea of using the product twin and the process twin in an integrated environment is new 

and would present the opportunity to investigate the potential inherent in the interaction 

between the product and its production process. The use of an integrated product-process DT 

structured around the product-process interaction as a decision-support system for production 

is still lacking and needs more research and results from evidence-based applications to 

advance this field. There is still a lack of literature on the mechanism to make useful 

information/decisions available to all associated parties within the business chain.  
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2.10 Summary 

This chapter presents a literature analysis on the digital twin concept to address the question: 

ñHow does the digital twin concept support the realisation of an integrated, flexible and 

collaborative manufacturing environment as one of the goals projected by the fourth industrial 

revolution?ò. A review of the literature was conducted to investigate the development of the 

DT concept, maturity and its vital role within the manufacturing industry. There is a growing 

acceptance of the DT concept as an essential driving force/element for the fourth manufacturing 

generation. It is perceived as a proponent of technological development with the potential to 

transform the current manufacturing landscape into a smart cyber-physical environment (Jones 

et al., 2020). The DT concept since its first definition by Professor Grieves as the digital 

construct of the physical asset (Shafto et al., 2012), has evolved in definition and applicability. 

However, there still exist variances in the definition, description, classification and application 

of the DT concept (Onaji et al., 2022). The review findings also highlighted that there was no 

common framework for a digital twin model creation but it has found applicability in the 

various stages of the product/process. The integration of  ICT technologies and AI into 

production systems has paved the way for a lot of possibilities with the digital twin in 

manufacturing. Six key functionalities inherent in the digital twin applications were identified:  

prognostic and diagnostic analyses, simulation (online and offline), control, 

monitoring/supervision and optimisation. Lastly, technical limitations were identified and 

proposed solutions for the implementation of the DT concept in manufacturing were discussed. 

The digital twin concept is still evolving. It was initially applied to product design. In recent 

times it is perceived to encompass the entire business value chain resulting in digital twins of 

products, production process, system performance and services. The current vision of the DT 

concept in manufacturing supports the realisation of an integrated, flexible and collaborative 
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manufacturing environment. Supported by a closed-loop bidirectional communication 

network, it promotes asset-twin co-evolution through real-time interaction, control and 

convergence in three key areas: within the physical space, between the physical and virtual 

spaces and between historical and real-time data.  
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CHAPTER III: RESEARCH METHODOLOGY  

This chapter presents the methodology adopted for this research. The methodological path and 

descriptions follow a logical progression that enabled the researcher to use established 

knowledge and techniques to achieve the aforementioned objectives in the first chapter. The 

research plan involved both a theoretical and a practical approach. The rest of the chapter 

presents the methods used, concepts and techniques applied in the course of the research. 

3.1 Methodology 

This section outlines the methodological path adopted in achieving this researchôs aim and 

objectives. It ensured the milestones are met and the research remains focused on laid down 

objectives.  Strategically, to measure, monitor and maintain the research progression, the 

research objectives were broken down into achievable milestones to allow for a systematic 

build-up of the research aim and objectives within the academic timeframe. First, a literature 

review was done to establish the basis for the research and the conceptual model design 

approach was adopted to define the modelling and simulation objectives across the research. 

The remaining phases involved the set objectives arranged in a logical manner that defines their 

dependencies. Figure 3.1 presents a progressional chart of the research. 

3.1.1 Phase 1: Literature review 

The first task was to investigate the progress and current trend in the Industry 4.0 initiative. 

This provided information on what is desired, and attainable and what are the current interests 

of key players in industrial manufacturing and the research community. This formed the basis 

for research aims and objectives formed and a methodology mapped around the research aims 

and objective. The digital twin concept was identified as a trending phenomenon that can be  
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Figure 3.1: Chevron chart showing the sequential progression of the methodological steps taken 
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used to pursue the Industry 4.0 initiative. Further research was done on the DT concept and 

was adopted as an applicative technique to be used to achieve the aim of this research.  

3.1.2 Phase 2: Conceptual model design 

The first milestone here was the identification and description of the modelling and simulation 

objectives aligned to the research objectives. Also, developing a conceptual model detailing 

the structural DT layout, theoretical expectations and practical involvement of using the digital 

twin concept in manufacturing. This involved an evaluation of the feasibility and 

implementation of the concept or postulations. The selection of the digital tools needed to build 

the DT depends on the established DT design objectives. This describes the DT functional 

composition and maps these DT functionalities to a pool of digital tools. Table 3.1 presents the 

metrics considered in the selection criteria for the digital tools used in building the DTs for this 

research. 

Table 3.1: Metrics considered in the selection of digital tools for DT development 

Selection metrics Evaluation criteria  

Functionality  The purpose/service provided and its value to the DT project 

Interconnectivity The communication interfaces for connectivity with other digital tools.  

Compatibility The suitability of the tool for the DT project and its purpose. 

Compatibility in terms of data semantics and communication protocols 

Affordability/availability  The financial implication and the accessibility (remote, cloud-based, 

licensed/open-sourced/free) of the tool to the DT developers and DT 

users 

User interaction The level of convenience in user engagement during development and 

use 

3.1.3 Phase 3: Objective I : Digital twin architecture for a smart factory 

A systematic literature review was carried out to identify existing DT architectures from 

published papers. Based on this, process mapping and system ontology was used to propose an 
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architecture that takes advantage of the interdependences between the product and its 

production processes to integrate both the product and process DT. This was then applied to a 

case study: the Festo CP smart factory.  

3.1.4 Phase 4: Objective II : Development of techniques that support real-time 

synchronised interactive simulation between the asset-twin 

This stage handled the development and implementation of techniques that utilise the cyber-

physical integration to achieve real-time synchronised interactive simulation between the asset-

twin. Integration at this stage was limited to data integration. This is illustrated in Figure 3.2 

and involved: 

a. Development of techniques for linking virtual products models with virtual process 

models using a combination of engineering models and data-driven models (Figure 3.2 

index b) 

b. Development of techniques for physical-virtual space integration to support the real-

time update of the DT model with operational data, (Figure 3.2 index a) 

The case study was used to validate the propositions developed at this stage. A methodology 

on how to develop integrated DTs with real-time synchronised simulation capabilities is 

 

Figure 3.2: Integration of product and process digital twins 
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designed. These data were used to provide the information needed to trigger partial or full 

control in the next level of the digital twin. 

3.1.5 Phase 5: Objective III : Bidirectional control 

(a) Cyber-physical control structure using closed-loop control at multiple granularities 

This stage improved the capability of the digital twin to include a bidirectional control. The DT 

being able to run in real-time and also integrate operational data would have the capacity to 

control the real system and vice versa. This stage involved the:  

¶ Identification of control subroutines/granularities of the physical system and 

replicating them on the digital twin 

¶ Development of the virtual control panel 

¶ Implementation of a digital linkage between the physical system control and the  

digital twin control system 

¶ Development/implementation of control strategies like the push-pull control 

technique and product-centric control and data-driven control strategies to manage 

the physical twin from the virtual platform 

¶ Validate the bidirectional control strategies using a range of dynamic scenarios 

(b) Use of FESTO kit to identify the levels of granularities and impact on system control: 

The level of granularity of control is dependent on the set objectives of the digital twin design 

and the physical system functionality. Investigations on the Festo CP smart factory control 

capabilities and system functionalities were carried out to define the level of control 

granularities that can be achieved. This would include determining what parameters of the 
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process and product can be sensed, monitored and controlled. Interest was built on the selection 

of the appropriate control level of granularity to ensure the accessibility of historical data 

without compromising the support for real-time data processing.  Analysis was then carried out 

to determine how this influences the quality of decision-making. The case study DT at this 

stage is upgraded with functionalities that enable real-time data-driven control. It can manage 

the operation of the physical asset using operational information. It is positioned to support 

product customisation and implement production management strategies that reduce waste due 

to quality assurance and downtime.  

3.1.6 Phase 6: Objective IV: Digital twin as a decision-support system across RAMI4.0 

Hierarchy levels 

The DT with a bidirectional communication link is presented as a data/resource integration 

mechanism. Horizontal integration can be achieved across the product/process lifecycle. 

Interestingly, using the digital twin to achieve vertical integration across the RAMI4.0 

architecture Hierarchy levels would enable accessibility and distribution of data/resources 

spread across the RAMI4.0 hierarchy levels. The MES, ERP and the connected world of the 

RAMI4.0 Hierarchy levels were connected to the DT of the product and processes resulting in 

the accessibility to more data, MES, ERP and cloud-based resources like front-end APIs, 

specialised analytical tools and databases. The digital twin can be seen providing information 

for informed decisions across the RAMI4.0 hierarchy levels. For instance, the marketer knows 

how the production system is performing and can give the customer a more accurate delivery 

time. The operator knows which products are in dire need and creates a lean strategy for 

production based on a pull-push demand. 
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3.1.7 Phase 7: Objective V: Validate the integrated product-process digital twins as a 

decision-support system for a CPPS 

This phase is used to run predefined control simulations. The following scenarios were used 

for validation: 

i. Updating virtual assets from physical assets (Figure 3.2, index a) 

ii.  Linking the virtual products with virtual processes (Figure 3.2, index b) 

iii.  Controlling physical assets from virtual assets (Figure 6.4) 

iv. DT accessibility across the RAMI4.0 hierarchy levels (MES/ERP and Connected 

world) (Figure 7.1) 

3.2 Digital  twin model  

3.3.1 Digital twin generic description 

 The generic composition of a DT model would consist of the method, storage, access control, 

event, HMI, API, communication interface and CAD model (Figure 3.3a). These support the 

design functions of the DT (Steinmetz et al., 2018) and can be encapsulated in different model 

compositions as shown in Figure 3.3b. The product and process DT architecture can have the 

same component composition and can be represented using the same digital object but they 

differ in functionalities. This is because their physical assets twins are unique in description, 

function and relation.  
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3.3.2 Conceptual model design for the integrated DT 

A conceptual model design was the first step taken for the development of the DT 3D model. 

The abstract structure of the DT (Figure 3.4) was designed based on the RAMI4.0 automation 

architecture. This represented both the structural interdependencies of the CPPS components 

and obtainable behavioural features. Basic process behaviour/functionalities that can be 

modelled and visualised were identified. This layout is built from the bottom upwards. 

  
(a) (b) 

Figure 3:3: (a) DT components (b) Digital twin general model representation 

 

Figure 3.4: DT model structural layout based on RAMI4.0 architecture  
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(a) Virtual model layer: This layer forms the framework of the virtual platform. Models 

considered here include (a) Product models for product structure and shape 

characterisation. (b) Resource geometric models detailing the shape, size and trajectory of 

relevant elements for simulating interference, time and cost of production processes. (c) 

Resource physical models detailing variation in physical factors/parameters of resource 

geometric models and equipment compensation. (d) Production capability models for 

production capability and characterisation. (e) Process models link process-related 

parameters to product design attributes and mirror the interaction between a product and 

models of its corresponding production processes (Cheng et al., 2018). 

(b) Sensing and actuation layer: This allows for the inclusion of virtual sensors and actuators. 

Most of which are existing in the physical system.  

(c) Communication layer: The communication layer provides the necessary digital link across 

the cyber-physical space. This supports data streams and interconnectivity amongst 

associated resources. 

(d) Data layer: This comprises a database(s) and all necessary data management structures. 

Storage elements like tables, lists, variables and databases. 

(e) Field level control over the production layer:  This is the virtual replica of the control 

structure of the modelled system. It comprises control dashboard elements like pushbuttons 

and switches within the different domains: system, process and component levels. Control 

granularities are defined and implemented. 

(f) Intelligent layer: This layer contains algorithms used to generate information from 

generated data, manage the digital twin response and present them as needed in the 

applications. 
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(g) MES layer: A virtual MES interface is created to model production orders. This is used to 

assign production details to products. This also can be linked to the MES/ERP level to 

receive customer orders and optimise production schedules.  

(h) Application layer: This is an extended layer not shown in Figure 3.4 It could be launched 

on the same systems or distributed across the distributed network (Cloud for example) 

provided they have access to the digital twin data.  Nonetheless, these are unique 

applications that can be used for predefined services, analytics or data processing. These 

could include front-end applications for special services, analysis or visualisation within 

the MES/ERP or the connected world. 

3.3 Methodology for including variability in the digital twin: Varying  products and 

processes in the digital twin  

In real-life scenarios, most modern manufacturing infrastructures/systems accommodate 

different products of the same portfolio/family. Product line engineering (PLE) to improve 

productivity in terms of time, effort, resources, cost and quality, creates product portfolios by 

taking advantage of identifiable productsô similarities while managing their variations (Krueger 

and Clements, 2013). This enables the reuse of existing production setups/resources with little 

alteration/recalibration, product components/raw materials and application of variability in 

product attributes. Automobile or electronics component production lines and food packaging 

industries have a domain of products manufactured/packaged simply by reconfiguring the 

production lines and varying the raw materials. The DT for manufacturing should also 

accommodate such variabilities to reflect the real manufacturing environment and the existence 

of uncertainties due to diversity. In line with this, this research defined certain terminologies 

to clarify its intentions and research direction in terms of variability.  
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¶ Fixed product: One type of product with fixed characteristics. 

¶ Variable products: This is considered in two contexts, first, different products of the 

same family domain that can use the same production facilities and secondly, the same 

product type with variation in attributes- geometric (size, colour, texture, shape), raw 

material, finishing/polishing, processing time etc. 

Fixed processes: A production line with fixed modular/station/modular sequence and processes 

that do not change in  configuration  

¶ Variable processes: A flexible production line that allows one to remove/add processes, 

modify the configuration of existing processes and restructure the processes sequence 

As shown in Figure 3.5, each product type would be digitally defined as a product catalogue. 

This would contain the product description detailing its unique variation/features, class(s) of 

similarities (features and production services) and a work plan that identifies and defines the 

sequence and configuration of its associated production materials/services. The work plan 

transforms this information into executable production instructions. For example, a product 

family of motherboards for laptops. The variation here can be the processors/RAM 

configurations, type of power ports, the number/type of USB ports, and cooling fans. The work 

plan designed in the MES is used to make production orders for the selected products.  

 
Figure 3.5: Ontological map connecting the product types to their production processes 
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The strategy in Figure 3.6 adopted to include these variabilities in products and processes of 

the DT involves three steps. The first two steps had one component fixed and the other varied. 

The third step had the varied product and process digital twins integrated. This was done this 

way for proper structuring and management of the model development. Each 

objective/milestone was verified and validated before progressing to the next. Another 

advantage here is that it makes it easier to debug the codes to ensure the desired model 

behaviour is achieved.  

 

Figure 3.6: Systematic integration of the product and process digital twins to incorporate variability 

in process and product DTs 
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3.3.1 Fixed process and variable product 

The process configuration is fixed and thus needs no modification at this stage. Variability is 

intended on the product DT. The DT should be able to assemble predefined product 

descriptions. Variation is observable in the part composition, property variation and process 

composition. 

(a) Objective 

i. Define products to be modelled 

ii.  Integrate defined products with the existing digital twin model 

(b) Virtual model modifications 

i. Created data tables with the products description 

ii.  Modelled predefined parts 

iii.  Define part attributes 

iv. Modified control algorithms for product selection and production 

3.3.2 Fixed product and variable process 

The product description is fixed and thus needs no modification at this stage. Variability is 

intended for the process DT. The DT is should be able to accommodate predefined station 

configurations and system layout. Variation is observable in the processing time and the 

process configuration to be used for the selected product. 

(a) Objective 

i. Define process variability  
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ii.  Define feasible station reconfigurations 

iii.  Add process variability to the DT model 

(b) Virtual model modifications 

i. Remodel stations to allow for configuration 

ii.  Create Make provision for system layout reconfiguration 

iii.  Add algorithms to implement process layout reconfigurations 

iv. Modifications 

v. Results 

3.3.3 Variable process and variable product 

This implies the DT can accommodate variations in the products and also reconfiguration in 

the process DT. 

(a) Objective 

i. Integrate both variable product and process twins 

(b) Virtual model modifications 

i. Map products to predefined process configurations 

¶ Define process configurations based on real system capabilities 

¶ Update product description table with designated process configuration 

ii.  Modify model algorithms to enable manual station reconfigurations and automatic 

reconfiguration based on the product selected 

iii.  Results 
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3.4 Cyber-physical control 

(a) Cyber-physical control structure using closed-loop control at multiple granularities 

The capability of the digital twin includes bidirectional control. The DT being able to run in 

real-time and also integrate operational data would have the capacity to control the real system 

and vice versa. Interest was built on the selection of the appropriate control level of granularity 

to ensure the accessibility of historical data without compromising the support for real-time 

data processing.  Analysis was then carried out to determine how this influences the quality of 

decision-making. 

(b) Control strategy 

The virtual control design considers the real system control structure. These include the 

hierarchical control layers and the use of interlocks. To build the virtual control strategy, the 

concept of feedback in PLC configuration was adopted. When control signals are transmitted, 

the control response is fed back to the control signal source. This is used to inform the control 

process of the control outcome. Its implementation can be found in chapter 6. The control 

triggers and response signals of the physical controllers were identified as connection nodes 

between the physical controllers and their virtual replicas. This can be seen in Figure 3.7. 

The level of granularity of control is dependent on the set design objectives of the digital twin 

and the nature of the functionalities physical system functionality. The FESTO CP smart 

factory is designed using a decentralised control approach where each process module has an 

independent Siemens PLC (S7 300) control unit. Investigation of the FESTO CP smart factory 

control capabilities and system functionalities would define the level of control granularities 

that can be achieved. This would include determining what parameters of the process and  
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the product can be sensed, monitored and controlled.  

(c) Trade-off analysis between the level of granularities and the use of engineering models vs 

data-driven models: 

Engineering models are known to be a very effective representation of well-known processes. 

Data models are stochastic and tend to represent the variability of a system. The trade-off 

analysis between the level of granularities needed and the use of both engineering and data-

driven models was investigated. This determined which approach best achieves this objective 

i.e. the level of engineering and data model combination.  

The configuration of the virtual models and simulation depends on the nature of the physical 

processes and products.  Application types for virtual modelling and simulation are considered 

under the categories of production layout, production processes and system entities within them 

(Cheng et al., 2018, Enders & Hoßbach, 2019). For production layout applications, the focus 

is on optimisation of the layout and appropriate model configuration. For production processes, 

the focus is on the verification of production processes, the test of production plans, the balance 

of production lines and the relationship between them. For system entities, the focus would be 

 

Figure 3.7: Illustrating the feedback concept adopted from PLC controllers. 
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on the optimisation of structure and performance, electromechanical dynamics, multi-

dimensional display of appearance and functionalities 

3.5 Digital  twin as a decision-support system 

The digital twin with a bidirectional communication link is presented as a data/resource 

integration mechanism. Horizontal integration can be achieved across the product/process 

lifecycle. Interestingly, using the digital twin to achieve vertical integration across the 

RAMI4.0 architecture Hierarchy levels would enable accessibility and distribution of 

data/resources spread across the RAMI4.0 hierarchy levels.   

A holistic picture of the business is created as the digital twin data becomes a composition of 

all product-associated data (production, management, customer and supply chain inclusive). 

This same DT data is made accessible across the RAMI4.0 architecture Hierarchy levels for 

decision making. Also, cloud-based analytical tools/databases of more specific functionalities 

are made available to the digital twin-CPPS infrastructure. The digital twin having access to 

all these data and analytical tools can process relevant information that is made available to the 

appropriate authorities for informative business/management/strategic decisions. 

In the case study, the Enterprise and connected world levels were connected to the digital twin 

built at the lower four hierarchy levels. This enabled the accessibility to more data, MES and 

cloud-based resources like front-end applications, specialised analytical tools and databases. 

Aware of the cyber-security threats information is processed and distributed as authorised 

across the internet.  
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3.6 Connecting the digital twin to MES/Customer API and Cloud-based services 

One of the objectives of this project is to integrate all levels of the automation information 

pyramid. Eliminating the information silos by integration and interconnectivity across the 

system makes information readily accessible to all interest groups. One challenge of current 

industrial infrastructure is the disconnection between the various layers. This is physical and 

virtual because they are built with components (hardware/software) predefined to suit specific 

purposes and from different vendors. As such, one tends to find issues with communication 

due to variations in data semantics and system architectures. Also, the various phases that make 

up the lifecycle of products are isolated. The DT stands to be a suitable platform to gather, 

integrate and maintain lifecycle data of products/processes. With a dynamic data layer, all 

related data are mapped and stored. Also, with a data evolving mechanism, DT data can evolve 

to retain historical, current and if possible futuristic information. 

Interestingly, the advancement in IoT technology has increased the possibility of establishing 

communication between infrastructures of dissimilar architecture and data semantics. Protocols 

like OPC_UA allow communication and data sharing within a heterogeneous network. Also, 

with the concept of collaboration, communication semantics continue to be standardised 

allowing communication between systems that initially cannot work together because of the 

variance in their architecture. The concept of edge computing paves way for communication 

via the internet, establishing interconnectivity within the heterogeneous network, unifying data 

semantics, and reducing computing work on remote systems using cloud facilities. This project 

used the Node-RED application as a channel to communicate and interconnect components 

through the internet. 
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The MES is located on a different computer. To connect the MES/ERP layer of the Festo CP 

smart factory to the digital twin located in a separate computer, the OPC_UA protocol in 

conjunction with the Node-RED application was used. This made it possible for the digital twin 

to send production orders to the MES and receive MES data. The DT and the Node-RED 

applications communicate using the OPC_UA protocol and the Node-RED application 

communicates with the MES using the TCP communication node. 

To also have access to customer data, the OPC_UA protocol in conjunction with the Node-

RED application was used. The Node-red was used to create API for customer interaction. 

Generated data is sent to the Siemens Mindsphere cloud service using a mind connect node. 

The DT uses these data streams to collect stored customer orders.  

3.7 Case study: Discrete-time CPPS based on the Festo cyber-physical (CP) smart 

factory 

The Festo cyber-physical smart factory: Figure 3.8 is the integrated physical asset. It is an 

Industry 4.0 compact CPPS used for teaching and the development of smart industrial 

automation-based skills. Its resources have been interconnected and monitored over a 

TCP/IP/Ethernet/OPC_UA network infrastructure using sensors and RFID technologies. It 

adopted a distributed control with each module having its Programmable logic controller 

(PLC). The system is managed using the manufacturing execution system (MES) linked to a 

database (ACSE, 2018). It is composed of two production islands and a logistics network of 

conveyors, carriers for conveying the flow entity and an autonomous vehicle (Robotino). The 

workstations are built with six stations and two transfer bridges (Table 3.1). Further details 

about the Festo CP smart factory can be found in (ACSE, 2018). 
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Table 3.2 gives a list of the Festo stations and the task each performs and Figure 3.9 presents 

the schematics of the system layout. 

Table 3.2: Festo stations and the task each performs 

 

 

Figure 3.9: Schematic diagram of the physical production system 

 

Figure 3.8: Festo CP smart factory 

Station Task 

Top case ( Station 1) Place the Topcover of the phone on the carrier 

Measuring ( Station 4) Inspects the workpiece on the carrier 

Bottom case ( Station 5) Loads the carrier with the Bottom cover of the phone 

Press ( Station 6) Couples the top and bottom cover by pressing them together 

Heat-tunnel ( Station 7) Heat workpiece to a predefined temperature 

Output station ( Station 8) Removes finished products from the production line 

Bridges (Station 2&3) Transfer terminal the workstations 

Robotino Transfer product between workstations 
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The Festo CPPS uses a distributed numerical control (DNC) network system with a 

manufacturing data collection sub-system of RFID, embedded PLC acquisition modules and 

other non-NC equipment like sensors for perception and data fusion. This system also handles 

the transmission of acquired data from the underlying equipment to the MES and supports 

instruction release and control from the MES to the equipment. 

3.8 Methods 

This section highlights the key concepts, techniques and methods used in achieving the 

research objectives. More details can be found in Appendix C. 

3.8.1 Reference Industry 4.0 architecture 

The RAMI4.0 (Figure 3.10) is the automation reference architecture for Industry 4.0. This 

model in pursuit of a uniform structure and standards makes it possible for gradual migration 

from Industry 3.0 to Industry 4.0 (DIN & DKE, 2018). This has been chosen for this research 

as the reference model upon which all architecture for this research has been built. The reason 

is that it is wildly adapted and has thoroughly been worked with as a standard road map by the 

industrial and academic community (Zezulka et al., 2016; Rojko, 2017). ). It minimises the 

number of different standards required despite the integration of information, automation and 

operational technologies in manufacturing. It considers existing operational standards, thus 

providing unification in standards and structure for the next generation of industrial 

infrastructures intended to use Industry 4.0 technology and techniques. More on this framework 

can be found in Appendix C. 
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Figure 3.10: Reference Industry 4.0 architecture (RAMI 4.0)                             Source (Rojko, 2017) 
 

3.8.2 Cyber-physical production systems (CPPS) 

The physical asset referred to in this research is the CPPS. Industry 4.0 proposed smart 

production lines are built using cyber-physical systems (CPS). These are operational machine 

networks integrated with ICT components and sensors. These autonomous systems are meant 

to make their own decisions based on machine learning algorithms, real-time operational data 

and environmental conditions data, data analytics and successful past behaviours (Rojko, 2017; 

Ward et al., 2021).  

3.8.3 System identification and modelling 

System identification is the first step taken in defining the physical system to be modelled. This 

identifies the structural and functional composition of the production system and associated 

products. This also covers the identification of the digital accessibility of the system. The DES 

modelling theory is used to define the graphical and algebraic specifications used to represent 

the composition, structure and operation of the CPPS and its product(s). 
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3.8.4 Product-process dependencies 

There exist dependencies between the product and the processes from which they have been 

created. The product defines the production processes and process configurations. These 

dependencies were used to establish a logical relationship between the product-process DT and 

its physical asset. In the production phase, the product is logically dependent  on its 

production processes (Figure 3.11). During production, this logical dynamic interactionὼ in 

the physical space is in one direction (Eqn. 3.1).  

ὖὶέὧὩίίὩί  O ὖὶέὨόὧὸ    (Eqn. 3.1) 

This dynamic interaction builds the finished product thus defining its actual attributes and 

quality. 

 

Figure 3.11: Product-process interaction in the production phase 

3.8.5 The digital twin for manufacturing 

The digital twin concept is viewed beyond engineering. It is considered an instrument for 

integrating business strategies along the business supply chain (Microsoft 2017). At its basic 

level, the digital twin (as shown in Figure 2.3) is a virtual replica of its physical asset built 

mainly on structural and behavioural models mainly for basic control, monitoring and 
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evaluation of its performance (Onaji et al., 2022). Key to the concept is the integration of the 

physical and virtual space all through the lifecycle of the subject-product/process. This research 

uses this concept to achieve data/control integration and interaction across the RAMI4.0 

Hierarchy levels. 

3.8.6 The concept of integration  

Integration in this research is considered a concept that allows for the interconnectivity, 

interaction and interdependency of related/associated components/functionalities to form a 

unified platform. This could include physical components like subsystems, data, control 

structures or even layers within an architecture. Integration in production systems was 

considered under the following categories: physical asset integration, virtual space integration 

(product and process digital twin), and cyber-physical integration. This concept forms the core 

idea/interest of this research. 

3.8.7 Cyber-physical connections and interactions 

To achieve cyber-physical integration using data and control, there has to be an established 

bidirectional communication link between all associated elements of the cyber-physical 

system. This enables the desired interaction and accessibility of resources. These 

communications exist between the physical product and its virtual twin, the units of the CPPS, 

the physical processes and their digital twins. Connection is needed between the product asset-

twin, the process asset-twin and the product and process DTs. 

3.8.8 Real-time, two-way and secure connections between physical and virtual spaces 

Most industrial communication networks are built using the ProfiNet/TCP/IP Ethernet 

protocols. This provides better-improved communication, and cyber-security and utilises 
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unique IP addressing for each active device (controller, computers and communication devices) 

in the network (Nazarenko et al., 2020). Figure 3.12 shows a zoomed-in view of the RAMI4.0 

model communication layer showing the TCP/IP framework. 

The Open platform communications universal architecture (OPC_UA) specified in IEC 62541 

was built on the basic web TCP/IP/HTTP/SOAP technologies. It provides standardised and 

secured access to industrial systems, machines and other related devices enabling 

manufacturer-independent control and data exchange (Pethig et al., 2017). It stands out to be 

an industrial communication protocol suitable for Industry 4.0. This was used to provide a 

uniform standardised interface between the asset-twining for secured access to control and data 

exchange. 

 

 

 

 

Figure 3.12: RAMI4.0 model communication layer using the TCP/IP framework                    Source 

(Nazarenko et al., 2020)                                                                   
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CHAPTER IV:  INTEGRATED PRODUCT -PROCESS DIGITAL TWIN  

FRAMEWORK FOR MANUFACTURING  

This chapter address the research question: ñHow can the product and process digital twins 

be integrated to harness the dependencies between the product and its manufacturing processò. 

A conceptual framework that supports the integration of the product and process digital twins 

for applications in manufacturing is proposed. It also discusses techniques for implementing 

the various layers and the benefits they present. The application and benefits of the proposed 

framework are presented in the case studies. 

4.1 Novelty and contribution to knowledge 

The novelty presented in this chapter is the proposition of an integrated product-process digital 

twin framework. This DT framework integrates both the product and process DTs to further 

support flexibility, control and production management in manufacturing. A flexibility that 

allows systems during production to easily adapt to changes in product type, quality, quantity 

and the integration of the automation information system to support data-driven control 

methods. This was implemented in the case study introduced in Section 3.7 and forms the basis 

for the DT developed and used in this research.  

In this regard, this chapter presents and discusses the proposed integrated product-process DT. 

The methodology for the proposed framework is discussed in Section 4.3, the actual framework 

is described in Section 4.4 and the benefits of the proposed framework for manufacturing 

systems are discussed in Section 4.5. Section 4.6 presents a case study and the chapter 

concludes with a summary.  
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4.2 Integrated product-process DT 

Three key components present in all proposed digital twin frameworks are the physical assets, 

the digital twin and the cyber-physical integration created by the connection of the physical 

asset and its virtual replica (Jiang et al., 2021). For this research, the physical asset is the cyber-

physical production system (CPPS) (Ward et al., 2021). The process DT is a digital 

representation of the structure and behaviour of the physical asset with the capacity to represent 

and influence the current state of its physical twin through synchronous interaction. The 

product DT is the digital construct of the physical product.  

The product DT can be integrated with the process digital twin to harness possible benefits 

from the dynamic logical interaction between the product and its production processes. In the 

production phase, this logical interaction between the product and its production processes can 

be modelled and extended into the digital twin model as shown in Figure 4.1 This becomes the 

collaborative mechanism between product, process DT and physical asset. The physical asset 

provides the data on the product production which is used to update the process and product 

twins. 

Integration is done by mapping all logically related product-process data and operational 

mechanisms. The product(s) and their production processes are interdependent. These 

                                        

Figure 4.1: Integration of product and process digital twins 
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dependencies could be harnessed to improve product quality and production efficiency, reduce 

waste and shorten time-to-market.  

4.3 Methodology for implementing the proposed integrated digital twin framework 

 This subsection discusses the integration of the product and process digital twins and also, the 

approach used in utilising the dynamic interaction between the product and its production 

processes in supporting flexibility and product customisation.   

4.3.1 Integrating the product and the process digital twins 

The dynamic interaction between the product and its production processes is modelled as a 

collaboration mechanism between the product DT and its process DT in Figure 4.2. This logical 

interaction is a product attribute-process services mapping that can be bidirectional where the 

process DT provides data (value addition) for building the product DT and the product DT 

provides process configurations relative to the predefined product specifications.  

 

Figure 4.2:  Collaboration mechanism for integrating the product DT and process DT 
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This collaboration mechanism (Figure 4.2) can be implemented using a relational rule model. 

The integration of the product and process is achieved using the steps below:  

¶ Stage 1: Carry out a logical mapping of the product attributes to the respective process 

services that generate them. This is done by identifying the value-added services that 

build the product and its attributes. 

¶ Stage 2: Develop the process and product models. This can be done on the same or 

separate digital platform(s). Using the same digital platform eliminates the 

challenges/constraints with communication links between heterogeneous platforms. 

¶ Stage 3: Develop a relational rule model that logically implements the interaction 

between the process digital twin services and the product digital twin attributes. This 

establishes the logical connection between the product digital twin and the process 

digital twin. It maps the product attributes to the respective service configurations and 

manages the logical integration of the product and process data to create an integrated 

product-process digital twin information model.  

The product DT based on product specifications can influence the configuration of the 

production system through the process DT. On the other hand, the production system 

through the process DT can provide the product data needed to mirror the physical product. 

With model standardization, heterogeneity in generated data can be eliminated between the 

digital twins. This would enable the integration of product and production data/resources 

and collaboration would improve each otherôs performance and in general the physical asset. 

For instance, using the product digital twin, the product quality can be monitored during 

production hence reducing the production cost related to quality assurance activities. 
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4.3.2 Product-centric control method 

 Product-centric control is an emerging agile method that is intended to simplify material 

handling, control, product customisation and information usage within the supply chain. It uses 

unique identification for all associated resources which are linked to control instructions. While 

the product is in production, it directly requests material handling and processes from service 

providers within the supply chain (Lyly-Yrjänäinen et al., 2016; Sierla et al., 2018). To promote 

product customisation and production flexibility using the proposed digital twin framework 

(Section 4.3), the product-centric control method is adopted to enable the product twin to 

influence its production (Eisentrager et al., 2018; Sierla et al., 2018). Product specifications 

defined in the virtual space can be linked to process configurations such that 

processes/machines can be configured to handle customer variation. This could involve the 

arrangement of raw materials, the sequence of processes and the resources in general (Sierla et 

al., 2018). Useful time is saved as setup time, due to some manpower 

reorganisation/reconfiguration of the production layout is reduced. 

 

Figure 4.3: An integrated product-process DT showing the path used by the product twin to 

influence process configuration using the product-centric control method. 
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 Figure 4.3 shows the path (a-b) used by the virtual product to trigger the configuration of the 

physical system. When the product is selected, its specifications determine the configuration 

of the virtual process model, which in turn triggers the configuration of the physical system.  

4.4 Proposed digital twin framework for manufacturing systems 

This section presents the proposed digital twin framework that supports the integration of both 

product and process digital twins. The framework proposed (Figure 4.4)  in this section 

comprises six components: (a) Integrated physical assets, (b) Integrated product/process virtual 

models, (c) Intelligent layer, (d) Data layer and (e) Enterprise layer. Like the other frameworks 

highlighted above, this framework supports the identified six key functionalities inherent in the 

digital twin applications listed in Section 2.3. This framework attempts to address the following 

key issues: (1) The integration of all interconnected physical elements, (2) Ultra-high 

synchronisation of the virtual space with the physical space that supports real-time interactive 

simulation and (3) Data fusion covering all elements, flows, business services and data-driven 

and application-oriented services integration (Yun, Park, & Kim, 2017; Kritzinger et al., 2018).  

 

Figure 4.4: Digital twin framework of a manufacturing system showing closed-loop interaction 
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(a) Integrated physical assets 

This refers to a composition of all related manufacturing entities of the system interconnected, 

monitored and managed using advanced automation equipment like microcontrollers, 

programmable logic controllers (PLCs), human-machine interface (HMI) for human inclusion 

as an asset, computer-aided controls and technical processes; information technologies like 

sensors, radio frequency identification (RFID), network infrastructures like servers, intelligent 

routers, switches, TCP/IP/Ethernet/OPC_UA/MTConnect protocols and software (Qi, Zhao et 

al., 2018). This enables the automation of repetitive processes that move and exchange 

information across the system, enabling process execution, control, data perception and 

transmission (Zhang, Zhou et al., 2019). Assets here could include passive resources like work-

in-progress (WIP), active resources like equipment-CNC machines, robots, workforce, 

transports, smart environments, smart manufacturing devices, sensors and communication 

gateways (Zhang, Xu et al., 2019).  

(b) Integrated product/process virtual models 

This involves the creation of multi-dimensional models by the integration of faithful-mirrored 

virtual models. These models, systematically constructed using all necessary data (both 

engineering and operational data), should contain models of geometric and physical properties, 

models of elements, response models of behaviours and logical models of relationships (Tao 

& Zhang, 2017). In a closed-loop network with their physical twin, these models will enable 

reliable and synchronous systems/models co-simulation, correction, modification and control.  

The level of model granularity is defined by the intended functionality and level of fidelity. 

The choice of modelling technique(s) and integration of models is evaluated based on 
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modelling needs, communication infrastructure and interest behaviour of the physical asset. 

Well-defined properties of the physical system can be modelled using engineering principles 

while dynamic behaviours can be modelled using stochastic models which are maintained 

using operational data. This approach would facilitate the evolution of the virtual models to 

reflect the current state of the physical twin, and support diagnostic, prognostic and prescriptive 

analysis. More recent simulation software has been developed to support digital twinning with 

the inclusion of OPC_UA interfaces with standardised data exchange, better 

streaming/storage/processing of data and communication. Data management is been improved 

with modalities like redundant digital thread or data engineering engines to handle 

missing/breaks in data transmission. For example, Siemens Tecnomatix equipped with 3D 

visualisation and OPC_UA connectivity can be used for real-time supervision, control and 

visualisation of the physical twin.  

(c) Intelligent layer 

The physical connection and collection of data allow for the creation of ubiquitous 

interconnections between physically separated elements/subsystems of a production system 

and virtually separated models/algorithms. This layer serves as the brain of the digital twin. It 

is composed of machine learning/AI algorithms and rules configured to integrate all layers of 

the digital twin using a constructive collaborative and context-awareness initiative. This 

design-specific initiative supports data analytics (collection), resource interaction and 

interoperation within an integrated environment (Rosen et al., 2015). Programs suitable for 

specific functionalities are incorporated to perform at a certain level of autonomy. Even when 

distributed control and computerisation are used to improve system speed and reliability, these 
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algorithms/models enable every member to become aware of the existence of each other and 

their operability.  

This layer equipped with artificial intelligence and machine learning algorithms is accessible 

to both enterprise, engineering and operational data to generate information needed to support 

production and enterprise decisions (Macchi et al., 2018). Thus this presents the digital twin as 

a supportive decision-making system with dynamic knowledge built through a continuous 

accumulation of its interaction. 

(d) Data layer  

Data and information system integration is achieved at this layer, enabling a systematic 

integration and unambiguous fusion of cyberspace data (all elements/flows/businesses-covered) 

with data perceived from the physical world. This layer will support the dynamic generation 

and iterative co-evolution of models and big manufacturing data (Zhang, Zhou et al., 2019). 

By the interaction of the physical space with the virtual space, virtual information/models can 

be updated and operated using real-time data. The integration of physical and virtual data can 

be achieved through the co-evolution of models/data using algorithms to generate information 

instances of the current status of the physical asset or results of simulation analysis (Tao, Zhang 

& Nee, 2019). This can then be used to update/reconfigure virtual models or control/influence 

the operation of the physical system. Being able to generate and access standardised data makes 

accumulated information accessible to all connected entities. Special database middleware 

providers like Oracle and Microsoft provide platforms for data processing, security and storage. 
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(e) Enterprise layer  

Based on the reference model (RAMI4.0) of I4.0, the enterprise layer falls under the hierarchy 

levels. This layer, using service systems such as Enterprise resource planning (ERP) and 

Customer relation management (CRM) implements data-based production and management 

methods like service enablement, business models and business decision making, event and 

rule handling (Cruz Salazar et al., 2019). Cyber-physical consistency and synchronisation 

present an avenue for more effective utilisation of generated data for value creation.  

Operational optimisation in factories can be improved through the integration of data-driven 

services and interdependencies of applications allowing on-demand matching and utilisation 

of services (Negri et al., 2018). The internet of things (IoT) which allows the connection of 

people and things using internet services/networks and edge/cloud computing are potential 

technologies that can extend the vertical integration of this layer across the business chain 

(Brenner & Hummel 2017). It provides service and interface layers needed to seamlessly 

include contributions made by customers and suppliers to the activities/decisions made within 

the system (Qi, Zhao et al., 2018).   

4.5 Benefits of the proposed framework  

The proposed digital twin framework offers the following benefits: 

(a) Integration: This framework has a generic structure applicable to any manufacturing 

system, is expandable, enables fast and easy integration of new resources (physical and virtual) 

and lastly, is robust to uncertainties peculiar to the manufacturing system. Considering the 

industrial automation pyramid from ISA 95, this digital twin framework attempts to integrate 

(vertically and horizontally) all layers by adopting standardised communication like the 

TCP/IP/Ethernet standard, uniform data formats like the JSON format and predefined protocols 
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like the OPC_UA and MTConnect protocol (Cruz Salazar et al., 2019). This supports the real-

time bidirectional connectivity of IoT within the production system, operational data 

generation, storage and use, bidirectional control and online/offline simulation. All six layers 

of the framework are applicable to both product and process DTs, thus it supports the 

integration of both product and process DTs, which in extension promotes product 

customisation, process flexibility and a supportive decision-making system.  

(b) Interconnectivity: The DT framework can be used to tackle interconnectivity challenges 

arising due to the lack of interaction and interoperability between disconnected related 

industrial sites, independent digital models, non-self-controlled applications and isolated data 

silos created within the physical workspace and virtual information space (Blum & Schuh, 

2017; Cheng et al., 2018). The use of standard data formats and communication specifications 

like the OPC_UA and MTConnect protocols promotes uniformity in data. Also, the use of IoT, 

Cloud computing, Machine learning algorithms and Internet technologies like the 5G network 

to generate, process and distribute relevant information enables communication and 

collaborations along the supply chain (Negri et al., 2017).  

(c) Production flexibility and product customisation: In an integrated product-process 

digital twin platform, the virtual product influences its production as product specifications 

defined in the virtual space influence the configuration of equipment/production layout. When 

product customisation is automated, it reduces human intervention and reduces setup time 

during the reconfiguration of the production setup to include customer demand variations in 

either the same product or when changing products (Sierla et al., 2018).  It expedites a new era 

of production where last-minute changes to production flexibly respond to disruptions and 

failures caused by suppliers.  

(d) Analytics: Data analytics has been a monumental tool used for evaluating past 

incidences and the prediction of the future state (Schuh & Blum, 2016). As shown in Figure 
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4.5, the proposed digital twin framework enables the inclusion of both operational and 

environmental data for analytics (Rosen et al. 2015; Catapult, 2018). These additional data 

reflect the real state of the manufacturing infrastructure. The inclusion of such information in 

analyses reduces the impact of presumption or engineering estimations. This would facilitate 

the enhancement of manufacturing efficiency leading to a more lean and competitive 

establishment (Onaji et al., 2019; Schuh & Blum, 2016).  

 

Figure 4.5: Analytics in an interactive digital twin        From: (Catapult, 2018) 

(e) Supportive decision-making system: Built on real-time operational data, the CPPS is 

capable of making its own decisions about its future or supporting external decision-making 

systems (Zhang,  Zhou et al., 2019; Zhou et al., 2019). Mirroring the physical environment 

within the digital space enables analyses of the interactive dynamism between the product, 

process and environmental factors resulting in a timely response to such changes. Based on 

analytical outcomes, the digital models connected to the control system can trigger necessary 

control commands. This is of significant influence on product and process management and 

optimisation (Weyer, et al., 2016; Jones et al., 2020).  The digital twin integrated platform 

enriched with a standardised semantic description can retain relevant data throughout its 

lifecycle ( Schuh & Blum, 2016; Cheng et al., 2018).   
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(f) The inclusion of human factors in digital twinning: Section 2.8 highlighted the 

inclusion of human functionalities and human-machine interactions as a challenge to cyber-

physical integration in manufacturing. Human interference is considered in this DT framework 

because manufacturing in the near future would still involve more human control and 

participation in production. To support the autonomy of the systems and promote human-

machine collaborations within the cyber-physical space, the transfer/modelling of human 

operations into machine procedures to be handled by virtual models/CPPS is projected as a 

potential solution. Here, precision is managed by the CPPS and certain decisions are handled 

by the operator. Adopting object-oriented structures for modelling algorithms would allow for 

the inclusion of human inputs as operational blocks of the algorithms.  With faster 

communication, sensing and processing capabilities, state-of-the-art technologies for a human-

machine interface like augmented and virtual reality, natural voice processing and gesture 

control/recognition can be used to capture and interact with operator activities.  

4.6 Case study 

This subsection presents a case study of a CPPS supervisory digital twin developed based on 

the proposed digital twin framework in Section 4.4. Here the preliminary work is applicative 

evidence and contribution to reinforcing the diversified use of the proposed digital twin 

framework/ideas to encourage more investment and further adoption in existing industrial 

infrastructures. This case study is based on the Festo cyber-physical smart factory described in 

Section 3.6. The digital twin development at this phase is taken into consideration a fixed 

product and fixed process infrastructure. More details of this approach can be seen in Section 

3.4. 
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4.6.1 Discrete-time CPPS based on the Festo cyber-physical (CP) smart factory 

The Festo cyber-physical smart factory digital twin architecture: Figure 4.6 presents the digital 

twin architecture for the Festo cyber-physical smart factory. This shows the digital connection 

between the physical asset, digital twin, data space, MES/ERP and the connected world (Cloud 

access to customer, supply chain and other digital tools). The intelligent layer is embedded in 

the digital twin platform. This framework has taken into consideration the digital accessibility 

of the physical asset (TCP/IP/OPC_UA/HTTP protocols) and available tools (Node-RED & 

Siemens Mindsphere cloud services) for communication across the RAMI4.0 automation 

architecture hierarchy level. 

 

The project objective at this stage of the research was to build a supervisory digital twin (Figure 

4.8) that supports process monitoring and experimental analysis. This model is fed with live 

streams of data from the sensory devices on the physical asset, which can be used to investigate 

bottlenecks in the processes and their impact on the final product. 

 

Figure 4.6: As-built digital twin architecture 
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4.6.2 Key steps 

The methodology used in developing the digital twin of the Festo CP smart factory involved 

the following steps: conceptual model design, virtual model development, control panel 

development, data layer development, intelligent layer development and lastly, verification and 

validation process. This approach allows the gradual build-in of the complexity of the existing 

physical system. 

(a) Conceptual model design: This involved the definition of the project objective, system 

definition and the construction of a conceptual model. It includes the identification of 

the processes and product attributes to be digitised, physical data, process 

behaviour/functionalities to be modelled/visualised and lastly, investigating the 

accessibility of the existing system architecture to identify how it can be digitally 

assessed. 

(b) Virtual models development: This includes the process and product simulation models 

whose granularities were defined by the functionalities and modular structure identified 

in the first step. It involved building the 3D models, implementing the relational rule 

model that established the interaction between the product attributes and process twins 

services, control codes and simulation flow. The Tecnomatix plant simulation software 

(a platform for agent-based/ discrete event simulations(DES)) was used to construct the 

DES DT model of the processes (Figure 4.11). It is a platform with a very fast 

simulation speed that also provides real-time bidirectional communication links using 

the OPC_UA protocol on the TCP/IP/Ethernet network. It also provides great 3D 

visualisation and statistical analysis tools that can be used for analytics to achieve 

logistic process improvement, material flow optimisation and efficient resource usage 

(Onaji et al., 2019). This stage also took care of the creation of the OPC_UA interfaces 
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used to establish the bidirectional communication between the physical system and 

virtual platform.  

(c) Control panel development: This stage involves the addition of control elements like 

pushbuttons linked to control instructions/algorithms of the virtual model, input, 

output/display elements for data. These graphic user interfaces (GUI) elements control 

the virtual simulation and online connection to the physical system.  

(d) The data layer development: It includes involves the inclusion of data storage elements 

like tables, global and local variables and interfaces for visualising information. Both 

operational and virtual data were stored for analytical use. 

(e) Intelligent layer development:  Algorithms here generate virtual data and process data 

to provide required information during controlled experiments. This extracted 

information can be used to manage or improve the operation of the physical system. 

(f) Model verification and validation: These steps are carried out intermittently all through 

the development stages. All logic and modelled operations are debugged and tested to 

ensure they are error-free and built following the project design. 

4.6.3 Conceptual model 

The first step to developing the digital twin conceptual model was the system identification 

process, which outlined the system layout and production flow (Figure 4.7).  
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Figure 4.7: Flowchart showing the schematics of the system layout and the production flow 

depicted by the smart carrier path. 

The IDEF0 standard for process/function flowchart representation was used to represent a high-

level functional flowchart of the proposed Supervisory Festo CP smart factory digital twin 

(Figure 4.8). This shows the asset-twin setup and cyber-physical connection using the 

OPC_UA protocol.  

 

Figure 4.8: Functional flowchart showing supervisory DT set-up and the digital connection with its 

physical asset 
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Other outcomes of this phase included the identification of the work processes and the process 

flow at each station as shown in Figures 4.9 and 4.10. These pieces of information were used 

to define the setup procedure, the production flow, the process activities that can be modelled 

for the supervisory digital twin and establish the connection between the asset-twin. 

 

Figure 4.9: Functional flowchart of main activities in stations except for magazine stations 
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Figure 4.10: Functional flowchart of main activities in Magazine stations (Bottom and TopMag stations) 
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4.6.4 Developed DES supervisory digital twin model of the physical processes 

(a) Developed DES process digital twin model: The developed DES digital twin model of the 

Festo CP smart factory (Figure 4.11), inherits predefined behaviours and interactions of the 

system with its control algorithms developed to manage the material flow. This was 

achieved using the predefined material flow objects (Table 4.1) of the simulation software. 

Figure 4.11(a & b) shows the DES digital twin of the Festo CP smart factory showing 

process flow. 

 

(a) Top-view of the DES digital twin model of the Festo CP smart factory showing process 

flow 

 

(b) 3D view of the process DT model 

Figure 4.11: Overview of the developed Supervisory digital twin of the Festo CP smart factory 
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Table 4.1: Main objects of the Festo digital twin model 

(b) Developed DES product digital twin model: The product is a simple composition of a top 

and bottom case for a phone.  At this stage of the research, the product is a Fixed product. 

The process flow analysis provided details on the services and their weight on the attributes 

of the product. This information is conveyed along the production line using RFID 

technology mounted on the carriers. The RFID chip on the carrier enables a progressive 

transmission of the product data as the physical product is processed. This enables a real-

time synchronised update of the product's digital twin. Figure 4.12 presents the product's 

DT visuals: a geometric model and extracts of its information model. 

 

Figure 4.12: Product digital twin visuals 

S/no Material flow objects Number Justification 

1 Stations 8 Process execution 

2 Footpath 4 Robotino path 

3 Conveyors 16 Transport-conveyors 

4 Operator 1 Robotino 

5 Workspace 2 Robotino docking stations 

6 Checkbox 12 Position sensors at stations and bridges 

7 Source 1 Part creation and intro into the system 

8 Store 1 Product from the system is stored for removal 
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4.6.5 Results and discussion 

Experiments carried out revealed more details on identified bottlenecks and enabled corrective 

maintenance and strategy proposition to improve production. Identified bottlenecks included 

increased friction between carriers and conveyors, delay in unloading finished products from 

the ñOutputò station, waste of process time on rejected workpieces and lost process time in 

heating the ñHeat-tunnelò station. Figure 4.13(a & b) presents the results on the impact on 

process time and total throughput by the identified station with increased travel time due to 

friction on its conveyor. Figure 4.13(c & d) presents results on the impact of using the robot at 

varying travel-time on production total throughput time. Figure 4.13(e) presents results on the 

impact of the output station storage capacity on throughput. Lastly, offline simulations were 

carried out to determine the impact of controllable system parameters on production. Table 4.2 

presents the impact of robot travel time on the total throughput time and throughput-per-hour. 

 

 

(a): The impact of travel time on process time (b): The impact of travel time on total throughput 

 

 

(c): Impact of robot travel time on total 

throughput time 

(d): Impact of robot travel time on total throughput 

per hour 
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These results supported the strategy proposed to keep its store available during production to 

improve the system throughput and identified optimal system configurations for production. 

Benefits of the Festo smart factory digital twin: The digital twin developed has expanded the 

systemôs research/experimental capabilities for diagnostic/predictive analyses, investigating 

business cases and the impact of modification/upgrade decisions, and determining optimal 

production configurations and monitoring. It has also introduced some level of flexibility in 

teaching/training. The constraint of space and accessibility by a large number of students to the 

physical system has been tackled using the DES digital twin which can be used offline/online.  

Current industrial expectations like the Industry 4.0 concepts and technologies can be taught 

safely, especially in Covid-19-type situations where physical distancing is vital to safety. 

Future work: The next phase of the project would upgrade the current digital twin to an 

interactive and immersive predictive digital twin, which reflects the complexities and 

uncertainties experienced in real manufacturing environments and possesses decision-making 

capabilities. The plan includes an extension of their functionalities to real-time control from 

 

Avg. robot 

travel time (s) 

Total 

throughput 

time (s) 

Throughput 

per hour 

5.467 16:36.0 18 

10.467 17:26.0 17 

15.467 18:16.0 16 

20.467 19:06.0 16 

30.467 20:46.0 14 

Table 4.2: The impact of robot travel-time on the total 

throughput time and throughput-per-hour 

(e): The impact of the output station 

storage capacity on throughput 

 

Figure 4.13: Experimental results revealing more details on identified bottlenecks and system 

behaviour 
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the virtual space, including a more robust data layer to implement real-virtual data fusion and 

product-centric control.  

4.7 Summary 

This chapter presents an integrated product-process digital twin framework in response to the 

research question: ñHow can a product and process digital twin be integrated to harness the 

dependencies between the product and its manufacturing processò.  It enables the integration 

of both product and process digital twin data/functionalities and the evolution of digital twin 

data. The application, methodology and benefits of the proposed framework were illustrated in 

a case study. The case study demonstrated that, within manufacturing, the DT serves as a 

medium for achieving cyber-physical integration through bidirectional interaction, data 

analytics and linking of information silos all through the product cycle. The proposed 

framework allows automated configuration of production setups using the virtual product 

specifications.  Finally, technical limitations and proposed solutions for the implementation of 

the digital twin concept in manufacturing were discussed.  

The digital twin concept is still evolving. More applicative demonstrations of the digital twin 

concept from different fields using the proposed integrated product-process digital twin would 

prove its diversified usefulness, highlight more business benefits, encourage more investment 

and further adoption in existing industrial infrastructures. The idea of controlling physical 

assets from virtual models presents more research opportunities and was considered in this 

research.  
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CHAPTER V: REAL -TIME SYNCHRONISED INTERACTIVE SIMULATION  

The integrated product-process digital twin (DT) was presented as a decision-support system 

for the CPPS. The integration of the product and process DTs harnesses the interdependencies 

between the product and its production processes. In Section 5.3, a dependency rule was 

proposed to logically define the relationship between the product and its production processes. 

This formed the framework for the collaborative interaction (Section 5.4) between the asset-

twin. A real-time synchronisation mechanism is presented to support the synchronised real-

time interactive environment where the CPPS supports its DT simulations, analyses and 

visualisation with operational data and control. A case study is presented as evidence of the 

feasibility and effectiveness of the propositions made in this chapter. 

5.1 Research contribution 

The idea of using the product and the process DTs in an integrated environment is new and 

would present the opportunity to investigate the potential inherent in modelling the interaction 

between the product and its production process. To extend the benefits of the DT concept to 

the operational phase of manufacturing, real-time synchronised interaction between the asset-

twin is needed. This is a simulation scenario where the online DT behaviour can be driven by 

triggers/data from the physical asset and in return, the DT can support/manage/control the 

physical asset based on experimental/analytical data. In line with this, two techniques for the 

logical modelling and implementation of the product DT-process DT connection and the asset-

twin connection necessary to support a real-time data-driven synchronised asset-twin 

interaction, production flexibility and product customisation are presented as the novelties in 

this chapter. These research contributions achieve the following: 

¶ Linking virtual products models with virtual process models based on a proposed 

dependency rule  
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¶ Real-time synchronized bidirectional communication between the asset-twin enabling 

real-time synchronised interaction  

¶ Real-time product DT representation using the RFID technique 

¶ Updating the product DT in real-time based on the production of its physical replica via 

the process DT 

¶ Part tracking using the RFID technique 

5.2 Methodology and case study 

The methodology adopted in this study involved system identification to define the entity and 

functionalities to be analysed. A case study is then presented as evidence of the feasibility and 

viability of the propositions made in this chapter. These methods have been briefly introduced 

in Chapter 3 and detailed in Appendix C.  

The rest of the chapter is structured as follows: Section 5.3 discussed the development of the 

integrated DT model. This includes the proposed dependency rule that describes the logical 

product-process interaction.  Section 5.4 discussed the attributes of an integrated DT model. 

Section 5.5 presented capabilities unique to the integrated product-process DT if used as a 

decision-support system for the CPPS. A case study is presented in Section 5.6, Section 5.7 

discussed the research outcome and the chapter concluded with a summary.  

5.3 Development of the integrated product-process digital twin model 

This section provides details on the approach adopted in integrating the product and process 

DTs. It discusses the DT composition of the product and processes and the interdependency 

rule between them. The dynamic interaction (Figure C2 & Eqn. 3.1) between the product and 

its production processes is modelled as a logical bidirectional interaction (Eqn. 5.1), 

mathematically, expressed as the dependency rule (Eqn. 5.9). Extended into the DT model, it 
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forms the framework for the collaborative mechanism of the proposed integrated product-

process DT in Section 4.4.  

5.3.1 Dependency rule 

The proposed dependency rule (Eqn. 5.9) defines the logical relationship between the product 

DT attributes and the available production services of the process DT. These dependencies are 

used to establish a logical relationship (interdependence) between the product-process DT and 

its physical asset. Mathematically, it is expressed as Eqn. 5.9 in terms of the productôs 

attributes/features, process services and respective weights. Extended into the DT model, it 

forms the framework for the collaborative mechanism of the integrated product-process DT. 

Dependency rule: This states that a product type ὖ  is defined by its attributesὃ  which 

are logically related to the services Ὓ  of its production system (ὖ  configuration 

ὖὶέὧ .  

Mathematically: 

ὖὶέὨᴾ ὖὶέὧ     (Eqn. 5.1) 

The   ὖὶέὧ  can be represented in terms of its service Ὓ and associated weight ὡ . 

ὖὶέὧ ὖȿὭ ρȟȣȟὲ    (Eqn. 5.2) 

ὖ ὛȿὮ ρȟȣȟή       

Assumption: A production cell can render more than one service. Thus 

Ὓ ὛȟȿὭ ρȟȣȟὲ Ǫ Ὦ ρȟȣȟή 

ὡ ὡȟȿὭ ρȟȣȟὲ Ǫ Ὦ ρȟȣȟή 

Therefore: 
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ὖὶέὧ ὛȟȟὡȟȿὭ ρȟȣȟὲ Ǫ Ὦ ρȟȣȟή  (Eqn. 5.3) 

Where:  

Ὥ: Production cell index 

Ὦ: Service index 

ὲ: Number of production cells in the production system 

ή: Number of services in the ith production cell 

Also, to represent the product ὖὶέὨ  in terms of its attributes ὃ and associated quality 

ὗ . 

ὖὶέὨ ὃȟὗ       (Eqn. 5.4) 

ὃ ὃȿᾀ ρȟȣȟὦ 

ὗ ὗȿᾀ ρȟȣȟὦ 

The quality of a product attribute ὃ  is a summation of the impact ὗȟ of all logically 

associated service ὛȟȢ 

ὗ ὗȟȿὭ ρȟȣȟὲ Ǫ Ὦ ρȟȣȟή    (Eqn. 5.5) 

Where  

ᾀ: Product attribute index 

Ὥ: Production cell index 

Ὦ: Service index 

Therefore 

ὖὶέὨ ὃȟὗ ȿᾀ ρȟȣȟὦ     (Eqn. 5.6) 

Where  
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ὦ: Number of product attributes 

A product attribute ὃ  can be worked on by one or more services. This service configuration 

Ὓ  as shown in Eqn. 5.7 is a composition of all services of the production system associated 

with the attribute ὃ . 

Ὓ Ὓȟ ȿ ὛȟᶰὛ     (Eqn. 5.7) 

Therefore  

Ὓȟὡ Ὓȟȟὡȟ ȿ  ὛȟᶰὛ Ǫ  ὡȟᶰὡ     (Eqn. 5.8) 

By extension of the relationships in  Eqn. 5.6 and Eqn. 5.8 on individual attributes and the 

principle in Eqn. 5.1, the dependency rule formula is formulated as shown in Eqn. 5.9. 

═◑ȟ╠◑ ╢◑ȟ╦◑ ᶅ ═     (Eqn. 5.9) 

The graphical representation of the logical interaction between the product attributes and the 

production system services during production is shown in Figure 5.1. Based on the dependency 

rule (Eqn. 5.9), it presents the mapping of the services and their respective weight Ὓȟὡ  to 

the associated product attributes and qualities ὃȟὗ . 
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Figure 5.1: The logical interaction between the product attributes and the production system services 

based on the dependency rule: ═◑ȟ╠◑ ╢◑ȟ╦◑ ᶅ ὃ 

5.3.2 Product DT composition 

The product DT Ὀ  is described to be more than a replica of the product ὖ . In addition 

to what attributes are been modelled, the product DT is designed to have the capacity to 

configure the process DT. Based on the logical relationship defined between the product and 

the services adding value to it, the service configurations are mapped to each of its attributes. 

Given several product types ὼ , the product DT Ὀ  is represented in (5.10). 

Ὀ ὃȟὗȟὛὧȟὓ       (Eqn. 5.10) 

Where: 

ὃ: ᾀὸὬ attribute of the product 

ὗ: Quality of the ὃ 

Ὓ : Service configuration for ὃ 

ὓ: State of ὖ  (WIP, finished and rejected) 

5.3.3 Process DT configuration 

From a logical perspective, this research represents the production system ὖ  as an 

encapsulation of the internal logic and the functional composition of the production 

resourcesὙ. This defines the functions of its subsystems/units ὖ , the logical interaction 

amongst its units and its operating environment Ὁ , the services Ὓ it renders, the interfaces 

that interact with its external environment, the logistic network ὒ  handling material flow 

and communication network handling information flow.  
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To model the process DT Ὀ , the composition, structure, operations and input/outputs 

interfaces are identified and represented using modelling elements (material flow, information 

flow, user interfaces and resources). The process model is built based on the logical relationship 

between the production cell functions/services and that between the production cells. The 

geometric model forms the capsule upon which other models are anchored. This defines the 

type and quality of the modelôs visualised geometric features and kinematics of interest physic 

entity.  The logistic/rule model describes the material flow through the model. The production 

cell Ὀ , can be represented algebraically using a six-element structure as shown in (5.11).  

Ὀ ὖ ȟὙȟὛȟ-ȟὒ ȟὉ     (5. 11) 

where  

ὖȡ The production cell 

ὖ ȡ Documentation of the ὖ 

Ὑ: A set of the 4Ms of the 4MIE elements of ὖ 

Ὓȡ Available ὖ services 

ὓȡ State of the ὖ (idle, active, processing, faulty) 

ὒ ȡ Logistic network handling material flow and storage in ὖ 

Ὁȡ Operating environment of the production cell ὖ  
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5.3.4 Product DT-process DT interaction 

Modelling the interaction between the product and its production processes creates a 

bidirectional link between the product DT and the process DT (Eqn. 5.1). Based on the 

dependency rule, this becomes an interdependent interaction (Eqn. 5.9) where the product 

attributes are mapped to the respective service set. This further defines the weight of each 

production service on the product attribute and quality. The integration of the process and 

product DTs creates a virtual environment where the process DT builds the product DT and 

the product DT reconfigures the process DT based on the product DTôs design specifications 

(Figure 5.2). With the dependency rule, product/process variations (as defined in Section 3.3) 

specific to the assets can be modelled into the DT. Also, disruptions in production in terms of 

product defects and deviations from predefined product specifications/behaviours can be 

modelled in terms of the weights of the services on the product attributes. This would involve 

design calibrations of the envisaged variations/disruptions based on expert knowledge.  

5.4 Integrated product-process digital twin for a CPPS 

With a CPPS as the integrated physical asset synchronised to the integrated DT, the influence 

of this virtual DT interaction can be extended to the physical space. As shown in Figure 5.3, in 

the forward direction of the physical-virtual bidirectional connection, the physical processes 

 

Figure 5.2: The logical interaction between the product DT attributes and the process DT based on 

the dependency rule 
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build the product DT. In the reverse direction, the product DT and the process DT can 

reconfigure the smart processes, execute customer customisation on a product type and 

reschedule resources during production with no disruption to the production flow.  

 

Figure 5.3: The CPPS and its integrated DT showing all interactions between elements 

5.4.1 Cyber-physical integration 

Integration in this research is considered a concept that allows for the interconnectivity, 

interaction and interdependency of related/associated components/functionalities to form a 

unified platform. This could include physical components like subsystems, data, control 

structures or layers within an architecture. Integration in production systems was considered 

under the following categories: virtual space integration (product and process digital twin), 

physical-virtual space integration 

(a) Product and process DT integration  

In literature, product and process DTs have been discussed independently (Haag & Anderl, 

2018; Jones et al., 2020). This research attempts to integrate them and as such needs to carry 

out virtual space integration. This idea is based on the fact that products and their production 
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processes are interdependent. Integrating them would create and maintain a dynamic virtual 

construct of the CPPS.  

The dependency rule was used as the mechanism to integrate the process and product DTs. As 

a relational rule model, it establishes the logical connection and dependencies between the 

product DT data/attributes and its process DT data/services. This coupling allows the product 

to evolve as it passes through each process. This relationship is visualised in Figure 5.4. Model 

standardization/specifications stand out to be a way forward to eliminate heterogeneity in 

generated data. Data and resource integration within the virtual space would allow for both 

DTs to share resources and collaborate to improve each otherôs performance. 

(b) Physical-virtual space integration 

With a focus on the production phase of the product, the integration of both the physical and 

virtual space would enable the physical system to benefit from the functionalities obtainable in 

the virtual space in real-time. With a CPPS synchronised to the integrated DT, the influence of 

the virtual interaction can be extended to the physical space. When the process DT is updated 

with operational data from the physical process, the product-related data is then used to update 

 

Figure 5.4: The interaction between the product DT and process DT 
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the product DT information model and visual perspective. The product DT has its 

specifications interface which is used to manage the service performances, set process 

configurations, monitor the product formation and introduce customer variability in product 

specifications. 

From the information perspective, operational data is made available to virtual analytical tools. 

These additional data reduce engineering estimations and errors due to uncertainties. It 

ultimately improves the precision of operational analyses and decisions made. Furthermore, 

with real-time communication applications like the OPC unified architecture (OPC_UA) 

protocol, operational data and data-driven control can be achieved in real-time (Pethig et al., 

2017). Figure 5.5 visualises the interaction between the integrated asset-twin.  

                                              

Figure 5.5: The interaction between the integrated asset-twin. 

From a control and automation perspective, The virtual space expands the system control 

capacity by adding more interfaces for human engagement, establishing interconnectivity 

between independent control structures, expanding control configuration/collaborations and 

providing real-time data-driven control. 

5.4.2 Collaborative behaviour between the integrated DT and the physical asset 

Key to the cyber-physical integration concept is the real-time collaboration between the CPPS 

and its virtual resources. This creates a paradigm of dynamic data-driven applications systems 
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(DDDAS). This is an interactive simulation whereby the computation and instrumentation 

capabilities of the DTs are dynamically integrated into the CPPS using a data-driven analytical 

and decision-making feedback loop (Jiang et al., 2021). With operational data dynamically 

incorporated into the DT model as a functional platform for monitoring, analysis, prediction 

and optimization, it can implement data-driven control of the physical asset in real-time.  

Figure 5.6 visualises the collaboration between the CPPS and its integrated DT. The integrated 

DT mechanism provides a synchronised real-time interactive environment where the CPPS 

supports its DT simulations, analyses and visualisation with operational data and control. This 

enables a more accurate and faster modelling/analysis of the characteristics and behaviours of 

a system. It also exploits data in intelligent ways that enhance it with new capabilities as a 

decision-support system, with the accuracy of full-scale modelling, efficient data collection, 

management, and data mining (Liu, Meyendorf & Mrad, 2018). In return, these analytical 

results are used to manage/control production operations and support operational/managerial 

 

Figure 5.6: The collaboration between the CPPS and its integrated DT during production 
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decisions. To achieve this collaborative behaviour between the integrated DT and the physical 

asset, the communication infrastructure should support a real-time synchronisation mechanism. 

Here a status-change event protocol/observable function active within the virtual access nodes 

is presented and discussed further in the next section. 

5.4.3 Real-time, two-way and secure connections between the physical asset and the 

integrated digital twin 

This section presents the proposed real-time synchronisation mechanism needed to support a 

synchronised real-time interactive environment where the CPPS supports its DT simulations, 

analyses and visualisation with operational data and control. This is the virtual access node 

(communication interface) associated with every functional unit within a production system. 

Equipped with a Status-change event protocol, it can observe and publish changes in the status 

of the parameters in the assetôs information model. This informs and updates all connections 

to the virtual access nodes.  

A. Real-time Synchronisation Mechanism (Virtual Access Nodes with Status-Change Event 

Protocol): A uniform communication interface for manufacturer-independent data exchange is 

an important basis for the implementation of integration as a requirement of Industry 4.0. This 

is also a challenge(Onaji et al., 2022). To achieve a real-time synchronisation between the 

asset-twin, there is the need for an established communication architecture with a real-time 

synchronisation mechanism. This defines a unified data structure and standardized mechanism 

for interaction and data accessibility within the cyber-physical environment (Blum & Schuh, 

2017). The real-time synchronisation mechanism presented here is composed of the virtual 

access nodes (VAN) each with a Status-change event protocol. It is the standardized 

mechanism for collaborative interaction between the asset-twin. Collaborative interaction is 

achieved via the communication interfaces of the operating environment. These interfaces 
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modelled as virtual access nodes (VAN) define the information model (parameters, data 

structure, communication rules) and accessibility to the resources within that operating 

environment. In other words, they are the access point to all obtainable virtual descriptions of 

the associated resources. This includes attributes, functionalities and communication standards 

that can be modelled. 

i) Virtual Access Node (VAN): This research modelled the communication interfaces of the 

production systemôs resources as the Virtual access nodes (VAN) (Figure 5.7) in the 

communication network of the production system. There exists a virtual access node associated 

with every functional unit within a production system. If all access nodes have a unique 

identification, unified data structure and communication protocol, then the communication 

network of the operating environment would be composed of standardised and robust 

bidirectional communication channels that support faster data transmission irrespective of the 

source/vendor. Figure 5.7 presents the communication framework between the asset-twin using 

the Virtual access nodes. 

 

ii) Status-change event protocol: Crucial to an interactive simulation of the asset-twin is a 

 

Figure 5.7: Modelled cyber-physical environment showing an integrated communication network of 

the virtual access nodes ὠὃὔ. 
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Status-change event protocol active within the virtual access nodes. This observes and 

publishes changes in the status of the parameters in the assetôs information model. This informs 

and updates all connections to the virtual access nodes. Having modelled the virtual access 

nodes in the DT, coupling the DT to its physical asset allows for a real-time response to changes 

from either space. With this approach, the DTs are more accurate and faster in modelling and 

analysing the behaviours/characteristics of the physical asset. How fast it does that depends on 

how often data is pulled from the physical asset. 

 

iii) Interaction and evolution of the asset-twin quantities: The physical system exists in high-

dimensional space; therefore it is complex and difficult to be fully modelled. As such the physical 

assetôs information model is a composition of all obtainable virtual descriptions of the associated 

resource Cheng et al., 2020, Jiang et al., 2021). These include all observable data (physical states, 

operational data) and control inputs/outputs. The integrated DT information model is a composition 

of all parameters useful for the use case. This translates to the digital states, quantities of interest 

(process and productôs attributes and weights) and performance metrics. 

A dynamic bidirectional communication network with its real-time synchronisation mechanism 

between the coupled asset-twin is presented in Figure 5.8. This illustrates the interaction and 

continuous evolution of the asset-twin. An expansion of the virtual access node of the physical 

production unit ὖ  shows its information model. It comprises the observable data set ὕ , control 

input set Ὗ  and the Status-change event protocol. On the virtual side, you have the process DTs 

Ὀ , product DT Ὀ , integrated DT information model and an Analytical unit ὑ  of 

algorithms networked to process information, interact and share data. The integrated DT 

information model consists of both extractable operational data ὕ  and virtually engineered data 

ὛȟὃȟὡȟὗȟὑȟὟ  logically linked for constructing useful information. This information can be 

stored and kept handy for analytics. The symbols Ὓȟὃȟὡȟὗ  have been defined in Section 5.3. 
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Figure 5.8: The interaction and evolution of the integrated asset-twin quantities 

 

With the DTs coupled to the physical asset in real-time, it is expected to synchronously reflect the 

status of the physical asset and evolve with it. Using data-driven logical/physics models, its 

simulation actively assimilates the behaviour and state of its physical asset using acquired 

observable data. This is a scenario where the instantaneous status of the process DTs and the 

product DT are a reflection of the current status of the physical assets. Also, they can implement 

data-based virtual control strategies in real-time.   

 

5.5 Integrated product-process digital twin as a CPPS decision-support system 

This section presents capabilities unique to the integrated product-process DT if used as a 

decision-support system for the CPPS. 

5.5.1 The function of the product DT  

A major contribution of the product DT to the integrated environment is the added capacity to 

the CPPS to virtually reconfigure the production system to suit product specifications (Figure 

5.9). This can be done in the preparatory stage or even during production thus reducing most 
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of the manual involvement during reconfiguration processes. Other benefits include improved 

monitoring/production supervision, quality evaluation and product customisation. 

 

Figure 5.9: The process DT system reconfiguration Ὓὧ by the process DT 

Production monitoring: The product DT presents the virtual framework of the product in 

making. Having its make-up (composition/attributes) constructed in real-time, based on the 

production data of its physical replica, it presents a more measurable and valuable view of the 

actual product. With technologies like the RFID, products/product components are identified 

and tracked with unique identification numbers (IDs), and the WIP status/attributes at each 

production phase can be monitored and weighed with the design specification. For example, 

the actual processing time and quality compared to production specifications. This production 

information becomes data available to manage the production efficiency during production, 

evaluate the system performance and determine or predict scheduled maintenance.  

Product quality evaluation: The product DT being used to define the product specification can 

monitor the product quality while in production. The product attributesô qualities at each 

production phase can be weighed with the design specification. This approach would save time, 

resources and costs used for quality assurance after production. This also reduces waste due to 
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rejected products not identified and removed from the system in time or correctable defaults 

not handled on time. 

Product customisation: The connection between the product attributes and process services can 

be harnessed to support the autonomous variability of product specifications. Serving as an 

interface for more human involvement in the production control, product specifications can be 

managed to suit customer specifications with less obstruction to the production flow. This 

concept can be automated and variability in specifications can be inputted during preparatory 

stages thus reducing human intervention in real-time. 

5.5.2 The function of the process DT  

The process DT provides the platform to monitor and manage the CPPS from the virtual space. 

In a real-time simulation, the process DT builds the product DT with captured production data 

constructs as the physical product is manufactured. In offline scenarios, the process DT service 

configuration is used to build the product DT attributes (Figure 5.10). Where virtual control is 

implemented, collaborations between the process DT and the physical control structure can be 

used to manage the production process as well as the quality of the product.  

 

Figure 5.10: The product DT attributes ὃ  defined by the process DT services 
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5.5.3 Benefits of a Real-time Synchronised Interaction between the Asset-twin 

Implementing a real-time synchronised integrated manufacturing DT on a CPPS comes with 

the following advantages: 

1) The product twin is built in real-time using factual production data of its physical twin. 

This effectively represents the production status/condition of the product instances 

2) The process DT serves as an interface for managing/monitoring the production process. 

Its simulation behaviour being driven by its physical asset reflects the current status of 

the production operation 

3) The integrated DT utilises more effectively the cyber-physical environment as the 

product DT can be used to reconfigure the production processes via the process DT 

which is bidirectionally connected to the physical asset. This promotes production 

flexibility and product customisation during production 

4) The virtual resources utilise the dynamic interaction to manage the production 

resources, scheduling and services to improve system performance and product  quality 

5) This digital structure creates a conducive environment for design, experimental 

simulations, analytics and information extraction. This virtual results of the production 

impact on the product can be used to improve industrial operations within the physical 

space. The utility of these virtual results in real-time is constrained by the issues in the 

interconnectivity and heterogeneity of the virtual and physical space. Integrating the 

product and process twins reduces these communication constraints.  
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5.6 Case study 

5.6.1 Experimental setup: Festo Cyber-physical smart factory 

In Chapter 4, a supervisory DT of the case study was presented. In this phase of the research, 

a Festo cyber-physical smart factory DES DT of a higher threshold (interactive and immersive 

predictive digital twin) is developed.  This was designed to include variability in the product 

and processes as discussed in Section 3.3. 

5.6.2 Conceptual model elements 

(a) Process chart 

The ASME symbols adopted to represent the following categories of activities include: arrows 

reveal transport activities, circles represent value-adding operations, the square represents 

inspection, inverted triangles represent storage and the teardrop symbol represents manual 

transfer operations. Material flow analysis of the production processes generated sufficient 

information for developing the process chart in Figure 5.11. This graphically presents the 

conceptual model in much detail.  

Strategic points in the production line with sensors/actuators 

1. Stations: entry and exit 

2. Conveyors: entry and exit 

3. Buffers: entry and exit 

4. Bridges: entry and exit 
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Figure 5. 11: Process chart of the system under investigation (SUI) 

Figure 5.12 presents the high-level functional flowchart of the proposed interactive integrated 

product-process DT of the Festo CP smart factory. This included a virtual MES, station 

reconfiguration and product customisation functionalities. The bidirectional communication 

across the OPC_UA connection can support virtual control of the asset. It was explored in 

Chapter 6. 

 

Figure 5.12: Functional flowchart showing a closed-loop DT set-up and the digital connection 

between the asset-twin 
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5.6.3 Developed integrated DT 

(b) Product DT 

Datasheets on the product and the material flow analysis provided details on the services and 

attributes that can be modelled. These were then mapped and visualised. The RFID data 

contains transferable information on the production of the flow entity. This makes it possible 

to build and update the product DT (Figure 5.13) as the real product is built. 

 
 

(a) Product geometric model (b) Extract from product DT information model 

 

(c) Product DT model showing all 4 workpieces in production 

Figure 5.13: Product DT of the Festo CP smart factory 
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(c) Process DT 

Using the available modelling elements of the DT platform, the production system was 

modelled consisting of the 4MIE components (man, machine, material, method and its 

operating environment). These include the workstations, robots, operators, logistic networks 

and digital connections like the sensors and actuators. Figure 5.14 presents the process DT with 

virtual sensors and state indicators showing active states when green. The model is designed to 

simulate four variable products. During Offline simulation, this variability is initiated in the 

virtual MES. In an Online simulation, details on the product and production plan are transferred 

to the DT during production. 

 

(a) 2D view 
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(b) 3D view 

Figure 5.14: Festo CP smart factory DT model  

5.6.4 An integrated product-process digital twin of the  Festo CP system 

Integration in production systems was considered under the following categories: physical 

asset integration, virtual space integration (product and process DT), and physical-virtual space 

integration. The physical asset is a CPPS. 

(a) Connecting the product DT to the product 

The physical product is connected to its DT using the RFID technique in conjunction with the 

OPC_UA connection. The RFID technique enables product/part tracking, and product-related 

generated data to be stored and passed on along the production line in real-time. Extracted 

RFID data makes it possible to track the production flow and update the DT with reliable real-

time operational information. As shown in Figure 5.15, when the physical product is 

assembled, its virtual counterpart is updated as it passes through the production line. 
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(a) (b) 

Figure 5.15: (a) Top case loaded on the carrier at Topcase station (b) Bottomcase mounted on 

Topcase at Bottom station 

(b) Connecting the process twin to the physical system 

The process DT comprises simulation models whose granularities were defined by the 

functionalities and modular structure identified within the physical system. It was built based 

on the identified processes to be digitised, accessible operational data, and process 

behaviour/functionalities to be modelled/visualised. 

The communication system of the physical system is built on TCP/IP/Ethernet protocol. Upon 

this communication structure, the OPC_UA protocol provides a standardised and robust 

channel to establish a bidirectional communication link, generate and transmit data in a unified 

format irrespective of the source/vendor. Based on a server-client structure, the physical system 

is configured to be a server and the DT a client (Figure 5.16a). Both communicate via the 

OPC_UA table (information model). (Figure 5.16b). These tables are a list of dynamic tags of 

the physical system mapped to virtual alias called in the virtual space. A change in the values 

or states of these tags is used to trigger virtual activities. Also, virtual activities can be used to 

update the values/states of these tags which in turn trigger activities within the physical 

systems. (This reverse path was explored for virtual control of the asset in the next chapter).  
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Figure 5.17 presents a structured operational data flow from the asset to the DT. It also shows 

the structured real-time influence of the physical asset on the simulation behaviour of the DT, 

resulting in real-time synchronised interaction between the asset-twin during production online 

simulation.  

 

 

 

(a) (b) 

Figure 5.16:  (a) OPC_UA interfaces for each workstation and (b) Real-time interaction. Green values 

indicate an active change in status 
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Figure 5.18 presents captured DT online behaviour mirroring the physical assetôs activity instances during production. 

 

Figure 5.17: Functional flowchart showing a real-time structured operational data flow from the physical asset that influences the real-time synchronised 

behaviour of the DT. 
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Transfer bridge 2 Robotiono Measure station 

   

(a) Workpiece at the Transfer bridge  (b) Workpiece transported by Robotino  (c) Workpiece in Measure station   
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Bottomcase station Transfer bridge 3 Output station 

 
  

(d) Workpiece in Bottomcase station (e) Workpiece at the Transfer bridge 3 (f) Finished product in Output station 

Figure 5.18: Real-time synchronised interaction between asset-twin. DT behaviours triggered by actual physical twin activities 
















































































































































































































































































