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Abstract 

This thesis aims to explore the feasibility of using low-cost, portable motion capture tools for the 

quantitative assessment of sequential 'reach-to-grasp' and repetitive 'finger-tapping' movements in 

neurologically intact and deficit populations, both in clinical and non-clinical settings. The research 

extends the capabilities of an existing optoelectronic postural sway assessment tool (PSAT) into a 

more general Boxed Infrared Gross Kinematic Assessment Tool (BIGKAT) to evaluate prehensile 

control of hand movements outside the laboratory environment. The contributions of this work 

include the validation of BIGKAT against a high-end motion capture system (Optotrak) for accuracy 

and precision in tracking kinematic data. BIGKAT was subsequently applied to kinematically resolve 

prehensile movements, where concurrent recordings with Optotrak demonstrate similar statistically 

significant results for five kinematic measures, two spatial measures (Maximum Grip Aperture ς MGA, 

Peak Velocity ς PV) and three temporal measures (Movement Time ς MT, Time to MGA ς TMGA, Time 

to PV ς TPV). Regression analysis further establishes a strong relationship between BIGKAT and 

Optotrak, with nearly unity slope and low y-intercept values. Results showed reliable performance of 

BIGKAT and its ability to produce similar statistically significant results as Optotrak. 

BIGKAT was also applied to quantitatively assess bradykinesia in Parkinson's patients during finger-

tapping movements. The system demonstrated significant differences between PD patients and 

healthy controls in key kinematic measures, paving the way for potential clinical applications.  

The study characterized kinematic differences in prehensile control in different sensory environments 

using a Virtual Reality head mounted display and finger tracking system (the Leap Motion), 

emphasizing the importance of sensory information during hand movements. This highlighted the role 

of hand vision and haptic feedback during initial and final phases of prehensile movement trajectory. 

The research also explored marker-less pose estimation using deep learning tools, specifically 

DeepLabCut (DLC), for reach-to-grasp tracking. Despite challenges posed by COVID-19 limitations on 

data collection, the study showed promise in scaling reaching and grasping components but 

highlighted the need for diverse datasets to resolve kinematic differences accurately. 

To facilitate the assessment of prehension activities, an Event Detection Tool (EDT) was developed, 

providing temporal measures for reaction time, reaching time, transport time, and movement time 

during object grasping and manipulation. Though initial pilot data was limited, the EDT holds potential 

for insights into disease progression and movement disorder severity. 
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Overall, this work contributes to the advancement of low-cost, portable solutions for quantitatively 

assessing upper-limb movements, demonstrating the potential for wider clinical use and guiding 

future research in the field of human movement analysis. 
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Chapter 1 
1.1 Introduction 
People suffering from neurological diseases such as Parkinson disease (PD), stroke, Multiple Sclerosis 

(MS) and spinal cord injury exhibit loss of sensory and motor functions, in turn affecting individual 

functional abilities, fine and gross motor control, balance and performance of activities of daily living 

[1], [2]. Reaching-to-grasp (prehension) is a universal human skill underlying numerous activities of 

daily living. Prehension entails coordinated and controlled movement of the hand towards a target 

object in order to grasp it successfully [3], [4]. Proficiency requires visual feedback of target position, 

an adequate motor plan, coordination of the arm and hand movements, and the use of online 

feedback to correct trajectory errors when necessary.  Such controlled and coordinated movement 

functionally depends on various factors like object intrinsic and extrinsic properties [5], affordances 

provided by the object [6], purpose of the action to be performed after grasping [7], and sensorimotor 

constraints, and is fundamental to motor development and acquiring an astonishing number of motor 

skills. As a source of interaction with the environment, early childhood is embarked upon with learning 

new motor skills, and at the same time, infants with limited fine motor and grasping skills are at high 

risk of autism [8]ς[10]. Deficits in motor behaviour reduce quality of life with increased dependence 

and impair everyday functioning. Similarly, later adulthood shows a natural decline in motor 

performance [11], [12]. Standardised clinical assessment methods are used by neurologists to 

determine the severity of chronic diseases (such as PD or MS). These involve patients being instructed 

to perform certain tasks under the observation of a neurologist, who scores their performance. 

Changes in amplitude, speed, and rhythm regularity, for example, are observed in finger tapping for 

tŀǊƪƛƴǎƻƴΩǎ ǇŀǘƛŜƴǘǎ ŀƴŘ ǘƘŜƴ ǊŀǘŜŘ ŀŎŎƻǊŘƛƴƎ ǘƻ standardized rating scales, e.g., the Movement 

5ƛǎƻǊŘŜǊ {ƻŎƛŜǘȅ ¦ƴƛŦƛŜŘ tŀǊƪƛƴǎƻƴΩǎ Disease Rating Scale (MDS-UPDRS) which provides the guideline 

ǘƘŀǘ ŀƴ ƛƴǾŜǎǘƛƎŀǘƻǊ ǎƘƻǳƭŘ άǊŀǘŜ ǿƘŀǘ ȅƻǳ ǎŜŜέ. CliniciansΩ visual interpretation is inherently 

subjective [13]ς[15], making it difficult for the clinicians to access subtle changes in the movement 

visually. 

Subjective evaluation may result in inaccurate diagnosis and rough quantification [15] and also 

ŀǎǎŜǎǎƳŜƴǘ ƘŜŀǾƛƭȅ ǊŜƭƛŜǎ ƻƴ ŎƭƛƴƛŎƛŀƴΩǎ ŜȄǇŜǊƛŜƴŎŜ ŀƴŘ ƘƛǎκƘŜǊ ŀōƛƭity to detect mild impairments and 

progressive decline in motor functions [13]. Therefore, it is critical and of prime importance to the 

neurologists/researchers to understand how movements unfold such that they can model behaviours, 

measure individual or group differences, quantify the degree of impairment, or track changes across 

time or as a result of an intervention [1], [16], [17].  
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1.2 Motivation 
Commercially available optical motion capture systems can accurately and precisely represent digital 

patterns of a captured movement, thus making it possible to digitally infer clinical assessments using 

rigorous mathematical analysis. With the widespread availability of low-cost and high-resolution video 

cameras, together with credit-card sized computers and emerging computational techniques, 

researchers can explore low-cost alternatives with which human upper-arm movement can be 

measured, analysed, and interpreted. Recent decades have witnessed the emergence of digital 

sensing and tracking technologies such as accelerometers, gyroscopes, smartphones/digitized tablets, 

virtual reality, as well as marker-based and marker-less computer vision techniques. These evolving 

technological developments offer promising ways for clinical assessments that can be configured in 

practice. Their significance lies also in reducing cost, enhancing portability to assess movements in 

naturalistic settings, enabling measurements of activities of daily living (ADL) and offers flexibility in 

terms of assessment practices being followed in clinics. So, digitally presenting the patterns of reach-

to-grasp movement and its components as a quantifiable object could supplement the observational 

approaches used by neurologists. This further opens the broader scope of investigation whether these 

sensing technologies could be used for tracking and representing complex movement trajectories as 

well as clinical assessment of symptomatic movement abnormalities and patterns and incorporated 

into clinical protocols for successful and timely intervention. 

High-end optoelectronic motion capture systems available in laboratories are somewhat not 

applicable in clinical practice in terms of their practicalities and motor assessment possibilities [18]. 

These systems (e.g. Optotrak, Vicon, Qualisys, Xsens, just to name a few) are treated as gold-standard 

to accurately and reliably evaluate the spatiotemporal characteristics of human movement and to 

validate new technologies as well [19], [20]. Unfortunately, the gold-standard necessitates expensive 

3D motion capture systems, and an expert is required to calibrate, collect, and interpret the data to 

address a multitude of neurological and gait disorders, hence, limiting its clinical use due to high costs 

of running tests and delays in the availability of results [21], [22]. All of which do not occur with other 

clinical tests for example neurologist while rating the performance of time-based tests such as 

repetitively tapping index finger against thumb or touching their nose with their finger or reach-to-

grasp-to-transport hand movements, do not necessarily need to implement protocols required for 

motion capture systems.  

Past decades have seen dramatic advancement in technology in both hardware and software domains 

making it possible for data to be accurately acquired, processed rapidly and efficiently, and then 

evaluated using modelling, statistical analysis, and artificial intelligence techniques. Therefore, it is 

imperative that technological advancements in the healthcare sector be incorporated by addressing 
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the aforementioned issues. However, there are several concerns that need to be addressed when 

understanding these technologies and their clinical significance. It is not enough to just look at the 

performance characteristics of these technologies, such as their accuracy and reliability, as these do 

not necessarily align with the clinical needs of a particular scenario. For example, a person with 

Parkinson's disease may require a different type of movement tracking than someone who is simply 

trying to track their daily steps. The goal is to understand the complex relationship between the 

technical aspects of body tracking and clinical needs, in order to fully appreciate their clinical 

significance. Literature indicates various instrumentation and computational techniques employed for 

investigating movement abnormalities for neurological deficit individuals, but those measurements 

need to be validated against high-end marker-based motion capture systems. 

The development of digital sensing and tracking technologies such as accelerometers, gyroscopes, 

smartphones/digitized tablets, and virtual reality has made it possible to quantify human arm 

movement and interpret the data using mathematical analysis. These technologies offer low-cost 

alternatives to expensive 3D motion capture systems and provide flexibility in assessing movements 

in naturalistic settings. However, it is important to understand that the performance characteristics of 

these technologies and to understand the complex relationship between the technical aspects of body 

tracking and clinical needs. High-end optoelectronic motion capture systems available in laboratories 

are still considered the gold standard for accurately and reliably evaluating the spatiotemporal 

characteristics of human movement, but their high cost and need for expertise limit their clinical use. 

The goal is to explore technological advancements (both in terms of low-cost hardware and open-

source software) and their potential role in studying sequential and repetitive human arm movement 

by extracting objective kinematic measures while addressing concerns and validating measurements 

against high-end motion capture systems.  

1.3 Aims and Objectives  

1.3.1 Aim 
The aim of this thesis is to investigate the feasibility of using low-cost portable motion capture tools 

to take objective kinematic measurements of hand movements outside the laboratory environment 

to facilitate diagnosis and evaluation of motor impairments.  

To do this, the research presented here focuses on three promising areas of low-cost motion capture 

(optoelectronic markers, hand-tracking systems developed for virtual reality and machine vision) and 

considers their use for capturing kinematics in two common tasks associated with studying motor 

ŎƻƴǘǊƻƭ όǎŜǉǳŜƴǘƛŀƭ άǊŜŀŎƘ-to-ƎǊŀǎǇϦ ƳƻǾŜƳŜƴǘǎ ŀƴŘ ǊŜǇŜǘƛǘƛǾŜ άŦƛƴƎŜǊ ǘŀǇǇƛƴƎέ ƳƻǾŜƳŜƴǘǎύΦ  



4 
 

1.3.2 Objectives  
The project's objectives are shown below, and they describe the steps that must be performed to 

accomplish the aim. The starting point for this enquiry will be an optoelectronic motion capture 

system previously developed at the University of Leeds called the Postural Sway Assessment Tool 

(PSAT). PSAT is an optical motion capture system and uses two infra-red diodes (IRED) to measure 

postural sway (presented in detail in Chapter 3 section 3.2)  

1) Evaluate the suitability of the PSAT optoelectronic marker tracking system for use in measuring 

hand kinematics by:   

    1.1 Extending the existing PSAT system into a Boxed Infrared Gross Kinematic Assessment Tool 

(BIGKAT) capable of capturing and analysing kinematic data related to hand and arm 

movements; 

    1.2 Benchmarking the new BIGKAT system against an existing gold standard for motion capture 

(Optotrak) to determine the working volume in which BIGKAT provides an acceptable level 

of precision and accuracy; and  

    1.3 Validating the new BIGKAT system by comparing it with an existing gold standard for motion 

capture (Optotrak) when measuring reach-to-grasp and finger-tapping activities.  

2) Investigate three alternatives to opto-electronic marker tracking for quantifying prehension 

actions:  

    2.1 Leap Motion: hand tracking technology used to perform prehension tasks in virtual reality.  

    2.2 DeepLabCut: a machine learning algorithm for marker-less motion tracking from recorded 

video by using sample videos as a training set; and      

    2.3 An Event Detection Kit designed and developed as part of this thesis that detects the timing 

of different phases of prehension activities based on an object being grasped and moved. 

1.5 Summary and Structure of the report 
The contents of the thesis are organized as follows and are outlined in Figure 1: 

Chapter 1 introduces the background and the motivations regarding the project. The aims and 

objectives are defined, and the contributions of the thesis are presented.  

Chapter 2 presents the literature background of the technologies being used to study sequential 

(reach-to-grasp) and repetitive (finger tapping) movements in laboratory and non-laboratory settings. 
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And presents the need of developing low-cost, portable, and easy-to-use optical motion capture 

system. 

Chapter 3 introduces the Postural Sway Assessment Tool (PSAT) developed in prior research at the 

University of Leeds and discusses its development into BIGKAT (the Boxed Infrared Gross Kinematic 

Assessment Tool), a system capable of tracking reach-to-grasp movements. The spatial and temporal 

resolution and effective workspace of the BIGKAT system are evaluated. 

Chapter 4 benchmarks BIGKAT performance against Optotrak motion capture system during 

prehension tasks to determine the relationship between spatiotemporal measures obtained from 

both devices. 

Chapter 5 compares BIGKAT performance against Optotrak motion capture system during finger 

tapping (FT) task, a clinical exam to rate severity of bradykinesiaΣ ǘƻ ƛƴǾŜǎǘƛƎŀǘŜ .LDY!¢Ωǎ ŀǇǇƭƛŎŀōƛƭƛǘȅ 

in clinical settings. 

 Chapter 6 explores the potential of integrating Leap motion and virtual reality to determine the effect 

of absences of sensory feedback on prehension skills performed in virtual environments with different 

sensing modalities. 

Chapter 7 focuses on training a deep-learning based neural network model consisting of reach-to-

grasp videos obtained from BIGKAT without the use of optoelectronic markers to evaluate its potential 

usage in analysing unseen and marker-less reach-to-grasp videos.  

Chapter 8 introduces a novel kit, Event Detection Kit (EDT), for the temporal assessment of sequential 

reach-to-grasp-to-transport movements to investigate whether we even need a marker-based 

tracking system for diagnostic purposes. 

Chapter 9 summarizes the work and presents the conclusions obtained from this study. Furthermore, 

future work and challenges are also highlighted. 

 

 

 

 

 

 



6 
 

 

 

 

 

 

 

 

 

 

  

Chapter 3: 
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Figure 1: Structure of the thesis: Extending existing PSAT system into BIGKAT system, Validating .LDY!¢Ωǎ ǊŜŀŎƘ-to-grasp 
kinematic measures against research-grade Optotrak, and kinematic analysis of Finger Tapping movement (conventional 
clinical examination) performed by PD patients. Alternatives low-cost, portable technologies were investigated for detailed 
kinematic analysis of reach-to-grasp movements. Chapter 9 draws conclusions, discuss their potential usages and 
limitations, and recommends future works. 
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Chapter 2: Literature Review 
This chapter evaluates the viability and advantages of studying reach-to-grasp movements, as it is a 

fundamental human ability that underpins many daily actions, with a low-cost, portable, and user-

friendly optical motion capture system that may be utilised for body monitoring and analysis to infer 

specific neurological illness state. Prehension (or reach-to-grasp movement) is the process of moving 

the hand in a coordinated and controlled manner toward a target object in order to successfully grasp 

it. Prehension acts as a source of interaction with the environment and early childhood is embarked 

upon with learning new motor skills, and at the same time, infants with limited fine and grasping skills 

are at high risk of motor deficits in adulthood [8], [9]. Deficits in motor behaviours reduce quality of 

life with increased dependence and impairs everyday functioning. Similarly, later adulthood 

experience natural decline in motor performance [2]. Hence, focus of this thesis is on evaluating the 

spatio-temporal characteristics of prehensile skills exhibited by healthy and neurological deficit 

ǇƻǇǳƭŀǘƛƻƴǎ όtŀǊƪƛƴǎƻƴΩǎ ŘƛǎŜŀǎŜ ŀƴŘ aǳƭǘƛǇƭŜ {ŎƭŜǊƻǎƛǎύ ǳǎƛƴƎ ŀǾŀƛƭŀōƭŜ ǘŜŎƘƴƻƭƻƎƛŜǎΦ 

Observing prehensile act display coordination between its constituent components, reaching and 

transport component, to form a new complex in which transport and grasp component are 

constrained spatiotemporally. Speed and accuracy of prehensile movement varies with respect to the 

task in hand (relates to the object and purpose of the movement) [3] and sensorimotor constraints 

(related to the person performing the task) [23] This chapter highlights and review the technology 

being used to study prehensile skills and advancements being made in technologies that can 

potentially be used to study prehensile skills. 

нΦм ¢ƘŜ LƳǇƻǊǘŀƴŎŜ ƻŦ aƻǘƻǊ {ƪƛƭƭǎ ƛƴ ǘƘŜ !ǎǎŜǎǎƳŜƴǘ ƻŦ tŀǊƪƛƴǎƻƴΩǎ 5ƛǎŜŀǎŜ ŀƴŘ 

Multiple Sclerosis.  
From infancy through old age, ageing is seen as a multidimensional process causing social, physical, 

cognitive and emotional changes to occur, and fortunately, most humans develop at similar rates [24]ς

[27]. Analysing and quantifying such predictable processes helps us to understand the framework 

behind how different developmental stages are linked together and how developmental changes 

across time are associated with enhancing capabilities and acquiring new skills which are non-existent 

at birth [28]. Throughout the life span, the central nervous system (CNS) plays an important role in 

controlling movements by processing sensory information about both the environment and limb 

positions, while utilizing this information to plan and execute single, and/or multi-joints movements 

successfully [29], [30]. Such remarkable control over movements start developing in the early months 

of life e.g. infants can focus on small objects and reach out to grasp them within six-to-twelve months 

and by three years of age they have developed enough control over grip that they can use lines to 

represent object boundaries [31], [32]. 
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The ability of the CNS to learn motor behaviours is remarkable but unfortunately such motor 

behaviours are prone to impairment due to neural deficits [33], [34], inaccurate and noisy sensory 

information [35], [36], aging [37], [38], and motor dysfunction [39], [40]. Human daily activities which 

determine quality of life demand the display of complex motor skills over a variety of tasks. Motor 

skills are related to the body movements involving small or large sets of muscles acting on bony 

structure to carry out goal-directed actions and these skills are broadly classified in literature as fine 

motor skills and gross motor skills [41]. Actions such as crawling, running, walking involves maintaining 

postural stability with coordinated movement of extremities and are classified as gross motor abilities, 

whereas actions involving dexterous movements are classified as fine motor skills such as reaching 

movements, putting a key into hole [42], [43]. Fine and gross motor skills both work in coordination 

and impairment of one influences the other [44]. So, a better understanding of such skills requires 

assessment and quantification of movements made in achieving a specific control action like reaching 

for and grasping an object, and the underlying mechanisms for different control strategies involved in 

a successful movement or one at risk of movement problem. Quantitatively analysing such adaptive 

processes of growth, maintenance and regulation of loss provide insightful details on motor control 

development trajectory and/or identifying one at a risk of movement problem [33], [45], [46]. 

Degradation of motor skills occur in adulthood as a result of physical changes caused by 

ƴŜǳǊƻŘŜƎŜƴŜǊŀǘƛǾŜ ŘƛǎŜŀǎŜǎ ƭƛƪŜ tŀǊƪƛƴǎƻƴΩǎ ŘƛǎŜŀǎŜ όt5ύΣ ŘŜƳŜƴǘƛŀΣ ƳǳƭǘƛǇƭŜ ǎŎƭŜǊƻǎƛǎ όa{ύ [2]. These 

age-dependent disorders (degenerative nerve diseases) progressively affect activities of daily living 

(ADL) involving fine and gross motor movements, limiting functional independence and quality of life. 

Furthermore, these are chronic neurodegenerative diseases that currently have no cure, but there are 

treatments available that can help manage symptoms and slow down the degenerative process to 

some extent. In Parkinson's disease, for example, medication such as levodopa and dopamine agonists 

can help control the motor symptoms, such as tremors, stiffness, and slowness of movement. 

However, these treatments do not slow down the underlying degenerative process of the disease. 

While there is currently no cure for Parkinson's disease or multiple sclerosis, ongoing research is 

focused on developing new therapies that can slow down or halt the degenerative process of these 

diseases. 

In clinics, the measurement of motor dysfunction often relies on several qualitative assessment tools 

developed to determine motor performance across a range of activities [43], [45], [47]. Each tool has 

its own benefits and limitations and provides different outcome measures, but they have particularly 

been developed to maintain the independence and quality of life of individuals suffering from 

neurological disorders. For this purpose, several questionnaire-based assessments have been 

developed for assessing fine and gross motor control across different sets of activities in clinical 
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populations [48], [49], by helping neurologists identifying motor control deficits in children [50], [51]. 

Similarly, numerous outcome measures have been developed to clinically diagnose and evaluate 

upper limb dysfunction in older adults suffering from neurological disorders. For example, one well 

documented clinical rating scale defined by the Movement Disorder Society (MDS) is the Unified 

tŀǊƪƛƴǎƻƴΩǎ 5ƛǎŜŀǎŜǎ wŀǘƛƴƎ {ŎŀƭŜ όa5{-UPDRS) used to rate bradykinesia severity by visually 

examining motor and non-motor symptoms [14]. Such qualitative forms of assessment depend on a 

ŎƭƛƴƛŎƛŀƴΩǎ ŜȄǇŜǊƛŜƴŎŜ ŀƴŘ ƘƛǎκƘŜǊ ŀōƛƭƛǘȅ ǘƻ ŘŜǘŜŎǘ ǎǳōǘƭŜ ŎƘŀƴƎŜǎ ŀƴŘ ǘƘŜǊŜŦƻǊŜ ǎǳŦŦŜǊ ŦǊƻƳ 

considerable inter-rater variability [15], [52]. These tools are limited in their ability to investigate 

underlying movement components and how they are organized spatially or temporally as they provide 

absolute and subjective measures and draw normative comparisons [44], [47]. 

hōƧŜŎǘƛǾŜ ŀƴŘ ǎȅǎǘŜƳŀǘƛŎ ŎƘŀǊŀŎǘŜǊƛǎŀǘƛƻƴ ƻŦ ǇƻǎǘǳǊŜόǎύ ŀƴŘ ǉǳŀƴǘƛŦȅƛƴƎ ǎŜǉǳŜƴǘƛŀƭ ΨǊŜŀŎƘ-to-ƎǊŀǎǇΩ 

ŀƴŘ ǊŜǇŜǘƛǘƛǾŜ ΨŦƛƴƎŜǊ-ǘŀǇǇƛƴƎΩ ƳƻǾŜƳŜƴǘǎ ƘŀǾŜ ƭƻƴƎ ōŜŜƴ ǘƻǇƛŎǎ ƻŦ ƛƴǘŜǊŜǎǘ ǿƛǘƘƛƴ ƭŀōƻǊŀǘƻǊȅ ǎŜǘǘƛƴƎǎΦ 

These types of movements are often studied in the fields of biomechanics, neuroscience, and motor 

control, among others. Optoelectronic and wearable motion capture systems are two commonly used 

methods to study these movements. Optoelectronic systems use cameras to track the position and 

orientation of markers placed on the body or objects, while wearable systems use sensors attached 

to the body. Other methods used in laboratory settings to study movement include electromyography 

(EMG), force sensors, and eye tracking. Optoelectronic systems are more accurate but require a 

controlled environment and are more expensive, while wearable systems are more portable but may 

be less accurate and have limitations.  

Specifically, these methods evaluate the spatiotemporal measures like position and velocity of 

limbs/joints involved in achieving specific actions by tracking the movement trajectories and 

therefore, interpret outcome measures such as successful reaching and grasping of an object. These 

methods have enunciated the patterns and outcome measures for a healthy control and have shown 

the ability to discriminate healthy control from people with neurologically deficits by characterising 

the particular forms of clinical movement disorders. Such methods are laboratory specific, expensive 

and require a great degree of technical support thereby undermining their use in clinical 

environments. Hence, potential exploration of objectively measuring sequential, repetitive, and 

simultaneous movements will not only contribute towards our fundamental understanding of 

movement patterns of a healthy human. Such methods also augment the observational approaches 

used by experts by providing them with kinematic measures aiding diagnostic assessments of 

movement abnormalities (e.g., bradykinesia) and treatment planning of clinical conditions such as 

tŀǊƪƛƴǎƻƴΩǎ ŘƛǎŜŀǎŜΣ ƳǳƭǘƛǇƭŜ ǎŎƭŜǊƻǎƛǎ όa{ύΣ ǎǘǊƻƪŜΣ ŀƴŘ ŎŜǊŜōǊŀƭ ǇŀƭǎȅΦ 
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2.2 Motoric Assessment of PD and MS patients 
Neurological conditions lead towards abnormal features of movements such as decreased movement 

ƳŀƎƴƛǘǳŘŜΣ ǇǊƻƭƻƴƎŜŘ ƳƻǾŜƳŜƴǘ ǘƛƳŜΣ ŘŜǘŜǊƛƻǊŀǘƛƴƎ ŀ ǇŀǘƛŜƴǘΩǎ ƳƻǘƻǊ ŀōƛƭƛǘƛŜǎ ŀƴŘ ŘŜȄǘŜǊƛǘȅ ƴŜŜŘŜŘ 

for everyday tasks. For example, PD patients exhibit impairments in the organization of sequential 

ΨǊŜŀŎƘ-to-ƎǊŀǎǇΩ ƳƻǾŜƳŜƴǘ ŘƛǎǇƭŀȅƛƴƎ ǎƭƻǿ ƳƻǾŜƳŜƴǘ ǎǇŜŜŘ Řuring transport component and wider 

grip aperture during grasping phase, in a common everyday practice. Whilst motor deterioration 

exhibited by patients with neurological conditions such as MS, PD may significantly vary and produce 

condition-specific patterns. Hence, the ability to quantify, characterise and/or assess fine and gross 

motor movements provide a powerful tool for identifying adults and children with neurological and 

motoric development deficits and considered as important element for effective clinical intervention 

[25].  

нΦнΦм tŀǊƪƛƴǎƻƴΩǎ 5ƛǎŜŀǎŜ 
Lƴ мумтΣ WŀƳŜǎ tŀǊƪƛƴǎƻƴ ŦƛǊǎǘ ŘŜǎŎǊƛōŜŘ tŀǊƪƛƴǎƻƴΩǎ ŘƛǎŜŀǎŜǎ όt5ύ ƛƴ Ƙƛǎ ŘŜǘŀƛƭŜŘ ǎǘǳŘȅ ά!ƴ 9ǎǎŀȅ ƻƴ 

ǘƘŜ {ƘŀƪƛƴƎ tŀƭǎȅέ [53], this is the second most common neurodegenerative disorder and a leading  

cause of disability and death worldwide [54]. PD is growing exponentially worldwide and is estimated 

to have already affected more than 6 million individuals. At this growth rate the number of individuals 

with PD is likely to have doubled by 2040 [55], [56], as shown in Figure 2. Middle-aged and older adults 

are those predominantly affected by PD.  A meta-analysis of the worldwide data conducted by 

Pringsheim et al. by age group, geographic location and sex; showed a rising prevalence of 1903 per 

100,000 in individuals older than age 80, prevalence of 1601 per 100,000 in individuals from North 

America, Europe, and Australia, compared with 646 individuals 70 to 79 years old from Asia, and -

prevalence of 41 in females and 134 per 100,000 in males for individuals 50 to 59 years old, 

respectively [57]. The average age for the onset of PD is late middle-age, so, early signs and symptoms 

are often misattributed to ageing or other movement disorders [58].  Predominant signs and 

symptoms emerge during older age and at present no cure exists. As the global population ages, the 

future burden will probably be higher and it is, therefore, crucial to facilitate clinical diagnosis by 

ƻōƧŜŎǘƛǾŜƭȅ ƳŜŀǎǳǊƛƴƎ tŀǊƪƛƴǎƻƴΩǎ ǎȅƴŘǊƻƳŜ όt{ύΣ ƳƻƴƛǘƻǊƛƴƎ ŘƛǎŜŀǎŜ ǇǊƻgression, and delivering 

personalized therapeutic strategies [59].  
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Figure 2: Estimated and Projected Number of Individuals with Parkinson Disease, 1990-2040. Sources: Global Burden of 
Disease Study (1990 and 2015) and projections based on published and public sources 

PD is characterized by both motor and non-motor symptoms which affect individual functional abilities 

and cause people difficulties in performing daily life activities. PD consists of four characteristic 

movement disorders such as bradykinesia, rest tremor, muscular rigidity and postural instability (later 

in the course of disease). In addition, other early features of PD such as small and cramped handwriting 

(micrographia), reduced degree of facial expression (hypomimia) can be observed. These motor 

symptoms can vary between individuals and some PD patients with unilateral parkinsonism with 

severe dysfunction in mesocortical dopamine system more rapidly develop bilateral parkinsonism 

[60], [61], and the side initially affected remain more symptomatic. Bradykinesia is regarded as one of 

the leading cardinal symptoms of PD and is defined as the slowness of movement with decrements in 

speed and amplitude during repetitive performance [62]. Bradykinesia is the fundamental movement 

abnormality and is central for diagnosis and monitoring. Abnormalities of fine motor control 

evidenced as slowness of body movements are among the first signs of motor impairment in PD 

patients. PD patients lack the ability to organize sequential, simultaneous, and repetitive movement 

and take longer than when the same movements are performed in isolation. In clinics, bradykinesia is 

usually assessed by observing repetitive hand and leg movements such as finger and toe tapping, hand 

opening/closing over a certain time. These visual assessments are carried out by a physician, whose 

diagnostic accuracy clearly depends on his/her experience. 

2.2.2 Multiple Sclerosis (MS) 
MS is a chronic, progressive neurological disorder associated with reduce mobility and functional 

abilities with severe hand dexterity impairments in people with MS (PwMS). MS is growing worldwide 

and is estimated to have already affected 2.8 million people and global prevalence is 35.9 per 100,000 

people as of 2020 [63]. Young adults between 20 and 40 years old get affected by MS with mean 

diagnostic age of 32 years [63]. It is a neurodegenerative disorder manifesting sensorimotor 

deterioration, impaired coordination, fatigue, tremor, and muscle weakness, hence, significantly 

ƛƳǇŀŎǘƛƴƎ ƛƴŘƛǾƛŘǳŀƭǎΩ ŀōƛƭƛǘȅ ǘƻ ǇŜǊŦƻǊƳ ŀŎǘƛǾƛǘƛŜǎ ƻŦ Řŀƛƭȅ ƭƛǾƛƴƎ ό!5[ύ ŀǎ ǎƘƻǿƴ ƛƴ Ǝƻŀƭ ŘƛǊŜŎǘƛƻƴǎ 

actions such as reaching-to-grasp. MS affects multiple functional systems including arm and hand 
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dysfunction and nearly 66% of PwMS have upper-limb motoric dysfunction [64]. Recent studies have 

reported that this deterioration of arm and hand functionality is increasingly recognized and reported 

by PwMS, even in the early stages of the disease. With the passage of time steady deterioration occurs 

and the disease enters a progressive phase, as reported in a study where 50% of 205 PwMS showed 

upper limb impairment and was significant in the group with progressive disease [65]. Likewise, 76% 

of 219 patients showed impaired manual dexterity measured using Nine-Hole Peg Test (9HPT) [66] 

i.e., a simple tasks like moving an object gets considerably compromised in PwMS. 

2.3 Clinical Assessment of Movement Disorders 

2.3.1 Bradykinesia ς PD patients 
In most cases, severity of bradykinesia is estimated by a qualified expert based on clinical rating scales 

defineŘ ōȅ ǘƘŜ aƻǾŜƳŜƴǘ 5ƛǎƻǊŘŜǊ {ƻŎƛŜǘȅ όa5{ύ ǎǇƻƴǎƻǊŜŘ ¦ƴƛŦƛŜŘ tŀǊƪƛƴǎƻƴΩǎ 5ƛǎŜŀǎŜ wŀǘƛƴƎ {ŎŀƭŜ 

(MDS-UPDRS) [67]. Part III of MDS-UPDRS, Motor Examination (Table 1), provides guidelines that the 

investigator ǎƘƻǳƭŘ άǊŀǘŜ ǿƘŀǘ ȅƻǳ ǎŜŜέΣ ǘƘŜǊŜŦƻǊŜ ŎƭƛƴƛŎƛŀƴǎΩ Ǿƛǎǳŀƭ ƛƴǘŜǊǇǊŜǘŀǘƛƻƴ is inherently 

subjective [52], [68], making it difficult for the clinicians to detect subtle changes in the movement 

visually [69]. To establish a diagnosis of PD, out of several diagnostic methods, a finger tapping task is 

widely used to assess fine motor bradykinesia by observing repeated tapping of the index finger on 

the thumb as quickly as possible and at maximal extent (distance between finger and thumb) [67].   

Table 1: Movement Disorder Society revision of the Unified PD Rating Scale (MDS-UDPRS) Item 3.4 ς Finger Tapping 

Score Description 

0 ς Normal No Problem 

1 ς Slight Any of the following 
a) Regular rhythm broken with 1-2 interruptions 
b) Slight slowing 
c) Amplitude decrement near the end of 10 taps 

2 ς Mild Any of the following 
a) 3-5 interruptions 
b) Mild slowing 
c) Amplitude decreases midway 

3 ς Moderate Any of the following 
a) More than 5 interruptions or at least one long freeze in the movement 
b) Moderate slowing 
c) The amplitude decrement starting after the 1st tap 

4 ς Severe Cannot or can only barely perform the task because of slowing, interruptions or 
decrements. 

 

Physicians visually analyse and rate motor performance with scores ranging from 0 to 4, where 0 

corresponds to no symptoms, and 4 means severe bradykinesia, by observing decreasing speed, 
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amplitude decrement or rhythm losses (increased number of hesitations/freezes) as movements are 

continued. MDS-UPDRS scale has four components, with a total of 50 questions and requires the rater 

to consolidate his/her judgment into a single composite score. In contrast, the Modified Bradykinesia 

Rating Scale (MBRS) accesses each FT feature separately [52], [61] and rates it from 0 to 4 (Table 2). 

These scales inherently possess several limitations. Firstly, qualitative clinical assessment of 

bradykinesia and score assignment (0ς4) with considerable inter-rater variability and subjective 

evaluation may result in inaccurate diagnosis and rough quantification [69]. Secondly, assessment 

ƘŜŀǾƛƭȅ ǊŜƭƛŜǎ ƻƴ ǘƘŜ ŎƭƛƴƛŎƛŀƴΩǎ ŜȄǇŜǊƛŜƴŎŜ ŀƴŘ ƘƛǎκƘŜǊ ŀōƛƭƛǘȅ ǘƻ ŘŜǘŜŎǘ ƳƛƭŘ ƛƳǇŀƛǊƳŜƴǘǎ ŀƴŘ 

progressive decline in motor functions in PD progression [68] and UPDRS has limited resolution as 

subtle motor signs can easily be missed [70]. Thirdly, it cannot be used as a monitoring tool as it needs 

to be scored by an expert, which requires regular visits to a neurologist, making it difficult for PD 

patients to use it at home. The need for low-cost, portable, easy-to-use, and quantitative assessment 

tool is critical in overcoming these potential limitations and the associated disadvantages of subjective 

evaluation. 

Table 2: The Modified Bradykinesia Rating Scale (MBRS) 

Score Speed  Amplitude Rhythm 

0 Normal Normal Regular, no arrests or pauses in the 
ongoing movement. 

1 Mild slowing Mild reduction in amplitude in later 
performance, most movements close to 
normal 

Mild impairment, up to two brief arrests 
in the 10s; none lasting > 1 s 

2 Moderate 
slowing 

Moderate, reduction in amplitude visible early 
in performance but continues to maintain 50% 
through most of the tasks. 

Moderate, 3 ς 4 arrests in 10 s; 1 or 2 
lasting > 1 s 

3 Severe slowing Severe, less than 50% amplitude through most 
of the task 

Severe, 5 or more arrests/10 seconds; 
more than 2 lasting > 1s   

4 Can barely 
perform the task 

Can barely perform the task Can barely perform the task 

 

2.3.2 Clinical assessment of PwMS 
Performance based evaluations provide qualitative and quantitative measures based on perceived 

and actual performance, respectively. Participants complete perceived performance questionnaires 

(ABILHAND, AMSQ-SF) designed to examine difficulties while using their upper limbs during activities 

of daily living (ADL) [71]ς[73]. These questionnaires can differentiate healthy controls from PwMS for 

example, but do not provide detailed kinematic analysis, thereby, making it difficult to interpret the 

subtle changes due to intervention or disease progression [74]. To evaluate upper limb performance 

quantitatively, clinicians use range of manual dexterity assessment tools like Nine-Hole Peg Test 

(NHPT), the Purdue Pegboard Test, Box and Block test, and the Action Research Arm Test (ARAT), each 

reporting Multiple Sclerosis (MS) disease state and are task specific. These tools are being used in 

clinical practice and PwMS research [47], [75]ς[77]Φ hǳǘ ƻŦ ǿƘƛŎƘΣ bIt¢ ƛǎ ǘŀƪŜƴ ŀǎ ΨƎƻƭŘ-ǎǘŀƴŘŀǊŘΩ 
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and is the most widely used manual dexterity tool. NHPT provide timed base outcome measures by 

measuring the time taken by the participant to gasp test items (pegs) from the container, one by one, 

and inserted into the holes and then removing and placing pegs back to the container but NHPT cannot 

be used to measure severe upper extremity impairments [47].  

One of the most common and widely used outcome measures in clinical examination is the expanded 

disability status scale (EDSS). It is a 20-point scale, ranging from 1 to 10, to assess disability in MS and 

to measure how functional movements are limited by MS [78]Φ {ŎƻǊƛƴƎ ƛǎ ōŀǎŜŘ ƻƴ ŎƭƛƴƛŎƛŀƴΩǎ 

knowledge and expertise, and lower score by and large reflects a measurement of impairment rather 

than disability. Whereas high score predominately reflects disability to perform activities of daily living 

such as bulbar function (swallowing, chewing, and speaking) and upper limb function (reaching, 

grasping and manipulating objects) [79]. EDSS, in essence, is a form of quantified neurologic 

examination but it is known to have considerable inter and intra-rater variability [80], [81] and lacks 

cognition aspect of the disease, thus not a perfect tool for assessing disease progression. To overcome 

limitations associated with EDSS, an international task force developed a new outcome measure, the 

multiple sclerosis functional composite (MSFC), expanding clinical dimensions to include leg and arm 

function, cognition, and visual function. Three performance tests were finalized and included in MSFC 

to provide a composite z-score: NHPT for arm function, timed 25-foot walk test (TWT) for leg function 

and pseudo-auditory serial addition test (PASAT) for cognition function.  TWT and NHPT performance 

is measured in seconds whereas PASAT is measured in the number of correct answers and the overall 

z-score is calculated for a single MSFC score result. Thus, MSFC provides a powerful tool to apply 

parametric statistics for the analysis, on the other hand, EDSS grades abnormalities on an ordinal scale. 

Despite this fact, EDSS is still in common use in clinical trials and neurologic examination as well. 

Such standard tests do not provide fine movement details such as how 

sequential/repetitive/simultaneous movements are organized and how their spatiotemporal 

characteristics get affected by disease progression such as the wide range of symptoms manifested in 

MS. To determine the efficacy of such standardized scales requires large numbers of participants to 

participate in clinical trials to demonstrate the effects with acceptable levels of power [82]. Over the 

years, technological development in the field of motion capture systems and instrumentation 

techniques has furthered our ability to kinematically analyse and quantify motor impairment of arm 

function. The Next section discusses the technology-based systems being used in literature for MS 

research regarding upper limb function and in the context of clinical assessment of bradykinesia as 

well. 
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2.4 Quantitative Assessment of Movement Disorders 
One of the key motivations for accurate and precise assessment of motor dysfunction is to augment 

the observational methods employed by experts during clinical assessment. Another key motivation 

for objectively assessing motor abilities is to investigate the intervention approaches, treatment 

effectiveness, and, making clinical trials shorter and cost effective by reducing the sample size and 

allowing quantitative and repeatable motor performance.  

2.4.1 Bradykinesia 
.ǊŀŘȅƪƛƴŜǎƛŀ ŘƛƳƛƴƛǎƘŜǎ ŀƴ ƛƴŘƛǾƛŘǳŀƭΩǎ ability to perform fine motor tasks and causes difficulties with 

repetitive movements, so, quantifying bradykinesia indicates the severity of PD experienced by an 

individual. Furthermore, quantitative information would provide neurologists with more useful 

information while differentiating between early and advanced PD symptoms, drug dose adjustment 

and/or as a screening between PD or other motor syndromes. 

Okuno et al. measured single FT interval, average FT amplitude, and velocity using two 3-axis 

piezoelectric accelerometer and a pair of touch sensor. His findings showed kinematic variations as 

expected such that FT velocity and amplitude decreased with higher UPDRS score and similarly, 

irregularity between single FT interval for higher UPDRS score [83]. But, Dunnewold et al. calculated 

number of taps in 30s using two or three piezoresistive uniaxial accelerometer and found a low 

correlation with the UPDRS scale [84].  

Quantitative assessment done by movement sensors (accelerometers, gyroscopes, magnetometers) 

reports significant differences between patients and healthy controls and found high correlation with 

UPDRS sub-score on FT task [83]ς[87] but it remains to be seen whether they have clinical utility. 

Optical motion capture systems based on low-cost cameras and off-the-shelf components can provide 

comparable quantitative measures and can overcome the encumbrance, high cost and transport 

issues of commercially available optoelectronic systems. Literature suggests that expert neurologists 

prioritise progressive decrement in amplitude over changes in rhythm regularity or tapping frequency 

and pay less attention to speed while assigning a UPDRS score [88]. Thus, analysis of FT movement via 

low-cost optical motion capture system may produce more significant results than by movement 

sensors. As movement sensors are subject to errors and drift over time due to factors such as sensor 

noise, temperature changes and other environmental factors [89]ς[91]. This can result in inaccuracies 

in the data collected by movement sensors. Only one study has reported the use of low-cost motion 

capture system using passive markers and differentiated parkinsonian subjects from healthy control 

by extracting average opening velocity and amplitude decrement from 3D positional FT data [90]. But 

this study suffers from many limitations such as, firstly, that it does not compare its findings with the 
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UPDRS FT score by experts, secondly, results are not validated against any research grade motion 

capture system and thirdly, this system can only work with two reflective markers. 

In todayΩǎ ŀƎŜ ƻŦ ǇǊŜŎƛǎƛƻƴ ŀƴŘ ǇŜǊǎƻƴŀƭƛȊŜŘ ƳŜŘƛŎƛƴŜΣ ŜŀǊƭȅ ŀƴŘ ŀŎŎǳǊŀǘŜ ŘƛŀƎƴƻǎƛǎ ŀƭƻƴƎ ǿƛǘƘ ǊŜƎǳƭŀǊ 

monitoring have increased the need for new, low-cost, portable and accessible technologies to 

facilitate exact and objective measurement of bradykinesia.  The diagnostic ability of new methods in 

being able to correctly detect or exclude PD should be determined by comparing the results with the 

reference standard, UPDRS, and also with the objective measures obtained through high grade 

optoelectronic systems, so that, it can support in-clinic and at-home assessment throughout PD 

progression.  

2.4.2 Quantitative assessment of MS 
Laboratory based motion capture systems provide accurate, precise, and reliable tracking of kinematic 

landmarks involved in functional tasks such as 9HPT and ARAT involving upper limb mainly reaching, 

grasping and manipulate objects. Literature suggests the use of single inertial sensor on the wrist 

during the execution of ARAT clinical test and calculated time taken to complete the whole sequential 

movement and its sub-components (reaching, grasping, manipulating, release and return) [92]. Their 

proposed method was able to discriminate healthy individuals from MS group and was able to detect 

subtle changes differentiating impairment levels within MS patients as well. This study showed that 

reaching, manipulation and release phases of the movement were more compromised, thus, making 

it difficult for MS patients to perform activities of daily living. Despite these facts, this method only 

provides temporal measures whereas spatial measures such as grip profile (fingers opening/closing) 

during grasping phase could provide a useful insight into coordinated multi-joint movement and can 

ǊŜǾŜŀƭ ǇŀǘƛŜƴǘǎΩ ǎǇŜŎƛŦƛŎ ŘŜŦƛŎits. For such kinematic measures, one needs to attach more than one 

inertial sensor on fingers and thumb or an instrumented glove, thereby, significantly impacting patient 

performance by adding additional weight. For example, 40 MS patients with EDSS score 0-7 wore a 

sensor engineered glove to measure repetitive finger opposition movement of thumb to index, 

medium, ring and little finger and were able to independently distinguish between MS and healthy 

controls [93]. Their proposed method showed low correlation between glove parameters and clinical 

variables (EDSS: ὶ πȢσωȟ MSFC: ὶ πȢτχ, 9HPT: ὶ πȢτυ), suggesting that parameters 

calculated by sensor-engineered glove cannot be taken as a substitute for the clinical measures. 

A similar study exploiting the use of a sensor-engineered glove to determine the finger impairments 

in older adults with MS found a significant relationship between finger motor performance and global 

disability [94]. They found that PwMS mostly show impaired bimanual coordination, increased 

movement time for complex tasks to perform accurate movements i.e., change in adopted strategy 

for slightly better accuracy and integrating sensory information to plan sequential movements, as was 
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also found in studies analysing kinematic performance during planar reaching task [95]ς[99]. There is 

scientific evidence showing change in movement strategies [39], [100], adaptation to task constraints 

[37], [38], [101]ς[103], increased variability during fine movements such as tracing, handwriting and 

drawing movements [46], [94], [104]ς[106] and difficulties during multi-joint coordinated movement 

[107]ς[111].  

An electromyography (EMG) system in conjunction with a planar robotic manipulandum have also 

been used to record the activity of 15 upper body muscles while participants perform centre-out 

reaching movements in four different mechanical environments [97], [98]. Participants controlled a 

cursor on a computer screen by grasping and moving the handle of the planar robotic manipulandum 

in eight equidistant directions from a central target which lasted about 2 hours and output 2D 

kinematic data. They found, in accordance with previous studies [112], [113], that MS subjects moved 

slower and have distorted (less smooth and less accurate) movement trajectories and revealed 

different muscle activation patterns in MS subjects. Other studies have also analysed 2D planar 

reaching movements using a digitized tablet [113], tracing tasks using smartphone based [114], [115] 

and centre-out reaching movement using robotic manipulandum [95], [99], [116] and target-to-target 

pointing task as well [117]. 2D kinematic assessment revealed significant differences between able-

bodied and MS subjects. Other than simple reaching movements, studies have also investigated 

manipulative task components such as reaching-to-grasp-to-pick-to-insert virtual pegs into holes using 

a commercial haptic display and extracted kinematic (smoothness, speed) and dynamic parameters 

(grip force) [112], [118], as shown in Figure 3. These studies presented the effectiveness and 

usefulness of using end-effectors as assessment tools to provide end-point kinematics and most 

studies have validated objectively quantified outcome measures with clinical standardized tests in 

observational studies but their usage in clinical practice is still to be known.  

 

Figure 3: MS patients performing virtual peg insertion test. The setup is composed of haptic device, an instrumented handle 
and a virtual reality environment [112]. 
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Other than 2D kinematic assessments techniques, literature presents 3D detailed kinematic analysis 

of lower limb during gait in PwMS to assess the gait deterioration and are well described (for a detailed 

review see [119]ς[121]). While literature on kinematic analysis of changes in upper limb movement 

as a result of MS during goal-directed movement is scant. Despite the important role of upper limb 

during gait, few studies offer the potential usage of laboratory-based opto-electronic systems to track 

upper limb movement during gait but these have found out moderate relationship between upper 

and lower limb impairment [122]ς[124]. Only small set of studies have used optical motion capture 

systems to study spatio-temporal characteristics of upper limb in MS patients [125]ς[127], shown in 

Figure 4. Such setups provide good quality data but their use in clinical settings is limited due to the 

cost of acquiring commercial motion capture systems, the need for expertise to acquire and analyse 

data, the time required to setup the system and the large amount of dedicated space required.  

 

Figure 4: Schematic diagram of experimental setup using motion capture system to record markers movement [126]. 

An intriguing alternative shift to such expensive camera systems is the availability of much cheaper 

cameras such as Microsoft Kinect and Raspberry Pi no infra-red (NoIR) cameras. The Raspberry Pi NoIR 

cameras in particular are much cheaper and can record high resolution videos at 60 frames/second. 

By using infra-red filter and active markers, such cameras can only record marker movement 

irrespective of surrounding objects i.e., clinical paraphernalia and clutter. They can be controlled with 

a low-cost Raspberry Pi microcomputer and together with tacking algorithm it can provide three-

dimensional data of kinematic landmarks i.e., markers attached to the body parts. It provides a far less 

expensive alternative to the elaborate optical motion capture setups. Only the most high-end motion 

capture systems are portable, whereas microcomputer-based systems can be very compact, making 

them suitable for easy deployment in a larger range of scenarios i.e., laboratory and non- laboratory 

settings.  
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In summary, a variety of sensing technologies are  currently being used in laboratory settings to study 

upper limb motor dysfunction associated with MS. Almost every study in the literature presents 

quantitative assessment method for upper limb reaching movements using a single inertial sensor on 

the wrist [92], [128], [129], sensor-engineered glove [93], [94], EMG to study muscle activation 

patterns [65], robotic manipulandum for centre-out reaching task in different mechanical 

environments [97]ς[99], [116], digitized tablets for copying and tracing tasks [113]ς[115], goal 

directed reaching task in virtual environment [112], [118] and high-end optoelectronic system [122]ς

[125], [125], [130]. Although there are various ways that upper arm monitoring and analysis might be 

used to infer specific neurological illness states, however, the practical implementation of these 

assessments remains a profoundly exciting challenge. Studying reaching movements to grasp and 

manipulate objects can reveal underlying movement patterns for PwMS as reaching out to grab a cup 

of coffee is one example of the most frequent and basic activityτalong with gripping and 

manipulating other everyday objects. It highlights the importance of studying prehension owing to its 

importance in activities of daily living. 

2.5 Prehension 
Prehension is a set of actions involving reaching for and grasping of objects and is treated as two 

separate, yet coordinated, components. The reaching action is the movement of a hand from its 

current location towards the object, and the grasping action is anticipating opening and closing of the 

fingers and thumb as the hand approaches the object to be grasped [131]. To execute these actions, 

the nervous system chooses particular movement patterns and these observed movement patterns 

are stereotypical and adapt against changing conditions and obstructions [6], [101]. The reaching 

movement involves proximal joints and muscle groups to guide the hand towards the point 

determined by the information available from the visual system. Similarly, grasping actions involve 

distal joints and muscle groups to increase and decrease intra digit aperture as perceived by the visual 

system [38]. 

Successful reaching and grasping requires information about the object distance from the body and 

the size of the object, respectively, and such information is available from the visual system. The visual 

system is used to extract intrinsic properties (Size, shape, colour) therefrom preparing and adjusting 

grasp component and similarly, to extract extrinsic properties (object distance and orientation) to 

guide hand towards target [131]. In the absence of sensory information, prehensile movements show 

systematic biases, signifying the importance of online sensory information to guide the hand until it 

makes contact with the object [132]ς[134]. And in order for the grasping action to be completed 

successfully, information about fingers position and object contact points is sufficient [135]ς[137] 
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2.5.1 Organization of prehensile movement 
The visuo-ƳƻǘƻǊ ƭƛƴƪ ōŜǘǿŜŜƴ ǘƘŜ ƳƻǘƻǊ ŎƻƴǘǊƻƭ ŀƴŘ ƻōƧŜŎǘǎΩ ŀǘǘǊƛōǳǘŜǎ ǊŜŦƭŜŎǘǎ ǘƘŜ ŀōƛƭƛǘȅ ƻŦ ƘǳƳŀƴǎ 

to adapt hand movements according to the physical properties of the object to be grasped and the 

goal of the prehension task [5], [101]. Jeannerod kinematically analysed prehension movements, and 

proposed a visuo-motor channel hypothesis for transport and grasping components, and concluded 

that these two components are relatively independent, yet impose temporal constraints on each 

other [138] . In a prehension task, typically the hand moves from its current position towards the 

object and the index finger and thumb open up more than the width of the object during reaching and 

ǘƘŜƴ ŎƭƻǎŜ ǘƻ ƎǊŀǎǇ ǘƘŜ ƻōƧŜŎǘΦ  ¢ƘŜ ƘŀƴŘΩǎ ǾŜƭƻŎƛǘȅ ŀƴŘ ƛƴǘǊŀ-digit aperture occurs in a time duration 

called movement time (MT) and Jeannerod found that these two components are temporally coupled 

to each other as maximum grip aperture (MGA) occurs at 75% of MT which is also the beginning point 

of low-velocity final phase and he also found consistency in the duration of low velocity phase [131]. 

He found that MT and MGA remain more or less constant, irrespective of different object distances, 

but peak wrist velocity (PV) increases with object distance (extrinsic properties) and grip aperture 

changes with object size (intrinsic properties) [131], [138] and therefore, both reach and grasp 

components are different from each other and are independent. 

Jakobson and Goodale also found that there is spatial coupling between the two components. They 

co-varied object size and object distance and recorded grip aperture and hand movements and found 

that object size does affect the transport component and similarly, the grasp component gets affected 

by object distance causing MGA to occur later in the movement [139]. Increasing object size shows an 

increase in PV magnitude and time to peak velocity (TPV), as large objects lower spatial accuracy 

demands while permitting a faster movement and the hand open up to a larger MGA. Similarly 

increasing object distance from the participant increases MGA magnitude and time to MGA [139], 

[140]. Different sized targets also produced uniquely shaped hand trajectories representing task-

specific variations in the timing structure of reach-to-grasp [141]. These two prehensile components, 

reaching and grasping, seem to be coupled functionally and temporally. 

The results of Van de kamp and Zaal & Bonger [142], [143] suggest that prehension must be treated 

as a composite behaviour not as an alternative approach proposed by Smeets and Brenner [144] in 

which they suggested prehension as two separate aiming movements being controlled by the tip of 

the thumb and finger. Van de kamp [143] observed that the effect of providing perturbation and 

ŎƘŀƴƎƛƴƎ ǘƘŜ ŜƴŘ Ǉƻǎƛǘƛƻƴ ƻŦ ƻƴŜ ƻŦ ǘƘŜ ŘƛƎƛǘǎ ƴƻǘ ƻƴƭȅ ŜŦŦŜŎǘǎ ǘƘŜ ŘƛƎƛǘΩǎ ƻǿƴ ƪƛƴŜƳŀǘƛŎǎΣ ōǳǘ ŀƭǎƻ ǘƘŜ 

kinematics of the other digit. 

Figure 5 shows a stereotypical and replicable reach to grasp movement, which is described by tracking 

the position of key anatomical features over time taken by the subject and differentiated to provide a 
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speed profile and kinematic landmarks like peaks of wrist velocity and grip aperture with their time of 

occurrence as well. Figure 5a shows that the hand position starts from zero and reaches for a target 

of width 50mm placed at a distance of 450mm and Figure 5b&c shows a kinematic profile of hand 

velocity and grip size during hand transportation. These features allow quantification of reach-to-

grasp movements and provide instantaneous snapshots of the hand kinematics at discrete points in 

time, enabling in-depth analysis by exploiting spatiotemporal characteristics. These kinematic features 

offered by the stereotypical nature of hand movements pave the way towards investigating the 

fundamental activities and exploring dimensions of motor control quantitatively. By far these features 

have been extensively investigated by the researchers and have brought useful insights into the 

strategies employed by the CNS in the control of skilled activities. 

a) b) 

                                                            c) 

Figure 5: Kinematic hand profiles during reach-to-grasp movement. a) hand position from 0 to 450mm, b) Grip size as a 
function of task with maximum grip aperture greater than width of object (50mm), c) Hand velocity as it approaches the 
target with clear peak velocity. 
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2.5.2 Factors affecting prehensile movement 
Reaching-to-grasp (prehension) is a universal human skill underlying numerous activities of daily living.  

Prehension entails coordinated and controlled movement of the hand towards a target object in order 

to grasp it successfully [3], [4]. Proficiency requires visual feedback of target position, an adequate 

motor plan, coordination of the arm and hand movements, and the use of online feedback to correct 

trajectory errors when necessary.  Such controlled and coordinated movement functionally depends 

on various factors like object intrinsic and extrinsic properties [5], affordances provided by the object 

[6], the purpose of the action to be performed after grasping [7], and the person completing the 

movement. 

Task constraints 

Task constraints alter prehensile components quantitatively and may constrain temporal and/or 

spatial coordination between prehensile components e.g., Mon-Williams et al.  investigated 

qualitative and quantitative aspects of prehension across various tasks (reach-to-grasp-to-lift objects 

with slow, normal and fast movements with and without touching the table) and found that spatial 

and temporal characteristics could be predicted from task constraints where movement duration can 

be predicted from the object properties (object distance, grasp surface and object size) [145]. But, 

such instructional constraints inflict coordinated and controlled prehension movement, given the 

speed/timing constraint of sensorimotor integration.  

Since kinematics of reach-to-grasp movements are highly stereotypical in nature, though controlled 

relatively independently, they change lawfully as a function of the task and the properties of the object 

[5], [145]. Figure 6 shows the experimental setup determining how Spatial and temporal 

characteristics of prehensile movements varies with respect to the task constraints such that transport 

component get effected by the object distance causing PV to increase as well as causing PV to occur 

later in the movement; similarly, large grasp size lowers spatial accuracy demands while permitting a 

faster movement and hand opens up to a larger MGA and smaller grasping size demands higher 

precision during grasping phase [4], [139], [141]. 
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Figure 6: Three Experimental Setup determining the effect of task constraints on the duration of reach-to-grasp movements 
to objects with asymmetric contract surfaces (experiment 1), and when the object was grasped with the thumb on top and 
finger underneath in experiment 2 whist the opposite was the case for Experiment 3 [4]. 

In literature, several studies have analysed prehensile movement and its underlying control 

mechanisms by covarying object size and distance [140], [141], around obstacles [6], [101], the effect 

of grasping types [146], [147], perturbation studies when object location or size were changed at 

movement onset [148], [149], changes to target texture [150] and object orientation [151].  

Sensorimotor constraints 

Absence of sensory information causes prehensile movements to occur differently, and abnormal 

ǎŜƴǎƻǊƛƳƻǘƻǊ ƛƴǘŜƎǊŀǘƛƻƴ ŀƭǘŜǊ ƳƻǘƻǊ ŎƻƴǘǊƻƭ ǿƘƛŎƘ ǊŜƎǳƭŀǘŜǎ ƻƴŜΩǎ ŦǳƴŎǘƛƻƴŀƭ ƛƴŘŜǇŜƴŘŜƴŎŜ ǘƘŜǊŜōȅ 

limiting his/her abilities to perform activities of daily living. PD patients lacks the ability of organizing 

sequential and simultaneous movement and took longer than movements performed in isolation 

[152]. Similarly, patients with degenerative cerebral disorders displays abnormalities in all 

components of prehensile movement (transport: increased path curvature, variable wrist velocity 

profiles, slower movement; Grasp: multiple peaks, increased grip aperture) and impaired coordination 

as well [17], [153], as shown in Figure 7. For example, Lu et al., investigated the role of attention during 

reach-to-grasp movement in 70 subjects (Controls: 24, PD:46) and found that PD patients were slow, 

rely on visual feedback and require focused attention [154]. According to the kinematic examination 

of grasping movements in PD, hand pre-shaping and the maximum grip aperture are delayed in 

comparison to age-matched controls, and PD patients start to close their hand much later than healthy 

controls [155], [156]. Additionally, compared to the actions of controls with neurologically healthy 

brains, the timing and amplitude of the maximal hand opening of PD patients are less responsive to 
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object size [157]. These traits are noteworthy because they may lead to improper treatment of the 

target objects. 

 

Figure 7: Illustration of the experimental task determining the impairments of prehension kinematics in patients with 
cerebellar degeneration [17]. 

Another significant source of feedback is the haptic information gained after grabbing an object. By 

gradually distorting the haptic feedback received when gripping visible target objects, Mon-Williams 

and Bingham investigated the haptic calibration of reach distance. The visual targets were produced 

using a mirror arrangement, and participants stretched out to grasp virtual cylinder targets placed at 

three different distances. The 'haptic' targets might then move gradually closer or farther to produce 

distorted haptic sensation at each of the multiple target positions. They found that when calibration 

(use of error to improve performance) is allowed, participants produced normal prehensile behaviour 

for virtual visible targets. Alterations are produced by the provision of feedback and are not cognitively 

invasive [135]. Consistent with this, Coats et al., investigated the presence of haptic feedback during 

grasping phase and explored the post adaptation effects by subtracting the results from the pre-

adaptation trials to demonstrate calibration effects when participants were exposed to the distorted 

haptic feedback or otherwise. They found that distorted reach distance and grasp size information 

showed predictable shift in reaching distance and grip aperture size, respectively. Hence, participants 

calibrate reach and grasp components independently of one another when reaching for virtual targets 

under distorted visual and haptic feedback [3].  

Reach-to-grasp motions can be challenging to perform successfully when sensory feedback is absent 

or poorly integrated with motor control. Studies investigated reach and the grasp components while 

movements were made in virtual environments (VEs) with the provision of haptic or visual feedback. 
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Characteristics of reach and grasp components were altered when compared to the movement made 

in a physical environment [158], [159] and showed the importance of eye-hand coordination and 

highlighted the need of online corrections as well. 

These studies inform us that both prehensile components are controlled on the basis of sensory 

information and are not only tied to extrinsic and intrinsic object properties but also depend on 

affordances provided by the object, task constraints and sensorimotor constraints. More recently, it 

has been recognized that there is a third component to fully describe the action in this manner  ς viz., 

orientation of the hand [151]Φ  ±ŀƴ .ŜǊƎŜƴ Ŝǘ ŀƭΦ ǎǳƎƎŜǎǘŜŘ ǘƘŀǘ ǇǊŜƘŜƴǎƛƻƴ ƛǎ ƻǊƎŀƴƛǎŜŘ ŀǎ ŀ ΨǾŜŎǘƻǊ 

ƳŀǘŎƘƛƴƎΩ ǘŀǎƪ ƛƴ ǿƘƛŎƘ ǘƘŜ ƻōƧŜŎǘ ǾŜŎǘƻǊ όŘŜŦƛƴŜŘ ōȅ ǘƘŜ ƎǊŀǎǇƛƴƎ ǎǳǊŦŀŎŜǎύ ŀƴŘ ǘƘŜ ƎǊŀǎp vector 

(formed between thumb and finger) are mapped onto each other.  In this account, prehension involves 

moving the origin of the grasp vector towards the object vector (the transport component), altering 

the magnitude of the vector (the grasp component) and matching object vector orientation (the 

orientation component) [6], [151]. 

2.6 Biomechanics of Human Hand and Arm 
The biomechanics of the human hand and arm play a crucial role in both fine motor movements 

(precise, intricate tasks) and gross motor movements (larger, more generalized movements). 

Following describe the biomechanics of the arm and hand in the context of these two types of 

movements: 

2.6.1 Fine Motor Movements 
Fine motor movements involve precise control and coordination of muscles to perform intricate tasks. 

The following biomechanical aspects contribute to fine motor control: 

Hand Structure: The human hand is uniquely structured with opposable thumbs and a high 

degree of mobility in the fingers. The thumb's opposition allows for grasping objects and 

performing delicate manipulations. 

Precision Grip: Fine motor tasks often require a precision grip, where the object is held 

between the fingertips and the pad of the thumb. This grip utilizes the muscles of the fingers 

and thumb to exert delicate forces and manipulate objects with accuracy. 

Intrinsic Hand Muscles: The intrinsic muscles of the hand, located within the palm, provide 

precise control of finger movements. These muscles allow for fine adjustments in grip and 

finger motions, enabling tasks such as writing, typing, or playing musical instruments. 

Fine Motor Control Centres: The brain's motor control centres, such as the primary motor 

cortex and cerebellum, regulate and coordinate the muscle activity needed for fine motor 



26 
 

movements. These regions receive sensory feedback and send commands to activate specific 

muscles with the required force and timing. 

2.6.2 Gross Motor Movements 
Gross motor movements involve larger muscle groups and coordinate actions to perform more 

generalized movements. The following biomechanical aspects are relevant to gross motor control: 

Joint Mobility: The arm's joints, particularly the shoulder and elbow, provide a wide range of 

motion necessary for gross motor movements. The shoulder joint's ball-and-socket structure 

allows for movements in multiple planes, facilitating actions like throwing or swinging. 

Muscle Power and Strength: Gross motor movements often require more force production 

and muscular strength. Larger muscles, such as the deltoids, pectoralis major, and triceps 

brachii, generate the necessary power for actions like lifting heavy objects, pushing, or pulling. 

Coordination of Muscle Groups: Gross motor movements involve coordinated actions of 

multiple muscle groups working together. Agonist and antagonist muscles must work in 

harmony to produce smooth and controlled movements. For example, during a throwing 

motion, the muscles of the shoulder, elbow, and forearm work in sequence to generate and 

transfer force. 

Proprioception and Balance: Gross motor movements rely on proprioceptive feedback, which 

helps maintain balance and coordinate movements. Proprioceptors located in muscles, 

tendons, and joints provide information about limb position, muscle length, and joint angles, 

allowing for adjustments in posture and movement control. 

Energy Expenditure: Gross motor movements require greater energy expenditure compared 

to fine motor movements due to the involvement of larger muscle groups and increased force 

production. 

Understanding the biomechanics of the human arm and hand in the context of fine and gross motor 

movements provides insights into the mechanics, muscle coordination, and control mechanisms 

involved in performing various tasks. This knowledge is valuable in fields such as rehabilitation, sports 

training, ergonomics, and the design of assistive technologies. 

2.7 Motion Capture Systems 
Motion capture systems, that track and record movement using sensors, are widely used in many 

diverse field such as medical [160], [161], entertainment [162], sports [163], animation [164] and 

virtual/augmented reality [165]. Motion capture system generally involve capturing human motion 

while performing tasks and then quantifying this performance [3], [160]. In terms of health services 
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such systems have the potential to improve patient care (by monitoring progress between 

ƳŜŘƛŎŀǘƛƻƴǎύΣ ŘƛŀƎƴƻǎŜ ƳƻǾŜƳŜƴǘ ŘƛǎƻǊŘŜǊǎ όōȅ ǉǳŀƴǘƛŦȅƛƴƎ ŦƛƴƎŜǊ ǘŀǇǇƛƴƎ ƳƻǾŜƳŜƴǘ ŦƻǊ tŀǊƪƛƴǎƻƴΩǎ 

disease (PD), kinematic analysis of reach-to-grasp movements for multiple sclerosis (MS) etc.) and how 

motion behaviour relates to disease formation (differentiating between different form of movement 

disorders: Ataxia/Parkinsonism/Essential tremor/Huntington disease) [160], [166], [167]. Thus, 

motion capture systems convey information about how someone or something moves by employing 

a large variety of sensors such as inertial sensors, potentiometer, magnetometers or an array of 

cameras while returning positional data (2D or 3D) and/or three dimensional orientation [1], [160], 

[168], [169].  

Quantitative assessment tools are critical in overcoming potential limitations (stated in previous 

section) and the disadvantages associated with subjective evaluation. There are a number of sensing 

technologies currently being used in laboratory and non-laboratory settings capable of capturing the 

movements of the hands and they differ in terms of methodologies, movement analysis techniques, 

computer vision interpretation of 2D or 3D camera system, instrumentation and signal processing 

techniques. Based on the sensory technologies being used in these systems, they fall into the following 

categories: digitized tablets; wearable sensors; optical; computer vision; virtual reality; machine 

learning.  

2.7.1 Digitized tablets 
With the advancement of digitizing tables, it has become possible for researchers to quantify fine 

motor skills by recording hand end-point movement (x/yςcoordinates) during handwriting, copying, 

tracing and self-paced drawing activities [170], [171]. Kinematic measures obtained through stylus 

position data evaluates handwriting and drawing quality. Culmer et al., developed a platform to 

investigate human motor control by measuring the end-point movement of the hand during tracing 

and copying tasks [45] as shown in Figure 8. This kinematic assessment tool (KAT) employs touch-

ǎŜƴǎƛǘƛǾŜ ǎŎǊŜŜƴ ƻŦ ŀ ǘŀōƭŜǘΣ ǊŜŎƻǊŘǎ ǇŀǊǘƛŎƛǇŀƴǘǎΩ ǊŜǎǇƻƴǎŜ ǘƻ ǎǘƛƳǳƭƛ ŀǘ мнл IȊΣ ŀƴŘ ƻǳǘǇǳǘ ǘǿƻ spatial 

metrics measuring path length and path accuracy by analysing positional data of handheld stylus 

through the trajectory length. They tested twelve healthy controls on copying and tracing task to 

compare the movement of preferred and non-preferred hand and found significant differences 

between task and hand. Since 2009, the KAT system, as part of the Born in Bradford (BiB) project, has 

Ƴŀƛƴƭȅ ōŜŜƴ ǳǎŜŘ ŀǎ ŀƴ ƛƳǇƻǊǘŀƴǘ ǘƻƻƭ ǘƻ ŀǎǎŜǎǎ ŎƘƛƭŘΩǎ ŦƛƴŜ ƳƻǘƻǊ ǎƪƛƭƭ ŀƴŘ ǘƻ ǳƴŘŜǊǎǘŀƴŘ ǘƘŜ ŦŀŎǘƻǊǎ 

related to chƛƭŘΩǎ ŜŘǳŎŀǘƛƻƴŀƭ ŀƴŘ ƘŜŀƭǘƘ ŘŜǾŜƭƻǇƳŜƴǘ όwww.borninbradford.nhs.uk). KAT has also 

been adapted by replacing the stylus with a joystick, incorporating shoulder and elbow joint 

movement, to investigate motoric deficits in children with cerebral palsy [172]. As for older adults, 

Smits et al. recorded pen tip trajectories during graphical tasks (tracing geometric figure and 

http://www.borninbradford.nhs.uk/
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handwriting) performed by PD patients and healthy controls using a graphic tablet and a modified 

digitizer pen [46]. This showed that Parkinson diseases (PD) patients were significantly slower than 

healthy controls due to bradykinesia and this was more evident in a writing task than tracing tasks.  

 

Figure 8: Four examples of trials implemented in Kinematic Assessment Tool (KAT). a) Handwriting tracing b) handwriting 
copying c) figure of 8 tracing d) jumping dot [45]. 

2.7.2 Wearable Sensors 

Commonly used wearable sensors and devices that objectively measure and analyse movement 

include accelerometers, gyroscopes, and magnetometers, collectively referred to as inertial sensors. 

Inertial sensors capture movement by measuring and converting the reaction forces (acceleration) 

due to an acting muscular force into a proportional electrical signal which is then processed to extract 

different features, describing the severity of neurological disorder [173], [174]. A triaxial 

accelerometer based system used  by Stamatakis et al. showed good predictive performance while 

extracting 18 different parameters describing finger-tapping and identifying most relevant features in 

the prediction of MDS-UPDRS score [85]. Gyroscopes, also known as angular rate sensors, measure 

angular velocity and are used to detect orientation changes of the object they are attached to. 

Wearable gyroscopes attached to both forearms measuring bradykinesia in two separate studies, 

where participants were instructed to perform 17 typical daily activities in 45-min protocol and for a 

period of 3ς5hr during their daily activities, found significant correlation of ὶ  πȢψσ ὥὲὨ ὶ 

 πȢχσ with MDS-UPDRS subscore, respectively [86]. Four performance indices derived from 

gyrosensor attached to the index finger only, showed significant differences between patients and 

controls and were also found to be statistically correlated with clinical score ὶ πȢχσ ὸέ πȢψπ 

[87]. KAT system, shown in Figure 9, measured fine motor skills and to incorporate gross motor 

measurement it was adapted with accelerometer and gyroscope sensors (MTx, XSens, Netherlands) 

to investigate postural sway during fine motor tasks and in different viewing conditions [28].  
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Figure 9: Schematic measuring head movement using Xsens tracker and centre of pressure measurement using Nintendo 
WiiFit balance board [175]. 

Combinations of accelerometers, magnetometers and gyroscopes have also been used to provide 

more reliable results by reconstructing hand and finger movement called PowerGlove system but 

require extensive anatomical calibration procedure determining a sensor-to-segment coordinate 

system for every patient [176]. It is not an optimal solution due to the sensor noises combined with a 

twofold integration to calculate the displacements, yielding inaccurate results and is not adaptable to 

different hand sizes [83], [89].  

As these systems do not measure position and orientation explicitly, instead obtaining them by the 

integration of linear acceleration and angular velocity which leads to error accumulation over time as 

shown in Figure 10 [177]. Inertial systems are unable to directly measure the absolute position but 

relative displacement between parts of the same body as the actor must wear an exoskeleton or a 

glove made up of bend sensors or potentiometers measuring joint angles and extensions [178], [179]. 

Magnetometers are so sensitive that they easily pick up electromagnetic noise as well as the presence 

of ferrous objects in the tracking area which distorts measurement data and it is necessary to 

compensate when tracking large areas, therefore, so they must be calibrated before setting up every 

experiment [180], [181]. 



30 
 

 

Figure 10: The wearable sensors (grey boxes, with their sensor frames) placed on the head and thorax with their anatomical 
segment frames (x,y,z) defined from the functional calibration and the reference frame (X,Y,Z) [177]. 

2.7.3 Computer vision 
With recent advancements in computer vision systems, smartphone-based movement analysis 

techniques are being currently employed to extract information from images or videos. Wong et al. 

have used videos from an integrated smartphone camera to assess ōǊŀŘȅƪƛƴŜǎƛŀ ƛƴ tŀǊƪƛƴǎƻƴΩǎ 

patients. Randomly selected frames from these videos were used to train a model, the output of which 

was refined, segmented and then converted into an optical flow field to calculate the instantaneous 

speed at each point, in turn providing a metric of overall hand movement [182]  as shown in Figure 

11. This method discriminates between patients and healthy controls with an estimated test accuracy 

of 0.8 using Support Vector Machine and with an estimated test accuracy of 0.67 using Naïve Bayes 

model [183]. But this technique showed low correlation values between UPDRS score on a participant 

level, therefore each video had to be treated as an independent sample. 

 

Figure 11: Data processing in which raw video is converted to an anonymous 1D time series. Raw video is first segmented 
using a convolutional neural network. The segmentation is refined using the grabcut method. Frame-by-frame movement of 
the hand is extracted using optical flow [182]. 

Another study extracting finger tapping information from the videos of 13 PD patients and 6 healthy 

controls discriminated between both groups with an accuracy of 95%, but it required inclusion of the 
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participants face such that face detection could be used to approximate hand position [184]. Williams 

et al. investigated bradykinesia by recording FT movement of 39 PD patients and 30 controls using a 

smartphone camera [52]. They used a deep learning tool, DeepLabCut, to track kinematic landmarks 

from the videos (frame-by-frame) by an already trained neural network from randomly selected 20 

frames of the video itself, and output thumb and finger-tip pixel coordinates throughout the video as 

shown in Figure 12. Objective measures such as speed, amplitude and rhythm were extracted from 

normalized finger-thumb distance, and they found good correlation with clinical ratings done by 22 

movement disorder neurologists. The computer vision methods described above inherently possess 

some limitations as they only use one camera which can only capture 2D movement, hence they lack 

an absolute measure of hand opening/closing and any hand rotation during movement would falsely 

alter an amplitude measurement [52]. 

 

Figure 12: Example video frames taken from smartphone video labelled by DeepLabCut for different kinematic landmarks 
[52]. 

2.7.4 Optical motion capture systems 

Multi-camera systems are more accurate motion tracking systems with the ability of resolving 

movement in 3D. Optoelectronic systems are the most widely used motion capture systems within 

experimental settings, but they require a large space, heavy installation and an expert to operate it 

thus increasing its operational cost. Cameras detect the position of light emitters or reflectors 

(markers) placed on the hand (or other body part depending on the task).  Passive systems (e.g., Vicon 

MX and Qualisys) use wireless reflective markers to bounce light back to cameras. Active systems (e.g., 

NDI Optotrak) use wired strobing light emitters.  Whilst both types of system can be used to accurately 

measure whole-body movement, they are expensive, lack portability and require a degree of technical 

support thereby restricting them to laboratories [90], [91], [185]. Therefore, their use is limited to 

those participants who are able and willing to be tested in laboratory settings, meaning large scale 

assessment in clinical or educational settings are lacking. These optical motion capture systems are 

highly accurate and capable of tracking markers over wide ranges to sub-millimetre accuracy with high 

frequency sampling (Optotrak 3020: 3500Hz, accuracy 0.2mm; Vicon vintage: 2000Hz, accuracy 

0.2mm; Qualisys Oqus 10,000 Hz, accuracy 0.6mm) [121], [163], [186], [187]. Studies using 

commercially available high end motion capture systems have demonstrated that spatiotemporal 

characteristics changes as a function of task constraints and can significantly discriminate patients 
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from healthy controls [3], [4], [38]. Depending on the intended application of use e.g., to study upper 

limb movement, it does not necessarily require large measurement volumes, which in turn permits 

simpler and cheaper solutions. Hence, a motion capture system based on low-cost cameras and off-

the-shelf components that can provide comparable quantitative measures would help clinicians to 

overcome encumbrance, high cost and transport issues of commercially available optoelectronic 

systems which also require relatively large amounts of space. 

Flatters et al. developed an optical motion capture system using off-the-shelf products from the 

Nintendo Wii platform, the WiiMote controller, particularly for postural sway measurement. The 

WiiMote controller contains a stereo pair of infrared cameras which can track up to four infrared 

emitting diodes (IREDs) at 60Hz, with an on-board data processing facility to resolve each IRED into 

3D space using calibration techniques. The WiiMote controller is relatively low-cost and 

communicates with a computer wirelessly over Bluetooth. Figure 13 shows low-cost, portable, 

wireless motion capture system was developed to measure the head movements concurrently with 

data collection from the WiiFit Balance board which measured postural stability [41] and was also 

incorporated with the KAT to simultaneously measure fine and gross motor abilities [28]. These studies 

assess manual dexterity and postural control development throughout childhood and the system was 

deployed in schools to measure head, hand and postural control abilities in children in different age 

groups and suggested non-linear progression of the developmental progress from unskilled to skilled 

behaviour. In these studies, WiiMote controller was used to track one IRED mounted on the head 

strap and its positional data was validated against the angular data obtained through an 

accelerometer and gyroscope [41].  
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Figure 13: A three-dimensional motion capture system developed using a pair of Ninetendo Wii controllers and stereo 
triangulated to get the position of IR in three-dimensional space [41]. 

Only one study has reported the use of low-cost, portable motion capture system using passive 

markers as shown Figure 14 and differentiated parkinsonian subjects from healthy control by 

extracting average opening velocity and amplitude decrement from 3D positional FT data [90]. 

However, this study does not compare its findings with the UPDRS FT score by experts, and its results 

are not validated against any research grade motion capture system. 

 

Figure 14: Motion capture system developed using commodity hardware being used for finger tapping movements made by 
PD patients [90]. 

The field of view (FOV) of any optical motion capture system determines its spatial accuracy and 

measurement resolution which in turn depends on the experimental setup, number of cameras, and 

the overlapping field of views determined by cameras position and orientation from each other [188]. 

Due to this inherent trade-off, motion capture systems can be optimized with respect to the intended 

application of use. Previously developed optical motion capture systems based on WiiMote-derived 

technology like the one mentioned-above required small measurement volume to measure head 
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movement with one IRED and in contrast, Hay et al. tested WiiMote for large measurement volume 

to determine the pose of a static object [189], WiiMote systems have been used in virtual reality (VR), 

augmented reality (AR), entertainment and gaming applications when operating over large volumes 

[188], [190], [191]. They have shown comparable performance to those obtained from expensive 

system using similar testing methods measuring static jitter of one IRED and the distance between 

two markers. But these studies do not discuss accuracy and precision of detected marker position if 

placed at the maximum range of WiiMote controller i.e., 5m, as accuracy and precision decreases by 

increasing the marker distance from the camera. One major drawback of using WiiMote controllers is 

they have to be placed relatively far away to cover larger tracking volumes ŘǳŜ ǘƻ ǘƘŜ ŎŀƳŜǊŀΩǎ ƴŀǊǊƻǿ 

field of view (41o horizontally and 31o vertically) i.e. much space is required or increasing the number 

of synchronized cameras [192]. Also, camera images cannot be accessed directly, therefore, with on-

board data processing facility it outputs real-time positional data of maximum of four IREDs with no 

provision of offline data processing.  

¢ƻ ƻǾŜǊŎƻƳŜ ǘƘŜ ²ƛƛaƻǘŜΩǎ ƭƛƳƛǘŀǘƛƻƴǎΣ LƳƳŜǊǎƛǾŜ /ƻƎƴƛǘƛƻƴ wŜǎŜŀǊŎƘ ƎǊƻǳǇ ŀǘ ǘƘŜ ¦ƴƛǾŜǊǎƛǘȅ ƻŦ 

Leeds developed a new low-cost, portable, easy-to-use optical motion capture system and is basically 

a continuation of postural sway assessment tool developed by Flatters et al [41]. Figure 15 shows the 

new optical motion capture system which was developed using off-the-shelf products from the 

Raspberry Pi platform, an infrared Raspberry Pi camera (the PiNoIR) provides large field of view of 

approximately 62.2o horizontally and 48.8o vertically [193] which can be easily connected to Raspberry 

Pi controller and programmed using python libraries to capture and record videos. Its sole purpose 

was to measure postural sway using two IREDs and referred as Postural Sway Assessment Tool (PSAT). 

PSAT comprises of two raspberry PiNoIR cameras, each connected to its own controller (Pi 3 Model B) 

and both controllers communicate with each ƻǘƘŜǊ ǎǳŎƘ ǘƘŀǘ ōƻǘƘ ŎŀƳŜǊŀǎ Ŏŀƴ ǊŜŎƻǊŘ ŜŀŎƘ Lw95ǎΩ 

movement simultaneously. This thesis expands the existing work that had already been undertaken 

on the PSAT system. Next chapter 3 describes the PSAT system in detail and investigates it limitations 

and strength to study more complex movements such as reach-to-grasp movement with potential 

usage for laboratory and non-laboratory settings. 

 

Figure 15: Postural Sway Assessment Tool (PSAT) developed using two PiNoIR cameras where each camera is controlled by 
Raspberry Pi microcomputer. 
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2.7.5 Machine learning ς markerless human pose estimation 
Optical motion capture systems generally involve markers (infra-red emitters or reflectors) to be 

ŀǘǘŀŎƘŜŘ ƻƴ ǘƘŜ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ƪƛƴŜƳŀǘƛŎ ƭŀƴŘƳarks under study.  It aids the analysis process by 

accurately tracking and triangulating markers in 3D space [121], [163]. Depending on the task and 

participant, markers introduce additional constraints, by restricting independent movement and can 

get occluded, forcing the participant to perform unnatural movements to keep the IREDs in view of 

the cameras.  This can make it difficult to assess the underlying severity of movement disorders [3], 

[23], [163]. In contrast, marker-less motion capture systems track objects being moved in its FOV by 

detecting features like size, centroid etc. and then matching them to some predefined model, to 

obtain full tracking data [194], [195]. Both marker-based and marker-less motion capture system 

requires extensive programming to build software, and expertise in hardware design, as well [194], 

[196], [197]. With recent advances in new machine learning tools called deep neural networks, trained 

network automatically estimates important landmarks from images have been extracted from videos 

[198]ς[200] and even cell phone videos [201]. Figure 16 shows the procedure of using DeepLabCut 

(DLC) toolbox to extract frames, labelling frames, training a deep neural network and then the trained 

network is used to extract the location of landmarks from unseen videos [200]. 

 

Figure 16: shows the workflow for using the DeepLabCut toolbox [200]. 

It can be seen that cameras are an integral part of such systems, and their frame rate determines the 

temporal resolution at which movement is recorded. Recent advances in machine learning has further 

reduced hardware barriers such that inexpensive smartphone camera can also be used for detailed 

movement analysis [201], but only provides 2D pixel coordinates. Literature reports deep learning 

tools being used for non-invasive, marker-less and quantitative behavioural output of key-point 

locations into 2D and 3D space by employing a single camera and multiple cameras, respectively [198], 
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[199], [202]. These tools (DeepLabcut ς DLC; LEAP Estimates Animal Pose ς LEAP; DeepPoseKit ς DPK) 

are replacing conventional methods of quantifying movement using imaged-based methods captured 

in a highly controlled laboratory conditions [194]. These deep learning based motion capture tools are 

flexible, allowing users to identify, track and convert important landmarks over time into time series 

describing movement but differ in terms of inference speed and robustness (speed-accuracy trade-

off) depending on the neural architecture being used [198], [203].  

These three behavioural analysis toolboxes, DLC, LEAP and DPK are based on machine learning model 

called encoder-decoder model, allows researchers to automatically estimate subject postureς

structural landmarks of the subject under studyςenabling them to quantify behaviour, directly from 

images or videos [198], [203], [204]. Each toolbox has its own limitations and benefits, LEAP was 

designed for fast inference speed at the expense of accuracy using the SegNet architecture, while DLC 

and DPK were designed for accurate tracking with slow inference speed using the ResNet and Stacked 

DenseNet architectures, respectively [198], [205].  

2.7.6 Virtual Reality 
Virtual reality (VR) systems offer an opportunity to study human behaviour by presenting three-

dimensional interactive stimuli, whose attributes are apparent through visual and auditory cues, in a 

computer-generated environment that allows researchers to conduct experiments outside laboratory 

settings. It incorporates mainly auditory and visual feedback of the objects but lacks other important 

sensory feedback like haptic and force feedback while interacting with the virtual 

environment.  Moreover, VR systems know the precise location of the participant's position and of 

their hand in a simulated environment through VR headset and hand controller gripped by the 

participant, respectively, but it lacks the ability to precisely measure finger positions and forces 

generated during interaction with the virtual objects. Fortunately, modern VR systems allow other 

devices like the leap motion to capture real-time hand movements such as opening/closing of hand 

or intra-digit aperture and can also provide 3D positional data of each digit during the movement 

made. So, VR systems combined with other technologies enable researchers to better understand and 

analyse the processes of motor learning and decision-making [206], [207]. VR systems are being 

deployed widely in a number of applications e.g. medical training [208], [209] and neurorehabilitation, 

where user may need to reach and grasp objects of different sizes and shapes and, depending on the 

complexity of the device, its cost and availability, they are provided haptic feedback of object 

properties [210], [211]. Recent advances in virtual reality systems have enabled researchers to study 

human behaviour by presenting three-dimensional interactive stimuli but lack the sensory feedback 

important for reach-to-grasp movements like hand visual feedback during the reaching movement 

and haptic feedback while grasping object. Such reach-to-grasp movements are essential for 
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sensorimotor training in neurorehabilitation and allow researchers to evaluate the effect of sensory 

manipulation, perceptual modifications and error augmentation on such training using VR 

approaches. 

VR has been used to kinematically analyse reach and grasp components with haptic feedback using 

wearable gloves [212] and without haptic feedback (visual feedback alone) [158]. These studies 

suggest that participants moved slower and showed longer relative deceleration times both during 

reaching and grasping as well as in pointing tasks [213] and took longer to complete a trial than in a 

physical environment. Specifically, previous studies suggest that the presence of intermittent or 

continuous haptic feedback in VEs improved grasping [132], [135], [159] but grasping was inaccurate 

in the absence of haptic feedback [214] and was more prominent such that the closure phase of reach-

to-grasp movement was prolonged [158]. Though aperture scaling was preserved in both virtual and 

physical environments and MGA occurred at the same time but was much wider in VE when haptic 

feedback was present through haptic gloves [159], [212] than without haptic feedback [158]. So, 

wearing haptic gloves affected both reaching and grasping components by decreasing the reaching 

velocity and increasing the aperture size, respectively. The prehension literature [132], [215] also 

shows that absence of haptic or visual feedback effect existing spatiotemporal characteristics such 

that absence of visual feedback increases MGA and causes it to occur relatively earlier. 

Another important benefit of using VR to study prehension is the fact that the third component of 

prehension (orientation) can be manipulated by rotating the object during the movement forcing 

participants to orient hand accordingly as well as forcing participants to make online corrections by 

perturbing the object position and above all can be used to design numerous experiments like 

affordances and illusions (shape/weight etc) which are difficult to realize in real world. Moreover, VR 

systems allow visual stimuli to be displayed in 3D stimulated environment and supports naturalistic 

interactions with virtual objects and can provide precise kinematic measures in response to displayed 

visual stimuli.  

2.8 Summary 
Advancements in hardware and software technologies have provided new opportunities for data 

acquisition, processing, and analysis in the field of human movement assessment. When it comes to 

studying movement abnormalities and assessing human arm movement, various technologies have 

emerged as promising tools. These include accelerometers, gyroscopes, smartphones, digitized 

tablets, and virtual reality systems [45], [90], [150], [173]ς[175], [201], [213], [216]ς[218]. These 

technologies offer advantages such as cost-effectiveness, portability, and the ability to assess 
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movements in real-world environments. They provide an alternative to expensive and specialized 3D 

motion capture systems, making movement analysis more accessible.  

However, it is crucial to consider the performance characteristics and limitations of these technologies 

in relation to the specific clinical needs of each scenario. Different movement tracking requirements 

exist for different clinical conditions or research purposes. For example, monitoring daily steps for 

activity tracking may not require the same level of accuracy and precision as analysing movement 

abnormalities in individuals with neurological deficits 

To fully understand the clinical significance of these technologies, it is necessary to establish a 

connection between the technical aspects of body tracking and the specific clinical needs. This involves 

validating the measurements obtained from these technologies against high-end marker-based 

motion capture systems, which are considered the gold standard for accurate and reliable evaluation 

of human movement [21], [48], [219]. 

By exploring and leveraging low-cost hardware, open-source software, and innovative computational 

techniques, researchers can extract objective kinematic measures from digital sensing and tracking 

technologies. However, it is important to validate and compare these measures against established 

motion capture systems to ensure their reliability and validity in clinical applications. 

2.8.1 Key research areas 
Literature highlights the significance of technological advancements in human movement analysis, 

particularly in the context of studying movement abnormalities and assessing human arm movements. 

It emphasizes the emergence of various technologies like accelerometers, gyroscopes, smartphones, 

and virtual reality systems as promising tools for movement assessment due to their cost-

effectiveness, portability, and ability to assess movements in real-world settings. However, it also 

cautions the need to consider the performance characteristics and limitations of these technologies 

in relation to specific clinical needs. 

While the literature covers the importance of validating measurements obtained from these 

technologies against high-end motion capture systems to ensure reliability and validity in clinical 

applications, it does not delve deeper into specific methodologies or approaches for conducting such 

validation. Additionally, it lacks a comprehensive discussion of the challenges associated with using 

low-cost systems, including potential trade-offs in accuracy and precision compared to high-end 

systems, and how these limitations might impact clinical decision-making. 
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Furthermore, the literature acknowledges the need for technological improvements, such as the 

development of low-cost motion capture systems and minimizing measurement errors, but it does 

not delve into current research efforts or the most promising directions in these areas. 

The literature highlights the acceptability criteria for low-cost optical motion capture systems in the 

context of neurologists diagnosing or evaluating reach-to-grasp movements. However, it does not 

provide a comprehensive analysis of the existing low-cost systems available on the market or their 

performance against the stated criteria. A critical summary would benefit from more in-depth 

discussions on the state-of-the-art low-cost systems, their strengths and limitations, and any specific 

challenges in meeting the acceptability criteria for clinical applications. 

In summary, the key knowledge/research gaps identified are: 

1. Lack of detailed methodologies for validating measurements obtained from low-cost 

technologies against high-end motion capture systems. 

2. Inadequate exploration of the challenges and trade-offs associated with using low-cost 

systems for clinical applications. 

3. Limited discussion on current research efforts and advancements in technological 

improvements, such as low-cost, portable, and easy-to-use optical motion capture system for 

fine and gross motor measurements. 

4. Absence of in-depth analysis and comparison of existing low-cost motion capture systems 

against the general acceptability criteria for clinical use. 

Addressing these knowledge gaps would provide a more comprehensive understanding of the 

potential and limitations of low-cost optical motion capture systems in clinical settings and facilitate 

informed decision-making for neurologists and researchers. 

In summary, while technological advancements have opened new avenues for studying human arm 

movement, it is essential to carefully consider the clinical needs, validate measurements, and establish 

a clear understanding of the relationship between the technical aspects of body tracking and clinical 

significance. The next section describes the general acceptability criteria for the development of 

motion capture system while incorporating advancement is sensing technologies. By addressing these 

concerns, we can fully harness the potential of these technologies to improve movement assessment, 

diagnosis, and treatment in healthcare. 
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2.9 Acceptability Criteria 
When considering the acceptability criteria for low-cost optical motion capture systems in relation to 

neurologists diagnosing or evaluating the performance of reach-to-grasp movements, several factors 

should be taken into account. Here are some key criteria to consider: 

Accuracy and Precision: The motion capture system should provide accurate and precise 

measurements of the reach-to-grasp movements. Neurologists rely on precise data to 

evaluate and diagnose motor impairments accurately. The system should have a low margin 

of error and provide reliable and consistent results. 

Validity and Reliability: The system should have been validated and tested against established 

gold standard methods for motion analysis. It should demonstrate good reliability in repeated 

measurements and consistency across different sessions. Neurologists need to trust that the 

system's measurements are valid and reliable for clinical use. 

Spatial and Temporal Resolution: The system should capture motion with sufficient spatial 

and temporal resolution. It should be capable of capturing fine details of hand and arm 

movements, including joint angles, velocities, and timing. Higher resolution allows for better 

assessment of motor control and coordination. 

Ease of Use: A low-cost motion capture system should be user-friendly and easy to set up and 

operate. Neurologists may not have extensive technical expertise in motion capture 

technology, so the system should have intuitive software and straightforward calibration 

procedures. Ideally, the system should provide real-time feedback during data acquisition. 

Portability: Portability is essential for practical clinical use. The system should be lightweight, 

compact, and easy to transport between different settings, such as clinics or research labs. It 

should not require a dedicated space or complex installation. 

Affordability: As stated, the system should be low-cost, making it accessible to a wider range 

of clinics and research facilities. The overall cost should include not only the hardware but also 

any necessary software licenses or maintenance fees. The system should offer good value for 

the price, considering its performance and features. 

Compatibility and Integration: The motion capture system should be compatible with 

standard software used by neurologists for analysing movement data. It should allow for data 

export in common file formats that can be easily imported into other analysis tools or 

integrated with existing clinical workflow. 
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Safety and Comfort: The system should not pose any safety risks or discomfort to patients 

during motion capture sessions. It should not restrict natural movement or cause any adverse 

effects. Any necessary markers or sensors should be non-invasive and easy to apply. 

Data Management and Analysis: The system should provide efficient data management 

capabilities, including organization, storage, and retrieval of motion capture data. It should 

also offer basic analysis tools or integration with external analysis software commonly used 

by neurologists for further processing and interpretation of the data. 

By considering these acceptability criteria, neurologists can make informed decisions when selecting 

a low-cost optical motion capture system for diagnosing and evaluating the performance of reach-to-

grasp movements. It's important to note that while low-cost systems may have limitations compared 

to more expensive alternatives, they can still provide valuable insights and support clinical 

assessments when chosen appropriately. 
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Chapter 3: Low- cost, portable optical motion capture system 

3.1 Introduction 
This chapter explores the development of the existing Postural Sway Assessment Tool (PSAT) into a 

system capable of tracking prehension movements and benchmarking this system against an existing 

well-established system for optical motion capture (Optotrak).  The PSAT is a low-cost, portable optical 

motion tracking system developed using off the shelf components, mainly Raspberry Pi products, 

housed in a 3D printed casing. The major goal of this chapter was to enhance PSATΩǎ potentials by 

ƛƴǾŜǎǘƛƎŀǘƛƴƎ ƛǘǎ ǎǇŀǘƛŀƭ ŀƴŘ ǘŜƳǇƻǊŀƭ ǊŜǎƻƭǳǘƛƻƴ ǘƻ ŎƘŀǊŀŎǘŜǊƛǎŜ ŀŎŎǳǊŀŎȅ ƭŜǾŜƭǎ ƻŦ t{!¢Ωǎ ǿƻǊƪǎǇŀŎŜ 

needed for capturing and analysing sequential/repetitive/simultaneous movements. It is also 

important to assess its accuracy and precision by validating and comparing the kinematic data with 

laboratory based optical motion capture system, such as Optotrak, to determine if it is reliable and 

consistent. Hence, ensuring that its findings are based on reliable information, which is crucial for 

making accurate conclusions. Such a low-cost, portable, easy-to-use optical motion capture system 

could be taken outside laboratory settings to schools and clinics, where gross motor abilities 

associated with childhood development can be tracked and modelled without compromising data 

quality. The next section (3.2) describes PSAT development (hardware components and user interface) 

and its architecture for the processing of stereo images, as well as calibration procedures, that are 

necessary to ensure accurate and reliable measurement of postural sway in individuals. Section 3.3 

explores the limitation of PSAT system and extends its capabilities firstly focussing on benchmarking 

accuracy and the decision to go with opto-markers instead of the off-the-shelf infra-red emitting 

diodes (IREDs); and secondly on adapting the software to deal with more than two markers and 

tracking in varying positions. Hence, extending existing PSAT system into a Boxed Infrared Gross 

Kinematic Assessment Tool (BIGKAT) to study coordinated and controlled upper limb movement. Two 

experiments (methods and results are reported in Sections 3.4 & 3.5, respectively) are performed to 

measure spatial and temporal resolution to characterize BIGKAT range that how far it can accurately 

resolve IRED position, and where in working volume movement should be made.  

3.2 PSAT Development 
Flatters et al., investigated performance of an expensive inertial sensor (Xsens) to measure the head 

movement concurrently with their Nintendo Wii based optical motion capture system, and found that 

the optical motion capture system was more capable of producing sensitive data to capture postural 

effects under different viewing condition [175], [218], [220]. Inspired by Flatters et al. work, an 

optoelectronic motion capture system was developed using Raspberry Pi products at the University 

of Leeds called the Postural Sway Assessment Tool (PSAT). 
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PSAT tracks the movement of two active infrared light emitting diodes (IREDs) by using two infrared 

(IR) cameras. Battery powered IREDs are mounted to a set of spectacles worn by the participant 1while 

attempting to stand still in front of the cameras, with both eyes either open or closed. Small swaying 

movements are picked up by IREDs and consequently captured by cameras at 60Hz as shown in Figure 

17. Views from both cameras are then triangulated to produce the 3D movement trajectory of both 

IREDs to compute a simple measure of postural sway i.e., pathlength of each IRED and their mid-point. 

Larger pathlengths mean greater postural sway and Flatters et al., have showed that pathlength was 

greater when participants were instructed to close their eyes and stand still than when eyes were 

open [175], [220]. 

 

Figure 17: PSAT schematic. A three-dimensional motion capture system developed using Raspberry Pi products such as two 
PiNoIR cameras, two microcomputers and a LCD display. PSAT measures portual sway by triangulating IR source in 3D space 
and then measuring pathlength i.e., distance travelled by IR for the whole duration of movement while participants attempt 
to stand still. 

3.2.1 Hardware Requirements 
Cameras that are fast enough to record every aspect of the motion of interest and can work together 

is essential for the efficient recording and tracking of IREDs movement. In order to develop such a 

system, capable of resolving subtle changes in IRED position from the information coming from each 

pre-calibrated lens demands selection of a high-resolution infra-red camera capable of recording at 

high capture rate, and controllers with capabilities of processing and data communication at higher 

speeds. Also, controller holds main responsibilities of triggering cameras, recording, and storing 
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videos, and displaying real-time tracking of IREDs movement on graphic user interface. Low-cost 

Raspberry PiNoIR camera contains a Sony IMX219 8-megapixel sensor and has no infra-red filter giving 

the ability to see in the dark with infra-red lighting [221]. The camera lens needs to be protected by 

an infrared pass filter to block out visible light, which can be accomplished by film from a floppy disc 

drive, in order to function with custom bespoke IREDs as shown in Figure 18. PiNoIR cameras has high 

sensor resolution of 3280 x 2464 pixels and can be controlled programmatically to take still pictures 

along with full HD videos at different resolution and frequency. Because recording higher spatial 

resolution videos decreases the sampling frequency due to inherent camera properties, for example, 

PiNoIR can record full HD videos of resolution 1080p, 720p and 640 x 480 at sampling frequency of 

90Hz, 60Hz and 30Hz respectively. Literature suggests that frequency of 60Hz is sufficient to fully 

capture human goal-directed movements [222]. PiNoIR provides the option of recording high 

resolution videos of 720p at 60Hz and are low-cost as well, therefore, PiNoIR camera satisfy our 

requirement.  

a) 

b) 

 

Figure 18: PSATΩǎ front (a) and back (b) view showing two Raspberry PiNoIR cameras being connected to Raspberry Pi 
microcomputer contained in the box. Master Pi displays GUI on LCD, allowing user to insert participant information, 
experimental conditions and recording trials for a certain time duration. 

GUI being displayed on LCD 

PiNoIR 

1 

PiNoIR 

1 

Inside box:  
      2 x RPi Microcomputer 
      1 x Power Supply  
ethernet for RPi 
communication, 
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For correct triangulation and 3D motion tracking, it is essential to use at least two cameras and should 

be controlled and programmed to record videos in synchronization [223], [224]. The secondary 

requirement is to select a low-cost controller to run the PSAT tracking software and to control cameras 

are a 64-bit computer running 64-bit windows or a low-cost 64-bit microcomputer such as Raspberry 

Pi (RPi) running on Raspbian [225]. For two cameras, two RPi microcomputers are required, one for 

each camera because a separate controller for each camera guaranteed that the camera port would 

not share bandwidth and RPi microcomputer has only one port to connect camera via serial interface 

(CSI) port.  

The main method of interfacing with PSAT software is through a basic graphic user interface (GUI). 

Display interface is required to display GUI and to control PSAT. Raspberry Pi provides тέ LCD display 

which connects to the RPi board through dedicated display serial interface (DSI) connector. It is a plug 

and play device with a display resolution of 1920 x 1080 and 60Hz refresh rate [226]. It is a capacitive 

touch LCD and supports multiple finger touch allowing user to manage demographics information and 

choose settings for the recording and triangulation tasks. PSAT software provides three separate tabs 

(File, Data Control, Data Processing) in the top left corner of the GUI to control the functionality of the 

interface (for further details see section 3.2.3).  

In essence, PSAT includes set of bespoke in-house IREDs, pair of PiNoIR cameras, touch screen display 

to display graphical user interface (GUI), data control and data processing software to be installed on 

RPi 3 Model B microcomputer. 

3.2.2 General Architecture 
Figure 19 shows general architecture of master-slave RPi controllers controlling attached Infrared 

cameras and communicating with each other over ethernet cable, so that, both cameras can work 

synchronously and as programmed. Slave RPi simply controls the right PiNoIR camera as instructed by 

the master RPi. After recording slave RPi transfer the captured data to master RPi and then master RPi 

saves the recordings from both cameras to USB drive attached to master RPi. Python libraries such as 

PyQt4, matplotlib, numpy were used to develop GUI enabling user over different PSAT features like 

collecting demographic information, time duration and destination folder to store captured 

movement. Master RPi displays GUI on touch screen display and controls the overall working of PSAT 

such as storing trial by trial movement data as per demographic information.  
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Figure 19: General architecture of PSAT master-slave controllers connected by Ethernet cable and collecting IRED 
information through cameras. User operate PSAT via GUI functionality being display on touch screen 

In essence, PSAT records IREDs movement with both cameras working synchronously for the given 

time duration. Each video from master and slave RPi are processed using computer vision techniques 

to identify and detect IREDs. These IREDs points from both RPi are stereo triangulated to obtain the 

3D position in space as per the calibration files. Together, this system can take still picture of resolution 

3280 x 2464 and record HD videos of resolution 1080p, 720p and 640x480p at 30fps, 60fps and 90fps, 

respectively. PSAT was programmed to record 720p HD videos at 60 frames per second. Using PSAT 

for measuring postural sway, PSAT triangulates the position of two IREDs mounted to each leg of 

glasses worn by the participant and calculates the cumulative path length of each IRED and its 

midpoint.  

3.2.3 User Interface and Backend Communication 
Functionally PSAT is divided into two parts, PSAT GUI and PSAT backend, according to the functions 

they perform and user accessibility. Number of routines and subroutines are programmed using 

python libraries to execute different functions of GUI and backend and also the communication 

between them. Figure 20 shows an overview of the PSAT source code files. 

ΨǇƻǎǘǳǊŀƭ/ŀƳψƳŀǎŜǊψb9¢²hwYΦǇȅΩ serves as backend communicating and transferring IREDs data 

between RPis and ΨPSAT.pyΩ controls GUI along with some data analysis tasks. Running Ψt{!¢ΦǇȅΩ will 

launch PSAT software and it will detect automatically whether its running on windows or Raspbian. If 

Ψt{!¢ΦǇȅΩ is running on windows, then it will automatically load data analysis program or if running on 

Raspbianthen it will lead to data collection GUI. So, it acts as an entry point into the PSAT. 
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Figure 20: PSAT being functionally controƭƭŜŘ ōȅ ǘǿƻ Ƴŀƛƴ ǎŎǊƛǇǘǎΦ ΨǇƻǎǘǳǊŀƭ/ŀƳψƳŀǎǘŜǊψb9¢²hwYΦǇȅΩ ǿƻǊƪǎ ƛƴ ōŀŎƪƎǊƻǳƴŘ 
ŎƻƴǘǊƻƭƭƛƴƎ ŎƻƴǘǊƻƭƭŜǊǎ ŀƴŘ Ψt{!¢ΦǇȅΩ ŘƛǎǇƭŀȅ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ D¦L ŀƴŘ ǿŀƛǘǎ ŦƻǊ ǳǎŜǊ ƛƴǎǘǊǳŎǘƛƻƴǎ ŀƴŘ ƳŀƴŀƎŜ ŎŀǇǘǳǊŜŘ ŘŀǘŀΦ 

Backend functionality such as controlling two cameras, establishing communication between the two 

RPis, calibrating cameras to extract extrinsic and intrinsic camera properties and performing data 

analysis are control and manage by ΨǇƻǎǘǳǊŀƭ/ŀƳψƳŀǎǘŜǊψbŜǘǿƻǊƪΦǇȅΩ file. This file contains number 

of functions and classes and is executed on boot on the server RPi and act as an entry point to the 

server RPi. This file is also accessed by master RPi as required. Important classes developed in this file 

are summarized as follows: 

¶ Class named ΨǇƻǎǘǳǊŀƭ/ŀƳΩ is responsible for communication between two RPiΩs primarily 

over a TCP server and has methods for controlling the cameras to record videos 

synchronously. Firstly, TCP server will start on boot and will wait for the connection from 

master RPi to start receiving instructions after establishing connection. Subsequently, both 

cameras will start recording for a given time duration. After recording, master RPi will ask 

server to send over the timestamps files and will check timestamps for any dropped frames. 

Afterwards, it will ask for the recorded video file and will finally close the connection between 

the two RPis. 

¶  ΨǇƻǎǘǳǊŀƭtǊƻŎΩ class contains large number of methods for different purposes. It processes a 

single video file from the master and server RPi by creating instances of the class and passing 

the location of the video file and the type of file. This class also contains methods for camera 

calibration to extract intrinsic (master and slave) and extrinsic (stereo) camera properties, 

which are required to process a video file it took. These methods are used for processing video 

file to obtain the 2D position of IREDs in an image. 

¶ Ψstereo_processΩ Ŏƭŀǎǎ ƛǎ ƳǳŎƘ ǎƛƳƛƭŀǊ ǘƻ ΨǇƻǎǘǳǊŀƭtǊƻŎΩ ŎƭŀǎǎΦ Lǘ ƛǎ ǊŜǎǇƻƴǎƛōƭŜ ŦƻǊ ǊǳƴƴƛƴƎ ǘƘŜ 

stereo calibration file to triangulate the position of IREDs in both cameras to extract the 3D 

Ǉƻǎƛǘƛƻƴ ƻŦ Lw95ǎΦ Lǘ ǘŀƪŜǎ ǘƘŜ ΨǇƻǎǘǳǊŀƭtǊƻŎΩ ƛƴǎǘŀƴŎŜǎ ŀǎ ŀƴ ŀǊƎǳƳŜƴǘ ŀƴŘ ǊŜǘǳǊƴ ŀǎ a · b · 
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3 array where M is the number of markers and N is the number of frames in a video. Following 

lƛƴŜǎ ƻŦ ŎƻŘŜ ŘŜǎŎǊƛōŜ ǘƘŜ ǿƻǊƪƛƴƎ ƻŦ ΨǇƻǎǘǳǊŀƭtǊƻŎΩ ŀƴŘ Ψstereo_processΩ ŎƭŀǎǎŜǎ 

ǇǊƻŎ Ґ ǇǎƻǘǳǊŀƭtǊƻŎ όǾψŦƴŀƳŜ Ґ ΨǘŜǎǘLwΦƘнспΩ Σ ƪƛƴŘ Ґ ΨŎƭƛŜƴǘΩύ 
ǇǊƻŎн Ґ ǇǎƻǘǳǊŀƭtǊƻŎ όǾψŦƴŀƳŜ Ґ ΨǘŜǎǘLwψǎŜǊǾŜǊΦƘнспΩ Σ ƪƛƴŘ Ґ ΨǎŜǊǾŜǊύ 
 
proc_all_markers = ir_marker.markers2numpy (proc.get_ir_markers ()) 
proc2_all_markers = ir_marker.markers2numpy (proc2.get_ir_markers ()) 
 
stereo = stereo_process (proc, proc2) 
markers3d = stereo.triangulate_all_get_PL (proc_all_markers , proc2_all_markers) 
 
First two lines process video files from client (master) and server camera by creating two instances of 

ΨposturalProcΩ classes and next two lines return dictionaries for each IRED which are then converted 

to a numpy array from the function in ΨƛǊψƳŀǊƪŜǊΩ script. Last two lines create a Ψstereo_processΩ 

instance to triangulate IRED positions obtained from ΨposturalProcΩ class and then triangulate those 

IRED positions and return them as M X N X 3 array. This whole process will leave all the files in the 

PSAT working directory on the master RPi to an appropriate location as managed by ΨŦƛƭŜψǎȅǎǘŜƳΦǇȅΩ 

ŀƴŘ ƛƴǎǘǊǳŎǘŜŘ ōȅ ΨPSAT.pyΩ ŦƛƭŜΦ  

ΨPSAT.pyΩ ƛǎ ǘƘŜ ŜƴǘǊȅ Ǉƻƛƴǘ ǘƻ t{!¢ ŀƴŘ ōȅ ŦŀǊ ƛǎ ǘƘŜ Ƴƻǎǘ ŎƻƳǇƭŜȄ ǎŎǊƛǇǘ ǘƻ ŎǊŜŀǘŜ ŀ D¦L ƛƴǘŜǊŦŀŎŜ ǘƻ 

the PSAT backend. It contains a Ψaƛƴ²ƛƴŘƻǿΩ class to providŜ ǘƘŜ Ǿŀǎǘ ƳŀƧƻǊƛǘȅ ƻŦ ǘƘŜ D¦LΩǎ 

functionality and relies on QT4 python bindings to execute the script as shown in Figure 21. GUI has 

three main windows to collect demographic information, data control and data processing and 

ŎǊŜŀǘŜŘ ōȅ Ψself.create_demographics_groupΩ, ΨǎŜƭŦΦŎǊŜŀǘŜψŎŀƳŜǊŀψƎǊƻǳǇΩ and 

ΨǎŜƭŦΦŎǊŜŀǘŜψǇǊƻŎŜǎǎƛƴƎψƎǊƻǳǇΩ methods. Custom made widgets were created in Ψt{!T widgets.pyΩ ŦƛƭŜ 

and are imported in Ψt{!¢ΦǇȅΩ ŦƛƭŜΦ 

!ŦǘŜǊ ǳǇƭƻŀŘƛƴƎ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ƭƛǎǘ ŀƴŘ ƛƴǇǳǘǘƛƴƎ ǊŜǉǳƛǊŜŘ ƛƴŦƻǊƳŀǘƛƻƴ ƭƛƪŜ ǇŀǊǘƛŎƛǇŀƴǘ L5Σ ǊŜŎƻǊŘƛƴƎ ǘƛƳŜ 

and condition under which task has to be performed (Figure 21), new window (Figure 22) will appear 

ŀǎ ΨƴŜȄǘΩ ōǳǘǘƻƴ ƛǎ ǇǊŜǎǎŜŘΦ Lǘ ŦǳǊǘƘŜǊ ŀǎƪǎ ŦƻǊ ǳƴŘŜǊ ǿƘƛŎƘ ŎƻƴǘǊƻƭ ƳƻŘe should PSAT record, for offline 

Řŀǘŀ ŀƴŀƭȅǎƛǎ ƻƴƭȅ Ψ{ŜƴŘ ±ƛŘŜƻΩ ƻǇǘƛƻƴ ƛǎ ŀƭǊŜŀŘȅ ƳŀǊƪŜŘ ŀƴŘ ŦƻǊ ƻƴ-ōƻŀǊŘ Řŀǘŀ ŀƴŀƭȅǎƛǎ ΨtǊƻŎŜǎǎ ŘŀǘŀΩ 

option is checked. To avoid delays during data collection and to speed up the process, it is 

ǊŜŎƻƳƳŜƴŘŜŘ ǘƻ ƻƴƭȅ ǳǎŜ Ψ{ŜƴŘ ±ƛŘŜƻΩ ƻǇǘƛƻƴΦ 
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Figure 21: PSAT Graphical user interface (GUI) 

 

Figure 22: Different control modes for data collection. It provides option whether to just record video or to perform analysis 
as well. 

While running PSAT.py on windows, data processing tab shows up on boot and asks user to select the 

ŦƻƭŘŜǊ ŎƻƴǘŀƛƴƛƴƎ ǊŜŎƻǊŘŜŘ Řŀǘŀ Ǿƛŀ Ψ5ŀǘŀ /ƻƴǘǊƻƭΩ ǘŀōΦ t{!¢ ǎƻŦǘǿŀǊŜ ǿƛƭƭ ƭƻƻƪ ŦƻǊ ǾƛŘŜƻ ŦƛƭŜǎ ǿƛǘƘ 

.h264 within the folder and will automatically show every trial under participant ID and viewing 

conditions as shown in Figure 23. It provides options to user for selection of trials to process and even 

some or all of the trials of a participant by clicking the check button as shown in Figure 23. Pressing 

ΨtǊƻŎŜǎǎ ŘŀǘŀΩ button will start processing the selected videos from both cameras of a particular trial 

and will perform triangulation process to obtain the IRED position in 3D space. Console on the right 

hand side will provide a summary of the percentage of missing markers in each trial and time taken to 

process each trial. 
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Figure 23: PSAT software running on desktop for offline processing of recorded videos. 

PSAT calculates the 3D position of each marker in all trial videos of selected participant, filters the data 

points using zero-order low pass Butterworth filter with cut-off frequency 8Hz and perform analysis 

to output a summary file containing path length of each marker, its midpoint and midpoint mean 

displacement and contains many other files in each participant folder containing raw and filter data 

of each marker position, midpoint and distance between the markers. Filtered 3D marker position can 

be further analysed and provides an opportunity to record and analyse many other human 

movements like prehension, posture control while performing manual tasks etc. Figure 24 shows an 

output folder of a single trial before processing and after processing.  

 

Figure 24: Participant folder ŎƻƴǘŀƛƴƛƴƎ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ƳƻǾŜƳŜƴǘ Řŀǘŀ 

Data processing algorithm extracts 3D position of each marker and further processed to output path 

ƭŜƴƎǘƘ ƻŦ ŜŀŎƘ ƳŀǊƪŜǊ ŀƴŘ ƳŀǊƪŜǊΩǎ ƳƛŘǇƻƛƴǘ and store on external USB. Data processing can also be 

done offline, after recording all trials, on a separate computer with an additional advantage of much 

time to record. Optical motion capture system based on off-the-shelf products requires calibration of 

each camera and both cameras together as a stereo-pair to compute intrinsic and extrinsic properties. 

Next section discusses adopted calibration procedure used to calibrate PSAT.  
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3.2.4 Calibration  
After assembling all the hardware components together and uploading supported software and 

programs in to the PSAT, calibration procedure is required to calibrate each camera separately and 

then once again together and has to recalibrate if any one of the cameras dislocate itself from the 

assembly casing. So, before using PSAT for the first time or after fixing assembly support, calibration 

is necessary to accurately triangulate the 3D position of the IRED and movement followed by the IRED 

in space. The single camera calibrations aim to calibrate the focal length and distortion parameters of 

the cameras, while the stereo calibration seeks to establish the position of the cameras relative to 

each other. Both are critical for the successful operation of any optical motion capture system. 

Camera calibration procedure is adopted as explained in PSAT development manual which Zhengyou 

[227] formulated to increase flexibility, robustness of calibration process, also at low cost. The viewing 

area that the cameras cover and the angles at which they are pointed determine the size of the image 

utilised for calibration. A calibration image must be large enough to be observed by multiple cameras 

simultaneously to accommodate a wide viewing angle and/or a broad viewing area. Finding 

correspondences across various levels of resolution is made possible by optimal calibration objects. 

The calibration item must be mounted to a movable planar surface so that the image can be moved 

within the field of view of the cameras while remaining flat. It is not necessary for all cameras to 

simultaneously see the calibration image or for the calibration image to be entirely visible by each 

camera [224]. It is more crucial for an extrinsic calibration to be successful that the cameras can be 

connected across shared images. 

This is done by using calibration object, a hard-backed planar surface on which checkerboard pattern 

of 9 X 6 squares with each square of length 37.5mm is fixed after printing on A3 paper size as shown 

in Figure 25. Both master and client cameras of PSAT record video of calibration object in a range of 

different orientations and positions for 10s and subsequently save videos on USB connected with 

PSAT. 

  

Figure 25: Calibration object presented to PSAT in different orientations and positions. Calibration procedure detecting 
intersection points.  
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Further calibration is done offline by running calibration script on each camera video separately 

(master & client) to generate an optical distortion model by identifying intersection point coordinates 

as shown in Figure 25, to calculate the disparities between anticipated and observed point location, 

resulting in correction of the images. Optical model generates a matrix of intrinsic camera properties 

containing focal point, principal point, and lens distortion. Similarly, stereo calibration was performed 

by selecting images at same timestamps from both cameras and then locating the corresponding 

intersection points of the grid. Difference in the detected position of the corresponding points 

between cameras is used to generate a matrix of extrinsic camera properties containing relative 

orientation and translation of the cameras. Together with intrinsic and extrinsic camera properties, 

pixel coordinates from both images can then be triangulated to determine the 3D position in space. 

This whole procedure was repeated for five times, resulting in five versions of intrinsic and extrinsic 

camera properties which are then subsequently used to calculate average calibration values. Thus, 

accurately determining the triangulated position of markers depends on compensating optical 

distortion, and accurately determining relative position and orientation of camera, through intrinsic 

and extrinsic calibration technique. 

PSATΩǎ performance in terms of accuracy, precision and repeatability has not been validated against 

high-end optical motion capture systems or has not been through rigorous static and dynamic 

performance evaluation. Therefore, PSAT cannot be relied on to measure complex reach-to-grasp 

movement and even for quantifying simpler movements such as postural sway. The first focus of this 

ŎƘŀǇǘŜǊ ƛǎ ƻƴ ŜǾŀƭǳŀǘƛƴƎ t{!¢Ωǎ ǇŜǊŦƻǊƳŀƴŎŜ ōȅ ŎŀǇǘǳǊƛƴƎ ŀƴŘ ŀƴŀƭȅǎƛƴƎ ǎǘŀǘƛŎ ŀƴŘ ŘȅƴŀƳƛŎ 

movements against research-grade Optotrak 3020 (Optotrak NDI).  

Most reported tests in the literature to measure spatial accuracy and precision of optical motion 

capture systems require two markers being connected to a rigid body and separated by a known 

distance [223], [228]. The system then tracks the markers for a given time duration and produces 

three-dimensional positional data to calculate the distance between markers which are then 

compared with the known input distance to determine spatial accuracy and frame to frame IRED 

positional variations to measure precision. Hence, to investigate the spatial accuracy and precision 

associated with PSAT tracking system, an experiment measuring postural sway was performed by 

tracking the position of two IREDs mounted on a pair of glasses and separated by a known distance, 

results of experiment are explained in detail in section 3.3.  PSAT tracking algorithm can only detect 

two IREDs which does not meet the requirement of studying prehensile movements and it would 

produce inaccurate and imprecise 3D position as well if IREDs are presented in vertical direction i.e., 

if both IREDs have same y-coordinate value. So, it is necessary to extend the PSAT system into a Boxed 
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LƴŦǊŀǊŜŘ DǊƻǎǎ YƛƴŜƳŀǘƛŎ !ǎǎŜǎǎƳŜƴǘ ¢ƻƻƭ ό.LDY!¢ύ ōȅ ǊŜǎƻƭǾƛƴƎ t{!¢Ωǎ ƭƛƳƛǘŀǘƛƻƴǎ ǘƻ ǘǊŀŎƪ ŀƴŘ ǊŜǎƻƭǾŜ 

more than two IREDs position and presented in any orientation (see next section). 

3.3 BIGKAT Development 
As stated in previous sections, PSAT capability to accurately measure postural sway has not been 

evaluated and has also not been validated against research-grade system to determine its limitations. 

In this section, PSAT was tested to measure postural sway in healthy adults while standing still and 

participants were instructed to close or open their eyes during recording. It has been shown that 

young healthy adults had developed more postural stability and can maintain posture for a long while. 

And it has also been shown that absence of feedback increases postural sway [175], [218], [220], since 

information isnΩǘ ŀǾŀƛƭŀōƭŜ ǘƻ Ƴŀƛƴǘŀƛƴ ǇƻǎǘǳǊŜ ŀƴŘ ǎǳōǎŜǉǳŜƴǘƭȅ ǎǿŀȅ ƛƴŎǊŜŀǎŜǎΦ {ƻΣ ƛǘ ƛǎ ŜȄǇŜŎǘŜŘ ǘƻ 

observe more postural sway during eye-close condition, even in healthy adults. If PSAT can 

successfully captures postural sway in healthy adults during still-stance under different viewing 

conditions, then there are high possibilities that such low-cost optical motion tracking system can be 

used to measure other gross motor performances. Only three healthy adults were recruited for this 

study as objective was to assess PSAT performance i.e., how accurately and precisely PSAT can pick up 

subtle head movements in comparison to Optotrak. If PSAT fails to perform well then it became 

important to identify the risks and limitations associated with PSAT hardware and/or marker detection 

and tracking software such as glare produced by bespoke IREDs and/or correct labelling of IREDs in 

consecutive frames of master and server videos. 

Participants were instructed to wear glasses and stand still and were also instructed to alternatively 

open or close their eyes during recording. Bespoke IREDs were mounted on each side of the glasses 

and IREDs movement were recorded for thirty seconds. Offline data processing was performed to 

calculate the cumulative pathlength i.e., the distance travelled by each marker and its midpoint to 

quantify the postural sway. Distance between IREDs was also calculated for each trial and was 

averaged across all trials as IREDs were not removed during trials and this measure can be used to 

assess the calibration accuracy and precision of PSAT. 

Figure 26 shows the cumulative path length of mid-point of bespoke IREDs under different viewing 

conditions and the mean distance between IREDs as calculated by PSAT. Cumulative path length of 

each marker, whether left or right shows higher value for eye-close condition than eyes-open 

condition as expected but data shows obscurity in a sense that mean path length of each IRED is in 

thousand meters and not equal as well. Figure 26a shows average cumulative mid-point path length 

of each trial during eyes-open and eyes-close condition and shows that data is corrupted with so much 

noise due to the glare that sway experience by one marker sway is larger than the other, which is 
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totally meaningless. IREDs mounted on glasses (rigid body) are at 127mm from each other, but mean 

distance calculated by PSAT shows a difference of more than 4mm. 

a) b) 

Figure 26: Path length and mean distance between IRs under different viewing conditions using only Homebrew markers 
with PSAT. 

Initial experiments with PSAT to measure postural sway has shown large variations in calculated 

cumulative pathlength of both IREDs and its midpoint. Intuitively, both IREDS should produce similar 

pathlengths as they were mounted on the same rigid body, and both will experience the same amount 

of movement as participants sway. Similarly, distance between two IREDs is constant and known, and 

calculated average distance between IREDS by PSAT shows large variations showing poor accuracy. 

Table 3 shows that pathlength of one IRED is relatively much higher than the other IRED which may 

be due to the glare produced by IREDs or may be due to some serious issues in the tracking algorithm. 

Pathlength of both IREDs should be similar as they are mounted on a rigid body i.e., on a pair of glasses 

and experience same amount movement. For this specific reason, noise levels were measured for the 

positional data obtained by PSAT for both IREDs to determine the spatial accuracy and precision of a 

tracking algorithm and/or any hardware issues. It is measured by computing the standard deviation 

(SD) of measured position of a tracked object (static IRED) over time and is calculated in each 

dimension i.e., vector norm of SDs for each dimension (alike to the root mean square of the distance 

from mean position). Figure 27 shows high noise level in the tracked position of a bespoke IREDs 

mounted on a rigid body i.e., glasses and under different viewing conditions. It can be seen from the 

Figure 27a that the tracked IRED position (eyes open) moved considerably large in x and y direction 

likewise when eyes were closed. Figure 27b shows noise levels for the same trial obtained by Optotrak 

which suggests that PSAT performance in terms of accuracy and precision require further investigation 

before validating against laboratory-based optoelectronic motion capture system. IRED positional 
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data resolved by PSAT covers large spatial range for a static point source and, therefore, requires 

further investigation to determine the source of error.   

a) 

 

b) 

 

Figure 27: Noise levels in the resolved position of both IREDs (Left & Right) during different viewing conditions as obtained 
by PSAT and Optotrak. PSAT data shows large variations than Optotrak 

Table 3: Correlation coefficient between cumulative path length and standard error for distance between IRs 

 PL1(mm) PL2(mm) Correlation Distance b/w 
IRs(mm) 

Standard Error 
(mm) 

Bespoke markers 283.078 1776.752 0.342 190.339 10.409 

Opto-Markers 37.863 41.032 0.516 152.911 0.0135 

 

Therefore, to determine whether this large spatial range occupied by IREDs is due to the glare issue 

or tracking algorithm, bespoke IREDs were replaced by the IREDs supplied with Optotrak and their 

positional data was collected by both PSAT and Optotrak simultaneously. For this specific purpose, 

two Optotrak IREDs were mounted on a rigid body at a known distance of 150mm and their position 

was recorded for 15s at 60Hz by both PSAT and Optotrak, simultaneously. Total of five trials were 

recorded and analysed with PSAT software to extract 3D positional data, distance between IREDs and 

cumulative pathlength of each IRED and their midpoint. Table 3 shows the cumulative pathlength and 

spacing between marker averaged across all trials. Replacing bespoke markers with opto-markers 

have tremendously reduced variations in the extracted 3D positional data across all trials. Figure 28 

shows the result of the calculated distance between IREDs, cumulative pathlength of both left and 

right IRED and spatial range covered by IREDs as obtained by both PSAT and Optotrak for the same 

trial. It is evident from the Figure 28c that PSAT power of resolving IRED position increase by replacing 

bespoke IREDs with Optotrak IREDs. Because bespoke IREDs are too bright as shown in Figure 29c and 
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due to potential confoundment with glare results in inaccurate resolving of the centre point of an 

IRED.  

Table 4: Mean cumulative path length and mean distance between IREDs calculated for all trials. All values are in mm. 

 Left PL Right PL Distance between IREDs SE 

Test ς Rigid 
body  

PSAT 37.683 41.033 152.906 1.430e-3 

Optotrak 36.972 39.041 148.163 3.596e-4 

 

  

 

 

Figure 28: a) Distance between IREDs b) Cumulative path length as calculated by PSAT and Optotrak c) Noise levels for the 
extracted 3D position of the same trial by PSAT & Optotrak i.e., standard deviation of the measured position of the tracked 
marker  
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a) b) 

Figure 29:  Both Images are extracted from the recordings made by PSAT using a) bespoke markers b) opto-markers. 

The PSAT data analysis software was particularly developed for processing postural sway videos i.e., 

it can only analyse videos with two IREDs. After careful and in-depth analysis of the algorithms it was 

pointed out that PSAT software would produce inaccurate results while analysing videos with more 

than two IREDs due to IRED labelling and tracking issues e.g., in a video containing 3 IREDs, two IREDs 

will be detected and labelled in a frame and may be mislabelled in next frame, hence, making it difficult 

to track as label jumps from one IRED to other IRED in subsequent frames. With this another issue 

arises if during movement IREDs become vertically aligned i.e., share the same y-value then PSAT 

software produce confounding results. In essence, PSAT software scan each frame horizontally for two 

ǿƘƛǘŜ ΨōƭƻōǎΩ ŀƴŘ ƭŀōŜƭ ǘƘŜƳ ƘƻǊƛȊƻƴǘŀƭƭȅ ŀǎ ǘƘŜȅ ŀǇǇŜŀǊΣ ǎƻΣ ƛƴŎƻǊǊŜŎǘ ǘǊƛŀƴƎǳƭŀǘƛƻƴ ǿƛƭƭ ōŜ ǇŜǊŦƻǊƳŜŘ 

ƛŦ Lw95 ƘŀǇǇŜƴǎ ǘƻ ǎǿƛǘŎƘ Ǉƻǎƛǘƛƻƴǎ ƛƴ ǎǳōǎŜǉǳŜƴǘ ŦǊŀƳŜǎΦ IŜƴŎŜΣ t{!¢Ωǎ ǳǎŀƎŜ ŦƻǊ ǎǘǳŘȅƛƴƎ ǘŀǎƪǎ ǘƘŀǘ 

require more than two IREDs gets limits and these two IREDs cannot be vertically aligned in any frame 

otherwise may result in inaccurate tracking due to label swapping. Both these issues were resolved by 

modifying the PSAT analysis software to track more than two IREDs, presented in any order and 

labelling IREDs in the first frame of both cameras by a scanning frame at an angle defined by the user 

according to the task as shown in Figure 30 and Figure 31. And then to make sure that labelled IREDs 

are tracked accurately throughout the video, distance between each IRED in two successive frames is 

calculated iteratively for whole video, and then based on minimum distance IREDs positional data is 

recorded in the respective label. So, tracking script including labelling and ordering any number of 

IREDs is updated to track IREDs in every frame based on labels assigned in the first frame and based 

on minimum distance in subsequent frames as shown in Figure 30. It works as follows starting from 

the first frame  

¶ Get x and y values of makers 

¶ Convert to polar coordinates  

¶ Make a new frame by rotating the markers by an angle  

¶ Convert back to Cartesian coordinates 

¶ Label by new x position after rotation 

¶ Remember the previous frame, and use this to inform labelling of markers 
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¶ Get the number of markers 

¶ Generate all different permutations of markers 

¶ Check each permutation  

o check closest marker based on visible marker in previous frame 

o compute distance between each marker in a frame  

o and find out the minimum total distance 

¶ permutations which resulted in minimum total distance is selected 

 

Figure 30: IREDs are labelled by making the first item the first by converting pixel coordinates into polar coordinated and 
then rotating at a given angle 

 

Figure 31: a) All different permutations of markers and red line shows distance between markers in two consecutive frames 
and the permutation which resulted in minimum total distance is selected as shown in b. 

After resolving all the hardware and software related issues and incorporating relevant changes, PSAT 

was renamed to Boxed Infrared Gross Kinematic Assessment Tool (BIGKAT) to measure upper limb 

dexterity by providing objective kinematic measures of reach-to-grasp movements. Another main 

objective of this study was to determine spatial and temporal resolution of the system and how the 

ǎǇŀǘƛŀƭ ŀŎŎǳǊŀŎȅ ŀƴŘ ǇǊŜŎƛǎƛƻƴ ŎƘŀƴƎŜǎ ŀŎǊƻǎǎ .LDY!¢Ωǎ ǿƻǊƪǎǇŀŎŜΦ  For this purpose, it is necessary 
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ǘƻ ƳŜŀǎǳǊŜ .LDY!¢Ωǎ ǎǇŀtial resolution to determine how spatial accuracy changes when IRED is 

placed at different location in its working volume. As accuracy of correctly detecting IRED position 

decreases when it is placed around the edges of the working volume because of inherent intrinsic 

camera properties. A novel method of measuring spatial resolution was devised to detect the position 

of an IRED using BIGKAT system and successively moving IRED at equidistant locations in its 

workspace. It was done for both horizontal and verǘƛŎŀƭ ǇƭŀƴŜǎ ǎǳŎƘ ǘƘŀǘ .LDY!¢Ωǎ ǿƻǊƪǎǇŀŎŜ Ŏŀƴ ōŜ 

sub-divided with respected to the reported spatial accuracy and precision values. Such information 

would help experimenter to know how far BIGKAT should be placed and where in BIGKAT workspace 

movement should be made, results of spatial resolution are presented in detail in section 3.4. 

Likewise, temporal resolution was tested by providing dynamic input in the form of simple harmonic 

motion to determine how fast BIGKAT can detect a moving IRED, thus, informing experimenter how 

accurately and precisely it can capture the temporal characteristic of a movement (see section 3.5 for 

further details).  

3.4 Spatial and Temporal Resolution  
Before using BIGKAT to collect data from participants, it is important to determine its spatial and 

temporal resolution along with validating its ability to resolve IRED position against an established 

research grade system such as Optotrak. As discussed in chapter 2, FOV determines the spatial 

accuracy and measurement resolution of any optical motion capture system which in turn depends 

on the intrinsic and extrinsic camera properties. In other words, how the accuracy and precision 

changes as a function of IRED position when placed at different locations in horizontal and vertical 

plane? Therefore, one main objective of this study was to sub-ŘƛǾƛŘŜ .LDY!¢Ωǎ Ch± ƛƴǘƻ ǎƳŀƭƭŜǊ 

subsets with respect to the measured spatial accuracy and temporal resolution. Hence, two 

experiments were devised to track the static and dynamic movement of the IRED by BIGKAT and 

Optotrak, simultaneously. 

9ȄǇŜǊƛƳŜƴǘ м ŎƘŀǊŀŎǘŜǊƛǎŜǎ .LDY!¢Ωǎ ǎǇŀǘƛŀƭ ŀŎŎǳǊŀŎȅ ŀƴŘ ǇǊŜŎƛǎƛƻƴ ōȅ ǘǊŀŎƪƛƴƎ ǘƘŜ Ǉƻǎƛǘƛƻƴ ƻŦ ŀ ǎǘŀǘƛŎ 

IRED placed on a large grid presented both horizontally and vertically, within the overlapping field of 

view (FOV) of BIGKAT and Optotrak 3020. Both devices iteratively measured the 3D position of the 

Lw95 ŀǘ ŜǾŜǊȅ ƻǘƘŜǊ ƎǊƛŘ ŎƻǊƴŜǊ Ǉƻƛƴǘ ŀǘ ǘƘŜ ǎŀƳŜ ǘƛƳŜ ŦƻǊ ŀ ǎǇŜŎƛŦƛŎ ŘǳǊŀǘƛƻƴΦ hǇǘƻǘǊŀƪ ŀŎǘŜŘ ŀǎ ŀ ΨƎƻƭŘ 

ǎǘŀƴŘŀǊŘΩ ǘƻ ŘŜǘŜǊƳƛƴŜ ǘƘŜ ƳŜŀƴ ŀōǎƻƭǳǘŜ ŜǊǊƻǊ όa!9ύ ŀǘ each and every grid point, thereby, sub-

setting FOV with respect to the computed MAE in both planes (horizontal & vertical). Also, to 

characterize BIGKAT range that how far it can accurately resolve IRED position, vertical resolution was 

also determined by successively increasing the BIGKAT distance from the grid. Basic purpose of 

experiment 1 was to provide us with tracking volumes based on different MAE levels (0~5mm, 

5~10mm, 10~15mm) and large enough to conduct reach-to-grasp studies. 
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Experiment 2 determines the temporal resolution such that how precisely movement unfolds itself 

for the whole duration of measurement or in other words it determines the fastest changes that 

BIGKAT is able to track. For the exact same purpose, experiment 2 reconstructs dynamic movement 

presented in the form of simple harmonic motion by attaching two IREDs on either side of the 

pendulum. Similarly, as in experiment 1, both devices recorded IREDs movement, simultaneously, at 

five different locations within the overlapping FOV of BIGKAT and Optotrak. 

3.4.1 Experiment 1: Spatial resolution 
!ŎŎǳǊŀǘŜ ŀƴŘ ǇǊŜŎƛǎŜ ǘǊŀŎƪƛƴƎ ƻŦ ƳŀǊƪŜǊ ƳƻǾŜƳŜƴǘ ƛƴ ŀƴȅ ǎȅǎǘŜƳΩǎ ǿƻǊƪǎǇŀŎŜΣ ŀƴŘ ǘƘŜ ǊŜǎƻƭǾƛƴƎ ƻŦ 

markers into three-dimensional coordinates, is of critical importance to any optical motion capture 

system.  A key factor determining the performance of any measurement system is therefore its spatial 

resolution, i.e., how accurately and precisely it can analyse its workspace [224], [229], [230]. So, to 

determine the spatial resolution of this system, we tested BIGKAT in its ability to reconstruct a grid of 

IRED markers visible in its FOV in comparison to the gold standard Optotrak system. 

Method -Horizontal (XZ) Resolution 
Two grids printed on A0 paper were placed side-by-side on the flat table (see Figure 32), with grid lines 

spaced by 36mm. BIGKAT was placed nearer to the grid because of its smaller FOV than Optotrak. The 

front edge of Optotrak was 1300mm from the near edge of the grid, and 2452mm from the origin (the 

top left grid point). The front edge of BIGKAT was 700mm from the nearest edge of the grid and 

1852mm away from the origin as shown in Figure 33. This setup allowed us to make simultaneous 

ƳŜŀǎǳǊŜƳŜƴǘǎ ǿƛǘƘ .LDY!¢ ŀƴŘ hǇǘƻǘǊŀƪΣ ƘŜƴŎŜΣ ŀ ŘƛǊŜŎǘ ŎƻƳǇŀǊƛǎƻƴ ƻŦ .LDY!¢Ωǎ ǇŜǊŦƻǊƳŀƴŎŜ 

against a commercially available accurate and precise optical motion capture system could be made.  
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Figure 32: BIGKAT and Optotrak looking at the grid being presented horizontally. 

The bottom left corner point of the grid visible in BIGKATΨǎ COV, as shown in Figure 33, was considered 

as an origin and its 3D coordinates were measured by both BIGKAT and Optotrak by placing an IRED 

on the origin for a duration of 6 seconds at 60Hz. The IRED was then moved along two grid points (in 

the X dimension for BIGKAT) and data collected for another 6s. This process continued until every 

second grid point (so a gap of 72mm between each) along the border and within the border denoted 

by the black dot in Figure 33was recorded by placing an IRED, where this change in IRED position was 

considered by BIGKAT as a change in the XZ-plane and a change in the YZ-plane by Optotrak. In 

essence, for BIGKAT change in IRED position along z-axis and x-axis corresponds to the columns and 

rows of the reconstructed grid. Similarly, for Optotrak change in IRED position along z-axis and y-axis 

corresponds to the columns and rows of the reconstructed grid. IRED position was measured at those 

grid corner points (266 points, 17 rows x 19 columns; not rectangular but trapezoidal) which were 

visible within the overlapping FOV of both devices. The visible grid was then reconstructed using the 

3D positional data from both devices and It can be seen from the Figure 35that even though IRED 

points were visible, BIGKAT could not resolve first three columns (21 points) at the extreme left of the 

plane, therefore, corresponding three columns of the hǇǘƻǘǊŀƪΩǎ grid were cropped to match grid size 

observed via BIGKAT. 
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However, the 3D positional data of the reconstructed grids were different from each other, preventing 

measuring positional error between the two devices.  To make a direct comparison between the grids 

as seen from both devices, coherent point drift (CPD) rigid registration method was then used to 

ǘǊŀƴǎƭŀǘŜ ŀƴŘ ǊƻǘŀǘŜ ǘƘŜ ƻōǎŜǊǾŜŘ .LDY!¢ ƎǊƛŘ ƻƴǘƻ ǘƘŜ ƎǊƛŘ ƻōǘŀƛƴŜŘ ōȅ ΨƎƻƭŘ ǎǘŀƴŘŀǊŘΩ hǇǘƻǘǊŀƪΣ 

resulting in characterizing the spatial accuracy and precision of BIGKAT. 

Vertical (XY) Resolution: 
As in horizontal resolution, vertical resolution was characterized by presenting grid in vertical plane of 

both BIGKAT and Optotrak and both devices recorded IRED position at every second grid corner point, 

simultaneously. Optotrak 3020 can accurately πȢςάά  resolve IRED placed at a distance of 5m 

[187] ŀƴŘ ƭƛƪŜǿƛǎŜ ǘƻ ŘŜǘŜǊƳƛƴŜ .LDY!¢Ωǎ ǊŀƴƎŜΣ ǾŜǊǘƛŎŀƭ ǊŜǎƻƭǳǘƛƻƴ ǿŀǎ ŘŜǘŜǊƳƛƴŜd at multiple 

distances from the grid. Distance between the grid and Optotrak was kept constant (3 meters) because 

hǇǘƻǘǊŀƪΩǎ ƭŀǊƎŜ Ch± ŎƻǳƭŘ ŎŀǇǘǳǊŜ ǘƘŜ ǿƘƻƭŜ ƻŦ ǘƘŜ ƎǊƛŘΦ .LDY!¢Ωǎ Ch± ƛǎ ƳǳŎƘ ǎƳŀƭƭŜǊ ŎƻƳǇŀǊŜŘ ǘƻ 

Optotrak, so it was positioned at three different distances from the grid (700mm, 1400mm, and 

2100mm), and the resolved visible grid was characterized for whole visible workspace in the same 

ƳŀƴƴŜǊ ŀǎ ŦƻǊ ƘƻǊƛȊƻƴǘŀƭ ǊŜǎƻƭǳǘƛƻƴΦ ¢ƘŜ Lw95ǎΩ Ǉƻǎƛǘƛƻƴǎ ǿŜǊŜ ǊŜŎƻǊŘŜŘ ŀǘ ǘƘƻǎŜ ƎǊƛŘ Ǉƻƛƴǘǎ ǿƘƛŎƘ 

were visƛōƭŜ ǘƘǊƻǳƎƘ .LDY!¢Ωǎ ƭŜƴǎŜǎ ŀƴŘ Řŀǘŀ ǿŀǎ ŎƻƭƭŜŎǘŜŘ ŦƻǊ сǎ ŀǘ сл IȊ ōȅ ōƻǘƘ .LDY!¢ ŀƴŘ 

Optotrak, simultaneously, at every second grid point, spaced by 72mm.  

3.4.2 Data Analysis 
One of the major considerations while calculating positional errors between BIGKAT reported IRED 

position and obtained from gold standard Optotrak is that both devices report IRED position in their 

own coordinate system. Therefore, one cannot simply find tƘŜ a!9 Ƨǳǎǘ ōȅ ǎǳōǘǊŀŎǘƛƴƎ .LDY!¢Ωǎ Lw95 

Ǉƻǎƛǘƛƻƴ ŦǊƻƳ ǘƘŜ hǇǘƻǘǊŀƪ Lw95 ǇƻǎƛǘƛƻƴΦ ¢ƘŜǊŜŦƻǊŜΣ ƛǘ ƛǎ ƴŜŎŜǎǎŀǊȅ ǘƻ ǘǊŀƴǎŦƻǊƳ .LDY!¢Ωǎ ŎƻƻǊŘƛƴŀǘŜ 
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Figure 33: Spatial Resolution Experiment Setup. The red line shows the ǾƛǎƛōƭŜ ƎǊƛŘ ƛƴ .LDY!¢Ωǎ Ch±Φ  9ŀŎƘ ōƭŀŎƪ Řƻǘ 
refers to IRED position at every second grid point separated by 72mm within and along the border. (All values are 
in mm). 
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system onto the reference coordinate system (in this case Optotrak). Another major consideration is 

that coordinate axis of both devices differs from each other such as triangulated IRED position along 

X-ŀȄƛǎ ƻŦ hǇǘƻǘǊŀƪ ŎƻǊǊŜǎǇƻƴŘǎ ǘƻ ǘƘŜ .LDY!¢Ωǎ ¸-axis and vice versa. There are several point set 

registration methods to overcome such limitations such as Iterative Closest Point (ICP), coherent point 

drift (CPD), Robust Point Mapping (RPM), and Gaussian Mixture Models (GMM). CPD is a powerful 

method to handle complex deformations, large data sets and non-rigid deformations, and a well-

developed key component of computer vision, used to find spatial transformation by mapping BIGKAT 

ƎǊƛŘ ǘƻ ǘƘŜ hǇǘƻǘǊŀƪ ƎǊƛŘΦ wƛƎƛŘ ǊŜƎƛǎǘǊŀǘƛƻƴ ƳŜǘƘƻŘ ŦǊƻƳ /t5 ŀƭƎƻǊƛǘƘƳ ǿŀǎ ǳǎŜŘ ǘƻ ǊŜƎƛǎǘŜǊ .LDY!¢Ωǎ 

positional data over Optotrak positional data [231], in order to make the direct comparison between 

the two i.e., transforming the BIGKAT positional data onto the Optotrak positional data while 

preserving the inherent information contained by the data. 

hƴŜ ƻŦ ǘƘŜ Ƴŀƛƴ ƻōƧŜŎǘƛǾŜǎ ƻŦ ǘƘƛǎ ǎǘǳŘȅ ǿŀǎ ǘƻ ŎƘŀǊŀŎǘŜǊƛȊŜ .LDY!¢Ωǎ ǿƻǊƪǎǇŀŎŜ ǘƻ ŎƻƴŘǳŎǘ ǊŜŀŎƘ-to-

grasp studies with sufficient accuracy and minimal distortion effects, therefore, it was needed to 

investigate how accuracy varies across workspace by dividing a whole visible grid (grid of IREDs viewed 

by BIGKAT and Optotrak) into smaller sets of grids and performing CPD to compute positional error 

for every possible combination of rows and columns. For example, for a grid (set) containing 3 columns 

(m, m-1, 1) and 2 rows (n, 1), a total number of 6 possible combinations (subsets: m x n, m x n-1, m-1 

x n, m-1 x n-1, m-2 x n, m-2 x n-1) can be extracted. 3D coordinates of each subset of the grid from 

PSAT are transformed onto the Optotrak coordinate system which are then used to calculate mean 

absolute positional error for every subset. Using this approach, the position of a single IRED was 

calculated at successive locations throughout the workspace, whereas, for calculating positional errors 

(MAE) CPD rigid registration method is critical and has been performed for each subset of the whole 

grid. Figure34 shows the schematic of the whole characterisation process, where a subset of whole 

visible grid (ά ὶέύίὲ ὧέὰόάὲί) is selected and CPD applied repeatedly by removing a column from 

either side until left with a single column in the middle i.e. ά ὶέύίρ ὧέὰόάὲ and then computing 

the positional error at each sub-levels. Same procedure was adopted for the same visible grid by 

removing a row ά ρ ὶέύίὲ ὧέὰόάὲί and then performing CPD repeatedly by removing a row 

from the top and bottom until left with a single row ρ ὶέύίὲ ὧέὰόάὲί in the middle. This whole 

procedure continued until left with a single column and a single row in the middle. In our case a subset 

of whole visible grid after performing first CPD has ρχὶέύίωὧέὰόάὲί, therefore, total of 153 sub-

grids were transformed and analysed for positional errors. With this approach, it became possible to 

characterize how well BIGKAT grid fits onto the Optotrak grid aƴŘ Ƙƻǿ ƳǳŎƘ ŘƛǎǘŀƴŎŜ ŜŀŎƘ .LDY!¢Ωǎ 

ƎǊƛŘ Ǉƻƛƴǘ ƛǎ ŦǊƻƳ ǘƘŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ hǇǘƻǘǊŀƪΩǎ ƎǊƛŘ ǇƻƛƴǘΦ  
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Figure34: Procedure of repeatedly applying coherent point drift method on several subsets of the observed grid until left with 
a single column and a row in the middle. 

Above stated procedure would provide positional error as a combination of rows and columns but 

knowing how much positional error each row and column contributes towards overall error has two 

benefits; firstly it identifies parts of the workspace maximally/minimally affected by inherent camera 

distortion properties and therefore should be avoided/utilized during experimentation, secondly 

about error distribution by plotting an error histogram whether it produces a normal distribution with 

smaller standard deviation or it produces a left-skewed and flatter curve. 

3.4.3 Results - Horizontal Resolution 
Figure 35a & 17b show the reconstructed grids obtained from BIGKAT and Optotrak by calculating the 

mean 3D position of the IRED at each recorded position of the grid and it can be seen from the Figure 

35ŀ ϧ мтō ǘƘŀǘ ōƻǘƘ ŘŜǾƛŎŜǎ ƻǳǘǇǳǘ Lw95 Ǉƻǎƛǘƛƻƴǎ ƛƴ ǘƘŜƛǊ ƻǿƴ ŎƻƻǊŘƛƴŀǘŜ ŦǊŀƳŜ ǿƘƛŎƘ ŘƻƴΩǘ ŀƭƭƻǿ 

direct comparison thereof. This demonstrates the need for the CPD point set registration method to 

transform both sets of results onto a common coordinate system.  

And Figure 35b shows that BIGKAT could not resolve first three columns (C1, C2, C3) even though 

these columns were visible via BIGKAT during data collection i.e., IREDs placed at the extreme left side 

of BIGKAT FOV was not detected as it was not visible in one of the cameras. Before applying CPD, both 
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Optotrak and BIGKAT grids should be of same size, hence, the first three columns of the Optotrak grid 

were removed. Figure 35Ŏ ǎƘƻǿǎ .LDY!¢ ƎǊƛŘ όΨҌΩύ ŀŦǘŜǊ ǇŜǊŦƻǊƳƛƴƎ /t5 ōŜƛƴƎ ƻǾŜǊƭŀƛŘ ƻƴ hǇǘƻǘǊŀƪ 

grid (colour dots) i.e., BIGKAT grid undergoes spatial transformation with respect to the reference 

coordinate frame. Thus, enabling direct comparison by computing positional error at each grid point. 

As it can be seen from the post CPD grid (Figure 35c) that positional error increase significantly when 

the IRED is at the edges than at the middle of the FOV due to the inherent optical distortion. 

  

  

Figure 35a & b shows reconstructed grids as obtained from Optotrak and BIGKAT respectively c) coherent point drift (CPD) 
rigid registration of BIGKAT grid onto the Optotrak grid d) selected rectangular grid of 17x9 (rows x columns) from both 
devices after first CPD. Colour dots ǊŜǇǊŜǎŜƴǘǎ hǇǘƻǘǊŀƪ ƎǊƛŘ Ǉƻƛƴǘ ŀƴŘ ΨҌΩ ƛƴŘƛŎŀǘŜ .LDY!¢ ƎǊƛŘ Ǉƻƛƴǘǎ ƛƴ ŦƛƎǳǊŜǎ Ŏ ϧ ŘΦ 

Figure 35d shows a subset of whole visible grid of size ρχὶέύίωὧέὰόάὲίȠρςςτφτψάά  

selected after performing first CPD (enclosed within red border). The CPD rigid registration method 

was then applied repeatedly by removing columns from either side until left with a single column in 

the middle i.e., ρχὶέύίρὧέὰόάὲȠρςςτχςάά . Likewise, rows were removed one-by-one and 

CPD performed for each subset of grid. Figure 36 shows the result from the above stated procedure 
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and grid of size χὶέύίωὧέὰόάὲί (with an effective tracking area of υπτφτψάά  produced a 

maximum error up to 10mm and overall mean absolute error (MAE) of less than 5mm. 

  

Figure 36:a) Maximum error b) Mean error of all the subsets of the rectangular grid 17x9 obtained from observed grid of 
size 17x16. 

Figure 36 shows maximum error and MAE as a combination of rows and columns where each tile 

ǊŜǇǊŜǎŜƴǘǎ ŀ ƎǊƛŘ ǎƛȊŜ ǿƛǘƘƛƴ .LDY!¢Ωǎ ǿƻǊƪǎǇŀŎŜΣ ŀƴŘ ƛǘ ŘŜǇƛŎǘǎ Ƙƻǿ ǘƘŜ ŜǊǊƻǊ ŎƘŀƴƎŜǎ ŀǎ ǘƘŜ ƎǊƛŘ ǎƛȊŜ 

changes i.e., if IRED is placed at the edges or in the middle of the workspace. It can be seen that if IRED 

is moved across the whole of workspace ρςςτρρυςάά  then MAE error would lie in between 5 

to 10 mm and maximum error of more than 20mm can be observed. On the other hand if movement 

is performed in the middle of the workspace covering an area of υπτ φτψάά  to χςχςάά  

would produce MAE between 0 to 5mm and maximum error ranging from 5 to 10mm. Figure 36 shows 

the error as a combination of rows and columns. It is also worth seeing how much error each row and 

column contribute towards overall error and how the error is distributed by looking at the error 

histogram.  

Figure 37 shows the absolute error that each row and column have contributed, and it is higher at 

extremities than the rows and columns in the central workspace suggesting large effects of camera 

distortion at the edges whereas the central workspace shows less distortional affects. It suggests that 

movement should be performed within the central workspace, and it still needs to be determined how 

large the workspace should be and error distribution at different subsets of the visible workspace. 

Figure 38 shows density histogram of various grid sizes where MAE (shown by a blue dotted line) 

decreases with grid size and the density curve (shown by red line) follows a normal distribution with 

smaller standard deviation. Figure 38c&d whereas a large grid size produces a left-skewed and flatter 

curve Figure 38a&7b.  
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Figure 37 a) Row-wise &b) column-wise error contribution towards overall error 
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Figure 38: Density histogram of grid size a) 17x16 b) 17x9 c) 13x7 & d) 7x9 showing mean error (dotted line) reducing with 
size and shaded area (green) shows error density curve follows normal distribution (red line) 

3.4.4 Precision  
Sample-to-sample jitter (precision) was calculated by measuring the size of jumps that are made from 

frame-to-frame and for the whole duration of data collection (6s). This was measured by means of the 

root mean square (RMS) of the change in position values reported by BIGKAT and Optotrak, and is 

given by 

ὙὓὛ  
ρ

ὲ
Ўὼ 

Where Ўὼ is the difference between samples Ὥ and Ὥ ρ of the measured position ὼ. Table 5 reports 

median sample-to-sample jitter calculated by measuring RMS level along each axis and for all grid 

Ǉƻƛƴǘǎ ǾƛǎƛōƭŜ ƛƴ .LDY!¢Ωǎ Ch±. Lower RMS values indicate lower jitter artefacts and artefacts becomes 

more visible with large RMS values [232], [233] 

Table 5:  Median sample-to-sample jitter obtained from the raw data. Lower numbers indicate better resolution. All values 
are in mm. 

Precision (Median Sample-to-sample jitter in mm) 

Device x y Z 

BIGKAT 9.752e-04 5.945e-04 6.559e-03 

Optotrak 2.050e-5 3.069e-5 3.280e-5 

Figure 39a & 21b shows a heatmap of measured sample-to-sample jitter along the x and z axes, 

respectively, for the whole observed grid, where each tile represents a grid size. It can be seen from 

the Figure 39a that the x axis shows reduced jitter artefacts (higher resolution) than along the z-axis 
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Figure 39b where depth values at the far end of workspace shows higher RMS level with some jitter 

artefacts in the middle.  

 

 

Figure 39: Root mean square level showing jitter effects at each grid point and along a) X-axis b) Z-axis 

3.4.5 Vertical Resolution 
Likewise for vertical resolution, IRED positional data was analysed for horizontal resolution by running 

CPD twice: first to select rectangular grid and then to characterize each subset of the rectangular grid. 

Three different observed grids at three different distances (700, 1400, & 2100mm) from BIGKAT were 

translated and rotated onto the corresponding Optotrak grid as shown in Figure 40, and then 

maximum error and MAE were calculated for each subset of the rectangular grid as shown in Figure 

41. Observed grid size increases with increasing distance between grid and BIGKAT such as observed 

grid size increases from φ ρς at 700mm (Figure 40a) to ρρρυ at 1400mm (Figure 40c) and then, 

to ρφρχ at 2100mm (Figure 40e) and so as the selected rectangular grid size enclosed in red line 

shown in the corresponding Figure 41. These results suggest that with increasing distance, the effect 

of optical distortion on the resolved IRED position become more evident around the edges of the 

workspace than around the central workspace. Hence, resulting in reduced effective workplace for 

experimentation with BIGKAT at near and far ends (700mm and 2100mm). Observed grid size when 
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placed at 1400mm from BIGKAT produce large enough workspace to conduct reach-to-grasp 

movements. 

  

  

  

Figure 40: a,c & d shows BIGKAT grid rigidly registered onto the Optotrak grid obtained at three different distance from 
BIGKAT, where b, d & e shows the selected rectangular grid of size 5x11, 10x9 and 13x14 bounded by red line 
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Figure 41: Maximum and mean error for observed grid and its subsets at 700mm (a, b), 1400mm (c, d) & 2100mm (e,f) 
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Figure 41 shows the maximum error and MAE as a combination of rows and columns where each 

tile represents a grid size and are colour shaded according to the amount of error present in each 

grid. So, to better understand the required optimal distance, density histograms (Figure 42) show that 

the mean error (blue dotted line) increases with increasing distance and produce flatter and left-

skewed density curve (Figure 42a, 24c & 24e). Likewise decreasing grid size at the same distance 

(Figure 42b, 24d & 24f) reduces overall mean error and produces a narrow density curve which also 

Ŧƻƭƭƻǿǎ ŀ ƴƻǊƳŀƭ ŘƛǎǘǊƛōǳǘƛƻƴ όǊŜŘ ƭƛƴŜύΦ ¢ƘŜǊŜŦƻǊŜΣ ƛǘ ǎŜŜƳǎ ǘƘŀǘ ŦƻǊ ŜŦŦŜŎǘƛǾŜ ǳǘƛƭƛȊŀǘƛƻƴ ƻŦ .LDY!¢Ωǎ 

workspace (Figure 42b & 24d), the experimental setup should be installed at 700 to 1400 millimetres 

from BIGKAT, such that, at 1400mm IRED movement made within 504X576mm (see Figure 41d, grid 

size χ ψȠυπτυχφάά )  in the YX-direction from the centre produces a maximum error of 

11.37mm, but fortunately, the bimodal shape of density histogram (Figure 42d) shows the largest peak 

on the left of the mean error (< 5mm).  
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Figure 42: Density Histogram of grid size a) 6x12 b) 5x5 at 700mm, c) 11x15 d) 7x8 at 1400mm & e) 16x17 f) 9x9 at 
2100mm. 

Figure 43 shows the error contributed by each row and column and clearly shows large error exist at 

the extremities of the workspace same as in horizontal resolution but Figure 43e shows that at 

2100mm the bottom rows (R6 to R13) contributes less than the top rows i.e., working in the lower 

half of the workspace should be preferred. 
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Figure 43: : (a,b),(c,d) & (e,f) shows row-wise & column-wise error contribution when grid was at 700, 1400, 2100mm from 
BIGKAT, respectively 

Table 6 reports the median RMS values obtained with the same procedure as in horizontal resolution. 

hǾŜǊŀƭƭΣ ƛǘΩǎ ŜǾƛŘŜƴǘ ŦǊƻƳ ǘƘŜ Table 6 that Optotrak (gold standard) shows better resolution at each 

distance than BIGKAT, whereas BIGKAT also shows lower jitter artefacts than Optotrak at 700 & 

1400mm but jitter artefacts become obvious at 2100mm, particularly in determining IRED depth (z-

axis). RMS heatmaps at each distance and along each axis are shown in Appendix-A and reconstructed 

grids are shown in Appendix-B. 
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Table 6: Median sample-to-sample jitter. All values are in mm. 

 BIGKAT Optotrak 

Distance (mm) X Y Z X Y Z 

700 5.444e-04 8.258e-04 2.213e-03 3.569e-04 1.596e-04 5.580e-04 

1400 8.759e-04 7.009e-04 7.919e-03 3.234e-04 1.366e-04 7.016e-04 

2100 2.927e-03 1.141e-03 2.915e-02 1.906e-04 1.034e-04 3.579e-04 

3.5 Experiment 2: Temporal Resolution 
Other than the spatial resolution it is also useful to measure temporal resolution as it determines the 

ŦŀǎǘŜǎǘ ŎƘŀƴƎŜ ǘƘŀǘ ǿŜ Ŏŀƴ ǘǊŀŎƪΦ !ǎ .LDY!¢Ωǎ Ƴŀƛƴ ǇǳǊǇƻǎŜ ƛǎ ǘƻ measure and analyse reach-to-grasp 

movements (which involves gross and fine motor skills) it was tested by tracking two IREDs attached 

to a pendulum and determining how accurately BIGKAT can resolve the rate of change of IRED 

position.  

3.5.1 Method 
A pendulum of length 400mm with two IREDs, facing towards BIGKAT & Optotrak cameras, separated 

by 31mm were attached on either side of the pendulum ball. Using two IREDs helped to keep the 

pendulum balanced. Five trials were recorded at different locations of the workspace for 15s at 60Hz, 

and both devices simultaneously started recording when the pendulum was released from an initial 

angular displacement of 20o. 

3.5.2 Results & Discussion 
Figure 44 shows the decaying behaviour of the pendulum over time along the X-axis as tracked by 

both BIGKAT and Optotrak simultaneously. Mid-point of both IREDs was calculated and plotted for all 

trials as shown in Figure 44 and decaying behaviour was calculated by computing the change in IRED 

position between two subsequent frames, whereas difference in the time stamps of subsequent 

frames was measured to determine the frame rate (interval rate). Frame rate was then averaged to 

measure temporal resolution for the whole trial and all trials as well and produce a time difference of 

almost 16ms between two consecutive frames for both devices. The time-period and distance 

between IREDs was extracted from the temporal and 3D positional data resolved by BIGKAT & 

Optotrak and then was averaged over all trials as reported in Table 7 and shown in Figure 45. Equation 

1 shows actual time period of a pendulum of length 400mm. 

Ὕ ς“ ὰὫϳ  ς“ πȢτωȢψρϳ ρȢςφωί                            ρ 



76 
 

 

Figure 44: Pendulum oscillations shown for 5 trials of 15 seconds duration 

Table 7: Time period and distance between IREDS calculated from BIGKAT and Optotrak's raw data for the 5 trials 

 Trial 1 Trial 2 Trial 3 Trial 4 Trial 5 

Time Period (s) 

BIGKAT 1.214 1.274 1.219 1.219 1.219 

Optotrak 1.214 1.214 1.215 1.214 1.215 

Distance b/w IREDs (mm) 

BIGKAT 31.747 31.367 31.414 31.498 31.588 

Optotrak 30.428 30.451 30.390 30.404 30.445 

 

As well as time-period, the distance between IREDs was also calculated and averaged across all trials 

to determine the absolute positional error by comparing with known input distance as shown in Figure 

45. Such absolute measures obtained from the resolved IRED position in 3D space allows direct 

ŎƻƳǇŀǊƛǎƻƴ ƻŦ .LDY!¢Ωǎ ǇŜǊŦƻǊƳŀƴŎŜ ŀƎŀƛƴǎǘ ƎƻƭŘ ǎǘŀƴŘŀǊŘ hǇǘƻǘǊŀƪΦ wŜǎǳƭǘǎ ǎƘƻǿƴ ƛƴ Figure 45 

suggests that both absolute measures (time-period and distance between markers) obtained by both 

devices output comparable measures and no significant variations were observed in BIGKAT temporal 

and spatial data. For the purpose of measuring detailed human motion, such as finger motion, Song 

et. al. measured the frame rate required for an optical motion capture system and found out that 

minimum frame rate is proportional to the ratio between the maximum speed of the motion and the 

minimum spacing between the markers [222]. They have shown that a frame rate of 20Hz is sufficient 

for tracking a marker moving at a speed of 1440mm/s and literature also shows that healthy subjects 

move with maximum wrist velocity ranging from 1200mm/s to 1600mm/s while reaching for grasping 

an object placed at the farthest distance of 400mm [234]ς[237]. Hence, video recording of reach-to-

grasp movement at 60Hz by BIGKAT might reveal significant differences, for this purpose chapter 4 

investigates the use of BIGKAT for studying the effect of task constraints on reach-to-grasp 

movements.  
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Figure 45: a) Mean Time period b) mean distance between IREDs across all trials as computed from BIGKAT and Optotrak's 
3D positional data 

3.6 Discussion 
This Chapter investigated spatial accuracy and precision by tracking IRED position placed on a grid 

(printed on A0 paper) presented horizontally and vertically, within the overlapping FOV of BIGKAT and 

Optotrak 3020. Both devices recorded IRED position iteratively and simultaneously by moving IRED to 

every other grid corner point (spaced by 72mm) for 6s. Optotrak acted as a gold-standard to determine 

the absolute positional error between 3D position obtained from BIGKAT and Optotrak. With this 

approach, several subsets of tracking area, MAE less than 5mm, was found in the horizontal plane 

ranging from as large as χςπφτψ άά  to χςχς άά  (centered around the middle FOV), which 

a user can select according to the experimental setup.  

Also, to determine the range in which BIGKAT can accurately resolve IRED position, vertical resolution 

was determined at three different distance (700, 1400 & 2100mm) from BIGKAT which produced 

tracking area (MAE < 5mm) of τσςψφτ άά  at χππ άά; υπτυχφ άά  at ρτππ άά, 

σφπυχφ άά  at ςρππ άά. These results suggests that tracking area significantly reduced as the 

distance from the BIGKAT increases and the movements should be carried out in the center of FOV 

within a distance of 700mm to 1400mm from BIGKAT. For example, BIGKAT at a distance of 1400mm 

can determine IRED position within the tracking area of υχφυπτάά in vertical plane (XY) as shown 

in Figure 46and tracking area of  χςπφτψάά  in horizontal plane (XZ) as shown in Figure 36, with 

mean absolute error less than 5mm and median root mean square values less than 0.001mm and at 

temporal resolution of 16ms. Such a workspace is sufficient to carry out prehension studies because 

object intrinsic and extrinsic properties (object distance, object width and object height) determine 

needed workspace, in a sense that movements made in vertical direction (along y-axis) during 

transport component depends on object height; object width controlling grip apertures (along x-axis) 
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is always less than the maximum hand opening, similarly, movement amplitude manipulating 

ǘǊŀƴǎǇƻǊǘ ŎƻƳǇƻƴŜƴǘ Ƴǳǎǘ ōŜ ǿƛǘƘƛƴ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ŀǊƳ ǊŜŀŎƘΣ ŀƴŘ along the sagittal plane (z-axis) 

[234], [238], [239]. Considering object properties and the nature of experiment such as reach-to-grasp 

movement a tracking area of υχφυπτάά  in vertical plane (XY) meets standard requirements of 

prehension studies as presented in literature where object width is always less than the maximum 

hand opening of 45mm, and object height is smaller than 100mm. Likewise, literature shows that 

ǊŜŀŎƘƛƴƎ ŘƛǎǘŀƴŎŜ ƛƴ ǎŀƎƛǘǘŀƭ ǇƭŀƴŜ ƛǎ ŀƭǿŀȅǎ ƭŜǎǎ ǘƘŀƴ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ŀǊƳ ƭŜƴƎǘƘ ŀƴŘ ƛǘǎ ŀǾŜǊŀƎŜ Ǿŀƭǳe 

ranges from 600mm to 800mm for adults. In accordance with these requirements BIGKAT placed at a 

distance of 1400mm can accurately and precisely unfold movement details.  

 

Figure 46: BIGKAT's field of view 

The next chapter evaluates the use of BIGKAT as a tool to capture and analyse reach-to-grasp 

movements made by healthy adults to investigate its performance against Optotrak. As discussed 

earlier reach-to-grasp movements are affected by object size and location, so, finding the subtle 

differences between coordinated and controlled reach and grasp components by co-varying object 

size and location can strongly enhance our belief in low-cost, portable, easy-to-use optical motion 

capture system. Thus, encouraging its usability as an assessment tool in clinical routine. 
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Chapter 4: Performance Comparison of BIGKAT with an 
Optoelectronic Motion Capture System for Kinematic Analysis 

of Healthy Human Prehensile Movements. 

4.1 Introduction 

Having established the size of the workspace and temporal resolution afforded by BIGKAT, this chapter 

sets out to determine whether BIGKAT could be used within this workspace (XZ-plane 

χςπφτψ άά ; XY-plane υχφυπτ άά  , MAE error < 5mm) to measure reach-to-grasp 

movements when performed within a distance of 800mm to 1400mm from BIGKAT. Figure 47 shows 

the schematic of the adapted experimental procedure where participants sit in front of BIGKAT and 

the experiment involves reaching and grasping objects placed at three different distances from the 

start position, all within the sagittal plane. The two objects of different sizes are placed at distances of 

250mm, 350mm, and 450mm from the start position and were covaried for different trials. From 

.LDY!¢Ωǎ ǇŜǊǎǇŜŎǘƛǾŜΣ ǘƘŜ ǎǘŀǊǘƛƴƎ Ǉƻƛƴǘ ƛǎ мнрлƳƳ ŀǿŀȅ ŦǊƻƳ .LDY!¢ ŀƴŘ ǘƘŜ ŦŀǊǘƘŜǎǘ ƻōƧŜŎǘ 

(450mm) is also 800mm away from BIGKAT. Hence, the participant performs each reach-to-grasp 

ƳƻǾŜƳŜƴǘ ǿƛǘƘƛƴ .LDY!¢Ωǎ ǿƻǊkspace, which is defined as the area that can produce MAE of less than 

5mm.  

 

Figure 47: Experimental setup showing subset of workspace in which prehensile movements are performed. 
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Lƴ ǘƘƛǎ ǎǘǳŘȅΣ .LDY!¢Ωǎ ǎǳƛǘŀōƛƭƛǘȅ ŀǎ ŀ ŎŀǇŀōƭŜ Ƴƻtion capture system for measuring prehensile 

movements was assessed by quantitatively measuring, analysing, and comparing reach-to-grasp 

movements recorded by BIGKAT and Optotrak, simultaneously. Spatial and temporal characteristics 

of prehensile movements vary with respect to the task constraints, and, for the exact same purpose, 

ƳŜŀǎǳǊŜƳŜƴǘǎ ƻōǘŀƛƴŜŘ ŦǊƻƳ hǇǘƻǘǊŀƪ ŀŎǘŜŘ ŀǎ ŀ ΨƎƻƭŘ ǎǘŀƴŘŀǊŘΩ ŀƴŘ ǿŜǊŜ ŎƻƳǇŀǊŜŘ ǿƛǘƘ 

measurements computed from BIGKAT. Therefore, the main objective of the study undertaken was to 

ŀǎǎŜǎǎ .LDY!¢Ωǎ ǇŜǊŦƻǊƳŀƴŎŜ ōȅ ƻōƧŜŎǘƛǾŜƭȅ ƳŜŀǎǳǊƛƴƎ ǇǊŜƘŜƴǎƛƭŜ ƳƻǾŜƳŜƴǘǎ ŘǳǊƛƴƎ ǊŜŀŎƘƛƴƎ ŦƻǊ ŀƴŘ 

grasping objects in a controlled environment, and statistically analysing the relationship between the 

same kinematic measures obtained from both BIGKAT and Optotrak. We hypothesized that kinematic 

measures obtained from both devices would be linearly correlated to each other i.e., if Optotrak can 

determine statistically significant differences between kinematic measures due to task constraints 

then BIGKAT could do as well. To capture the coordinated structure of prehension movements, only 

healthy subjects were chosen since they can reproduce movements effectively, enabling us to test the 

repeatability and reproducibility of BIGKAT by analyzing prehensile kinematic measures between and 

within participants as well as correlating spatiotemporal characteristics with those measures obtained 

from Optotrak. 

4.2 Method 

Reach-to-grasp movement patterns are stereotypical in nature and change lawfully with task 

constraints and this chapter seeks to determine whether BIGKAT would show the same pattern and 

would provide the similar statistically significant results as gold standard Optotrak. To draw the 

performance comparison between the two devices, participants were instructed to reach for and 

grasp two different size objects placed at three different distances from the participant such that the 

farthest object would force participant to increase reach velocity and would take longer to reach and 

grasp than the nearest object.  

4.2.1 Participants. 

Nine unpaid participants aged 20-35 (mean = 26, All males) were recruited for the study. All 

participants were right-handed, gave their informed consent prior to participating and were naive as 

to the purpose of the experiment. None had any history of neurological deficit, and all had normal or 

corrected to normal vision. The study was approved by the ethics committee in the School of 

Psychology at the University of Leeds and was therefore performed in accordance with the ethical 

standards laid down in the Declaration of Helsinki. 
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4.2.2 Materials and procedure. 

Each trial was prepared by placing a wooden object at one of the three distances and the participant 

prepared by holding the start position between the thumb and index finger which was defined by a 

moulded grip and was close to the table edge as shown in Figure 48. Participants were instructed to 

reach for and grasp an object that could be located at a distance of 200, 300 or 450mm from the hand 

position in the sagittal plane and can be reach with the simple extension of their right arm. Two 

wooden objects of same depth (D), width (W) and height (H) but different grasping surface size 

(determined by a wooden dowel glued on top of the object) were used as shown in Figure 49. Dowel 

size was characterized as large or small determined by its height and diameter, such that large dowel 

has a grasping size of (length= 63mm, diameter= 25mm) and a smaller dowel has a grasping size of 

(height= 53mm, diameter= 15mm). Participants were told to grip the object by its grasping surface 

with their thumb and index finger. Each participant performed 10 trials at each distance and object 

size combination, resulting in a total of 60 trials. 

 

Figure 48: BIGKAT and Optotrak recording IRED movement, simultaneously, while participant sits on a chair and perform 
reaching movements to grasp objects, placed at three different target locations, in the sagittal plane with the simple 
extension of the arm. All values are in mm. 
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Figure 49: Two wooden objects having base of same dimension but differ by dowel size affixed on top of the base. 

 Data acquisition was completed by both Optotrak and BIGKAT and was initiated one second before 

ǘƘŜ άƎƻέ ƛƴ ǘƘŜ ŜȄǇŜǊƛƳŜƴǘŜǊΩǎ ǾŜǊōŀƭ ǎǘŀǊǘ ŎƻƳƳŀƴŘ άǘƘǊŜŜΣ ǘǿƻΣ ƻƴŜΣ Ǝƻέ ŀƴŘ ǘƘŜ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ǘŀǎƪ 

ǿŀǎ ǘƻ ǊŜŀŎƘ ŀƴŘ ƎǊŀǎǇ ǘƘŜ ƻōƧŜŎǘ ŀǘ ǘƘŜ άƎƻέ ǎƛƎƴŀƭΦ wŜŀŎƘ ǊŜǎǇƻƴǎŜǎ ǿŜǊŜ ǊŜŎƻǊŘŜŘ ōȅ ŀǘǘŀŎƘƛƴƎ ŀƴ 

infra-red emittiƴƎ ŘƛƻŘŜ όLw95ύ ǘƻ ŜŀŎƘ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ǿǊƛǎǘ ŀƴŘ ƳŜŀǎǳǊƛƴƎ ƛǘǎ Ǉƻǎƛǘƛƻƴŀƭ ŎƘŀƴƎŜ ƻǾŜǊ 

time, similarly, grasping responses were recorded by attaching infra-red emitting diodes to the distal 

joint of the index finger and thumb and measuring the distance between them. Both Optotrak and 

BIGKAT recorded movements at 60Hz for 5 seconds. An R package was designed to extract and filter 

(2nd order Butterworth, Ὢ ρφὌᾀ ) 3D positional data of each IRED and other relevant information 

like frame rate, data and time, user and system comments etc. from the binary files recorded by 

hǇǘƻǘǊŀƪ όŀǾŀƛƭŀōƭŜ ƻƴ DƛǘIǳōύΤ Ψread_ndi.RΩ ƛǎ ǘƘŜ Ƴŀƛƴ ǎŎǊƛǇǘ ǳǎŜŘ ǘƻ ŜȄǘǊŀŎǘ ǎǳŎƘ ƛƴŦƻǊƳŀǘƛƻƴ [240]. 

4.2.3 Data Analysis 

A 2x3 repeated measures analysis of variance with factors grasp surface size (small, large) and object 

distance (200, 300 and 450mm) was used to evaluate the differences between BIGKAT and Optotrak 

for all calculated kinematics. Five dependent variables Movement time (MT), Maximum Grip Aperture 

(MGA), time to MGA (TMGA), Peak Velocity (PV) and time to PV (TPV) were extracted from the filtered 

3D positional data from both devices. To determine the correlation between BIGKAT and Optotrak, 

linear regression analysis was also carried out between corresponding measures. All data analysis 

procedures were carried out in R. 

Movement time is defined as the temporal difference between movement onset, which was set at the 

point when the wrist speed exceeds 50mm/s, and movement offset when wrist speed decreases 

below 50mm/s which determines the end of the trial. The distance between the thumb and index 

finger provides temporal changes in IRED position, in anticipation of the intended grasp size and are 

dependent on the shape of the object, thus maximum distance between the thumb and finger 

provides the maximum grip aperture (MGA) and its time of occurrence (TMGA). Similarly, hand 

transportation (trajectory of the hand) speed is influenced by the distance between the start point 
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and the object and is determined by tangential speed of the IRED attached to the wrist thus providing 

peak velocity (PV) and its time of occurrence (TPV). 

4.3 Results 

Figure 50 shows the trajectory profile of each IRED for the whole duration of each reach-to-grasp 

movement as captured by BIGKAT and Optotrak. The trajectory profile was averaged across all 

participants while reaching for objects places at three different distances and grasping objects of 

different grasp size. The movement trajectory obtained from BIGKAT follows the trajectory obtained 

from Optotrak, but it still needs investigating how well spatiotemporal characteristics correlates for 

both devices. For this purpose, two-way analysis of variance was carried out for each spatiotemporal 

measure to determine how well BIGKAT can extract important kinematic features (presented in detail 

in next section). It is evident from the Figure 50 that movement duration increases by increasing the 

distance between the object and start point, hence, participants move faster for the farthest object 

by increasing the wrist velocity thus causing TPV to occur later in the movement as shown in reaching 

movement profile (Figure 51a). Similarly, grip profile varies with grasp size such as smaller grabbing 

size requires greater precision during the gripping phase, while larger grasping size lowers spatial 

accuracy demands while allowing for a faster movement and wider MGA as shown in Figure 51b. 

 

Figure 50: Movement trajectory averaged across all trials and particpants for objects of different grasp sizes placed at three 
different distances as captured by BIGKAT and Optotrak. 

 

 

 



84 
 

 

Figure 51: a) Mean wrist velocity b) Mean grip aperture averaged across all trials and factors extracted by BIGKAT and 
Optotrak 

4.3.1 Movement time  

Optotrak reported that movement duration increased as object distance increased Ὂςȟρφ

τυȢρφψȟὴ πȢπππρȟ– πȢςχφ) such that on average longer MT was obtained for further objects 

τυπάάȡ πȢχχωπȢρτςί than for the nearer objects ςππάάȡπȢυωψπȢρρωίȠσππάάȡ πȢφφρ

πȢρςςί. Similarly, MT obtained from BIGKAT positional data showed a significant main effect of object 

distance Ὂςȟρφ τψȢπςςȟὴ πȢπππρȟ– πȢσπρ), again with participants taking longer to reach 

farthest objects (450mm:πȢψςφπȢρτπί than those placed at 200mm πȢφσωπȢρρτί and 

300mm πȢχπσπȢρρφί. Post-hoc analysis (Tukey-HSD) on both the Optotrak and BIGKAT data 

revealed significant differences between the near and far objects and the middle and far objects, as 

shown in Figure 52a, but no significant difference was found between distances 200 and 300mm. 
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ANOVA analysis showed that MT was not significantly affected by grasping surface size: Optotrak 

Ὂρȟψ ρȢστψȟὴ  πȢπυȟ– πȢπρς) and BIGKAT Ὂρȟψ ρȢυσωȟὴ πȢπυȟ– πȢπρσ) as 

shown in Figure 52b. It can be seen from the Table 8 that MT is slightly, but not significantly, higher 

for smaller grasping surface size ίάὥὰὰȡ ὕὴὸέὸὶὥὯ πȢφωσπȢρσφίȟὄὍὋὑὃὝ πȢχσφπȢρσςί than 

large grasping surface size ὒὥὶὫὩȡ ὕὴὸέὸὶὥὯ πȢφφφπȢρςπίȟὄὍὋὑὃὝ πȢχπωπȢρρυί. No 

significant interaction was found between distance and grasping size.  

 

Figure 52: Both devices show similar significant results for MT a) object distance shows significant main effect and b) grasp 

surface size showing no effect on MT. 

4.3.2 MGA and time to MGA 

MGA was larger for the object with the larger grasp surfaces ίάὥὰὰȡ ὕὴὸέὸὶὥὯ ψυȢφππ

ψȢπφυάάȠὄὍὋὑὃὝ ψφȢρωψχȢφψράά , ὰὥὶὫὩȡ ὕὴὸέὸὶὥὯ ωτȢσπτ

ωȢπφςάάȠὄὍὋὑὃὝ ωυȢςρφψȢχρσάά  as shown in Figure 53b and Table 1, and this significant 

main effect was captured by both Optotrak Ὂρȟψ  υψȢρψρȟὴ πȢππρȟ – πȢςςπ) and BIGKAT 

Ὂρȟψ φχȢυχωȟὴ  πȢππρȟ – πȢςτχ). Post-hoc analysis revealed large effect size (BIGKAT 

1.955; Optotrak 1.872) between two grasp sizes. However, MGA was not significantly affected by 

object distance as reported by Optotrak Ὂςȟρφ  πȢχφυȟὴ  πȢπυȟ– πȢππω) and BIGKAT 

Ὂςȟρφ  πȢρψυȟὴ πȢπυȟ– πȢππς) as shown in Figure 53a. No significant interaction was 

found between grasp size and object distance. 
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Figure 53: a) shows no significant effect of object distance for MGA b) grasp surface size significantly effected MGA as found 
by both low-cost and expensive optical motion capture system. 

However, TMGA was found to be affected by object distance, causing it to occur later in the movement 

as distance increased: 450mm ὄὍὋὑὃὝ πȢφφωπȢρτωίȠὕὖὝὕὝὙὃὑ πȢφσφπȢρτχί, 300mm 

ὄὍὋὑὃὝ πȢυσςπȢρςπίȠὕὖὝὕὝὙὃὑ πȢυρτπȢρςτί, 200mm ὄὍὋὑὃὝ πȢτψχ

πȢρστίȠὕὖὝὕὝὙὃὑ πȢτφωπȢρστί. ANOVA showed significant main effect of object distance for 

both devices ὄὍὋὑὃὝ Ὂςȟρφ  υχȢσρυȟὴ  πȢππρȟ– πȢςφψ) and ὕὴὸέὸὶὥὯ Ὂςȟρφ 

 ττȢτσρȟὴ  πȢππρȟ‘ πȢςσσ).  Post-hoc analysis revealed significant differences between all 

distances except between 200mm and 300mm (Figure 54a) for both devices.  A low sample size might 

be the reason for the lack of significant difference between the near and middle distances. 

Time to MGA remained unaffected by different grasping surface sizes, where ὄὍὋὑὃὝ Ὂρȟψ 

 πȢππψȟὴ πȢπυȟ– φȢυὩ ) and ὕὖὝὕὝὙὃὑ Ὂρȟψ  πȢπφχȟὴ  πȢψȟ– υȢφὩ ) showed 

no significant main effect. In fact, average time to MGA was almost equal for both grasping sizes, as 

shown in Figure 54b. No significant interactions were found between distance and grasping size. 
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/  

Figure 54: High end and low-cost optical motion capture system producing identical results for TMGA by a) object distance b) 

grasp size. Both plots show SD around mean. 

4.3.3 Peak Velocity and time to Peak Velocity 

Figure 55a shows that participants typically reached greater wrist velocities when moving to further 

targets but did not increase speed sufficiently to prevent longer movement durations. Object distance 

had a significant main effect on the reaching movement (Optotrak Ὂςȟρφ ρχψȢςρςȟὴ 

 πȢπππρȟ– πȢχπχ and BIGKAT Ὂςȟρφ ρσσȢςπχȟὴ  πȢπππρȟ– πȢχσσ such that peak 

velocity increased with increasing object distance: ȟ 300mm: ὄὍὋὑὃὝ ψωψȢυυσρσρȢρχχάάȾ

ίȠὕὖὝὕὝὙὃὑ ωυυȢυρσρφπȢωυσάάȾί, 450mm: ὄὍὋὑὃὝ ρρχφρωψȢρψψάάȾ

ίȠὕὖὝὕὝὙὃὑ ρςυρȢψςρςρχȢφσχάάȾί. Post-hoc analysis revealed significant differences 

between all object distances.  Grasp surface size showed no effect on peak velocity as captured by 

Optotrak Ὂρȟψ πȢςτυȟὴ  πȢπυȟ– ρȢυωὩ  and BIGKAT Ὂρȟψ πȢπτψχȟὴ 

 πȢψσȟ– ςȢψσὩ  and shown in Figure 55b. No significant interactions were found between 

distance and grasping size.  
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Figure 55a) object distance shows significant main effect for PV and b) grasp size shows no significant effect as computed by 

both devices. Both panels show SD around mean. 

TPV was likewise influenced by object distance ὄὍὋὑὃὝȡ Ὂςȟρφ ςψȢψσχȟὴ πȢππρȟ–

πȢςσς, Optotrak: Ὂςȟρφ ςωȢωψρȟὴ πȢππρȟ– πȢρψχ, as shown in Figure 56a. TPV occurred 

later in the movement as distance increased: 200mm: ὄὍὋὑὃὝ πȢσπχ

πȢπσψίȠὕὖὝὕὝὙὃὑ πȢςψρπȢπτχί, 300mm: ὄὍὋὑὃὝ πȢσςψπȢπτωίȠὕὖὝὕὝὙὃὑ πȢσπσ

πȢπυυί, 450mm ὄὍὋὑὃὝ πȢσχςπȢπφσίȠὕὖὝὕὝὙὃὑ πȢστρπȢπυψί. TPV was not affected by 

the grasping surface size: Optotrak Ὂρȟψ ρȢψσψȟὴ πȢπυȟ– πȢπρφ) and BIGAKT Ὂρȟψ

ςȢσωχȟὴ πȢπυȟ– πȢπςς as shown in Figure 56b. No significant interactions were found between 

distance and grasping size. 
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Figure 56: a) shows significant effect of object distance for TPV b) grasp surface size shows no significant effect for TPV as 

found by both low-cost and expensive optical motion capture system. Both plots shows SD around mean. 

Table 8: Quantitative assessment of reach-to-grasp movements captured by BIGKAT and Optotrak, simultaneously. All 

values are presented with mean and SD summarized across all participants and trials. 

Device 
Grasp 

Size 

Distance MT (s) MGA (mm) TMGA (s) PV (mm/s) TPV (s) 

BIGKAT 

Small 

200 πȢφφπȢρτ ψφȢτωφȢφς πȢτωπȢρτ υωπȢςφρςρȢυτ πȢσςπȢπυ 

300 πȢχππȢρς ψχȢςωφȢπφ πȢυςπȢρς ωρςȢτρρσυȢψυ πȢσσπȢπφ 

450 πȢψτπȢρτ ψτȢχωρπȢσυ πȢφχπȢρτ ρρφπȢωσρψσȢυφ πȢσψπȢπχ 

Large 

200 πȢφςπȢπω ωτȢυχωȢρω πȢτψπȢρς φπρȢωχωψȢυς πȢσππȢπσ 

300 πȢχππȢρρ ωυȢρυχȢφφ πȢυτπȢρς ψψτȢφωρςφȢυπ πȢσσπȢπτ 

450 πȢψρπȢρτ ωυȢωσωȢςψ πȢφφπȢρφ ρρωρȢσυςρςȢψρ πȢσφπȢπυ 

Optotrak 

Small 

200 πȢφςπȢρτ ψφȢρσχȢτς πȢτψπȢρυ φςπȢωρρτρȢυφ πȢςωπȢπφ 

300 πȢφφπȢρς ψχȢπσφȢσχ πȢυππȢρς ωφψȢςτρψσȢτυ πȢσππȢπφ 

450 πȢψππȢρτ ψσȢφσρπȢτ πȢφτπȢρτ ρςσρȢττςπτȢπω πȢσυπȢπφ 

Large 

200 πȢυψπȢπω ωτȢπωωȢσω πȢτφπȢρς φττȢττρπσȢτυ πȢςχπȢπσ 

300 πȢφφπȢρς ωτȢυφχȢωτ πȢυςπȢρσ ωτςȢχψρσψȢτρ πȢσππȢπυ 

450 πȢχφπȢρτ ωτȢςυωȢψτ πȢφσπȢρφ ρςχςȢςπςσρȢρψ πȢσσπȢπυ 
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Spatial and temporal characteristics of prehensile movements vary with respect to the task constraints 

such that transport component are effected by the object distance causing PV to increase as well as 

causing PV to occur later in the movement; similarly, large grasp size lowers spatial accuracy demands 

while permitting a faster movement and hand opens up to a larger MGA and smaller grasping size 

demands higher precision during grasping phase [4], [139], [141], [145], [241]. For the exact same 

purpose, in this chapter object distance and grasp size were co-varied to observe prehensile behaviour 

ŦǊƻƳ ǘƘŜ Ǉƻǎƛǘƛƻƴŀƭ Řŀǘŀ ƻōǘŀƛƴŜŘ ŦǊƻƳ hǇǘƻǘǊŀƪ ǿƘƛŎƘ ŀŎǘŜŘ ŀǎ ΨƎƻƭŘ ǎǘŀƴŘŀǊŘΩ ŦƻǊ ǘƘŜ ƳŜŀǎǳǊŜƳŜƴǘǎ 

obtained from BIGKAT. Analysis showed that BIGKAT can successfully reveal spatiotemporal 

characteristics of reach-to-grasp movements being manipulated by the task constraints and even 

when the movements are of small duration as well. Kinematic measures extracted from 3D positional 

data of BIGKAT were manipulated in the same manner as those extracted by Optotrak data. It still 

needs to be seen how these measures are related to Optotrak, hence, regression analysis was carried 

out and discussed in detail in the next section.  

4.4 Linear Regression analysis 

Simple linear regression was used to test the strength of relationship between BIGKAT and Optotrak 

kinematic measures at each level of object distance and grasping size. Regression analysis was carried 

out in R, first by averaging all the kinematic variables across all trials of every participant for each 

object distance and grasping size. Linear model function was used with 95% confidence region for the 

regression fit and visualized by adding a regression line onto the scatter plot provided by the ΨƎƎǇƭƻǘΩ 

package. Linear model function provided the equation of the fitted line, co-efficient of determination 

(R-squared value) and p-value and were printed on top of each plot.  

The principal goal of kinematically analysing reach-to-grasp movements was to assŜǎǎ .LDY!¢Ωǎ ŀōƛƭƛǘȅ 

to characterise the constituent components of prehensile movements, performed in its workspace 

determined in chapter 3. Having established the fact within the previous section that BIGKAT can 

detect statistically significant differences between kinematic features of reach-to-grasp movement 

Ƨǳǎǘ ŀǎ ǘƘŜ ΨƎƻƭŘ ǎǘŀƴŘŀǊŘΩ hǇǘƻǘǊŀƪΣ ǘƘƛǎ ǎŜŎǘƛƻƴ ǎŜǘǎ ƻǳǘ ǘƻ ŘŜǘŜǊƳƛƴŜ Ƙƻǿ ǘƘƻǎŜ ŎƻǊǊŜǎǇƻƴŘƛƴƎ 

measures from two different devices are related to each other. Multiple linear regression analysis was 

performed between all of the retrieved kinematic variables (reach-to-grasp movements) across all 

trials, for each grip size, and for various object distances, for precisely the same reason. 

Figure 57 shows the linear regression analysis for movement time during reach-to-grasp movements 

for different grasp size objects placed at different distances. Figure 57 depicts strong relationship 

between BIGKAT and Optotrak with nearly unity slope, low y-intercept values, large R-squared value 

with significant p-value. Linear model function provided the descriptive statistics about the residuals 
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of the model which was approximately zero. Absolute mean error was also calculated by subtracting 

the mean MT value of BIGKAT from Optotrak which was τπȢυ ψȢυ άί, τςρπ άί and τυȢυ

ρρ άί when the object was at ςππ άά, σππ άά and τυπ άά, respectively. 

 

Figure 57: Regression analysis between Movement Time obtained through BIGKAT and Optotrak at each object distance and 
grasp surface size. Grey shade 95% confidence region. 

Table 9: Absolute mean difference for all prehensile kinematic measures between Optotrak and BIGKAT 

Distance 

(mm) 

Grasp 

Size 

Absolute mean difference 

MT (s) MGA (mm) TMGA (s) PV (mm/s) TPV (s) 

200 

Large 

πȢπτςπȢππχ πȢχρρπȢψςς πȢπςσπȢπρπ τςȢτφυρςȢτσχ πȢπςφπȢπρπ 

300 πȢπτρπȢπρρ πȢψωςπȢωτρ πȢπρφπȢππψ υψȢπψτσπȢσττ πȢπςσπȢπρρ 

450 πȢπτφπȢπρπ ρȢφχτρȢσσφ πȢπσυπȢππψ ψπȢψτωωσȢφχς πȢπσρπȢππω 

200 

Small 

πȢπσωπȢπρπ πȢωχωρȢρρφ πȢπρσπȢππω σπȢφυρςπȢψυτ πȢπςφπȢπρς 

300 πȢπτσπȢππω πȢψρψπȢωρφ πȢπςππȢππω υυȢψσφφρȢρρω πȢπςψπȢππφ 

450 πȢπτυπȢπρς ρȢρφτπȢφωχ πȢπςωπȢπρς χπȢυρπρπωȢχως πȢπσςπȢπρφ 

 

Regression analysis was also carried out on the kinematic data of the grasping component, as shown 

in Figure 58 and Figure 59. The results revealed a strong linear relationship between BIGKAT and 

Optotrak for the maximum opening of the hand (MGA) and the moment at which it occurred (TMGA), 

with a high R-squared value, a low p-value and an almost unity slope. Additionally, the absolute mean 
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MGA error was calculated. For large grip sizes, BIGKAT MGA values differ from Optotrak by ρȢπως

ρȢπσσ άά, whereas for small grasp sizes, it differs by πȢωψχπȢωπω άά. The TMGA error shown 

(Table 9) that BIGKAT can detect the occurrence of MGA a little later than Optotrak; for objects 

positioned at 200mm, 300mm, and 450mm, respectively, the differences are ρψωȢυ άί, ρψ

ψȢυ άί and σςρπ άί.  

 

Figure 58: Regression analysis between MGA obtained through BIGKAT and Optotrak at each object distance and grasp 
surface size. Grey shade 95% confidence region. 
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Figure 59: Regression analysis between TMGA obtained through BIGKAT and Optotrak at each object distance and grasp 
surface size. Grey shade 95% confidence region. 

Likewise, kinematic measurements of reaching component, PV and TPV, from both devices were found 

to be linearly correlated at each level of object distance and grasping size as shown in Figure 60 and 

Figure 61. However, object placed at τυπ άά was recorded to have the lowest R-squared value (but 

significant p-value) among all kinematic variables and PV error was also larger χυȢφχω

ρπρȢχσς άάȾί than the nearest objects ςππάάȡ σφȢυυψρφȢφτυ άάȾί ȟσππάάȡυφȢωφ

τυȢχσρ άάȾί, as shown in table. 
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Figure 60: Regression analysis between PV obtained through BIGKAT and Optotrak at each object distance and grasp surface 
size. Grey shade 95% confidence region. 

 

Figure 61: Regression analysis between TPV obtained through BIGKAT and Optotrak at each object distance and grasp surface 
size. Grey shade 95% confidence region. 

Regression analysis between quantitative prehensile measures obtained through BIGKAT and 

Optotrak at each level of object distance and grasp surface size showed that spatiotemporal 
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characteristics extracted through 3D positional data of both optical motion capture systems are 

linearly correlated with a large coefficient of determination (R-squared), low y-intercept and almost 

unity slope. Results shows a linear relationship between both devices and it is evident that the 

kinematic measurements were strongly correlated except for one outlier present in PV measurement 

Figure 60, while making reaching movement towards object placed at 450mm. Regression results 

suggest that low-cost, portable, easy-to-use BIGKAT can capture comparable prehensile movement 

patterns to those recorded by the more expensive, laboratory-based Optotrak.  

4.5 Discussion 

The prehensile kinematic features extracted from 3D positional data showed that BIGKAT can 

successfully capture all spatiotemporal characteristics being manipulated by the task constraints in 

this study, leading to the equivalent findings in terms of the effects of task manipulations on kinematic 

measurements obtained via Optotrak. Linear regression analysis measuring relationships between 

both optoelectronic systems revealed highly correlated kinematic measures as shown in Figure 57 to 

Figure 61. BIGKAT kinematic measures are in good agreement with those obtained from Optotrak 

showing that the measured changes in reaching and grasping component due to the task constraints 

reflects BIGKAT potential of resolving coordinated and controlled movement successfully. Based on 

the evidence from statistical results, shown in Figure 52 to Figure 56, has strengthened our confidence 

that the portable, low-cost, and user-friendly BIGKAT may be used on a large scale to study and analyse 

reach-to-grasp movements in laboratory and non-laboratory contexts as a result of such tightly linked 

outputs from two distinct devices looking at the prehensile movement simultaneously.  

In general, R-squared values of all measured kinematic variables were very high indicating a strong 

relationship between Optotrak and BIGKAT 3D positional data and produced small positional errors as 

well, see table 2. Spatiotemporal characteristics of reach-to-grasp movement was found to 

correspond well with the calculated value of the same movement by gold-standard, research-grade 

and expensive optical motion capture system, Optotrak. In other words, sequential movements 

recorded with BIGKAT can resolve IRED trajectory accurately, precisely and can produce comparable 

results as obtained by Optotrak. Thus, enabling researchers to quantitatively analyse upper arm reach-

to-grasp movements and/or helping neurologists to keep track record of the treatment progress by 

providing them with objective measures.  

For this study only healthy participants were recruited and movements from healthy subjects are less 

variable than those individuals suffering from neurological disorders who exhibit slower, progressive 

hesitation/halts, scaled in both the amplitude and time domains as movements are continued [17], 

[152]. It can be challenging to unfold the coordinated and controlled structure of sequential 
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movements of healthy individuals since they can reach objects quickly and change their grip aperture 

effectively. Furthermore, it has been demonstrated (see results) that BIGKAT was able to extract 

spatial and temporal measurements in accordance with Optotrak and that BIGKAT has delivered 

statistically significant outcomes that have previously been documented in literature. Literature also 

investigates the discriminative ability of motion capture system by kinematically analysing 

sequential/repetitive/simultaneous movements of neurologically disabled and healthy controls and 

to understand how such systems can be helpful to neurologist for diagnostic and to keep track record 

of improvement made during treatment. Hence, next chapter investigates BIGKAT's performance 

against gold standard Optotrak by simultaneously analysing spatiotemporal characteristics of 

repetitive finger tapping movement made by Parkinson's patients and healthy controls.  

4.6 Conclusions 

This study highlights the potential usage of the Boxed Infrared Kinematic Assessment Tool for studying 

reach-to-grasp movements in laboratory and clinical settings. The results of the investigation using 

BIGKAT are similar to those reported in the previous literature and were successfully validated against 

the research-grade optoelectronic system, Optotrak. The strong correlation between the two devices 

ƛǎ ŜǾƛŘŜƴŎŜ ŦƻǊ ƻŦ .LDY!¢Ωǎ ŀǇǇƭƛŎŀōƛƭƛǘȅ ŀƴŘ ŀŘŀǇǘŀōƛƭƛǘȅ ǘƻ ŜŦŦŜŎǘƛǾŜƭȅ ǊŜǎƻƭǾŜ ǳǇǇŜǊ ƭƛƳb movements 

performed within its workspace. 
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Chapter 5: Performance Comparison of BIGKAT with Optotrak 
for Kinematic Analysis of Repetitive Finger Tapping Movement 

of PD Patients and Healthy Controls. 

5.1 Introduction 
The prevalence of Parkinson's disease (PD) is rising on a global scale. PD, a chronic neurodegenerative 

ailment, is characterized by slow voluntary movement, which is the most significant functional 

disruption in patients [242]ς[244]. Generally speaking, this syndrome is known as bradykinesia. The 

motor phenotypic spectrum also includes tremor and muscular rigidity [245]. Bradykinesia and other 

motor symptoms appear to be linked to a progressive loss of dopaminergic neurons in the substantia 

nigra, even if it has not been possible to pinpoint a single underlying pathophysiologic process that 

accounts for everything [59]. Bradykinesia is the condition's primary motor symptom, but there are 

currently no widespread, everyday applications for wearable sensors to monitor it [20]. To quantify 

the condition objectively, new technologies are urgently needed. Typically, clinicians employ 

established clinometric measures like the Unified Parkinson's Disease Rating Scale (MDS-UPDRS) to 

assess and quantify the motor clinical characteristics of Parkinson's disease (PD) [245]. However, 

subjectivity and inter-rater variability influence clinical assessments. As a result, the PD medical 

community is seeking for an easy, affordable, and impartial solution that can be deployed on large 

scale [246]. Chapter 4 demonstrated that BIGKAT is suitable for studying reach-to-grasp movements. 

This chapter expands this by assessing BIGKAT's ability to quantify measures related to Parkinson's 

bradykinesia using videos of finger tapping by healthy and clinical population. 

One of the major aims of this study was to kinematically analyse the repetitive finger-tapping (FT) 

movements using BIGKAT and Optotrak. IŜƴŎŜΣ ǘƘƛǎ ŎƘŀǇǘŜǊ ǎŜǘǎ ƻǳǘ ǘƻ ƛƴǾŜǎǘƛƎŀǘŜ .LDY!¢Ωǎ 

performance while kinematically analysing repetitive finger-tapping (FT) movements made by PD 

patients and healthy controls. It was accomplished by recording finger tapping (FT) movements and 

extracting features like rhythm, speed, and amplitude decrement from the 3D FT positional data 

obtained by a research-grade Optotrak system, which will serve as a gold-standard for our 

inexpensive, portable, user-friendly optical motion capture system. By conducting correlation and 

regression analyses between the quantitative measurements collected from the two devices, it seeks 

to compare BIGKAT performance against OPTOTRAK in a task other than prehension, thereby 

maximising its potential use in large-scale, routine clinical settings.  

5.2 Method 
The number of samples needed for such case control studies is based on the required level of 

confidence (95%), the proposed power of the study, prevalence rate and the assumed number of 

patients and controls in similar studies [247]. It was calculated with the following formula  
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ὲ  ᾀ Ⱦ πzȢςυȾὨ i 

Where n is the number of samples, and for this study z is the confidence level of 95% (level of 

significance p-value of 5%) and d is the 22% margin of error (78% power of the study) is acceptable. 

Using equation i with these values the sample size is 19.843 which rounded up to 20. Finger tapping 

ƳƻǾŜƳŜƴǘ ƻŦ оу ƘŀƴŘǎ όƛƴŎƭǳŘƛƴƎ ƭŜŦǘ ŀƴŘ ǊƛƎƘǘύ ǿŜǊŜ ƻōǘŀƛƴŜŘ ŦǊƻƳ мл ƛŘƛƻǇŀǘƘƛŎ tŀǊƪƛƴǎƻƴΩǎ ŘƛǎŜŀǎŜ 

patients and 9 healthy controls. All participants gave their written consent to participate in the study 

and was approved by the Health and Care Research Wales (HCRW), United Kingdom Health Research 

Authority. All patients were diagnosed with PD and were recruited from Leeds Teaching Hospitals NHS 

Trust, United Kingdom. Control subjects had no history of neurological disease or medical condition 

associated with movement impairment and were the companions of patients or university staff. 

Participants were instructed to repeatedly tap their index finger on the thumb as quickly and as wide 

as possible, while Optotrak and BIGKAT recorded FT movement, simultaneously. Infra-red emitting 

diodes (IRED) were attached on the distal phalanx of the thumb and index fingertip. Each participant 

performed FT movements eight times for a duration of 17s, four for each hand and each hand was 

tested separately and movements were recorded by the two optoelectronic devices at 60Hz. 

5.3 Data Analysis 
Data acquisition was completed by both Optotrak and BIGKAT and was initiated one second before 

ǘƘŜ άƎƻέ ƛƴ ǘƘŜ ŜȄǇŜǊƛƳŜƴǘŜǊΩǎ ǾŜǊōŀƭ ǎǘŀǊǘ ŎƻƳƳŀƴŘ άǘƘǊŜŜΣ ǘǿƻΣ ƻƴŜΣ Ǝƻέ ŀƴŘ ǘƘŜ ǇŀǊǘƛŎƛǇŀƴǘΩǎ ǘŀǎƪ 

was to repeatedly tap their index finger on the thumb as quickly as possible and at maximal extent 

όŘƛǎǘŀƴŎŜ ōŜǘǿŜŜƴ ŦƛƴƎŜǊ ŀƴŘ ǘƘǳƳōύ ŀǘ ǘƘŜ άƎƻέ ǎƛƎƴŀƭΦ ¢ŀǇǇƛƴƎ ǊŜǎǇƻƴǎŜ ǿŀǎ ǊŜŎƻǊŘŜŘ ōȅ ŀǘǘŀŎƘƛƴƎ 

infra-red emitting diodes to the distal joint of the index finger and thumb and measuring the distance 

between them. An R script was designed to extract and filter (2nd order Butterworth, Ὢ ρφὌᾀ ) 3D 

data from the binary files recorded by Optotrak (available on GitHub) [240]. 3D positional coordinates 

were extracted from BIGKAT recordings using BIGKAT video analysis software. These 3D coordinates 

were then kinematically analysed to study movement patterns e.g., IRED velocity or distance between 

IREDs for the whole movement duration. 

3D positional data produced by both devices were used to calculate the absolute distance between 

the thumb and finger using equation ii, and the tangential speed was calculated from the resulting 

time series. Trials were then cropped from movement onset, which was set at the point when the 

speed exceeds 50mm/s, and movement offset was determined when the speed decreases below 

50mm/s. The resulting distance series, from both devices, were then aligned according to the 

movement onset. 
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Ὓ ὥὦί ὥ ὦ ὥ ὦ ὥ ὦ  ii 

Equation ii shows that distance series was calculated by subtracting the position of thumb and finger 

along each axis where a represent thumb and b represent finger. The resulting distance series was 

normalized across all trials and is transformed linearly using min-max normalisation. Using this 

method, all scaled data within the range (0,1) is obtained and calculated using equation iii. 

Ὓ
ὼ ὼ

ὼ  ὼ
 iii 

Figure shows the normalized distance between thumb and finger which was calculated by 

subtracting the current value from the minimum value and then dividing by the difference between 

the maximum and minimum distances.  

 

Figure 62 Normalized distance between thumb and finger as obtained from BIGKAT and Optotrak, simultaneously. a) 
Healthy Control b) PD patient 

Three characteristics of the resulting fingertip to thumb tip distance time series were determined to 

reflect the speed, amplitude, and rhythm of clinical finger tapping as per MBRS and MDS-UPDRS scale. 

The average rate of change of the normalised distance between the tips of the fingers and thumb over 

time was measured as a measure of speed and calculated using equation iv and v. 

ὠ  
Ὓ  ί

ὸ  ὸ
 iv 

ὠ  
ρ

ὲ ρ
ὠ v 
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 Decrease in amplitude is expected as the movements are continued, and PD patients show large 

variability towards the end of the trial than healthy controls. For the exact same purpose, amplitude 

variance was calculated by dividing the normalized distance between thumb and fingertip times series 

for each trial into 1s windows to extract maximum and minimum amplitude values, which were then 

used to calculate the coefficient of variation within each window. To extract amplitude variations, a 

customized function was developed in R, pseudo-code shown below, which accept normalized 

distance and time series as input argument and output two arguments coefficient of variation within 

each window and standard of deviation of the peaks. 

// Calculating the features of the amplitude 

function [Output 1, Output 2] = Extract_Amplitude (Argument One, Argument Two) 

// Inputs: Argument One: the input signal, Argument Two: the time index 

// Outputs: Output 1: the Coefficient of Variation of the energy within each window, Output 2: the std 
of peaks 

Subtracting the mean of argument one from argument one to remove the dc component 

Find peaks and their occurrences from both input argument using ΨŦƛƴŘǇŜŀƪǎΩ function 

Save all peak in ΨǇŜŀƪΩ variable 

Set energy list to 0  

Set window length to 60 to make a one second window 

For each window length  

OUTPUT difference in maximum and minimum value  

Store difference value in energy list 

ENDFOR 

Calculate the coefficient of variation of energy list 

Store the result in output 1 

Calculate peak differentiation  

Calculate standard deviation in peak  

Store the result in output 2 

END 

A third measure, rhythm regularity (differentiating regular rhythm from irregular rhythm) was 

calculated by taking the Fast Fourier Transform of each normalized distance. To find the distribution 

of frequencies inside each finger tap time series, and then evaluating the power of the dominant 

frequency peak added to the power of the frequencies 0.2 Hz each side of it. The Fast Fourier 

Transform of an irregular rhythm would produce a widely spread frequency distribution reduces the 

power of the dominant frequency band, whereas the Fast Fourier Transform of a more regular rhythm 
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will create a narrower frequency distribution subsequently increasing the power of dominant 

frequency as shown in Figure 63. 

 

 

Figure 63 Fast Fourier Transform of the normalized distance between thumb and finger. Blue dotted line shows dominant 
frequency peak. a) Narrower frequency distribution by healthy control b) wider frequency distribution by PD 

function [yf , f] = Dofft( Sig , Fs) 

% Calculating the fast Fourier Transform of the signal 

% Input: 

%          Sig : the input signal 

%          Fs : the sampling frequency 

% Output: 

%          yf : the FFT of the signal's envelope 

%          f : the frequency index 

Store the length of signal    xlen <- length(Sig); 

Remove the dc component by subtracting the mean     Sig = Sig - mean(Sig); 

Calculate the next higher power of 2 to optimize fft    NFFT <- 2 ^ nextpow2(xlen); 

Compute the Discrete Fourier Transform   yf  <-  fft(Sig,NFFT) / xlen * 2; 

  Take the absolute value for whole series   yf <- abs(yf(1 : NFFT/2+1)); 

     Find the frequency index for the whole sequence f <- Fs / 2 * linspace(0,1,NFFT/2+1); 

END 

Three finger tapping features were extracted from the 3D positional data obtained by both optical 

motion capture system (BIGKAT and Optotrak) to describe the characteristics of the movement 

pattern. The next section presents the statistical analysis adopted for the assessment of FT and is 

divided into two sub-sections. Firstly, quantitative measures were calculated from the positional data 

obtained by Optotrak. And then one-way analysis of variance was used to find statistically significant 
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differences between factor group (PD patients, healthy controls) for three FT features. Secondly, 

correlation and regression analysis were carried out between the quantitative measures computed 

from low-cost, portable BIGKAT and high-ŜƴŘΣ ŜȄǇŜƴǎƛǾŜ hǇǘƻǘǊŀƪ ŀƴŘ ǘƘŜǊŜŦƻǊŜ ŜǾŀƭǳŀǘƛƴƎ .LDY!¢Ωǎ 

potential usage in large scale, routine clinical settings.  

5.4 Results 

5.4.1 Quantitative assessment via Optotrak  

One-way ANOVA showed a significant main effect of group Ὂρȟρ ρρρψȢςψωȟὴ πȢππρȟ‘

πȢτφυ for amplitude variance as shown in Figure 64(a), suggesting larger amplitude variability among 

PD patients ὒὩὪὸȡ πȢςπππȢρςτȠὙὭὫὬὸȡπςρχπȢρσυ than healthy controls ὒὩὪὸȠ πȢρωπ

πȢρττȠὙὭὫὬὸȠπȢρχυπȢρςς . Analysis of average speed showed a significant main effect of group 

Ὂρȟρ ρτρχȟὴ πȢππρȟ‘ πȢωψρ, such that average speed of healthy controls was much 

higher ὒὩὪὸȡ υφωȢχφςρφπȢχρπάάȾί ȠὙὭὫὬὸȡ υπχȢτυυρφψȢψρψάάȾί than PD patients 

ὒὩὪὸȡσωτȢρττρτφȢςρψάάȾί ȠὙὭὫὸȡσχφȢωστρσωȢσφςάάȾί for both hands combined as 

shown in Figure 64(b). Factor group also showed a significant main effect for rhythm regularity 

Ὂ τρυπȟὴ πȢππρȟ‘ πȢτφρ, such that rhythm (total power in the signal) was  more regular 

for control ὒὩὪὸȡπȢφυτπȢρφωάάȾὌᾀȠὙὭὫὬὸȡπȢφπρπȢςπσάάȾὌᾀ than PD patients 

ὒὩὪὸȡπȢυτςπȢρχχάάȾὌᾀȠὙὭὫὬὸȡπȢυτσπȢρψράάȾὌᾀ. Post-hoc analysis showed a 

significant difference between both groups  ὴ πȢπππρ as shown in Figure 64c. 
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Figure 64 Kinematic features of finger tapping speed, amplitude and rhythm, computed from the 3D positional coordinates 
produced by Optotrak for both PD patient and Healthy controls and for each hand. 

5.4.2 Correlation & Regression analysis with BIGKAT 
The primary objective of this section was to compute correlation and regression analysis between the 

FT features measured by both optical motion capture systems, in-house BIGKAT and gold standard 

Optotrak. In line with the results obtained in the previous section, Optotrak has shown the ability to 

quantify repetitive FT movements of healthy control and PD patients, hence, significantly 

discriminating between the two based on amplitude variance, average speed, and rhythm regularity. 

Therefore, determining the strength of relationship between BIGKAT and Optotrak will shed light on 

the ability of BIGKAT to do the same. In a manner, can FT features extracted from 3D positional data 

of BIGKAT successfully capture repetitive FT movement? Therefore, rather than finding significant 
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differences between groups, this section sets out to determine the strength of relationship by 

performing regression analysis between the kinematic measures of BIGKAT and Optotrak. 

A linear model function was used with 95% confidence region for the regression fit and visualized by 

adding a regression line onto the scatter plot provided by ΨƎƎǇƭƻǘΩ package. The linear model function 

provided the equation of the fitted line, co-efficient of determination (R-squared value) and p-value 

and were printed on top of each plot. Figure 65 shows regression analysis for the amplitude variance 

obtained through BIGKAT and Optotrak, healthy controls showed strong correlation with large R-

squared value ὙὭὫὬὸ ὬὥὲὨȡ ὶ πȢωςσȟὴ πȢπππρȟὒὩὪὸ ὬὥὲὨȡὶ πȢωρȟὴ πȢπππρ but PD 

patient showed low R-squared value ὙὭὫὬὸ ὬὥὲὨȡ ὶ πȢςρςȟὴ πȢππυȟὒὩὪὸ ὬὥὲὨȡὶ

πȢυψρȟὴ πȢπππρ due to the outliers present in the PD data, as shown in Figure 65.  

 

Figure 65: Correlation and regression analysis between BIGKAT and Optotrak for amplitude variance showing linear 
relationship  

Similarly, correlation and regression analysis for average speed was determined as shown in Figure 

66, which depicts a linear relationship between both devices at each level of hand and patient type. It 

depicts a strong relationship between BIGKAT and Optotrak with nearly unity slope, low y-intercept 

values, large R-squared value with significant p-value. Linear model function provided the descriptive 

statistics about the residuals of the model which were approximately zero. Large R-squared values, 

but significant p-value was obtained for both right ὅέὲὸὶέὰȡ ὶ πȢωστȟὴ πȢπππρȟὴὥὸὭὩὲὸȡὶ

πȢωπφȟὴ πȢπππρ and left hand ὅέὲὸὶέὰȡ ὶ πȢωσωȟὴ πȢπππρȟὴὥὸὭὩὲὸȡὶ πȢωπτȟὴ

πȢπππρ.  
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Figure 66 Correlation and regression analysis between BIGKAT and Optotrak for average speed showing linear relationship 
a) Full data b) variance considerably reduced after removing outliers 

Likewise, correlation and regression analysis of rhythm variability from the 3D positional data 

(normalized thumb to finger distance) from both devices were highly correlated with each other for 

both right ὅέὲὸὶέὰȡ ὶ πȢψςςȟὴ πȢπππρȟὴὥὸὭὩὲὸȡὶ πȢφτȟὴ πȢπππρ and left hand 

ὅέὲὸὶέὰȡ ὶ πȢχυω ὴ πȢπππρȟὴὥὸὭὩὲὸȡὶ πȢχψτȟὴ πȢπππρ as shown in Figure 67. Low r-

squared values were due tƻ ǘƘŜ ƻǳǘƭƛŜǊǎ ǿƘƛŎƘ ǿŜǊŜ ƛŘŜƴǘƛŦƛŜŘ ŀƴŘ ǊŜƳƻǾŜŘ ōȅ ƳŜŀǎǳǊƛƴƎ /ƻƻƪΩǎ 

ŘƛǎǘŀƴŎŜ ǿƘƛŎƘ ǿŀǎ ŦƻǳǊ ǘƛƳŜǎ ǘƘŜ ŀǾŜǊŀƎŜ /ƻƻƪΩǎ ŘƛǎǘŀƴŎŜ όŜȄǇƭŀƛƴŜŘ ƛƴ ŘŜǘŀƛƭ ƛƴ ǘƘŜ ƴŜȄǘ ǎŜŎǘƛƻƴύΦ 

 

Figure 67: Correlation and regression analysis between BIGKAT and Optotrak for rhythm regularity showing linear 
relationship a) Full data b) variance considerably reduced after removing outliers 
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5.4.3 Detecting and Removing Outliers 
Outliers were identified by measuring the CookΩs distance which determines the influence of a data 

point by considering an observation's leverage and residuals values that may alter the outcome of 

regression. Leverage and residual values from each observation are combined to determine the Cook's 

distance, the more the leverage and residuals, the greater the Cook's distance. When the ith 

observation is taken out of a regression model, the Cook's distance measures how much the model 

changes. A typical guideline is to study any point that is greater than the threshold which is four times 

the average distance of all the points. Six observations were detected as outliers in the amplitude 

variance dataset as shown in Figure 68a, ten observations were detected in the average speed dataset 

as shown in Figure 68b and six observations were detected in rhythm regularity dataset as shown in 

Figure 68c. Some of the observations were repeated in all three datasets, so, a total of 14 trials were 

ƛŘŜƴǘƛŦƛŜŘ ŀǎ ƻǳǘƭƛŜǊǎ ƘŀǾƛƴƎ /ƻƻƪΩǎ ŘƛǎǘŀƴŎŜ ƘƛƎƘŜǊ ǘƘŀƴ ŦƻǳǊ ǘƛƳŜǎ ǘƘŜ ƳŜŀƴ /ƻƻƪΩǎ distances of all 

other data points. 
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Figure 68: Red line show observations with the /ƻƻƪΩǎ ŘƛǎǘŀƴŎŜ values exceeding the threshold are considered outliers and 
are shown for all three datasets; a) Amplitude variance b) Average speed, c) Rhythm regularity. Blue points show detected 
outliers and labels shows row number as they appear in data and it can be seen that observation number 89 appear in each 
dataset.  

Figure 69 shows all fourteen trials that were detected as outliers, seven of which are from PD group 

and remaining seven from healthy controls. Each plot shows normalized distance between thumb and 

finger plotted over time to examine the underlying reasons of the low R-squared values in regression 

analysis. It is evident from the Figure 69 that all outliers can be categorized into three categories. In 

category-I, normalized distance values measured by BIGKAT are smaller when compared to Optotrak 

values, a total of 5 trials from Figure 69a to Figure 69e. Category-I trials are not useful and need to be 

excluded from the analysis. In category-II, trials lost synchronisation during recording even though 

both devices recorded FT movements simultaneously. A total of six trials (Figure 69f ~ 8k) out of 152 

trials were out of synchronisation, it may be due to some delays in triggering time. In category-III, one 

of the devices started recording much earlier than the other device and again, it may be due to delays 

in triggering of one of the devices, 3 trials fall in this category as shown in Figure 69l to Figure 69n.  

a) 



108 
 

b) 

c) 

  
d) 

e) 
































































































































































































